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    Abstract

        
            This paper discusses the core damage frequency (CDF) insights gained by analyzing the results of the Individual Plant Examinations (IPES) for two groups of plants: boiling water reactor (BWR) 3/4 plants with Reactor Core Isolation Cooling systems, and Westinghouse 4-loop plants. Wide variability was observed for the plant CDFs and for the CDFs of the contributing accident classes. On average, transients-with loss of injection, station blackout sequences, and transients with loss of decay heat removal are important contributors for the BWR 3/4 plants, while transients, station blackout sequences, and loss-of-coolant accidents are important for the Westinghouse 4-loop plants. The key factors that contribute to the variability in the results are discussed. The results are often driven by plant-specific design and operational characteristics, but differences in modeling approaches are also important for some accident classes.
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                    Severe accident insights from the Brunswick IPE

                    
                        Conference
                            Miller, G - Transactions of the American Nuclear Society; (United States)
                            

                    Insights gained from the development of the level-2 analysis for a Brunswick individual plant examination (IPE) have led to severe accident insights that take advantage of the unique design of the containment structure. The Brunswick steam electric plant (BSEP) consists of two General Electric BWR-4 boiling water reactors (BWRS) with Mark I containments. The containments are unique among BWR Mark I's because the construction of the drywell and torus is reinforced concrete with steel liners. The typical Mark I is a steel shell construction. Both units are rated at 2436 MW(thermal) and [approximately]760 MW(electric). The Brunswick IPE, representing both units,more » was submitted to the US Nuclear Regulatory Commission in August 1992 (Ref. 1). The estimated mean core damage frequency (CDF) for the level-1 IPE is 2.7 x 10[sup [minus]5]/yr. Station blackout accident sequences contribute 66% to the overall CDF. Transient initiated sequences that involve loss of decay heat removal contribute 30% to the overall CDF. Accident sequences involving anticipated transients without scram (3%), transients with loss of high-pressure injection (I%), loss-of-coolant accidents (LOCAs) (< 1 %), and interfacing LOCAs (< 1 %) constituted the remainder of the accident sequences, which were above the analytical truncation level of 1 X 10 [sup [minus]8]/yr.« less

                        
                            
                            
                    

                    

                

            
        		
    
                                        
                                    
                                        	
            



                    An Overview of the State-of-the-Art Reactor Consequence Uncertainty Assessment Accident Progression Insights

                    
                        Technical Report
                            Wagner, Kenneth
                            

                    The U.S. Nuclear Regulatory Commission (NRC) with Sandia National Laboratories (Sandia) have completed three uncertainty analyses (UAs) as part of the State-of-the-Art Reactor Consequence Analyses (SOARCA) program. The SOARCA UAs included an integrated evaluation of uncertainty in accident progression, radiological release, and offsite health consequence projections. The UA for Peach Bottom, a boiling-water reactor (BWR) with a Mark I containment located in the State of Pennsylvania, analyzed the unmitigated long-term station blackout SOARCA scenario. The UA for Sequoyah, a 4-loop Westinghouse pressurized-water reactor (PWR) located in the State of Tennessee, analyzed the unmitigated short-term station blackout SOARCA scenario, with amore » focus on issues unique to the ice condenser containment and the potential for early containment failure due to hydrogen deflagration. The UA for Surry, a 3-loop Westinghouse PWR with a sub-atmospheric large dry containment located in the State of Virginia, analyzed the unmitigated short-term station blackout SOARCA scenario including the potential for thermally-induced steam-generator tube rupture. These three UAs are currently documented in three NUREG/CR reports. This report provides input to planned NRC documentation on the insights and findings from the SOARCA UA program. The purpose of the summary report is to provide a useful reference for regulatory applications that require the evaluation of offsite consequence risk from beyond design basis event severe accidents. This report focuses on the accident progression and source term insights developed from the MELCOR analyses. MELCOR is the NRC's best-estimate, severe accident computer code used in the SOARCA UAs. In anticipation of the SOARCA UA insights work, NRC and Sandia benchmarked the response of the Peach Bottom model to selected reference calculations from the Peach Bottom SOARCA UA. Peach Bottom was the first SOARCA UA performed and was completed in 2015 using the MELCOR 1.8.6 code. The PWR SOARCA UAs evolved the original methodology and utilized the updated MELCOR 2.2 computer code. The Peach Bottom model has been systematically updated for other NRC research efforts and has been updated to MELCOR 2.2. computer code. The findings from the new reference calculations using the updated model with the MELCOR 2.2 code are also integrated into the report. A second objective is an assessment of the applicability of the results to the other nuclear reactors in the U.S. As the key findings are reviewed, judgments are presented on the applicability of the results to other U.S. nuclear power plants. An important objective of the SOARCA program relied on high- fidelity plant-specific modeling. However, the nature of the insights and conclusions allowed judgements to be made on the applicability of the various insights to the same general classification of plant (i.e., BWR or PWR) or the entire fleet of plants. Finally, the results from the SOARCA UA accident progression calculations contain a wealth of information not previously documented in the NUREG/CRs. This report includes new but related information that can be used to benchmark past or support future regulatory decisions related to severe accidents. The new work includes a benchmark of the NUREG-1465 licensing source term definitions, the variability of key accident progression events and timing to radionuclide release, and an improved understanding of the timing and source terms from consequential steam generator tube ruptures. iii ACKNOWLEDGEMENTS The Sandia authors gratefully acknowledge the significant technical and programmatic contributions from the NRC SOARCA team which are reflected throughout the report. Dr. Tina Ghosh has been involved throughout the SOARCA UAs, providing the primary managerial and technical oversight. The long lists of NRC and Sandia contributors from the SOARCA UAs are cited in the three NUREG/CRs and are also gratefully acknowledged by the small team of authors compiling the results of their efforts. Significant technical contributions, advice, and reviews were provided by Dr. Hossein Esmaili, Dr. Alfred Hathaway, and Dr. Edward Fuller (retired) of the NRC. Dr. Randal Gauntt (retired), Mr. Patrick Mattie, Mr. Joseph Jones (retired), and Dr. Doug Osborn from Sandia are recognized as the SOARCA UA managers guiding the past efforts. There is a comparable list of project managers at the NRC including Ms. Patricia Santiago, Dr. Salman Haq, and Mr. Jon Barr. Sadly, we have lost Mr. Charlie Tinkler and Mr. Robert Prato, who were important contributors to the original SOARCA project. Finally, Mr. Kyle Ross and Mr. Mark Leonard have also retired but were significant technical contributors. Mr. Kyle Ross was the technical lead on all three SOARCA UAs and the original pressurized water reactor SOARCA study. Mr. Leonard was the technical lead on the original boiling water reactor SOARCA study and a key contributor to the first Peach Bottom SOARCA UA. iv« less
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                    Insights from the Interim Reliability Evaluation Program pertinent to reactor-safety issues. [PWR; BWR]

                    
                        Conference
                            Carlson, D
                            

                    The Interim Reliability Evaluation Program (IREP) consisted of concurrent probabilistic analyses of four operating nuclear power plants. This paper presents an integrated view of the results of the analyses drawing insights pertinent to reactor safety. The importance to risk of accident sequences initiated by transients and small loss-of-coolant accidents was confirmed. Support systems were found to contribute significantly to the sets of dominant accident sequences, either due to single failures which could disable one or more mitigating systems or due to their initiating plant transients. Human errors in response to accidents also were important risk contributors. Consideration of operator recoverymore » actions influences accident sequence frequency estimates, the list of accident sequences dominating core melt, and the set of dominant risk contributors. Accidents involving station blackout, reactor coolant pump seal leaks and ruptures, and loss-of-coolant accidents requiring manual initiation of coolant injection were found to be risk significant.« less

                        
                            
                            
                    

                    

                

            
        		
    
                                        
                                    
                                        	
            



                    Assessment of severe-accident mitigation strategies for a BWR (boiling water reactor) Mark-II Power Plant

                    
                        Conference
                            Yang, J; Tingle, A; Xu, H - Transactions of the American Nuclear Society; (USA)
                            

                    The in-depth reviews of risk assessments performed specifically for the Limerick and Shoreham plants have identified accident sequences that are important contributors to core damage frequency (CDF). These plants are boiling water reactors (BWRs) with Mark-II containment designs. Plant features and operator actions that have been found to be important for either preventing or mitigating severe accidents in BWR Mark-II's have been reported. This paper summarizes the results of a detailed analysis of various severe-accident mitigation strategies for BWR Mark-II plants. The accident sequence selected for analysis was a transient involving the loss of feedwater and all core injection systemsmore » (normally designated as TQUV). These accidents were found to be an important contributor to the CDF for the two BWR Mark-II plants studied. The present analysis was performed using the Source Term Code Package (STCP), which models in-vessel core meltdown, containment response, fission product transport, and environmental release. The MELCOR Accident Consequence Code System was used for the off-site consequence analysis.« less

                        
                            
                            
                    

                    

                

            
        		
    
                                        
                                    
                                        	
            



                    Core structure heatup and material relocation in a BWR short-term station blackout accident

                    
                        Conference
                            Schmidt, R; Dosanjh, S - Transactions of the American Nuclear Society; (USA)
                            

                    Recent safety assessment studies have identified the short-term station blackout accident sequence as an important contributor to the overall plant risk of currently operating boiling water reactors (BWRs). In this hypothetical scenario, the loss of all off- and on-site alternating-current power is coupled with the loss of the capability for water injection to the reactor vessel (caused by, for example, the independent failure of the high-pressure core injection and reactor coolant inventory control). At present, the outcome of this accident sequence is not well understood, primarily due to uncertainty in the relevant core melt progression path. Of interest in thismore » study is the core-structure heatup and subsequent melt relocation leading to the possible formation of core blockages. The results of one-dimensional heat transfer analysis and three-dimensional heat transfer and material relocation modeling are summarized.« less
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