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    Abstract

        
            We are developing a refuelable zinc/air battery (6-cells) for evaluation under the five USABC `core` test protocols. In the first half of the two year project ($1OOK, FY1997), an advanced refuelable design was developed, fabricated and tested at power levels up to 415 W. Performance matched or exceeded that of earlier multicell systems. A computer program was developed for automated data acquisition and drive cycle simulation. Small mockup cells (80 cm 2) were constructed for rapid testing of components. In the follow-on effort (FY1998, $1OOK) we will make minor advances in system design and fabrication efficiency, and seek to improve cathode performance and life, before delivery of two final units for test at DOE laboratory.
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                    Zinc air refuelable battery: alternative zinc fuel morphologies and cell behavior

                    
                        Conference
                            Cooper, J; Krueger, R
                            

                    Multicell zinc/air batteries have been tested previously in the laboratory and as part of the propulsion system of an electric bus; cut zinc wire was used as the anode material. This battery is refueled by a hydraulic transport of 0.5-1 mm zinc particles into hoppers above each cell. We report an investigation concerning alternative zinc fuel morphologies, and energy losses associated with refueling and with overnight or prolonged standby. Three types of fuel pellets were fabricated, tested and compared with results for cut wire: spheres produced in a fluidized bed electrolysis cell; elongated particles produced by gas-atomization; and pellets producedmore » by chopping 1 mm porous plates made of compacted zinc fines. Relative sizes of the particles and cell gap dimensions are critical. All three types transported within the cell 1553 and showed acceptable discharge characteristics, but a fluidized bed approach appears especially attractive for owner/user recovery operations.« less
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                    Powering future vehicles with the refuelable zinc/air battery

                    
                        Journal Article

                    A recent road test at LLNL underscored the zinc/air battery`s capacity to give electric vehicles some of the attractive features of gas-driven cars: a 400-km range between refueling, 10-minute refueling, and highway-safe acceleration. Developed at Lawrence Livermore National Laboratory, the battery weights only one-sixth as much as standard lead/acid batteries and occupies one-third the space, yet costs less per mile to operate. What`s more, because the battery is easily refuelable, it promises trouble-free, nearly 24-hour-a-day operation for numerous kinds of electric vehicles, from forklifts to delivery vans and possibly, one day, personal automobiles. The test of a Santa Barbara Municipalmore » Transit bus with a hybrid of zinc/air and lead/acid batteries capped a short development period for the zinc/air battery. The test run indicated the zinc/air battery`s potential savings in vehicle weight from 5.7 to 4.0 metric tons, in battery weight from 2.0 to 0.3 metric tons, in battery volume from 0.79 to 0.25 m{sup 3}, and in electricity cost from 5.6 cents per mile to 4.7 cents per mile. The power, however, remains the same.« less

                        
                            
                            
                    

                    

                

            
        		
    
                                        
                                    
                                        	
            



                    Demonstration of zinc/air fuel battery to enhance the range and mission of fleet electric vehicles: Preliminary results in the refueling of a multicell module

                    
                        Conference
                            Cooper, J; Fleming, D; Keene, L; ... 
                            

                    We report progress in an effort to develop and demonstrate a refuelable zinc/air battery for fleet electric vehicle applications. A refuelable module consisting of twelve bipolar cells with internal flow system has been refueled at rates of nearly 4 cells per minute refueling time of 10 minutes for a 15 kW, 55 kWh battery. The module is refueled by entrainment of 0.5-mm particles in rapidly flowing electrolyte, which delivers the particles into hoppers above each cell in a parallel-flow hydraulic circuit. The concept of user-recovery is presented as an alternative to centralized service infrastructure during market entry.
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                    The Refuelable Zinc-air Battery: Alternative Techniques for Zinc and Electrolyte Regeneration

                    
                        Technical Report
                            Cooper, J; Krueger, R
                            

                    An investigation was conducted into alternative techniques for zinc and electrolyte regeneration and reuse in the refuelable zinc/air battery that was developed by LLNL and previously tested on a moving electric bus using cut wire. Mossy zinc was electrodeposited onto a bipolar array of inclined Ni plates with an energy consumption of 1.8 kWh/kg. Using a H{sub 2}-depolarized anode, zinc was deposited at 0.6 V (0.8 kA/m{sup 2}); the open circuit voltage was 0.45 V. Three types of fuel pellets were tested and compared with results for 0.75 mm cut wire: spheres produced in a spouted bed (UCB); coarse powdermore » produced by gas-atomization (Noranda); and irregular pellets produced by chopping 1-mm plates of compacted zinc fines (Eagle-Picher, Inc.). All three types transported within the cell. The coarse powder fed continuously from hopper to cell, as did the compacted pellets (< 0.83 mm). Large particles (> 0.83 mm; Eagle-Picher and UCB) failed to feed from hopper into cell, being held up in the 2.5 mm wide channel connecting hopper to cell. Increasing channel width to {approx}3.5 mm should allow all three types to be used. Energy losses were determined for shorting of cells during refueling. The shorting currents between adjacent hoppers through zinc particle bridges were determined using both coarse powder and chopped compressed zinc plates. A physical model was developed allowing scaling our results for electrode polarization and bed resistance Shorting was found to consume < 0.02% of the capacity of the cell and to dissipate {approx}0.2 W/cell of heat. Corrosion rates were determined for cut wire in contact with current collector materials and battery-produced ZnO-saturated electrolyte. The rates were 1.7% of cell capacity per month at ambient temperatures; and 0.08% of capacity for 12 hours at 57 C. The total energy conversion efficiency for zinc recovery using the hydrogen was estimated at 34% (natural gas to battery terminals)--comparable to fuel cells. Producing zinc shot was quoted at 1.5-3 cents/lb above base price (52 cents/lb, ASM) for super purity ingot. Both the spouted-bed and the Eagle-Picher processes might conceivably be configured for fleet operation in user-owned and operated equipment located a the fleet's home base. This would eliminate the need for green-field industrial plants and fuels distribution systems. Scaleup of the spouted bed process and detailed examination of the Eagle-Picher process are recommended.« less
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                    Mechanically refuelable zinc/air electric vehicle cells

                    
                        Conference
                            Noring, J; Gordon, S; Maimoni, A; ... 
                            

                    Refuelable zinc/air batteries have long been considered for motive as well as stationary power because of a combination of high specific energy, low initial cost, and the possibility of mechanical recharge by electrolyte exchange and additions of metallic zinc. In this context, advanced slurry batteries, stationary packed bed cells and batteries offering replaceable cassettes have been reported recently. The authors are developing self-feeding, particulate-zinc/air batteries for electric vehicle applications. Emissionless vehicle legislation in California motivated efforts to consider a new approach to providing an electric vehicle with long range (400 km), rapid refueling (10 minutes) and highway safe acceleration --more » factors which define the essential functions of common automobiles. Such a electric vehicle would not compete with emerging secondary battery vehicles in specialized applications (commuting vehicles, delivery trucks). Rather, different markets would be sought where long range or rapid range extension are important. Examples are: taxis, continuous-duty fork-lift trucks and shuttle busses, and general purpose automobiles having modest acceleration capabilities. In the long range, a mature fleet would best use regional plants to efficiently recover zinc from battery reaction products. One option would be to use chemical/thermal reduction to recover the zinc. The work described in this report focuses on development of battery configurations which efficiently and completely consume zinc particles, without clogging or changing discharge characteristics.« less
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