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    Abstract

        
            Whether it`s photography, computer graphics, publishing, or video; each medium has a defined color space, or gamut, which defines the extent that a given set of RGB colors can be mixed. When converting from one medium to another, an image must go through some form of conversion which maps colors into the destination color space. The conversion process isn`t always straight forward, easy, or reversible. In video, two common analog composite color spaces are Y`tjv (used in PAL) and Y`IQ (used in NTSC). These two color spaces have been around since the beginning of color television, and are primarily used in video transmission. Another analog scheme used in broadcast studios is Y`, R`-Y`, B`-Y` (used in Betacam and Mll) which is a component format. Y`, R`-Y`,B`-Y` maintains the color information of RGB but in less space. From this, the digital component video specification, ITU-Rec. 601-4 (formerly CCIR Rec. 601) was based. The color space for Rec. 601 is symbolized as Y`CbCr. Digital video formats such as DV, Dl, Digital-S, etc., use Rec. 601 to define their color gamut. Digital composite video (for D2 tape) is digitized analog Y`UV and is seeing decreased use. Because so much information is contained inmore » video, segments of any significant length usually require some form of data compression. All of the above mentioned analog video formats are a means of reducing the bandwidth of RGB video. Video bulk storage devices, such as digital disk recorders, usually store frames in Y`CbCr format, even if no other compression method is used. Computer graphics and computer animations originate in RGB format because RGB must be used to calculate lighting and shadows. But storage of long animations in RGB format is usually cost prohibitive and a 30 frame-per-second data rate of uncompressed RGB is beyond most computers. By taking advantage of certain aspects of the human visual system, true color 24-bit RGB video images can be compressed with minimal loss of visual information. For example, humans `see` more white-to-black (luminance) detail then red, green, or blue color detail. Also, the eye is most sensitive to green colors. Taking advantage of this, both composite and component video allocates more bandwidth for the luma (Y`) signal than the chroma signals. Y`611 is composed of 59% green`, 30% red`, and 11% blue` (prime symbol denotes gamma corrected colors). This luma signal also maintains compatibility with black and white television receivers. Component digital video converts R`G`B` signals (either from a camera or a computer) to a monochromatic brightness signal Y` (referred here as luma to distinguish it from the CIE luminance linear- light quantity), and two color difference signals Cb and Cr. These last two are the blue and red signals with the luma component subtracted out. As you know, computer graphic images are composed of red, green, and blue elements defined in a linear color space. Color monitors do not display RGB linearly. A linear RGB color space image must be gamma corrected to be displayed properly on a CRT. Gamma correction, which is approximately a 0.45 power function, must also be employed before converting an RGB image to video color space. Gamma correction is defined for video in the international standard: ITU-Rec. BT.709-4. The gamma correction transform is the same for red, green, and blue. The color coding standard for component digital video and high definition video symbolizes gamma corrected luma by Y`, the blue difference signal by Cb (Cb = B` -Y`), and the red color difference signal by Cr (Cr = R` - Y`). Component analog HDTV uses Y`PbPr. To reduce conversion errors, clip in R`G`B`, not in Y`CbCr space. View video on a video monitor, computer monitor phosphors are wrong. Use a large word size (double precision) to avoid warp around, the0232n round the results to values between 0 and 255. And finally, recall that multiplying two 8- bit numbers results in a 16-bit number, so values need to be clipped to 8-bits.« less
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                    DVD - digital versatile disks

                    
                        Conference
                            Gaunt, R
                            

                    An international standard has emerged for the first true multimedia format. Digital Versatile Disk (by its official name), you may know it as Digital Video Disks. DVD has applications in movies, music, games, information CD-ROMS, and many other areas where massive amounts of digital information is needed. Did I say massive amounts of data? Would you believe over 17 gigabytes on a single piece of plastic the size of an audio-CD? That`s the promise, at least, by the group of nine electronics manufacturers who have agreed to the format specification, and who hope to make this goal a reality bymore » 1998. In this major agreement, which didn`t come easily, the manufacturers will combine Sony and Phillip`s one side double-layer NMCD format with Toshiba and Matsushita`s double sided Super-Density disk. By Spring of this year, they plan to market the first 4.7 gigabyte units. The question is: Will DVD take off? Some believe that read-only disks recorded with movies will be about as popular as video laser disks. They say that until the eraseable/writable DVD arrives, the consumer will most likely not buy it. Also, DVD has a good market for replacement of CD- Roms. Back in the early 80`s, the international committee deciding the format of the audio compact disk decided its length would be 73 minutes. This, they declared, would allow Beethoven`s 9th Symphony to be contained entirely on a single CD. Similarly, today it was agreed that playback length of a single sided, single layer DVD would be 133 minutes, long enough to hold 94% of all feature-length movies. Further, audio can be in Dolby`s AC-3 stereo or 5.1 tracks of surround sound, better than CD-quality audio (16-bits at 48kHz). In addition, there are three to five language tracks, copy protection and parental ``locks`` for R rated movies. DVD will be backwards compatible with current CD-ROM and audio CD formats. Added versatility comes by way of multiple aspect rations: 4:3 pan-scan, 4:3 letterbox, and 16:9 widescreen. MPEG-2 is the selected image compression format, with full ITU Rec. 601 video resolution (72Ox480). MPEG-2 and AC-3 are also part of the U.S. high definition Advance Television standard (ATV). DVD has an average video bit rate of 3.5 Mbits/sec or 4.69Mbits/sec for image and sound. Unlike digital television transmission, which will use fixed length packets for audio and video, DVD will use variable length packets with a maximum throughput of more than 1OMbits/sec. The higher bit rate allows for less compression of difficult to encode material. Even with all the compression, narrow-beam red light lasers are required to significantly increase the physical data density of a platter by decreasing the size of the pits. This allows 4.7 gigabytes of data on a single sided, single layer DVD. The maximum 17 gigabyte capacity is achieved by employing two reflective layers on both sides of the disk. To read the imbedded layer of data, the laser`s focal length is altered so that the top layer pits are not picked up by the reader. It will be a couple of years before we have dual-layer, double-sided DVDS, and it will be achieved in four stages. The first format to appear will be the single sided, single layer disk (4.7 gigabytes). That will allow Hollywood to begin releasing DVD movie titles. DVD-ROM will be the next phase, allowing 4.7 gigabytes of CD-ROM-like content. The third stage will be write-once disks, and stage four will be rewritable disks. These last stages presents some issues which have yet to be resolved. For one, copyrighted materials may have some form of payment system, and there is the issue that erasable disks reflect less light than today`s DVDS. The problem here is that their data most likely will not be readable on earlier built players.« less
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                    Digital signal coding

                    
                        Conference
                            Gaunt, R
                            

                    It seems that digital video has gone by as many names as Jim Blinn has Siggraph ribbons. Some of its various formats and names are: DV, Dl, 4:2:2, CCIR 601-1, ITU-Rec. 601-4,, SMPTE RP125M, and SMPTE 259M. CCIR and CCITT were both absorbed into their parent organization, the International Telecommunications Union (ITU), so technically speaking, CCIR 601 has been renamed to ITU-Rec. 601-4 (``Rec.`` stands for recommendation). But convention is often hard to change, so for some time you will see and hear Dl and CCIR 601 used for serial digital component video. Below are brief descriptions of the variousmore » names and formats for digital video.« less
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                    A method for evaluating image quality of monochrome and color displays based on luminance by use of a commercially available color digital camera

                    
                        Journal Article
                            Tokurei, Shogo; Morishita, Junji - Medical Physics
                            

                    Purpose: The aim of this study is to propose a method for the quantitative evaluation of image quality of both monochrome and color liquid-crystal displays (LCDs) using a commercially available color digital camera. Methods: The intensities of the unprocessed red (R), green (G), and blue (B) signals of a camera vary depending on the spectral sensitivity of the image sensor used in the camera. For consistent evaluation of image quality for both monochrome and color LCDs, the unprocessed RGB signals of the camera were converted into gray scale signals that corresponded to the luminance of the LCD. Gray scale signalsmore » for the monochrome LCD were evaluated by using only the green channel signals of the camera. For the color LCD, the RGB signals of the camera were converted into gray scale signals by employing weighting factors (WFs) for each RGB channel. A line image displayed on the color LCD was simulated on the monochrome LCD by using a software application for subpixel driving in order to verify the WF-based conversion method. Furthermore, the results obtained by different types of commercially available color cameras and a photometric camera were compared to examine the consistency of the authors’ method. Finally, image quality for both the monochrome and color LCDs was assessed by measuring modulation transfer functions (MTFs) and Wiener spectra (WS). Results: The authors’ results demonstrated that the proposed method for calibrating the spectral sensitivity of the camera resulted in a consistent and reliable evaluation of the luminance of monochrome and color LCDs. The MTFs and WS showed different characteristics for the two LCD types owing to difference in the subpixel structure. The MTF in the vertical direction of the color LCD was superior to that of the monochrome LCD, although the WS in the vertical direction of the color LCD was inferior to that of the monochrome LCD as a result of luminance fluctuations in RGB subpixels. Conclusions: The authors’ method based on the use of a commercially available color camera is useful to evaluate and understand the display performances of both monochrome and color LCDs in radiology departments.« less
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                    COLOR-MAGNITUDE RELATION AND MORPHOLOGY OF LOW-REDSHIFT ULIRGs IN SLOAN DIGITAL SKY SURVEY

                    
                        Journal Article
                            Yuxi, Chen; Yun, Min - Astrophysical Journal
                            

                    We present color-magnitude and morphological analysis of 54 low-redshift ultraluminous infrared galaxies (ULIRGs; 0.018 < z < 0.265 with z{sub median} = 0.151), a subset of the Infrared Astronomical Satellite 1 Jy sample, in the Sloan Digital Sky Survey (SDSS). The ULIRGs are both bright and blue: they are on average 1 mag brighter in M{sub {sup 0.1}r} than the SDSS galaxies within the same redshift range, and 0.2 mag bluer in {sup 0.1} g - {sup 0.1} r. They form a group in the color-magnitude diagram distinct from both the red sequence and the blue cloud formed by themore » SDSS galaxies: 24 out of the 52 unsaturated objects ({approx}46%) lie outside the 90% level number density contour of the SDSS galaxies. The majority (47, or {approx}87%) have the colors typical of the blue cloud, and only four ({approx}7%) sources are located in the red sequence. While ULIRGs are popularly thought to be precursors to a QSO phase, we find few (three, or {approx}6%) in the 'green valley' where the majority of the X-ray- and IR-selected active galactic nuclei (AGNs) are found. Moreover, none of the AGN-host ULIRGs are found in the green valley. For the 14 previously spectroscopic identified AGNs ({approx}28%), we perform point-spread function subtractions and find that on average the central point sources contribute less than one-third to the total luminosity, and that their high optical luminosities and overall blue colors are apparently the result of star formation activity of the host galaxies. Visual inspection of the SDSS images reveals a wide range of morphologies including many close pairs, tidal tails, and otherwise disturbed profiles, in strong support of previous studies and the general view of ULIRGs as major mergers of gas-rich disk galaxies. A detailed morphology analysis using Gini and M{sub 20} coefficients shows that slightly less than one-half ({approx}42% in g band) of the ULIRGs are located in the merger region defined by morphology studies of local galaxies, while the remaining sources are located in the region of late-type and irregular galaxies. The heterogeneous distribution of ULIRGs in the G-M{sub 20} space is qualitatively consistent with the results found by numerical simulations of disk-disk mergers, and our study also shows that the measured morphological parameters are systematically affected by the signal-to-noise ratio and thus the merging galaxies can appear in various regions of the G-M{sub 20} parameter space. We briefly discuss the origins of the uncertainties and note that the morphology measurements should be implemented with caution for low physical resolution images. In general, our results reinforce the view that ULIRGs contain young stellar populations and are mergers in progress, but we do not observe the concentration of ULIRGs/AGN in the green valley as found by other studies. Our study provides a uniform comparison sample for studying dusty starbursts at higher redshifts such as Spitzer MIPS 24 {mu}m-selected ULIRGs at z = 1-2 or submillimeter galaxies.« less
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                    Portable COTS RGB Wavefront System for Real-time Turbulence Mitigation

                    
                        Conference
                            O'Neill, Mary; McKenna, Ian; Terry, David
                            

                    Atmospheric effects reduce the ability to detect or identify objects of interest due to spatial and spectral scintillation. Algorithms alone cannot correct for turbulence over long-range horizontal paths. While adaptive optics methods work well for astronomical viewing, they are not readily adapted for complex imagery over long-range horizontal paths. At MSS Parallel in 2016, we presented our work for the red/green/blue (RGB) wavefront sensor. Since then, we have completed our system to combine an off-the-shelf high-frame-rate USB3 color camera with a compact 90 mm Maksutov-Cassegrain telescope and an OKO deformable mirror (DM) to create a portable, real-time RGB wavefront sensormore » and turbulence mitigation system. The telescope’s aperture is covered with an aluminum plate holding three separate narrowband color filters. These filters, specifically matched to the relative spectral response of the sensor’s Bayer mask, provide nearly complete separation of the three color images. This device enables portable imaging through atmospheric turbulence and analysis thereof, where relative motion of the three-color Bayer-pixel video provides real-time wavefront information on the second-order statistics of Kolmogorov turbulence. We measured relative RGB pixel shifts and controlled this mirror using an ODROID single-board computer. We developed a bench setup to calibrate the relationship between pixel shifts and the deformable mirror actuators. We demonstrated the feasibility of this system on a benchtop and on scenes at 700 meters showing real time correction.« less
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