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    Abstract

        
            The trade between specific impulse (Isp) and density is examined in view of Single Stage To Orbit (SSTO) requirements. Mass allocations for vehicle hardware are derived from these two properties, for several propellant combinations and a dual-fuel case. This comparative analysis, based on flight-proven hardware, indicates that the higher density of several alternative propellants compensates for reduced Isp, when compared with cryogenic oxygen and hydrogen. Approximately half the orbiting mass of a rocket- propelled SSTO vehicle must be allocated to propulsion hardware and residuals. Using hydrogen as the only fuel requires a slightly greater fraction of orbiting mass for propulsion, because hydrogen engines and tanks are heavier than those for denser fuels. The advantage of burning both a dense fuel and hydrogen in succession depends strongly on tripropellant engine weight. The implications of the calculations for SSTO vehicle design are discussed, especially with regard to the necessity to minimize non-tankage structure.
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                    Options for human {open_quote}{open_quote}return to the moon{close_quote}{close_quote} using tomorrow{close_quote}s SSTO, ISRU, and LOX-augmented NTR technologies

                    
                        Journal Article
                            Borowski, S - AIP Conference Proceedings
                            

                    The feasibility of conducting human missions to the Moon is examined assuming the use of three {open_quote}{open_quote}high leverage{close_quote}{close_quote} technologies: (1) a single-stage-to-orbit (SSTO) launch vehicle, (2) {open_quote}{open_quote}{ital in}-{ital situ}{close_quote}{close_quote} {ital resource} {ital utilization} (ISRU){emdash}specifically {open_quote}{open_quote}lunar-derived{close_quote}{close_quote} liquid oxygen (LUNOX), and (3) LOX-augmented nuclear thermal rocket (LANTR) propulsion. Lunar transportation system elements consisting of a LANTR-powered lunar transfer vehicle (LTV) and a chemical propulsion lunar landing/Earth return vehicle (LERV) are configured to fit within the {open_quote}{open_quote}compact{close_quote}{close_quote} dimensions of the SSTO cargo bay (diameter: 4.6 m/length: 9.0 m) while satisfying an initial mass in low Earth orbit (IMLEO) limit of {approximately}60 t (3more » SSTO launches). Using {approximately}8 t of LUNOX to {open_quote}{open_quote}reoxidize{close_quote}{close_quote} the LERV for a {open_quote}{open_quote}direct return{close_quote}{close_quote} flight to Earth reduces its size and mass allowing delivery to LEO on a single 20 t SSTO launch. Similarly, the LANTR engine{close_quote}s ability to operate at any oxygen/hydrogen mixture ratio from 0 to 7 with high specific impulse ({approximately}940 to 515 s) is exploited to reduce hydrogen tank volume, thereby improving packaging of the LANTR LTV{close_quote}s {open_quote}{open_quote}propulsion{close_quote}{close_quote} and {open_quote}{open_quote}propellant modules{close_quote}{close_quote}. Expendable and reusable, piloted and cargo missions and vehicle designs are presented along with estimates of LUNOX production required to support the different mission modes. {copyright} {ital 1996 American Institute of Physics.}« less

                        
                            	https://doi.org/10.1063/1.50046


                            
                            
                    

                    

                

            
        		
    
                                        
                                    
                                        	
            



                    Combining MHD Airbreathing and Fusion Rocket Propulsion for Earth-to-Orbit Flight

                    
                        Journal Article
                            Froning, Jr, H; Yang, Yang; Momota, H; ...  - AIP Conference Proceedings
                            

                    Previous studies have shown that Single-State-to-Orbit (SSTO) vehicle propellant can be reduced by Magnets-Hydro-Dynamic (MHD) processes that minimize airbreathing propulsion losses and propellant consumption during atmospheric flight. Similarly additional reduction in SSTO propellant is enabled by Inertial Electrostatic Confinement (IEC) fusion, whose more energetic reactions reduce rocket propellant needs. MHD airbreathing propulsion during an SSTO vehicle's initial atmospheric flight phase and IEC fusion propulsion during its final exo-atmospheric flight phase is therefore being explored. Accomplished work is not yet sufficient for claiming such a vehicle's feasibility. But takeoff and propellant mass for an MHD airbreathing and IEC fusion vehicle couldmore » be as much as 25 and 40 percent less than one with ordinary airbreathing and IEC fusion; and as much as 50 and 70 percent less than SSTO takeoff and propellant mass with MHD airbreathing and chemical rocket propulsion. Thus this unusual combined cycle engine shows great promise for performance gains beyond contemporary combined-cycle airbreathing engines.« less
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                    'Bimodal' NTR and LANTR propulsion for human missions to Mars/Phobos

                    
                        Journal Article
                            Borowski, Stanley; Dudzinski, Leonard; McGuire, Melissa - AIP Conference Proceedings
                            

                    The nuclear thermal rocket (NTR) is one of the leading propulsion options for future human missions to Mars due to its high specific impulse (Isp {approx}850-1000 s) and attractive engine thrust-to-weight ratio ({approx}3-10). Because only a miniscule amount of enriched uranium-235 fuel is consumed in a NTR during the primary propulsion maneuvers of a typical Mars mission, engines configured for both propulsive thrust and modest power generation (referred to as 'bimodal' operation) provide the basis for a robust, 'power-rich' stage enabling propulsive Mars capture and reuse capability. A family of modular 'bimodal' NTR (BNTR) vehicles are described which utilize amore » common 'core' stage powered by three 66.7 kN ({approx}15 klbf) BNTRs that produce 50 kWe of total electrical power for crew life support, an active refrigeration/reliquification system for long term, 'zero-boiloff' liquid hydrogen (LH{sub 2}) storage, and high data rate communications. Compared to other propulsion options, a Mars mission architecture using BNTR transfer vehicles requires fewer transportation system elements which reduces mission mass, cost and risk because of simplified space operations. For difficult Mars options, such as a Phobos rendezvous and sample return mission, volume (not mass) constraints limit the performance of the 'all LH{sub 2}' BNTR stage. The use of 'LOX-augmented' NTR (LANTR) engines, operating at a modest oxygen-to-hydrogen (O/H) mixture ratio (MR) of 0.5, helps to increase 'bulk' propellant density and total thrust during the trans-Mars injection (TMI) burn. On all subsequent burns, the bimodal LANTR engines operate on LH{sub 2} only (MR=0) to maximize vehicle performance while staying within the mass limits of two {approx}80 t 'Magnum' heavy lift launch vehicles (HLLVs)« less
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                    Near-optimal operation of dual-fuel launch vehicles

                    
                        Conference
                            Ardema, M; Chou, H; Bowles, J
                            

                    Current studies of single-stage-to-orbit (SSTO) launch vehicles are focused on all-rocket propulsion systems. One option for such vehicles is the use of dual-fuel (liquid hydrocarbon and liquid hydrogen (LH{sub 2})), for a portion of the mission. As compared with LH{sub 2}, hydrocarbon fuel has higher density and produces higher thrust-to-weight, but has lower specific impulse. The advantages of hydrocarbon fuel are important early in the ascent trajectory, and its use may be expected to lead to reduced vehicle size and weight. Because LH{sub 2} is also needed for cooling purposes, in the early portion of the trajectory both fuels mustmore » be burned simultaneously. Later in the ascent, when vehicle weight is lower, specific impulse is the key parameter, indicating single-fuel LH{sub 2} use.« less

                        
                            
                            
                    

                    

                

            
        		
    
                                        
                                    
                                        	
            



                    Non-nuclear power sources for deep space

                    
                        Conference
                            Kennel, E; Tang, C; Santarius, J
                            

                    Electric propulsion and non-nuclear power can be used in tandem as a replacement for the current chemical booster and radioisotope thermoelectric generators now in use for deep space applications (i.e., to the asteroid belt and beyond). In current generation systems, electric propulsion is usually considered to be impractical because of the lack of high power for deep space, and non-nuclear power is thought to be impractical partly due to its high mass. However, when taken in combination, a solar powered electric upper stage can provide ample power and propulsion capability for use in deep space. Radioisotope thermoelectric generator (RTG) systemsmore » have generally been selected for missions only when other systems are absolutely unavailable. The disadvantages of radioisotopes include the need for nuclear safety as another dimension of concern in payload integration; the lack of assured availability of plutonium in the post-cold-war world; the enormous cost of plutonium-238; and the system complexity introduced by the need to continuously cool the system during the pre-launch phase. A conservative estimate for the total power for the solar array at beginning of life (BOL) may be in the range of 25 kW in order to provide 500 W continuous power at Jupiter. The availability of {approximately} 25 kW(e) in earth orbit raises the interesting possibility of coupling electric propulsion units to this free electric power. If electric propulsion is used to raise the probe from low-earth-orbit to an earth-escape trajectory, the system could actually save on low-earth orbit mass. Electric propulsion could be used by itself in a spiral trajectory orbit raising maneuver to earth escape velocity, or it could be used in conjunction with a chemical upper stage (either solid rocket or liquid), which would boost the payload to an elliptical orbit. The concept is to begin the Earth-Jupiter trip with a swing-by near the Sun close to the orbit of Venus and perhaps even closer if thermal loads can be tolerated. During the solar swing-by, much more power will be produced by the solar panels, allowing the spacecraft's velocity to be increased significantly. The outbound leg of the journey can, therefore, be made much more quickly than with the classical trajectory. For the purposes of a Jupiter mission, it is assumed that 20 km/sec total delta-v would be required. For a payload envelope of 17,304 kg, a 1,900 sec Isp capability means that 11,386 kg of propellant would have to be consumed, leaving 5,917 kg for the mass of the probe plus dry mass of the upper stage. The thruster subsystem would require 765 kg of thruster subsystem mass, and probably less. Assuming tanks, regulators and valves amount to 10% of the propellant mass (very likely a pessimistic assumption), it is possible to assign a mass of 1,150 kg for the tankage subsystem. This results in a mass allowance of at least 4,000 kg for the probe. This compares favorably with the dry mass of 1,637 kg for Galileo, for example, and suggests that more than adequate margin exists. If the payload margin is used for battery storage, flyby missions to the outer planets may be possible.« less
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