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    Abstract

        
            Analytical and numerical calculations of the structure and burning rate of a deflagrating porous energetic material are presented for the limiting case of merged condensed and gas-phase reaction zones. The reaction scheme is modeled by a global two-step mechanism, applicable to certain types of degraded nitramine propellants and consisting of sequential condensed and gaseous steps. Taking into account important effects due to multiphase flow and exploiting the limit of large activation energies, a theoretical analysis may be developed based on activation-energy asymptotics. For steady, planar deflagration, this leads to an eigenvalue problem for the inner reaction-zone, the solution of which determines the burning rate. Numerical solutions give a reasonably complete description of the dependence of the structure and burning rate on the various parameters in the problem, and show excellent agreement with analytical results that are obtained in a more limited parameter regime in which most of the heat release is produced by the condensed-phase reaction and the porosity of the solid is small. These calculations indicate the significant influences of two-phase flow and the multiphase, multi-step chemistry on the deflagration structure and the burning rate, and thus serve to define an important parameter regime that supports the intrusion ofmore » the primary gas flame into the two-phase condensed decomposition region at the propellant surface.« less
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                    Combustion of porous energetic materials in the merged-flame regime

                    
                        Technical Report
                            Margolis, S; Williams, F; Telengator, A
                            

                    The structure and burning rate of an unconfined deflagration propagating through a porous energetic material is analyzed in the limit of merged condensed and gas-phase reaction zones. A global two-step reaction mechanism, applicable to certain types of degraded nitramine propellants and consisting of sequential condensed and gaseous steps, is postulated. Taking into account important effects due to multiphase flow and exploiting the limit of large activation energies, a theoretical analysis based on activation energy asymptotics leads to explicit formulas for the deflagration velocity in a specifically identified regime that is consistent with the merged-flame assumption. The results clearly indicate themore » influences of two-phase flow and the multiphase, multi-step chemistry on the deflagration structure and the burning rate, and define conditions that support the intrusion of the primary gas flame into the two-phase condensed decomposition region at the propellant surface.« less
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                    Nitramine flame chemistry and deflagration interpreted in terms of a flame model

                    
                        Conference
                            Ben-Reuven, M; Caveny, L - AIAA J.; (United States)
                            

                    The diversity of chemical kinetic time scales associated with nitramine decomposition has led to incorporation of two simultaneous overall reactions in the vapor phase mode of deflagration. This allowed derivation of an asymptotic burning rate formula, showing variable pressure dependence. The comprehensive model considers a reacting melt layer, coupled to the gas field through conservation conditions satisfied by all chemical species and enthalpy, and is solved numerically. The structure of the deflagration wave near the propellant surface is obtained, along with the overall pressure dependence of the surface temperature and the flame speed eigenvalue, comparing RDX and HMX. A mechanismmore » of coupling between secondary reactions and heat feedback to the surface is proposed, and a quantitative measure of the effect of condensed phase exothermicity on burning rate is demonstrated.« less

                        
                            
                            
                    

                    

                

            
        		
    
                                        
                                    
                                        	
            



                    Influence of pressure-driven gas permeation on the quasi-steady burning of porous energetic materials

                    
                        Conference
                            Margolis, S
                            

                    A theoretical two-phase-flow analysis is developed to describe the quasi-steady propagation, across a pressure jump, of a multi-phase deflagration in confined porous energetic materials. The difference, or overpressure, between the upstream (unburned) and downstream (burned) gas pressure leads to a more complex structure than that which is obtained for an unconfined deflagration in which the pressure across the multi-phase flame region is approximately constant. In particular, the structure of such a wave is shown by asymptotic methods to consist of a thin boundary layer characterized by gas permeation into the unburned solid, followed by a liquid/gas flame region, common tomore » both types of problems, in which the melted material is preheated further and ultimately converted to gaseous products. The effect of gas flow relative to the condensed material is shown to be significant, both in the porous unburned solid as well as in the exothermic liquid/gas melt layer, and is, in turn, strongly affected by the overpressure. Indeed, all quantities of interest, including the burned temperature, gas velocity and the propagation speed, depend on this pressure difference, leading to a significant enhancement of the burning rate with increasing overpressure. In the limit that the overpressure becomes small, the pressure gradient is insufficient to drive gas produced in the reaction zone in the upstream direction, and all gas flow relative to the condensed material is directed in the downstream direction, as in the case of an unconfined deflagration. The present analysis is particularly applicable to those types of porous energetic solids, such as degraded nitramine propellants, that can experience significant gas flow in the solid preheat region and which are characterized by the presence of exothermic reactions in a bubbling melt layer at their surfaces. 7 refs., 6 figs.« less
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                    Influence of porosity and two-phase flow on diffusional/thermal instability of a deflagrating energetic material

                    
                        Technical Report
                            Margolis, S; Williams, F
                            

                    The combustion of condensed materials is known to admit diffusional/thermal instabilities that can lead to various oscillatory modes of burning. In the present work, asymptotic analyses are developed for nonsteady multi-phase deflagration of porous energetic solids, such as degraded nitramine propellants, that experience significant gas flow in the solid preheat region and are characterized by the presence of exothermic reactions in a bubbling melt layer at their surfaces. Relative motion between the gas and condensed phases is taken into account in both regions, and the derived asymptotic model is analyzed to obtain an explicit solution for steady, planar deflagration andmore » a dispersion relation describing its linear stability. The latter determines a pulsating neutral stability boundary in the nondimensional activation energy - disturbance wavenumber plane beyond which nonsteady, nonplanar solutions are anticipated. Focusing on the realistic limit of small ratios of gas-phase to condensed-phase density and thermal conductivity, it is shown that the effect of a nonzero porosity {alpha}{sub s} of the unburned solid material is generally destabilizing, by an amount proportional to {alpha}{sub s}(1-{alpha}{sub s}){sup -1}, relative to the nonporous case. This effect arises both from the lower combustion temperature of the porous energetic material and from the gas-phase diffusion of heat from the reaction zone towards the porous preheat region. These results therefore suggest that degraded propellants, which exhibit greater porosity than their undamaged counterparts, may be especially prone to nonsteady deflagration.« less

                        
                            
                            
                    

                    

                

            
        		
    
                                        
                                    
                                        	
            



                    Effects of two-phase flow on the deflagration of porous energetic materials

                    
                        Technical Report
                            Margolis, S; Williams, F
                            

                    Theoretical analyses are developed for the multi-phase deflagration of porous energetic solids, such as degraded nitramine propellants, that experience significant gas flow in the solid preheat region and are characterized by the presence of exothermic reactions in a bubbling melt layer at their surfaces. Relative motion between the gas and condensed phases is taken into account in both regions, and expressions for the mass burning rate and other quantities of interest, such as temperature and volume-fraction profiles, are derived by activation-energy asymptotics. The model extends recent work by allowing for gas flow in the unburned solid, and by incorporating pressuremore » effects through the gas-phase equation of state. As a consequence, it is demonstrated how most aspects of the deflagration wave, including its structure, propagation speed and final temperature, depend on the local pressure in the two-phase regions.« less
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