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    Abstract

        
            During the evening of October 3, 1996, at least 6 bright fireballs were observed over the western US with reports from California to Louisiana. The event over California produced tremendous sonic boom reports in the Los Angeles area. This event was also detected locally by 31 seismometers which are part of a network of seismic stations operated by the California Institute of Technology. Subsequent investigations of the data from the four infrasound arrays used by LANL (Los Alamos National Laboratory) and operated for the DOE (Department of Energy) as a part of the CTBT Program (Comprehensive Test Ban Treaty) Research and Development program showed the presence of an infrasonic signal from the proper direction at the correct time for this bolide from two of the four arrays (Nevada Test Site; NTS and Pinedale, WY; PDL). Both the seismic and infrasound recordings indicated that an explosion occurred in the atmosphere, having its epicenter near Little Lake, CA for possible sources heights from 40--60 km. The infrasonic arrays are each composed of fur elements, i.e., low frequency pressure sensors that are in near-continuous operation. The nominal spacing between elements is 150--200 m depending on the specific site. The basic sensor is amore » Globe Universal Sciences Model 100C microphone whose amplitude response is flat from 0.1 to 300 Hz. Each sensor is connected to 12 porous hoses which act to reduce wind noise. The signal characteristics, analyzed from 0.1 to 5.0 Hz, includes a total duration of 5 (NTS) to 20 minutes (PDL) for a source directed toward 230--240 degrees from true North. The signal trace velocities ranged from 300--360 m/sec with a signal velocity of 0.30 {+-} 0.03 km/sec, implying a Stratospheric (S Type) ducted path (with a reflection altitude of from 40--60 km). The dominant signal frequency is from 0.20 to 0.80 Hz, with a peak near 0.2 to 0.25 Hz. These highly correlated signals had a maximum amplitude of 1.0 microbars (0.1 Pa) at PDL and 4.0 microbars (0.4 Pa) at NTS. The analysis indicates that the bolide had a probable, maximum source energy in the range from 150--390 tons (TNT equivalent).« less
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                    Infrasound from the El Paso super-bolide of October 9, 1997

                    
                        Conference
                            ReVelle, D; Whitaker, R; Armstrong, W
                            

                    During the noon hour on October 9, 1997 an extremely bright fireball ({approx}-21.5 in stellar magnitude putting it into the class of a super-bolide) was observed over western Texas with visual sightings from as far away as Arizona to northern Mexico and even in northern New Mexico over 300 miles away. This event produced tremendously loud sonic boom reports in the El Paso area. It was also detected locally by 4 seismometers which are part of a network of 5 seismic stations operated by the University of Texas at El Paso (UTEP). Subsequent investigations of the data from the sixmore » infrasound arrays used by LANL (Los Alamos National Laboratory) and operated for the DOE (Department of Energy) as a part of the CTB (Comprehensive Test Ban) Research and Development program for the IMS (International Monitoring System) showed the presence of an infrasonic signal from the proper direction at the correct time for this super-bolide from two of the six arrays. Both the seismic and infrasound recordings indicated that an explosion occurred in the atmosphere at source heights from 28--30 km, having its epicenter slightly to the northeast of Horizon City, Texas. The signal characteristics, analyzed from {approx}0.1 to 5.0 Hz, include a total duration of {approx}4 min (at Los Alamos, LA) to >{approx}5 min at Lajitas, Texas, TXAR, another CTB IMS array operated by E. Herrin at Southern Methodist University (SMU) for a source directed from LA toward {approx}171--180 deg and from TXAR of {approx}321-4 deg respectively from true north. The observed signal trace velocities (for the part of the recording with the highest cross-correlation) at LA ranged from 300--360 m/sec with a signal velocity of 0.30 {+-} 0.03 km/sec, implying a Stratospheric (S Type) ducted path. The dominant signal frequency at LA was from 0.20 to 0.80 Hz, with a peak near 0.3 Hz. These highly correlated signals at LA had a very large, peak to peak, maximum amplitude of 21.0 microbars (2.1 Pa). The analysis, using several methods that incorporate various observed signal characteristics, total distance traveled, etc., indicates that the super-bolide probably had a source energy in the range between 10--100 tons (TNT equivalent). This is somewhat smaller than the source energy estimate made using US DoD satellite data (USAF news release, June 8, 1998).« less
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                    Detection of the large meteoroid/NEO flux using infrasound: Recent detection of the November 21, 1995 Colorado fireball

                    
                        Conference
                            ReVelle, D; Whitaker, R
                            

                    During the early morning of November 21, 1995, a fireball as bright as the full moon entered the atmosphere over southeastern Colorado and subsequently produced audible sonic boom reports from Texas to Wyoming. The event was detected locally by a security video camera which showed the reflection of the fireball event on the hood of a truck. The camera also recorded tree shadows cast by the light of the fireball. This recording includes the audio signal of a strong double boom as well. Subsequent investigation of the array near Los Alamos, New Mexico operated by the Los Alamos National Laboratorymore » as part of its commitment to the Comprehensive Test Ban Treaty negotiations, showed the presence of an infrasonic signal from the proper direction at about the correct time for this fireball. The Los Alamos array is a four-element infrasonic array in near-continuous operation on the Laboratory property. The preliminary characteristics of the signal include the signal onset arrival time of 0939:20 UT (0239:20 MST), with a maximum timing uncertainty of {+-} 2 minutes, the signal onset time delay from the appearance of the fireball of 19 minutes, 20 seconds, the total signal duration of 2 minutes 10 seconds, the source location toward 31 degrees from true north, the horizontal trace velocity of 429 m/sec, the signal velocity of 0.30 {+-} 0.03 km/sec, assuming a 400 km horizontal range to the fireball, the dominant signal frequency content of 0.25 to 0.84 Hz (analyzed in the frequency interval from 0.2 to 2.0 Hz), the maximum signal cross-correlation of 0.97 and the maximum signal amplitude of 2.0 {+-} 0.1 microbars. Also, on the basis of the signal period at maximum amplitude, we estimate a source energy for this event of between 10 to 100 tons of TNT (53.0 tons nominal).« less
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                    Large meteoroid detection using the global IMS infrasound system

                    
                        Conference
                            ReVelle, D
                            

                    Numerous signals will be routinely detected using the 60 array, global IMS (International Monitoring System) infrasound network. Infrasonic signals are sub-audible quasi longitudinal, atmospheric waves in the frequency band from about 10 Hz to -5 minutes in period (limited by human acoustic audibility in the high frequency limit and by the wave-guide acoustic cut-off frequency and the Brunt Vaisalla frequency in the low frequency limit) These small amplitude waves are a natural subset of the well-known atmospheric acoustic-gravity wave regime which has been identified from the linearized equations of geophysical fluid mechanics in the flat earth approximation, neglecting the earth'smore » rotation, etc. For the IMS network the instrumental pressure sensor response was chosen to range from -4 to 0.02 Hz. These are ground-based arrays of typically 4 to 9 sensors with separations of about 1-2 km between the array elements. Examples of naturally occurring impulsive sources of infrasound include volcanic eruptions, earthquakes, bolides (large meteor-fireballs entering the atmospheric at very high speeds up to -300 times faster than ground-level sound waves), microbaroms (the 'voice of the sea' due to the interaction of atmospheric storms and surface ocean waves) and the supersonic motion of the auroral electrojet at about 100 km altitude (auroral infrasonic waves), etc. In this paper we will briefly summarize our current state of knowledge of infrasound signals from bolides. This summary will include the generation of the signals at the complex, quasi-cylindrical line source, to the refraction and diffraction of the propagating waves by the middle atmospheric and tropospheric temperature and wind systems and finally, the detection of the signals and their interpretation by inferring the source properties, Le., source altitude, blast radius (see below) and the source energy, etc. In addition, we will use infrasound from energetic bolides to estimate the expected steady state, global influx rate of these large bodies as a hnction of the bolide source energy. Further details on this subject can also be found in recent publications by the author.« less
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                    Global Infrasonic Monitoring of Large Bolides.

                    
                        Conference
                            ReVelle, D
                            

                    Using recent infrasonic data (1995-2001) and older infrasonic data recorded by AFTAC (1960-1974), we have refined our estimates of the global influx rate (cumulative influx) of large bolides with sufficient strength to deeply penetrate the atmosphere (below {approx} 50 km). The number of bolides arriving as a function of their initial source energy has been estimated from a least-squares curve-fit of our database of 19 bolides (for a source energy > 0.053 kt) with the resulting values and an estimate of the associated statistical counting errors: 30.3{+-} 6 bolides at {ge}0.1 kt, 5.8{+-} 2 at {ge}1 kt and 0.84{+-} 0.25more » at {ge}15 kt. In this work we also used these estimates to infer the recurrence interval for energy levels slightly outside the original source energy range, The Tunguska bolide of 1908 ({approx}10 Mt) is a prime example of a previously observed body of great interest. Almost regardless of how we analyze the recent data, the conclusion is that bolides with Tunguska type energy levels should reoccur on the average every 120{+-}10 years.« less

                        
                            	Full Text Available


                            
                            
                    

                    

                

            
        		
    
                                        
                                    
                                        	
            



                    Infrasonic observations of the Northridge, California, earthquake

                    
                        Conference
                            Mutschlecner, J; Whitaker, R
                            

                    Infrasonic waves from the Northridge, California, earthquake of 17 January 1994 were observed at the St. George, Utah, infrasound array of the Los Alamos National Laboratory. The distance to the epicenter was 543 kilometers. The signal shows a complex character with many peaks and a long duration. An interpretation is given in terms of several modes of signal propagation and generation including a seismic-acoustic secondary source mechanism. A number of signals from aftershocks are also observed.
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