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    Abstract

        
            It is well known that hydrogen addition to spark-ignited (SI) engines can reduce exhaust emissions and increase efficiency. Micro plasmatron fuel converters can be used for onboard generation of hydrogen-rich gas by partial oxidation of a wide range of fuels. These plasma-boosted microreformers are compact, rugged, and provide rapid response. With hydrogen supplement to the main fuel, SI engines can run very lean resulting in a large reduction in nitrogen oxides (NO x ) emissions relative to stoichiometric combustion without a catalytic converter. This paper presents experimental results from a microplasmatron fuel converter operating under variable oxygen to carbon ratios. Tests have also been carried out to evaluate the effect of the addition of a microplasmatron fuel converter generated gas in a 1995 2.3-L four-cylinder SI production engine. The tests were performed with and without hydrogen-rich gas produced by the plasma boosted fuel converter with gasoline. A one hundred fold reduction in NO x due to very lean operation was obtained under certain conditions. An advantage of onboard plasma-boosted generation of hydrogen-rich gas is that it is used only when required and can be readily turned on and off. Substantial NO x reduction should also be obtainable by heavy exhaustmore » gas recirculation (EGR) facilitated by use of hydrogen-rich gas with stoichiometric operation.« less
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                    HYDROGEN GENERATION FROM PLASMATRON REFORMERS: A PROMISING TECHNOLOGY FOR NOX ADSORBER REGENERATION AND OTHER AUTOMOTIVE APPLICATIONS

                    
                        Conference
                            Bromberg, L; Crane, S; Rabinovich, A; ... 
                            

                    Plasmatron reformers are being developed at MIT and ArvinMeritor [1]. In these reformers a special low power electrical discharge is used to promote partial oxidation conversion of hydrocarbon fuels into hydrogen and CO. The partial oxidation reaction of this very fuel rich mixture is difficult to initiate. The plasmatron provides continuous enhanced volume initiation. To minimize electrode erosion and electrical power requirements, a low current, high voltage discharge with wide area electrodes is used. The reformers operate at or slightly above atmospheric pressure. Plasmatron reformers provide the advantages of rapid startup and transient response; efficient conversion of the fuel tomore » hydrogen rich gas; compact size; relaxation or elimination of reformer catalyst requirements; and capability to process difficult to reform fuels, such as diesel and bio-oils. These advantages facilitate use of onboard hydrogen-generation technology for diesel exhaust after-treatment. Plasma-enhanced reformer technology can provide substantial conversion even without the use of a catalyst. Recent progress includes a substantial decrease in electrical power consumption (to about 200 W), increased flow rate (above 1 g/s of diesel fuel corresponding to approximately 40 kW of chemical energy), soot suppression and improvements in other operational features.. Plasmatron reformer technology has been evaluated for regeneration of NOx adsorber after-treatment systems. At ArvinMeritor tests were performed on a dual-leg NOx adsorber system using a Cummins 8.3L diesel engine both in a test cell and on a vehicle. A NOx adsorber system was tested using the plasmatron reformer as a regenerator and without the reformer i.e., with straight diesel fuel based regeneration as the baseline case. The plasmatron reformer was shown to improve NOx regeneration significantly compared to the baseline diesel case. The net result of these initial tests was a significant decrease in fuel penalty, roughly 50% at moderate adsorber temperatures. This fuel penalty improvement is accompanied by a dramatic drop in slipped hydrocarbon emissions, which decreased by 90% or more. Significant advantages are demonstrated across a wide range of engine conditions and temperatures. The study also indicated the potential to regenerate NOx adsorbers at low temperatures where diesel fuel based regeneration is not effective, such as those typical of idle conditions. Two vehicles, a bus and a light duty truck, have been equipped for plasmatron reformer NOx adsorber regeneration tests.« less
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                    80 HP PLASMA ASSISTED CATALYST SYSTEM

                    
                        Conference
                            Slone, Ralph
                            

                    The US economy is linked to efficient heavy vehicle transportation and diesel remains the fuel of choice for mass transportation of goods and services. Diesel engines remain the most reliable and cost effective system for commerce. Recent deleterious effects of diesel exhaust on health and environment have led to an urgent need for cost effective technologies that would bring about reduction in NOx and PM. CARB estimates on-road diesel mobile source will contribute almost 50% NOx and 78% PM emissions by 2010. As a result recent Federal and State mandates have been adopted to reduce emissions from diesel exhaust tomore » 1 Gm/bhp.-Hr of NOx and 0.05 Gm/bhp-hr of PM by the year 2007. The 2007 standard is to be achieved in a stepwise manner starting with the standards for 2002 namely 2 Gm/bhp-hr NOx and 0.1 Gm/bhp-hr of PM. 2002 standards are likely to be met by most engine manufacturer by some modified form of exhaust gas recirculation (EGR) system or by employing a sophisticated engine control system. Importance of cost effective technology requirement is further exaggerated by the fact that in recent years diesel engine production have increased dramatically see figure 1 and has out stripped the gasoline engine production almost 4:1 see figure 2. Currently gasoline engine employs a 3-way catalytic system for NOx and HC reduction and in order for the 3-way system to work the engine is run near stoichiometric air : fuel ratio so that exhaust has virtually no oxygen. This strategy has resulted in a poorer efficiency and hence less efficient utilization of our natural resources. By contrast diesel engine operate on a lean burn principals i.e. air rich and currently there are no commercial technologies available for treating NOx and PM. Technologies being considered for reducing NOx from lean burn (diesel) exhaust are; Lean NOx catalyst systems, NOx adsorber system, Selective Catalytic Reduction systems and plasma assisted catalyst system. Of all these technologies Plasma assisted catalyst system is probably the most attractive since it can use currently available fuel onboard.« less
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                    Selective NOx Recirculation for Stationary Lean-Burn Natural Gas Engines

                    
                        Technical Report
                            Clark, Nigel
                            

                    Nitric oxide (NO) and nitrogen dioxide (NO2) generated by internal combustion (IC) engines are implicated in adverse environmental and health effects. Even though lean-burn natural gas engines have traditionally emitted lower oxides of nitrogen (NOx) emissions compared to their diesel counterparts, natural gas engines are being further challenged to reduce NOx emissions to 0.1 g/bhp-hr. The Selective NOx Recirculation (SNR) approach for NOx reduction involves cooling the engine exhaust gas and then adsorbing the NOx from the exhaust stream, followed by the periodic desorption of NOx. By sending the desorbed NOx back into the intake and through the engine, amore » percentage of the NOx can be decomposed during the combustion process. SNR technology has the support of the Department of Energy (DOE), under the Advanced Reciprocating Engine Systems (ARES) program to reduce NOx emissions to under 0.1 g/bhp-hr from stationary natural gas engines by 2010. The NO decomposition phenomenon was studied using two Cummins L10G natural gas fueled spark-ignited (SI) engines in three experimental campaigns. It was observed that the air/fuel ratio ({lambda}), injected NO quantity, added exhaust gas recirculation (EGR) percentage, and engine operating points affected NOx decomposition rates within the engine. Chemical kinetic model predictions using the software package CHEMKIN were performed to relate the experimental data with established rate and equilibrium models. The model was used to predict NO decomposition during lean-burn, stoichiometric burn, and slightly rich-burn cases with added EGR. NOx decomposition rates were estimated from the model to be from 35 to 42% for the lean-burn cases and from 50 to 70% for the rich-burn cases. The modeling results provided an insight as to how to maximize NOx decomposition rates for the experimental engine. Results from this experiment along with chemical kinetic modeling solutions prompted the investigation of rich-burn operating conditions, with added EGR to prevent preignition. It was observed that the relative air/fuel ratio, injected NO quantity, added EGR fraction, and engine operating points affected the NO decomposition rates. While operating under these modified conditions, the highest NO decomposition rate of 92% was observed. In-cylinder pressure data gathered during the experiments showed minimum deviation from peak pressure as a result of NO injections into the engine. A NOx adsorption system, from Sorbent Technologies, Inc., was integrated with the Cummins engine, comprised a NOx adsorbent chamber, heat exchanger, demister, and a hot air blower. Data were gathered to show the possibility of NOx adsorption from the engine exhaust, and desorption of NOx from the sorbent material. In order to quantify the NOx adsorption/desorption characteristics of the sorbent material, a benchtop adsorption system was constructed. The temperature of this apparatus was controlled while data were gathered on the characteristics of the sorbent material for development of a system model. A simplified linear driving force model was developed to predict NOx adsorption into the sorbent material as cooled exhaust passed over fresh sorbent material. A mass heat transfer analysis was conducted to analyze the possibility of using hot exhaust gas for the desorption process. It was found in the adsorption studies, and through literature review, that NO adsorption was poor when the carrier gas was nitrogen, but that NO in the presence of oxygen was adsorbed at levels exceeding 1% by mass of the sorbent. From the three experimental campaigns, chemical kinetic modeling analysis, and the scaled benchtop NOx adsorption system, an overall SNR system model was developed. An economic analysis was completed, and showed that the system was impractical in cost for small engines, but that economies of scale favored the technology.« less
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                    Effects of including a NO storage component on a TWC when using a lean spark ignition gasoline engine combined with a passive SCR system✰

                    
                        Journal Article
                            Prikhodko, Vitaly; Pihl, Josh; Toops, Todd; ...  - Applications in Energy and Combustion Science
                            

                    A three-way catalyst (TWC) and a TWC with a NOx storage component (NS-TWC) were evaluated on a lean spark ignition (SI) engine platform to reduce the fuel consumption and emissions of a passive selective catalytic reduction (pSCR) emission control system. The pSCR system is an approach for controlling NOx emissions from lean SI engines. It relies on onboard NH3 generation over a TWC during brief periods of fuel-rich operation. The NH3 is then stored on a downstream SCR catalyst and is available for NOx reduction during subsequent periods of lean engine operation. The NS-TWC addition enabled longer lean operation andmore » more efficient NH3 use, which lowered fuel penalty of the pSCR system. Over a pseudo-transient drive cycle, the lean SI engine with pSCR that included NS-TWC demonstrated a 8.3% reduction in gasoline consumption over stoichiometric-only engine operation, and the NOx and non-CH4 organic gas emissions were consistent with Environmental Protection Agency (EPA) Tier 3 levels. The CO emissions, primarily from rich operation, exceeded the EPA Tier 3 levels. A cleanup catalyst (CUC) with high oxygen storage capacity was used to oxidize tailpipe CO during rich excursions by using the stored oxygen from the preceding lean operation. Although the CUC decreased CO emissions and reduced NH3 slip, some of the NH3 was converted back to NOx. Furthermore, rich CO control remains challenging. The results of this work demonstrate significant improvement in fuel consumption and emissions with a modified pSCR system architecture.« less
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                    EMISSIONS REDUCTIONS USING HYDROGEN FROM PLASMATRON FUEL CONVERTERS

                    
                        Conference
                            Bromberg, L
                            

                    Substantial progress in engine emission control is needed in order to meet present and proposed regulations for both spark ignition and diesel engines. Tightening regulations throughout the world reflect the ongoing concern with vehicle emissions. Recently developed compact plasmatron fuel converters have features that are suitable for onboard production of hydrogen for both fuel pretreatment and for exhaust aftertreatment applications. Systems that make use of these devices in conjunction with aftertreatment catalysts have the potential to improve significantly prospects for reduction of diesel engine emissions. Plasmatron fuel converters can provide a rapid response compact means to transform efficiently a widemore » range of hydrocarbon fuels into hydrogen rich gas. They have been used to reform natural gas [Bromberg1], gasoline [Green], diesel [Bromberg2] and hard-to-reform biofuels [Cohn1] into hydrogen rich gas (H2 + CO). The development of these devices has been pursued for the purpose of reducing engine exhaust pollutants by providing hydrogen rich gas for combustion in spark ignition and possibly diesel engines, as shown in Figure 1 [Cohn2]. Recent developments in compact plasmatron reformer design at MIT have resulted in substantial decreases in electrical power requirements. These new developments also increase the lifetime of the electrodes.« less
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