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    Abstract

        
            Experimental measurements of void fraction, bubble frequency, and velocity are obtained in subcooled R-134a flowing over a heated flat plate near an unheated wall and compared to analytical predictions. The measurements were obtained for a fixed system pressure and mass flow rate (P = 2.4 MPa and w = 106 kg/hr) at various inlet liquid temperatures. During the experiments, electrical power was applied at a constant rate to one side of the test section. The local void fraction data, acquired with a hot-film anemometer probe, showed the existence of a significant peak near the heated wall and a smaller secondary peak near the unheated wall for the larger inlet subcoolings. Local vapor velocity data, taken with the hot-film probe and a laser Doppler velocimeter, showed broad maxima near the centerline between the heated and unheated plates. Significant temperature gradients near the heated wall were observed for large inlet subcooling. Bubble size data, inferred from measurements of void fraction, bubble frequency and vapor velocity, when combined with the measured bubble chord length distributions illustrate the transition from pure three dimensional spherical to two-dimensional planar bubble flow, the latter being initiated when the bubbles fill the gap between the plates. These variousmore » two-phase flow measurements were used for development of a multidimensional, four-field calculational method; comparisons of the data to the calculations show reasonable agreement.« less
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                    Instrumentation development for multi-dimensional two-phase flow modeling

                    
                        Technical Report
                            Kirouac, G; Trabold, T; Vassallo, P; ... 
                            

                    A multi-faceted instrumentation approach is described which has played a significant role in obtaining fundamental data for two-phase flow model development. This experimental work supports the development of a three-dimensional, two-fluid, four field computational analysis capability. The goal of this development is to utilize mechanistic models and fundamental understanding rather than rely on empirical correlations to describe the interactions in two-phase flows. The four fields (two dispersed and two continuous) provide a means for predicting the flow topology and the local variables over the full range of flow regimes. The fidelity of the model development can be verified by comparisonsmore » of the three-dimensional predictions with local measurements of the flow variables. Both invasive and non-invasive instrumentation techniques and their strengths and limitations are discussed. A critical aspect of this instrumentation development has been the use of a low pressure/temperature modeling fluid (R-134a) in a vertical duct which permits full optical access to visualize the flow fields in all two-phase flow regimes. The modeling fluid accurately simulates boiling steam-water systems. Particular attention is focused on the use of a gamma densitometer to obtain line-averaged and cross-sectional averaged void fractions. Hot-film anemometer probes provide data on local void fraction, interfacial frequency, bubble and droplet size, as well as information on the behavior of the liquid-vapor interface in annular flows. A laser Doppler velocimeter is used to measure the velocity of liquid-vapor interfaces in bubbly, slug and annular flows. Flow visualization techniques are also used to obtain a qualitative understanding of the two-phase flow structure, and to obtain supporting quantitative data on bubble size. Examples of data obtained with these various measurement methods are shown.« less
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                    High pressure annular two-phase flow in a narrow duct. Part 1: Local measurements in the droplet field, and Part 2: Three-field modeling

                    
                        Technical Report
                            Trabold, T; Kumar, R
                            

                    In Part 1, detailed measurements were made in a high pressure, adiabatic (boiled at the inlet) annular flow in a narrow, high aspect ratio duct using a gamma densitometer, hot-film anemometer and high-speed video photography. Measurements of void fraction, droplet frequency, velocity, drop size, and interfacial area concentration have been made to support the three field computational capability. An important aspect of this testing is the use of a modeling fluid (R-134a) in a vertical duct which permits visual access in annular flow. This modeling fluid accurately simulates the low liquid-to-vapor density ratio of steam-water flows at high pressures. Thesemore » measurements have been taken in a narrow duct of hydraulic diameter 4.85 mm, and a cross-section aspect ratio of 22.5. However, the flow displays profiles of various shapes not only in the narrow dimension, but also in the width dimension. In particular, the shape of the droplet profiles depends on the entrained droplet flux from the edges in the vapor core. The average diameter from these profiles compare well with the models developed in the literature. Interfacial area concentration for these low density ratio flows is higher than the highest concentration reported for air-water flows. Video records show that along with the bow-shaped waves, three-dimensional {lambda}-shaped waves appear in annular flows for high flow rates. Part 2 outlines the development of a three-field modeling approach in annular flow and the predictive capability of an analysis code. Models have been developed here or adapted from the literature for the thin film near the wall as well as the droplets in the vapor core, and have been locally applied in a fully developed, two-phase adiabatic boiling annular flow in a duct heated at the inlet at high pressure. Numerical results have been obtained using these models that are required for the closure of the continuity and momentum equations. The two-dimensional predictions are compared with local void fraction and droplet velocity (using a hot film anemometer), and average void fraction (using gamma densitometry) for a refrigerant fluid flowing in a narrow vertical duct with a cross-section aspect ratio of 22.5. Predicted results match the experimental data well for high void fraction annular flows, validating the overall modeling approach.« less
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                    Experimental study of dispersed droplets in high-pressure annular flows

                    
                        Journal Article
                            Trabold, T; Kumar, R; Vassallo, P - Journal of Heat Transfer
                            

                    Local measurements were made in a droplet-laden vapor core in upward R-134a annular flow in a high aspect ratio vertical duct. These detailed measurements are unique in that they were performed at high pressures and low liquid-to-vapor density ratios. Using a gamma densitometer, hot-film anemometer and laser Doppler velocimeter, profiles of void fraction, liquid droplet frequency, and droplet velocity were acquired across the narrow test section dimension. At relatively high flows, the measured void fraction was highest near the wall, due to the thinning of the liquid film. The dip in the void fraction in the vapor core at thesemore » flows suggests significant droplet entrainment. The entrainment fractions for these refrigerant flows fall in the range measured for pressurized steamwater systems. The average drop size, calculated from direct measurements of void fraction, droplet velocity, and frequency, compares favorably with previous experimental results from the literature. These data are useful for developing an improved understanding of practical two-phase flows, and for assessment of advanced two-fluid computer codes.« less
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                    Hot-film anemometer measurements in adiabatic two-phase flow through a vertical duct

                    
                        Technical Report
                            Trabold, T; Moore, W; Morris, W
                            

                    A hot-film anemometer (HFA) probe was used to obtain local measurements of void fraction and bubble frequency in a vertically oriented, high aspect ratio duct containing R-134a under selected adiabatic two-phase flow conditions. Data were obtained along a narrow dimension scan over the range 0.03 {le} {bar Z} {le} 0.80, where {bar Z} is the distance from the wall normalized with the duct spacing dimension. The void fraction profiles displayed large gradients in the near-wall regions and broad maxima near the duct centerline. The trends in the bubble frequency data generally follow those for the local void fraction data. However,more » the relatively large number of bubbles at higher pressure implies a larger magnitude of the interfacial area concentration, for the same cross-sectional average void fraction. For the two annular flow conditions tested, analysis of the HFA output voltage signal enabled identification of three distinct regions of the flow field; liquid film with dispersed bubbles, interfacial waves, and continuous vapor with dispersed droplets.« less
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                    Experimental investigation of turbulence structure in two-phase bubbly flow

                    
                        Miscellaneous
                            Liu, T
                            

                    The liquid-phase turbulent structure and the phase distribution of an air-water, bubbly, upward flow in a circular channel were investigated experimentally. The liquid-phase local flow parameters, such as mean liquid velocity, turbulent intensity and Reynolds stress, were measured, using both one- and two-dimensional hot-film anemometer probes. The void fraction, bubble frequency, bubble velocity and bubble size were measured by a dual-sensor resistivity probe. Statistical turbulence properties of the continuous phase, such as eddy scales, and dissipation and production rate of turbulent kinetic energy were obtained, using power spectral analysis. The experiments were conducted in a well-calibrated air-water testing loop. Datamore » were taken by an on-line computerized data acquisition system. Two new phase-discrimination methods, which were based on threshold combinations of level and slope, were developed to identify the phases for both the hot-film anemometer and resistivity probes. Results indicate that the introduction of bubbles into the liquid stream promotes turbulence relative to the local velocity of each phase. However, increasing the liquid flow rate at constant gas flow rate lowers the relative turbulence, both in the liquid- and gas phase, over the whole cross-section. The mean bubble size ranged from 2 to 4 mm. The bubbles tended to migrate toward the wall. Thus, the void fraction, bubble frequency and bubble size, profiles showed distinct peaks near the wall and were relatively flat in the core in all test conditions investigated. Phase velocity and the turbulent intensity profiles for each phase separately depended in similar ways upon the superficial velocities of the phases. Liquid-phase turbulence suppression was found under high liquid flow and low void fraction conditions. The turbulent intensity and shear stress were suppressed by the bubbles, both in the axial and lateral directions.« less
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