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DESCRIPTION - FLAME is data processing software explicitly written to
support the ACAP software of DSP Technologies, Inc., of Fremont,
CA. ACAP acquires and processes in-cylinder pressure data for
reciprocating engines. However, it also has the capability to
acquire data for two Sandia-developed technologies,
ionization-probe instrumented head gaskets and fiber-optic
instrumented spark plugs. FLAME post processes measurements of
flame arrival from data files aquired with ACAP. Flame arrival time
is determined from analog ionization-probe or visible-emission
signals. The resulting data files are integrated with the standard
ACAP files, providing a common data base for engine development.

PACKAGE CONTENTS - Media Directory; Software Abstract; Flame.Doc; Media
Includes Source Code, Object Library, User Guide, Executable
Module, Object Module, Sample Problem Input;

SOURCE CODE INCLUDED? - Yes

MEDIA QUANTITY - 2 3.5 Diskettes

METHOD OF SOLUTION - Interactive threshold voltage settings are used to
define the time of arrival of the flame at the probe location.
Graphic displays of the raw data and its statistics are used to
present the analyzed results.

COMPUTER - IBM PC 386

OPERATING SYSTEMS - MS DOS Version 5.0

PROGRAMMING LANGUAGES - More than 95% is Microsoft Fortran 5.0. The
remainder is Microsoft Macro Assembler 5.1.

SOFTWARE LIMITATIONS - Limited to 500 engine cycles, 150 measurements
per cycle, 16 measurement locations.

SOURCE CODE AVAILABLE (Y/N) - Y

UNIQUE FEATURES - ACAP is limited to pressure measurement and analysis.
FLAME is the only option offered by DSP for flame arrival
measurement.

RELATED SOFTWARE - FLAME post processes data files obtained with ACAP.
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OTHER PROG/OPER SYS INFO - Standard file naming conventions are used,
e.g., FLAME.DOC is the documentation file. The Microsoft Fortran
graphics font libraries are required.

HARDWARE REQS - 640 kB memory, VGA graphics.

TIME REQUIREMENTS - With interactive options off, process time for a
typical data set is about one minute on a 486/33.

REFERENCES - Informal documentation

ABSTRACT STATUS - Submitted 4/13/95. Released AS-IS 6/15/95.
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