
TABLE S-1 

SUMMARY OF VIKING TAGS-85/2N RTG CONFIGURATION AND PERFORMANCE CHARACTERISTICS 

RTG System 

Number of RTG units 

Power output at 2.9 volts (watts) 
BOL (nominal) (1) 
EOM (0.96 reliability) (1) 
EOM (0.99 reliability) (1) - 

Weight (pounds) 

RTG Unit 

Thermoelectric materials 

%leg 
P-leg 

Heat Source 

Type 
Fuel 
Thermal inventory (watts) 

Dimensions 

Height ( in. ) 
Diameter, across fin tips 
(in.) 

Weight (pounds) 

Nominal Performance 

Power output (watts) 
BOL 
EOM 

Load voltage (volts ) 

4 

176.4 
156.8 

112.8 

154.0 

~M-TEGS-~N( M) (2) 
Isotopes-TAGS-85 with 0.100 
inch SnTe segment 

Intact impact ( IIHS) 
Pu02 microspheres 
675 

10 * 75 
24.4 

28.2 

(1) - Assumes parallel electrical hookup of RTG's 

(2) Supplied by JM'Company 
(3) - Value in parantheses is for RTG configuration with two series-parallel 

strings for the thermoelectric circuit. 

INSD- 2650 - 29 
ix 




