| W

{
—

O

SNAP 19 HELIUM FILLED GENERATOR INTERNAI, PRESSURES (PSIA) FOR

COMBINATIONS OF SEAL TIGHTNESS AND HELIUM RELEASE RATES
INITIAL FUEL INVENTORY 675 WATTS

Seal
Tightness
Factor
sce/sec

1.0 x 10-7

1.0 x 10-6

5.0 x 10-6

1.0 x 1072

1.5 x 102

FIN ROOT TEMP. 330C°F.

TABLE ITI-16

Helium Time from Fueling - Months
Release
Rate
sce/sec 0 3 9 21 33 69
0 13.5 13.48 14,64 14.39 14.15 13.45
2.80 x 106 13.50 1k.01  16.37 18.36  20.32  26.01
7.0 13.50 14.80 18.95 24,34 29.63 L, 98
14,0 13.50 16.12 23.27 34.30 45,15 76.60
21.0 13.50 17.44 27.59 Ly, 27 60.67 108.22
25.2 13.50 18.24 20.19 50.25 69.98 127.20
28.0 13.50 18.77 31.92 sl 24 76.19  139.85
0 13.50 13.29 k.04 11.86 10.02 6.04
2.80 x 100®  13.50 13.82  15.73  15.41  15.13  1k.5k
7.0 13.50 14.61 18.26 20.T1 22.78 27.24
4.0 13.50 15.92 22.49 29.59 35.58 48.51
21.0 13.50 17.23 26.72 38.L46 48.38 69.79
25.2 13.50 18.02 29.25 43.79 56.06 82.55
28.0 13.50 18.54 30.95 L7.34 61.18 91.06
0 13.50 12.50 11.68 5.08 2.25 0.28
2.80 x 106 13.50  13.01  13.22 7.30 4.76 2.98
7.0 13.50 13.77 15.53 10.62 8.52 7.05
14.0 13.50 15.04 19.37 15.15 14.78 13.82
21.0 13.50 16.31 23.22 21.69 21.04 20.57
25.2 13.50 17.07 25.53 25.02 2L .80 2L 6L
28.0 13.50 17.58 27.07 27.24 27.31 27.34
o} 13.50 11.57 9.34 1.91 .53 A7
2.80 x 10-6  13.50  12.06 10.71 3.28 1.90 1.54 .
7.0 13.50 12.80 12.77 5.33 3.94 3.58
14.0 13.50 14.02 16.21 8.74 7.35 6.99
21.0 13.50 15.24 19.63 12.15 10.76 10.40
25.2 13.50 15.97 21.70 14.20 12.80 12.44
28.0 13.50 16.46 23.07 15.56 14.16 13.80
0 13.50 10.73 7.52 .91 .35 .20
2.8 x 1006 13.50  11.20 8.75 1.85 1.26 1.11°
7.0 13.50 11.90 10.60 3.25 2.63 2.7
1k.o 13.50 13.08 13.68 5.58 4,91 k.75
21.0 13.50 14,26 16.76 7.92 7.18 T.02
25.2 13.50 1k.96 18.61 9.32 8.55 8.38
28.0 9.46
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