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    Abstract

        
            Due to the reduction of nuclear weapon stockpile, there will be an excess of tritium returned from the field. The excess tritium needs to be stored for future use, which might be several years away. A safe and cost effective means for long term storage of tritium is needed. Storing tritium in a solid metal tritide is preferred to storing tritium as a gas, because a metal tritide can store tritium in a compact form and the stored tritium will not be released until heat is applied to increase its temperature to several hundred degrees centigrade. Storing tritium as a tritide is safer and more cost effective than as a gas. Several candidate metal hydride materials have been evaluated for long term tritium storage. They include uranium, La-Ni-Al alloys, zirconium and titanium. The criteria used include material cost, radioactivity, stability to air, storage capacity, storage pressure, loading and unloading conditions, and helium retention. Titanium has the best combination of properties and is recommended for long term tritium storage.
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                    Characterization of LaNi{sub 4.25}Al{sub 0.75} tritide for use as a long term tritium storage medium

                    
                        Conference
                            Wermer, J
                            

                    Applications of metal hydride technology has offered numerous safety as well as operating advantages for tritium processing operations. The SRS Replacement Tritium Facility (RTF) utilizes this technology extensively. During design of the RTF systems, LaNi{sub 4.25}Al{sub 0.75} (LANA.75) was chosen as the primary tritium storage material. This material was selected largely because of the isotherm plateau pressure, which allows the tritium to be stored as a metal tritide at subatmospheric pressures while still being able to generate pressures of >1000 mm Hg needed for process applications. A benefit of this substitution is an increase in the stability of this materialmore » to tritium aging effects and to disproportionation. The LANA.75 material, like many metal tritides used for tritium processing, retains insoluble helium-3 which is born in the metal lattice through radiolytic decay of tritium. This causes changes in the thermodynamics of the metal-hydrogen system, decreasing the {alpha}-{beta} plateau pressure, increasing the plateau slope, and decreasing the reversible hydriding capacity. The latter also includes the growth of a tritium {open_quotes}heel{close_quotes} which cannot be removed under normal processing conditions. All of these factors affect the long-term performance of LANA.75-tritide in processing applications. Tritium aging studies have been underway on LANA.75 since 1987 in the SRTC Materials Test Facility. Material characterization of LANA.75-tritide has been completed on material exposed to tritium for 5.4 years at full stoichiometry.« less
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                    Short term aging of LaNi{sub 4.25}Al{sub 0.75} tritide storage material

                    
                        Conference
                            Holder, J
                            

                    In support of the Tritium Facilities at the Savannah River Site (SRS), the Tritium Exposure Program (TEP) was initiated in 1986 to investigate the effects of tritium aging on metal hydride materials used in tritium processing applications. The primary material selected for tritium storage was the substituted LaNi{sub 5} alloy, LaNi{sub 4.25}Al{sub 0.75} (LANA.75). The substitution of Al for Ni served to lower the plateau pressure of the tritide, and to stabilize the material to cycling and tritium aging effects. The sub-atmospheric plateau pressure, of LANA.75 tritide at room temperature, made it a safe tritium storage medium, and the tritiummore » aging effects were reduced from that of LaNi{sub 5} tritide, but not eliminated. LANA.75 tritides retain the {sup 3}He decay product of absorbed tritium in the metal lattice. As the concentration of {sup 3}He grows, the lattice becomes strained due to the insoluble species. This strain is manifest in tritium aging effects. These effects include (1) a decrease in the equilibrium plateau pressure, (2) an increase in the plateau slope, (3) a reduction in the reversible storage capacity, and (4) the evolution of a tritium heel. The long term aging effects have been studied over the years, however the short term (less than one year) tritium aging effects have not been investigated until now. The acquisition of desorption isotherms at more than one temperature allows the thermodynamic parameters of change in enthalpy, {Delta}H, and change in entropy, {Delta}S, for the {beta}-{alpha} phase transition of the metal tritide to be determined. These parameters are related to the equilibrium pressure, P, and the isothermal temperature, T, through the following relation: where R is the gas constant, and the factor of 1/2 yields results per mole of atomic tritium. A van`t Hoff plot of 1/2 Ln(P) versus 1/T may be fitted to a straight line, with the slope and intercept used to determine {Delta}H and {Delta}S through equation.« less
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                    Performance of 500kCi Tritium Storage Vessel for WTRF

                    
                        Journal Article
                            Paek, S; Ahn, D; Kim, K; ...  - Fusion Science and Technology
                            

                    A prototype TSV (Tritide Storage Vessel) has been manufactured for the long-term storage of tritium of the WTRF (Wolsong Tritium Removal Facility). A performance test was carried out to demonstrate that the TSV could hold a minimum of 500kCi of tritium. This experiment was conducted by a batch type hydriding reaction. Hydrogen gas equivalent to 50kCi of tritium was reacted with the titanium sponge in a batch reaction. Experimental results for 10 batches show that the TSV has enough capacity to store 500kCi of tritium.

                        
                            
                            
                    

                    

                

            
        		
    
                                        
                                    
                                        	
            



                    LIFE Materials: Overview of Fuels and Structural Materials Issues Volume 1

                    
                        Technical Report
                            Farmer, J
                            

                    The National Ignition Facility (NIF) project, a laser-based Inertial Confinement Fusion (ICF) experiment designed to achieve thermonuclear fusion ignition and burn in the laboratory, is under construction at the Lawrence Livermore National Laboratory (LLNL) and will be completed in April of 2009. Experiments designed to accomplish the NIF's goal will commence in late FY2010 utilizing laser energies of 1 to 1.3 MJ. Fusion yields of the order of 10 to 20 MJ are expected soon thereafter. Laser initiated fusion-fission (LIFE) engines have now been designed to produce nuclear power from natural or depleted uranium without isotopic enrichment, and from spentmore » nuclear fuel from light water reactors without chemical separation into weapons-attractive actinide streams. A point-source of high-energy neutrons produced by laser-generated, thermonuclear fusion within a target is used to achieve ultra-deep burn-up of the fertile or fissile fuel in a sub-critical fission blanket. Fertile fuels including depleted uranium (DU), natural uranium (NatU), spent nuclear fuel (SNF), and thorium (Th) can be used. Fissile fuels such as low-enrichment uranium (LEU), excess weapons plutonium (WG-Pu), and excess highly-enriched uranium (HEU) may be used as well. Based upon preliminary analyses, it is believed that LIFE could help meet worldwide electricity needs in a safe and sustainable manner, while drastically shrinking the nation's and world's stockpile of spent nuclear fuel and excess weapons materials. LIFE takes advantage of the significant advances in laser-based inertial confinement fusion that are taking place at the NIF at LLNL where it is expected that thermonuclear ignition will be achieved in the 2010-2011 timeframe. Starting from as little as 300 to 500 MW of fusion power, a single LIFE engine will be able to generate 2000 to 3000 MWt in steady state for periods of years to decades, depending on the nuclear fuel and engine configuration. Because the fission blanket in a fusion-fission hybrid system is subcritical, a LIFE engine can burn any fertile or fissile nuclear material, including un-enriched natural or depleted U and SNF, and can extract a very high percentage of the energy content of its fuel resulting in greatly enhanced energy generation per metric ton of nuclear fuel, as well as nuclear waste forms with vastly reduced concentrations of long-lived actinides. LIFE engines could thus provide the ability to generate vast amounts of electricity while greatly reducing the actinide content of any existing or future nuclear waste and extending the availability of low cost nuclear fuels for several thousand years. LIFE also provides an attractive pathway for burning excess weapons Pu to over 99% FIMA (fission of initial metal atoms) without the need for fabricating or reprocessing mixed oxide fuels (MOX). Because of all of these advantages, LIFE engines offer a pathway toward sustainable and safe nuclear power that significantly mitigates nuclear proliferation concerns and minimizes nuclear waste. An important aspect of a LIFE engine is the fact that there is no need to extract the fission fuel from the fission blanket before it is burned to the desired final level. Except for fuel inspection and maintenance process times, the nuclear fuel is always within the core of the reactor and no weapons-attractive materials are available outside at any point in time. However, an important consideration when discussing proliferation concerns associated with any nuclear fuel cycle is the ease with which reactor fuel can be converted to weapons usable materials, not just when it is extracted as waste, but at any point in the fuel cycle. Although the nuclear fuel remains in the core of the engine until ultra deep actinide burn up is achieved, soon after start up of the engine, once the system breeds up to full power, several tons of fissile material is present in the fission blanket. However, this fissile material is widely dispersed in millions of fuel pebbles, which can be tagged as individual accountable items, and thus made difficult to divert in large quantities. Several topical reports are being prepared on the materials and processes required for the LIFE engine. Specific materials of interest include: (1) Baseline TRISO Fuel (TRISO); (2) Inert Matrix Fuel (IMF) & Other Alternative Solid Fuels; (3) Beryllium (Be) & Molten Lead Blankets (Pb/PbLi); (4) Molten Salt Coolants (FLIBE/FLiNaBe/FLiNaK); (5) Molten Salt Fuels (UF4 + FLIBE/FLiNaBe); (6) Cladding Materials for Fuel & Beryllium; (7) ODS FM Steel (ODS); (8) Solid First Wall (SFW); and (9) Solid-State Tritium Storage (Hydrides).« less
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                    Second national topical meeting on tritium technology in fission, fusion and isotopic applications

                    
                        Conference
                            Anderson, J; Barlit, J - Fusion Technol.; (United States)
                            

                    This conference presented information on the following topics: the development of a tritium dispersion code; global environmental transport models for tritium; HT/HTO conversion in mammals; tritium production, releases and population doses at nuclear power reactors; design of tritium processing facilities and equipment for aqueous and gaseous streams; tritium removal from circulating helium by hydriding of rare earth metals; the determination of deuterium and tritium in effluent wastewater by pulsed nuclear magnetic resonance spectroscopy; tritium surface contamination: process calculations for a moderator detritiation plant; recent developments in magnetically coupled vane pumps for tritium service; recovery and storage of tritium by Zr-V-Femore » getter; gas handling systems using titanium-sponge and uranium bulk getters; isotope effects and helium retention behavior in vanadium tritide; interaction of hydrogen isotopes with stainless steel 316 L; and the interaction of polyethylene and tritium gas as monitored by Raman spectroscopy.« less
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