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    Abstract

        
            A commercial device (Descal-A-Matic{reg_sign}, Norfolk, VA) designed to treat water by means of a magnetic field has been evaluated for its effect on the formation of calcite scale at LLNL Treatment Facility D. At this facility, volatile organic contaminants (VOCs) are removed by air stripping, which raises the water pH, causing the deposition of calcium carbonate as calcite scale downstream. To evaluate the magnetic treatment technique, the ground water was passed through the Descal-A-Matic{reg_sign} device before treatment by the air stripping unit, and the resulting scale formation and other water characteristics were compared with those found during a test with no water treatment and a test with chemical treatment with a polyphosphate additive. No beneficial effect was found when using the magnetic device. 6 refs., 6 figs., 4 tabs.
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                    Test of a chemical dispersant for the control of scale formation at treatment facility D

                    
                        Technical Report

                    At the Lawrence Livermore National Laboratory (LLNL), ground water is being treated to remove contaminants such as volatile organic compounds and chromium by several types of processes. At Treatment Facility D, remediation of volatile organics is accomplished by sparging the water with air, and the chromium is removed by an ion- exchange process. The air stripping has the effect of raising the pH of the water from -7 to -8, probably as result of removing carbon dioxide from the water. In the absence of further water treatment, calcium carbonate (CaCO{sub 3}), or calcite, deposits on the downstream equipment as amore » scale, which causes operational problems. At present, this scale deposition is being controlled by the addition of a polyphosphate formulation (JP-7, Jaeger Products, Inc, Houston, TX), but the use of this chemical is not completely satisfactory because of stringent phosphate discharge limits for the treated water A more benign method of scale control would be highly desirable. Therefore, we evaluated an organic chemical dispersant as a possible alternative.« less
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                    Identification and treatment of lithium as the primary toxicant in a groundwater treatment facility effluent

                    
                        Conference
                            Kszos, L; Crow, K
                            

                    {sup 6}Li is used in manufacturing nuclear weapons, shielding, and reactor control rods. Li compounds have been used at DOE facilities and Li-contaminated waste has historically been land disposed. Seep water from burial grounds near Y-12 contain small amounts of chlorinated hydrocarbons, traces of PCBs, and 10-19 mg/L Li. Seep treatment consists of oil-water separation, filtration, air stripping, and carbon adsorption. Routine biomonitoring tests using fathead minnows and {ital Ceriodaphnia}{ital dubia} are conducted. Evaluation of suspected contaminants revealed that toxicity was most likely due to Li. Laboratory tests showed that 1 mg Li/L reduced the survival of both species; 0.5more » mg Li/L reduced {ital Ceriodaphnia} reproduction and minnow growth. However, the toxicity was greatly reduced in presence of sodium (up to 4 mg Li/L, Na can fully negate the toxic effect of Li). Because of the low Na level discharged from the treatment facility, Li removal from the ground water was desired. SuperLig{reg_sign} columns were used (Li-selective organic macrocycle bonded to silica gel). Bench-scale tests showed that the material was very effective for removing Li from the effluent, reducing the toxicity.« less
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                    300 Area Uranium Stabilization Through Polyphosphate Injection: Final Report

                    
                        Technical Report
                            Vermeul, Vincent; Bjornstad, Bruce; Fritz, Brad; ... 
                            

                    The objective of the treatability test was to evaluate the efficacy of using polyphosphate injections to treat uranium-contaminated groundwater in situ. A test site consisting of an injection well and 15 monitoring wells was installed in the 300 Area near the process trenches that had previously received uranium-bearing effluents. This report summarizes the work on the polyphosphate injection project, including bench-scale laboratory studies, a field injection test, and the subsequent analysis and interpretation of the results. Previous laboratory tests have demonstrated that when a soluble form of polyphosphate is injected into uranium-bearing saturated porous media, immobilization of uranium occurs duemore » to formation of an insoluble uranyl phosphate, autunite [Ca(UO2)2(PO4)2•nH2O]. These tests were conducted at conditions expected for the aquifer and used Hanford soils and groundwater containing very low concentrations of uranium (10-6 M). Because autunite sequesters uranium in the oxidized form U(VI) rather than forcing reduction to U(IV), the possibility of re-oxidation and subsequent re-mobilization is negated. Extensive testing demonstrated the very low solubility and slow dissolution kinetics of autunite. In addition to autunite, excess phosphorous may result in apatite mineral formation, which provides a long-term source of treatment capacity. Phosphate arrival response data indicate that, under site conditions, the polyphosphate amendment could be effectively distributed over a relatively large lateral extent, with wells located at a radial distance of 23 m (75 ft) reaching from between 40% and 60% of the injection concentration. Given these phosphate transport characteristics, direct treatment of uranium through the formation of uranyl-phosphate mineral phases (i.e., autunite) could likely be effectively implemented at full field scale. However, formation of calcium-phosphate mineral phases using the selected three-phase approach was problematic. Although amendment arrival response data indicate some degree of overlap between the reactive species and thus potential for the formation of calcium-phosphate mineral phases (i.e., apatite formation), the efficiency of this treatment approach was relatively poor. In general, uranium performance monitoring results support the hypothesis that limited long-term treatment capacity (i.e., apatite formation) was established during the injection test. Two separate overarching issues affect the efficacy of apatite remediation for uranium sequestration within the 300 Area: 1) the efficacy of apatite for sequestering uranium under the present geochemical and hydrodynamic conditions, and 2) the formation and emplacement of apatite via polyphosphate technology. In addition, the long-term stability of uranium sequestered via apatite is dependent on the chemical speciation of uranium, surface speciation of apatite, and the mechanism of retention, which is highly susceptible to dynamic geochemical conditions. It was expected that uranium sequestration in the presence of hydroxyapatite would occur by sorption and/or surface complexation until all surface sites have been depleted, but that the high carbonate concentrations in the 300 Area would act to inhibit the transformation of sorbed uranium to chernikovite and/or autunite. Adsorption of uranium by apatite was never considered a viable approach for in situ uranium sequestration in and of itself, because by definition, this is a reversible reaction. The efficacy of uranium sequestration by apatite assumes that the adsorbed uranium would subsequently convert to autunite, or other stable uranium phases. Because this appears to not be the case in the 300 Area aquifer, even in locations near the river, apatite may have limited efficacy for the retention and long-term immobilization of uranium at the 300 Area site..« less
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                    Application of Ambersorb 563 adsorbent technology for treatment of chlorinated organics in groundwater

                    
                        Conference
                            Frye, R; Martino, J; Turner, R
                            

                    Roy F. Weston, Inc. (WESTON{reg_sign}), in conjunction with Rohm and Haas Company (Rohm and Haas), conducted a field pilot study to demonstrate the technical feasibility and cost-effectiveness of Ambersorb{reg_sign} 563 (A-563) carbonaceous adsorbent for the remediation of groundwater contaminated with volatile organic compounds (VOCs). The project was conducted under the Emerging Technology Program of the EPA Superfund innovative Technology Evaluation (SITE) program. Ambersorb adsorbents are a family of patented, synthetic, tailorable carbonaceous adsorbents that were developed by Rohm and Haas in the 1970`s for the treatment of contaminated water. In specific applications, Ambersorb adsorbent technology may offer a cost-effective alternativemore » to air stripping or granular activated carbon (GAC), which are typically used in pump and treat systems for remediating groundwater contaminated with organic compounds. Ambersorb adsorbents have been found to be effective in the removal of low levels of VOCs and other synthetic organic compounds from contaminated water. Previous applications using Ambersorb adsorbents have demonstrated several key performance benefits over GAC. Ambersorb 563 adsorbent can be regenerated onsite using steam, solvents, or other techniques, permitting the recovery of a concentrated organic stream which can be disposed of or reclaimed. Ambersorb 563 adsorbent has a significantly greater adsorption capacity than GAC for chlorinated hydrocarbons when the contaminants are present at low concentrations. Ambersorb 563 adsorbent systems can operate at higher flow rates than GAC systems, white maintaining effluent water quality below drinking water standards.« less

                        
                            
                            
                    

                    

                

            
        		
    
                                        
                                    
                                        	
            



                    A Synergistic Combination of Advanced Separation and Chemical Scale Inhibitor Technologies for Efficient Use of Imparied Water As Cooling Water in Coal-based Power Plants

                    
                        Technical Report
                            Gill, Jasbir
                            

                    Nalco Company is partnering with Argonne National Laboratory (ANL) in this project to jointly develop advanced scale control technologies that will provide cost-effective solutions for coal-based power plants to operate recirculating cooling water systems at high cycles using impaired waters. The overall approach is to use combinations of novel membrane separations and scale inhibitor technologies that will work synergistically, with membrane separations reducing the scaling potential of the cooling water and scale inhibitors extending the safe operating range of the cooling water system. The project started on March 31, 2006 and ended in August 30, 2010. The project was amore » multiyear, multi-phase project with laboratory research and development as well as a small pilot-scale field demonstration. In Phase 1 (Technical Targets and Proof of Concept), the objectives were to establish quantitative technical targets and develop calcite and silica scale inhibitor chemistries for high stress conditions. Additional Phase I work included bench-scale testing to determine the feasibility of two membrane separation technologies (electrodialysis ED and electrode-ionization EDI) for scale minimization. In Phase 2 (Technology Development and Integration), the objectives were to develop additional novel scale inhibitor chemistries, develop selected separation processes, and optimize the integration of the technology components at the laboratory scale. Phase 3 (Technology Validation) validated the integrated system's performance with a pilot-scale demonstration. During Phase 1, Initial evaluations of impaired water characteristics focused on produced waters and reclaimed municipal wastewater effluents. Literature and new data were collected and evaluated. Characteristics of produced waters vary significantly from one site to another, whereas reclaimed municipal wastewater effluents have relatively more uniform characteristics. Assessment to date confirmed that calcite and silica/silicate are two common potential cycle-limiting minerals for using impaired waters. For produced waters, barium sulfate and calcium sulfate are two additional potential cycle-limiting minerals. For reclaimed municipal wastewater effluents, calcium phosphate scaling can be an issue, especially in the co-presence of high silica. Computational assessment, using a vast amount of Nalco's field data from coal fired power plants, showed that the limited use and reuse of impaired waters is due to the formation of deposit caused by the presence of iron, high hardness, high silica and high alkalinity in the water. Appropriate and cost-effective inhibitors were identified and developed - LL99B0 for calcite and gypsum inhibition and TX-15060 for silica inhibition. Nalco's existing dispersants HSP-1 and HSP-2 has excellent efficacy for dispersing Fe and Mn. ED and EDI were bench-scale tested by the CRADA partner Argonne National Laboratory for hardness, alkalinity and silica removal from synthetic make-up water and then cycled cooling water. Both systems showed low power consumption and 98-99% salt removal, however, the EDI system required 25-30% less power for silica removal. For Phase 2, the EDI system's performance was optimized and the length of time between clean-in-place (CIP) increased by varying the wafer composition and membrane configuration. The enhanced EDI system could remove 88% of the hardness and 99% of the alkalinity with a processing flux of 19.2 gal/hr/m{sup 2} and a power consumption of 0.54 kWh/100 gal water. Bench tests to screen alternative silica/silicate scale inhibitor chemistries have begun. The silica/silicate control approaches using chemical inhibitors include inhibition of silicic acid polymerization and dispersion of silica/silicate crystals. Tests were conducted with an initial silica concentration of 290-300 mg/L as SiO{sub 2} at pH 7 and room temperature. A proprietary new chemistry was found to be promising, compared with a current commercial product commonly used for silica/silicate control. Additional pilot cooling tower testing confirmed the bench study. We also developed a molecule to inhibit calcium carbonate precipitation and calcium sulfate precipitation at high supersaturations. During Phase 3, a long-term test of the EDI system and scale inhibitors was done at Nalco's cooling tower water testing facility, producing 850 gallons of high purity water (90+% salt removal) at a rate of 220 L/day. The EDI system's performance was stable when the salt concentration in the concentrate compartment (i.e. the EDI waste stream) was controlled and a CIP was done after every 48 hours of operation time. A combination of EDI and scale inhibitors completely eliminated blowdown discharge from the Pilot cooling Tower. The only water-consumption came from evaporation, CIP and EDI concentrate. Silica Inhibitor was evaluated in the field at a western coal fired power plant.« less
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