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    Abstract

        
            A one-dimensional, multicell, Eulerian computer code is under development to predict the gravity-driven spreading dynamics and thermal interactions of a molten corium layer flowing horizontally over a concrete substrate. The code is compared to recent experiments in which molten mixtures of iron and aluminum oxide flowed over concrete in the presence and absence of water. Results are presented from scoping calculations for the Mk I BWR system investigating the spreading-induced penetration immediately following the drainage of a predominantly oxide molten corium mixture from a localized breach in the reactor vessel. 12 refs., 7 figs.
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                    Spreading of molten corium in MK I geometry following vessel melt-through

                    
                        Conference
                            Sienicki, J; Farmer, M; Spencer, B - Trans. Am. Nucl. Soc.; (United States)
                            

                    For Mk I boiling water reactor severe-accident sequences in which molten corium is postulated to melt through the reactor pressure vessel (RPV) lower head, an important question concerns the relocation of the corium material that drains from the vessel. After filling the sump pits located in the pedestal concrete floor beneath the RPV, the molten corium that collects on the pedestal floor is generally free to flow through the doorway, which provides personnel access to the pedestal, and to spread out over the concrete floor in the annular region between the pedestal wall and the steel liner of the containmentmore » shell. A significant issue is whether the corium, after exiting the doorway, can spread under gravity all the way to the liner where thermal attack on the liner steel might be postulated to occur. A computer code (MELTSPREAD) has been developed to investigate the spreading dynamics and thermal interactions of a molten corium layer flowing horizontally over an ablating concrete substrate that may be initially covered with water. The principal objective is to predict, for specific conditions of corium composition, mass, and temperature, the lateral penetration of the corium that drains from a localized hole in the lower head immediately following RPV failure.« less

                        
                            
                            
                    

                    

                

            
        		
    
                                        
                                    
                                        	
            



                    The MELTSPREAD-1 computer code for the analysis of transient spreading in containments

                    
                        Conference
                            Farmer, M; Sienicki, J; Spencer, B
                            

                    A one-dimensional, multicell, Eulerian finite difference computer code (MELTSPREAD-1) has been developed to provide an improved prediction of the gravity driven spreading and thermal interactions of molten corium flowing over a concrete or steel surface. In this paper, the modeling incorporated into the code is described and the spreading models are benchmarked against a simple dam break'' problem as well as water simulant spreading data obtained in a scaled apparatus of the Mk I containment. Results are also presented for a scoping calculation of the spreading behavior and shell thermal response in the full scale Mk I system following vesselmore » meltthrough. 24 refs., 15 figs.« less
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                    Study of alkaline carbonate cooling to mitigate Ex-Vessel molten corium accidents

                    
                        Journal Article
                            Louie, David; Wang, Yifeng; Rao, Rekha; ...  - Nuclear Engineering and Design
                            

                    To mitigate adverse effects from molten corium following a reactor pressure vessel failure (RPVF), some new reactor designs employ a core catcher and a sacrificial material (SM), such as ceramic or concrete, to stabilize the molten corium and avoid containment breach. Existing reactors cannot easily be modified to include these SMs but could be modified to allow injectable cooling materials. Current reactor designs are limited to using water to stabilize the corium, but this can create other issues such as reaction of water with the concrete forming hydrogen gas. Here the novel SM proposed is a granular carbonate mineral thatmore » can be used in existing light water reactor plants. The granular carbonate will decompose when exposed to heat, inducing an endothermic reaction to quickly solidify the corium in place and producing a mineral oxide and carbon dioxide. Corium spreading is a complex process strongly influenced by coupled chemical reactions, including decay heat from the corium, phase change, and reactions between the concrete containment and available water. A recently completed Sandia National Laboratories laboratory directed research and development (LDRD) project focused on two research areas: experiments to demonstrate the feasibility of the novel SM concept, and modeling activities to determine the potential applications of the concept to actual nuclear plants. Small-scale experiments using lead oxide (PbO) as a surrogate for molten corium demonstrate that the reaction of the SM with molten PbO results in a fast solidification of the melt due to the endothermic carbonate decomposition reaction and the formation of open pore structures in the solidified PbO from CO2 released during the decomposition. A simplified carbonate decomposition model was developed to predict thermal decomposition of carbonate mineral in contact with corium. This model was incorporated into MELCOR, a severe accident nuclear reactor code. A full-plant MELCOR simulation suggests that by the introduction of SM to the reactor cavity prior to RPVF ex-vessel accident progression, e.g., core-concrete interaction and core spreading on the containment floor, could be delayed by at least 15 h; this may be enough for additional accident management to be implemented to alleviate the situation.« less
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                    The MELTSPREAD Code for Modeling of Ex-Vessel Core Debris Spreading Behavior, Code Manual – Version3-beta

                    
                        Technical Report
                            Farmer, M.
                            

                    MELTSPREAD3 is a transient one-dimensional computer code that has been developed to predict the gravity-driven flow and freezing behavior of molten reactor core materials (corium) in containment geometries. Predictions can be made for corium flowing across surfaces under either dry or wet cavity conditions. The spreading surfaces that can be selected are steel, concrete, a user-specified material (e.g., a ceramic), or an arbitrary combination thereof. The corium can have a wide range of compositions of reactor core materials that includes distinct oxide phases (predominantly Zr, and steel oxides) plus metallic phases (predominantly Zr and steel). The code requires input thatmore » describes the containment geometry, melt “pour” conditions, and cavity atmospheric conditions (i.e., pressure, temperature, and cavity flooding information). For cases in which the cavity contains a preexisting water layer at the time of RPV failure, melt jet breakup and particle bed formation can be calculated mechanistically given the time-dependent melt pour conditions (input data) as well as the heatup and boiloff of water in the melt impingement zone (calculated). For core debris impacting either the containment floor or previously spread material, the code calculates the transient hydrodynamics and heat transfer which determine the spreading and freezing behavior of the melt. The code predicts conditions at the end of the spreading stage, including melt relocation distance, depth and material composition profiles, substrate ablation profile, and wall heatup. Code output can be used as input to other models such as CORQUENCH that evaluate long term core-concrete interaction behavior following the transient spreading stage. MELTSPREAD3 was originally developed to investigate BWR Mark I liner vulnerability, but has been substantially upgraded and applied to other reactor designs (e.g., the EPR), and more recently to the plant accidents at Fukushima Daiichi. The most recent round of improvements that are documented in this report have been specifically implemented to support industry in developing Severe Accident Water Management (SAWM) strategies for Boiling Water Reactors.« less

                        
                            	https://doi.org/10.2172/1406106
	Full Text Available


                            
                            
                    

                    

                

            
        		
    
                                        
                                    
                                        	
            



                    A New Method to Contain Molten Corium in Catastrophic Nuclear Reactor Accidents.

                    
                        Technical Report
                            Louie, David; Wang, Yifeng; Rao, Rekha; ... 
                            

                    The catastrophic nuclear reactor accident at Fukushima damaged public confidence in nuclear energy and a demand for new engineered safety features that could mitigate or prevent radiation releases to the environment in the future. We have developed a novel use of sacrificial material (SM) to prevent the molten corium from breaching containment during accidents as well as a validated, novel, high-fidelity modeling capability to design and optimize the proposed concept. Some new reactor designs employ a core catcher and a SM, such as ceramic or concrete, to slow the molten corium and avoid the breach of the containment. However, existingmore » reactors cannot easily be modified to include these SMs but could be modified to allow injectable cooling materials (current designs are limited to water). The SM proposed in this Laboratory Development Research and Development (LDRD) project is based on granular carbonate minerals that can be used in existing light water reactor plants. This new SM will induce an endothermic reaction to quickly freeze the corium in place, with minimal hydrogen explosion and maximum radionuclide retention. Because corium spreading is a complex process strongly influenced by coupled chemical reactions (with underlying containment material and especially with the proposed SM), decay heat and phase change. No existing tool is available for modeling such a complex process. This LDRD project focused on two research areas: experiments to demonstrate the feasibility of the novel SM concept, and modeling activities to determine the potential applications of the concept to actual nuclear plants. We have demonstrated small-scale to large-scaled experiments using lead oxide (Pb0) as surrogate for molten corium, which showed that the reaction of the SM with molten Pb0 results in a fast solidification of the melt and the formation of open pore structures in the solidified Pb0 because of CO 2 released from the carbonate decomposition. Our modeling simulations show that Sierra Mechanics/Aria code can be used to model a molten corium spreading experiment and the PbO/carbonate experiment. A simplified carbonate decomposition model has been developed to predict thermal decomposition of carbonate mineral in contact with corium. This model has been incorporated into an input model for MELCOR, a severe accident nuclear reactor code developed by Sandia National Laboratories for the U.S. Nuclear Regulatory Commission. A full-plant MELCOR simulation suggests that the ex-vessel accident progression, e.g., core-concrete interaction and core spreading on the containment floor, could be significantly delayed by the introduction of SM to the reactor cavity prior to the reactor pressure vessel failure. Delays of one and half day are suggested with limited SM. Filling the cavity with SM might delay progression by days. Additionally, the modeling suggests that the relative concentration (molar fraction) of hydrogen in containment could be substantially reduced by the non-condensable gas (CO 2 ) generation associated with the SM reaction effectively making the hydrogen concentration below its flammable limit. ACKNOWLEDGEMENTS This research was supported by the Laboratory Directed Research and Development Program of Sandia National Laboratories (Sandia). The authors would like to express thanks to all Sandia staff who helped with this research, including Ms. Denise Bencoe for assisting with the performance of the small-scaled experiments at Advanced Material Laboratories, Ms. Amanda Sanchez and Ms. Lydia Boisvert for grinding all natural carbonate materials and sieving, Dr. Anne Grillet for measuring the microstructure of the samples using X-ray micro CT Scan (SKYSCAN 1272), Dr. Clay Payne for the XRD measurement, Dr. Eric Lindgren for assisting the selection of crucible materials, Dr. Larry Humphries for review this report and Dr. Randall O. Gauntt for reviewing this research, who has retired from Sandia at the time of this publication. The authors like to thank Ms. Laura Sowko for editing this report. Additionally, the authors appreciated the use of the FARO L-26S data information described in Section 4.2.2.1 of this report downloaded from STRESA, Joint Research Centre, European Commission (c) Euratom, 2019.« less
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