
skip to main content





    
        
            
                
    
        	 Sign In
	Create Account


    
		


            

            
                
                    
                        
                            Show search

                            Show menu
                        

                        
                            

                            U.S. Department of Energy
Office of Scientific and Technical Information
                        

                    

                    
                        
    
    
    
    
    
    
    
    

    
        
            
                Search terms:
                
                Advanced search options
                

                
                    
                        
                            
                        

                        Advanced Search OptionsAdvanced Search queries use a traditional Term Search.  For more info, see our FAQ.
                    

                        
                            All Fields: 
                            
                        

                        
                            Title: 
                            
                        

                        
                            Author / Contributor: 
                            
                        

                        
                            Digital Object Identifier (DOI): 
                            
                        

                        
                            Identifier Numbers: 
                            
                        

                        
                            Publication Date: 
                            
                                
                                to
                                
                            

                        

                


                
                     More Options ...
                    
                        
                            Full Text: 
                            
                        

                        
                            Resource Type: 
                            
                                
                                
                            

                            
                                
                                    
                                        
                                            
                                                Journal Article
                                                    

                                                
                                                Technical Report
                                                    

                                                
                                                Data
                                                    

                                                
                                                Software
                                                    

                                                
                                                Patent
                                                    

                                                
                                                Conference / Event
                                                    

                                                
                                            

                                            
                                                Book / Monograph
                                                    

                                                
                                                Program Document
                                                    

                                                
                                                Thesis / Dissertation
                                                    

                                                
                                                Video / Audio
                                                    

                                                
                                                Miscellaneous
                                                    

                                                
                                            

                                        

                                    


                                
                                
                            

                        

                        
                        
                            Subject: 
                            
                        

                        
                            Site: 
                            All


                        

                        
                            Research Org: 
                            
                        

                        
                            Sponsoring Org: 
                            
                        

                        
                            Update Date: 
                            
                                
                                to
                                
                            

                        

                        
                            Limit to INIS / NSA records only 
                                

                            
                        

                        
                            Limit to Nobel Prize winning researchers only 
                                

                            
                        

                        
                        

                    

                


                
                     Search
                


                

            

        

        
            Submit
        


    






    
    
    
    
    
    
    
    
    
    
    
    
    
    
    
    
    
    
    
    
    
    
    
    
    
    
    
    
    
    
    



                    

                

            

        

        
            
                
                    
                        	 Submit Research Results
	 Search Tools
	 Public Access Policy
	 PIDs Services & Dev Tools
	 About
	 FAQs
	 News
	 Sign In
	Create Account


                    
		
                
            

        

    




    
    
        OSTI.GOV
Conference: Cap plasticity models and compactive and dilatant pre-failure deformation
                
        

        
            
            Title: Cap plasticity models and compactive and dilatant pre-failure deformation

        


        
            
            	Full Record
	Other Related Research


        


        
                
            
            
                
                    
                        
                        
                        
                        
    
    Abstract

        
            At low mean stresses, porous geomaterials fail by shear localization, and at higher mean stresses, they undergo strain-hardening behavior. Cap plasticity models attempt to model this behavior using a pressure-dependent shear yield and/or shear limit-state envelope with a hardening or hardening/softening elliptical end cap to define pore collapse. While these traditional models describe compactive yield and ultimate shear failure, difficulties arise when the behavior involves a transition from compactive to dilatant deformation that occurs before the shear failure or limit-state shear stress is reached. In this work, a continuous surface cap plasticity model is used to predict compactive and dilatant pre-failure deformation. During loading the stress point can pass freely through the critical state point separating compactive from dilatant deformation. The predicted volumetric strain goes from compactive to dilatant without the use of a non-associated flow rule. The new model is stable in that Drucker's stability postulates are satisfied. The study has applications to several geosystems of current engineering interest (oil and gas reservoirs, nuclear waste repositories, buried targets, and depleted reservoirs for possible use for subsurface sequestration of greenhouse gases).
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                    Compaction localization and constitutive behavior of weak porous sandstone.

                    
                        Conference
                            Holcomb, David; Dewers, Thomas; Issen, Kathleen
                            

                    A combined experimental and constitutive modeling program for weak porous sandstone deformation is described. A series of axisymmetric compression tests were performed over a range of mean stresses to study dilatational, compactional and transitional regimes. Experimental results were used both to derive constitutive parameters for testing localization theory and to parameterize a poroelastic-plastic model. Observed strain localization, imaged syn-deformationally using acoustic emissions, includes high- and low-angle shear and low angle compactional features or 'bands'. Isotropic elastic moduli measured via unloading loops show a progressive degradation pre-failure as decreasing functions of work-conjugate plastic strains and increasing functions of stress magnitude. Themore » degradation pathway is unique for samples which underwent localization versus those that underwent spatially pervasive pore collapse. Total shear and volume strains are partitioned into elastic and plastic portions including the ''coupling'' strain associated with modulus degradation. Plastic strain calculated with and without the coupling term is compared with regard to localization predictions. Both coupled and uncoupled cases predict high angle shear bands for uniaxial and low mean stress conditions on the dilatational side of the yield surface. Uncoupled predictions show progressively lower angle shear bands approaching the transitional regime (stress conditions approaching the 'cap' surface). When elastic-plastic coupling is accounted for, compaction bands are predicted for the transitional regime, as are observed in the experiments. Finite element modeling efforts are described using a 3-invariant, mixed-hardening, continuous yield surface, elasto-plasticity model that includes several features important for porous sandstone constitutive behavior and observed experimentally, including non-associativity, nonlinear elasticity, elastic-plastic coupling, and kinematic hardening. Modeled deformational behavior attending stress paths relevant for several reservoir production scenarios are described.« less

                        
                            
                            
                    

                    

                

            
        		
    
                                        
                                    
                                        	
            



                    Dynamic fault weakening and strengthening by gouge compaction and dilatancy in a fluid-saturated fault zone

                    
                        Journal Article
                            Hirakawa, Evan; Ma, Shuo - Journal of Geophysical Research. Solid Earth
                            

                    Fault gouge deformation likely plays a significant role in controlling the strength of mature, large-displacement faults. Experiments show that intact gouge deforms in an overall ductile and stable manner, readily compacting, but dilates and experiences brittle failure under large strain rate. Inelastic gouge compaction and dilatancy are modeled here using a combined Mohr-Coulomb and end-cap yield criterion in a dynamic rupture model of a strike-slip fault with strongly velocity-weakening friction. We show that large shear stress concentration ahead of the rupture associated with the rupture front causes the gouge layer to compact (e.g., by structural collapse and comminution), leading tomore » rapidly elevated pore pressure and significant weakening of the principal fault surface. Shortly after the rupture front passes, strong dilatancy during strength drop and rapid sliding reduces pore pressure and strengthens the fault, promoting slip pulses. Large strain localization in the gouge layer occurs as a result of rapid gouge dilatancy and strain softening. The combination of prerupture weakening from compaction and restrengthening from dilatancy hardening leads to a smaller-strength drop, and limits the stress concentration outside the gouge layer. Furthermore, this leads to a reduction of inelastic shear strain in the damage zone, which is more consistent with geological observations and high-speed frictional experiments. With the presence of well-developed fault gouge, the strength of mature faults may be limited by end-cap rather than Mohr-Coulomb failure; thus, their frictional strengths are significantly smaller than Byerlee friction.« less
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                    Anisotropic finite hyper-elastoplasticity of geomaterials with Drucker-Prager/Cap type constitutive model formulation

                    
                        Journal Article
                            Bennett, K.; Regueiro, R.; Luscher, D. - International Journal of Plasticity
                            

                    The formulation of large strain anisotropic hyper-elastoplasticity of geomaterials is examined. Attention is given to the role of structure tensors (also called fabric tensors), especially in context of the Eshelby-Mandel stress and large inelastic volume changes attributable to porosity. Both (hyper-)elastic and inelastic orthotropic symmetry, reducing to the particular case of transverse isotropy, are considered. Specific material assumptions and constitutive choices are identified for the development of a novel Anisotropic Drucker-Prager/Cap (ADPC) model formulated within the intermediate configuration consistent with multiplicative split of the deformation gradient. The model is calibrated to existing experimental measurements, including high pressure large strain triaxialmore » compression of lithographic (Solnhofen) limestone and triaxial compression measurements on Tournemire shale assessing elastoplastic anisotropy. Manifest implications of constitutive theory are investigated, including consequences of recognizing (or not) the Eshelby-Mandel stress as energy conjugate to the plastic velocity gradient and including (or not) contribution from the skew-symmetric parts of the Mandel stress to the plastic anisotropy. Numerical simple shear experiments and large deformation simulated indentation experiments are provided in order to investigate model predictions and demonstrate the overall robustness in finite element modeling.« less
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                    Plastic cap evolution law derived from induced transverse isotropy in dilatational triaxial compression.

                    
                        Technical Report
                            Macon, David; Brannon, Rebecca; Strack, Otto
                            

                    Mechanical testing of porous materials generates physical data that contain contributions from more than one underlying physical phenomenon. All that is measurable is the "ensemble" hardening modulus. This thesis is concerned with the phenomenon of dilatation in triaxial compression of porous media, which has been modeled very accurately in the literature for monotonic loading using models that predict dilatation under triaxial compression (TXC) by presuming that dilatation causes the cap to move outwards. These existing models, however, predict a counter-intuitive (and never validated) increase in hydrostatic compression strength. This work explores an alternative approach for modeling TXC dilatation based onmore » allowing induced elastic anisotropy (which makes the material both less stiff and less strong in the lateral direction) with no increase in hydrostatic strength. Induced elastic anisotropy is introduced through the use of a distortion operator. This operator is a fourth-order tensor consisting of a combination of the undeformed stiffness and deformed compliance and has the same eigenprojectors as the elastic compliance. In the undeformed state, the distortion operator is equal to the fourth-order identity. Through the use of the distortion operator, an evolved stress tensor is introduced. When the evolved stress tensor is substituted into an isotropic yield function, a new anisotropic yield function results. In the case of the von Mises isotropic yield function (which contains only deviatoric components), it is shown that the distortion operator introduces a dilatational contribution without requiring an increase in hydrostatic strength. In the thesis, an introduction and literature review of the cap function is given. A transversely isotropic compliance is presented, based on a linear combination of natural bases constructed about a transverse-symmetry axis. Using a probabilistic distribution of cracks constructed for the case of transverse isotropy, a compliance expression is presented that demonstrated a decrease in lateral stiffness, but leaves axial stiffness unchanged. A demonstration of how the distortion operator could be used in the elastic/plastic analysis of a von Mises surface loaded in TXC is also presented.« less
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                    Extensile cracking in porous rock under differential compressive stress

                    
                        Journal Article
                            Myer, L; Kemeny, J; Zheng, Z - Applied Mechanics Reviews
                            

                    Under differential compressive stress rocks exhibit nonlinear deformation that includes initial compaction, near-linear elastic behavior, and strain-hardening followed by strain-softening and dilation (or compaction in clastic rocks) and localization. This behavior derives largely from changes in the microstructure of the rocks. Much of it has been attributed to the growth of extensile microcracks. The stress-induced microstructural changes brought about by successively more complicated states of stress produced by uniaxial and triaxial compression of circular cylinders, axisymmetric stresses in hollow cylinders, and indentation by hemispheres in Indiana limestone and Berea sandstone have been preserved using Wood`s metal porosimetry. In this techniquemore » molten Wood`s metal at about 100{degrees}C is used as a pore fluid at a pressure of about 10 MPa, and the experiments are conducted using the concepts of effective stress. At the deformation state of interest, the temperature is lowered to solidify the metal, thereby preserving the microstructure as it exists under load and facilitating subsequent preparation of the specimen for microscopic study. Mode I microcrack growth is observed to occur by a variety of mechanisms such as bending, point loading and sliding cracks. The effects of this are analyzed using an elastic continuum within which Mode II displacement across microcracks and Mode I microcrack growth results from heterogeneous stress concentrations that produce local tensile stresses. While the continuum model replicates many of the observations, it fails to account for localization by en echelon arrays of extensile microcracks that precede macroscopic shear faulting. Using a {open_quotes}zero order{close_quotes} continuum approximation, the spatially stochastic distribution of grains in clastic rocks is shown to be important in the formation of the en echelon arrays of microcracks that form shear bands. 63 refs., 26 figs., 1 tab.« less
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