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Object of Test

The test objective was to qualify the B54 SADM with ail live RE components
to expected STS drop conditions.on both concrete and dixt. The SADM was
mounted in the H-911 Cloth Bag for these drops.

Authorization for Test

This test was authorized in en Environmental Teat Order from Division 7146
dated 10-17-62. Mr. J. A. Anderson was the consultant.

Procedure and Results 

O

The SADM was dropped onto dirt and onto cc. crete near the 300 ft. drop
tower. Test personnel were sheltered in the blast room of Building 6505
during the drops. Test results are listed in Table 1. None of the high

51..) 	 explosive components were activated by the drops. A continuity test before
c'a'w and after each drop using the PT-1113 Tester indicated that the unit re-
4.2 trained in a safe condition before and after each test.
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1.1/2ft SADM.

77T7-7777.

Dirt

/5
..Drop 1-b
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TAB/E I DROP CONFIC11:ATION AND COMMENTS

"DROP TEST CI' 354 SADM, 1.1NIT s'n"

T-19078

COMMENTS

No damac to 354 SAM. Continuity check with PT-1118
tester indicated safe. No damage to H-911. The same
H-;11 asL;ambly was Used for all "1" drops.

I/-H-911 &
SADM

DROP CONFIGURATION
Drop 1-a

3 ft.

Dirt

No dama g e to 354 SADM. Continuity check with PT-1118
tester iniicazed sare. No damage to H-911 foam.

'

	

Drop J..-c , 	 --i-911 &

(---.

	71 -SADM (-----\,

	

1 	
,
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3 ft.

Dirt

Drop 1-d

sApn

-; 3 ft.

Dirt

No dc' —.- to 354SADM. Continuity check with PT-1118
tester ialicated safe. Minor damage to aft foam at point

of impact.

No dama,j,e to 354 SADM. Continuity check with PT-1118
tester indicazed Moderate damage to foam piece

over lock secured cover.

Drop 1-e

& 	 No 	 to E54 SA:. Continuity check with PT-1118

SADM

	

	 tester ia icated safe. Moderate damage to foam piece
ever ,sc secured c:_iver.

3ft.

Dirt
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DROP  CONFIGURATION 	 CO :ENT

TABLE DRO:? C=CURATICN AND COMENTS
DROP TZ.ST . OF B54 SADM,

Drop 2-a

'/17• -H-911 &
SADM •

/„.--H-911 &
SADY.

Drop 2-d

/". 5AD2

Slight dent .
 in weapon nose. Continuity check with PT-1118 tester

indicated safe. 'E-911 used in previous drops ('I') replaced and
the new H-911 u;ed on all '2 " drops. Metal cap of H-911 broke
loose. Holes •ri.)raded in cloth bag. High density fdam in H-911

cracked.

Concrete

Slight dent in SDM at point of impact. Continuity check
with P.72-1.13 tes::er indicated safe. Severe crushing of
H-911 foa:Lat poLnt of impact. Joint between two foam
sections 	 weapon nose broke apart.

Drop 2-b

7777;

Concrete

H-911 &
SADM

No daz!ae to 5."4 SAM. Continuity check with PT-1118
tester in:icated safe. Moderate crushing of H-911 at
point of impact. Several cracks appeared in high density
foam band at aft end,     

Concrete

;ear cove: of SALM scratched at point of impact. Removal
of rear c:7 -er was not hindered. Continuity check with
PT-1118 tester indicated safe. Severe damage to foam
piece over rear cover. H-911 cloth cut by SADM case at
point cf impact.

Drop 2-e
&

SADM'
No damages 	 F.:54 3A 3... Continuity check with PT-1118
tester inzilcated safe. Severe crushing of foam piece
over rear :over.        

ConcreLa     
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