
• 1.11.0.111111.11.1.1111

Nov 2 7 1953

TH-28, 3-2
Project No. T..16578
Case No. 13.853.00

UNCLASSIFIED

NOV

fpjLz-. G. iP_MILTON - 1613-3

(.)

- 16 1 3-3

1613 Project Engineer::

Approved by

liA: 1 612-12ec

Enc: Figure 1

Copy to

A, V. EnrI ; Jr., 1.215
Attn: HQ A. Tendall
A. Gardner ; 16 1 0

J, M. lansen.s. 1592
.7, R. Harrison, 5523
R. K Slmeitz ,,,r, 3121-3

SANDIA SYSTEMATIC DECLASSWICATION REVIEW
ATION STAMP

DOWNGRING OR DECLASSIFICAD 

t

H, A. 	 - 1619.1

1628

TO: DISTRIBUTTO

Re Torque-Forcs Test o the TX-28/Y.2 Parachute Packing Jack

The cbect of the test war to det=mins the torque necessary on the hand
wheel cf the TX-23/2 parachl,c paskincj jack to pr.oduce ferv7s on the
packino o2d: 10C ; 200 ; 300, 400,, 500 and 600 pc ,Indsq The torque and
load .::as measu:ed as shc,wn In Fiq. 1,

The following Lo 	 and torque vale• ,::are determined: 100 pounds-I0 in.
pounds; 200 pcures-20 in, pounds; 300 pounds-30 in. pounds; 400 pounds-40
in. counds; 500 pundc-50 in. pounds E and 600 pounds-55 in. pounds.,

A 0-75 inch pound torque wrench vas used to measure the torqae, and a
load cell (Snral No. 738c), 1000 peund capacity, was ussd in conjunction
with a Baldwin SR-4 st:ein.indicator (Sarial Noc 391902) to measure the
force on the padc
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FIGURE-11, TESTit1 SETUR:
DURING -TORQUE-FORCE TEST OF PARACHUTE PACK IN(.. :JACK
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