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SUMMARY 

-5 3961 

BUDGETS AND COSTS 

Fisca l  year to-date costs a r e  $6,767,000 a t  the end of November or  3% of the 
$17,621,000 FX 1958 Revised Budget. 
$61,000 over October. 

November costs of $1,490,000 increased 

Funds f o r  IPD and FPD process technology continue t o  be i n  short supply with 
the FPD s i tua t ion  being c r i t i c a l  as present funds w i l l  support the  current 
l e v e l  of e f f o r t  about another six weeks. Control measures in s t i t u t ed  t o  reduce 
spending i n  weapons research were effect ive:  however, t h i s  program will have 
t o  remain i n  i t s  much reduced s t a tus  f o r  the balance of the  year unless the 
present authorization is  increased. 

RESEARCH AND DEVELOPMENT 

1. Reactor and Fuels 

I r rad ia t ion  of a graphite sample (1.6 g/cc) i n  the MTR L-42 posit ion a t  
975 C resul ted in l.U% contraction transversely t o  the extrysion axis of 
the bar. 
p i l e  i s  10,000 t o  19,000 MWD/AT. This surpr is ingly high contraction w i l l  
be rechecked in an MCR i r rad ia t ion  scheduled fo r  ear ly  December. 

The best  estimate of equivalent damaging exposure i n  a Hanford 

Fabrication of sol id ,  bonded, aluminum clad Are1 elements appears feas ib le  
by cold closure cladding of nickel  plated uranium cores and bonding using 
d i f f e r e n t i a l  thermal expansion equipment. Bonding of I and E elements by 
similar methods is a l so  under study but in  a more preliminary s t a t e .  

Although aluminum al loys appear extremely promising f o r  use as fue l  
jacketing a t  high coolant temperatures and pressures i n  respect t o  cor- 
rosion, exploratory expei-iments conducted at  high (ca. 1000 p s i )  pressures 
indicate that p l a s t i c  deformation into crevices, voids, e tc . ,  may be a 
s e r i o u  problem. 

Evidence has been obtained tha t  in 90 C process water the corrosion r a t e  
of aluminum is increased several-fold in the presence of i r rad ia t ion .  

A se r i e s  of photomicrographs produced by T. K. Bierlein and B. Mastel were 
judged as the best  e f f o r t  presented in world-wide competition a t  the World 
Metallurgical Congress. The pictures  were taken with the a id  of an elec- 
t ron microscope of  s t ructure  produced on the surface of Zircaloy-2 by ion 
bombardment. 

Three new development contracts f o r  thick-wall, r i b l e s s  Zircaloy-2 process 
tubes were negotiated with vendors during Noveniber, two fo r  NPR-size tubes 
and the t h i r d  f o r  KER-size tubes t o  replace those now in the KER loops. 

Progress on the whole Plutonium Recycle Program was reviewed with D r .  W. K. 
Davis, Director, Division of Reactor Development and h is  associates in a 
two day meeting i n  the Laboratories. 
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2. 

The PRF'R Phase I bid package w a s  approved by AEC-HOO. Award of the Phase I 
construction contract  w i l l  require about two months following authorization 
of funds, not now available.  
10% complete. 
delayed design progress. 

Wdif icat ions of PFtPR design scope in progress include removal of +,he 1.500 
KW turbine-generator and subst i tut ion of an a l t e rna te  primary and back-up 
power system, changes i n  a rch i tec tura l  design to minimize the poss ib i l i t y  
o f  missile action in the event of an incident, and minor changes to  provide 
space fo r  a f u e l  element examination f a c i l i t y .  

Phase I1 and Phase I11 design are  each about 
A shortage of design funds during the month, l a t e r  corrected, 

The technical f e a s i b i l i t y  of fabr icat ing 19-rod c lus t e r  Pu-Al fue l  assem- 
b l i e s  has been established f o r  the method of cast ing short  rods, machining 
t o  s ize ,  laading in to  cladding tubes and weld closure. Since t h i s  method 
is of doubtful economic f eas ib i l i t y ,  development work is proceeding on 
extrusion of Pu-Al and PuO2-Al1 vacuum inject ion and pressure inject ion 
cast ing of Pu-Al, swage compaching of Al powder-UOZ in Al and Z r  tubes, and 
s intered high density UO2-PuO2. 

Untreated "PUR-grade" uranium dioxide powder contained in s ta in less  s t e e l  
w a s  swaged a t  850 C t o  achieve 93-94 percent of crystallographic density. 
Cold swaging followed by a few f i n a l  passes a t  high temperature was found 
t o  yield an equivalent high density. 

Investigation of the high temperature charac te r i s t ics  of U02 using an 
electron gun to simulate reactor  temperatures revealed extensive sublimation 
and recrys ta l l iza t ion  but no melting near the assumed melting temperature. 

Responsibility f o r  fabr icat ion of a complete loading of plutoniura-&luminum 
fue l  p la tes  f o r  the Materials Testing Reactor has been assigned t o  RTX) by 
the AEX. Work has s t a r t ed  with delivery scheduled ear ly  in 19%. 

Chemical Research and Development 

Effective f i s s ion  product decontamination of a simulated uranium product 
stream from Furex one-cycle operation was achieved by niobium pentoxide 
prec ip i ta t ion  in the solut ion or by passing the f l u i d  through a c o l m  
packed with niobium pentoxide. 

Other work in  support of P u r a  one-cycle operation has shown that the effec- 
t i v e  l i f e  of the anion exchange res in  used f o r  plutonium recovery w i l l  be 
determined by total alpha radiation damage rather  than by chemical 
environment. 

Newly designed paddles have operated four weeks i n  UNH calciners.  
ver ten t  loss of a feed nozzle shut down one calciner  and inspection showed 
f ive  pins were sheared. 
shear pins on the new paddles w i l l  operate in  a manner to protect  arms and 
blades from damage. 

Inad- 

This was  an effective demnstration t o  indicate 

P i l o t  scale  dissolution of  fue l  elements has been sa t i s f ac to r i ly  demonstrated 
in the annular dissolver prototype. 
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Authority to proceed on the  Nonproduction Fuels Reprocessing Program was 
received and the following work was accomplished: 

1. Addition of ammonium n i t r a t e  to the aqueous ammonium fluoride solvent 
used i n  the Zirflex process resul ted in b e t t e r  dissolution of the tin 
component in Zircaloy-2 and simultaneously reduced the quantity of 
hydro gen evolved . 

2. Design-of major pieces of  equipment for  a p i l o t  scale Darex plant  was 
completed and orders placed f o r  the titanium t o  be used i n  these 
components. 

3. Solvent extraction and boil-off methods of removing chloride f r o m  the 
Darex dissolver solution are under study. 

4. The use of a su l fur ic  acid system to dissolve 300 series s t a in l e s s  
s t e e l  as an a l te rna te  t o  the Darex process is being explored. 

Fused potassium-aluminum chloride salt is being studied as a solvent for  
uranium oxide as one pyrochemical process having application to  plutonium 
recycle fuels .  Powdered UO readi ly  dissolves in t h i s  system but s intered 
massive U02 samples d i s s o l d  slowly. 
solution produces aluminum-uranium al loy.  

Excess aluminum added t o  a m e l t  

Gamma spectrometric analyt ical  techniques are  being developed t o  measure 
strontium-85 and strontium-90 in  so i l s ,  ground water, and vegetation; the 
method may also simplify measuring numerous radioisotopes in urine. 

Physics and Instruments 

To obtain more information on the problem of nuclear safety in the dissolu- 
t ion  of 0.94$ enriched fuel elements, measurements were made of the buckling 
of random stacks of so l id  elements and of I and E type elements. The spread 
in  the bucklings due t o  the rapdomess of the loadings was large.  An analy- 
s is  of the s t a t i s t i c s  of random loads and t h e i r  re la t ion  t o  the uniform 
spacing results w i l l  be attempted to ar r ive  a t  values per t inent  to  a ''worse 
credible case. I' 

For the I P R  program, measurements of the buckling of 1.66-inch diameter 
slugs were completed. A t  IPD's request t h i s  program was revised t o  pro- 
vide data on c lus t e r  elements next; experiments on these elements have 
begun 

The measured reac t iv i ty  temperature coeff ic ient  of the PRPR fue l  when cool- 
ant  i s  absent from the process tubes i s  only one-half the value used i n  the 
reactor hazards analysis.  

The large p l a s t i c  s c i n t i l l a t o r  mentioned i n  previous reports has proved t o  
be a useful too l  fo r  contamination surveys o f  large areas. It has been 
used i n  truck, boat and airplane surveys and has demonstrated a sens i t iv i ty  
suf f ic ien t  t o  solve several  recurrent survey problems. 
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Project CG-731, C r i t i c a l  Mass Lab design, received a l l  required GE approv- 
als and w a s  transmitted t o  HOO-AEC. 
uncovered any s i tuat ions i n  which the proposed containment would be 
unsatisfactory . 

Continued hazards studies have not 

A potent ia l ly  hazardous s i tuat ion,  from a c r i t i c a l  mass standpoint, i n  
the 234-5 Building w a s  reviewed with CPD and limits were set on the 
allowable accumulation of plutonium i n  the hoods in  question. 
mass data and specifications were provided fo r  other s i tua t ions  in  the 
200 and 300 Areas. 

Cr i t ica l  

Work is  continuing on the program t o  improve methods of calculating the 
neutron physics parameters of thermal reactors.  

The increased sens i t i v i ty  o f  the new transis tor ized Alpha Hand Counter 
under prac t ica l  use conditions i n  329 Building w a s  demonstrated by i t s  
detection of two contamination cases which were missed by the standard 
fourfold counter. 

Work continues on the problem of measuring temperature coeff ic ients  of 
graphite l a t t i c e s  following the  unsatisfactory resu l t s  of the first exper- 
iment reported last month. 

Work in the basic data f i e l d  continued with preliminary measurements o f  the 
f i s s ion  cross sections of Pu-239 and Pu-241 on the neutron spect.rometer, 
col lect ion of data on the neutron slowing down dis t r ibut ion in  water, 
i n i t i a t i o n  of time-of-flight measurements a t  the Van-de-Graaff, and pro- 
gress on the determination of w for  protons. 

4. Biology 

During the month routine sampling of t e r r e s t r i a l  and aquatic organisms w a s  
reduced to optimize the value of information w i t h  cost .  

There were no marked changes i n  contamination of forms collected except 
fo r  whitefish f lesh  from Priest Rapids, which increased by a f a c t o r c f  
25 from las t  months value, due to  upstream migration. 

In  very preliminary observations, it seems that plutonium can cause ovarian 
damage i n  animals before other damage is  observable. 
i n t e s t ina l  tox ic i ty  o f  plutonium e a r l i e r  observed seems t o  be due, in  
large par t ,  to the n i t r a t e  anion. 

The apparent, gastro- 

Technical and Other Services 

The responsibi l i ty  f o r  providing radiation monitoring for  construction forces 
w a s  t ransferred t o  the respective landlord product departments on November 15, 
19 57 * 

One case of plutonium depo2ition resul ted from a contaminated minor injury t o  
a CPD employee. The t o t a l  
number of cases of plutonium deposition on record i s  210. 

Preliminary analyses indicated l e s s  than 10% MPL. 
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Iodine-131 emission r a t e  was up from October by a fac tor  of three pa r t ly  due 
t o  a single release of 13 curies.  
week. 

The average emission r a t e  was 8 curies per 

A t  the request of the Chemical Processing Department, an intensive study of 
t h e i r  present measurement and control system has been in i t i a t ed .  
pose of t h i s  study is  t o  define the  necessary and suf f ic ien t  controls for  SS 
accountability, process control, and product evaluation. 
completed in approximately one year. 

Primary pur- 

This study i s  to  be 

Varying degrees of s t a t i s t i c a l  and mathematical assistance on 32 separate pro- 
blems were given t o  other components within HIX) and other departments and 
operations. The following items are  of par t icu lar  i n t e re s t ;  

1, A study w a s  completed of the f e a s i b i l i t y  of using cer ta in  r e j ec t  data 
t o  predict  the l ikelihood of a rupture occurring in a given l o t  o f  
fue l  elements. 

2. Bias correction equations were developed for  the most recent s e t  of 
equations predicting plutonium formation and U-235 consumption as 
functions of exposure. 

3. A statist ical  analysis of numerical i n t e g a t i o n  techniques used to 
estimate fue l  element cross sect ional  neutron flux from empirical indi- 
cator  pin values w a s  completed. 

4. Mass spectroscopy data on the U-235 isotopic content of the September 
composite of UO production were s t a t i s t i c a l l y  analyzed. Based on t h i s  
work t h i s  methog of analyzing has been accepted as standard. 

5. A preliminary study was made of the type and amount of matrix analysis 
necessary to provide the E lec t r i ca l  System Planning Operation and the 
Elec t r ica l  Design Operation with routine e l e c t r i c a l  network analyses. 

There are  31 active HIX) projects  exclusive of  the PRPR. Twenty a re  fully 
authorized, two are  authorized for  only l imited work, six are  awaiting AEC 
action, and three are i n  the project  proposal stage.  Authorized funds t o t a l  
$3,910,000 o f  a t o t a l  estimated amount o f  $14,635,000. The projects a re  
essent ia l ly  on schedule with these exceptions: 

1. CA-658 Shielded Personnel lbn i tor ing  Station, which is substant ia l ly  
delayed for  reasons outside Iaboratories '  control. 

2. ~ ~ 6 6 0  bbdification to Metallographic Cel l  - delayed by shipping 
damage t o  the Bausch and Lomb metallopaph. 

3 .  CA-681 Hanford Equipment i n  the ETR - Hanford obligations on schedule. 

4. CG-747 Plutonium Fabrication P i lo t  Plant - funds not available.  

There i s  considerable ac t iv i ty  in preparation for  a revision of the Hanford 
Classif icat ion Guide. 

D 
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Support i n  g Functions 

1. Financial 

The FY 1958 Midyear Budget Review was completed and submitted for  approval. 
Highlights of the changes in t h i s  budget presentation are  as follows: 

(a)  An increase of $132,000 w a s  requested fo r  Equipment Not Included i n  
Construction Projects.  

Personnel forecasted f o r  June 30, 19% are  1,176, a increase o f  I 2  
over our last budget estimate a t  t h i s  date. 
year does not change. 

(b) 
Average for  the t o t a l  

( c )  An increase of $338,000 w a s  requested for  operating programs with the 
Biology and Medicine Program and Fuel Elements for  the MTR const i tut-  
ing the major changes. 

Consideration is  being given to  the preparation of a property management 
and accountability manual which would eliminate the current se r ies  of OPG's 
on the subject.  

A graphic presentation of the flow of HIX) costs  i s  scheduled to  be com- 
pleted and dis t r ibuted in December. 
events to  be t t e r  acquaint HIX) personnel i n  f inanc ia l  matters. 
follow a f t e r  the f i r s t  o f  the year are  presentations, both o r a l  and writ ten 
on appropriations, legis la t ion,  costs and budgets. 

This is  the f irst  o f  a se r ies  of 
Others t o  

2. Esrrp loyee Relations 

A t  month's end the staff of the Ehnford Laboratories Operation to t a l l ed  
1157, including 504 exempt and 653 nonexempt employees. There were 420 
exempt employees possessing technical degrees including 222 BS, lo3 MS, 
and 95 PhD's. 

Final clearance w a s  obtained f o r  copy f o r  the 19% Research and Engineer- 
ing Progress issue of the  GE Review. 
approximately 45% of the Review's coverage of the Atomic Products Division. 

Hanford Laboratories w i l l  contribute 

Nine Radiation Wnitors  were removed due to lack of work; 11 were trans- 
ferred by senior i ty  bumping; and two were placed i n  H.LO as Engineering 
Assistants. were removed from the r o l l s  by senior HAP0 
employees displacing them. One Calibrator B was removed due t o  lack of 
work. 

Two servicemen 

Thirty-six suggestions were approved by the  HLO Suggestion Board. 

A meeting w a s  held with the  HAMM: regarding negotiations with the  Regional 
Monitors. HAMTC presented the  Conspany with a Y-type senior i ty  arrangement 
which is currently under consideration. 

There were no new grievances received during the  month. 
1957, grievances to t a l l ed  twenty, including one non-unit grievance. 

Since January 1, 
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There were no disabling in ju r i e s  during the month. 
treatment i n ju r i e s  w i t h  a frequency of 1.50 as compared t o  1.39 last 
month. 

There were 26 medical 

For the year t o  date the  frequency is 1.67. 

For the f i r s t  t i m e  since reorganization, there  were no securi ty  violat ions 
during the month. Total violat ions f o r  the year t o  date a re  81. 

Investigation of TMB, an effect ive new pyrophoric metal f i r e  extinguisher, 
was made and reported. 
t o r i e s '  News and the report was a lso  submitted f o r  release in the  AEC Safety 
Information se r i e s .  

A Salary Plan brochure, together with guides f o r  interpretat ion in Ranford 
Laboratories, was dis t r ibu ted  t o  all E O  exempt employees during the  month. 

Coverage t o  a l l  HLO w a s  given i n  Banford Labora- 

A comprehensive salary d i f f e r e n t i a l  study was conducted during November 
following the October cost-of livlng and be t t e r - l i v ing  increases granted 
t o  non-exempt employees. 
d i f f e r e n t i a l  re la t ionships  between f i r s t - l i n e  supervisors and those being 
supervised. 

The study showed no cases of improper pay 

The Point Score Evaluation Plan f o r  semi-technical jobs w a s  issued i n  
i t s  final form and fully implemented during the month. 

A detai led analysis of l eve l  3, 4, and 5 component Atti tude Survey resu l t s  
was made during the month. 
December and will serve as the  basis f o r  j o i n t  evaluation of the  component 
climate, appl icabi l i ty  of the questionnaire and possible corrective action 
with components desir ing it. 

The en t i r e  analysis w i l l  be completed during 

Manager , 
W O R D  LABORATORIE3 

HM Parker:kss 

D 
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REACTOR AND FUELS RESEARCH AND DEVELOPMENT OPERATION 

TECHNICAL ACTIVITLES 

A .  FISSIONABLE MATERIALS - 2000 PROGRAM 
1. MEXAUIRGY PROGRAM 

Corrosion Studies 

Extrusion Clad Fuel Elements. Extrusion clad fue l  elements of good qual i ty  
caa be made and the process looks very promising, although it requires care 
and good qual i ty  control. 

A single  fue l  element clad by Bat te l le  Memorial I n s t i t u t e  i n  a press of 
t h e i r  own design was autoclaved 40 hours, cleaned, and exposed i n  the 314 
Building flow tube f o r  28 days (300 Area water, 95 t o  100 C, 25 gal/min). 
The measured corrosion i n  t h i s  element w a s  very similar t o  the corrosion 
rate on standard production fue l  elements i n  the same tube. The corrosion 
was reasonably uniform. 

Nine other elements clad by the General Cable Company i n  a Schloeman press 
were much less sat isfactory.  
hours of autoclaving and a subsequent 21 days i n  the 314 Building flow tubes. 
Most of the  elements t ha t  f a i l ed  were so badly swollen and cracked t h a t  the 
point of water entry could not be determined. This type of cladding neces- 
s a r i l y  has longitudinal diffusion welds, with potent ia l  foreign-material 
inclusions in  the welds. Although such inclusions are often weak points 
with respect t o  corrosion, it is believed they can generally be avoided by 
proper cleanliness and special  operating procedures. 

Only one of the nine elements survived 40 

Metallographic examination of jacket pieces autoclaved a t  260 C is  now i n  
progress. A preferen t ia l  a t tack  i n  the diffusion weld area w a s  observed, 
but may be related t o  inclusions. 

Ceramic Coatings on Uranium. Ceramic coatings can now be put on uranium 
w i t h  75 percent yield.  
over inclusions in  the uranium. 

The main cause fo r  re jec ts  a re  non-glazed areas 

The coatings a re  of good quality.  
dropped on the f loor  without damage. 
f l i g h t s  of concrete steps scratched the coating near the ends of t he  slug 
but did not chip it. Sliding a coated slug through 30 f e e t  of BDF tubing 
made no mark on the slug but caused some wear on the r ibs .  A coated slug 
was undamaged a f t e r  four days i n  boi l ing water. 

Coated slugs can be h i t  with a hammer o r  
Rolling a coated slug down three 

Th i s  project  i s  being closed out. 
report remain t o  be completed. 

Some autoclave tests and the f i n a l  
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Radiometallurgy Examinat  ions 

Production Test TP-32-A I r rad ia t ion  of Insulated Slugs (RM-176). 
inch cored insulated natural  uranium fuel elements were exposed t o  about 
600 MWD/T in  the  Kw through hole. In August 1957, the observed elongation 
of the canned elements was 0.025 t o  0.030-inch and the  diameter growth was 
frcrm zero i n  one case t o  0.015 t o  0.020-inch fo r  the other pieces. 

Three four- 

This munth #3 and #5 slugs were uncanned. The most obvious i r rad ia t ion  
effect was that the cores had been r e s t r i c t ed  by uranium in  both cases. 
For one element (#3) the  core had been completely closed a t  one end. 
sional data f o r  t h i s  element a re  not yet available. 

Dimen- 

The element #5 showed no evidence of  any bonding t o  the insulated aluminum 
can w a l l .  Wasuranents of i ts  dimensions show t h a t  i t s  diameter had increased 
from 0.017 t o  0.023-inch, being frm 0.003 t o  0.006-inch thicker a t  i t s  center 
than a t  e i t h e r  end. The length had decreased 0.085 t o  0.090-inch. 

Examination of Production T e s t  105-3 Supplement A.  
the determination of  the  post- i r radiat ion elevated temperature t ens i l e  
properties of uranium. 
were tes ted  i n  vacuo, one a t  300 C and the other a t  600 C. 
were somewhat duct i le ,  which has not been the case w i t h  samples of higher 
exposure tes ted  a t  similar temperatures. 
the  sample tes ted  a t  300 C and 5.8 percent fo r  t he  sample tes ted a t  600 C.  

Work was continued on 

Two samples with an estimated exposure of 150 MWD/T 
Both samples 

The elongation w a s  10 percent for  

Examination of Zirconium Alloy Process Tube Sections Exposed t o  P i l e  Atmos- 
phere (370-470 C ) .  
exposed t o  p i l e  atmosphere (370 t o  470 C )  was completed. Two capsules con- 
ta ining samples of 65 percent cold worked zirconium, 65 percent cold worked 
Zircaloy-2, and 30 percent cold worked Zircaloy- 
Capsule #1 had an estimated exposure of 1.8 x log1 nvt, and capsule #s had 
an estimated exposure of 6.55 x 1Om nvt. Dimensional measurements were not 
changed by the i r radiat ion,  but the percent weight gain w a s  greatest  fo r  the 
65 percent cold worked Zircaloy-2 samples, with smaller amounts noted for  
the 65 percent cold worked zirconium and 30 percent cold worked Zircaloy-3. 

The examination of zirconium a l loy  process tube sections 

were opened and tes ted.  

S t r ip s  of the zirconium al loys from both e%posures, along w i t h  unirradiated 
controls, were tested i n  simple bend over a one-inch gage length. The ir- 
radiated samples proved more duc t i le  than unirradiated samples w i t h  the same 
nominal degree of cold work. All the i r radiated samples sustained the max- 
imum bend possible w i t h  t he  tes t  j i g  (approximately goo) without f a i l i n g  
while all the  unirradiated cold worked samples f a i l ed  before reaching the 
limits of the  j i g .  

Tests were then carr ied out on annealed unirradiated samples, with results 
which were similar t o  those found on the i r radiated samples. Hence, it i s  
concluded that the effects of the pre- i r radiat ion cold work hatabeen sub- 
s t a n t i a l l y  annealed out during i r rad ia t ion  a t  elevated temperature. 
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Basic Metallurgy Studies 

Electron and Optical Microscopy. 
fuel  and i ts  claddinn material i s  a r e l a t ive ly  simple means for detecting 

The study of the  microstructure of reactor 
- 

radiat ion damage. 
graphic studies of polished and etched surfaces, and (2) fractographic 
studies.  

Two microscopic approaches are being used: (1 1 metallo- 

As stated i n  a previous report ,  the microstructure in  a given area of a 
specimen w a s  not ident ical  w i t h  the microstructure in  the same area of the 
specimen after i r radiat ion.  
neighbor had occurred. 
area in repl icas  prepared before and after i r rad ia t ion  of the specimen show 
concrete evidence that rotat ion within a s ingle  grain can a l so  occur. 
establish whether such rotat ion may occur a s  a consequence of a small number 
of thermal cycles i n  the range 150-400 C, a specimen has been subjected t o  
four such cycles i n  the hot stage microscope f a c i l i t y .  The 16 ram movie film 
used t o  record the microstructure has been careful ly  analyzed. 
of microstructural changes in  the  par t icu lar  f i e ld  of view covered was de- 
tected.  
metallographic specimens w i l l  be made i n  order t o  c l a r i f y  present i r rad ia t ion  
damage theories.  

A rotat ion of one grain with respect t o  its 
Electron microscope examination of the ident ical  

To 

No evidence 

Additional. studies of the repl icas  of irradiated, precharacterized 

Replicas have been obtained from the fracture surfaces of irradiated impact 
specimens and are now being studied opt ica l ly  and in  the electron micro- 
scope. The f rac ture  surfaces of the irradiated impact specimens show char- 
a c t e r i s t i c s  of b r i t t l e  fractures.  
specimens, the i r rad ia ted  specimen shows l i t t l e  evidence of "tongues" which 
are extremely duc t i le  regions within a grain. 
i n  the i r radiated specimen contain small depressions about 0.5 micron i n  
diameter. 
boundaries. The non-irradiated control specimens do not show these depres- 
sions. 
various exposures and fractured a t  d i f fe ren t  temperatures. 

I n  contrast  with non-irradiated control 

Most of the cleavage face ts  

I n  cer ta in  grains these depressions a re  localized near the  

Fractographic work is  continuing w i t h  specimens i r radiated t o  

A t  the recent Second World Metallurgical Congress held i n  Chicago, a metal- 
lographic exhibi t  e n t i t l e d  "Electron Micrographs of.Zircaloy-2," was judged 
the best i n  the show. Two technical papers, an invited discussion, and a 
technical motion p ic ture  film covering sane of the metallographic work a t  
Hanford were a lso  presented. 

Pre-Irradiation Study of Thermocouples. 
perature measurement using thermocouples i n  a neutron f lux i s  essent ia l  

A knowledge of the e r rors  i n  tem- 

for  the quant i ta t ive evaluation of the e f f ec t s  of neutron i r rad ia t ion  on 
materials. 
thermocouple s t a b i l i t y  in-reactor i s  currently in  progress. 

Due t o  a lack of such information, a program of measuring 

W o  s e t s  of thermocouple leads 
alumel, copper-constantan, and 
asbestos insulation, the other 

have been fabricated containing chromel- 
iron-constantan couples. One set has 
quartz. Aluminum (2s) tubing has been 
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swaged Over both assemblies as a protective outer covering. These leads are 
t o  be inserted into a test hole (X2 l eve l  a t  KW), and reststance measurements 
made betw en the  open leads. As fabricated,  the resistance between leads i s  

t ions  may be noted by a change in  the resistance readings. 
incorporating the necessary instruments for  the t e s t  has been b u i l t ,  and the 
whole assembly is  now a t  KW ready t o  be charged. 

4 7  x 10 % ohms. Damage t o  the  insulation a t t r ibu tab le  t o  in-reactor condi- 
A panel board 

Work has continued on the lead capsule t o  be used fo r  the 300 C thermo- 
couple stabil i ty test. Present design seems t o  be sat isfactory,  but e f fo r t s  
are being made t o  use a minimum amount of lead in  order t o  decrease the  heat 
generation due t o  gamma heating. Several capsules have been fabricated con- 
ta ining varying amounts of lead, and they w i l l  be tested t o  see i f  a minimum 
has been reached. 

An out-of-reactor tes t  has been implemented t o  determine the re la t ive  l i f e  
and s t a b i l i t y  of chromel-alumel, copper-constantan, and iron-constantan 
thermocouples operating a t  300 C i n  a 75 percent helium, 25 percent carbon 
dioxide atmosphere. 
f o r  the in-reactor tests. 

Testing arrangements a re  similar t o  those t o  be used 

HAP0 I r rad ia t ions  - F'T-3NA. The design of advanced fue l  elements depends 
upon knowledge of the e f fec t  of i r rad ia t ion  on the s ignif icant  mechanical 
and physical properties.  
heat treated uranium is under way. 
ture t ens i l e  tests were made in  t h e  Radiometallurgy f a c i l i t y  on specimens 
exposed t o  0.018 a/o burnup. 
ment was produced by even t h i s  low exposure, 
hours a t  400 C and 10 hours at  600 C resulted i n  recovery of yield strength 
and s l i g h t  recovery of duc t i l i t y .  

A program t o  obtain t h i s  information f o r  beta- 
During the  month three elevated tempera- 

Room temperature tests indicated that embrit t le-  
Vacuum annealing f o r  up t o  100 

The most s ignif icant  feature  of t h e  l a t e s t  tests is  the  d u c t i l i t y  exhibited 
by the l o w  exposure material. The sample tes ted a t  300 C had pronounced 
"necking" before f racture .  The specimen tes ted  a t  450 C d id  not exhibi t  
"necking", although the fracture  was 4 5 O  shear fa i lure .  
were v i s ib l e  along the gage length of t h e  sample near the  f racture .  The 
specimen tested a t  600 C had a square, b r i t t l e  appearing fracture .  It i s  
not known whether differences in  the mode of deformation between the high 
and low alpha range a re  responsible f o r  the values obtained. An additional 
specimen from t h i s  exposure i s  being tes ted a t  600 C t o  confirm the  resu l t s  
obtained. 

A number of cracks 

Radiation Damage in  Thorium-Uranium Alloys. Alloys of thorium containing 
one w/o oralloy, four w/o oralloy, and 5.4 w/o oralloy have been obtained 
fo r  i r rad ia t ion  tests t o  determine changes i n  mechanical properties and 
some physical properties due t o  burnup. Tensile specimens and samples t o  
be used fo r  density, hardness, and metallography have been heat treated 
and fabricated from the 5.4 w/o oralloy a l loy  w i t h  both high and low carbon 
content. 
i r rad ia t ion  i n  a 5/8-inch diameter napkin ring s t r inger  a t  the MTR. 
number of these capsules have been fabricated.  

A new i r rad ia t ion  capsule was designed for  these tests t o  permit 
A 
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Sections of these two al loys and the one and four W ~ O  a l loys were heat 
t reated a t  several temperatures a f t e r  cold working t o  study r ec rys t a l l i -  
zation and t o  determine the conditions required f o r  annealing. From the 
hardness measurements and microstructures observed, annealing fo r  two 
hours at 800 C e f f ec t s  complete recrys ta l l iza t ion  and softening of the 
one and four w/o uranium al loys.  
a t  900 C a re  required t o  ccnrrplete recrystal l izat ion.  

In  the 5.4 w/o uranium al loys,  two hours 

Effect of Heat Treatment Upon Corrosion Resistance. 
680 F water are being run on specimens of Zircaloy-2 and Zircaloy-3 in  the 

Corrosion t e s t s  i n  

as-worked and heat t rea ted  conditions a t  the Bureau of Mines, Albany, 
Oregon. Corrosion test  results for  specimens of Zircaloy-2 and argon 
melted Zircaloy-3 heat t rea ted  i n  air  and helium from 400 t o  800 C f o r  10 
t o  1000 minutes have been reported t o  196 days exposure. 
are in  agreement with the results a f t e r  140 days exposure. The corrosion 
resis tance of Zircaloy-2 i s  impaired only after 1000 minutes a t  800 C i n  
helium. Zircaloy-3 loses  some of i t s  resistance t o  a t tack after a 10- 
minute heat treatment a t  800 C in  a i r .  
specimens w i t h  t he  same heat treatments as the argon melted Zircaloy-3 
have been i n  tes t  t o  140 days. These specimens exhibit  lower corrosion 
r a t e s  throughout than the  argon melted Zircaloy-3, and the only harmful 
treatments indicated thus far a re  800 C treatments i n  a i r .  No results 
have been reported fo r  the 90 vacuum heat t reated specimens placed i n  
test in  October 

These results 

A group of vacuum melted Zircaloy-3 

New Fuel Element Development 

Uranium Wafer Fabrication. 
guarantee t h e i r  self-alignment i n  stacking was developed. 

A method for  the coining of uranium wafers t o  
Th i s  coining 

operation, which has t o  be carr ied out a t  300 F t o  prevent cracking, is  
applicable t o  wafers made by conventional production methods and w i l l  give 
them the "true-line" charac te r i s t ic  a 

Result6 of preliminary f r ee  upsett ing experiments with beta-treated 
uranium blanks a t  room temperature indicate good cold workability of 
uranium up t o  approximately 60$ reduction of cross sectional area. 
higher degrees of p l a s t i c  deformation i n  compression can be obtained, 
without damage t o  the m e t a l ,  by hot upsetting a t  600 F. 

S t i l l  

On the  basis of the above results an experimental d ie  set was ordered f o r  
determination of the  optimum upsetting requirements of uranium and develop- 
ment of the suggested scrapless wafer production process, including the 
"true-line" producing features.  

Cold Closure Fuel Elements. 
closure fuel element fabr icat ion can be accomplished by means of an 

The sequence of operations employed i n  cold 

assembly l i n e  process with a high degree of mechanization. 
production, reduced unit cost ,  and higher yield w i l l  result i n  improved 
economy of fue l  element preparation. 
operations ha6 yielded the following results: 

Increased 

Continued development of individual 
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1. 

2. 

3. 

4. 

Pre-closure elements have been sized t o  finished dimensions. 
D i e  design, cup geometry, and lubricat ion studies a re  con- 
t inuing in  order t o  determine the proper set of variables 
t o  reduce the  severity of B drawing operation. The $easi- 
b i l i t y  of s iz ing t o  finished dimension w i l l  depend upon the  
qua l i ty  of the thin can wall after closure. Buckling of the 
t h i n  w a l l  or marring of the surface during pressing and ex- 
t r ac t ion  from the closure assembly w i l l  demonstrate the need 
of a thicker Val1 and a subsequent f inishing operation. 

Ini t ia l  work &ne on the cold closure of I & E elements 
indicates the general l i n e  of approach t o  a solution of 
the problem. A sound closure w i l l  only result from simul- 
taneous flowing and joining of oxide free cap and tube metal. 
Several modified punches for  t h i s  type of  closure a re  being 
considered. 

Pre-stressing calculations have been completed fo r  a 
restraining d i e  f o r  closure of elements sized t o  finished 
dimension. 

Unbonded cold closure pieces have been metallurgically bonded 
by application of heat and pressure. 
a f r o s t  test, ch ise l  t e s t ,  and t ens i l e  test  demonstrate the 
existence of a strong bond of good qual i ty .  
examination of transverse sections of such a bonded element 
reveals a s t ructure  necessary for  good heat t ransfer  w i t h  
no breaks o r  penetration points being observed i n  the nickel 
layer .  

The data obtained from 

Microscopic 

Insulated Fuel Elements. The three cored insulated uranium fuel  elements 
which were irradiated i n  a K-throua hole f a c i l i t y  t o  620 MWD/T a re  being 
examined i n  the Radiometallurgy f a c i l i t y .  
diameter by 0.012 - 0.016-inch because of p l a s t i c  yielding of the unbonded 
alummum cladding when s t ra ined by uranium fuel  thermal expansion during 
operation. However, there has been no s ignif icant  change i n  the outside 
dimensions of the uranium i tsel f .  The ax ia l  holes in  the uranium appear 
t o  range from nearly unaffected i n  the center fuel  element of the three 
elements irradiated, t o  p a r t i a l  and nearly complete closure in t h e  flanking 
fuel elements. 
indicates a flux var ia t ion over the length of the Three four-inch fue l  
elements that existed during their  i r radiat ion.  
is continuing 

The fuel  cladding increased i n  

The non-uniform behavior of the ax ia l  holes in  the  uranium 

Eladiometallurgy examination 

Rod Cluster Fuel. 
a fuel loading of the NPR. 
have been demonstrated previously in  ELMO loop t e s t s  and in  i r rad ia t ions  
a t  the M!I'R and Hanford H Reactor, A s ta in less  s t e e l  clad four-rod c lus te r  
element charge continued t o  operate in  KER b o p  3 a t  about 40 kw/ft during 
November. The present exposure is  about 600 MW3/T.. 
temperature has been 233 C and w i l l  shortly be held a t  2 L 3  C. The uranium 

Rod c lus te r  elements meet many of the requirements for  
Heat t ransfer  and rupture safety advantages 

Maximum bulk water 



rods of 0.520-inch diameter a r e  expected t o  increase in  volume during t h i s  
high temperature i r rad ia t ion ;  however, the stainless s t e e l  cans a re  ex- 
pected t o  r e s t r a in  diametrical growth, forcing the fuel  rods t o  lengthen. 

A shipment of Zircaloy-2 clad uranium rod of 5/8-inch diameter was received 
from Nuclear Metals. 
thickness. 
of t h i s  rod along w i t h  production quant i t ies  of rod w i t h  0.030-inch clad. 
Six fuel rods were made from t h i s  shipment w i t h  end closures formed by 
counter-boring and welding. Autoclave tests of welded, beta-treated,  and 
pickled rod a re  i n  progress. 

The use of a 2.125 I D  Zircaloy-2 process tube in  KER loop 1 i n  March 1958, 
is probable. A schedule fo r  assembling four-rod c lus te r  elements has been 
worked out w i t h  FPD and HLO Fuels Fabrication Development. This tes t ,  
scheduled t o  operate in  March 1958, is composed of I5 f e e t  of four-rod 
c lus t e r  elements fabricated from coextruded rod. The 100 feet of rod f o r  
this  tes t  should a r r ive  a t  IIanford in  ear ly  December w i t h  assembly of the 
fuel  elements completed by January 15 ,  1958. 

The shipment contained pieces w i t h  0.020-inch clad 
The present contract wfth NMI c a l l s  fo r  experimental amounts 

Two baskets, containing four seven-rod c lus te r  fuel  elements, are ready 
t o  be charged in to  the KE Reactor through-hole f a c i l i t y .  Goal exposure 
f o r  t h i s  experiment i s  2500 MWD/T. . Central core temperatures of 350-400 C 
are expected. 
temperature, thermocouples are being instal led.  Data from these thermo- 
couples w i l l  make it possible to :  (1) use the icformation in  correlat ing 
any swelling observed, and (2 )  calculate  the coeff ic ient  of heat t ransfer  
between the uranium and stainless s t e e l  jacket. 

Since fue l  behavior i s  extremely sensi t ive t o  operating 

Design f o r  a seven-rod c lus te r  fue l  element sized for  the NPR was s ta r ted  
t h i s  month w i t h  prototypes of t h e  fue l  element scheduled fo r  fabr icat ion 
during December 1957. 
i n  the reactor,  a maximum fue l  length of three feet is f e l t  t o  be prac t ica l .  
A spider arrangement w a s  designed t o  support the seven rods a t  the ends; 
internal  supports w i l l  be fixed into grooves rol led on each rod. 
ments show that the ro l l i ng  of a groove 3 /16- in~h wide and 0.030-inch i n  
depth can be accomplished, 
ro l l i ng  on the Zircaloy cladding w i l l  continue. 

Due t o  the possible bending of the  process tube 

Experi- 

Further tests t o  determine the e f f ec t s  of 

Restraint  of Uranium Swelling by Zirconium Cladding. 
ported on the swelling rates of unrestrained uranium irradiated i n  the 
400-500 C and 600-700 C tempera3ure ranges. To date no data a re  available 
on the swelling of unalloyed uranium restrained by high strength cladding 
and i r rad ia ted  with a 300-350 C cladding surface temperature and a maximum 
fuel temperature i n  the range 450-600 C. I n  order t o  obtain data fo r  the  
temperature and r e s t r a in t  conditions of primary in t e re s t ,  an MTR i r r ad i -  
a t ion  has been designed. Final assembly of the t e s t  fuel rod aad capsule 
have been completed. The experimental assembly was shipped t o  the  MTR on 
November 22, and i s  scheduled t o  be charged in  the MTR on December 2. 
fue l  rods w i l l  be irradiated with calculated surface temperatures of 300- 
350 C t o  an exposure of 2500 MWD/T. 

Data have been re- 

The 
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Advanced Studies Prop;ram fo r  T r i t i u m  Production. The increased severi ty  
of operating conditions i n  advanced design reactors require that a special  
study be made of the f e a s i b i l i t y  of producing tritium i n  these reactors .  
A proposed design f o r  a tritium producing element consis ts  of an aluminum 
clad Al - 3.5 percent l i t h ium a l loy  rod separated from a concentric fue l  
bear ingtube  by an annulus of cooling water. The coolant is expected t o  
be near 300 C. Two aluminum a l loys  f o r  cladding the  tritium producing 
center-rod meet the  requirements of low neutron cross section and show 
promise of meeting the requirements of low corrosion rates and low per -  
meability t o  gases produced i n  the ta rge t  nkaterial. 
of the experimental work it is  planned t o  investigate the permeation r a t e s  
of hydrogen through these al loys.  
minatfon of permeation rates has been designed and i s  expected t o  be 
completed by ear ly  December. 

In  the i n i t i a l  phase 

A device t o  permit experimental deter-  

High Temp erature - High Pressure Bake Testing of Fuel Elements. Spectro- 
chemical analysis of the  can w a l l  of an AlSi bonded fue l  element tha t  w a s  
bake tested 1500 hours a t  450 C gave a qua l i ta t ive  indication of t h e  
diffusion that took place. 
of the s i l i con  had diffused into the uranium leaving the  jacket w i t h  a 
f a i r l y  homogeneous s i l i con  content of 0.5 percent, Important from the  
standpoint of reactor application w a s  the observed diffusion of uranium 
t o  the outside of the jacket.  The concentration a t  the surface w a s  50 ppm 
uranium i n  the aluminum. Alpha t rack autoradiographic techniques a re  being 
t r i e d  as a means of determining the d is t r ibu t ion  of uranium in  the jacket 
so that diffusion constants can be determined. 

There was no longer an AlSi layer  since most 

Bond Evaluation. 
the  heat transfer properties of 5/8-inch diameter Zircaloy clad fue l  elements. 
The approach selected consis ts  of adapting the f r o s t  test t o  the new geometry 
and material of the fue l  element. A new track, co i l ,  and feed mechanism t o  
f i t  the smaller element were ins ta l led  on the  f r o s t  test  machine, and addi- 
t i ona l  capacitors t o  tune the c i r c u i t  were attached, 
and a Zircaloy clad stainless s t e e l  defective standard were made up. A 
trial of the  system indicates that it w i l l  be effect ive fo r  the desired use. 
Determination of r e j ec t  limits must await the yrocxrement of a supply of 
actual  uranium elements, when the f r o s t  t e s t  r e su l t s  may be compared 
against  those of metallographic examination. 

A need has ar i sen  f o r  equipment and techniques t o  t e s t  

A water cooled dummy 

An important aspect of the evaluation of experimental f u e l  elements consists 
of measuring the degree of qual i ty  deter iorat ion resu l t ing  from i r rad ia t ion .  
Quality deter iorat ion i s  expected t o  take place during i r rad ia t ion  in  three 
pr incipal  respects: ( a )  i r rad ia t ion  growth and dis tor t ion,  ( b )  jacket 
surface corrosion, and ( c )  capacity fo r  heat t ransfer  across the core 
jacket interface.  

Fa i r ly  sa t i s fac tory  methods are used fo r  determining the degree of qual i ty  
loss  from the f irst  two causes; however, no adequate %est  is available for  
determining change in  heat t ransfer  r a t e  as a r e su l t  of i r radiat ion,  and 
evaluation of a process with respect t o  endurance of heat t ransfer  prop- 
e r t i e s  i n  i t s  product is prac t ica l ly  imyossible, 
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Experiments were conducted t o  determine the f e a s i b i l i t y  of measuring the 
surface temperature of f reshly discharged submerged slugs by means of a 
scanning thermocouple. 
appreciable s h i f t  of the meter needle (uncalibrated) when the  thermo- 
couple was moved from an unirradiated slug t o  an i r radiated one, although 
there was no apparent change as the slug was scanned (as would be ex- 
pected if there were no zones of poor heat t ransfer ) .  
the  magnitude of temperature difference tha t  might be expected over 
regions of poor heat t ransfer ,  a snythetic slug w a s  made up, consisting 
of an e l e c t r i c  heater element snugly f i t t e d  inside an aluminum can, with 
a s m a l l  piece of mica sheet interposed fo r  a heat bar r ie r .  Variations 
i n  i n t b a c y  of  contact between heater element and jacket a l so  were ex- 
pected t o  lead t o  var ia t ions in  surface temperature. This synthetic slug 
was rotated,  immersed in  flowing tap  water and was scanned w i t h  a thermo- 
couple. In  the transverse plane of the  mica spot, the temperature varied 
from lo3 F t o  112 F with f a i r l y  good reproducibil i ty,  indicating tha t  the 
method is probably feasible .  Posit ive evidence of i t s  f e a s i b i l i t y  w i l l  
be t o  find measurable temperature differences on the surface of an i r rad-  
iated slug known t o  have zones of poor heat t ransfer .  
w i l l  be hard t o  obtain.  
i r radiated slugs t o  determine the extent of temperature var ia t ions nomally 
encountered. 

Tr ia l s  applied in  the lo5  C basin indicated an 

To get  an idea of 

Such a slug, however, 
Meanwhile, the  t e s t  may be applied t o  numerous 

Plat ing Development. 
program, it was necessary t o  design racks that would accommodate KER I & E 
wafers which were t o  be nickel plated in  three ways: 
cyl indrical  surfaces only, (b)  outer and inner cyl indrical  surfaces and one 
s ide only, ( c )  over en t i r e  surface of wafer. 
it was necessary that the number of e l ec t r i ca l  contact points should be 
reduced t o  a minimum. 
Shops, and several batches of wafers have been successfully plated w i t h  
0.0005-inch N i  or less. 
t r o l l i n g  the deposition of the  nickel p la t ing  has been developed. 

In  preparation fo r  the hot press wafer fue l  element 

(a)  outer and inner 

In  each of the three cases 

Experimental plat ing racks have been in  the Technical 

It appears t ha t  a successful technique fo r  con- 

Welding Development. 
form a ten-foot length fue l  element i s  being developed for  the PRP reactor.  
A support and spacing system i s  required on the tubular elements t o  
accurately f i x  the location of the several components. Three r ib  supports 
attached t o  the 0.030-inch thick tubes by an adaptation of the  resistance 
spot welding process a re  being developed. 
indicate that spot seam welding may be developed into a sui table  process 
for  t h i s  application. 

A group of nested tubular fuel  cores assembled t o  

Very preliminary evaluations 

In order t o  use thermocouples in  fue l  elements, it i s  necessary t o  seal 
the thermocouple sheath a t  the point where the  sheath enters  the fue l  
element. The seal must be posi t ive and must be able t o  withstand the 
temperatures involved during i r radiat ion and also must be corrosion re- 
s i s t an t  i n  service.  A method of fusion welding the stainless s t e e l  sheath 
which has a 0.010-inch thick w a l l  and a diameter of 0.062-inch into a 
heavy stainless s t ee l  fue l  element end cap has been developed. The fusion 
welding is  done with the electron beam vacuum welding process. Other 
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processes a r e  not suitable f o r  t h i s  application. 
development, thermocouples can be placed i n  fue l  elements with high 
qual i ty  fusion welding attachment. 
cation indicate that t h i s  welding process has a strong potent idl  f o r  
c r i t i c a l  miniature component assembly. 

A s  a result of t h i s  

The results obtained in  t h i s  appli-  

The evaluation of extended surface co-extruded fuel  elements fo r  improved 
reactor  s emice  requires that a method of supporting t h e  fue l  element in  
the  process tube be developed. 
must bea t t ached  t o  the  Zircaloy-2 jacket i n  such a way that the uranium 
Zircaloy-2 interface bond is not disturbed. A method of accomplishing 
t h i s  requirement i s  being evaluated. The method consists of resistance 
spot welding the  support member t o  the Zircaloy-2 fue l  element jacket.  
Preliminary microsections of t he  attachment area indicate that t h i s  method 
may be suitable. 

The supports t o  function sa t i s f ac to r i ly  

Fuel Element Rupture Simulation Studies 

Programs and schedules fo r  determining the rupture behavior of prototype 
fue l  elements were developed and reviewed with FPD and IPD personnel. A 
study was s t a r t ed  t o  determine the most e f f i c i en t  way t o  perform rupture 
simulation tests under conditions of heat generation. Among other a l t e r -  
nates under consideration is the moving of the ELMO-5 f a c i l i t y  from 1706-KE 
t o  185-~, adjacent t o  the d i r ec t  current generators used for  heat t ransfer  
experiments. 

Rupture behavior of insulated slugs was evaluated in  two tests using the 
isothermal rupture simulation f a c i l i t y ,  ELMO-4. 
t o  behave about the same as unbonded slugs, the corrosion product buildup 
being suf f ic ien t  t o  s p l i t  the  process tube. 
16 minutes a f t e r  fa i lure .  A t  200 C, one hour w a s  required fo r  comparable 
flow obstruction. 
modifications t o  result in  higher a t ta inable  pressures, temperatures, and 
flow rates. 

Insulated slugs were found 

A t  240 C ,  flow was blocked 

This f a c i l i t y  w i l l  be out of service during January for  

2. REACTOR PROGRAM 

Coolant Systems Development 

Low Temperature Corrosion Studies. 
operating a t  pH values of 6.0, 6.5, and 7 , O ,  in  accordance w i t h  PT-105- 
550-E, t o  determine the e f fec t  of p9 on slug corrosion rates in the 
present reactors.  During November, trouble was experienced with high 
rates of fi lm formation. 
once each sh i f t .  
deduced t o  be possibly the result of a reduced ra te  of alum feed. 

The 1706-KE single pass tubes are  

For a br ie f  period it w a s  necessary t o  purge 
A study was started t o  determine the  nature of the film, 

Tube 2943-W is  being used t o  determine the e f fec t  of radiation on the  
corrosion of aluminum in  process water a t  moderate temperatures, in  
accordance w i t h  PT 105-550-E, Supplement A .  Preliminary data are  avai l -  
able from slugs exposed a t  temperatures near 90 C. 
that corrosion rates in  regions of high f l u x  a re  markedly greater than 
in  regions of l o w  flux. 

'These data reveai 



Service Testing. 
types of poison slugs designed to be resistant to abrasion and corrosion. 
One type is a nickel plated slug, and the other is an aluminum jacketed 
slug containing a zinc ring at each end. 

Tests were started to evaluate the performance of special 

Tests are in progress to evaluate a modified design of rear face resistance 
thermometer sensing elements. 
fail from fatigue. 

Designs now in service have been found to 

Testing continued in the ELMO-1 facility to evaluate the buildup of scale 
in heat exchangers cooled with raw river water. 

Organic Coolant Studies. 
in ORA-2 dealing with a ternary eutectic of biphenyl and the ortho and meta 
terphenyls, a new irradiation was started using Santowax OM, an organic 
coolant which is solid at room temperature. 
the addition of monoisopropyl was found necessary in order to prevent the 
pump from stalling. Consequently, the data to be recured from this run 
will be of reduced value. 

Following the completion of in-reactor experiments 

Soon after start of the test, 

In conjunction with the Construction Engineering Operation, a study was 
started to establish the scope for a small scale in-reactor organic coolant 
facility capable of handling s m a l l  sized fuel elements. This study is 
scheduled for completion by mid-December. 

&-Reactor High-Temperature Loop Studies. Using the ELMO-6 facility, an 
experiment was initiated to determine the corrosion rate of aluminum alloys 
at 300 C under "ideal" conditions comprising pH 4.5 adjusted with phosphoric 
acid and 450 sq cm of aluminum surface per gallon contained volume in the 
loop. Preliminary results show the corrosion rates to be extremely l o w .  

Internally-externally cooled, 1 e 60- inch OD and 0 680- inch ID, M-388 aluminum 
alloy, canned uranium slugs, candidates for KER irradiation, were discharged 
from the ELMO-7 facility following two months exposure to flowing water at 
1650 psi and 300 C. 
0.020-inch deep were noted on the can surfaces. 
associated with voids in the AlSi layer. 
near term KER conditions was started. 

Several depressed areas about 1/4-inch in diameter and 
These are deduced to be 

A similar test under the 240 C 

Examination was made of specimens of 304L sensitized stainless steel follow- 
ing three months exposure in the EIMO-2 facility at 180 C at a pH of 4.0. 
No intergranular corrosion was observed. Some intergranular corrosion was 
observed in 304L sensitized stainless steel exposed in the ELMO-9 facility 
for two months at 250 C at a pH of 4.0. 

A test is in progress in the carbon steel EIMO-5 facility to check pre- 
dictions by workers at KAPL that silica would be effective as an inhibitor 
of aluminum corrosion at high temperatures. 
contrary to KAPL predictions. 
that aluminum corroded at an excessive rate. 

Results to date have been 
At high pH with silica addition it was found 
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High Temperature In-Reactor Loop Tests. 
service because of modifications incidental to its reconversion for use 
with water coolant. Following start-up and run-in tests expected to be 

Carbon steel loop KER-1 was out of 

finished in mid-January, it is planned to operate the loop at temperatures 
between 200 and 275 C, at pH's between 8 and 10 adjusted by LiOH, using 
natural uranium, four-rod cluster fuel elements clad in stainless steel. 

Stainless steel loop KER-2, containing M-388 aluminum alloy clad, internally- 
externally cooled, massive natural uranium fuel elements (Cow slugs) 
operated throughout the month without incident at 180 C outlet temperature 
with pH of 4.5 adjusted by H3PO4. These slugs are scheduled for discharge 
in January. The next charge is to be corrosion resistant aluminum alloy 
clad, hot press canned, internally-externally cooled, 1 6 percent U-235 
uranium wafers without bulkheads. Operating conditions will be 235 C out- 
let temperature, pH about 4.25, adjusted with H3PO4, and with a high ratio 
of aluminum surface to loop volume. 

Stainless steel loop KZR-3 operated routinely during the month except for 
a period of 19 hours at reduced temperature to enable valve repairs. 
Current process conditions comprise operation at 235 C outlet temperature, 
nominally neutral pH, using natural uranium, four-rod cluster fuel elements 
clad in stainless steel. The next scheduled charge for this loop consists 
of co-extruded Zirclad rod clusters of 1 . 6  percent U-235 uranium. 

Stainless steel loop KER-4 was discharged on November 13, following 
operation with Cow slugs for 62 days at an outlet temperature approximating 
190 C at pH 4.5 adjusted by H3PO4. 
service for repairs to the No. 2 pump and is expected to start up on 
December 16. The charge will comprise 10 M-388 aluminum alloy clad, 
internally-externally cooled, natural uranium wafer slugs (Elephant slugs ) 
to be operated at outlet temperatures up to 240 C, at pH 4.5 adjusted with 
H3PO4 e 

Decontamination Studies. A proprietary compound, Turco 4306 B, is being 
evaluited as a decontaminant for the rear face piping of the present 
reactors. 
to which high corrosion rates persist following a purge with Turco 4306 B 
was terminated. The data indicate that corrosion rates returned to normal 
approximately 60 days after the purge, 

The loop was removed from productive 

A test in the 1706 ex-reactor tubes to determine the degree 

Thermal Hydraulic Studies 

Flow Hazard Studies. 
of experimental tests in a K process tube where the supply pressure was 
reduced, both suddenly and slowly in accord with a reactor power outage. 
The tests determined the increase in outlet water temperature when the 
power reduction occurs after the start of the flow reduction. The results 
are useful in calculating reactor bulk outlet water temperatures following 
sudden BPA power outages. 

A report was issued (HW-53593) concerning the results 
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F'urther steady state boi l ing curves were determined fo r  conditions simu- 
l a t i n g  I & E fue l  elements i n  a "C" tube. 
have been determined fo r  a range of annulus t o  hole flow ra t io s  bracketing 
those which occur i n  a reactor.  
outl ine the range of flow reductions t o  be used in  studies of the response 
of a reactor process tube t o  imposed hazardous conditions. 

Steady s t a t e  boi l ing curves 

These boi l ing curves have been used t o  

Hydraulic Studies. 
concerning the pressure drop-flow relationships f o r  standard process tubes 
and components fo r  a l l  Hanford reactor types was cmpleted.  The data for  
a given assembly are presented f o r  a temperature of 10 C together with a 
theoret ical  temperature correction curve. The data agree w i t h  the theor- 
et ical  correction t o  temperatures up t o  80 t o  90 C .  Deviations a t  higher 
temperatures have been ten ta t ive ly  ascribed t o  deaeration of the  water. 

Collection in to  one report  of a l l  experimental data 

Laboratory data were accumulated fo r  determining the var ia t ion of P a n e l l i t  
pressure with ou t l e t  water temperature f o r  both sol id  and I & E slugs i n  
B W  geometry. The pressures agree reasonably w e l l  with those calculated 
frm standard pressure drops and rear  f i t t i n g  c r i t i c a l  flow conditions. 

A charging machine w a s  designed f o r  the hydraulics laboratory t o  make 
charging of the experimental equipment conform t o  that of a reactor.  

Calculations were made determining the flow s p l i t  of a special  I & E slug 
t r a i n  f o r  K Reactor. 

Organic Heat Transfer Studies. The e l ec t r i ca l ly  heated tes t  section of the 
organic heat t ransfer  loop f a i l ed  a t  conditions of moderate temperature and 
pressures. The f a i lu re  was due t o  "burnout" a r i s ing  from a plug downstream 
of the test section and high stresses caused by thermal expansion of the 
r ig id ly  fixed test  section. An expansion loop i n  the piping downstream of 
the test  section and a scram c i r c u i t  actuated by high element surface t e m -  
peratures are being incorporated i n  the  loop t o  prevent future  failures of 
t h i s  kind. 

Mechanical Equipment Development 

Organic Cooling Systems Components. Preliminary start-up tests of a com- 
ponent test f a c i l i t y  were completed. The e l ec t r i ca l  heating capacity of 
the f a c i l i t y  was found t o  be too s m a l l  t o  obtain the desired operating 
temperatures. Additional heaters are being ins ta l led .  A mechanical ro- 
t a t ing  shaft seal (Dura Seal Type PT) 
175 C. 
per day. When rotat ing,  the leakage rate became negligible.  Some d i f f i -  
cul ty  was experienced in  f l a r ing  two-inch tubing with a wall thickness of 
0.125-inch. A special  block and d ie  w e r e  found t o  be necessary fo r  satis- 
factory f la r ing .  

was t es ted  a t  temperatures up t o  
The leakage rate without ro ta t ion  m s  approximately two ounces 

Fabrication was s ta r ted  on a simple organic f i re  test  apparatus. 
tests w i l l  be s t a r t ed  short ly  after the completion of fabrication. 

The f i r e  

D 



I r rad ia t ion  Test Ew$x w i n g  

Shielding Studies. Analysis of the attenua ion of Magnetite concrete 
heated t o  100 C vas completed and reported i n  HW-53395. 
tests Bfter heating t o  200 C w e r e  corrected fo r  decay and geometry and 
BJR now being assembled f o r  reporting. 
and placed back in  the tes t  w e l l  fo r  i r radiat ion.  
combined bare gold, cadmium covered gold, and sulphur i n  an attempt t o  
achieve a l l  foil i r rad ia t ions  i n  one test. The data from two attenuation 
tests on unheated ordinary concretewere analyzed. 
for the  fast and thermal neutron f lux  was found t o  be 11.6 and 8 * 2  m, 
respectively. With the  thickness of concrete available,  equilibrium 
between the fast and thermal neutron f lux  was not obtained. The value 
determined fo r  the  fast neutron relaxation length is i n  good agreement 
with previously reported data. 
verse a , l l  the way through the test  w e l l ,  large sulphur f o i l s  (1-1/4" 
diameter, 5/16'' thick)  were used i n  one of the ordinary concrete loadings. 
A f t e r  i r rad ia t ion  the  sulphur f o i l s  were burned in  aluminum dishes leaving 
only the  radioactive P-32. By t h i s  technique the measurable a c t i v i t y  of 
the f o i l  was increased by a fac tor  of about seven. The relaxation length 
determined by these f o i l s  i n  the outermost layers of the tes t  slabs was 
i n  agreement with the relaxation length previously determined fo r  the  
innennost slabs 

Foil data fo r  

The Magnetite was heated t o  300 C 
The f o i l  loadings 

The relaxation length 

In order t o  obtain a f a s t  neutron t rans-  

A literature survey was started concerning an experimental program t o  
evaluate i r rad ia t ion  damage t o  concrete. Preliminary work was a lso  per- 
formed on the  f e a s i b i l i t y  of i r rad ia t ing  standard ASTM two-inch cubes of  
cement mortar. Calculations based on an equivalent sphere i r radiated in  
the  K Reactor indicate the temperature d i f f e ren t i a l  from center t o  outside 
surface could exceed 70 F and t h a t  the tangential  t ens i l e  s t r e s s  would be 
about 4000 p s i .  Thus, the cube would probably be damaged by surface cracks 
due t o  thermal. stresses. 
cement were made i n  order t o  obtain experimental estimates of dose r a t e s  t o  
be anticipated from two-inch cubes of mortar. Cement w a s  the most s ign i f i -  
cant contributor t o  dose ra%es. Based on a short exposure and a ten-hour 
decay period, the gamma dose r a t e  a t  one foot from a two-inch cube of 
Type I1 mortar was calculated t o  be greater than 20 R/hro 

I r radiat ions of samples of Ottawa sand and Type I1 

Modifications t o  the counting room continued throughout the  month. 
order t o  cut down on l i n e  noise, two transformers were instal led.  Tests 
were performed using the new source of power and indicate no problem 
should be encountered with l i n e  noise. The sample changer w a s  equipped 
with a gas flow proportional counter, and work i s  now under way t o  change 
three other counters from Geiger t o  gas f low proportional counting. 

In 

Nonmetallic Materials DeveloDment 

Thermocouple Development. Two new thermocouple a l loys,  Driver-Harris 
Geminol-P and Geminol-N have been received and are  being tes ted in  the  
laboratory. 
the couple has a s l igh t ly  lower thermoelectric power t h a n  chromel-alumel 
but is reportedly more res i s tan t  t o  corrosion a t  high temperatures i n  a 

According t o  the data furnished by t h e  Driver-Harris Company, 

reducing atmosphere. 

r r ", 1 2  1;. GI., 1 3 

.- .- ' - 
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Four experimental thermocouples a re  now a t  100-D Reactor awaiting in s t a l -  
l a t ion .  These include: (1) a 20-gauge Geminol couple w i t h  vitreous 
alumina insulators ;  (2) a 20-gauge chromel-alumel couple w i t h  porcelain 
insulators;  (3)  two chranel-alumel couples with vitreous alumina insulators.  
These w i l l  be ins ta l led  i n  a graphite stringer w i t h  regular s t r inger  
couples. 

T h e m  Conductivity of Graphite. Thermal conductivity has been measured 
on two rods of CSF v i rg in  graphite by the cyl indrical-radial  flow method 
in the range from 165 C t o  586 C. The thermal conductivity decreased w i t h  
temperature from 0.33 t o  0.15 cal/(cm)(deg C )  on one sample, and from 0.24 
t o  0.16 cal/(cm)(deg C )  on another. 
f o r  heat flow pa ra l l e l  t o  the carbon layer planes. 
respect t o  the bar extrusion axis w i l l  be checked by thermal conductivity 
and x-ray measurements a t  room temperature. 

The values a re  close t o  those expected 
Sample or ientat ion w i t h  

Graphite Development. 
fo r  various batches of experimental graphites p r io r  t o  their  inser t ion in to  

Property measurements are reported i n  the tab le  below 

i r rad ia t ion  f a c i l i t i e s  a t -both  high and low temperature. 
impervious graphites, it is  seen that better c r y s t a l l i t e  development ex i s t s  
i n  the pressure molded stock, B P - A W  and BP-GEF, than i n  the res in  impreg- 
nated GBF-82T. 
treatment, 900 C, after res in  impregnation. The effect of high temperature 
i r rad ia t ion  on the dimensional changes of the two materials w i l l  show i f  
the poorly ordered r e s in  residue allows greater contraction of the impreg- 
nated stock than the w e l l  graphitized molded material. This would support 
current contraction mechanism models. The other graphites represent 
materials proposed for  l o w  density moderator use. 

In comparing the 

This i s  probably a function of the comparatively low heat 
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Crystallite Expans ion 
Coeffic'ent i Material Description CO LC A0 LA x 10 

Parameters in 2 
- - - -  

TSP Standard Texas coke AGUT 6.723 415 2.463 - 125 2.28 
graphite with a special 
"p" purification 

TSF Low density Texas coke 6.732 395 2.462 - 100 3.00 
1.4 g/cc AGclIl graphite with "F" 

purification 

TS Low density Texas coke 6.740 - 370 2.462 - 85 3.40 
1.25 g/cc AGm graphite unpurified 

Representative of recent 6 735 400 2 a 463 105 4.42 
standard AGGT processing 

SP - A m  - 
BP-AGUT Pressure molded AGcIll 6/732 360 2.462 - 105 2.51 

stock with permeability 
1/10 of conventional 

BP-GBF Same as above with GBF 6.733 365 2.462 105 3.82 
purification 

VT-AGO" New petroleum coke with 6.740 - 390 2.463 - 105 4.58 
AGO" graphitization 

GBF-82T Resin impregnated GBF 6.761 335 2.462 - 50 5.18 
stock with 900 C bake 

High Temperature Graphite Irradiation. 
from the GEH-9-5 high temperature irradiation in the Ml!R L-42 position. 
Samples in this assembly received approximately 1.46 times the exposure of 
the GEX-9-4 irradiation. 

Samples have been recently obtained 

Results are given in the table below. 

Flux (nv) 
Irradiation Fast Contraction 

Position Sample Temp., OC Thermal ( > 1 MeV) (Percent) 

1.6 g/cc TSGBF 600 - 8 x loL8 0 -04 

la6 g/cc TSGBF 975 1.8 x io21 2.6 x i o m  1.11 

1.2 g/cc Experimental 750 4 x 1019 0.07 
1.6 g/cc TSGBF 750 1.4 x 1021 1.4 x 1020 0 -06 

A11 samples showed length contraction transverse to the extrusion axis of 
the bar from which they were cut. 
GEH-9-5 which received a comparable exposure at the same temperature con- 
tracted the same amount within experimental accuracy. The low density 
sample #2 of GER-9-5 contracted slightly more, indicating that the low 
density graphite has a higher contraction rate than the 1.6 g/cc density 

Sample #4 from GEH-9-4 and sample #3 of 
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graphite. The #4 sample exposed a t  975 C appears t o  have contracted 1.11 
percent. 
by the i r radiat ion.  This w i l l  be rechecked by fur ther  i r rad ia t ion  tests. 
The best present estimate of Banford equivalent damaging exposure would l i e  
between 10,000 and 19,000 MWD/AT fo r  the number four posit ion of GEH-9-5. 

Such a large contraction yas mexpected but appears t o  be caused 

GEH-9-6 w i l l  be charged ear ly  in  December on MTR cycle 97 fo r  a planned 
three-cycle i r radiat ion.  The assembly w i l l  contain four sample-heater uni ts  
with three samples of 1 .6  g/cc TSGBF graphite and one low density sample. 
Neutron f lux  monitors consisting of bare aluminum-cobalt wire, cadmium 
covered aluminum cobalt wire and a nickel w i r e  have been included a t  each 
sample posit ion.  

In-Reactor vs. &-Reactor Graphite Oxidation Rates - I P - ~ ~ - A .  
PT 105-548-E, C P i l e  Graphite Burnout Experiment, indicated tha t  above 650 C ,  
radiation induced chemical reactions a re  probably of negligible importance 
ccanpared t o  the thermally induced C02- C reaction, The magnitude of t h i s  
radiat ion e f f ec t  was not determined with suf f ic ien t  accuracy so another test ,  
PT IP-284, has been planned. The object of the present test  is  t o  determine 
the reaction rate of reactor gas and graphite samples when exposed both i n  
and out of a reactor t o  similar conditions of temperature, gas composition 
and gas flow. A thermocouple ins ta l led  with the samples i n  channel 2773-C 
w i l l  control the temperature of samples i n  a follower furnace out of the 
reactor.  
t o  simulate more closely the temperature conditions in  the reactor.  
special  f ront  bellows with pressure taps w i l l  be ins ta l led  on 2773-C t o  de- 
termine the gas flow r a t e  i n  that channel. 
instrumentation have been completed; the special  bellows w i l l  be ins ta l led  
during December, and the test  is expected t o  start in  January, 

Data from 

A gas preheater has been ins ta l led  uptream of the follower furnace 
A 

A l l  modifications t o  the  control 

Structural  Materials Development 

Zircaloy-3, BDF Process Tubes. Inspection of the eight,  50-foot long, 
Zircaloy-3 ribbed, BDF process tubes produced by Superior Tube Company i s  
continuing. Eddy current test results revealed indications of defects i n  
or near the r ibs;  however, preliminary radiographic inspection did not 
confirm the  presence of these defects.  
w i l l  be necessary t o  assure that no defects a re  present i n  t h i s  tubing. 

Additional radiographic examinations 

Tube reducing mandrels and d ies  were redesigned and fabricated by the Tube 
Reducing Corporation fo r  Allegheny Ludlum Stee l  Corporation. 
stage of tube reducing of 1 5  t o  20 process tubes i s  scheduled t o  be per- 
formed approximately the f i r s t  of December. 

The first  

KER Type Process Tubing. To determine the optimum tube reducing schedule 
fo r  fabr icat ing of KER type, ribbed and r ib l e s s  process tubing, four-tube 
reducing operations of 40, 50, 60 and 70 percent reduction of area were 
performed on r ib l e s s  extrusions by the Tube Reducing Corporation for  
Allegheny Ludlum Stee l  Corporation. Preliminary inspection revealed no 
serious defects i n  t h i s  tubing. Similar tests on ribbed tubing w i l l  be 
performed during January. An order fo r  the fabricat ion of s ix  KER type 
process tubes was placed with Allegheny Ludlum Steel  Corporation. These 
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tubes w i l l  incorporate a 0.170-inch minimum w a l l  thickness and a maximum 
of 40 percent cold work. Delivery of these tubes i s  scheduled- f o r  April 15. 

NF'R Type Process Tubinq. 
Brass and Copper Company for the  fabricat ion of f ive  Zircaloy-2 process 
tubes (by each vendor) 
x 0.250" w a l l  x 57' long tube. Reactive Metals w i l l  fabr icate  the tubing 
by extrusion followed by tube reducing. 
ducing two o r  three short  extrusions, bu t t  welding, and f inishing by plug 
drawing. 
and cost  information by February 1, and complete tubing by June 1. 

Orders were placed with Reactive Metals and Chase 

t o  evaluate the f e a s i b i l i t y  of fabr icat ing a 2.7" I D  

Chase Brass w i l l  fabr icate  by pro- 

Both companies w i l l  make a concerted e f f o r t  t o  provide process 

Zlrcaloy Qual i ty  Control. 
L i t t l e  difference has been 

noted between the corrosion resis tance of Zircaloy-2 and Zircaloy-3. 
Samples of welded tubing from N!I!H Products Company gave good results in  
the  three-inch diameter tubing but exhibited white corrosion products along 
one side of the  weld i n  the 1-1/2 inch diameter tubing. 
parison of results obtained a t  400 C and 360 C does not indicate that 
accelerated corrosion tests a t  400 C w i l l  be completely re l iab le  for  
qual i ty  control purposes. 
integrated i n  400 C steam exhibited the lowest corrosion rate a t  360 c. 

Corrosion tests of Zircaloy-2 and 3 coupons in  
C steam and 360 C water were continued. 

Preliminary com- 

Duplicates of samples which completely d is -  

Advance Studies 

Fluidized-Bed Reactor. 
reviewed and extended t o  a wider range of cases t o  permit a more compre- 
hensive evaluation of the reactor type. 
d r ica l  shape fo r  the core i s  being studied. 

The physics analysis of the Rabbit Reactor i s  being 

A hemispherical ra ther  than cylin- 

Generalized Diffusion Theory. 
diffusion theory has been issued a s  HW-53681, which describes the physical 
assumptions and formulation of the theory. Numerical calculations,  which 
w i l l  be issued a s  Par t  2, are about 60$ complete. 

The first pa r t  of a report  on t h e  generalized 

Fuel Element Investigation. An extensive ser ies  of IBM computer calcu- 
l a t ions  has been carr ied out t o  indicate the expected performance of the 
multiple-hole fue l  element 
Distribution i n  Long Cylindrical Fuel Elements Cooled Internal ly  by Several 
Channels, I' D. E. Amos), these calculations provide approximate temperature 
d is t r ibu t ion  f igures  

Based on equations in  HW-47004 ( "Temperature 

Summarization of t h i s  data has been s tar ted.  Correlations t o  be reported 
include comparisons with similar conventional fue l  elements and materials 
which will permit performance predictions.  
bases of reactor physics e f fec ts  and fuel element temperature dis t r ibut ion 
as related t o  var ia t ions in  fuel  element configuration. 

Comparisons w i l l  be on t h e  
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B. WEAPONS - 3000 PROCRAM 

Research and development i n  the f i e l d  of plutonium metallurgy continued in  
support of the Hanford 234-5 Building Operations and weapons development pro- 
grams of the  University of California Radiation Laboratory (Pro j e c t  Whitney) . 
Details of these a c t i v i t i e s  are  reported separately v ia  dis t r ibut ion l i s t s  
appropriate t o  weapons development work. 

C .  CUSTCME8 WORK 

M e t a l l o ~ a p h y  Service 

A production-canned uranium fue l  element which was removed from the  steam 
autoclaves was found t o  contain two unusually large blisters near the cap end 
of the aluminum jacket. 
neath the b l i s t e r s  that was f i l l e d  w i t h  reaction products as a result of water 
entry t o  the  slug. Subsequent examination located the  point of entry of water 
t o  be through "hot short" (e.g. , br i t t l e )  cracks i n  the weld bead t o  a shrinkage 
or  gas cavity i n  the weld metal. Penetration of the water then took place along 
the  AlSi braze t o  an unbonded area between the cap and the  uranium fue l  element. 

Metallographic sections revealed a large cavi ty  be- 

Laboratory tests with the new Buehler autcrmatic polishing attachment (Automet) 
have shown that it i s  capable of producing a good mechanical polish on a var ie ty  
of metallographic specimens. The equipment, as presently set up in  a glove bcx, 
w i l l  allow work t o  be done on samples which normally could not be done in  t h i s  
laboratory i n  the past  due t o  some health or other radiological hazard. Since 
a minimum of handling time i s  necessary t o  place the  samples in  the  specimen 
holder, it i s  w e l l  sui ted for preparing metallographic specimens of low t o  
moderate radioact ivi ty .  One sequence of grinding and polishing operations was 
developed which allows a var ie ty  of m e t a l s  t o  be polished a t  the same time. 
( S i x  one-inch or  f ive  1-1/4 inch bakel i te  mounted specimens may be done simul- 
taneously.) The equipment allows any combination of metals with a hardness 
equal t o  or greater than brass t o  be processed together, and results have been 
quite reproducible. Further development i s  needed, however, before sof t  metals 
such as aluminum can be polished successfully with the Automet attachment. 

Samples Processed During the Month 

Total samples processed: 154 

Photographs : 

Micrographs 183 
Macrographs - 40 

Total. 223 
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The fullowtng Trfps and V i s i t s  Reports apply t o  a c t i v i t i e s  on MOO, 3000, and 4000 
programs. Technical a c t i v i t i e s  on the 4000 Program are reported separately i n  
EW-53961 A2. 

M~mager, Reactor and Fuels Research 
and Development Operation 

FW Albaughzkb 
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Casting of Al-Pu All~ys.  
core materials for  PRPR fuel alernenks ig by csezm. 
a-1.65 w/o PU alloy rods were cast fgr the 19-rod cluster demonstration f i e1  element. 
Eighey feet were cast t o  5/8*' dim&.er and one h e e d  feat were cast direct lv  t o  the 
final diameter. 
of the rods were cast in six-in2:h lzn@ths; ILGW~V%~,  some eight-inch rods were cast ,  
The castiag of longer rods requires mope zeze-3i.l powiw techniques. 
casting twelve-inch lengths are being dsarelcped.. 
that w e r e  cast  t o  s ize  vas 0,505 f 0.001". 
were rejected for  gas porosity shrinkage o r  -,OM. shu's. 
rods is incomplete; however, analysis of 5ampleS fromthe. same melt vary less than 
5 per cent, 
rod cluster fue l  element which w i l l  be irrsdi.s-;ed ia the KER Loop Facilit,y. 
resu l t s  with these alloys showed a iarge EUILSJCT 2f' segregatdon and it w a s  noticed 
that at a pouring temperatups af ahcut. 700 C a s31uj4 formed i n  %he bottom of the 
pouring crucible. !This slush is  appsrect-ly caused ty a high melting Fu compo-md 
which was detected in the crucib2.e ug r.9 8,:tG C. 
these s l loyy  above t h i z  temperst.we , 

me 9f ?,he met.ti?ds 3f fa-ijzic~ting plut9.2ium-bearing fuel 
One hun&ed and eighty feet of 

The alley w a s  NE&. Ink in:lilred $.,hick walled grqdilte molds, M0.t 

Methods of" 
The diameter tolerance fo r  rods 

Leas than 3 per cent of the cast  pieces 
The chemical analysis of %he 

~1-8 w/o Az and A1-11 w / o  s ~ i ~ m - 8  w/a Pu alloys  were cast; for  a feu- 
Previous 

It Sas 'teen found nscessmy to caeT. 



me1 Element Cluster Studies. 
pleted. The first was a two-foot model w i t h  pure Al cores and the  second w a s  a full-  
size, p i l e  quality fuel elenent which was loaded w i t h  A;L-Pu a l loy f'Jel m t s r i a l .  
Both clusters w e r e  canned i n  type 304-L stainless steel because of the unavailability 
of Zr-3 and both clusters  were fi t ted with end caps and end brackets to a new improved 
design. 
assembly operations. After correcting some of the  problems f o m d  i n  assembling the 
short cluster, the  --sized element was assembled with a minimum of dif  Sicfi ty.  
The six-inch lengths of cast and machined fuel elements were iaspected and assembled 
in to  the eight-foot tubes, Some di f f icu l ty  was had in this aasembLy operation which 
w i l l  be corrected by closer control of dimensiollal specifications of Kle tubing and. 
fuel material. Ultrasonic assembly techniques w i l l  also be investiga-5ed. After 
decontaminating the ends, the fins1 closures w e r s  made v i th  3 Helirsro weIder. 
final closures vere bubble tested under kerosene i n  a vacuum chambet. 9% 500 m~zrons 
pressure, O f  the  20 tubes welded, thir teen were leak tighs; siar qf the re jez ts  were 
reclaimed by rewelding; however, one tube could not be sa.iva@, Several d i f f i cu l t i e s  
w e r e  discovered during the fabrication of th i s  19-rgd fuel elem&, acwever, it has 
been demonstrated that these fabrication techniques of casi,ir4, mcbiiamg, assembly 
and welding are technically feasible ones for producillg the first; pile qxat i t ies  
of Pu-A1 spike enrichment f o r  the rmpR, A 19-rod fue l  4erneA c11zs~c3r zf the NPD 
design is nearing completion for hydrauuc studies. 

Two, 19-rod cluster type fael  elements have been com- 

The short unit w a s  fabricated t o  determine the  deficiencies of the proposed 

The 

Vacuum Iqjection Casting. 
ricated for  evaluation. 
90' to immerse the dip tube after the fuel jacket tube b s  been evacuated, 
is then pressurized t o  force the  ml+,en metal into the fuel jaekc, 

Another type of injection casting apparatus is  being fab- 
This particular design w i l l  have a pressure r=.ssei that t i p s  

The system 

Still another type of vacuum injection casting a;~parsku3 is FredentLy being evaluated 
for adaption t o  casting Pu-A1 alloys, This design uses an excernal air cylinder t o  
raise the m e l t  crucible w i t h i n  a pressure vessel t o  the poisC, where the hfp tube is 
immersed in the  molten fuel material, Essentially this ayp&r%tus s o a s i a t s  cP 3 stain- 
less steel pressure vessel, 12 inches in diameter w i ~ h  a f'lsnge m~tLnS;ed l i d ,  
gaskets and the bottom mounted sir cylinder s r e  wa%er ;w-.ed. A s+,amkss steel dip 
tube, 3/4" in diameter is attached t o  tks l i d  azd Wr%ad.s imc! ~ h c  pressure vesselo 
The portion of the dip tube, which extecds Du-%ide she far&, has a nsar&v 90° bend 
80 that the f u e l  tube is inclined alight.ly Prom the 3cciz32%alO When castings were 
first attempted w i t h  this equipmeat, the maximum fuel. lemz$h okrtained Yas about 18 
inches, however, the  tubes were not prehaa%ed i n  ",hem eaeeso By prebs t ing  the  tubes 
to 400 o r  500 F with a 2000 q tranaformer9 it =is posal?t.fe t2 i n j e z ,  metal t o  the 
full length of the closed tubes, One tab@ was suezessL%l&y f i l l ed  W I ? ~  AlSi t o  EL 
length of 8 fee t  10 inches, The c a s t a s  x- t z l n g  raiiorgr~pi-tad $3 Cietenune the 
effect of sir pressure on mducing 3olidifiica%im shi-nkaqeO 

W e  
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three-foot leogth of tube was f i l l e d  with 2s Al, 
stainless  steel tube was not heated a d  it appears %ha? she r is ing m e l t  froze before 
reaching the top of t he  cold casting tuba, 
good and it is being radiographed. 
u n i t  include impreved mechods of feeciing tk melten metal into the cylinder and 
resistance heating of the pressure vessel, 

Ths pressure veesel. enclosing the 

TZe qwlity of the casting appears very 
J?uture modificatione of the injection casting 

Extrusion Program, 
have been extruded, 
gland and a 1/64" throat radius. "he rati=, of the b i l l e t  area tc tha% of the extFJ- 
cion was 9 t o  1, 
bi l le ts  were generously eorted with Aqusdag before heaticg t o  $he s,xkrusion tampera- 
t u r e  of 500 C, 
Two of  the four extrusions were ~n excess ~f six feet long, 

Cast 1100 Al, AlSi, and compacted mixtures of Al puwder and VO2 
Four Al extrusions were made though shear t ype  dies wi tn  no 

A th in  eo%ing cf oil dsg was pm on the container walls and the 

The finishes of the  f i n a l  extrusims w e r e  very gaod in all cases, 

An AlSi ext;rusion, four and one-half feet  lang was made at an exbrusion Zeqerature 
of 550 C, 
extrusions. 
extrusion, 
die was at t r ibuted t o  excessive relief i n  the t k o a t ,  
techniques appear t o  be adequate For future test purposes. 
extrusion constants, temperatures and speeds f o r  A l - U  al loys are  scheduled t o  begin 
shortly, 
Experience with these few preliminary exkrusions has iadicst.ed that one fuel length 
rod can be extruded every 1 5  minu-tes, 

The extrusion razio and lubricantwezethe same as those used on the Al 
A f ine  surface f in i sh  was ctserved of apprximstaly one half of the 

At this  point about U O Q  of the die l i p  sheared ofT, This f a i lu re  of the 
Die design and lubrication 

Ekpriments t o  determine 

Delivery of pressure s e n s i x  and recording instrumentazion i s  expected sr~on. 

B i l l e t s  composed of 20 w/o U02 and 80 w/o -325 mesh flaked Al powder we, *e cold com- 
pacted under 13 t s i  pressure, 
per cent of theoretical ,  
blending and as a result, large particles of U02 were dispesed  in the Al matrix, 
One of the billets 
With the except;ion of the temperature, the extrusion cmditions were tbe same as 
$hose described fo r  cast Al bi l le te ,  
extrusion a s  it passed through the die, 
rough, A shod- length 
crP the  finished extrusion was heated %$ 600 C fer two hours and its diameter increased 
by 35 per cent, This increase was atC,ributed tz. the release o f  adsorbed gasses from 
the surfaces of the A1 and UQ powders. 
decrease the dimeneioml changig, 
Jacket O,Ok5" thick. 
die,  the jacket was approximateLy 0,OO~" thick ax3 the core densitywas 75 per eel=+, 
of theoretical ,  
heated t o  550 C fo r  extrusion, Init ial  examhation W c a t = d  excellent concen- 
t r i c i t y  of the jacket and core. A commercial lubricam, Nechralsne, was used t o  
coat the container walls, For t h e  most part, the surface f in i sh  of %he f i n d  &r?l- 
sion was excellent, A shorn section of t h e  coextrusion was heated st 600 C f o r  two 
hours and no changes i n  the rod diameter WerdDbserved, 
of the bond ares and end effects  is being performed. 

mer pressing, these biUecs had a density of 45.5 
The UO, w a s  nct degassed, c3rie.d or ba l l  ;nilled before 

w a s  extruded though a f lat  face die a t  a temperature of 550 C. 

Large par t ic les  of U02 balled UT on the 
As a resyiLz3 the final sur2ace w a s  rather 

The density of the extmrion was 68 per cent of theoretical, 

Righer greez compact densit ies sh~uln 
Two green cmpacC,& were c o w r u d e d  in a n  Al 

mer undergoing 8 9-to-1 reduction thrs-agb 8 atresmline3. 

The b i l l e t  was evacuate5 tho:& a thin-walled AI. tube a8 it wa6 

Met.sllogr8ghie eJramination 

Swage compacting of Al powder--U% mixtures in Al and Zircalsy tubes is also being 
investigated, 



Plutonium Fabrication P i lo t  Plant, The Phase I design effort of the Plutonium Fabri- 
cation P i lo t  Plant W h i c h  constitutes the building and u t i l i t i e s  is about 70 per cent 
complete. However, design effort has been drastizaUy curzailed due to lack o f  funds. 

Facil i t ies.  
bF swage have been submitted. 
being prepared. 
site. 
existing extrusion press hydraulic p e r  system, 
atmosphere vacuum w e l d i n g  apparatus f o r  closing PRPR tnvpe f u e l  elements ha6 been 
Initiated. 
more costly equipment presently in useo 

Appropriation requests f o r  the helium leak detec3or and the Fenn Model 
The purchase specificationsfor the wage and dies are  

An oxide compaction press has been designed and will be hilt on 
It will be installed in the hydrogen sint2ring furnace hood and w i U  use the 

!be design of a dual purpose inert 

It is fe l t  that a smaller chamber w i l l  perfam aquslly EIS w e l l  as the 

U@ Fuel Development 

Swaging of Uranium Dioxide. Simultaneous compaction and cladding by swaging offers 
promise 8s & nethod of fuel element fabrication a t  reduced coste. Psev.Lou8 studies 
have demmtrated the reproducibility of u ran ium d-loxide densizies t o  be .ditfiln f 1 
per cent. Densities obtained f r o m  various +,ypes of uranium &oxide powder e a  m y  
by as much 8s 15 per cent because of differences i n  powder shms&eristics. 
studies were directed toward the development of famicat ion tecfiniques fo r  a complete 
fuel element. A three rod cluster  fuel elemezt w a s  fa5sicated fYom indivluual fuel 
rods formed by swaging uranium dioxide powder i n  stainlese &eel, Jh& fue l  rod vas 
0.600 inch in diameter and approximate&y 18 Fnehes in lec&ho 
uranium dioxide fuel core was 89 per cent (m.inimum> of the thecr&Lcsl. 
of temperature was further enlusted by swaging uranium powder3 2% 850 C. 
"PUR grade" uranium dioxide, which bas previously been aswaged a t  6% C f , ~  89 per :en* 
of the theoretical ,  was compacted by swaging t 3  93-94 por -em ?P %be theora$t,i:al 
density a t  850 C. 
Goxide which was then m g e d  a t  600 C, 
w a s  not increased by the Ti% addition, 
it is necesstuy t o  hot m g e  on only the Lsst few passes i n  order to achisve &mum 
uranium dioxide density, 
uranium dioxide fue l  element fo r  irrsdiat.ion. in $he M'IF0 

Swaging 

%e deneity of the 
The effect  

IJnt..r~a%?d 

T i t a n i a ,  0.75 w/o, vas added %o b a l l  milled " W R  grsde" 1~mi.m 

B m w e r ,  t k  sagad densi5y of t h a  powder 
m h e r  stud&% OP hot swaging sho?..ed that 

Ef fods  m e  now diroctzd famrd f s h r i c u t i q  a Zizaaloy clad 
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fo r  30 minutes i n  a helium atmosphere. 
higher temperatures are required t o  obtain m t h e r  sintering a d  higher densities. 
The properties of Inconel dies do not permit t he i r  use above 700 C. Graphite dies 
are  being used a t  higher temperatures although lmer presmres a re  r e q w e d  due t o  
the limited strength of graphite. 
theoret ical  density have been obtained a t  1,000 C, 2,000 psi for 30 minu-kea. 

S in t e rkg  appeared ZG have begun. Emever, 

Uranium dioxide coanpacte having 7C per cent 

Fabrication of Extruded Ursnium Dioxide Rods for  !Fhermal CCCidUCtiYity EXperiJIEEtXo 
Sintered uranium dioxide rods 1/4 inch i n  diameter and 3 iaehes long a r e  required 
for  measuring thermal conductivity of irradiated uranium dioxide. 
be fabricated and irradiated a t  HAP0 aad shipped to BHI f o r  the t h e m 1  conductivity 
measurements. 
hydrogen a t  1700 C and centerless grinding. 
them unsuitable for  thermal conductivity experiments, 
caused by uneven sintering shrinkage as a resu l t  of va,ri%tious i n  green density across 
she diameter of t h e  rods. It was found that i sos ta t ic  pressinq at 40,000 ps i  of the 
dried extruded rods before sintering resulted i n  sintered rods which d i d  not contain 
voids. 

The ro3s a r e  t o  

A portion of the rods were fabricated by extrusion, sinter- i n  
Central voids in the rods made many of 

The voidfi a re  believed t o  be 

Additional rods w i l l  be fabricated by t h i s  tecbique. 

Fabrication of  I sos ta t ica l ly  Fomned Fuel Element. 
dioxide powder 
fabrication of the "garbage can" fue l  element. 
moted as a possibly inexpensive fabricating method for plu-bo5um-bearing fuel elements, 
preliminary test elements w i l l  contain enriched uranium dicccideo 
fue l  element containing uranium dioxide enriched t c  2.4 par cent U235 has been delayed 
because of poor welded clsddfng closures due t o  d i f f icu l ty  i n  excluding manium 
dioxide par t ic les  from the weld area, 
has naw been achieved, and it w i l l  be irradiated i n  the  

Isostat ic  cmpactian of the uranium 
fuel and forming of the cladding take place simultanecjusly i n  tne 

Although the concept i s  being pro- 

Irradiation of a 

Successf'ul welding of  such 8 Are1 element 
st a n  e s l y  date. 

While investigating methods of making closures i n  the i sosfs t ic  fuel element, 
Interact-S, a new product fo r  joining aluminum parts, W ~ E  evaluated and. found t,o be 
unsatisfactory in 170 C water. Interact-S consists of a zinc-aluminum alloy tube 
f i l l e d  w i t h  8 flux containing chlorides of zfnc, l i t h i u m ,  sodium, a.?n p&aEsium. 
The material is  used as  a solder and forms an alley w i t h  aluminum which i s  stronger 
than aluminum. Although gas t i gh t  closures of aluminum fuel element cans were 
obtained, exposure t o  170 C water for  eight h a u s  resulted in  disintegration of the 
alloy. The material may be useful at lower water temperatures. 

Mark I Ia  PRPR Fuel Element Hydraulic Testso 
been submitted t o  Coolant Systems Development Operation f o r  hydrsulic Q,esting was 
recovered fo r  modification, 
uranium dioxide. 
fabricated by i sos ta t ic  pressing of lead granules. 
properly support the cladding of the outer tube of the  f ie1  element permitted severe 
dis tor t ion of the cladding. 
t o  permit continuation of hydraulic studies. 

A dunmsy Mark IIa PRPR element w h i c h  had 

The element orfginslly contained lead iaselvts simulsting 
These lead pieces were somewhat porous as a reeul: of having been 

Fhilure of some lead pie-es t o  

The lead pieces a r e  being roplaced wi5h steel inserts 

Thermal-Hvdraulic Studies 

Document HW-51767, concerning the flaw decay a f t e r  power failure t o  the PRPR primary 
coolant pumps, was re-exarmn * ed with regard to the s ize  of %he pump flywheels. 
was determined that the assumptions =de were unduly canservatlve. 
assumptions reduced the required flywheel s ize  from I245 t o  650 ( lb) (sq  f%>, 

1% 
More r e a l i s t i c  
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Experimental equipment for studying the  hydraulic charac te r i s t ics  of non-standard 
process tube assemblies was designed. Although the pressure and temperature ratings 
are much less that those of the PRPR, considerable knmledge of flow charac te r i s t ics  
can be obtained fromthis mockup. 

The PRPR 19-rod Pu-A1 fuel element was examined with regard t o  the  difference i n  
longitudinal thermal expaasion of t h e  three rings of rods. 
indicates  that the center fuel element will expand about 0,OS inches more thaa the 
surrounding rings. 
around t h e  fuel rods from the present 20 inchss t o  6 inches would decrease coolant 
channeling and decreaae' the temperature d i f f e r e n t i a l  be-een the center rrJd and the 
outer r ings of rode, 

An approximake solution 

It is believed that shortening the  pi tch of the w i r e s  wrapped 

Coolant systems Development 

Progress was W e  on a l i t e r a t u r e  survey of stresa corrosion, crevice corrosion, and 
galvsnic cocrosfon. 
construction are specified,  Studies continued concerning the  materials specified f o r  
the  primary heat exchanger which uses softened well  vater  for  oecondaq cooling. 

This complete review is desirable  before some of the  materials of 

Some pressure drop tests were completed on the Mark-I and Mark-I1 f ie1 elements, but 
the data have not yet  been rectified. 

Mechanical Equipment Development 

Construction of the Single Tube Prototype Fac i l i ty ,  Phase I, progressed t o  approxi- 
mately 30 per cent completion. 
delivery items a r e  received. 
s ive penetration on 2-1/2 inch schedule 160 pipe jo in ts ,  
procedure was changed and the shielded metal a r c  method is new beiag usedo 
pressurizer for the f a c i l i t y  was stamped as  meeting the ASME Code, 

Work on the  f a c i l i t y  will soon cess(3 u n - b i l  long t e r m  
The Heliarc method of welding was found t o  give exces- 

Conssquently, the welding 
The 

Design of Phase I1 of t he  Single Tuba Pro%otme Fscilit,y ~ ' 7 ~ t ; i n u e d ~  
valve order was placed and the  requis i t ion  for two 8-izlch 4mcr& -r%.L.rea crncallad as 
the check valves did not meet the requirements f o r  therma-qiphonlT:@; ilm. Iujec+,ion 
cooling of +,he primary pump's m e - & a n i e s l  sesla was examrled. and rejected in f avor  of 
a pumping r ing  and external  heat exchanger. 

m e  14 inch gate 

The belluws test f a c i l i t y  vas modified t o  pe,-mit, testicg cf shroud sube bellows, 
The bellows were tested a t  750 F and 5 ps i  gas pressuro fbr 12,500 cycles of half' 
the expected expansion without any sign of f%ilu=e, 'Ee ?est  v i l i  ba rerm imder 
condi+,ions of full expansion, 
gaskets, Sheet gaskets of' t h e  Garlock type shrsnk, asbestos packing would not 
remain leakt ight ,  and a sheet paper type deccmposed. A sui5a'Dle seal WAS f i n a l l y  
obtained using asbestos cord w i t h  g l y p t s l  costing. Re-wver, even this seal held for 
only two hours under t e s t  conditions, 

During t he  .C,euLinq, diffic*ili;y was experimced wit& 

Two of the  four prototype nozzla ~ a p  3esl  designs were tested. 
modified t o  permit t ightening without having -he p h g  loma%? on +he r k g e  
modification eliminated the  problsn of galling beween %he mrrr,mq awfsces. 

B.t? brid-n seal vas 
TZ;la 

'=his 
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sea l  leaked s l igh t ly  a t  100 ps i  and lese  so at 4000 psi. 
the conical plug principle w a s  modified t o  accommodate a self-energizing seal, The 
t e s t  pressure caused the conical plug t o  deform and +,he sea l  t o  leak. 
a maximum pressure of 1000 ps i  and fa i led  when the "0" ring blew out of the groove. 

The "0" ring sea l  utilizing 

This sea l  held 

New designs for  a l l  but the bridgman seal were developed and are  beiog f&cricated. 
New types d commercially available seals  were ordered f o r  ' ~ s e  i n  t,hese tests. 

Modifications t o  the Nozzle t o  Process Tube Test AmemSly were completed. 
design for  another test assembly t o  u t i l i ze  nickel sesls TRAS x,nrpier,ed and delivered 
t o  the Advance Engineering Operation for  their  suqgesticns and appr@val. 
Jumper t o  process tube assembly was rewcrked and retested. 
the hydrostatic pressure t e s t .  
r icat ion of more accurate flsrres, 

A tentat ive 

Tne inlet. 
The f l a re s  fa i led  t o  pass 

Flaring tools were ordered wE.21 will allow the fab- 

Two different packing materials were tested in the outlet gas seal  packing gland. 
N e i t h e r  packing was found t o  be eatisfactory. 
and graphited) was tested a t  room temperatme, I 2  inches of water preasure, and 60 
f t - l b  torque. 
the lubricant wks squeezed out of the paeking under compresbsio&. 
Seal Plast ic  packing (Blue cape asbestos fiber, mica lubricated) was tested under 
similar pressure and temperature conditions and a torque of 100 f't-lb. 
fa i led t o  hold the gas pressure. 
asking for  recommendations for  t h i s  application. 

Braided asbestos packing (lu3ricated 

Although no gas leslusge was experienced, tlze packing was rejected a6 
John Crane Super- 

This packing 
Letters were written t o  f ive  packing manufacturers 

The f i n a l  design of the mechanical flexing machine f a r  the testing of the in l e t  and 
outlet  jumpers w a s  started, 
Stainless steel tubing of various w a l l  thicknesses w a s  received and w i l l  be used t o  
t e s t  flaring procedures and t o  fabr izste  test jumpers. 

Requisitions fo r  the necessary material were issued. 

The calandria and moderator storage tank mockup were placed in the 185-~ Building. 
Instal la t ion of the f a c i l i t y  was started. A deeign for a temporary dump valve for  the 
ealandria dump tests is  currently under study. Evaluation of the prototype wrench 
fo r  disconnecting jumpers was star ted .  Design and development of other special t o o k  
has been postponed. Design of a mockup f a c i l i t y  t o  sC,udy the system fo r  detecting 
process tube and E'utrther studies of charge-dischsrge 
procedures were postponed u n t i l  delivesy of the charge-fidmrge machine. Fwther 
studies of the  shim control system were pcstponed u n t i l  $he delive-ry sf the prototme 
shim control element and drive assembly, 

shroud tube leaks was star tedc 

Process Tube Development 

Work performed a t  both Chase Brass and Copper Company and Allegheny Ludlum Steel 
Corporation provided additional data on techniques for the fabrieatioe O f  PRPR process 
tubes. 
t he i r  processes, and these orders include the fabrication of fl-e and tapered 
portions of the tubes. 

Orders w e r e  placed for  f ive  additional tubes from each conpqv t o  esteabllsh 

Delivery of these tubes i s  scheduled l o r  March 15. 

Jacket Sheathing 

A contract was negotiated w i t h  Nuclear Metals In@. for the fabrieatior: of rib'bed, 
30 m i l  w a l l  Zircaloy Jacket tubing by direct  extnrsicn. 
for  th i s  contract has been in i t ia ted  and ii, is anticipated tha t  the fir!& experi- 
mental extrusions will be performed early i n  January. 

Forging of s t s r t ing  stock 

UNCLASSIFlED 



The Wolverine Tube Company shipped jacket sheathing of 0.030 inch, Zircaloy-3 tubing 
in diameters from 0.505 inch t o  1.00 inch 1.D. Both Carpenter Steel  Company and NTH 
made continued progress toward the development of fabricating techniques t o  produce 
welded tubing, 

Solubili ty of Aluminum Corrosion Product 

Solubili ty of aluminum oxide corrosion product has been determined i n  300 and 350 C 
deionized water. 
a stirred autoclave a t  a known temperature and rste of water refreshment, 
at  250 C was reported i n  the October Monthly Report (HW-53299 Al), 
table summnrizes the solubi l i ty  data: 

Solubility is calculated from w e i g h t  loas of a sample naintained i n  
Solubili ty 

The following 

Temperature, OC Solubility as Al203 pgm 

250 
300 
350 

0*1 
0046 
0026 

The decrease in solubi l i ty  be%ween 300 and 350 C has not been defini te ly  explained 
but may be related t o  a phase change i n  the corrosion product. 

Refreshed Autoclave Studies of Al Corrosion 

Two new aluminum alloys developed by Argonne National Labora.tory, alloys A203X and 
198X, have been found t o  corrode by a logarithmic rate process ra ther  than the more 
rapid parabolic dependence on t i m e  typical of the maqy alloys prsviously tested. 
Corrosion data f o r  both l g 8 X  and A2O3X can be expressed by the same equation: 

C (mils) o 0,255 log (0 , l  T (Hours) + 1) 
This e w t i o n  predicts about 0.75 mil of corrosion penetration after one year 
exposure i n  refreshed law flow 360 C deionized water. 
of- corrosion which would be predicted from %he psrabolic corrosion process 
a f t e r  one year a t  the same temperatme, 
ences in the  two expressions a r e  smaller, 

This i s  sbout 20 per cent 

A t  shorter exposures the  percentage differ- 

Casting of Aluminum U r a n i u m  Alloys 

The corrosion of aluminum-plutonium al loys in water W r R t  be determined i n  support 
of the Plutonium Recycle Program, As the presect corrosion tes t ing f a c i l i t i e s  are  
not equipped t o  handle plutonium, a number of aluminum-uranium alloys have been cast 
i n  the laboratory t o  be used as stand-ins f o r  aluminum-plutonium alloys, 8s follows: 

Melt No. Nominal Percentage of Ingredi%~%; 

9 , 3 4  w/o &L, 1.66 W/Q IJ 
94.00 w/o Al, 6.00 w/9 U 
86.52 w/o AL, 1,64 V/O U, 9.84 W/O si 
82.81 w/g Al, 5*99 w / a  U, 11.20 w/o Si 
95.46 V/O a, 4.54 V/O ?J 

The bi l le ts  from these m e l % s  are beiw .mchinedinfc s p p r q r ~ a 5 e  corrosion tes t ing 
shapes . 

UNUSIFIED 
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Plutonium Fuel Cwle Analvses 

Generalized Plutonium Recycle Anslysis. 
and the program i s  ready for  use in reactor survey and other applications. 
t ion  of a report describing the code and i ts  use has been started. 

The debugging of the JBM 650 code is  complete 
F'repara- 

Reactor Burnup Analysis. 
viewed, and several minor changes in the  formla t ion  w e r e  proposed. 
in the  work at  t h i s  t i m e  appears excellent. 

The RBU code being developed by American Stnndnrd was re- 
General progress 

Eqerimental Reactor Design 

General. The Phase I bid package w h i c h  includes the containment shell ,  8 major portion 
of the s t ructural  concrete below the O'-O" level, the storage basin and tunnel area 
wa8 approved by the  AEC, Award  of the Phase I construction contract w i l l  require about 
two months following authorization of funds, currently not available. 

Estimated design completion for  the en t i re  PRPR project is about 20 per cent. 
(the service building and miscellaneous structures) and Phase 111 (the reactor and 
auxiliary equipment) are each estimated at about 10 per cent coqleted.  

Phase II 

A major scope change in the electrical puwer supply for  the  PRPR is being incorporated 
i n  the design. A t  the request of the AEC that no electrical p e r  be generated i n  the 
PRPR, a study has been undertaken t o  find meBp8 of replacing the 1500 KW turbine- 
generator. Since the turbine generator was primarily par t  of the emergency power 
system, the study w i l l  have t o  include system and emergency analyses. 

Building and Sellrlces. 
t o  the process area structure: 

Scope design has been stsrted on the folluwing modifications 

a )  
b) 
c )  
d )  

Removal of the w a l l  between the luwer face access room and c e l l  "A". 
Removal of a portion of the upper reactor face wall t o  ce l l s  "A" and "Btce 
Remove turbine-generator structure from reactor hal l ,  
Provide space for  the fuel element examination f a c i l i t y  i n  the wall 
between ce l l s  "A" and "B". 

The first two changes a re  desirable t o  provide better access t o  the reactor and t o  
f a c i l i t a t e  pressure equalization throughout the containment she l l  in  case of an 
incident . 
Core Components. 
160°, correcting vsrious minor errors i n  the or iginal  drawings, and adding eqansion 
fittings in  the ver t ica l  l ines  between the calandria and WO storage t d .  

A minor scope revision was issued moving the ref lector  vent l ine  

It has become apparent that the calandria top tube sheet cooling system incorporated 
i n  the  original scope drawings is inadequate from the standpoint of thermal stresses 
i n  the plate. 
type cooling system w i l l  be used,, 

To eliminate the abrupt temperature gradients a continuous plenum 

A design t e s t  request t o  determine shroud tube collapsing pressures9 shroud tube 
attaching methods, and tube sheet warpage w a s  issued. 
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Shielding. 
shot materials and sizes  y88 issued. 

A design test request t o  determine the corrosion resistance of various 
This test w i l l  sirmilate the top and bottom shield 

O m t i =  C O p d i t i O M  

Control Studies. 
moderator and gaa balance systems by appzopriate electronic analogs have been derived. 
Still t o  be determined is the  r8te of change of gas pressura during the  ini t ia l  phases 
of the  reactor scram. The Goodye8r Electlonic Differential Analyzer w i l l  be used t o  
&Ute the interaction of gas and moderator system variables under all expected 
modes of operation, including SCr8m8. 
December. 

Most of the basic relationships necessary for representing the 

F i r s t  test runs are expected t o  be made during 

Missile Shielding Study. 
incident, it is necessary t o  insure that the she= is proteefed against missiles 
propelled by pressures generated during the incident. A continuing study is made 00 
the  missile problem as the reactor f a c i l i t y  design develops t o  insure that pressures 
are rapidly equalized, or where th i s  is not possible, that missiles a re  not created. 
To date the study has revealed that portions of the walls betwee! the upper and lower 
access spaces and Cells "A" and "B" should be removed, 
pressure between the reactor hall  and the process c e l l  is being studied. 

To prevent impairment of the containmen% vessel during an 

The method of eqwlizing 

Operations. 
the eqerimental program of the  PRPR. 
the  reactor and associated f u e l  fabrication and separations operations i n  respect t o  
t i m e  cycles, materials i n  process, schedules f o r  accomplishment of developmental 
objectives, etc. 

Planning and l ia ison have been accelerated on problems associated w i t h  
An effective program requires integration of 

Preliminary opemting scheduling studies for  the PRPR have been completed and indi- 
cate that about three years K i l l  be required t o  bring the average equivalent exposure 
level  of the  spike recycled plutonium i n  the reactor t o  6,000 MWD/AT. 
plutonium discharged three years af'ter start-up w i l l  have at ta ined an equivalent 
exposure of 6500 MWD/AT. 

Some of t h e  

Assumptions made i n  these studies were: 

I. 

2. 

3. 

5 .  
40 

6. 

7. 

The reactar is operated a t  71 MW power level  wi%h a 60 per cent level  
efficiency; 
the reactor is loaded with Mark 11-B U02 fuel elements (3  cmponen? 
nested tubular element) and 19 rod plutonium-aluminm h e 1  elements 
containing sufficient plutonium t o  give i n i t i a l  heat gen8,ration r a t e s  
equivalent t o  the Mark I f - B  U% fuel elements; 
the ini t ia l  loading is  with 500 MWD/T plutonium; 
after the first year 2000 MMD/T plutonium is charged; 
after about 800 days when the first uranium l a d  has been reprocessed 
the  5000 MWD/T (of uranium) plutonium *om t h i s  load is charged, replacing 
any plutonium elements of lower equivalent scposure; 
plutonium-aluminum fuel elements reach 50 per cant burnup and ammulate 
1500 MWD/AT equivalent exposixe in 200 day5 i n  the reacC,or; and 
cooling, chemical processing, and Pml elemect refabrication r e q u i r e  
180 days. 
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Data are desired at plutonium exposures as high as -10,000 MWD/AT and under present 
assumptions the time to reach this exposure would be undesirably long. Considerable 
incentive exists, therefore, to shorten this time by reducing the out-of-reactor 
cycle time, in chemical processing and fuel element refsbrication, by increasing the 
reactor level operating efficiency, and/or by development a plutonium fuel element 
capable of a much higher goal exposure such as the self-shielded element. 
studies also indicate that it probably will not be worthwhile to obtain high exposure 
plutonium for the initial load-. 
desire to investigate the behavior of plutonium as its exposure increases. 

These 

This latter conclusion is baaed in part on the 
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PHYSICS AND INS?!RUMElE’ RESEARCH AND DlEVELaPMENT OPERATION 

MONTHLY REPORT 

NOVEMBER 1957 

METAIJ;aRGy 

Nuclear Safety Considerations for Fuel Preparation Departm ent 

Fuel Preparation bepsrtmen t Studies 

a. Safe limits for the storage and handling of 1.7-inch O.D. washers ( ~ 6  
percent U-235 content) were established; the results w i l l  be incorporated 
in the nuclear safety specifications for the Fuel Element Manufacturing 
Processes. 

b. A study of heterogeneous systems with 1.0 percent enrichment, in which the 
metal was moderated and reflected by uranium in solution, was completed. 
This study showed that the reactivity of such systems was less than that 
of uranium metal-water systems for solid rods of diameters in the range of 
0.387 inch - 1.66 inches for uranium solution concentrations up to 1000 gm. 
uranium per liter. 
about 37 prcent for the uranium treater (pickling) tank processing 0.94 
percent enriched uranium. 

This resulted in an allowable increase in capacity of 

STUDIES RELAm To PRESENT mm!rIm PILES 

I and E Versus Solid Fuel Elements for K-Pile 

MateriaLs and equipment have been readied for the I and E-solid measurements. 
The necessary machine work on the fuel elements to contain flux measuring f o i l s  
is in progress. 
elements are being prepared. 

The pie-shaped foils for measuring average fluxes in t he  fuel 

hgverses across the 5.5-inch NaS crystal 5-inch photomultiplier tube cambina- 
tion, using an effective point source of ~060, have given sufficient idorma- 
t ion to enable construction of a constant counting efficiency surface on which 
t o  count large area foi ls .  The curva,ture of this Surface i s  not severe and no 
difficulty is anticipated in f i t t ing the large foils on t h e  surface. 

Dry 74-Inch Lattice Temperature Coefficient 

The experimental investigation of the natural uranium metal temperature coef- 
ficient was attempted. 
element failure early in the experiment resulted in uninterpretable data. 

Preliminaxy analysis indicates that an oven heating 
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The irradiations necessary t- ' k h d "  utilization at room tempera- 
ture and 200% have %een made and the saalysis is about 50 percent complete. 

 he PCTB temperature coe!fficient for a constant oven tenyrature of ~ O C  h s ~  
been determined, the final value being -0.357 - 0.004 f/ C. 

!!!he PCpl pressure coefficient data, w i t h  the oven at room temperature and 
evacuated, has been checked and the final VaLWe is 

p = -0.033 2 O.OOO4 b/fi 
A S  

Preliminary analysis of the tempersture coefficient of k has been made over 
the temperature ranges of -20% to -lOO°C +.,150°C, and?50% to 2 l 5 O C .  The 
results are inconclusive in that the slopes of the curves giving PCTR reacti- 
vity versus oven temperature for the Full, Full Cu, and Empty cases do not 
maintaFn a consistent relationship to one another from one temperature range 
to another. 
analysis or to the use of the slightly incorrect XTR temperature coefficient 
(-0.5 #/'C). 
measured for this PCTR loading and the analysis is being repeated. 

This result m y  be due to errors in the initial least squares 

As reported above, the temperature coefficient has been re- 

Thermal Neutron Flux in a Medium With a Temperature Discontinuity 

Work continued on the problem of thermal nevtron f l u x  in a medium with a tem- 
perature discontinuity. 
polynomials has been tested and found to be mathematically and logically cor- 
rect. However, on account of partial cancellation of quantites of the same 
order of magnitude, the results did not have enough significant figures. 
to increase precision are being investigated. 

The machine program for the calculation of Iagueme 

Schemes 

STUDIES RELATED M FDTURE PRoDUcTIaN m s  
Lattice Measurements for 1.66-1nch and Cluster -1 Elements 

Measurements in the s n d L  exponential piles have now been completed with the 
1.66-inch-diameter natural uranium fuel elements. The value of the material 
buckling for his fuel element with air in the coolant annulus was found to 
be -649 x l.d !&is case was investi- 
gated in order to provide an extreme point for checking the correlation method 
by which the effective resonance integral is calculated. 

for a 5-3/16 inch lattice spacing. 

Additionsl experiments were performed in this loading to aid in the understand- 
ing and interpretation of 6maU pile exponential measurements. For erne, the 
cadmium ratio of the neutron descendants of neutrons which can be captured by 
the cadmium shutter was examined as function of distance from the shutter plane. 
The spectrum so generated reached equilibrium at a distance of five lattice cells 
from the shutter plane. 
ties measured closer than five lattice cells to attain an acceptable exponential 
decay of the axial f lux.  
cells usually required in the small piles using the cadmium shutter method to 
obtain equilibrium. 

It had already been found necessary to discard activi- 

These results contrast with the three or four lattice 

The reasons are twofold: 



1. A t  smaU l a t t i c e  spacings, 
thermal (shutter 1 neutrons 

2. A t  smaU l a t t i c e  spacings, 
migration length. 

there i s  a more abrupt change between the 
and the spectrum appropriate t o  the l a t t i ce .  

there are a larger  number of ce l l s  per 

An investigation was made of the effective size of the Smau p i l e s  by measur- 
ing the extrapolation dLstance of the assembly. 
bution p a r 8 l l d t o  the fuel assemblies was measured at a leve l  four l a t t i c e  
units above the shutter. The measured distribution was corrected t o  a cosine 
by calculating the contribution of the various harmonics at each position i n  
the traverse. 
t ion  distance i s  closer t o  the value of 1.66-inches deduced from a comparison 
of smal l  and large p i l e  bucklings for the 1.66-inch-diameter fue l  elements 
than t o  the value of 1.15-inches deduced from ear l ie r ,  but similar, comparisons. 

The horizontal flux distri- 

Preliminary evaluation of the data indicates that the extrapola- 

An exponential p i l e  was b u t  Kith base dimensions 5 4 2  feet by 8 feet. 
will accomodate c luster  fuel assemblies at  l a t t i c e  spacings of 7 inches and 
1 4  inches, lkasurements have been completed wtth closely packed clusters  of 
seven 0.926-inch-diameter uranium rods with air i n  the annulus at a l a t t i c e  spac- 
ing of 7 inches. 
available. 

This 

The value of the material buckling for this case is not yet 

A Correlation of Exwnential Results 

A set of parameters have been found that w i l l  U u w  one t o  calculate bucklings 
of natural ura&.um l a t t i c e s  wftholrt water present t o  an average uncertainty of 
4.8 mil l i -k .  
used t o  calculate bucklings having the following sol id  fuel elements: 
inches, 1.36 inches, 1-17 inches, and 0,925 inch. 
0.81-inch I.D. or  1.1-inch I.D. fuel elements were computed v l th  the same se t  
of parameters which fit the above l a t t i ce s .  
seven had uncertainties greater thaa 7.5 m i l l i - k  and the maximum uncertainty was 
12.0 milli-k. 

!The series of l a t t i c e  spacings used i n  the measurements were also 
1.66 

Also, the 1.66-inch O.D. w i t h  

Of the 33. l a t t i c e s  cdculated,  

In calculating the thermal u t i l i za t ions  wfth the P3 program on the 702 computer, 
a value of 4.8 barns was assumed fo r  the scattering cross section of grapNte. 
The value found for ’7 was 1.3123 and the effective resonance Fntegra3 was deter- 
mined from the followfng expression 

aE S (fa uT) 7.105 (1 9 3.905 z) x cm2 
eff  

Develomnent of Methods for  Calculatim Reactor Parameters 

Fast FXfect 

In obtaining the eqerfmental  value of 6 , the r a t io  of fast f iss ions t o  thermal 
fissions, it is  necessary t o  make use of the r a t io  of the integral  of the pro- 
duct of f lux  and radius in samples of naturaJ. uranium t o  that of samples of 
J material. The possibi l i ty  that considerable error  could have entered in to  
this r a t io  has been investigated. 
evaluating the integrals affects  both natural uranAum and J material values i n  

Results show that any variation in method Of 
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such a way that the r a t i o  is only s l i g h t l y  changed. 

%e final quantity to be evaluated with respect to method and possible e r ro r  i s  
thie caifaatanrre;tfuttsel-Y. 
that in a cadmium covered pin. This invest igat ion i s  almost completed and will 
terminate the study of correlat ion of experiment and theory of fast effect .  

This i s  the  r a t i o  of the a c t i v i t y  i n  a bare pin t o  

Computa tionall P r o w  

Work is continuing on the reprogrannning of P-3 calculations.  An auxiliary 
program has been wri t ten which w i l l  permit the use of a single input deck, inde- 
pendent of the number of regions i n  the problem. 
is  required i f  the number of the regions is changed. 
has not begun. 

A t  present a d i f fe ren t  deck 
Debugging of this program 

Another auxi l ia ry  program i s  being wri t ten which w i l l  permit conversion of 
ac tua l  data i n t o  f loa t ing  point form, f o r  input t o  the routine buckling calcula- 
t i o n  program. 

Coordinated Theoretical-Experimental Reactor Physics Program 

In s w r t  of the theore t ica l  part of this program, a study of smal l  source 
theory has begun with the aim of extending i t s  application t o  heterogeneous 
reactors.  
formula has been started and a bibliography of the most s ign i f icant  references 
is being prepared. 

A screening of material concerning the fac tors  i n  the four-factor 

Plutonium Isotopic Concentrations a t  High Neutron Temperatures 

A calculat ion i s  being made of plutonium isotopic  concentrations versus exposure 
f o r  neutron temperatures up t o  about 1200%. 
partite cross sections (CRRP-680) are being used. V a l u e s  of the pamneter g 
f o r  temperatures above 400% have been calculated. The epithermal ra t io ,  r, 
was found by f i t t i n g  the composition versus exposure predictions of HW-3391.2; 
an r = 0.046 duplicates results within 1 percent a t  500 W / T  and within 2 4 2  
percent at 1000 MWD/T. 
When these parameters are obtained, the plutonium isotopic  concentrations can 
be readi ly  determined. 

Linearized equations and tri- 

V a l u e s  of the parameters a re  now being calculated. 

Instrumentation 

Continued investigations of the  experimental cross-correlation detector c i r -  
c u i t s  indicate that ef fec t ive  cancellation of random events generated i n  the 
mult ipl ier  phototube and amplifier is feasible  up t o  a frequency of approfi- 
mately twenty kilocycles per second. This l imi ta t ion  i s  imposed by&e semi- 
conductor clamping c i r cu i t s .  

An investigation was i n i t i a t e d  on wide-range logarithmic devices and techniques 
for  possible use Kith reactor  instrumentation. 
ing devices and techniques was started. 

A l i t e r a t u r e  search of ex is t -  
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Buckling of Fuel Elemerits i n  a Fkmion! Array Versus a Uniform Array 

The buckling was measured fo r  one percent enriched 0.925-inch fuel elements posi-  
t ioned i n  a uniform ar ray  i n  a water moderated l a t t i c e .  The spacing between rods 
was 1.26 inches; f o r  this spacing i n  the hexago& l a t t i c e ,  the H20/U volume 
r a t i o  was 0.87; a value of l38O)B was obtained f o r  the buckling. The buckling 
has now been measured f o r  these same fue l  elements i n  4 d i f fe ren t  random arrays 
as might e x i s t  i n  a dissolver. 
ness of the loadings was very large.  
cate the buckling t o  be l a rge r  f o r  the uniform ar ray  at  this HzO/U volume ra t io .  
An er ror  analysis i s  being made t o  determine the limits of uncertainty which 
e x i s t  i n  the measured values. 

!The spread i n  the bucklings due t o  the random- 
Prelimimj analysis  of these data indi-  

The buckling was measured for two di f fe ren t  random dis t r ibu t ions  of 1.66-inch 
O.D., 0.94-inch I.D. f u e l  elements with one percent enrichment. 
volume r a t i o  f o r  these fue l  elements when stacked at  resdom was 1.5. The re-  
s u l t s  of these two measurements indicate  the buckling t o  be about 20 percent 
l e s s  f o r  the fue l  elements i n  the random dfstrfbut ion at the H20/U volume r a t i o  
of 1.5. 
quired and an e r ro r  analysis completed. 

The H20/U 

Before def in i t ive  r e s u l t s  can be given, fur ther  measurements a re  re- 

Determination of 

In  reference t o  the " c r i t i c a l i t y  experiment," previous measurements had indi-  
cated the mRrfmLrm enrichment, f o r  which all mixtures of U? and H20 would have 
a kao < unity, was about 1.03 percent; this value was extrapolated since the 
data indicated the maximum & t o  occur at smaller H/U r a t i o s  than those used 
i n  the experiments. 

of U0-j - H20 and Uranyl Nitrate Mixtures 

I n  order t o  establish the  safe enrichment value more precisely,  additional 
measurements were taken i n  the P C ~  a t  an H/U atomic r a t i o  of 4; the enrichment 
values were 1.00 percent, 1.07 percent and 1.15 percent. 
has not been completed. 

The data analysis  

measurements f o r  enriched uranyl nitrate-water mixtures are plan- % The first 
ned f o r  the 
Chemistry are prepaxing tne compounds f o r  the n i t r a t e  part of the c r i t i c a l i t y  
experiment. 
with enrichments in the range of 1.2 percent t o  3.15 percent. 

atter part of December. 

The first measuremerits WUJ. be taken with U02 (NOZJ)~ e 6 %O 

Members of Development and Corrosion 

Plutonium C r i t i c a l  @ss Fac i l f tv  

The Preliminary R o J e c t  Proposal Revision No. 1 of the C r i t i c a l  Mass Iabora- 
to ry  (Project Mo. CG-731) has received all of the necessary approvals by 
General Elec t r ic  personnel and has been sent t o  the loca l  Commission f o r  their 
consideration. 
for  desi- of a Plutonium C r i t i c a l  Mass Laboratory t c  be located at  W o r d .  

This proposal (m-52948) requests authorization of $175,000 

An additional study of possible hazards associated with the Plutonium C r i t i -  
c a l  Mass f a c i l i t y  has been made. One of the main points of concern has been 
the potent ia l  damage of a shock wave, a r i s ing  from a nuclear burst, t o  the 
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hemispherical reactor  building. 
of this type t o  be very smnlf. 

The analysis  shows the poss ib i l i t y  of any damage 

The meehanian6 of bursts, as reported by a large number of individuals, have 
been studied to  gain a kuow-ledge of the various aplproaches used. A study i s  
now being performed to predict  magdtudes and consequences of bursts i n  the 
fallowing systems: 

1. Open cylinder containing a homogeneous system of f iss ionable  mr3teriaI.s 
and water moderator; 

2. Closed cylinder containing a homogeneous system of f iss ionable  materials 
and water modemtor; 

3. Open cylinder containing an m y  of uranium fuel elements and water 
moderator. 

The results of these calculat ions vill not only serve f o r  the hazards analysis 
of the Plutonium Critical Mass f a c i l i t y ,  but w i U  also serve as a basis f o r  esti- 
mating the hazards of an inadvertent burst  i n  any of HAPO's chemical processing 
f a c u i t i e s .  

nuclear Safety, C r i t i c a l  Mass Consultations 

234-5 B u i l d i n g  N u c l e a r  Safety 

a. A meeting was held with members of cpz) t o  discuss the poss ib i l i t i e s  of a 
c r i t i c a l i t y  incident resu l t ing  from plutonium build-up on the f loo r  of Hood 
9A (Continuous Tssk I - II hood). A study was also made t o  es tab l i sh  mad- 
mum safe plutonium mass limits on the floor of this hood as well as v i s u a l  
(dimension) limits that can be used as a guide t o  determine when operations 
must be shut down and a hood clean-up made before further resumption of hood 
operations. 

Pr in ts  on the building processing hood vacuum system (Project CG-734) were 
reviewed for nuclear safety.  

The construction of the new machining hood fo r  model P i t  6 5  was inspected 
and safe positioning of metal and turnings i n  t h i s  hood established. 

b. 

c .  

Power Fuel Studies 

A meeting was held with a member of CPD (Fac i l i t i e s  Engineering) regarding the 
design of a continuous f luidized bed calciner  for converting UNH solutions 
t o  UO3 Kith the  U-235 enrichment k3.O percent. 
data for  a safe nuclear design. 

A study wil l  be made t o  furnish 

Neutron Age Measurement 

A run on this measurement scheduled f o r  November 5 was not made because the 
neutron source i r r ad ia t ion  was interrupted due t o  a reactor  outage. 
was successfully i r rad ia ted  and a run was made l a t e r  i n  the month. This run 
was a repeat of the f i r s t  preliminary run of the large source i n  water using 

A source 
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improved techniques developed since the first run. 
lated it becane obvious that the Reactor Operations personnel had improperly 
mounted the source i n  i t s  mount. 
tained w i l l  be interpretable  i n  v i e w  of the resu l t ing  incorrect source position- 
ing* 

After the data were accumu- 

It i s  not presently known i f  the data ob- 

Mass Spectrometer f o r  Plutonium Analyses 

The construction of this spectrometer i s  proceeding according t o  schedule i n  the 
Technical shops. 

Aaalog Computing 

Discussions were held with CPD F a c i l i t i e s  Engineering personnel who desire  t o  
obtain a p lo t  of temperature through the w a l l s  of waste tanks f o r  an increase 
of temperature with time Kithin the tanks. 

A new approach t o  the problem of t rans ien ts  i n  a f luidized bed reactor  i s  being 
undertaken. 

REACTOR -T - 4000 HioGRAM 

Doppler Coefficient f o r  U02 

Work i s  continuing on the determination of the e r ro r s  incurred i n  these measure- 
ments. 

HzpR Annular Fuel Measurements 

Measurements of & and f were begun i n  the PCTR on the 3-element Mark 11-A 
PRPR fuel clusters .  
inch l a t t i c e  spacing have been taken, but have not been analyzed. Measure- 
ments should be completed f o r  the @O cooled cases by the first week of next 
month. 

All measurements per t inent  t o  the case with air i n  an 8- 

Theoretical PCTR Study 

The Effect of a Cavitv on Neutron Flux 

The main e f f o r t  has been i n  attempting t o  obtain the  inverse Laplace transform 
of the thermal flux, which will give the slowing down flux. 
has been encountered due t o  the complex form of the thermal flux; this d i f f i cu l ty  
has not yet been resolved, 
equation i s  also being investigated. 

Much d i f f i c u l t y  

The poss ib i l f ty  of a d i r ec t  solution of the age 

The thermal f l u x  expression is  currently being numerically evaluated t o  deter-  
mine the d i s to r t ion  a t  points in the v ic in i ty  of the cavity. 

~ n s  t & n t a t i  on 

The invest igat ion continued on the  use of G-M tubes f o r  gamma detection of the 



B-8 m- 53961 

primary coolant for  slug rupture detection. 
out systems are being compiled. 

Cost estimates of C o ~ ~ i a l  read- 

A report was essent ia l ly  completed outlining the requirements and expected per- 
formance of the HtPR profilometer. 
t o  measure the diameter and warp of fuel elements. 

The profilometer i s  proposed as an instrument 

Pu-239 and Pu-241 Low Energy Fission Cross Sections 

Preliminary measurements of the f iss ion cros8 section of Pu-239 and Pu-241 have 
been made a t  0.0047 ev. relative t o  that at 0.1 ev. 
made wing a l i q d d  nitrogen cooled beryllium f i l t e r  and a mica crystal  t o  ob- 
t a i n  the 0.0047 ev. neutrons. 
foils of Pu-239 and Pu-241 with different isotopic content was used t o  compare 
the f iss ion cross section with the l/v boron cross section. The results which 
have been obtained are 

The measurements were 

A multiple plate ionization chamber containing 

The results fo r  Pu-239 are not i n  agreement with the previously reported value 
0.812 2 1.3 percent for  the r a t io  between 0.005 and 0.1 ev. 
was obtained KJth a LiF monochromator and much l e s s  re l iable  beryllium f i l ter .  
The reason fo r  the discrepancy i s  unlmown and requires further investigation. 
Continued measurements are planned t o  determine the r e l i ab i l i t y  of the prelimi- 
nary ra t ios  reported above. 

This previous value 

Multichannel Formula for  Fission Cross Section Analysis 

The simple one-level resonance formula used for  analysis of neutron cross sec- 
t ions is  known t o  be unsatisfactory for  analysis of f iss ion cross section 
resonances because of interference effects. By using simplifying assumptions, 
several investigators have developed formulas which irclude interference terms 
from the Uigner and Eisenbud general theory. These formulas have m e t  l imited 
success i n  properly f i t t i n g  the observed f iss ion and t o t a l  cross section shapes. 
However, the formulas are  theoretically not completely satisfactory because of 
the unjustified simplifying assumptions. 

An analysis of the W€gner and Eisenbud theory has been made t o  simplify the 
resu l t s  t o  a formulation suitable for  calculation. Preliminary results have 
been obtained which should be correct for the analysis of  the fission and cap- 
ture cross sections where the campound nucleus formed has a few f iss ion chan- 
nels and many gamms decay channels open. The analysis uses the condition t.%% 



where yqdenotes the gamma decay amplitude fo r  the lth gamma channel and the 
Oth reshnance t o  reduce the many gamma channels t o  effectively one chaMel fo r  
calculating purposes, This condition i s  related t o  the degree of f i t  of the 
one-level formula t o  the neutron cross sections of nonfissioning heavy nuclei 
and i s  believed t o  be verified as a good approximation by experimental results.  

?flme -of -Flight Equipment 

A study has been made of the channel width s t ab i l i t y  of the vernier chrono- 
tron since changes i n  channel width can cause errors i n  absolute timing or an 
effective resolution broadening. 
of channel width s t ab i l i t y  was 0.002 m p e c  for  a voltage change of one per- 
cent. 
was found which i s  a more serious limitation. The measured change of channel 
width was 0.015 m p e c  per channel between counting rates  of one and 3600 
counts per minute. 
i n  the loop amplifier tubes dependent on power dissipation. 

The measured power sup.ply voltage coefficient 

A channel vidth ins tab i l i ty  associated with duty cycle (or counting rate)  

This ins tab i l i ty  is presumably caused by dimensional changes 

!Pime-of-FLiizht Measurements 

Several preliminary runs were made on the Van de Graaff on d,d neutrons and Be, d 
neutrons. 
width of the charged part ic le  burst on the target of about s ix  m p e c s  i s  l i m i t -  
ing resolution a t  present and ef for t s  are underway t o  reduce this burst width. 

Prompt gamma bursts and known neutron groups were identified. The 

Subthreshold Fission Messurements 

Analytical Laboratories Operation has electrodeposited a satisfactory Np-237 
f o i l +  Efforts are underway t o  obtain the remainder of the fo i l s ,  

Three Crvstal STtectrometer 

Consultation has been given t o  project engineers on construction and ins ta l la t ion  
specifications. All major components fabricated off-s i te  have now been shipped. 

!EST HEACTOR CZ%RA!PION 

Operation of' the RllR continued routinely durlng the month. 
unscheduled shutdowns; one was due t o  operator error and two were due t o  
electronic failure. 

There were three 

The temperature coefficient measurements on the 7-1/2-inch graphite-natural. 
uranium l a t t i c e s  were completed during the month. 
made on 1.00 percent enrichment 
w i t h  1.00 percent, 1.07 percent, and 1.15 percent core tanks. 
started on the annular U Q  fuel i n  the 8-inch %O l a t t i ce .  

!The gas door seal was replaced with a rectangular gasket eliminating the 
leaks around the gas door. 

Cr i t ica l  mass experiments were 
, 2H20 and 1.15 percent . PI20 buffers 

Measurements were 

One control rod failed when the end weld on the &ng fuel-cadmium tube broke. 
The rod continued t o  operate but l o s t  about 20 percent i n  effectiveness because 
of shif t ing of the fuel pieces. A replacement tube has been built  and addi- 
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t i o n a l  spares are being fabricated.  

An improved quicker method of changing the reactor  core volume s i ze  has been 
designed and the  necessary special  graphite pieces are being prepared. 

Tvo-shift operation continued throughout the month. 

Flux traverses of the TDl and thermal column have been completed. 
are now being analyzed. 

These data 

Thermocou@.es are being in s t a l l ed  i n  the  thermal column. 
heaters are i n  place and e l e c t r i c a l  work preliminary t o  actual  connection of 
the heaters is  being done. 

The resis tance 

There were ttJl0 unscheduled shutdowns during the month due t o  instrument 
failure. 

BIOLOGY Bmb m1Cm - 6000 pR(xzRAM 
BIOPBYSICS RESEAIECH 

Atmospheric Pnysics 

The first of a series of experiments designed t o  measure the d is t r ibu t ion  of 
airborne contaminants released i n  the v i c in i ty  of the 100 Areas as these 
materials move across various portions of the Wabluke Slope was completed. 
A f luorescent pigment t r ace r  material was released a t  the 100-H Area and 
ground l e v e l  concentration samples were collected along a N-S l i n e  approxi- 
mately four miles long and about three miles eas t  of 100-H.  
sampling point was f i v e  miles f r o m  the generation point. 
d i rect ion during this experiment prevented a c lear  delineation of the dis t r ibu-  
tion of concentration. However, it was extremely encouraging t o  f ind that 
s igni f icant  concentration measurements could be obtained at  the r e l a t ive ly  
large distances employed. 
f o r  this work and continued experiments of this type should provide valuable 
information on the d is t r ibu t ion  3f materials emanat,ing from the LOO Areas as 
they cross the Wahluke Slope. 

The most distant 
A shift i n  wind 

Our t r ace r  technique appears t o  be highly feasfble 

Analyses of the airborne concentrations of natural dust pa r t i c l e s  during a 
period of very l i g h t  e n d s  provided excellent data on the "backgrC)Und" of 
such materials under ncn-erosive wind conditions. The observed concentra- 
t ions  within representative pa r t i c l e  s i z e  ranges are shown i n  the following 
table (concentrations i n  par t ic les / f t3)  e 

Size Range Height above Ground ( f t )  
f i  0.7 69 5 40.3 

5-20 130 120 l l 0  

20- 50 17 8 5 

50-200 0 0 0 
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An erosion experiment was complexed on November 19, but no analyses had been 
completed at  monthes end. 

DOSIMETRY 

The large p las t ic  s c in t i l l a to r  was used t o  measure gamma radiation levels  on 
the Columbia River from above the reactor areas t o  below the mouth of the 
Y a k i m a  River. The effluent stream from a reactor could be traced downstream 
till it had diffused throughout the river.  
were easi ly  located. A short t r i p  up the Y a k i m a  River showed that the radia- 
t ion level  dropped very sharply t o  the same value found on the Columbia above 
the reactors. 
along the r iver  with satisfactory results. 
contamination release near 100-B was easi ly  located. 
from a t ruck  t o  survey the s i t e  of a recent contamination release near 200-W. 
Large radioactive par t ic les  along the highways were readily detected. 
Monitoring Operation w i l l  take over the instrument as a par t  of t he i r  regular 
program. 

Patches of high ac t iv i ty  algae 

The sc in t i l l a to r  was used i n  an airplane around plant areas and 
For example, the s i t e  of a year-old 

The sc in t i l l a to r  was used 

Regional 

Three individuals potentially contaminated i n  a recent incident near 200-W 
Area were examined with the Body Monitor counter i n  a shadow-shield arrangement. 
Detection l i m i t  was about 0. l p c e  No contamination was detected. A laboratory 
worker contaminated with Am2 was examined a f t e r  decontamination; no contamina- 
t ion  was found. 

! 

Tlevelopment was completed of a pulse reader fo r  pencils. 
was possible t o  begin t o  investigate the possibi l i ty  of using pencils fo r  back- 
ground dose measurement. 
accuracy. 
was traced t o  the presence of a variable reading of about 0.5 m r  fo r  pencils 
that had received nc dose. This “insertion reading” i s  associated with the 
pencils rather than the reader as evidenced by the fac t  that a f t e r  a f e w  inser- 
t ions within a f e w  minutes of each other, the insertion reading disappears. 
More saturation measurements were taken. A t  an exposure rate of 17 mr/hr, which 
i s  considerably higher than will normally be encountered i n  background work, 
there is no detectable lo s s  i n  charge collected a t  20 vol ts  charging voltage 
and only 1 6  l o s s  a t  10 valts.  
leakage t e s t  at 20 volts charging vostage. 100 pencils were exposed f o r  10 
days in a lead cave where almast all of the radiation should be due t o  cosmic 
rays. Eighty percent of the pencils gave results i n  a Gaussian distribution 
around 9 pr/hr.  This cannot be analyzed into a cosmic ray rate and a leakage 
ra te  because only the free a i r  ra te  i s  known fo r  cosmic rays, 4 p r / h r .  It is  
evident though that the leakage ra te  i s  quite SIBELL. 
pencils read more than the Gaussian distribution would indicate they should, 
but at  worst they read only twfce as much. 

With this device it 

Doses of 5 t o  30 m r  can be measured t o  about 16 
Below 5 m r  there i s  d i f f icu l ty  i n  getting reproducible results. This 

RadiologicaJ- Development Operation made another 

Twenty percent of the 

hucther measurements were made of the heat equilibration time of the V a n  de 
G r a a f f  calorimeter. W i t h  isothermal operation this time was comparable t o  the 
calorimeter time constant so accurate measurements were d i f f i cu l t .  With adia- 
bat ic  operation good and reproducible measurements were possible. 

Calibration of the most sensitive range of the current integrator bu i l t  i n  
March was completed. Currents i n  the range 3 x 10-7 t o  3 x 10-5 ampere can be 
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measured t o  0.05qb accuracy. 

The Van de G r a a f f  accelerator  operated sa t i s f ac to r i ly  during the month. 
256-channel Apalyzer is  being installed i n  the building. 

The 

Samples of plutonium metal and plutonium f luoride were obtained and studied 
in the accelerator  laboratory with the long counter and the  double moderator. 
Bsission and dose rate constants were obtained f o r  use in plant  areas. 
energy o f  the neutrons f r o m  the two sources were approximtely equal and 
approximately equal to the value calculated from the known f i s s ion  spectrum. 
This is  of i n t e r e s t  because the! spectrum f'rom the f luoride has been believed, 
on the  basis of old work reported In the literature, t o  have an average energy 
1/3 that of the f i s s i o n  spectrum. These old measurements could be i n  e r ror  or  
it may be that m a ~ y  of the low-energy neutrons are captured i n  plutonium which 
then f i s s ions  g l ~ n g  neutrons of higher energy. This change i n  average energy 
trill require a change i n  the  ca l ibra t ion  of  BFJ counters used f o r  dose measure- 
ments Kith plutonium; dose rstes w i l l .  be increased by a fac tor  between two and 
three. 

Average 

V a l u e s  of 26.5 and 35.0 ev/fp were obtained for  protons i n  argon and air, res-  
pectively.  These compare closely, about 146, with values for  alpha par t ic les .  

RiSa(UMBJTATlam 

Tha t rans is tor ized  Sc in t i l l a t i on  Alpha Hand Counter has been i n  Building 329 for 
general personnel use f o r  about three weeks. 
recs l ibra t ion  ha8 been necessary during this perrod, and the instrument has 
operated sa t i s f ac to r i ly .  In at  l e a s t  two known cases, alpha contamination has 
been found with this instrument fo r  which the standard four-fold counter would 
not indicate. 

No maintenance work or  even 

Testing continued on the portable gaJnma-energy analyzer containing a pulse- 
height aaalyzer, high-voltage supply, amplifier and count-rate meter. 
sive actual  so ce use t e s t i  

&V. Two more models w3J.l be fabricated. 

Exten- 
is being done with excellent results so f a r  

wlth Cs137, Co fY O, Naa and Ba T 33 giving energies from about 300 Kev to 1.33 

The ca l ibra t ion  of the Redox Stack Effluent Monitor was completed and the 
instrument is operating properly. 
unless It becomes desirable t,o measure tae emission mounts of additional 
radioisotopes. A t  the present time it measye continuously and indicates  
88 a ra t e ly  the amounts of 1131, Ru163, and RuAd being emt ted .  A recent 

emission was determined from a ffxed f i l t e r  sampler t o  be 14.1 curies; 
the continuous stack monitor indicated a total of 13.8 curies  and a lso  indi-  
cated the emission rates during the en t i r e  t i m e ,  

This is expected to be the las t  cal ibrat ion 

Neutron en?rgy response curves were obkained using v a p i c u  types of  moderators 
t o  prov5de response i n f o m t f o n  m fhe nemron dose rate inszrments  used at 
Hanford. 

The cent ra l  
Network has 
completed, 

s t a t ion  eqidpmenf, c i r c ~ d t r y  ae ve1zproer.t; f ~ r  the Radiotelemetermg 
been completed, and :he r i i rxz t ry  jsamngs are approximately 503 
The reaaout devices laa;re beera teste4 to receive data properly, and 

R 
ii 
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the relay circuitry for coding and sequence t i m i n g  is complete. 

The mechanical design was completed on the Dog Counter for the Biology Operation 
and fabrication was started. 

Ehluation tests were started on the prototype scintillation exposure-rate 
meters and on a Victoreen Remote Area Monitoring System. 

WASHINC!I!ON ~SIGNATED PROGRAlS 

The construction of the mass spectrometer for this program is proceeding accord- 
ing to schedule in the Technical Shops. 

CUSTOMER WORK 

Analog Computing 

The computer was inoperative for a 52-hour period this month. 
locate the trouble service was obtained from the Goodyear field service office 
in Los Angeles. While the machine was returned to operation, minor problems 
still exist which w i l l  be corrected on m u r e  service visits. 

After failure to 

The Goodyear's Engineering Section has notified W o r d  that in December new 
fan motors w i l l  be installed on the computer. 
through the machine in order to provide additional cooling. 

!This is to increase the air f l o w  

Weather Forecasting and Meteorology SerrLce 

Type of Forecast Nunber Made $ Reliability 

8-~our Production 
24-Hour General 
special 

90 
60 

154 

85.5 
86.5 
92.2 

The temperature average of 40.4 was near, but slightly above, normal. 
precipitation (0.39 inch) and average wind speed (4.6 mph) were both substan- 
tially below normal. 

Total 

Continuing assistance has been provided the Industrial Hygiene Operation in 
a systematic survey of air pollution in the 300 Area due to emission of oxides 
of nitrogen from the 313 B u i l d i n g  and the 323. Building. Measurements of KLnd 
velocity and estimates of other pertinent meteorological parameters have been 
provided for these swveys and correlations of observed meteorological condi- 
tions and environmental contamination levels have been undertaken. 

The Radiation Monitoring Operation was correctly advised as to the general area 
contaminated by an unusual iodine emission from the Redox Plant on Movember 23. 
This advisory service was provfded from meteorological observations. 

Summaries of atmospheric humidity and temperature measurements were compiled 
for the Power and Mechanical Design Operation, CEO, and the Facilities Engi- 
neering Operation, CPD. 
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Optical Service 

A paper was completed out;liping the requirements and expected performance of 
the PRPR profilameter. 
measure the diameter and warp of PWR fuel elements. 
paper Ku1 be issued as an infonnal report. 

The profilorneter is proposed as an instnrment to 
It is expected that this 

Some modifications were made in the design of the optical alignment system f o r  
the reactor chs;rging machine. 
mechanical interference in the system. 
is being tested in the optical shop. 

!!!he Redox crane periscopes were Inspected after the crane operators complained 
of poor Viewing conditions. 
and on a lens surface proved t o  be the cause of the trouble. 

llbe modifications were necessary to eliminate 
The complete system of optical components 

A thfck coat of greasy dust on one prism surface 

A high temperature furnace employing txo mirrors to focus the heat flux of a 
carbon m c  is being designed at the request of Ceramic Fuels Development. 
a furnace provides pure heat fluxes in a controlled atmosphere or a vacuum which 
can produce temperatures of about 3OOOOC. in a 1/8-inch cube of material. 

Such 

The rouhine optical shop work included the fabrication of 10 glass bearings, 
four glass sample holders, a plastic "Y" fitting f o r  water f l o w  experiments, 
glass p a r t s  f o r  a magnetic balance, a glass  spacer for a mass spectrometer, 
p a r t s  for the reactor charging macue periscope, two glass viewing p a r t s ,  and 
a remote lamp changer for the Underwater Borescopeo Two three-power heads for 
Redox, a variable power microscope and two pairs of binoculars were serviced 
and a v i s u a l  measuring devfce fo r  the technical shops was assembled. 
lead glass windows were polished for the 1-F cubicle at Redox. 

Several 

Manager 
physiss and Instrument Research 

HANFORD LABORATORIES 0€'!3€&TION 
and Development 

PF Gast:mcs 



m-53961 B-15 

CP 

R 0 z 0 a 0 
2 

k 
Q) 

2 
w 
@I 

. 
m 

P 

ln 

cu 
rl 
\ 
rl 
rl 

3 
\D 

Ln 
(u 
\ 
rl 
rl 

Y 

. 
w 
2 

2 . m 



c -1 m-53961 

Chemical Research and Development Operation 

ORGANIZATION AND PERSONNEL 

C. E. Huck, Engineer, transferred from Manufacturing Engineering, FPD, and was 
assigned to Chemical Development. 

J. R. McHenry, Senior Scientist, terminated to accept employment elsewhere. 

RESEARCH AND DiEVELOPMEmT 

FISSIONABU MAmIALS - 2000 PROGRAM 

IRRADIATIOM PROCESSES 

A n a l r w i c a l  Service 

Oxygen and hydrogen analysis was resumed for KAPL-120 loop water. 
mately support a Westinghouse water purification study. 

The data ulti- 

Automatic Ana3yzing Monitor 

Effort continued to improve the performance of the analyzing monitor during tests 
in the 100-F Area. "he testing was handicapped by low, fluctuating line voltage 
and relatively short periods of reactor operation in the area. Low line voltage 
resulted in low sample evaporation rates, poor functioning of relays controlling 
positioners, and, during intervals of minutes duration, inoperability of electronic 
components. Attention is being given to methods f o r  voltage stabilization at the 
optimum 115-V. 

Sources of the beta counter background were studied. 
background was nearly twice that when the reactor was not at f u l l  power. 
additional inches of lead above and below the counter halved the background. The 
proportional beta counter functioned properly during the testing, recording. about 
32,000 c/m per sample (25 m l )  in the total beta channel and about 7000 c/m in the 
P32-Si3l sample after 100 minutes decay. 

During pile operation the 
Four 

The chemical-treatment system of the monitor was revised to avoid a problem of 
line-plugging with free sulfur released in the arsenic reduction step. 
orifice adjustments were necessary. 

Capillary 

Uranium Oxidation - Melting Experiments 
As a result of discussions a t m  and ORZ& it was decided to minimize the number 
of laboratory experiments to avoid duplication of effort. ABL is aiming toward 
a complete theoretical understanding of the oxidation reactions of interest and 
their results should be applicable to the Hanford problem. However, work w i l l  
be continued at the planned level on fission product volatilization. 

Process Assistance 

The waste disposal aspects of cleaning the rear face piping at 105-H with !T!urco 
4306-B were evaluated. Analytical results from the sampling of reactor effluent 
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water and r i v e r  water led to  the conclusion that release of spent cleaning solu- 
t i on  caused no major l l u t l o n  roblem. The s l i g h t l y  higher than normal concen- 

ac t ive  contamination i n  drinking water was potent ia l ly  the most serious of the 
disposal aspects investigated. It was recommended that future  t e s t s  of this 
clesaing method should provide for slow release of the spent solution t o  the r iver .  
Also, since the first test did not provide enough data t o  permit formulating 
routine disposal specif icat ions of the spent solution, it was recommended that 
future tests be supported by disposal evaluation programs. 

Document EU-53372, "Disposal of Decontaminating Agents For Reactor Rear Face 
Piping," by W. 1p. Koop, was issued. 

t r a t ions  of Fe59, Zn 6po , and Hp 239 in the F Area water supply indicated that radio- 

SEF'ARATIoloS PROCESSES 

Purex Flowsheet Studies 

The goal in present Purex flowsheet studies  is the development of a one-cycle 
solvent extract ion flowsheet (HA, IB, HS, 1C) which accomplishes the major pa r t  
of the necessary f i s s i o n  product decontamination and employs an anion exchange 
cycle and a tail-end s t ep  for addi t ionsl  decontamination of the plutonium and 
uranium streams, respectively.  

Studfes undertaken during the m n t h  had as t h e i r  objective the determination of 
the ultimate f i s s i o n  product decontamination possible by exhaustive scrubbing of 
organic uranium streams with n i t r i c  acid solutions by temperature var ia t ion,  and 
i n  the s t r ipping operation. 

Fromthe laboratory results it appears that a gamma r a t i o  of f i v e  t o  ten i n  the 
uranium product from a one-cycle (EA, IB, HS, IC) flowsheet would be a f a i r l y  
optimistic goal in plant  operation unless strongly complexing scrubs can safely 
be employed in  the HS column. Accordingly, studies were i n i t i a t e d  t o  explore 
the f e a s i b i l i t y  of employing a scavenging s tep  with niobium pentoxide t o  remove 
the residual  f i s s ion  product a c t i v i t y  from the uranium stream. 

The residual  f i s s i o n  product a c t i v i t y  i n  the uranium product appears t o  be e f f i -  
c ien t ly  scavenged by prec ip i ta t ion  of niobium pentoxide. 
pentoxide by addition of potassium hexaniobate solution t o  a concentration of - ca. 10-3 
of 3 resul ted i n  a product of gamma r a t i o  0.3. 
however, was very d i f f i c u l t  t o  separate by e i t h e r  f i l t r a t i o n  o r  centrifugation. 

Precipi ta t ion of niobium 

niobium t o  a solvent extract ion uranium product which had a gamma r a t i o  
The niobium pentoxide prec ip i ta te ,  

Sorption on so l id  beds of p a r t i a l l y  dehydrated niobium pentoxide also appears t o  
be ef fec t ive  i n  remnving zirconium-niobium from uranium product solutions.  
synthetic 1CU prepared from 1BU produced i n  Mini operstion was passed t h r o w  a 
s i x  inch deep bed of partially dehydrated niobium pentoxide a t  room temperature 
and at  r a t e s  of 1 t o  3 ml/min, cm2. 
For comparison, decontamination performance is included f o r  a s i l i c a  gel  (28 t o  
200 mesh) bed of similar dimensions employed i n  the same fashion. 

A 

Decontamination performance was as follows. 
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DECONTAKDTATIOIV OF U PROIXJCT ON NbN5 AND Si02 BEDS 

Feed: 4.0 x 103 GSC c/m, ml, 2.3 x lo4 r/m, m l  Zr-Nb, 

1.4 x lo4 z/m/ml Ru-Rh 

Si09 Bed 
Throughput (No, of bed Xb2O5 Bed 

Ru-Rh - Gross Zr-Kb - Volumes) 
- 

Ru-Rh - Zr-Nb - Gro s s 

2 
10 
20 
30 
40 

8.0 140 3.7 2.1 14 1.0 
4.5 40 2.1 
3.3 30 1.5 

2.9 23. 1.3 
3.1 25 1.4 

Metal. Dissolution 

Annular Dissolver. Initial dissolution studies in a pilot-plant-scale annular 
dissolver w e r e  undertaken. 
5 feet tall. 
feet above the bottom of the 3-l/2 inch wide annular slug crib. 
grid three inches above the b o t t o m  of the annulus protects the sparger ring. 
S i x  equally-spaced 1-inch pipe downcomers run from the bottom of the central 
portion to the annular slug crib at the level of the sparger ring. 
condenser tower used is contained in a 6-inch pipe and is 18 feet long. 

"he dissolver vessel is 2-1/2 feet in diameter and is 
The bottom of the central portion of the vessel is elevated 1-1/2 

A slug support 

The downdraft 

S i x  hundred pounds of jacketed 8-inch solid slugs were charged upon a six-hundred 
pound heel produced in other batch and continuous dissolution studies. 
jacketing and dissolution procedure used were based on those used at the -ex 
Plant. 
spection revealed complete jacket removal. 

The de- 

Visual in- No difficulties were encountered during the jacket removal. 

The following table coxupares the cuts made in the annular dissolver with those 
made in the standard 321 Building pilot-plant dissolver under simflsr conditions. 
The times listed are those necessary to reach a 2.1 - M uranium concentration: 

cut cut Time 
Dissolver Rumber Pounds Hours HNO3/U - M Ratio - 
Standard* First 131 6.1 
Standard* Second 146 7.0 
Al3llulsr First 297 5 04 
Annular Second 267 6.1 

* Previously reported (HW-52859 C and m-52808) 

3.14 
2.87 
3953 
3.81 

It is apparent that dissolution rates in the annular dissolver should be adequate. 
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The higher n i t r i c  acid to  uranium r a t io  for the annular dissolver cuts is believed 
to have been caused by some of the reflux acid being entrained with the off-gas. 
The same downdraft condenser was used with both dissolvers, but the annular dis- 
solver cuts were two-fold larger and required twice the air bleed rate (8 vs. 16 
cu.ft./min.). 

Some di f f icu l ty  was experienced with foaming during the second cut. 
necessary t o  maintain the pot temperature some three degrees below boiling t o  
prevent foam-over despite a free board of two fee t .  
countered during the first cut nor during the jacket removal. 

It was 

Bo such d i f f icu l ty  was en- 

Solvent Extraction 

Purex I C  Column. 
Purex I C  Column to provide increased capacity under Phase I1 Flowsheet (Hu-47889) 
conditions were continued. 

Studies directed toward the development of a cartridge for  the 

As reported last mnth, the d i f f icu l t ies  experienced with the nineteen cartridges 
tested t o  date have been that at low capacities (CF = 2) flooding frequencies are 
a t  or above the maximum obtainable with the plant pulse generators, and efficiency 
is poor a t  pulse frequencies w i t h i n  the range of the plant pulse generators. 
circumvent these d i f f icu l t ies ,  modifications of the flowsheet parameters, temper- 
ature and flow ra t io  of aqueous to  organic streams, (A/O), are being tested. 
Present studies are directed toward the possibi l i ty  of operating the I C  Column 
with increased A/O and at ambient temperature a t  low capacities and with A/O and 
temperature at  flowsheet values (1 to 1 and 40’C) a t  higher capacities. 

To 

Five runs were made with a cartridge consisting of groups of four s ta inless  s tee l  
sieve plates  (0.125-inch-diameter holes, 23 per cent f ree  area) alternated with 
single polyethylene sieve plates  (0.1875-inch-diameter holes, 33 per cent f ree  
area). 
ambient temperature, A/O = 1 to  1, and a 0.5-inch-pulse amplitude were: 

Flooding volume velocity a t  60 cyc./min. = 1400 @/hr/sq.ft. 

Flooding frequency a t  670 gal/hr./sq.ft. = 100 f 5 cyc/min. 

Flooding frequency at 1170 gal/hr./sq.ft. = 90 f 5 cyc/min. 

U plates  were on a two-inch spacing. Flooding characterist ics a t  

The minimum A/O a t  ambient temperature t o  give satisfactory efficiency (as deter- 
mined by observation of the color line) when operating a t  80 cyc/miO. and 670 
gal/hr/sq.f%. was found to  be 1 . 3  to 1. 
( ICX = 50 C and ICF o 35 C )  a t  a volume velocity of 1170 gal/hr/sq.ft., a fre-  
quency of 70 cyc/min., and an A/O of 1.2 t o  1 gave an H.T.U. of 1.2 fee t  i n  the 
8-foot-high cartridge. 
appear t o  give adequate strizping. 

When operating with heated streams 

Similar conditions, except that A/O = 1 to  1, did not 

Additional efficiency studies are planned. 

Spiral  Cartridges. 
foo t  high column containing a sp i ra l  baffle w i t h  a three-inch pitch and horizontal 

Capacity t e s t s  were made i n  a three-inch diameter by three- 
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sieve plates .  The system 30 per cent TBF i n  spray base and water was used. The 
results 
General 

1, 

2. 

3. 

4. 

were compared t o  those obtained in  ar?. equivalent sieve-plate car t r idge.  
observations f o r  aqueous continuous operation include: 

Variations in the aqueous t o  organic f l o w  r a t i o  from 0.2 t o  2,O did 
not appreciably change the flooding frequency of either the s p i r a l  o r  
sieve p l a t e  car t r idge a t  volume ve loc i t i e s  between 200 and 800 
gal/hr/sq. f t 0 

A t  a O.&-inch amplitude the s p i r a l  car t r idge flooding frequency was 
about f i v e  cyc/min lower than that of the sieve p l a t e  car t r idge.  A t  
a 1.0-inch amplitude the flooding frequency was 10 cyc/min lower. 

An increase i n  p l a t e  spacing from 2 t o  
flooding frequencies of the s p i r a l  cartridge.  However, s p i r a l  car t r idge 
channeling (gross bypassing of the organic and aqueous phases due t o  
organic “riding” the s p i r a l s )  was evident a t  high capaci t ies  and low 
frequencies with the four-inch spacing. 

inches s l i g h t l y  increased the 

Variation i n  plate-hole s ize  from 0.06 t o  0.19-inch diameter (23 per 
cent free area kept constant)  did not a f f e c t  the flooding frequencies 
of e i t h e r  car t r idge.  
diameter holes were used i n  the s p i r a l  cartridge.  

Some channeling was evident when 0,06-inch- 

Step !bay Contactor. 
t i on  contactor under F”ex 0-Column conditions was continued. 
three t rays  spaced 30 inches apart. 
aqueous downcomer which is  capped with a d i s t r ibu to r  plate containing f ive  1/2- 
inch-diameter holes. The organic d is t r ibu tor ,  located four inches immediately 
below the downcomer, contains nine 1/2-inch-dfameter holes 
face was maintained a t  the top. 

The t e s t ing  of a 16-inch-diameter step-tray solvent extrac- 

Each t r a y  has a 26-inch-long, 4-inch-diameter 
The unit contains 

The controlled in t e r -  

The following table summarizes the flooding tests: 

No. of 1/2-In.-Diam0 Flooding Volume 
Holes i n  the Organic Temp- Velocity, 

Distr ibutor  *c . Gal . /Hr ./Sq .Ft Run No. 

l* 
l* 
4 
5 

7 
7 
9 
9 

22 420 2 90 
45 610 f 90 
18 4350 
52 730 f 30 

* Previously reported (HW-52303 C )  

The foregoing data indicate  that increasing the organic d is t r ibu tor  open area 
has l i t t l e  or no ef fec t  on the  contactor capacity and tha t  the operational stabil- 
i t y  is  sensi t ive t o  the contactor temperature. 

Observations made during runs include: 
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1. 

2. 

A t  a volume veloci ty  of 560 gal./hr./sq.ft., the  organic hold-up under 
each t r a y  decreased from 16 t o  U inches upon ra i s ing  the column 
temperature from 52 t o  60 C. 

The organic hold-up under the  t rays  was sensi t ive t o  the  throughput 
rateo 
inches f o r  a volume veloci ty  increase of 70 ga;l./hr./sq-ft. 

A t  52 C,  the depth of organic under the  t rays  increased by six 

One eff ic iency run was made at 560 gal./hr./sq.ft. a t  60 C .  A uranium DF of 194 
(1.9 f t .  arV) was measured. 
free area nozzle p la tes  operated a t  a comparable temperature and volume velocity 
yielded a 1.5 f t .  ETU. 

A 3- inch-d imter  pulse column with 8.5 per cent 

No fur ther  work is planned a t  the present t i m e .  

Continuous lRQB Calcination 

Ammonia Addition to  W. 
r eac t iv i ty  of U03 produced by the  pot calcination process. 

Three additional runs w e r e  made i n  the miniature calciner t o  further evaluate the 
e f f e c t  of added ammonia on the calcination process. Operating conditions were as 
i n  past  runs; the  feed point temperature w a s  260 C and the discharge temperature 
340 to 350 C. 

Ammonia addition t o  UNH feed has reportedly improved the 

Feed compositions w e r e :  100 per cent UI!lH; 100 per cent u1w containing, on an 
uranium basis,  107 weight per cent ammonia (added as ammonium n i t r a t e ) ;  and 100 
per cent UI?H containing 1.6 per cent ammonia (added as 28 per cent aqueous 
solution) and 200 ppm sulfur added as su l fur ic  acid. 

The most s ignif icant  operational feature of these calcinat ion runs w a s  a much 
greater production of f ines  (enough to plug f i l ters  and hinder operation) when 
ammonia o r  ammonium n i t r a t e  w a s  present but sulfur was absent o r  a t  a low leve l  
(200 ppm). 
sulfur content (2000 ppm) present, few f ines  were produced and no operational 
d i f f i cu l ty  w a s  experienced. Products of these runs have not yet  been characterized. 

With both amnronia and sulfur absent o r  with both ammonia and a higher 

In order t o  show up possible differences in the thermal decomposition behavior of 
UlOH ascribable t o  ammonia addition, samples from the continuous runs were con- 
verted t o  w a y 1  n i t r a t e  dihydrate under vacuum and subjected t o  thermogravimetric 
analysis. 
indication that uranyl n i t r a t e  containing no additives might decompose i n  two 
steps.  
used i r respect ive of feed composition. 

No marked differences w e r e  observed although them was a very s l igh t  

The gross rates of deni t ra t ion were quite similar under the conditions 

The 321 Building 16-inch-diameter by 8-foot-long continuous calciner  was operated 
with ammonia addition t o  the feed t o  produce two test  l o t s  of U03 f o r  evaluation 
a t  the K-25 Plant. The program consisted of two runs which differed only by the 
sulfur content of the feed; ( a )  no sulfur and (b )  250 parts sulfur per million 
par t s  uranium. 
re la t ive  to uranium), feed point temperatures o f  290 C,  and ag i t a to r  speed of 75 
rpm were maintained throughout both runs. 

The ammonia content of the 100 per cent UNEI feed (2.4 wt.  per cent 
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Anhydrous ammonia was added to the 60 per cent URH w i t h  greater than 98 per cent 
absorption being achieved. 
100 per c e n t m  showed a 10 per cent loss of ammonia to have occurred during the 
concentration. 

However, analyses before and after concentration to 

Areliminary observations include: 

1. 

2. 

3-  

4. 

5. 

6. 

7. 

The capacity of the concentrator was reduced by 25-30 per cent during 
this run. 
was due to the ammonia o r  malfunctioning of the equipment. 

However, it has not been definitely established whether this 

Severe "cake" buildup of a chalk-like consistency on the agitator, feed 
points, and shell, with resultant poor heat transfer, was evidenced 
during operation with no sulfur i n  the feed, 

The U03 production rate was reduced markedly to a maximum of 75 lb/hr 
as compared to a normsl rate of 250 lb/hr for this calciner. 

A constant operating bed level could not be maintained except by period- 
ically opening and closing the powder discharge valve. 

The U03 product was lf&t yellow in color and was appreciably finer than 
the spheroid material previously produced. 

The addition of 250 ppn sUur  t o  the feed had essentially no effect on 
cake build-up, capacity, or bed level control. 

Revised shaft seals incorporating a grease s e a l  performed satisfactorily. 

Agitator Assemblies - 224 UA Building. Hinged-arm agitator assemblies, designed 
to reduce the failure incidence of agitators in the continuous calciners, 224-UA 
Building, have been installed on H &a K cell calciners and have accumulated a 
total of about four weeks ruplllpg ' time. A successful demonstration of the shear- 
pin safety feature of the hinged-ann agitator assembly (ref ., dwgs. SK-2-43236 and 
SK-2-43238) occurred when the No. 1 feedpoint in H cell calciner dropped into tk 
powder bed shortly after startup. 
arm or blade damage occurred. 
resulted when such incidents occurred in the past. 

Shearpins on five hubs were sheared, but no 
Extensive danrage to the agitator arms usually 

Mechanical Shaft-Seal Wear R i n g s .  
amlied 'OY Liade Air Products Co.) and a Rokide coating (aluminum oxide by Norton 

Both a "Flame-plated" coating (tungsten carbide 

Ab&ives-Co.) on two 18-8 stainless steel w e a r  rings were worn away af'tcr less 
than 400 hours of dry-running against a m y  hsrdened type 440-C stainless steel 
ring. Performance of the base material (304 sst), however, was surprisingly good, 
although wear rates (after coating disappearance) were a8 high as 500  micro- 
inches/hr . 
Stellite and other materials will be investigated in an effort to find a long- 
life wearing combination which could be used in a mechanical shaft s e a l  for the 
continuous calciners, 224-UA Building, 
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234-5 Processes 

Porous Carbon O f f - G a s  F i l t e r .  
II off-gas f i l ter .  
2-1/8 inches I.D. by 6-inches-long with a porosity of 60 microns. 
was deposited by d r a w i n g  dispersed UF4 in dry, heated air  through the uni t  a t  a 
flow rate of 8 cu.ft./min. 
cake could be accomplished by the following methods: 

Testing was completed on the prototype 234-5 Task 

A powder cake 
Tho fi l ter  element was of porous carbon 4.5 inches O.D. by 

It was demoastrsted that the removal of the powder 

1. Sudden vacuum reversal a t  a vacuum of 3 inches of water and an air 
flaw rate of 4 cu.ft./min. 

G r a d u a l  vacuum reversal at a vacuum of 20 inches of water and an a i r  
flow rate of 4 cu.ft./min., e i ther  with or without. 

2. 

3. Sudden vacuum reversal at a vacuum710 inches of mercury and no 
air  f l o w  i n i t i a l ly .  

The pressure drop across the f i l t e r  was 40 inches of water i n i t i a l l y  and 60-70 
inches of water a f t e r  the cake was deposited. 
are summarized below: 

The run conditions and resul ts  

Method Differential  Pressure Estimated 
of cake 
Removal. 

1 

3 

D P? % 
70 50 
60 51  
51 45 
60 40 

C a k e  Removal, 
Per cent 

90 
75 

295 
795 

Notes: - (a)  AP before removal of cake. 
(b) AP af ter  removal of cake. 
( c )  Continuation of preceding t e s t  with vibration. 

In every case the cake removsl was characterized by the bulk of the powder dropping 
t o  the bottom of the pot. 

Powder Handling Problems - 234-5 Building. 
powder handling problems connected w i t h  the operation of continuous Task I and 
11, 234-5 Building, took three directions: 

A program to  assist CPD with certain 

1. Laboratory tests of a one-inch-diameter rotary feeder valve (SK-2-6554) 
feeding cornstarch aad heated (150 C )  t a lc ,  both with and without 
pressure drops across the valve. Results show that (a) valve discharge 
ra te  is  ent i re ly  dependent on the magnitude of  hopper vibration, (b)  
vibrator location on the hopper i s  not c r i t i ca l ,  ( c )  hopper vibration 
pr ior  t o  valve operation is undesirable, and ( d )  pressure drops across 
the valve in excess of two inches o f  water prevent complete powder 
discharge through the valve. 

DEE 
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2. Recommendatioc and prccurement cf Telelm spiral-convoluted bellows 
(Resistoflex Corporation, Roselssd, New J e r s e y )  f o r  vibrat ion 
i so l a to r s  i n  the system. 

3. Defir i t ion of powder and system p a r a e t e r s  which a f f e c t  the design 
of powder handling syztems. 

Process Control Developmenr; 

Assistance t o  Purex Plutonium R e s i n  C o l m  Cor,f,rols. 
windows of the  XCP gamma abscjrptometer has been reduced from l / b i n e h  t o  1/8-inch 
and the aluminum back up p la tes  remcved i n  order to increase the output signal 
from the ionization chamber. The source holder and ionization chamber are now 
i n s t a l l ed  i n  the -ex plant i n s t m e n t .  An approximate cal ibrat ion curve f o r  
the  plant  instrument was estaklished i n  the laboratcry using uranium solutions 
and a siruulaC,ed sample celle F i n d  cal ibrat ion data w f l l  be obtained by correla- 
t i n g  the r2sults of laboratory analyses of p r o ~ ? s s  stream samples w i t h  monitor 
results. Laboratorj s tudies  with radio c ~ s i u m  solutions indicate  t h a t  the ex- 
pected gamma a c t i v i t y  of the process solutions will contribuze about 1 per cent 
t o  the  ion current at. 50 grams plutonium per l i t e r .  

The thickness of the viewing 

The resin l e v e l  indicator has operated sa t i s f ac to r i ly  fn n i t r i c  acid solutions 
w i t h  concentrations varyfcg from 1 tc 5 molar. Preliminary laboratory tests in- 
dica-h that conductivity measuremeiitP 4,n the  6 Cclumu may be made i n  d i r ec t  con- 
t a c t  w i t h  the  resin.  If th i s  proves t o  be true ir the plant column, an improved 
response time w i l l  be achieved. 

Ni t r ic  acid has deter iorated the rubber i r su la t ion  on the wiring t o  some of the 
instruments. 
polyvinyl-chloride f i l m  f o r  protection 11z fu ture  use. 

The wiring on twa i n e t m e n t s  was replaced and covered w i t h  

Assistance t o  Project CG 686. 
tors being in s t a l l ed  a t  Redax, was t e s t ed  i n  the 300 Area p r io r  to delivery t o  

The eleckronic equipmenk for  the  six gamma moni- 

the  plant.  Only minor changes were necessary, primarily to adjust  f o r  correct  
inst.rument loading. The electronic  equipment is  now being in s t a l l ed  i n  the Redox 
Plant. Chemical Development has supplied F a c i l i t i e s  Engineering with a "check 
off list" t o  determine the operabi l i ty  of the instruments before release from 
construction forces. Chemical Development personnel w i l l  assist i n  t h i s  check 
out procedure and with toe cal5brat ior  of the fnstruments. 

The remote indicating flowmeters for these gamma monitors were modified and they 
are now operable with cable lengths up t o  340 feet. 
c i r c u i t  modifications and changing the f l o a t  t o  a 400 series stainless steel. 

The changes included minor 

The prototypical in canyon degasser system being tes ted  f o r  possible use on the 
F-1 sampler a t  Redox i s  performing sa t i s f ac to r i ly  w i t h  UlVH solutions a t  specif ic  
grav i t ies  up t o  1.6. 
added t o  the  system t o  evaluate whether o r  nct "freezing" ( F . P . 4 5  C) w i l l  
occur a t  some point i n  the system. 

Solutions simulating the IAFS composition are now being 
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Density Determination i n  the  F'urex HA Column. 
Thydxometer) is being fabricated and w L l l  be t e s t ed  f o r  possible use a t  the feed 
point on the new Purex HA Column to determine the organic density (uranium con- 
centrat ion) .  The remote indicating hydrometer system w i l l  be tes ted  i n  a glass 
columrr in the  321 Building. 

A Fisher and Porter rotameter c o i l  (d i f f e ren t i a l  transformer) having a normal 
t r ave l  of 2-1/2-inches will be used with a Foxboro Dynalog recorder. 
tests indicate  that cy l indr ica l  f l o a t  (20 gauge steel) 2-3/4-inch-dimeter by 
16-inch i n  length w i l l  have a maximum t r ave l  of 1-3/4-inch in solutions of 
specif ic  gravi ty  ranging f r o m  0.89 t o  1.000 feet. 
sensi t ive range of the rotameter c o i l  being tested.  

A f l o a t  type density detector 

Laboratory 

'phis corresponds t o  the most 

Magnetic Flowmeter Tes t .  
operate i n  the 0-2 GPM range. 
cent. 
meter of l i t t l e  value. 
100 per cent UIiH solution. 

me 0-10 G R 4  Foxboro magnetic flowmeter was modified t o  
In this range the meter has a precision of 21 per 

A t  flow rates less than this the electronic  c i r c u i t r y  is unstable and the 
Tht flowmeter is  now being i n s t a l l ed  i n  a test loop using 

H Probe Development. A probe-type pH un i t  using Poly F-B-A electrode sea ls  has 
&rated a t  temperatures ranging from 80 t o  100 C f o r  three weeks. No apparent 
damage to seals o r  electrodes has been detected up to the present t i m e  i n  the 
carbonate test solution (pH-10). 

Special Ge?lop;ical Studies 

The footage or ig ina l ly  proposed in the  fixed price  portion of the CA-700 Project 
was completed by the Hatch DrUing Company during November. 
the project  completion date t o  late January is now indicated to  permit d r i l l i n g  
of the addi t ional  wells and footage authorized. 
t h e i r  portion of the CA-700 Project during November. 
the 216-Bc s i t e  has begun as part of Project CG-764. 

An extension of 

me Geological Survey completed 
Deepening o f -  the #5 well a t  

Observation Wells 

No s igni f icant  changes in the  pat tern of radioactive contamination i n  t he  ground 
water beneath waste disposal sites was observed. 
adjacent t o  the U6-S 1 and 2 cr ibs  (former D - l  and D-2 disposal s i t e )  continued 
to indicate the presence of t races  of Sr9O. 
strontium concentration is gradually decreasing. 
approximate the Mpc f o r  drinking water. 
t o  contain detectable SrgO or Cs137. 

Ground water samples from a well 

There is some evidence tha t  the 
Average reported concentrations 

No other  ground water samples were found 

The flow of waste water t o  swamps and caverns i n  the 200 West Area has reduced 
from about 6.5 millions of gallons per day t o  about 5.5 millions of gallons per 
day within the past  six months. 
water mound has subsided about 2 f e e t  since June, 1957, and now is at a maximum 
elevation of about 474 f e e t  above mean sea leve l .  The 200 E a s t  Area waste water 
f l o w  and ground water mound elevation displayed no s ignif icant  change. 

Consequently the peak of the 200 West ground 



Preliminary attempts to study the movement of" underground mter by tritium dating 
have produced anomalous results that discourage the ultimate success of the technique. 
Ten surface water samples were found to possess a hydrogen-to-tritium ratio ranging 
from 3.3 x 1017 to 8.3 x 1017. Two ground water samples collected from wells whose 
locations promised significantly aged water (such as from Wahlulre slope) were found 
to have hydrogen-to-tritium ratios of 2 .3  x 1G6 and 1.1 x ld -6 ,  respectively, 
Additional samples will need to be studied to attempt an explanation of these re- 
sults. 

Disposal to Ground 

Samples of two batches of in-farm scavenged waste were tested by standard labor+ 
tory techniques. 
sulting in a recommendation that the waste be discharged to a specific retention 
ditch. 

One of these samples displayed a rapid Cs breakthrough, re- 

The results of the tests with the second sample are not yet available. 

Further research to evaluate crib life of existing Purex and Redox cribs is being 
started. 
Initial tests w i l l  be made with Redox D-2 wastes, Purex tank condensates, and 
Purex process condensate wastes. These tests will be performed with stmdard 
40 cm x 1.0 cm s o i l  columns with an effort being made to duplicate field conditions 
of teqperature and flow rate. An effort was made to determine the effect of the 
limestone bed on the mixture of process condensates disposed to the A-5 crib. 
The inability to sample a l l  streams concurrently leaves the effect of this bed 
somewhat in doubt, but there is no evidence of large concentration changes across 
the limestone bed. The l o w  initial concentrations of radiostrontium in these 
wastes does not permit a realistic appraisal of the ability of such a bed to 
remove strontium from the wastes. 

This study w F l l  emphasize multiple cclumn tests to evaluate each site. 

The equilibrium (Ustribution constant of 1131 between 0.1 M NaHSO 
Hanford so i l s  was determined to be about 3.5. 
ate the use of 113 as a tracer for water movement in laboratory znodels. 
culty is encountered with sublimation of elemental iodine in these samples and 
this makes the use of 1131 as a tracer uncertain. 

solutions and 

Diffi- 
These dats were ob 2 ained to evalu- 

Work is in progress designed to study the influence of soil column variables on 
the breakthrough of radioisotopes in solutions. The s o i l  used for these tests 
is a surface material of uniform texture obtained from the 200 East Area. The 
so i l  was found to rexwve by some non-equilibrium reaction a certain fraction of 
the radiostrontium used. It was found that this material was acid extractable 
but was not leached by ordinary water or sodium nitrate solutions. 
of the s o i l  with acid largely prevented the reaction, It is believed that the 
reaction involves the calcite-phosphate removal of' strontium previously discovered. 
A nominal phosphate content would be expected in this surface so i l ,  although the 
solutions used in the test are phosphate-free. 

Three column tests were performed in the study of the effect of temperature on 
breakthrough. 
radiostrontium indicated a consistently more rapid breekthrough at higher temper- 
atures. 
receiving waste at the lower temperature had 134 per cent of the capacity of a 
crib receiving the s8me waste at the higher temperature. 

Pretreatment 

Preliminary results with magnesium-saturated soil columns vs. 

Data from tests conducted at 36 C and 58 C demonstrated that a crib 

.. , 
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It is believed that the increased rate of breakthrough at higher temperatures re- 
presents the difference in the change of binding energies of Mg and Sr ions with 
temperature chasge. 
different for  calcium-saturated so i l s .  
test this theory of the temperature influence. 

In this event the temperature effect would be somewhat 
Laboratory experiments are planned to 

Depth samples were routinely collected from a well about 2500 feet southwest of 
the abandoned BY cribs in 200 East Area. These cribs received high-salt, scavenged 
wastes. 
displayed a gradually increasing concentration of radioactive material, while no 
concentration change w a s  observed in saarples from the surface of the water table. 
A tenfold concentration increase has occurred at the 30-foot depth within the 
past year. 
solutions disposed to the ground and to examine the influence of geologic bedding 
on their movement. 

Water samples collected from t h e  30-foot depth be low the water table have 

This study is intended to establish the movement of high-density 

ThC three batches of in-farm supernates (23, 24, and 25) scavenged this month 
contained Co6O below the recommended test disposal limit of 4 x 10-4 uc/cc. How- 
ever, since all three batches demonstrated poor cesium adsorption in soil column 
tests, they were discharged to the U6-w: specific retention trenches. The last 
five batches of scavenged wastes have demonstrated poor cesium adsorption charac- 
teristics which at first were thought to be due to higher than normal salt con- 
centrations; however, the twenty-fifth batch had a salt content slightly below 
normal which indicates that other factors may be responsible for the poor cesium 
removal, 

Analyses of ground water samples obtained f r o m  wells at the a 6 - x  scavenged 
waste cribs have shown no evidence that wastes discharged to this site have entered 
the regional ground water table .  To preclude the possibility that wastes may be 
by-passing these wells, depth samples w i l l  be obtained from wells located south- 
east and southwest of the disposal site. 
ing of the BC-5 well was received, and approval to incur expenses to provide the 
four new Co6O test wells is expected within thirty days. 

Authorization of funds to allow deepen- 

A survey of inactive cribsites in 200 West Area indicates that several sites may 
be made available to receive wastes f r o m  active plants if the remaining capacity 
of a crib for  a particular waste can be determined. 
sites should result in appreciable savings in new crib construction. 
tion, if the necessary routings w e r e  provided at this time, continued normal 
operation of the plants would be insured and construction of cribs on an emergency 
basis avoided. In l i n e  with this survey, arrangements were made with Process 
Development Operation to evaluate the  U6-S-6  crib as a receiver f o r  Redox pro- 
cess condensate in the event that the existing U6-s-7 crib becomes exhausted. 

Utilization of these crib- 
In addi- 

Gelling of Wastes - Field Work 
Observation of the aluminosilicate gel in the  test disposal pit east of the 300 
Area revealed no significant changes in either moisture content or gel-bed depth. 
The moisture content gradient vsrics from 80 per cent (wet basis) at the surface 
of the gel to 73 per cent at the bottom and the present volume of gel is about 
60 per cent of the initial volume. 



c-13 Ed- 5 3961 

It was decided to postpone any further f i e l d  testing of the gelling process ~111- 
til it can be established that the process has definite advantage over the present 
HAP0 waste disposal practices. Funds originally scheduled for this work will be 
used for  laboratory experimentation. 
in the gel flowsheet in order to iqrove radioisotope retention, adiabatic heat- 
ing experiments designed to simulate self-sintering, and drying of the gel using 
conventional process equipment. 

Some investigations proposed a r e  changes 

TRAmsuRllloNM AND FISSION PRODUCT RECOVERY 

Neptunium Recovery 

In previously reported experiments, gassing and column plugging was observed 
when a boiled down plant 2IW solution was reduced with ferrous sulfamate, 
subjected to a Savannah River type heat-kill, and passed through a Dowex-1 anion 
exchange column. 
feeds which were believed to contain all the major components of the plant 
solution. 
this difficulty. 
with feed clarification will eliminate the trouble. Thus, boiled down plant 2DW 
(actually a portion of the same material formerly used) was heated a few minutes 
longer than the previously employed 30 minutes (until all visible bubbling stop- 
ped) and then passed through a Dawex-1 column. 
column plugging. Essentially qantitative neptunium absorption was obtuined when 
the solution was passed through the column immediately after cooling to room 
temperature, and over 80 per cent was absorbed when the solution stood i n  con- 
tact with air for two hours prior to feeding to the column. 

No trouble was experienced, on the other hsnd, with synthetic 

Additional experiments have now been done i n  an attempt to overcome 
The results indlcate that a somewhat longer heat-kill coupled 

There was no gas formation or 

The boiled-down 2DW, which had stood f o r  about t w o  months since concentration, 
was observed to consist of two "phases," a clear supernate and a partially settled 
cloudy portion. 
hazy colored solution was subjected to the same heat-kill, bubble formation con- 
tinued for longer than expected, and column gassing was severe. Centrifugation 
of the feed removed the suspended solids, and column behavior was then normal. 
It thus appears that feed clarification followed by ferrous sulfamate reduction 
and a proper heat-kill eliminates all gassing and a9fords a practical plant pro- 
cess. If the gelatinous precipitate is due to TBP ( o r  solvent) degradation pro- 
ducts, a steam spurge prior to concentration may eliminate the need for centri- 
fugation 

The above runs were IIIB~C with the clear supernate. When the 

Vanadate oxidation was reported last month to oxidize neptunium to the extractable 
plus six oxidation state, thus insuring recovery from Purex type solutions. 
Further, ucperiments have shown that vanadate does not interfere with plutonium 
extraction. Corrosion in the waste concentrators my, however, be very severe. 
Thus 0-1 M sodium vanedate caused a 24 fold increase in the corrosion rate of 
stainless-steel in boiling 6 M nitric acid. Unless this enhanced corrosion can 
be overcome by reducing the v&adium prior to acid recovery, the use of vanadate 
oxidation appears to be ruled out. 

Results of the neptunium sampling 
CPD on 1Eu and 2TxF, indicate that 
reach the Purex uranium product. 

Ti9  - - ? ? I t  L " W J  i i 

program, combined uith analytical results from 
about half of t h e  feed neptunium continues to 
The amount reaching the 2D column fluctuates 
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from 10 to  100 per cent of feed, and no correlat ion with flowsheet o r  plant oper- 
a t ion is apparent. An in te res t ing  development during November w a s  the appearance 
of appreciable quant i t ies  of neptunium i n  the  lBP stream. On Hovember 5 t h i s  ex- 
ceeded that i n  2DF by a fac tor  of two. 

Cesium Recovery and Waste Weatment 

A report, Hw-53617, "Flowsheet No. 2 - Cesium Isolat ion and Packaging," w a s  
issued. 
slurry of cesium zinc ferrocyanide into a dry cesium chloride product. 

This report defined the hydrolysis process f o r  converting an aqueous 

The preparation of scope drawings was s t a r t ed  on the cesium iso la t ion  and pack- 
aging f a c i l i t y .  
diagram as w e l l  as those de t a i l s  which show the general equipment arrangement. 
It w i l l  a lso  define the instrument and e l e c t r i c a l  c i r cu i t ry  and the  piping and 
valves required to  couple t h i s  f a c i l i t y  into production plant services. 

This draf t ing includes the preparation of a process flow-' 

A sampling program was established recently to determine the composition of Purex 
plant 1 W W  solution and the var ia t ion of t h i s  composition w i t h  time and operating 
practice.  
treatment since the  plant solution is  known t o  differ considerably from nominal 
flowsheet concentrations. Results have now been received on s i x  samples of 1WW 
taken from the Purex plant during late August and ear ly  September, 1957. 
served concentrations of iron, aluminum, and sodium w e r e  much la rger  and more 
variable than expected. 
respectively, and averaged 0.5,<0.23, and 1.6 molar. 
from 5.8 t o  8.5 molar. Sulfate w a s  f a i r l y  constant a t  about one molar. Calcu- 
la t ions  based on chromium and nickel analyses indicated t h a t  as much as 0.44 M 
iron could have been contributed by concentrator tube bundle corrosion. This- 
points up the des i r ab i l i t y  of going t o  titanium stem coi l s .  
and sodium values probably result from incomplete removal of coating wastes pr ior  
t o  uranium dissolution. 

This information is v i t a l  t o  f i s s ion  product recovery and t o  waste 

The ob- 

Maximum concentrations were 0.8, 0.45, and 3 molar, 
Acid concentrations ranged 

The high aluminum 

Cerium Recovery 

Work was reported last month on the  recovery of cerium from 1WW by precipi ta t ion 
as the iodate after oxidation with persulfate.  
chloride, and neodymium were i n  par t  responsible f o r  the favorable cerium carry- 
ing. Further work has shown that s i lve r  and chloride have l i t t l e ,  if any, e f fec t .  
It was also found that the iodate could be l e f t  out without affecting cerium 
recovery. 
1WW was simply neutralized t o  about pH 0 and heated with 0.13 M persulfate.  Re-  
coveries increased t o  about 90 per cent when the slurries were-allowed t o  digest  
over night pr ior  t o  centrifugation. The ident i ty  and composition of the preci- 
p i t a t e  is unknown; however, t he  results are reproducible and are  being used as 
the basis f o r  design of a flowsheet which w i l l  receive f u l l  l eve l  tes t ing .  

It was thought t h a t  s i lver ,  

Thus the cerium precipi ta ted averaged about 80 per cent when synthetic 

Other experiments established optimum conditions f o r  cer ic  iodate precipi ta t ion 
but showed that  flowsheet concentrations of iron, uranium, o r  su l fa te  would 
seriously in te r fe re  w i t h  application t o  1WW. 
valuable, however, fo r  cerium re-purification. Further experiments also showed 

Iodate  precipi ta t ion may well be 
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that lead iodate is not a satisfactory scavenger for cerium from 1 W W .  
with this reagent were very erratic and non-reproducible. The use of the ortho- 
phosphates, pyro-phosphates, meta-phosphates, or of phytic acid wss also unpromising. 

Recoveries 

~~rypton-85 Recovery 

The report on krypton-85 recovery was issued. 
recovery method involving the scrubbing of dissolver off-gases with liquid ni- 
trogen and collection of the rare gases on silica gel at low temperature are 
described. 

The process and equipment for the 

Further work was being done to establish the economics of the process. 

Iodine Chemistry 

Information is desired on the effectiveness of mercury(I1) complexing of iodine 
for possible application i n  the Purex caustic scrubber back-up facility. 
nitric acid is the aqueous phase of interest. 
could be conveniently simulated by a carbon tetrachloride solution of iodine, 
that this could then be contacted with aqueous solutions containing nitricoacid 
and mercuric nitrate, and the change in iodine distribution coefficient (E,) used 
as a measure of mercury complexing. 
little effect, and it was subsequently found that mercuric iodide itself was 
soluble in carbon tetrachloride. 
applicable, and preparations are being made to mre closely simulate the plant 
situation by passing sn iodine containing gas stream through nitric acid solutions. 

Dilute 
It was thought that the gas phase 

In practice, mercury concentration had very 

m e  planned method of attack is therefore not 

REPROCESSIXG OF ROI9PRODUCTI~ REACTOR FUELS 

Survey Study 

The number and complexity, both in design and composition, of the fuel elements 
from power and propulsion reactors w i l l  require unusual process flexibility if 
this reprocessing program is to be conducted most economically. 
20 process alternstes which could be used at HAP0 was begun. 
an investigation of equipment requirements and existing plant utilization. Such 
factors as mechanical versus chemical treatments for jacket removal, capacity 
rangeability, timing, construction and operating econowLcs, and integration with 
the plutonium recycle program were being studied. The alternatives include pro- 
posals for minlanrm dissolution facilities with transfer of solution to Redox f o r  
complete decontamination as well as methods involving complete processing at one 
plant without dependence on Redox. 

A study of about 
This study covers 

Stainless Steel Clad Fuel Dissolution. 
for the 321 Building -ex pilot-plant installation has been completed and orders 

The design of the major equipment pieces 

have been placed fo r  the required titanium. The unit, as designed, should prove 
capable of dissolving approximately 200 pounds of stainless steel clad fuel per 
day (1/10 to 1/20 plant scale). 
dissolution with dilute aqua regia followed by a chloride removal step involving 
incremental addition (and boil-off ) of concentrated nitric acid. 

The system has been designed assuming batch 

The installation consists of four maJor process vessels: 
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1. 

2. 

3. 

4. 

A dual-purpose titanium dissolver which also serves as the boil-down 
vessel during the chloride removal operation. 

A dual-purpose titanium condenser used during dissolution as a down- 
draft uni t  for n i t r i c  acid economy. 
operations, it is used as a to t a J  condenser with the condensate routed 
t o  the acid receiver.  

During the chloride removal 

A t i t a n i u m  acid receiver used t o  co l l ec t  the  n i t r i c  acid and hydro- 
chlor ic  acid condensed during the boil-down operation. 

A mild steel caustic scrubber which scrubs out e i ther  un-recovered 
oxides of nitrogen during dissolution,.or chlorine dufing boil-down. 
Although designed primarily fo r  chloride removal using the  n i t r i c  
acid boil-down technique, the system could be used with simple modi- 
f i ca t ions  to evaluate the use of other oxidizing agents (e .g., ozone, 
air  sparging) for chloride removd. 

Removal of Chloride from -ex Dissolver Solution 

By Solvent Extraction. 
from desired consti tuents of Darex Process dissolver solution is being studied 
as an a l te rna t ive  t o  azrotropic n i t r i c  acid vapor stripping. 
batch contacts of  simulated Darex dissolver solutions with TBP-diluent solutions 

The use of solvent extraction for separation of chloride 

Single and multiple 

show the 

1. 

2. 

3. 

4. 

following : 

The chloride d is t r ibu t ion  r a t i o  (E:) between 30 per cent TBP-Shell E-2342 
and Darex dissolver solutions 3.5 M in t o t a l  hydrogen ion is essent ia l ly  
constaat at about 0.08. - M U and 0.36 M stainless steel (304) dissolution products. 
from 1 .5  t o  3T3 M i n  HHO 

Simulated-Darex solutions used contained 0.95 
They ranged 

and from 0.19 t o  1.9 - M i n  HC1 in combinations 
giving constant zo ta l  ac ? d i t y  about 3.5 - M. 
Chloride d is t r ibu t ion  r a t io s  were not s ignif icant ly  affected by extrac- 
t ion  a t  60 C (vs. room temperature) o r  change in  diluent (Atlantic 
Odorless, Amsco 125-90W, Sol t rol ,  Ultrasene). 

Successive extractions readi ly  removed 799.9 per cent of the uranium 
from any of the Darex solutions. 
markedly after the first extraction contact and remained essent ia l ly  
constant through succeeding contacts. 

Chloride dis t r ibut ion r a t io s  decreased 

About 99 per cent of the extracted chloride i s  removed from the orgaaic 
phase by f ive  successive scrub contacts with 1/5-volue portions of  
3 M HETO -16 g/l UNH. 

depending on the i n i t i a l  Darex solution used. 

Residual chloride concentrations in the organic 
ph&e a a ter f ive  such scrub contacts ranged from 0.049 t o  0.0124 g / l  

Chloride remaining i n  the scrubbed organic phase i s  essent ia l ly  quanti- 
t a t i ve ly  removed by s t r ipping w i t h  0.01 HNO3. The re la t ive ly  poor 

r \ -  

-1 t 
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scrubbing and complete s t r ipping of chloride indicate a need f o r  improved 
chloride scrubbing t o  produce a f i n a l  aqueous uranium product solution 
containing a l o w  chloride concentration. 

By Direct Boil-Off of HC1 and/or C l p .  
solution by d i r ec t  boil-off ( t o t a l  condensation of vapors) is  a l so  under study 
as an a l te rna te  t o  azrotropic d i s t i l l a t i o n .  

Removal of chlorine from %rex dissolver 

The synthetic dissolver solutian 
used contained 1.92 HC1, 1.0 M EN0 , 1.0 M UKE, 0.27 E Pe(NO3)3, 0.08 5 Cr(NO3)3, 
and 0.036 M, Ni(NO3)2. The soluxion with 6 d  without concentration) was boiled 
a t  a boil-up r a t e  of 2.5-3.5 ml/min. 
constant volume of the  bottoms. Chloride removal as a function of boil-off volume 
f o r  a series of m s  i n  which a i r  sparging and added oxidants were t r i e d  t o  hasten 
chloride removal is shown i n  the  following tabulation. 

Make up n i t r i c  acid was added t o  maintain 

Concentration Factor 4 4 5.3 4 1 1 1 
Boiling Point 130 C 131 C 157 130 lo7 107 107 
A i r  Sparge No No I V ~  ~ e s ( 3 )  Yes Yes Yes 
Make-up €IN03 M 15.7 15.7 15.7 15.7 4.0 
Oxidsnt - - - 

Chloride Concentration, 
g/l i n  bottoms o a. 31.2 14.5 29.8 33.5 68 68 
a f t e r  indicated 250 ml. 7.25 3.11 13. 52 52 
boil-Off V O ~ W  500 mL. - 1.2 6 U  22 
following 750 ml - 0.05 0.25 0.6 6.8 8.6 
i n i t i a l  1000 ml - 0.06 0.34 2.8 3.8 
concentration(2) 1250 m l  - 0.005 1- 3 1.8 

0.58 0.11 
0.88 0.16 

Notes: (1) I n i t i a l  solution contained l / 3  as much chloride as i n  other runs. 
Corrected t o  i n i t i a l  solution volume i n  a l l  cases. 
Sparge rate - f i n e  solution volumes per  minute. 
Contained 1.9 ut. $ 03 in  air. 
Runs 1, 2, 3, and 4 i n i t i a l l y  1 1. o f  solution. 
and 7 i n i t i a l l y  250 m l  of solution. 
Concentration varied from an i n i t i a l  0.1 - M t o  a f i n a l  0.5 E. 

R u n s  5, 6, 

A i r  sparging and sparging with an air-03 mixture showed l i t t l e  improvement over 
boi l ing alone. Ammonium persulfate increases the chlorine removal markedly but 
the sulfate formed i s  not desirable f o r  further processing the bottoms in the 
Redox plant.  Data so far obtained'indicate tbt the chloride removal a t  constant 
boil-off rate is  approxFmately f irst  order w i t h  respect t o  chloride concentration. 
Chlorine half- l ives  w e r e  about o n e - w f  hour for the  runs at high n i t r i c  acid con- 
centration and about one hour fo r  those a t  low n i t r i c  acid concentration. Further 
procedure modifications and other oxidants are under study. 

_ .  
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Zirflex Process 

The des i r ab i l i t y  of adding amwnium n i t r a t e  t o  the ammonium f luoride &jacketing 
solution in order t o  insure simultaneous dissolut ion of both the zirconium and 
the tin i n  Zircaloy-2 was pointed out last month. Recent work indicates another 
benef ic ia l  e f f e c t  is obtained with mixed ammonium n i t r a t e  - armnonium f luoride 
solutions,  viz., subs tan t ia l  reduction in the quantity of hydrogen evolved during 
dissolut ion of Zircaloy-2. 

Experiments were p e r f o m d  in which the  gases evolved during dissolution Of 
Zircaloy-2 In boil ing mixtures of ammonium n i t r a t e  and ammonium f luoride were 
passed through an updraft condenser, then through a t r a p  containing hydrochloric 
acid,  and were f i n a l l y  col lected over water i n  a gas buret.  
i n  these experFments may be summarized as fol lows.  

The r e su l t s  obtained 

6.0 - 
6.0 0.25 
6.0 0.33 
6.0 0.50 
6.0 0.50 
6.0 1.0 

N Z r  i n  F ina l  
Solution 

- Moles G a s  Collected 
per Mole Z r  Dissolved 

0.87 

0.86 
0.95 
0.94 

0.84 

0.86 

2.2 

0.5 
0.1 

0 .a 

0.07 
0.05 

Since the gas col lected in the water-f i l led buret may contain other water-insoluble 
gases in addition t o  hydrogen, the above data give only upper limits f o r  the quan- 
t i t y  of hydrogen evolved during the  dissolut ion of the Zircaloy-2. 
taken during the course of the  experiment employing 1 

end of the experiment was predominantly ammonia but contained detectable amounts 
of hydrogen, nitrogen, n i t r i c  oxide and ni t rous oxide. The gas collected down- 
s%ream from the hydrochloric acid t r a p  contained about 25 per cent nitrogen and 
75 per cent hydrogen. 

Grab samples 
NH@O 6 M NE@' were 

analyzed by mass spectrographic techniques. The gas leaving t ;I' e coGdenser a t  the 

Addition of ammonium n i t r a t e  t o  the ammnium f luoride apparently expedites the 
dissolution of Zircaloy-2. 
Zircaloy-2 coupon required only 60 minutes i n  boi l ing 6 M NHl+F, 1 NH4N03 satur- 
ated with U (IV) but required 150 minutes i n  boi l ing 6 M-NH4F saturated w i t h  U (IV) 
This is t o  be expected since the addition of n i t r a t e  io; w i l l  solubi l ize  the t i n  
and prevent the formation of the insoluble uranium-tin deposit which was observed 
in  e a r l i e r  experiments with Zircaloy-2 clad uranium metal and which inhibi ted the 
dissolut ion of the Zircaloy-2 a t  l o w  f luoride t o  zirconium ra t io s .  

For example, dissolut ion of ten grams off  a 13 gram 

Some a t ten t ion  has a l so  been given t o  a t tack of core materials by mixtures of 
ammnium f luoride and ammonium n i t r a t e .  Uranium m e t a l  wafers were exposed to  
boi l ing 6 M NH4F, 1 M  NH4NO3 f o r  5.5 hours i n  a s t a in l e s s  s t e e l  vessel. 
of the hot-solution were removed at  in te rva ls  and analyzed f o r  uranium. 
cooling t o  room temperature the samples were again analyzed f o r  uranium. U r a n i u m  
concentrations i n  both the hot and cold solutions were somewhat lower i n  the 
experiment employing 6 - M NH@, 1 - M 1W4NO3 than i n  a p a r a l l e l  experiment employing 
6 - M NH@' aloneo 

Samples 
After 
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The amount of uranium which reacted t o  yield an insoluble f luoride salt  w a s  
greater  by a factor  of about two i n  the experiment employing n i t r a t e  ion, however. 
(=. 14 per cent conversion i n  6 M - XIQP', 1 M - NH4NO3 versus 5. 7 per cent con- 
version i n  6 IpHL;F). 

The f luoride residues obtained i n  these pa ra l l e l  experiments were washed w i t h  
water p r io r  to  air-drying. 
the case of the  residue f o m d  i n  the 6 M IpHqF, 1 M IwqI'?O 
w i t h  73 mg U i n  the case of the residue Formed i n  a ,M &. 
Rough estimates were obtained of the so lub i l i t y  of uranium (VI) i n  ammonium 
f luoride solution by mixing uranyl n i t r a t e  and ammonium f luoride solutions, pre- 
c ip i t a t ing  uranium and then adding water dropwise with s t i r r i n g  u n t i l  a c l ea r  
solution was obtained. Values found ranged from 0.4 g / l  U a t  5.7 and 3.3 M 
NH4F t o  107  g / l  U i n  1.4 M IJH4F, and 4.3 g/ l  U i n  0.9 
indicate that uranium (VI7 is less soluble than uranium ( I V )  a t  high f luoride 
(above ca. 2 M NH4F) but i s  more soluble thaa uranium (IV) at lower f luoride.  
Thus i t s h o u l x  be possible t o  hold uranium losses  t o  the jacket solution a t  low 
l eve l s  by dissolving to  excess f luoride even i f  oxidation t o  uranium (VI) does 

A t o t a l  of U.2 mg U were l o s t  t o  the wash water i n  
solution, as compared 

NHhF. These resulz 

occur. 

The a t tack  of i r rad ia ted  uranium metal by ammonium fluoride solution was studied 
in an experiment i n  which a rectangular coupon of irradiated uranium was exposed 
t o  boi l ing 6 M I ' Q F  f o r  seven hours. A t t a c k  of uranium occurred a t  a rate of ca. 
0.1 g/hr., cm2 which, i n  view of uncertaint ies  i n  the surface area of the i r r a r  
diated uranium sample, is i n  fair agreement w i t h  the value o f  E. 
cm2 observed f o r  unirradiated uranium i n  boiling 6 - M NH4F'. 

0.05 g/hr. 

Dissolution of Type 304 L Stainless  S tee l  i n  Sulfuric Acid 

The use of d i lu t e  sulf?ric acid t o  se lec t ive ly  dissolve stainless steel cladding 
from power reactor  fue l s  is being studied as a possible alternate t o  the Darex 
process. 

Studies completed during the  month investigated the e f f ec t  of sulfur ic  acid con- 
centration and temperature on the  r a t e  of dissolution of type 304 L stainless 
steel. Samples used f o r  these studies, which were performed in glass  equipment, 
were one-inch lengths of 0.25 inch diameter rod. 
i n  boiling su l fur ic  acid solutions of  i n i t i a l  concentrations 2, 4, 6 ,  and 8 M 
H$O4, and i n  3 M and 6 M H@O !L'hG 

Dissolution rates were measured 

a t  temperatures of 21, 43, 60, and 75 C .  
r e su l t s  obtained-are correlate  k by the following expression 

where R is the average rate of dissolution (mils/-) during the in te rva l  required 
f o r  penetration to a depth of 20 mils,  M is  the initial molarity of sulfur ic  
acid,  t i s  the temperature i n  degrees centigrade, and t b  is  the boiling point Of 
the  solution i n  degrees centigrade. 

Since Carpenter-20 would be a probable choice 
studies were a l so  performed wi th  Carpenter-20 

fo r  a dissolver f o r  t h i s  operation, 
equipment t o  determine i f  the same 
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passivation e f f e c t  would 
type 347 s t a i d e s s  steel 
d i f f i c u l t  t o  initiate in 
reaction occurred unless 

be noted with 304 L as was observed i n  KAPI, s tudies  with 
(cf .  KAPL-933). It was found that the reaction w a s  more 
Carpenter-20 than i n  glass. With boi l ing 2 H2S04 no 
the 304 L s-le had been previously etched. With 

4 M H@O4 the  reaction could be i n i t i a t e d  by introducing the  stainless s t e e l  
s e l e  into t he  boiling solut ion but not if the sample were introduced in to  the 
cold solut ion and the solution then raised to the boiling point. 
had been exposed to water at  300 C for four days reacted spontaneously with 
4 
ra i sed  t o  the boi l ing point.  
simply by ra i s ing  the temperature t o  ;a. 95 C. Once i n i t i a t e d  the dissolution 
react ion in the boiling solutions p rezded  a t  a rate approximately 30 per cent 
f a s t e r  than had been observed i n  gJass equipment. 

A sample which 

H$O4 when the -le was introduced in to  the cold solution and the solution 
With 6 M H s 0 4  the reaction could be i n i t i a t e d  

In tegra l  dissolut ions a t  reflux temperature were made t o  determine the  e f f ec t  
of dissolved staidless steel components on the r a t e  of dissolution. Instantan- 
eous rates were p lo t ted  against  the concentration of dissolved s t a in l e s s  steel, 
and concentrations which would reduce the rate to zero estimated by extrapolation. 
These concentrations are tabulated i n  the accompanying table ,  along with concen- 
t r a t ions  which correspond t o  dissolution r a t e s  of 3 mils/hr. 

g/ l  Stainless  S tee l  Corresponding to  
Dissolutions Rates of 

HE4504 
( I n i t i d )  3 mils/hr 

57 
96 
106 
115 
124 

"Zero" 

61 
100 
110 
120 
130 

From these data It appears t h a t  best  u t i l i z a t i o n  of su l fur ic  acid is obtained 
with 3 - M H S O 4 ,  with a f i f t y  per cent excess of acid being required. 

Emission Spectroscopy 

A study was made of the f e a s i b i l i t y  of  using a d i r ec t  reading spectrometer f o r  
quali ty control i n  the Fuels Preparation Department laboratory. 
that a d i r ec t  reading spectrometer of the type marketed by the Applied Research 
Laboratories, h o r n  as the "t&aatometer," could readi ly  assume the present routine 
spectrographic analysis  load of the laboratory.  This load is about 100 deter- 
minations per day. The labor saved by using the more rapid d i r ec t  reading method 
was estimated at  about $12,000 per year, which permits an instrumental payback 
period of about four years. A Purther benefi t  of d i r ec t  spectrometry i s  a sig- 
n i f ican t ly  higher ana ly t ica l  precision. A report  discussing the conclusions is 
being issued. 

It was concluded 



C - 2 1  Hw- 53961 

Mass Spectrometer 

Isotopic analyses of the plutonium samples 
ments were performed, The isotopic r a t io s  

from the first three Chalk 
were used t o  calculate  the 

River s h i p  
spec if i c  

a c t i v i t y  of- the plutonium, thereby permitting intercom-parisons of plutonium con- 
centration i n  dissolver solution by alpha counting with chemical analysis r e su l t s  
by the Chemical Processing Department personnel. 
was obtained. 
Chalk River plutonium is about twice that of Hanford plutonium. 

Very sa t i s fac tory  agreement 
I; w a s  noted that the  p~utonium-238 and plutonium-240 r a t i o  f o r  

An instruct ion arid maintenance manual f o r  the surface ionization mass spectrometer 
was issued. 

Controlled Potent ia l  Coiilometry 

Plutonium i n  fu l l - leve l  dissolver solution was successfully titrated by con- 
t ro l l ed  potent ia l  coulometry by the  method previously discussed. The accuracy 
of the results obtained to date is a t  least within ten per cent, and there is no 
evidence of s ignif icant  interference from f i ss ion  products. However, a more de- 
t a i l e d  study i s  needed. 
and an iron correction may be necessary if the  amount of iron impurity is very 
high re la t ive  t o  the plutonium content. 

n i t r i t e  m u s t  be removed (by sulfamate o r  its equivalent) 

Studies of the high precision macro t i t r a t i o n  of plutonium by controlled poten t ia l  
coulometry were continued. A stock plutonium solution was t i t r a t e d  by three anal- 
ys t s  with a precision of a t  least * 0.1 per cent (95 per cent confidence leve l ) ,  
and with no evidence of b ias  between operators. 
within the normally expected range caused no e r rors .  
made f o r  each new batch of c i t r a t e  buffer. It was found t h a t  an iron correction 
must be applied, since the haLf-wave potent ia ls  of plutonium and iron i n  the sys- 
t e m  a re  close together (0.185 and 0.092 volts ,  respectively, against  a saturate 
calomel electrode).  

Variations i n  acid concentration 
A new blank run must be 

Analytical Services 

Neutron act ivat ion analysis is being provided. 
form act ive isotopes which can be measured. 
quact i ta t ive f o r  sol ids  and l iquids .  

Constituents to  be analyzed must 
Results are quantitative t o  semi- 

G 8 S  results are qualitat&Ve. 

Accurate Cs-137 measurements can be made i n  the presence of Cs-134. 
channel gamms energy analyzer is used. 
t ions have about a 2 per cent error. 
The technique immediately helps t o  determine fuel burnup. 

A two- 
For 1000 W / T  material Cs-134 correc- 

The error is higher f o r  high exposure. 

The analyt ical  procedure has been shortened f o r  Sr-90 occurring i n  s o i l  column 
eff luent  and Purex waste. Removing ruthenium by d i s t i l l i n g  was a bottleneck. 
Now, suitable decontamination comes from carbonate-nitrate precipi ta t ions and 
iron-cerium scavenging. 
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Flame photometry was used f o r  measurdng magnesium (an oxygen scavenger) in UOg - 
B i  a l loys .  
extract ion 

Nickel-zirconium-beryllium al loys (from Hunter-Douglas Aluminum Corporation) were 
assayed. Nickel was determined by weighing the glyoxime and zirconium, the phos- 
phate. 
orcinol complex. 

Uranium interference was overcome by i n i t i a l l y  removing it by solvent 

Beryllium was measured f r o m t h  515 mu in t ens i ty  of the p-nitm-phenylazo- 

pumps 
Pogo St ick  Pump No. 3 - Transfer Pump . 
(blow-by) af'ter 3500 hours of operation pumping water at 5 GPM. 
was indented by impact with the seat along one side. 
the plunger prevented square seating of the extension face and caused the leak- 
age. 
uni t  w a s  placed on test again. 

The pump developed excessive a i r  leakage 
The plunger face 

A s l igh t  burn on the end af 

A Teflon disc has been f i t t e d  over the end of the extension face and the 

Deepwell Turbine Pump Conical Deflector Liquid S e d .  
def lector  seal fo r  deepwell turbine pumps has been completed. 
def lector  below the l i qu id  t h r o t t l e  bushing reduces leakage past the t h r o t t l e  
bushing by a fac tor  of 3 t o  1000. 
on the  physical condition of the l i qu id  t h r o t t l e  bushing and pumping conditions. 
A report ,  HW-53530, wil l  be Issued a t  aa ear ly  date. 

Evaluation of the conical 
Use of a conical 

The amount of leakage reduction is  dependent 

Valves 

A p l a s t i c  solenoid valve with a tantslum seat has been placed on test. 
appears to  sea t  securely and when closed w i l l  prevent flow a t  pressures up t o  
125 psig. 
than 35 psig. Operation through 43,200 cycles has been smooth. 

The valve 

On the other hand the valve w i l l  not open against  pressures greater  

HAP0 Plug Valve. 
Design and Development (Dcig. H-2-3253) has given e r r a t i c  operation during the 
last  300 hours of operation. 
rotary device) was found t o  be badly worn under the b a l l  bearing end and the  
chrome-plated screw was p i t t e d  and scored. 
cause of  f a i l u r e  of the O-ring sed. and also of the "Quad-ring" sea l  on the 
piston. 
valve portion. 
plug was scored and worn. 
a second sheet w&s found on the  plug. 
peeled from the valve parts. 
Operation involved approximately 98,000 cycles pr ior  t o  f a i l u r e  

A modification of the valve or ig ina l ly  designed by Process 

On disassembly, the actuator (a reciprocating 

Leakage of a i r  became evident be- 

In addition t o  failure of the operator, defects were found i n  the 
The O-ring seal around the .s tem w a s  worn severely and the valve 

A sheet of d i r t  was b u i l t  up on the Teflon l i n e r  and 
These sheets were tenacious and could be 

Further t e s t ing  is  not contemplated a t  t h i s  t i m e .  

Corrosion Studies 

Pertinent t o  Zi r f lex  Process. Er ra t ic  r e su l t s  have been obtained in  short-time 
(48 t o  100 hours) exposures of 304-L s t a in l e s s  s t e e l  t o  simulated Z i r f l e  
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decladdirg soluticns under heat transfer conditions (bulk metal temperatures of 
125 tc llc5 C, glass equipment). 
four mils/mc. with occasional pitting. Further tests in stainless steel equip- 
ment,, bcth heat *rarisfer and capsule, are in progress. 

Corrosion rates varied from less than one to 

Sensitized, intergranularly corroded 304-L coupons (previously exposed to boiling 
65 weight per cent ElVO3) exhibited corrosion rates of 4 0.1 mil/m. when exposed 
to boii icg 6 M - NH4F or 0.95 

Titanium corrcdes rapidly in ammonium fluoride solutions. 
markedly reduced in the presence of small amounts of sodium ion. 
appears t c  be due to the formation of a protective film of Na2TiF6. 
attack at corners and sharp edges occurs even in the presence of sodium ion. 

(Iwq)$rF6-0.3 E NH@. 

However, the attack is 
The inhibition 

Localized 

Preliminary experiments show Haynes 25 has satisfactory corrosion resistance under 
Zirflex decladding conditions. To simulate core dissolution conditions, HgLynes 
25 coupons were exposed to boiling (1) 12 M HmO3, (2) 10 Hm03 - 0.3 M UNH, and 
(3) 6 
fou r ,  TWC, an6 one %l/mo., respectively, with no increase i n  rate with time ob- 
served. 
rinse between) for 24 hour periods to boiling 4 M mF' and 12 
12 g Hm03, about four mils/m. with no preferential attack. 

Perticent to Flwex Process. 
lated Flurex catholyte (0 ,2  M UOg2, 1.0 M HF, 0.05 M l"H@) at 145 C in a sealed 
aass capsule, corroded at acout two mils7m. 
rate was about four mils/mo. 

m03 - 1.0 M UNH. Corrosion rates-after 420 hours of exposure-were about 

In other tests, Haynes 25 has been exposed alternately (with only a water 
HNO Eight 

cycles have been completed. Corrosion in 4 M @ has been negligi 2 le and, in 

Haynes 25, when exposed (for 144 hours) to simu- 

With 5 . 2  - M HffO3 also present the 

Pertinent to Sulfex Process. Carpenter 20 was exposed to 6 M H S O 4 ,  with and 
withcut varying amounts of dissolved stainless steel and phogphate, in sealed 
glass capsules at 125 and 145 C . Erratic and high (seven to 120 mils/mo= ) 
corrosion rates were observed at 145 C while surprisinqly low rates (one to two 
mils/mo.) were obtained at 125 C. 
phosphate had no appreciable effect on the rates. 
pheric Fressure boiling) corrosion rates for Carpenter 20 in 6 
80 mils/mo. 
stainless steel ( 5 6  g/l.). 

The presence of dissolved stainless steel and 
In Huey type tests (atmos- 

HSO4 were about 
These were reduced to about two mils/mo. in the presence of dissolved 

Haynes 25 fails rapidly in boiling 6 - M HgO4. 
Plant Assiatmce. In connection with investigation of the use of titanium for 
connector nczzles, samples of hard-faced titanium have been submitted for corro- 
sion testing. Preliminary data 
indicate t he  hard-facing may accelerate corrosion in HNO . 
cracks were observed around numbers (apparently made wit2 a Vibra-tool) placed 
on the hard-facing of one of the samples. 

These are being subject to Huey type testing. 
Stress corrosion 

Cast Carpenter 20 circulators in the slug pickling tank, Fuels Preparation Oper- 
ation, have shown poor service-life (60-90 days). 
"03 (containing some Vrw) at about 60 C. Failures have been characterized by 
extensive cracking in the region where the shaft sleeve and the body of the 
circulater meet.. 

They are used in 60 per cent 

Preliminary investigation indicates failure is due to a 
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combination of stress and corrosion. 
heat-treated and modification of the design would reduce the problem. 

Use of 304 o r  304-L s ta in less  steel properly 

Materials of Construction 

Flex tests of Hercules Powder Company's "Hi-Fax" polyethylene ( a  high density, 
l inear  polyethylene) indicate that the radiation tolerance of t h i s  material. is 
e@ t o  that of Super Dylan o r  Marlex 50. 

CA 9R cement, a product of Charles Engelhard, Inc., was s t a t i c  emersion tested 
a t  room temperature. It w i l l  llpt to lera te  carbon te t rachlor ide o r  n i t r i c  acid. 

IiEw PROCESSES 

Anion Exchange Process 

The chemical s t a b i l i t y  of Dowex-1, X-4 (50 to  100 mesh) in 7.2 molar n i t r i c  acid 
has been studied under conditions approximating those which w i l l  ex i s t  i n  the 
Purex ins ta l la t ion .  
flow rate corresponding to a hold-up of 10 t o  15  minutes in the res in  bed, over 
a column of res in  fo r  three weeks a t  60 C followed by two weeks a t  50 C and a 
week at  25 C .  
a t  60 C but showed no further change in volume during the subsequent f ive  weeks. 
The r e s in  was then loaded w i t h  plutonium out of 7.2 molar n i t r i c  acid a t  50 C .  
Although the resin shrinkage i n  t h i s  s tep  was a b u t  twice that  normally experienced 
w i t h  fresh resin,  the pressure drop in the loading s tep  was no greater than 
usually seen w i t h  fresh resin.  

In  t h i s  experiment 7.2 molar n i t r i c  acid was passed, a t  a 

The res in  bed expanded by about ten per cent during the f i rs t  week 

Elution behavior was normal except f o r  the increased expansion re f lec t ing  the 
greater shrinksge obsened i n  the loading step. 
plutonium was only about 20 per cent l e s s  than f o r  new resins .  

Capacity of the res in  f o r  

From these findings it is expected that under normal conditions i n  the Purex in- 
s t a l l a t ion  alpha radiation from plutonium w i l l  be a greater fac tor  i n  determining 
res in  l i f e  than w i l l  chemical damage. 

It has also been observed that when Dowex-1 is  l o a d  w i t h  plutonium and allowed 
t o  remain i n  contact w i t h  7.2 molar n i t r i c  acid at  60 C f o r  prolonged periods of 
t i m e  (12 hours) o r  a t  higher temperatures f o r  shorter periods, B L ~  organic material 
prec ip i ta tes  out of the f irst  f rac t ion  of the d i lu te  n i t r i c  acid eluate .  I n  a 
continuous contactor it is expected that any of  t h i s  material which forms w i l l  
be mainly i n  the s l i p  water stream. In order t o  estimate the behavior of  this 
material. i n  the plutonium product concentrator, a 500 m l  sample of plutonium 
product (48 4/l Pu) recovered from a column which had been held a t  60 C f o r  pro- 
longed periods was decanted leaving a 90 m l  precipitate-containing fract ion.  
This f rac t ion  was made two molar i n  n i t r i c  acid and then evaporated a t  the boil-  
ing point u n t i l  a constant boi l ing mixture resulted (ca.  four hours). 
s tan t  boil ing solution contained 250 g/1 Pu. 
material converted t o  a viscous organic l i qu id  which f loated on top of the aqueous 
solution. 
a t ion  after an ac id i ty  of about e ight  molar n i t r i c  acid had been reached. In view 

The con- 
During =is evaporation the organic 

This material appeared t o  be completely destroyed on continued evapor- 
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of the  f a c t  t ha t  the concentration of t h i s  organic material i n  the Purex pluton- 
ium product w i l l  be much lower than was used i n  t h i s  experiment, l i t t l e  d i f f i -  
cul ty  is expected from t h i s  material i n  the product concentration step.  

It is of  i n t e re s t  t o  note that when Dowex-1 and Dowex-21 IC were employed i n  
ident ica l  lcsding, digestion (20 hours a t  60 C ) ,  and elut ion cycles, only about 
one-half as much of th i s  organic material was formed with Dowex-21 K as w a s  
formed wi th  Dowex-1. The Dowex-21 H used i n  these studies is apparently not 
uniform, however. 
t h i s  resin w i t h  0.35 M EN03 at elevated temperature. The remaining f ive  per 
cent is retained at  hTgh concentration in some 5 t o  1 5  per cent of the res in  
beads. 

Only about 95 per cent of the plutonium can be eluted from 

The radiat ion s t a b i l i t y  of Dowex-21 K (50 t o  100 mesh) has also been studied, 
with the a i m  of determining its s u i t a b i l i t y  f o r  recovering plutonium from Furex 
1WW. Four s q l e s  of t h i s  res in  were immersed in synthetic 1WW of composition 
7.0 5 €NO3, 0.05 M Fe2 (S04)3, 0.38 M NaJVO3, 0.06 M N a 9 O 4 ,  0.01 M UMH, 0.05 M 
H3PO4 and were i e a d i a t e d  at  r om te-qrature i n  acobalt-60 sour: t o  levels- 

t o  the extent t ha t  the beads became s o f t  and packed so so l id ly  as to effect ively 
plug the column during the loading cycle 
i n  the res in  sample irradiated to 3 x 108 R, however, and t h i s  res in  exhibited a 
plutonium capacity of 52 g Pu/l r e s in  as compared with a capacity of 2. 120 g Pu/l 
f o r  the fresh resins.  On the basis of these s tudies  Dowex-21 K appears somewhat 
in fer ior  t o  Amberlite IRA-401, which i n  e a r l i e r  studies showed a loss of on ly  
about 27 per cent i n  plutonium capacity on i r rad ia t ion  t o  3.5 x 108 R. The Amber- 
l i t e  res in  used i n  the esrlier s tudies  was a coarser res in  (20 t o  50 mesh versus 
50 t o  100 mesh for the Dowex-21 K), however, and this may account f o r  the some- 
what greater radiation s t a b i l i t y  which it exhibited. Further, the Amberlite 
IRA-401 res in  had an i n i t i a l  capacity of on ly  60 g Pu/l or  about one-half that 
c.f Dowex-21 K i n i t i a l l y .  

of 1.0, 1.8, 3.0, and 4.0 x 10 8 R. The resin i r rad ia ted  t o  4 x 1 0% R w a s  damaged 

Ho serious physical damage was noted 

Flurex Process Development 

"he t ransfer  rate of n i t r a t e  ion from the feed compartment of a Flurex ce l l  
across a P e m t i t  3142 cation membrane t o  the catholyte compartment was studied 
as a f u c t i o n  of feed compartment operating variables.  
r a t e  was approximately 1.6 x 10-3 gm/amp.min. and w a s  independent of uranium con- 
centration i n  the range 0.25 t o  1.0 M and of membrane current density i n  the 
range 0.5 t o  1.0 amp/in.2 These rat& a re  a factor  of about six higher than 
preliminary num3ers previously reported. The reasan f o r  t h i s  discrepancy is 
not cer ta inly known but is believed due t o  refinements i n  techniques of deter- 
mining n i t r a t e  ion i n  catholyte solutions. 

Further studies of current efficiency f o r  uranium transport  (across the cation 
membrane) as a function of feed ac id i ty  have been made. I n  a c e l l  operated a t  
30 C w i t h  feed compartment UNH concentration 1.3 - 1.6 M, and membrane current 
density 0 0 5  amp/in.2, transport  of uranium decreased &early from 0.069 t o  0.062 
g.U/amp.min. as feed ac id i ty  increased from -0.03 t o  0.15 M Hm03. 
correspond t o  95 per cent current efficiency a t  -0.3 - M EN03 and t o  85 per cent 

At 25-30 C, the t ransfer  

These values 
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a t  0.15 M BHO3 based on 119 as the equivalent w e i g h t  of transported uranium. 
creasing-the c e l l  temperature to  60 C results in a slight increase in current 
efficiency and also increases the vater transported through the cation membrane 
from - ca. 2.2 g/g U observed at 30 C t o  3.2 g/g U. 

Experiments designed t o  determine average equivalent w e i g h t  of uranium trans- 
ported through the cat ion exchange membrane produced values ranging from 150 t o  
178 depending on feed compartment pH. Thus calculation of current efficiency 
based on 119 as the equivalent w e i g h t  of uranium transported may be misleading 
depending on the meaning attached t o  the result. 

In- 

Direct current measurement of membrane resistances under expected process condi- 
t ions  were made fo r  comparison with data previously reported which were obtained 
with A.C. conductivity equipment. The A X .  data are va l id  f o r  all anion membranes 
studied and f o r  Permutit 342 cation membranes i n  UllH solutions from 0.5 t o  2.0 M - 
and f o r  NalfFlm 1 cat ion membrane i n  0.5 M W H .  The d i r ec t  current resistances 
f o r  Nalfilm 1 membrane in 2.0 M UEia and Iznics  CR-61 cation membrane i n  both 0.5 
and 2.0 M UKH were many fo ld  higher than measured w i t h  the  A X .  equipment and 
r e f l e c t  The peculiar behavior of these membranes i n  use 8s reported previously. 

Anodic corrosion rates, i n  0.1 M m4RO3 containing 0.0003 M HF and excess NH3 t o  
give p H 2  (simulated anolyte) ,were measured f o r  sixteen Gterials. Cast iron, 
312 and 309-L stainless steels, Carpenter 20, and aluninum corroded a t  rates i n  
the range 400 t o  700 %/amp hr. 
w e i g h t  a t  about 290 %/amp hr .  
and gold corroded a t  rates i n  the range 4.5 t o  20 mg/axrp hr.  
tory materials were 304-L and 347 stainless steels which corroded a t  r a t e s  of 2.9 
and 1.8 mg/arnp hr., respectively. 
platinum on a w e i g h t  basis, they aze competitive on a cost  basis and further 
study of these materials is i n  progress. 
l y  (< 2 m g / q  hr . )  but a high-resistance coating formed on them rapidly. 

Carbon (bat tery grade) sloughed off badly losing 
Hastelloy C,  Duriron, 316-L stainless steel, nickel, 

The most sa t i s fac-  

Although these rates are much higher than f o r  

Zircaloy 3 and t a n t a l u m  corroded slow- 

Alternate Uranium Products 

A survey was begun on fluid-bed processes under development at  other s i t e s  that 
produce UF4 and 
Flurex which p a r t i a l l y  converts UF4 t o  " 6  w i t h  air o r  oxygen instead of cost ly  
elemental f luorine.  
t i a l  o f  such process combinations a t  HAPO. 

s t a r t i ng  w i t h  UNH o r  UO3. Included i n  these processes is 

The objective of the study i s  t o  explore the economic poten- 

Another study of such processes is concerned w i t h  determining the i r  potent ia l  i n  
combination w i t h  a one-cycle solvent extract ion process fo r  uranium decontamina- 
t ion.  
decontamination with direct production of UF6. 

I n  such a combination, the f luorinat ion s tep  would be used f o r  f i n a l  

Surface Chemistq 

Micronitized t a l c  has been found t o  be an excellent scavenger f o r  organic material 
from aqueous solutions as evidenced by i t s  e f f ec t  on l iquid- l iquid dispersions. 
There i s  some indication tha t  the t a l c  adsorbs the nonpolar end of the molecule 
i n  contrast  t o  "normal" adsorption. Further studies a re  planned including the 
effect  on the scrubbing of f i s s ion  products. 
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LOO0 PROCRAM - REACTOR DMELopMEmT 

Reprocessing of PRP Fuels by Amine Extraction 

The e f f ec t s  of amine concentration and ac id i ty  on plutonium extraction by t r i - n -  
octylamine were reported last month. 
various diluents and amines, and the results of some extraction scrub studies 
were a l so  reported. 
a number of variables on the separation factor  of plutonium from f i s s ion  pro- 
ducts. 
sheet conditions f o r  the amine reprocessing of PRP fuels .  

Three phase formation, a comparison of 

This study has now been extended to  include the e f fec t  of 

It i s  expected that these data w i l l  aid i n  the selection of optimum flow- 

Briefly,  increasing n i t r i c  acid concentration from one t o  eight molar had l i t t l e  
o r  no e f fec t  on the  separation of p utonium f r o  
(separation fac tors  of about 2 x l o t  and 5 x lot, respectively),  however, the 
separatioo fac tors  from ruthenium increased from 1.5 x lo3 a t  1 M n i t r i c  acid 
t o  2.9 x l o 4  a t  8 M. 
separation from ruzhenium s l igh t ly  but increased separation from zirconium- 
niobium and cerium, the latter by a fac tor  of sixteen. Unexpectedly, varying 
tri-n-octylamine concentration from one t o  ten volume per cent increased the 
separation fac tors  from all three f i s s ion  product a c t i v i t i e s  by fac tors  of f i ve  
t o  ten, i .e . ,  the separation fac tors  were roughly proportional t o  amine concen- 
t ra t ion .  
20 volume per cent is probably not a t t r ac t ive  due t o  sluggish phase separation. 
Saturating the aqueous phase w i t h  uranium had l i t t l e  o r  no e f f ec t  on cerium or  
ruthenium decontamination but was deleterious with respect t o  zirconium-niobium. 

zirconium-niobium o r  cerium 

Increasing temperature from 25 t o  55 C decreased the 

However, the use of t r i -n-oc ty ladae  concentrations greater than 10  t o  

I n  extraction-scrub runs reported last month, the s t r ipping of plutonium from the 
amine solution w i t h  ferrous sulfamate was much less e f f i c i en t  than expected, i.e., 
i n  one case the plutonium dis t r ibu t ion  coefficient (E:) was 0.7 when s t r ipping 
w i t h  0.03 M ferrous sulfamate, 0.1 M n i t r i c  acid.  Additional experiments have 
shown that-an excess of sulfamic acix is  very beneficial .  I n  fac t ,  s t r ipping 
w i t h  2 M s u l f T  acid, 0.03 - M ferrous sulfamate gave a d is t r ibu t ion  coeff ic ient  
of only-5 x 10’ 

&-A1 Alloy Production 

The semi-continuous preparation of a l loy  by the c ryo l i t e  process was demonstrated 
in a top-pouring induction m a c e  a t  a rate of one kilogram of nominally eight 
weight per cent master a l loy  per hour using uranium as a stand-in f o r  plutonium. 
The 1000 cc capacity graphite reduction crucible wes operated with a charge of 
2 kg. of m e t a l  and 0.47 kg. of salt; the cryolite layer and half’ of the m e t a l  
being poured into sepmte molds a t  one hour intervals followed by recharging 
with aluminum and oxide-cryolite mixture. With a five-fold d i lu t ion  during a ~ 

subsequent remelting and casting step, the demonstmted production rate i s  equiv- 
a len t  t o  40 kg. per eight hour day of fuel-element-composition U o y .  
of massive a l loy  recovered was 99.7 per cent based on quant i t ies  charged. 
uranium l o s s  t o  c ryol i te  averaged 0.47 per cent based on chemical analyses of 
the dross. 
aluminum. 

The yield 
The 

It i s  believed this value could be lowered by contact with fresh 
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Dissolution of Pu-A1-Si Alloy 

Rate of dissolution of Fu-Al-Si al loy in boiling 8.0 M mO3 - 0.003 M 
been fur ther  studied with additions of fluoride-alu&um complex t o  The reagent. 
With an i n i t i a l  composition corresponding t o  0.5 M A ~ F G ~  a one-half inch diameter 
rod was 50 per cent dissolved in spproximstely 30-minutes and completely dissolved 
in  about four hours. W i t h  the initial reagent composition made 0.5 molar in A U 3 ,  
the t i m e  f o r  50 per cent dissolut ion w a s  about two hours. 
rate of corrosion on the me 304 L stainless steel dissolver was severe: 138 and 
5 5  mils per month, respectively. 
s i l i c a  residue under these conditions, and the  resul t ing solution would require 
f i l t r a t i o n  p r io r  t o  subsequent processing. 

has 

I n  either case, the 

The s i l i con  present w a s  l a rge ly  converted t o  

Solubi l i ty  of Oxides in Cryolite 

Chemical analyses of the fused U02 - N a F 6  mixtures previously studied by dif- 
f e r e n t i a l  thennal analysis  have indicated that the so lub i l i t y  of the oxide is 
ra ther  l imited i n  the region of 1000 C. A correlat ion of melting points with 
the compositions determined chemically indicate that an eutect ic  may occur a t  
about six mole per cent UOg with a melting point of about 900 C .  

Non-Rigid Fuel Core Studies 

Further examination of bismth-UO2 slurry specimens has produced further encour- 
aging evidence as t o  the s t a b i l i t y  of the slurry. 
of uranium m e t a l  with bismuth sesqpioxide was ver t i ca l ly  sectioned, and one sec- 
t i on  was divided in to  f i v e  pieces f o r  chemical analysis.  
i n  order from the  top were 12.2, 12.5, 11.3, 11.2, and 10.6 weight per cent, re- 
presenting a 101 per cent recovery. 
encouraging since it is estimated that the contents were molten f o r  a t  least 
f i f t e e n  minutes during the cooling period. 
sample of t h i s  specimen disclosed a highly uniform dispersion with an average 
pa r t i c l e  s i ze  f o r  UOg of about 3.5 microns. 

One sample prepared by reaction 

The uranium analyses, 

The s l i g h t  degree of  segregation observed is  

Microscopic examination of a polished 

Pyrochemical Processing Studies 

Continued studies have concerned the use of W C l 4  as a solvent f o r  various fuel 
materials. 
600 C which cooled t o  a fluorescent yellow solid,  soluble i n  hydrochloric acid 
to  yield a clear yellow solution of U O g 1 2 .  
tate in the melt as was observed in  the  case of powdered UOg dissolution pre- 
viously reported. 
aluminum (but not quant i ta t ively)  t o  yield aluminum-uranium alloy. 
may hold promise f o r  production of Pu-A1 al loys f o r  PRP use. 

Hanford U03 (pot type) readi ly  dissolved t o  y ie ld  a red solution at 

Alumina w a s  not observed t o  precipi-  

The uranium present i n  both melts was reduced with excess 
This approach 

Further test of the  dissolution rate of massive s intered U02  disclosed a much 
slower rate than reported i n  HW-53299-C, p. C-19, about 1 mg/min,cm2 a t  750 C .  
Reaction is  apparently inhibi ted by an adherent alumina coating. The rate is 
much improved ( t o  6 m@;/min,cm*) by introducing carbon te t rachlor ide vapor which 
r e su l t s  in p i t t i n g  at tack and no evidence of  alumina formation. 
te t rachlor ide i s  thus a possible regenerant f o r  the spent dissolving medium. 

The use o f  carbon 
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Uranium is also aggressively attacked by KAlCl4 in the presence of air at 650 C 
probably via an oxidation intermediate since exclusion of oxygen causes a marked 
reduction in dissolution rate. 

Flowsheets for PRPR Fuel Processinq 

A report on study flowsheets for plutonium recycle program fuel processing in 
the Hot Semiworks was issued. 
proposed. 
with most of the existing equipment and to require minimum additional equipment. 
A Purex-type flowsheet is to be utilized for partition and decontamination. The 
head-end step for dissolution assumes the use of QF for zirconium jacket re- 
moval and the mercury-catalyzed DO3 treatment for dissolving the Pu-A1 alloy and 
straight HIP03 dissolution for the UOg material. 
and two uranium decontamination cycles are involved. 

Flowsheets for U02 and Pu-A1 alloy elements were 
To minimize capita3 costs, flowsheets were designed to be compatible 

Three plutonium decontamination 

BIOLOGY AND MEDICINE - 6000 PROORAM 
Measuring Radioisotopes 

Techniques were developed for measuring Sr85 and Srgo mixtures in so i l ,  vegeta- 
tion and aqueous samples without chemical separation. These techniques will be 
applied in the dual tracer studies of strontium uptake now under investigation by 
the Biology Operation to evaluate the hazard presented by Srgo from fallout and 
plant wastes. The S a 5  is determined by ganrma spectrometric measurement of the 
0.51 mev gamma rays. 
0.18 mev energy range of the bremsstrahlung radiation from its e uilibrium mixture 

1:lO to 1:lOOO with a detection limit of about 200 d/m for Srgo on samples smal l  
enough to fit into the well of the 5" x 5" scintillation crystal. 
of s o i l  about 25 grams can be counted. 

The $,go is determined from measurements in the 0.09 to 

with Ygo. This method is suitable for samples with ratios of S 3 5 to Sr9O from 

In the case 

Some preliminary results were obtained on sensitive "one shot" analyses of 
reactor effluent water in the study to determine the relative abundance6 of d l  
the radioisotopes present so that routine analytical requirements may be estab- 
lished. Values obtained to date are tabulated below. 

Radioisotope Concentration (uc/d x 106) 

L 0.24 
0.34 
1.5 

4 0.1 
c 0.18 
4 0.33 
40.1 
40.045 
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Recent studies of reactor eff luent  water radioisotopes have shown tha t  Ygo, La140, 
Eu152, and Sml53 are present i n  quant i t ies  such as t o  make t h e i r  inclusion desir- 
able i n  dose estimations f o r  persons using Columbia River water downstream from 
HAPO. 
group from reactor eff luent  water and determine the Lal40, d - 5 2 ,  and Sml53 by 
ganrma spectrometry. 
determination of the  Y9'. 

Analytical methods were developed t o  chemically i so l a t e  the rare ear th  

B e t a  absorption counting is being investigated f o r  the 

In development studies f new bioassay rocedures, the detection limits f o r  ten 

metric procedure on ashed urine salts representing a 24 hour col lect ion period. 
Contemporary urine samples contain about two grams of potassium (with natural ly  
radioactive K40) and about 30 d/m of Cs137 from bomb fa l lou t .  I n  the presence 
of these "background" radioact ivi t ies ,  and f o r  a ten minute count using a 
5" x 5" sodium iodide w e l l  c rys t a l  with a multichannel analyzer, the detection 
limits (99 per cent confidence level) for the rsdfoisotopes investigated a re  
about 20 t o  150 d/m depending upon the gamma energies and decay scheme character- 
i s t i c s  of each isotope. 
sample size o r  by counting f o r  a longer period. 
a fac tor  of fou r  would reduce the detection l i m i t  t o  about one-third its former 
value, and increasing the counting time by a fac tor  of ten would also reduce the 
detection limit to about one-third of the ten minute value. This method of bio- 
assay would require no chemical separation. 

f i s s ion  products and Mn5T Co60 , and Zn 3 were calculated for a gamma spectro- 

The detection limits may be lower$d by increasing the 
Increasing the sample s ize  by 

Application of X-ray-gamma o r  beta-gamma coincide ce 
made t o  the  standarization of Fe59, C060, and CeLtl radioisotope solutions. This 
work is part of a continuing project t o  provide accurately standardized solutions 
f o r  ca l ibra t ing  spectrometers and other counters used in  hazard evaluation studies.  

S, 2-aminoethylisothiuronium dibromide (AET) which has been used t o  successfully 
protect  animals from ordinar i ly  lethal dosages of ionizing radiation was compared 
with the dye erioglaucine as t o  speed of reaction with the radicals  formed by the 
radiolysis  of water. 
of the solution from f ive  to seven indicating s t ruc tura l  differences i n  the 
protective substances i n  the two cases. 
reaction rate constant was sLmilar t o  t h a t  for  other compounds which of fer  good 
radiation protection t o  animals. 

counting w a s  suceessfully 

The reaction speed of AET was doubled by changing the pH 

A t  the higher pH, the magnitude of i ts  

The protective effects  of several  inorganic anions on t h e  radiation-induced decom- 
posit ion of erioglaucine w e r e  measured. Iodide, bromide, and n i t r a t e  ions i n  de- 
creasing order of effectiveness were found t o  of fe r  protection t o  the dye while 
fluoride,  chloride, and sulfate ions were without e f fec t .  This study shows that 
part of the overal l  radiation protection offered by amine salts of HBr, H I ,  and 
ElNO3 i s  due t o  the inorganic anion present. 

The G-yield of the ferrous sulfate  dosimeter composed of 10-3 
10-3 M N a C I L  and 0.8 N H2S04 vas found t o  be 14.9 t 0.3 using S35 beta radia- 
tions-with E = 0.0491-Mev. This yield w i l l  be of value t o  the P l a n t  Nutrition 
and Microbiology Operation i n  determining the re la t ive  biological effectiveness 
for this radioisotope. It i s  also the only experimental determination of t h i s  
yield known fo r  t h i s  type of' radiation. 

Fe(NH4)2(S04)2, 
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Environmental Analytical Services 

Gamma energy spectrometry was used to measure Co60, Mr15~, and C r 5 l  in fish 30 
minutes after their removal from an environment of 100-KE reactor effluent water. 

Geology and Hydrology 

Data from new wells drilled deep into the basalt east of the Columbia River in 
the Irrigation Project continued to confirm the very low permeability of the 
basalts there. Flow rates of water from the basalts in four recently drilled 
wells ranged up to only about 50 gal/m for wells penetrating up to 500 feet of 
basalt. This indicates not only the lack of signrficantly open Joints in the 
basalt, but a lack of interbeds which are significant artesian aquifers beneath 
the Hanford project. The interbed aquifers therefore pinch out eastward. 

Research is in progress to study the flow distribution beneath a model crib con- 
structed in a miniature-scale laboratory model. The crib flow is collected in 
compartments built into the bottom of the model and the measured flow from these 
compartments represents the distribution of vertical water movement across the 
model. These initial studies are intended to develop model technique and to 
measure the influence of the model walls on the vertical flow distribution. To 
date the data have exhibited an extreme sensitivity to model design, particularly 
the method used to drain the bottom flow collectors. 
ever, reflected any significant w a l l  effect. 
model appears to be by unsaturated flow. 

The results have not, how- 
The water movement throughout the 

Five drive samples of dry  soil were obtained from the Touchet formation during 
the construction of a well in the 200 East Area. This formation comprises a sig- 
nificant fraction of the sediments above the water table at 200 East waste dis- 
posal locations. 
per cent. 
content of about 2.2 per cent by weight and aa average specific moisture reten- 
tion of 3.9 per cent (volume of water per unit volume of soil). This latter 
value represents essentially the equilibrium moisture retention; the value for 
retention of moisture for a finite time interval, such as ten years would be 
somewhat greater than this. 

These samples were found to have an average porosity of U . 6  
The so i l  appeared dry  and powdery, having an average measured moisture 

The correlation of data from recently drilled wells in Cold Creek Valley tends to 
confirm the presence of a buried basslt ridge extending from the Yak- Ridge to 
Horn Rapids on the Yak- River. The data also indicate that the synclinal 
trough in lower Cold Creek Valley is probably 100 to 150 feet deeper than pre- 
viously supposed, with a bottom elevation no more than 50 to 100 feet above sea 
level. m e  presence of this ridge has a profound influence 011 the regional hy- 
drology and affects the interpretation of water elevations in many wells. 

Gelling of Wastes 

Further laboratory research was performed to study the conditions affecting the 
retention of radioisotopes in sodium alumino silicate gels formed from synthetic 
coating wastes. The work was concerned with three problems: the retention of 
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radiostrontium and radiocesium by gels, the drainage of l iqu ids  from gels,  and the 
decompodtbn of  gels. 
tent ion of SrgO and Cs137 i n  l iqu ids  drained from a ge l  w a s  measured. 
poor removal of these isotopes from such solutions was verif ied.  

A previous experiment was repeated i n  which the s o i l  re- 
The rather  

Gels were formed from samples o f  an actual  coating w a s t e  solution t o  study chemi- 
c a l  combinations producing the  most sa t i s fac tory  gels. 
quired the addition of 0.5 to  1.0 pa r t  of 50 per cent BaOH t o  a 2 : 5  mixture of 
sodium s i l i c a t e  and an aluminum waste t o  produce a sa t i s fac tory  gel. 

The solution tes ted  re- 

Experiments were performed t o  study possible causes f o r  the l iquefaction of gels 
that often takes place i n  about two weeks. 
sence of C02 o r  water vapor i n  the sir in contact with the ge l  does not lead t o  
t h i s  decomposition and the cause has not yet been established. 

It was demonstrated t h a t  the pre- 

It was found that washing the gel  with ordinary water immediately after it formed 
leached 2 per cent of the radioactive strontium and 32 per cent of the radioactive 
cesium from the  gel. The resu l t ing  material displayed much l e s s  tendency t o  d r a i n  
than unwashed gels.  

So i l  Chemistry and Geochemistry 

It has been previously observed that the curve re la t ing  the per cent yttrium ion 
adsorbed by s o i l  and the pH undergoes a pronounced minimum between pH 9 and 12. 
Experiments were performed t o  study the soil-solution reaction i n  t h i s  pH range 
t o  ident i fy  the cause of t h i s  reduction. Y t t r i u m  solutions having pH 9 t o  1 2  
were contacted with an anion exchange res in  and nearly complete removal o f  
yttrium was achieved; the y t t r i u m  therefore occurs in  an anion, probably Y(N03)?++, 
i n  t h i s  pH range. This formation of complex anions i n  the presence of alkali 
n i t r a t e s  may be expected w i t h  other t r i -va len t  ions such as those of the rare 
earths,  and w i l l  influence their removal by s o i l s  from many waste solutions. 

A laboratory column of crushed limestone that has been receiving synthetic high 
salt waste containing 0.2 M phosphate ion and 2 ppm strontium traced with 13,000 
c/m/ml Srgo received 260 c h m n  volumes of waste before a detectable break- 
through of strontium was observed. 

Research was continued t o  study the reaction mechanism whereby strontium i s  re- 
moved from phosphate solutions by c a l c i t e  crystals .  There is evidence tha t  two 
mechanisms e f f ec t  the removal of strontium on ca lc i te .  The first i s  a chemi- 
sorption of  strontium on c rys t a l  faces; t h i s  is sensi t ive t o  the ca l c i t e  surface 
*ea available and is of par t icu lar  significance a t  low t o t a l  strontium o r  calcium 
concentrations i n  solution. The second reaction probably involves the formation 
of brushite,  (Ca, S r )  HP04.2H20, on the  surface of the ca l c i t e ;  t h i s  material 
was tentat ively ident i f ied opt ica l ly  on a sample of the limestone bed previously 
described. 

F ie ld  Apparatus Development 

Rework of the f i e l d  truck was started t o  improve safety and ease in  f i e l d  equip- 
ment handling. The wooden bed w a s  replaced with s t e e l  p la te .  A hydraulically- 
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powered b i s t i n g  frame w i l l  replace the present inadequate "A" frame. 
engine w i l l  be used t o  drive a take-off winch and the bulky air compressor and 
generator w i l l  be replaced by a compact gasoline-powered compressor. 
equipment w i l l  permit greater f l e x i b i l i t y ,  safety,  and easier handling of t e s t  
equipment. 

The truck 

The new 

Preliminary s tudies  were begun t o  determine the advantages and merit of using 
analog computers i n  hydrology research. 
of ass i s t ing  i n  obtaining solutions t o  complex hydrology problems. 

Improved pe r fomnce  of a commercial p e r i s t a l t i c  act ion low-volume feed pump 
resulted from increasing the  power of the drive, keeping the tube under some longi- 
tudinal tension, and maintaining a reasonably constant head. 
found t o  be within 2 2 per cent of the average flow. The modified pump was applied 
i n  s o i l  research. 
and design and assembly w i l l  be completed as soon as possible. 

Computers available loca l ly  show promise 

Daily checks were 

Components were received f o r  the four-unit plunger feed pump 

Research continued on the development of in-well techniques f o r  ground water 
velocity measuremnts. Some of the snomalous results obtained previously w i t h  
the well-dilution technique were probably caused by polarization of  the electrodes. 
The poss ib i l i ty  of using some type of d t e r n a t o r  o r  manual switching device t o  
correct t h i s  problem is being examined. 

Application of thermistors to  measurement of very low l iqu id  flow rates was in- 
vestigated further. Merits and disadvantages of self-heating and external heat- 
ing were studied. Higher sens i t i v i ty  i s  possible w i t h  external heating, however 
the convection currents created and a i r  bubbles col lect ing on the probe limit the 
sens i t i v i ty  of the method. It appears that a velocity of about one cm per minute 
would be the grea tes t  s ens i t i v i ty  obtained. 

Fission Products from Ruptured Fuel Elements 

Water samples were obtained from a header giving 75 per cent of f u l l  s ale read- 
ing on the rupture detector. The ample was analyzed f o r  Ba140 and Sr 69 , and found 
t o  contain about 100 times the Btll E and S,89 content of a sample taken from an 
adjacent "background" header. 
rupture debris would result i n  a f i s s ion  product entry rate t o  the Columbia Rives 
(a t  Pasco) of about 8 per cent of the 0.3 curies per minute suggested as a working 
limit. In t h i s  par t icu lar  rupture, which w a s  unique i n  cer ta in  respects,  the 
rupture detector appeared t o  be adequate t o  detect  a rather small f rac t ion  of 
the suggested working l i m i t .  
ruptures in  all reactors,  too, should not texeed the working limit, hence, the 

The concentration found i n  the header containing 

The concurrent release of f i s s i o n  product from all 
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detector should be much more sensitive if several reactors, rather than one, are 
involved. 
in separate reactors w i l l  be estimated to  evaluate the necessity for summing 
rupture detector responses f r o m t h e  several reactors to obtain total fission 
product release rate at the River at a given time. 

The probability of two or  more ruptures existing simultaneously each 

Acting Manager 
Chemical Research & Development 

LP Bupp:bp 
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A. Organization and Personnel 

No major o r  s ign i f icant  items re la t ing  t o  personnel changes o r  personnel 
a c t i v i t i e s  occurred during November l ? s 7  

a. T E C ~ I C A L  ACTIVTTIES 

FISSION.4BLE IGLTERIALS - 2COO PROGRAM 

BIOMGICAT, MONITCIRING 

Routine sampling of terrestrial and aquatic organisms was reduced on the 
bas i s  of s t a t i s t i c a l  analyses of past  data t o  allow more time f o r  research 
programs. 

Atmospheric Contamination 

Concentrations of 1131 i n  thyroid sands of jack rabbi ts  are tabulated 
below in decreasing order: 

Collection S i t e  
y c  113'/g thyroid Trend 

Average Maximum Factor 

Prosser Barricade 7 10-3 2 x + 4  
Wahluke Slope 3 10-3 4 10-3 - 2  

Four miles SW of  Redox 2 10-3 4 10-3 - 2  

Current values are ap rox iTa te ly  twice those observed one year ago, 

Fission p r o d c t s  were present i n  rabbi t s  in the  following concentrations: 

Sample Type 

Bone 

Feces 

L i v e r  

pc Fpls/g sample 
Average 

6 x 

5 10-5 

1 x 10-5 

Trend 
Factor 

-- 
- 2  

- 2  

These values a re  approximately the same a s  during the same period l a s t  
year 
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Columbia R i v e r  Contamination 

The contamination levels during November f o r  beta  emitters i n  representative 
organisms from the 

Sample Type 

M~IUIOWS (en t i re  ) 

Whitefish f l e s h  

Whitefish f l e s h  

Whitefish f l e s h  

Columbia w e r e  as follows: 

pc/g w e t  w t .  tissue Trend 
Collection S i t e  Average Maximum Factor 

W o r d  1 x lo-* 2 x - 2  

Pr ie s t  Rapids 2 x 10-b 1 10-3 +25 

F -1 2 10-3 4 10-3 

Rin gold 1 10-3 4 10-3 - 
The increased contamination of whitefish a t  P r i e s t  Rapids was due t o  the annual 
upstream migration of f i s h  i n t o  t h a t  area from the Hanford Reservation. 

No samples of waterfowl were col lected under the revised schedule. 

Swamp C ont amina t ion 

Waterfowl a t  the 221-U swamp contamined the following concentrations of f i s s ion  
products : 

Sample Type 

Waterfowl (game species ) 

Bone 

pc/g sample 
Average rtaximum 

Trend 
Factor 

3 10-4 2 10-3 3 -2 Soft  T i s  sues 

* Trend f ac to r s  canpare values w i t h  samples obtained i n  September, 
because no samples were taken during October. 

Present values a re  l e s s  than those of the same period l a s t  year by fac tors  of 
1s in bone and 3 in s o f t  t i s sue ,  

Zffect of Reactor Dffluent on Aquatic Organisms 

A four  per  cent concentration of reactor  eff luent  s l i gh t ly  increased mortali ty 
and retarded the growth of young whi te f i sh .  An equivalant amount of e f f luent  
f luctuated i n  concentration t o  simulated conditions which night  r e su l t  i n  the 
Columbia River from power production a t  I r i e s t  Banids 2am apneared t o  be l e s s  
harmful. The tes t  with whitefish was t e n i n a t e d  on TJoveTber 13, and w a s  
resumed w i t h  chinook salmon esgs obtained from the University o f  Washington. 
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A t es t  was s t a r t ed  a t  the  1706-KS laboratory t o  compare the  tox ic i ty  o f  
lower pH (6.5) effluent from Tube ;Joe 4963, with t h a t  of ffconventional 
e f f luent  If 

Results of the temperature t e s t  with whitefish were v i r tua l ly  unchanged 
from las t  month. 
temperatures 20 and 3 O  C above "normal" for t h i s  sect ion o f  the Columbia 
River , 

A s igni f icant  increase in m o r t a l i t y  has resul ted a t  

BIOLOGY PND MEDICINE - 6000 PROGRAM 

PETABOWSM AND TOXICITY OF RADIOACTIVE IQTERIALS 

Phosphorus 

The concentration of radiophosphorus i n  most t i s sues  of t r o u t  fed 0.06 pc  
P32/g body weight per day approached equilibrium i n  approximately 10 days. 
The concentration of P32 i n  these f i s h  w a s  about 0.35 pc/g a t  three weeks. 
Fish fed 0.06 pc and 0.6 p c  P32/g body weight showed a lo s s  o f  appet i te  
after f i v e  weeks, 
Two deaths occurred a t  10 weeks i n  the group receiving 0.6 yc  P32. One of 
these f i s h  shared gross symptoms of radiat ion damage t o  the l i v e r .  The 
growth r a t e  of the i r rad ia ted  f i s h  has thus far been about the same a s  
t h a t  of the controls. 

Same loosening of sca les  was a l s o  noted a t  t h i s  time. 

The e f fec t ive  ha l f - l i fe  of Zn65 i n  the bone of rats, measured over a ZW-day 
retent ion period, i s  110 dayso 
absorbed and deposited in the liver of r a t s  t o  the same extent  as Zn65C12 
administered in solution. 

Zinc-65 incorporated i n  bean leaves was 

Strontium 

An experiment was performed t o  determine the e f f ec t  o f  l ac ta te ,  carbonate, 
and calcium concentrations, 
d ie t ,  on the deposition of S and Ca i n  the bone o f  r a t s .  Results are 
not  yet available 

So i l  samples taken from the Sr9O mi l l iacre  p l o t s  show a slow but progressive 
movement of the S r p  i n t o  the soil, 
show t h a t  the concentration of S r p  in roots, stems, and leaves is  more 
related t o  i t s  concentration in the solution than t o  i t s  concentration on 
the roots, 
t o  nu t r ien t  concentration, 

ium:phosphorus ra t io ,  i n  the 3; the cat! 

Studies with nut r ien t  solution cul ture  

Previously, data were re la ted  t o  root  concentration ra ther  than 

Biological Transfer of h d i o i s o t  ape s 

Most organisms i n  the pond spiked with Cs137 continued t o  have high 
concentrations of the  isotope in t h e i r  t i s sues ,  
concentrations than juveniles 
more Cs137 than non-submerged par t s ,  and plants  rooted in gravel had higher 
concentrations than those rooted i n  mud. 

Adult f i s h  contained higher 
Submerged pa r t s  of emergent p lan ts  contained 
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Iodine 

Preliminarg data from the I13I study i n  swine show t h a t  the f z t a l  thyroid 
exhib i t s  s ign i f icant  uptake of Il3I by the  57th day of a Ilk-day gestation 
period. 
are sacrificed, an exponential rise i n  thyroid concentration will probably 
be observed.) 

The tbyroid burden quadrupled by the 86th day. (When more animals 

An excel lent  method of f ixa t ion  of thyroid t i s sue  f o r  electron microscopy w a s  
developed . 
Plutonium 

I n  experiments studying the d is t r ibu t ion  and retention of Pu in the gonads of 
rats, evidence was seen suggestive of ovarian damage a p p r o h a t e l y  200 days 
after plutonium administration. 
if borne out.) 

(This i s  preliminary but v e r j  in te res t ing  

Effor ts  t o  employ massive doses of v i t a m i n  A as a therapeutic agent f o r  
renoval of plutonium deposited i n  the bone of r a t s  resulted in the death o f  a l l  
animals t rea ted  with vitamin A alone. When the vitamin A was followed by 
zirconium c i t r a t e ,  all animals survived! The therapeutic effectiveness o f  the 
treatment has not  ye t  been evaluated. 

Radioactive Pa r t i c l e s  

Examination of mouse t i s sues  f o r  pa t  l.ologic efcects  of radioactive ?a r t i c l e s  
i s  continuing. 
in the lung sections. 

Daily inhalation exposure of mice t o  Sr9S0h pa r t i c l e s  i s  continuing. 
Prsparations are being made f o r  acute exposures of mice t o  Sr%O4 partLcles 
and 1131, 

Phagocytosis of p a r t i c l e s  by macrophages i s  comonly observed 

The l a t t e r  will be administered in both vapor and par t icu la te  fo rms ,  

Results of addi t ional  tes ts  on poten t ia l  agents f o r  removal of lung deposited 
radioactive pa r t i c l e s  are  inconclusive. 

3as t ro in tes t ina l  iladiation Injury 

As much as 750 mg of ~ ~ 1 2 3 9 0 2  has been fed  t o  ra t s  with no acutely toxic effects .  
This is  twice the l e t h a l  dose of Pu239(NO3)k, which suggests t h a t  the anion 
may be the l imi t ing  f ac to r  in  the tox ic i ty  of the n i t r a t e .  

previous experiments which seemed t o  indicate  a st imulation of respirat ion i n  
the jejunum following x-irradiation have been shown t o  be erroneous. 

Studies are i n  progress t o  determine the ?.ffect o f  i n t e s t h a 1  i r rad ia t ion  on P32 
uptake by the nucleic acid fract ions of the in tes t ine .  
turnover of the in tes t ine  i s  associated with the radiosensi t ivi ty  of t h i s  organ, 
experiments of  this nature should yield basic information about the nature of 
i n t e s t ina l  r3diation injury.  

Since the rapid c e l l  

It should a l so  furnish a sensi t ive method of 
quant i ta t ing dayage t o  the various in t e s t ina l  s eqen t s .  

z r;. n i q Q  ir I e- 
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R e 1  a t ive B iologi  ca l  Ef f ec ti =ne ss 

Iron dosimeter value 

coating on the s t i r r i n g  magnets may be causing some of the var ia t ion observed 
i n  dosimeter values. 

determined by the Chemical Research Operation show a G 
value of 14.4 f o r  S3 P betas. Their r e su l t s  a l s o  suggest t h a t  the p l a s t i c  

Individual colony i so l a t e s  of yeast  which a re  unusually small and biochemically 
def ic ient  i n  cytochrome appear t o  have an increased s e n s i t i v i t y  t o  radiat ion 
which i s  charac te r i s t ic  of the individual isolate .  
genetically controlled and dependent on the depressed cytochrome is yet  t o  be 
de temined. 

%ether t h i s  s e n s i t i v i t y  i s  I 

Research Services 

A s t e e r  bearing exter ior ized pancreatic duct cannula and which had received 
about 30 mc of Zn Y 5 was sacrificed. 

BIOLOGY OPFXATION J 

HA Kornberg:es 
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D. Lectures 

Papers presented a t  meetings: 

W. J. Clarke, llBiological Effects of Radiation on Bnimals", 
Veterinarian Convention, Portland, Oregon, November 7, 1957. 

L. A, George, "Biological and h d i c a l  Effects of 11311', Richland 
Capter of A.A.U.W., November 5 ,  1957. 

R. F. Foster, "Aquatic Life Studies a t  HAPO," K i w a n i s  club, 
Sunnyside, November 13, 1957. 

Seminars : 

D. R. K d l k w a r f  , "Protection of Aqueous Solutions from %diation Damage" 

E. Publications 

Open Literature:  

Dockmn, N.L. and R, Borasky, "Shadow Autoradiography of Beta Emitting 
Panticlcs, Nucleonics 15, U O  (Nor. 1957 

Diameter Method of Quantitative 
Par t ic les  i n  Lung Tissues, " "W Dockurn, N.L. and J.H. h l y ,  

Autoradiography of Ruthenium 
Stain T e d m d ~ g  32, No. 5, 209 (Sept. 1957)- 

EIW Documents: 

Dockum, N.L., E.J. Coleman and G.S. vogt, "Detection of Plutonium 
Contamination i n  Humans by the Autoradiographic Methodj" 
Document HW-51754 (UHCT$.S.STFTED) Sept. 3, 1957. 

Bair, W. J., "Calculation of Maximum Pcnnissible Concentration i n  A i r ,  
Document HW-52287 ( U ? J C L A s S m )  - MPC ( a i r )  for Ru10602 Par t ic les  , 

October 1, 1957. 

B a l l a u ,  J,E., "Effects of Age and Mode of Ingestion on the Absorption 
of Plutonium," Document W-52895 (UMCLASSIFIGD) October 7, 1957. 
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OPERATIONS RESEARCH AND SYNTHESIS OPERATION 
MONTIILY REPORT 

November, 1957 

ORGANIZATION AND PERSONNEL 

A. D. Wiggins joined the staff of Experimental S t a t i s t i c s  on November 11, 1957. 

OPERATIONS RESEXRCH ACTIVITIES 

Economic Studies 

Work continued on the study of the economic evaluation of long term planning 
with respect t o  cap i t a l  ex?enditures, and the relat ionship of product value t o  
h i s to r i ca l  operating and capi ta l  costs.  

A projec t  out l ine f o r  input-output and a c t i v i t y  analysis of HAP0 was completed 
and the proposal f o r  t h i s  project  i s  being prepared. 

A s e r i e s  of discussion papers concerning economic concepts relevant t o  HAP0 
management problems has been planned, and the first of t h i s  series, dealing 
with economic cost  concepts, was completed. 

Matrix Method of Cost Allocation 

A report  has been prepared covering the use of matrix methods t o  a l loca te  
costs  t o  end products, and will be issued i n  December. 

A detai led example serving t o  i l l u s t r a t e  the new cost  concepts developed i s  
nearing completion, and subsequent reports  w i l l  discuss a new systematic 
approach t o  providing cost  center cos t  information and re la ted  matters. 

CPD Control Study 

Final  arrangements f o r  an intensive study of the CPD measurement and control 
system have been made. Primary purpose of t h i s  study is t o  define and delin- 
eate the control system so as t o  enable the determination of requirements f o r  
sat isfactory SS accountability, process control, and product evaluation. The 
i n i t i a l  e f f o r t  is  being primarily directed toward defining product flows be- 
tween operating un i t s  and evaluating the measurement system i n  current use. 

STATISTICAL AND MATHEMATICAL ACTIVITIES IN SUPPORT OF K E W C H  PROQiAMS 

2000 Program - Reactor 

A s t a t i s t i c a l  analysis of numerical integration techniques used t o  estimate 
f u e l  element cross sectional neutron f lux from empirical indicator  pin 
values was completed. 

! '  , .  
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4000 Program - PRP 
Further discussions were held w i t h  Ceramic Fuels Development Operation con- 
cerning the design of an experimental program t o  invest igate  the  dependency 
of ho t  pressed U02 powder maximum density on temperature, pressure and t i m e .  

A formula f o r  the coef f ic ien t  of t o t a l  l i n e a r  thermal expansion in  f i e1  elements, 
assuming a lengthwise cosine temperature gradient, was developed. fcr Cemmic 
Fuels Development Operation 

6000 Program - Bfolcgfcal Research 

Second crop data from a Planz Nutri t lon and Microbiciogy Operation ?.xperiment 
t o  investigate the effects of various Cs compounds i n  the s o i l  on the  uptake of 
SrgO by plants  were p a r t i s l l y  anaiyzed this month. 

The Plant  Nutri t ion and Microbiology Operation a lso  requested assis tance on the 
effects of radiat ion on the growth of yeast pcpulations. 
bibliography on populazion growth curves i n  gener.nlg and on the growth cf yeast 
populations i n  par t icu lar ,  is  being compiled. 

I n  t h i s  eonnzction a 

The Radioecology Operation i s  interested i n  the uptake of radioact ivi ty  by 
Various organisms i n  an aquatic community. 
on the mathematical aspects of ecology and the concept of the fcod web. 

A bibiiography is  being compiled 

A t  the request of Experimental Animal Farm werut ion ,  s t a t l s t i c a l  ass is tsnce 
i s  being provided i n  connection with the determination of $he effectiveness of 
Ca as a preventor of the deposition of Sx9*- 

F ! . S  PREPARATION DEPARTMENT 

Process Control 

Discussions were held w i t h  perscnnel r,f tho  Q a a L i  t,y 1-1 r.tr - _  gr i? l~p  ~ ? n  ?.!it. w sf 
advantageous use of control charts in gene rd  %E?. the l i ~ t  of - ix t i  11iarte ( in 
I and E f u e l  element canning processes i n  p i t " : i ~ ~ i 3 s .  L r  u r a  P I D ~ ~ ~ ~ S L Z % ~  that  
control charts should be more than a h i s t o r i c s l  p re tu rc ,  and thtst ' ' 3 r i t  of 
control" points  should indicste  the sdu i3abili$y ~7f E ~ . K L I , ~  ~ m e a i d r ?  ' 2  I r t -ec  t ive 
action. 

The residual  chemical concentrs5ion i n  the PleL eiement rti-h fiwb-inz was ye- 
l a t ed  t o  the number of un i t s  Processed m i n g  p a s t  based on tnr; e s t i -  
mated relationship,  good estimates of %his concentra+icn can Le foi in1 ky  know- 
ing the process throughput, resttlticq Ln a reduced m, s m t  ;f simpl:ng ari3 
ana ly t ica l  work required f ~ r  control p ~ i ~ c s e s  

Acceptance Sampling 

R 
b 



Further discussicns were he la  w i t h  vendor l i a i s o n  personnel on various problems 
associated w i t h  the acceptance sampling of incoming materials Specific 
a t t en t ion  was given the problem of assuring t-nat the  vendors have adequate 
qua l i ty  control plans i n  operation, Eince the acceptance plsns  i n  use here pred- 
i ca t e  that the material received eomea from controU.ed pmcesse s 

Other 

Control l i m i t s  f o r  absenteeism i n  Fuels Preparation Department are being calcu- 
lated. 

- 
These are being found f o r  each cmponenx an a monthly basis. 

Rupture Analyses 

The study was completed of the f e a s i b i l i t y  of using cer ta in  re jec t  data t o  pre- 
d i c t  whether o r  not s given l o t  is Llkely t o  contain R f u e l  element which fa i l s  
i n  a reacdor. 
combfnation of re ject  raTe5 which maxiniized the difference between l o t s  which 
did or did not contain a f a i l u r e  was estimated. 
permit a very d i s t i n c t  break between tke two types of l o t s ,  bu t  some s igni f icant  
results were found w i t h  respect t o  indivi&;lal. reject categories.  A complete 
report  w i l l  be issued i n  Deeembsr. 

Based cn tel: mmth's h i s to r i ca l  data, the  pa r t i cu la r  l i n e a r  

The resu l t ing  function d id  not 

Assis+,snce was given in th? i i se rprehi t ion  cf data ebtained by classifying 
f a i lu re s  with respect t o  the immec?iacy of xzur-ence a f t e r  a star t -up.  

A t t e m p t s  are being made t o  USE recent dyta to r e e s t i m a t e  i n  a quant i ts t ive 
way the combined e f f e c b  of expcsure and power 3n f i e 1  element f a i lu re  rates. 
Pyeliminary investigat,ion cf hot spot faiiure data indicr tes  t h a t  an in t e r -  
act ion between the pcwer snd exposue Etff ectf e x i s t s  * 

Production Test Ihial.ysis 

An analysis  of p a r t i a l  data from Protection T e r t  PT-608 involving dingot m e t a l  
was c4ompleted. This analysis  was perfcrmed on d9ts from five tubes of alter- 
nated charges, with recrys ta l l ized  dingot m e t a l  and regular metal being charged 
i n  each t ibe.  Further data from thfp production test are being gathered, 
(HW-53930 RD, "Analysis of Dimeneiond Dsta from Five Tubes ,?f Recrystall ized 
Dingot Metal iPT-608 \ " November 26, ~ 4 5 7 .  ; 

Other 

A sequential  tes t  useful i n  reaching EL decision as t o  w h a t  proportion of f u e l  
element f a i lu re s  occurring within the charge-discharge zone a t  the C reactor  
w i l l ,  be c l a s s i f i ed  as stuck was designed. 

CHEMICAL PFlOCESSIXCi DEPARTMENT 

Final  Product Specif icat ions 

The tolerance statements which sccsmpany weapons p a r t s  shipped t o  Los Alamos 
i n  order t o  demonstrate confomit.y wizh specif icat ions were computed for 
those p a r t s  shipped during the t h i r d  quarter of Calendar Year 1957. 

t 2Y.G I3C 
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Other 

A mathematical-graphical routine was developed to a i d  i n  determining the 
number of each type of f u e l  element present in a mixture, when only the 
total  number and t o t a l  weight is  known. 

- 

o!rHER smTImCAL m MAmTIcAL ACTIvITlES 

Act iv i t ies  for Other Operations 

Further work was done i n  connection w i t h  the a c t i v i t i e s  of the Task Force on 
SS Accountability problems ex is t ing  between the I r rad ia t ion  Processing and 
Chemical Processing Departmentso 
other members of the  Task Force, a n  investigation was made of the uncertain- 
ties that would be expected t o  be associated w i t h  the parameter estimates i n  
the  proposed t e s t ing  program designed t o  firm up plutonium yie lds  as a function 
of exposure. A repor t  on these findings was circulated among the  Task Force 
members. 

Based on estimate of var ia t ion  furnished by 

Bias correction equations, made necessary by the computational use of average 
values as opposed t o  individual tube values, were developed f o r  the  most recent 
set of equations f o r  predicting plutonium formation and U-235 consumption as 
functions of exposure f o r  d i f fe ren t  slug geometry-reactor combinations. 
are being incorporated i n  a handbook f o r  SS Accountability use, together with 
t h e i r  generalized derivation e 

These 

Work was done on estimating a cal ibrat ion curve f o r  the C-1 tank based on 
three recent ly  conducted cal ibrat ions.  
of manometer reading w i l l  be constructed. 
inclded i n  a document t o  be issued shortly.  

A table  giving tank volume as a function 
The d e t a i l s  of the study w i l l  be 

The study on methods of giving r e l i a b i l i t y  limits for the amounts of uranium 
a t  various stages i n  the 300 weas is continuing. 

A preliminary study was made of the  type and  amount of mathematicsl analysis  
necessary t o  provide E lec t r i ca l  System Planning Operation, R & I?, and Elec t r ica l  
Design Operation, Construction Engineering, with routine e l e c t r i c a l  ne+,work 
analyses. It i s  hoped that methods can be developed TO make routine load, short  
c i r cu i t ,  and s t a b i l i t y  analyses on HAPO's 702 compur,er, and thus save purchasing 
these services o f f s i t e .  

Act iv i t ies  w i t h i n  HLO 

Mass spectroscopy data on the U-235 isotopic content of the September composite 
of U02 production were s t a t i s t i c a l l y  analyzed and the results reported t o  
Spectrochemical Analysis Operation (HW-536.76, "S ta t i s t i ca l  Analysis of September 
Composite U-235 Data," dated November 20, 1957:!. 

S t a t i s t i c a l  evaluation of referee and standard aoalyses was continued f o r  
General Chemical Analysis Operation. 

A discussion was held with Radiological Development Operation ecncerning the 
design of an experimental procedure t o  ca l ibra te  bioassay photometric equip- 
ment. 
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Further discussions were held with in te res ted  personnel of the Radiation Pro- 
tec t ion  Operation 04 the general topic  of p robab i l i s t i c  models which simulate 
re tent ion and excretion of radioactive deposition i n  humans. 

S t a t i s t i c a l  consultation is current ly  being provided t o  C r i t i c a l  Mass Physics 
on a problem involving l i n e a r  regression analysis. 

In connection with the environmental monitoring study, the evaluation of 1131 
'data obtained from stack emissions, analysis  of rabbit thyroid, and analysis of vege- 
t a t i o n  samples continued. A progress report  on the in t e r s t a t ion  correlat ion 
of rabbi t  thyroid data for FY-1957 w a s  prepared. 

S t a t i s t i c a l  and Mathematical Research and Development 

Mathematical invest igat ion of the d is t r ibu t ion  theory of generalized l i n e a r  
estima.tlonin a structural equation was continued t h i s  month. 

An invest igat ion has been started of the mathematics involved i n  the extrapo- 
l a t ion ,  interpolat ion,  and smoothing of s ta t ionary  t i n r e  series. This compara- 
t i v e l y  recent  branch of mathematical analysis  has po ten t i a l ly  a wide va r i e ty  
of fields t o  which it can be applied. 

OFFSITE VISITS AND VISITORS 

There were no o f f s i t e  v i s i t s  o r  v i s i t o r s  during the month of November. 

C. A. Bennett, Manager 
OPEFIATTONS RESEARCH & SYNTHESIS 

CAB: jbk 



A .  ORGANIZATION AND PERSONNEL 

Organization 

No significant changes in organization occurred. 

Force Summary 

Exempt 
Nonexempt 

Total 221 197 

B. ACTIVITIES 

The responsibility for providing radiation monitoring for construction forces was 
transferred to the respective landlord product departments on November 15. 
for these forces was provided up to the transfer date without incident. 

Coverage 

High dose rates continued to be encountered during experiments conducted at Biology 
facilities. 
in the 231 Building was accomplished with excellent contamination control. 
removal of cell cover blocks from H cell in the Redox plant caused temporary dose 
rates of 15 to 60 mr/hour to employees i n  the mediate vicinity of the building. 
A n  employee in the Hanford Laboratories Operation lacerated his thumb on a piece of 
equipment in the 234-5 Building. 
ured on the thumb, but the wound appeared to be free of contamination. 

A difficult task of removing a six-ton hood in one piece from cell #1 
The 

Contamination in excess of 80,000 d/m Pu was meas- 

Additional shift coverage was required at the 305-B experimental pile. 
work load is expected to extend to January. 
americium occurred in the 329 Building. 
ful. 

The increased 
High level skin contamination with 

Decontamination was difficult, but succe6s- 

A query frm the AEC-HOO was received regarding HAPO'6 state of preparedness for 
radiological disasters. 
Manager for forwarding. 

A prompt review was made and submitted to the General 

Training lectures and demonstrations on various phases of radiation protection were 
presented to a large number of RPO and customer personnel 86 well as 60 employees 
in 300 Area Power and Maintenance. Radiation protection talks were a lso  given to 
300 teachers in a curriculum workshop at a Richland school. 

A detailed report of Radiation Monitoring is contained in HW-54027. 

Regional Monitoriq 

The average daily stack emission of 1131 was 1.2 curies. 
emission rate was caused by a single release of 13 curies from the Redox plant due 
to a faulty silver reactor. 
found on vegetation decreased by a factor of 2 to 5 from October and was attributed 
to a reduction in the fallout of bomb debris. 

The higher-than-normal 

The concentration of 1131 and other fission products 
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About 3 square miles southwest of the 200-West Area 
particles as a result of the burial of contaminated 
Particle density ranged from three to six particles 
end, particle movement appeared to be stabilized by 

were contaminated with ruthenium 
equipment from the Redox plant. 
per 100 square feet. 
the rainy weather. 

At month 

The analysis of raw water at 100-F Area showed an average of 6.5 per cent of the 
continuous occupational MFCGI. 
average of 1.8 per cent of the continuous occupational MPCGI. 

A detailed report of waste disposal monitoring is contained in HW-53429. 

Raw water at the, Pasco filter plant showed an 

Exposure Evaluation and Records 

Several CPD employees received some face and nasal contamination from ruthenium 
contaminants which were released when a burial. box w a s  inadvertently punctured 
during burial operations in 200-West Area. Bioassay and body monitor anaJ.ysis 
indicated insignificant body deposition. 

One case of plutonium deposition occurred to a CFD employee as a result of a minor 
injury. 
6,000 d/m Pu. 
crystal indicated an estimated deposition of less than lC$ MPL. 
of cases of plutanium deposition on record is 2 l O .  

Analysis of recovered blood and excised tissue showed a total of about 
Initial bioassay sample results and a survey with the body monitor 

The total number 

Two radiation incidents occurred involving technical overexposures to three employees 
in the product departments. The maximum dose received in these cases was 610 m r .  

Arrangements were completed for storing current exposure records, which are now kept 
on magnetic tape in the 3705 Building. 
of records in current use. 

This is a disaster‘precaution to avoid loss  

Procurement of new bioassay sampling equipment w a s  delayed when AEC-HOO withheld 
approval of the purchase requisition on the basis of excessive costs -- approximately 
$18 per container for 812 order of 1000 containers. 
provided for participants in the bioassay program is badly needed. 
is under re-examination. 

An improvement in the container 
The situation 

Radi ologl cal Development 

The equipment for the badge processing machine arrived as scheduled. 
of the prototype was initiated in the Technical Shops. 
established for completion of the prototype. 
ment is in progress, development and design of refinements will proceed. 

Additional data were collected- on alternate aperture sizes in the densitometer used 
to read badge film. Preliminary results indicated that the use of two apertures, 
one above and one below the film, decreased the “fringe“ effect noted at the edge 
of the shield locations. 

Fabrication 
A target date of 2-1-58 was 

While fabrication of the basic equip- 

Studies were conducted to determine the effectiveness of some of the conventional 
skin decontamination agents on organic coolants, 
biphenyl) was readily dispersed with Phisohex and water. 
results. 

Unirradiated MIElB (monoisopropyl- 
Tide gave slightly poorer 

The eutectic mixture was not dispersed by soap and water. 
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No further work was done andnone is presently planned on "equipment" decontamination. 
A report is in progress on the studies which have been conducted for decontamination 
of reactor piping. Experience with the reagent recommended, Turco 43066, in other 
applications will be noted in the report, along with recommendations for using the 
decontaminant . 
A usable circuit for the low-level pencil reading device was obtained. 
pencil meter leakage and other performsnce characteristics are being conducted with 
,he equipment. Further development of the circuit to improve range and sensitivity 
proceeded. 
At less than 5 mr there is a variation of about 0 - 5  me 

At the request of the Calibration Operation, two prototype fast neutron dose rate 
meters are being prepared for field testing. 
Radiological Physics Operation was slightly altered and fabrication is proceeding. 
Partially enriched BF3 tubes were obtained and tested. 
Evaluation and Records Operation, a calibration check of neutron film w a s  initiated 
using plutonium fluoride as source material. 

Tests of 

The present circuit has good sensitivity at a dose of 5 m r  or greater. 

The double moderator design of the 

In conjunction with Exposure 

Calibrations 

A revised replacement and retirement schedule for portable radiation monitoring in- 
strum'ents was prepared. 
the previous $47,000 to about $7,000. 

The net effect was a reduction in the FY 1959 budget from 

Drawings and specifications were reviewed and up-dated started for procurement of 
radiation monitoring instruments for the plutonium recycle reactor program. 

Radiological Consultation 

At the request of the Irradiation Processing Department, preliminary design criteria 
for the proposed recirculating-water production reactor were reviewed in cooperation 
with Biology and Chemical Effluents Technology. Camments were drafted for &mediate 
reply, and additional studies in Hanford Laboratories were instigated for completion 
by December 31, 1957. 

A preliminary review was made of the data from the year 1954 for radiation exposure 
during diagnostic examination at Kadlec Hospital. This work indicated that f'urther 
studies on the dosimetry for children under 10 years of age axe required in order 
to provide accurate estimates. If it is assumed that all torso examinations are in 
the direct beam and values for the dose/examination from the literature are used, 
an estimated total of 0.6 roentgen to the gonads to age 30 was obtained from the 
data. 

Comments were made on a document on the treatment of plutonium inhalation case 
studies. 
the lung and factors relating to the hazards of such particles was made for trans- 
mittal to the Subcamittee on Inhalation Hazards. 

An extensive series of notes on the dosimetry of particulate materials in 

A recommendation to institute studies of the nature of the mechanism responsible 
for the formation of radioisotopes in the reactor cooling water was made to Chemical 
Research. 
in the Columbia River, more basic studies on the mechanism responsible for these 
isotopes are required. 

As the plant approaches the limits which have been set for radioisotopes 
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Consultations were held on the proposed AFSWP training program to be started next 
month on the Radiological Physics Fellows training program and on the proposed short 
course in radiation protection. 

Radiological Disaster Studies 

A draft document on the limits to be applied to food and water during fallout condi- 
tions was reviewed. An alternate derivation of one of the equations and some sug- 
gestions on the philosophy of application of permissible limits to emergency 
conditions were included. 

A brief discussion of the consequences of a reactor disaster and the needs for 
biological experimentation was forwarded to Dr. D. Bruner of the Division of Biology 
and Medicine in Washington, D. C. 

Internal ExDosure Studies 

A rough draft document prepared by Dr. S. R. Bernard of the O a k  Ridge National 
Laboratory was reviewed. 
uranium based on the studies with human patients. 
tion end excretion equations,which were derived in this work, were mutually 
inconsistent. 
variation between individuals in the retention and excretion of uranium. Since only 
five cases were available, the use of conventional statistical methods in arriving 
at the conclusions caused bias in the final answer. Consistent excretion and reten- 
tion equations were derived which represented the experimental data adequately. 
Some calculations were made with these equations to provide a method of interpreting 
uranium bioassay in terms of the quantity of uranium in the body. 
are not as yet completed. 

This document derived new maximum permissible limits for 
It was indicated that the reten- 

A review of the basic data indicated that this was probably due to 

These calculations 

c. EMPLOYEE RELATIONS 

Safety and Security 

There were two medical treatment injuries for a frequency of 0.65. 
violations occurred. 

No security 

Suggestions 

Eleven RPO suggestions were adopted with the awards totalling $165. 
were received for evaluation by RPO. 

Eight suggestions 

Re lati ons 

An evening meeting was held for all exempt personnel. 
salary plan were discussed. 

The attitude survey and 
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REGIONAL MONITORING 

The general findings are summarized i n  the following: 

Average 
Activity Activity Density 

Sample Type and Ucat ion  ,uc/cc 
r 

Drinking Water and 
Related Materials 

1,o x 10- 8 Benton City Water Co. Well alpha 

200 Areas beta (0.8 t o  1.3) x 
Pasco, Kemewick, McNary Dam beta (0.05 t o  3.9) x 10 
Bsckwash Solids - 

100 Areas beta (0.01 to’1.3)  10-5 

Pasco F i l t e r  Plant beta 0.23 /uc/gm 
Backwash Liquids - 

Pasco F i l t e r  Plant beta 4.3 x 10-6 
Anthracite, Sand F i l t e r  - 

Pasco F i l t e r  Plant beta 3.8 x /uc/gm 

Other Waters and ~~~ 

Related Materials 

200 West Wells 
200 East Wells 
Wells Near 200 Areas 
Outlying Wells 
Columbia River - 

Hanford Ferry 
Columbia River - 

Below ReactGrs 
Columbia River - 

Paterson t o  McNary 
Columbia R i r r e r  - Mud 
Raw Water - Operating Areas 
Reactor Effluent Retention 

Reactor Effluent Retention 

1-131 i n  Earn Wastes t o  

1-131 i n  Columbia River - 

Basins t o  Ri-rer 

Basins tc River 

River 

Xanford 

beta 
beta 
beta 
beta 

beta 

beta 

beta 
beta 
beta 
be%a 

1-131 

1-13 

Trend* 
Factor 

-2 

5*1 10-5 -- 
4.3 10-5 -- 
8,o 10-7 -2 
(0.2 to 4.8) 10-4 +2 
(0,008 tc 3.2) x 10-5 

< 0.04 uc /=ec/reactor -- 
5 16-9 -- 

1.0 x 10-O -- 

-- 
14,000 t o  45,000 uc/sec/reaztor -- 
(0.4 t o  1.2) x 10 12 -- 

,- 

9.6 x 10-8 -- 
* The trend factor  shows the n-fold increase (+) c r  decrease ( - )  from last month, 

where the  values o f  n less tnarr 2 will not be noted. 
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Average 

[UC cc 
Activity Activity Density 

Sample Type and Location Type i 

Atmospheric Pollution 

Gross Alpha Emitters 
Gross Dose Rate - 
Separations Areas 

Gross Dose Rate - 
Residential Areas 

Active Particles - 
Separations Areas 

1-131 Separations Areas 
1-131 Separations Stacks 
Ruthenium - Separations 
Active Particles - Wash., 
Active Particles - Project 

Stacks 

Idaho, Ore., Mont. 

Vegetation 

alpha 

beta -gamma 

beta-gamma 

beta 
1-131 
1-131 

RU-103-106 

0.7 to 4.1 mrad/day 

0.4 to 1.7 mad/day 

(1.9 to 5.2) 10-~3 
(2.0 to 3.8) 10-13 
1.2 curies/day 

< 0.02 curie/by 

0.006 to 0.028 ptle/m3 
0.006 to 0.034 ptle/rn3 

Trend* 
Factor 

- 3  

+3 
- 

- 2  

-2 

- 30 
-3 

Environs of Separations 
Areas 1-13 5.0 x 10-6 UC/@ -3 

Residential Areas 1-13 7.0 x $uc/ga -2 

Oregon 1-13 1.6 x ,uc/~ -10 

Wash. and Ore. , beta 1.1 10-4 /uc/ga -2 

Separations Areas alpha (0.04 to 1.0) 10-5 /Uc/gm +2 

Eastern Washington and 

Fission Products Less 1-13 

Alpha Emitters - 

* The trend factor shows the n-fold increase (+) or decrease ( - )  from last month, 
where the values of n less than 2 w i l l  not be noted, 

i 
._ 1 

, ..- 
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RADIATION MONITORING Hanford Minor & Major Year t o  
Laboratories Construction Others Nov. Date - 

Special Work Pennits 2000 234 167 2401 28,923 
Routine and Special Surveys 1080 22c 225 1529 25,018 
A i r  Samples a 4 4  107 256 2507 25,855 
Skin Contamination 5 2 0 7 202 

Wlass I1 Radiation Incidents 0 0 0 0 1 
- C l a s s  I1 Radiation Incidents 0 0 2 2 8 

MPOGURE EVAIXTATION AFID REZORDS 

Gamma Pencils Processed 180-280 m Over 280 mr Readings 
Pencils Paired Readings Paired Readings Lost 

November 134,362 12 
1957 t o  Date 2,226,734 137 

300-L Area 

5 
115 

9 
94 

November 14,206 6 
1957 t o  D a t e  107,764 28 8 

2 
14 

0 
u. 

Beta-Gamma Film Badges 
Badges Readings Readings Readings Lost Average Dose 

Processed 100-300 mads 300-500 mads Over 500 mads Readings Per Film Packet 

70 -Ow) 2.19 w Eovember 22,101 546 17 1 
1957 t o  

Date 452,988 7 , 4 L  287 67 805 1-75  3 -95 

Slow Neutron Pencils 
Pencils Paired Readings Paired Readings Lost 

Processed 4-12 m r e m  Over 12 mrem Readings 

November 3,844 45 
1957 t o  Date 31,212 401 

Fast Neutron Film Eadges Badges 
Processed 

November 
1957 t o  Date 

1,000 
10,784 

6 
123 

Readings 
Above 50 men 

3 
9 

4 
23 

Lost 
Readings 

2 
13 

B i oas say November 1957 t o  Date 

Plutonium: Samples Assayed 
Results above 2.2 x pc/sample 

1,575 
42 

13,418 .. '1 - 
Fission Product: Samples Assayed 1,650 14,607 

Results above 1.3 x 10-5 :IC FP/sanple 4 19 

Uranium: Sam-ples Assayed 427 4,489 

*HLO Radiation Monitoring Customers 
+*Other Plant Components 

1 2 I; 6 1 1;. (-j 



Following Exposure Following Period of No Exposure Urafiium Analyses 
Units of io-g+ U / C C  Units of 10-9 pc U/CC 

Number Number 
Sample De s c r  i p  t i on M a x i m u m  Average -’ Samples Max- Average Samples 

Fuels Preparation 21.80 5 -15 53 7 -05 2.53 39 
Hanford Laboratories 31.10 7.93 19 11.50 3-73 19 
Chemical Processing 41.10 7-59 116 32.80 5.63 105 

17 Chemical P r o c e s s i w  175 70 
Special Incidents u.90 4.07 3 
Random 2.03 0.68 16 

-- 25.20 40 17.80 5.76 -- -- -- -- -- 
*Samples taken pr ior  t o  and after a specific job during work week. 

T r i t i u m  Analyses November 1957 t o  Date 

Samples Assayed 0 59 

Thyroid Checks 

Checks Talcen 
Checks Indicating .01 pc 

H a n d  Checks 

Checks Taken - Alpha 
Beta-Gemma 

CALIBRATIONS 

CP Meter 
Juno 
GM 
Other 

Total 

P ers onne 1 Meters 

Badge Film 
Pencils 
Other 

T o t a l  

Miscellaneous Special Services 

Total  Number of Calibrations 

42 
0 

34)  
1 

53 I 537 572,401 
51,524 526,216 

Number of U n i t s  Calibrated 
November 1957 t o  Date 

1,022 
352 

1,357 
208 

11,388 
3,894 

15 , 001 
1,968 

2,939 32,251 

792 22 , 098 
9,716 70,286 

3 62 2,427 

io , 870 94,811 

42 5,862 

A! R. Keene, Manaaer 



mcLAssIFm 8 G - 1  

LABORATORY AUXILIARIES OPERATION 
MONTELY REPORT - XOVEMBER, 1937 

General 

Safety performance of the Operation was cansidered sa t i s fac tory .  There were no 
major in jur ies ;  the minor injury frequency r a t e  was 2.44 per cent which i s  sub- 
s t a n t i a l l y  the same as  October experience. 

The absenteeism r a t e  was 3.68 per cent,  a decrease of about 1.13 per cent beluw 
October experience. 

There were no securi ty  violations charged t o  the Operation f o r  the four th  con- 
secutive month. 

No grievances were f i l e d  and the grievance involving c r a f t  ju r i sd ic t ion  submitted 
by  the sheet metal c r a f t  last month was considered se t t l ed  a t  Step I. 

F a c i l i t i e s  Eqineer ing  Operation 

Responsibil i t ies f o r  performance of work on Project CG-747, Plutonium Fabrication 
P i l o t  Plant ,  a re  being turned over t o  the Manager, Reactor and Fuels R&D ef fec t ive  
December 2, 1957. O u r  e f f o r t s  on this project  t o  that date have consisted of all 
work necessary t o  obtain AEC authori ty  and t o  perform l i a i son  functions f o r  scope 
and d e t a i l  design--with an interim authorization of $100,000 f o r  this project  of 
t o t a l  estimated cost  of approximately $4,000,000. 
and d e t a i l  design is  estimated t o  be approximately 10% complete as  of December 2, 
1957; fuads expended f o r  work t o  thLs date w i l l  approximate $ll7,000. 

The scope work is  lo@ complete 

There a re  current ly  31 act ive projects  i n  HLO excepting the PRPR. 
me f u l l y  authorized. S i x  are awaiting act ion of the 
Commission and three are  i n  project  proposal preparation stage. Authorized funds 
amount t o  $3,910,000 f o r  t o t a l  current project  a c t i v i t y  estimated a t  $14,635,000. 

Work i s  underway on a l l  m-1958 budgeted l i n e  items. 

Twenty of these 
Two a re  authorized i n  par t .  

Data is  being compiled and arrangements being made with HLO components f e r  idti- 
a t ing  budget study work. 

The current s t a tus  of EL0 prc jec t  a c t i v i t y  i s  summarized on the attached report .  

The following is  the s t a tus  cf job items current ly  act ive i n  FEO: 

a. Contaminated Waste Chute, 327 Bldg. - Construction Operation w i l l  start work 
on 12-9-57. 

b. Thermal Expansion Layout - Sponsor's Contact Engineer t i e d  up on other work. 
Requests t o  be contacted again 12-3-57. 

c. X-Ray Diffract ion Sample Holder - Completed by sponsor. 
d. Impact Tester - Sponsor requests job be held in abepnce u n t i l  a f t e r  1-1-58. 
e .  Hot Mfcmscope - Sponsor requests job be h e l d  i n  abeyance u n t i l  1-1-58. 
f. Modification of Elevator, 327 Bldg. - Inactive a t  present. 
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g* 

h. 
i. 

J .  
k. 

1. 

me 

n. 

0. 

P'J 
4. 

r. 
s. 

Vacuum A i r  Sampling System, 108-~ Bldg. - Project proposal -mitten. 
up pending study of ava i l ab i l i t y  of Rrnds. 
Hood Repair and Relocation, 329 Bldg. - Work proceeding. 
Fabrication and I n s t a l l s t i o n  of Pig Feeder Sta l l s ,  141-3' Bldg,  - Work complete. 
Job closed out. 
100-F Pasture - Work complete. Job cl3sed out. 
Winterize 108 .~  Train Shed A i r  Conditicner - Installatim of c o n d i t i m e r  9% 
complete and system i n  operation. 
f o r  completion by 12-9-57. 
Ins t a l l a t ion  of Heating Cable and Insula5ion of Mapure A.L;ger, 1 4 1 - N  Bldg. - 
Work Order issued t o  100-F Maintenance. 
Whole Body A n i m a l  Counting Room, 141-F Bldg. - Wcrk Order A-57831 issued % 
Construction Operation. 
Re-route Steam Line ,  141-F Bldg. - Estimate received frcm E l  Maiakenance - 
$u4. By agreement of the tenants this work Will b e  deferred uti; F'Y 1959 
due to lack of funds. 
Dog Pen Drainage and Kennel R e p a i r  - Work scmplet,e. 
Controlled Temperature Room - Deferred umil FT L959, 
Correct Leaking Pump Seals in P l s t i q  Laboratcry, 3C6 Bliig. - A Work Order 
has been received t o  specify and procure XWO me:hani?ai sea l s ,  
cat ion is being prepared. 
Hot Mop, 146-FR Roof - Camplete. 
Correct noisy Heating Coil  i n  3760 Bldg. - A venzillg system was instaLed 
a f t e r  which it was apparent t h a t  back prsssure w a s  b u i l d h g  up i n  5hs x n -  
d e n s a t e  return piping. This piping vas cleaned zuz m d  s<;ae sect,i:nj ~ s p h ~ s r ~ .  
The noise has stopped. 

Held 

Pipe lagging and housing insulafion scheduled 

W9rk prczeeding.  

The specifz- 

a. 

b o  
C .  

d .  

e. 

f. 

Q. 
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h. The procurement and i n s t a l l a t i o n  of the Shieided Cave in the  325 Building 
(AR-57-HL2-k7) is apprcxixnately 9% complete w i a  a t c t a l  of $20,393 expended 
and a remaining balanse of $937. Work remaining cclnsists af i o s t a l l a t ion  of 
l i g h t s ,  placing f ron t  brick, ncmenclature and diagrams, and cold t e s t s ,  
Remedial work on the  heating system in 306 Building lzas resulted i n  replace- 
ment of a l l  fan bearings, a l t e r a t i a s  t o  the  condensate piping in the equip- 
ment room and rehabi l i ta t ion  of the bul ld ing  control system. 
The engineering survey of at0 code vesseis and system is  approximately 3046 
complete 
A roof has been placed over the gas cyiinders G n  the 326 Buiiding and loading 
dock. 
A n  investigatfon cf the  roof on 146-39 building a f t e r  leaks were detected 
during a rainstorm resulted i n  resurfacing the en t i r e  roof area with a hot 
asphalt  roofing campound. 

i. 

j. 

k. 

1. 

The d r a f t i n g  operation has a heavy backlog of work. 
were produced o r  revised during the month end about 8700 square f e e t  of ppints were 
produced. 

Approximately 290 d,-awings 

Major designs completed or  i n  process are: 

(1) "Cesium Iso la t ion  and Packaging". T h i s  design t o  provide equipment 
f o r  the remote hanCling and conversion of l iqu id  Cesium t o  the powdered 
s t a t e ,  auhomatlc canning and p l a c h g  in casks ready f o r  shipping. 
Design 1$ complete, 
"i5 Ton Cask Dolly". 
15 ton shipping cask8 within the 327 Radio-Met Buiiding. ' 

cision grinding of la the  cut t ing too i s ,  
"Press Hood f o r  M.T.R. Fuel P la te  Program". 
contain 200 ton press.  

the qual i ty  of uranium oxide reduction ( U O ~  t o  ~ 0 2 ) .  
"Oxide Fuel Welding Elements". 
lng nested tubular oxide fuel eiements are being designed and d n f t e d .  
T h i s  squipmnt t o  be used on can$mction with vacuum weldicg box. 

(2) 

(3) "Precision Tool Grinding Fixture". Equipment designed f o r  the pre- 

(4) 

( 5 )  "Fluidized Bed for  Oxides". Apparatus w n ~  designed for increasing 

(6) 

This apparatus designed t o  handle and t r ans fe r  

Hood was designed t o  

Sdpparbs and pmered r o l l s  for weid- 

Technical Shops Operatim 

Total  productive time icy the month was 1 . ~ ~ 2 6 9  haws. 
i s  22,720 hours of which TO$ i l s :  r e q u i r e d  i n  the mrren t  month, with the remainder 
dis t r ibuted over a six month period, 
(326 hours) of the  t o t a l  available hours. 

The t o + a i  shop wcFk backlog 

Overtime worked during the month was 201$ 

Distr ibut ion of time was as follows: 

Fuels Preparation Department 
I r rndia t ion  Processing Department 
Chemical Processing Department 
Hanford Laboratories Operation 
Construction Engineering Operation 
Miscellimeous 

of Total  Man  hour^ 
14.84 13.2 
1810 
1002 
6763 

2 
208 

16.0 
8.9 

60,o 

1.9 
0 
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C u s t o m e r  demands f o r  serpice remined f i r m  in a l l  canponenta and increased in 
the Glass Shop. 
scheduling of the work permitted a reduction in overtime work from 3 . 8  the prevfous 
month t o  2*1$ the current month. 

A reduction in requests f o r  p r i o r i t y  servfce and keenp jzldicious, 

Safety and secur i ty  performance was considered sa t i s fac tory  with no magor vfola- 
t ions .  
months with no wUd explanation as t o  cause. 

A reduction i n  the minor injulyy rate has been noted f;r !zdc cmsecutive 

Absenteeism decreased from the  prevloua month and is now wftlhfn the established 
parameters. 

No grievances were f i l e d  and the j u r i sd i s t iona l  grievance recefr& the prev'rous 
month from the sheet metal craf't protest ing work assigned t o  the mfUm5qht c a f t  
is  considered settled a t  Step I. 

Technical Information Operation 

A number of changes were -de during the mnth ta furthen round out +;he r e o r g a -  
zation of the Technical Information Operation which was effectad in September, 
Two members of the technical abstract- 8-dff were sssign8d new I%SpC&¶SfbflftieS 
and a c le rk  was tramsferred f r o m  the DocuPPent Diatr',bu-klc;l 8 F i l e s  group fJc RepoPt, 
Reference & Publication. 
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The Manager of Technical Information attended the annual meeting of the Technical 
Infolaat ion Panel i n  Lo6 Angeles. 
C o d t t e e ,  of which he is  chairman, m e t  for two days t o  (1) consider the r e su l t s  of 
em AEC survey of card catalogs, and (2) assign p r i o r i t i e s  i n  updating bibXographie6 
on which TISE i s  working. Main items on the  Panel agenda included procedures f o r  
patent r e v i e w  of unclassified documente,technicai information packet and exhibi ts  
fo r  %he Geneva Conference, technical books about and progress review cf the AEC 
programs, Russian t rans la t ion  problem e t c  

P r i c r  t o  the meeting the Library b Document 

A t a s k  force of personnel from IDp FPD and HLO have prepared proposals f o r  revising 
ce r t a in  AEC c l a s s i f i ca t ion  guides.  After the  HAP0 members of tfie BOO Class i f ica t ion  
C o d t t e e  have studied the proposals, they w i l l  be submitted to the e n t i r e  Committee 
f o r  approval and transmittal. t o  the D i v f s i m  of Class i f ica t ion  i n  Washington, It is 
believed that these changes i n  the basic AEC guides must be made before the AEC can 
accept revision of the Hanford Classif icat ion Guide. 
ceeding with the revis ion of the Hanford Guide on the asstmrption that the praposed 
changes i n  the AEC guides w i l l  be adapted. 

In the mantime we are  pro- 

Work volume s t a t i s t i c s  for the  math of November a re  as  follows: 

October November 

Documents routed and discharged 17,338 27,506 

Document6 received from o f f s i t e  1,651 1,382 

Documents issued (includes off s i t e )  13 806 15,352 

Documents sent  o f f s i t e  0,246 2 , 593 

Documents f i l e d  7,924 6,224 

Packages prepared f o r  o f f s i t e  1 9  405 2 J 593 

22. J 536 Documents pfcksd up and delfmred 29 9 5x7 

Hoiders of c lass i f ied  documents whose files w e r e  
invent oried 

10 874 

Copies of documents destroyed 5 9 403 4 468 

Copies of documents r e t i r ed  t o  Records Center 424 1,270 

Copies of plant  mantisls revfsed 353 595 

Document t i t l e s  recalled f o r  coz-rection downgrading, 
destruction and Qther reasons 

Recalls in process 192 276 

New reca l l s  from o f f s i t e  14 41  
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Recalls completed 

Documents requested by HAP0 personnel 

Total requests received 

Doclnaent requests f i l l e d  

October November 

144 43 

80 7k 

Document resemes 

Documsnt requests unfi l led and pending 267 167 

Requests f i l l e d  597 770 

Cycle document holding inventories f o r  October and November were run during the 
month. These irrventorfes a re  the f i rs t  since conversion t o  the modified I B M  system. 
From all indications,  the inventory listings a m  accurate. Discrepancies which 
have been brought to light are due t o  Files c l e r i c a l  errors .  

The inventory of documents i n  the Records Center was completed on November 18, 
A t o t a l  of 1,314 boxes ( 6 3 9 9 9 ~  copies) w e r e  inventoried. 

The Iaventory Clerks have been reconciling discrepancfes resulting fmm the recen?; 
I B M  conversion. 
since January 1, 1957. 
dmpped f r o m  the tape.  
ft is necessary t o  reconstruct the l o s t  i n f s m t i c n  bef:re %king the 1357 ir=.rea- 

The major item was determining what R & D reporC,s werb r s se imd  
During the  ccnverskm the R & D report  inf.:ms;i,-.n Tas 
Since an anaual inven tcq  of l? & D mpoe ,a  is r e y u ~ r e 4 ,  

f O q L  

1, 

2. 

34 

4. 

50 

HW-32271, "Corrosfon of  Selected Metals Under Radt?:kmisai Ez~~~nrne~?,: 
A Bibliography" w a s  Typed. 

HW-52736 ED, "Hanforcl Cmtr2bu-ti-m tc $he PiL? I I ! ! ~  Nc+.eb-.. kt8 T&.< I S  sxe3 
dur ing  the month. 

Both the  July and August  issues of the "Summary Re-po* .sP HsriTs-1 Research 
and Development" were issued. 

Approximately 1,000 e a r l i e r  pra jec t  sepcms vere redewe2 f ; ~  pcsa%3''s 
abstract ing and indexing, 
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Radiographic Testing Operation 

Radiographic Testing Operation a c t i v i t y  continued a t  a high l eve l  f o r  November with 
t h e  nmber of t e s t s  more than double the number made in  October. 
t e s t s  were made of which 499 were radiographic exposures (including x-ray and gamma- 
ray exposures) and 2102 were supplemntary t e s t s .  The supplementary tests consisted 
of work with dye penetrant, dimensional checking, eddy cursent,  magnetic part;icle, 
and ultrasonics.  
senting a l l  of the operating departments and sePvfce operations. 
reports w e r e  issued detailing test findings w i t h  conclusions and recommended action. 
Radiographic Testing Operation was consulted on 15 di f fe ren t  occasions f o r  advfce 
and infoxmation regarding general testing theory and applications f o r  other than 
the jobs tabulated. 

A total of 2601 

Work was done f o r  16 d i f fe ren t  organizational components repre- 
A t o t a l  of 11 

Details of work accomplished a re  as follows: 

A .  

B. 

C. 

Qualif icat ions and Cert i f icat ions 

Various welders qua l i f ica t ion  coupons were examined t o  determine t h e i r  
acceptabi l i ty .  
previously contracted by the AEC f o r  o f f - s i t e  examination. 

Additional work i s  being done in this area on samples 

As-Received Material 

To meet a Hanford commitment f o r  longitudinally welded stainless s t e e l  
pipe t o  be sent t o  an of f - s i t e  contractor working on a new vessel  fabr i -  
cation, an appreciable amount of pipe had t o  be examined t o  find accept- 
able pieces. 
exis t ing on-site that will require radiographic examination t o  be suit- 
able f o r  use in C ~ S R  I vessel fabr icat ions.  

T h i s  material  appears t o  be pa r t  of a la rger  quantity 

Fabrication 

Two vessel  fabr icat ions were completed this month, 
on the Redox Slug Dissolver Tank were examined radiographically and wrth 
dye penetrants t o  complete the work on this  vessel .  
welds on the  TH-2 Purex Column w e r e  examined completing the wcrk cm t h i s  
vessel. 
considerably increased because of the d i s c o e r y  of defective longitudinally 
welded pipe used i n  the fabricat ion.  In  addition, miscellaneous connecting 
pipe jo in ts  a re  being examined t o  give as complete knowledge as possible 
of the qua l i ty  of t h i s  c r i t i c a l  vessel. Repair work has been ident i f ied 
f o r  the shop forces and it is anticipated that t h i s  work w i l l  be completed 
i n  December. In the fabricat ion of a pressurizer  vessel  a t  Whfte Bluffs 
a problem was encountered with m - o u t  of the bore of the pr inc ipa l  ves- 
s e l .  The d i f f i c u l t i e s  encountered i n  machining this vessel  put the t h i c k -  
ness of the wall i n  question. 
be applied t o  the work, ultrasonic thiclmess t e s t ing  was used t o  determfne 
if minimum w a l l  requirements were m e t .  The fabricat ion presen%ed somewhat 

The c l o a m  welds 

Similarly2 the f iml 

On the  L-cell  package the scope of the  or ig ina l  work has been 

Since micrometers and ca l ipers  could nct 
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of a problem because of the heavy w a l l  thickness and the siasll diameter 
of the vessel. However, use of 8 f a b r k a t e d  standard was successful and 
the  w a l l  thicknesses determined with sa t i s fac tory  accuracy. 

D. Research and Development 

The =in research and develqmsnt e f f o r t  was concerned -&+A t v ~  maJQr 
projects.  
w h e r e  s a t i s f ac to ry  progress is being made in  develcp3len-t 0.9 +he various 
tests and their interprs ta t ion.  Collsiderable effcm was sxpended in 
obtaining information on a grgup cf ~6 BDF-size tubes vhich are pa=--, 
of a current develapment o d e r  on which mere work 13 fo be done. 
current r e su l t s  indicated that all of The t&ss cmtained i q e r f e c t i o n s .  
Dye penetrant resul5s on the oukside tuzrface we= aegative and cnly 
p a r t i a l .  correlat ions w e r e  obtained by nd iograph i -  examinstim. 
sonic t e s t a  made on cne %ube ?=- aiso negat,<n, hYdemrY clf23e v l x a l  
examination d id  d i r c l s se  a shailcw g a l l  mark. 
w i l l  be made on the  remainder of the tu3es tr discsver  if there are  
surface imperfectfcns existfny 3n the ias fde  dismterb;. In addi t icn zo 
the  zirconium prgcess tubes 3xamfned 9 apecfcrl xibe -f carbon sr,eel was 
given partial coverage t.3 deternine if ,a s u i 5 a t i X t y  fx amergex:? u s e  i n  
the KER Bec i r cu l s t im  1;3p3pO Jemure- 
mnts made this month w e r e  cn t b 1 3  m b e ,  
month in research and development a3sf;j;mm 79s .-:n.;erned -4th MTR 
f u e l  fabrfcat,fa;l baing done by +,he P l c - n i u  Me?aL;u;..gj Cyc;rati:n, 
Various castings ccntaininq diffsmnt  s L * y  perssztaqsu we7e 5xanLnsi 
f o r  soundness. 
made of uranium and p l ~ t ~ n i u n  r9spec;CJively. 
examined during the  mon+,h b c h d e d  misceLlaaems bagchr and Siamteys 
of longitudinally welded this Val; %hing and 4 ~ a e  mK.> I'Lam.t,~-~' ~1>3- 
ing fo be used f o r  PRP f u e l  eLem0z-t de?el.-pmen- T- YK. M ~ ~ - ~ - L ~ L S ; L G  
research and 3eveiDp'sent Y;X in;i.G&; m I & E "Jaf"?? 5 l . q  tr-? +ke 
detenninat im cf vafs- tk l  :kza53 YLeC:Z+.,i 40- 5 (:E5 ~~..x.,.rxc 
tube containing ceramis -4afera an2 1 ~ 3 - , ~ ' - 1  f e r  ~ tz  MTR + x s r : n q  p -  <;-.am. 

The first is the continuing e f f o r t  on z i r c m i m  prccesa tubes 

Eddy 

Ultra- 

Bsxse:ips examLnatfxia 

A large n w e r  ;f the d;mensL-zC. 
The c-c,her ~ J G Z  effcrt  %his 

Work was started wtth ?saX;r&i slu.2nuqthen addi*,;cna 
Otkez zize.;nium t - A b . F v  

_ 1 -  
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F. Construction 

The only construction project  worked on this month was that involving the 
charging machine being b u i l t  a t  100-C Area. Various c r i t i c a l  pa r t s  of 
the machine were examined f o r  manufacturing flaws. One cas t  carbon s t e e l  
cable guide was found t o  have extensive shrinkage making it unsuitable 
f o r  i t s  intended use. 
condition. 

The other par t s  examined were of an acceptable 

Test- S t a t i s t i c s  

No. of Ft. of Weld No. of 
Component Tests or  Material Pieces Description 

A .  Chemical Processing Dept. 134 144 85 Sta in less  S tee l  
process vessels 
and P iPIng .  

36 Sta in less  S tee l  B. Construction Engrg. Oper. 180 113 
process vessels , 
piping, and coupons. 

C .  Fuels Preparation Dept. 11 15- 1/2 3 Carbon S t e e l  
preseure veseels 

D. Hanford Laboratories Oper. 705 2957-1/2 213 Z r  and carbon s t e e l  
process and PRP 
tubing. A l ,  U, and 
Pu castings.  I 6s E 
wafer element 
GEH Aasedly.  

E.  I r rad ia t ion  Processing Dept. 1526 782-1/2 139 Carbon s t e e l  pracess 
tube and pressure 
vessels Carbcn 
steel castings and 
machined par t s .  

F. Relations and U t i l i t i e s  Oper. 45 18 1 Forged meel  crank- 
sha,gt from d iese l  
coach. - - 

Totals 2601 4030-1/2 493 

UNCLASSIFIED 
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Laboratories Administration and Technical Liaison 

One new Organization and Policy Guide w a s  issued. 
on spec i f ic  sectiansr t o  four exis t ing guides. 
were reviewed agaia. 
ac t ion  vere 8 - m  f o r  inclusion i n t o  a revised OFG Moo O2.3.l, Approval 
Authorizations. 

Timely revisiona w e r e  issued 
The Organization and Policy Guides 

Delegations of authority and requirements f o r  mandatory 

Two letters of delegation of authori ty  for work authorizatiozs were issued as  
w e l l  a s  specif ic  delegatione covered by OR3 Bo. 02.3.1, Approval Authorizations, 

The contract  DDR-29 with Nuclear Metals, Inc. f o r  the f~bl. ica$iOE of z i r sa l i cy  
tubing was approved. 

!Fhe contract SA-17 with Swedish Hospital. which expires December 319 1957, 9s % e m  
considered f o r  extension. 

There w e r e  no new requests f o r  Assistance t o  Hanford and for S e r v i c e  under the 
KAPL Program. 

Transporation and Maintenance Operation has made the fcllmfng vehiels assignments 
upon request: 

( a )  Five pickup trucks were reassigned withfn Hanford LaborstDries 
Operation. 

(b) 

( c )  

Two pickup trucks,  one panel truck,  and ope sedan were returned. 

Tbree pickup trucks wem assigned t o  Amospherk Pk?si.=s Operaticn 
per iodical ly  during the month f o r  spec ia l  work, 

The above sedan was added t o  the 300 Area Motor Pcol %> slLedat.3 f:=-ther -,hs 
inter-area trampolltation problem. 
subs tan t ia l ly  during the month. 

Inter-area t x n s p s r ? , s t l ~  h a  b s m  Lapxme3 

b' LABClRATORY AUXILIARIES 
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EMPLOYEE RELATIONS OPERATION MONTEEY REPORT 

H- 1 ULrlCLASSIFBD 

GENERAL 

On November 30, 
1157, including 
employees there 
as follows: 

1957 the staff of the Hanford Laboratories Operation to ta l led  
504 exempt and 653 nonexempt employees. 
were 438 with college degrees including 420 technical degrees 

O f  the  t o t a l  exempt 

222 103 95 

In addition, there were37 nonexempt employees with college degrees. 

Distribution among the nine leve l  3 components is included in Tsble I. 

The ASEE Committee on Nuclear Education has recommended t o  the AEC that Hanford's 
proposal f o r  the Chemical Processing portion of the 1958 AEC-ASEE Summer Ins t i -  
tue of Nuclear Energy fo r  Engineering College Faculty Members be accepted. A s  
yet notification has not been received regarding AEC's action on the proposal. 

The Short Course proposal, Agreement No. 31, was returned fo r  modification 
regarding course outline. A new proposal is being drafted. 

Detail planning is  underway f o r  the 1958 AFSWP training program. The group 
of ten armed forces personnel wi l l  arrive a t  Hanford on January 6, 1958 for  
six weeks of  t ra ining in radiation protection. 

Twenty-seven Technical Graduates and seven Technician Trainees were on assign- 
ments within Iaboratories a t  month's end. This is  consistent with last month's 
27 Tech Grads and 6 Technician Trainees. 

Seven exempt people completed "Conference Leading" and 25 people attended "Data 
Processing " . 

Ten exempt people began BLo's first session of "Principles and Methods of 
Supervision and Leadership". 

One blJBnager's luncheon was held fo r  twenty-three nonexempt employees. 

Nlne HLO employees participated i n  the November Area Tours f o r  Women. 

Sixteen technical papers and a r t i c l e s  were processed for  publication during 
the  report period. 

Final clearance was obtained for  copy fo r  the 1958 Research and Engineering 
Progress issue of the GE Review. 
mately 45 per cent of the Review's coverage of the Atomic Products Division. 

PERSOrnL PRACTICES 

Hanford Iaboratories w i l l  contribute approxi- 

Employment 
HLO openings for  nonexempt personnel are extremely limited i n  number. It is 

1 2 1 ; C l b I  
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expected that all ViU. be f i l l e d  as a resul t  of transfers from other level  2 
components. 

Nine Radiation Monitors were removed due t o  lack of work; 11 were transferred 
by seniority bumping, and 2 were placed In  HLO as Engineering Assistants. 
Two Servicemen were removed from the r o l l s  by senior HAP0 employees displacing 
them. One Calibrator "B" was removed due t o  lack of work. 

Seven transfer requests were received during November. 

Three 1-year, three 3-year, and one 4-year Attendance Awards were issued dur- 
ing the month of November. 

Service Recognition 5 Years 10 Years 15  Years 20 Years 25 Tears ~ o t a l  

Pins  Issued t h i s  Month 5 9 - - - 14 

Total Pins Gut 477 228 1 2 1 709 

Benefits and Services 
~~~ 

A t  the November HLO Suggestion B o a r d  meeting 40 suggestions were reviewed and 
36 were approved for awards to ta l l ing  $ 1 9 5 .  
savings of $13,159.23. 
during the month. 

These suggestions represented 
Twenty suggestions were received from HLO employees 

One RLO employee re t i red  optionally a t  month's end. 

Hanford Laboratories participation 
30, 1957 is l i s t e d  below: 

Insurance 
Pension Plan 
savings & stock 
savings Plan 

in the Employee Benefit Plans as of November 

99.6 
98.3 

Bonus 59.2 
7.9 

Military status of HLO employees is  as  follows: 

STATUS Non- Tech. Non- 
Other Than 1A Technical Technical 1 - A  W r i t i c a l  TOTAL 

Standby ll 33 0 0 44 

T o t a l  27 gr; 6 1 
16 21 6 1 44 

88 
- - Reservists Ready 

55 93 25 41 214 

Deferment Requests Pending 4 
Deferments Denied, Appealed and Pending 0 
Deferments Pending a t  Presidential Appeal Level 0 

W r i t i c a l  refers  t o  those employees for  whom deferments are currently being 
re  que st e d . 
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W O N  RELATIONS 

A meeting was held November 27 with the Council regarding negotiations with the 
Regional Monitors. The Council presented the Company with a "Y" type sen ior i ty  
arrangement and s t a t ed  that if  we would accept t h i s  proposal they i n  turn would 
accept the Company's proposal regarding t h e i r  consolidation with the Radiation 
Monitors which was made several  months ago. 

The grievances processed by t h i s  Operation since January 1, 1957 t o t a l  20. 
This number includes one non-unit grievance. The folloKing is a breakdown 
as t o  the  status of these grievances. 

Step I 

Answered sat i s  fac t o r i l p  11 

Step I1 

Pending Step I1 answer 0 

S a t i s f a c t o r i l p  7 
Pending t i m e  l i m i t  2 

Answered 

* Step I grievances which Council indicated a desire  t o  discuss a t  Step I1 
not scheduled f o r  discussion within three months a r e  considered s e t t l e d  a t  
Step I. 

.mt Step I1 grievances i n  which the Council formally applied f o r  a rb i t r a t ion  
but f o r  which no fur ther  act ion is  taken within three months a r e  considered 
s e t t l e d  a t  Step 11. 

PhD Recruiting 

During the month two candidates visited HLO f o r  interviews, three of fe rs  were 
extended, two were accepted, two w e r e  rejected,  and two were placed on the r o l l .  

PhD - HLO - 9/1/57 t o  date 
Offers 

Cases Considered Visited Extended Accepted Open Rejected On the  Roll - 
200 17 25 7 9 9 6 

Offer t o t a l s  include 14 of fers  extended during the last recru i t ing  season 
which were open on September 1, 1957. 

Offers accepted do not include 7 acceptances received during the last recru i t -  
ing season from people who were not on our payrol l  on September 1. 
seven carry-over acceptances have reported on the r o l l  t o  date.  

Four of the 

A summary of PhD recru i t ing  s t a t i s t i c s  appear i n  mble  111. 
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BS/E Experienced Recruiting 

A-4 

During the month one candidate visited HLO for interviews, one offer  was extended 
and remains open. 

BS/S - HLO - 9/1/57 t o  date 

Cases Considered Visited Extended Accepted - Open Rejected On the R o l l  
Offers 

42 6 3 0 1 2 2 

Two people reported on the roll during September as a result of offers accepted 
pr ior  t o  September 1, 1957. 

A sumnrrry of BS/MS experienced recruit ing appears in Table 111. 

Technical Graduate Program 

Three Technical .Graduates were placed on permanent assignment within IiLo during 
the month. 

Exempt Transfers 

Seven new transfer requests were received during the month. 
by transfer t o  another HAP0 component, effective in October. 

One case was closed 

Exempt Transfer s t a t i s t i c s  appear i n  Table N. 

The a t t r i t i o n  of exempt personnel f o r  RLO f o r  November: 

Transfers 0 
Terminations and Deactivates 1 

HEALTH, SAFETY, Am SEmm 

During November, bbora tor ies  personnel worked a t o t a l  o f  172,796 hours w i t h  no 
disabling injur ies .  
completed w i t h  no disabling injuries. 

Since September 1, 1956, a t o t a l  of 2,819,097 hours have been 

Two incidents required special  follow-up: 

1. One employee was exposed t o  beryllium dust when gas trapped i n  
a sealed can of be ry l l im  powder expanded and ruptured the can. 
Medical follow-up indicated the exposure was not a t  a hazardous 
level .  

2. A drum of cyanide salts broke open when dumped a t  the 300 N. 
dry bur ia l  ground. 
forestall any hazard t o  subsequent workers i n  the vicini ty .  

Immediate burial wi th  sand was ordered t o  

There were 26 medical treatment injur ies  (16 i n  the last 7 work days) giving a 
frequency of 1.50 as compared t o  1.39 last month. 
frequency is  1.67. 

For the year t o  date, the 

For the first time there were no security violations. Total violations t h i s  
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year are 81. 

Consultations were had with and approvals were given t o  1 3  operations as follows: 

8 .  

b. 

C .  

d. 

e. 

f .  

Q. 

h. 

i. 

5 .  

k. 

with Technical Shops on code requirements f o r  gas piping. 

with Mechanical Equipment Development on poten t ia l  vapor 
problems i n  tes t  shaft. 

with Chemical Engineering Development and Atmospheric Physics on 
evaluation of 321 Bldg. gas emission. 

with Financial on reduction of lVH3 exposure a t  ozalid machine. 

with Landlord on correction of 6 safety hazards. 

with Chemical Research and Facilities Engineering on f i re  pro- 
tec t ion  i n  325 hot c e l l  addition. 

with Chemical Research Analytical Laboratories and Nuclear Physics 
Research on toxic  chemical disposal problems. 

with CEO and Ceramic Fuel Development on approval of s in te r ing  
furaace plans. 

with Biological Analyses on solvent storage. 

with Analytical Laboratories on approval of temporary hydrogen 
gas ins ta l la t ion .  

with Physical Metallurgy on a medical work r e s t r i c t ion  and on 
hydrogen gas piping. 

Inspections were made of :  

a. gas l i n e s  and e l e c t r i c a l  cord protection i n  Technical Shops 

b. Chemical Separations F a c i l i t i e s  i n  325. 

Investigation of TME, an effect ive new pyrophoric metal f i re  extinguisher, 
was made and reported. 
was a l s o  submitted f o r  release in the  A.E.C. Safety Information ser ies .  

Coverage t o  a l l  HLO was given i n  HL News. The report  

Orientation i n  safety was given 7 new employees. 

The NFPA Subcormnittee's work t o  date on Hazardous Cctemlcal Reactions was 
submitted t o  Chemical Research and Development for t h e i r  review. 

O f  the  current EJA force, 
The remaining 4$ a re  scheduled f o r  December. 

have received medical examinations t o  date. 

Supervision was not i f ied  of 3 new medical work res t r ic t ions ,  1 continuation, 
and 1 discontinuation. 
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Salary Administration 

The S a l a r y  Plan brochure was dis t r ibu ted  t o  a l l  HLO exempt employees during 
the month. Included was a personal let ter from the Manager, 
t o r i e s  setting forth his  views and objectives as he s a w  them 
company salary Plan. 

Close contact was maintained throughout the month with level 
regarding preparation of employee performance appraisals  and 
work being conducted on the annual sa ls4  review. 

Ranford Labom- 
regarding the 

3 m g e r s  
prelfm.1z-y 

A comprehensive salary d i f f e ren t i a l  study was conducted during November follow- 
ing the October cost-of-living and bet ter- l iving increases granted t o  nonexempt 
employees. The study showed no cases of improper pay d i f f e ren t i a l  relationships 
between f i r s t - l i n e  supervisors and those being supervised. 

The following posi t ion auditing was commplished during the month: 

Laboratory Awtiliaires - 9 

A t  the end of Dovember, 47% of a l l  HLO exempt posit ions have been audited since 
the beginning of the current calendar year (46$ considered exactly on schedule). 

Wage Administration 

The Point Score hraluation Plan for semi-technical jobs was issued i n  i t s  f inal  
form and U y  implemented during the month. 

A revised up-to-date l i s t i n g  of a l l  EILO nonexempt jobs was completed and issued 
t o  HLO managers and supervisors during the month. 

The results of  the Borthwest area nonexempt wage survey w e r e  received a t  month's 
end. 
completed in the  near f'uture. 

A complete study and analysis of the data pert inent  t o  HLO jobs w i l l  be 

Two new posit ions in the Atmospheric Physics Operation w e r e  wri t ten and evaluated 
during the  month. The request f o r  approval fo r  use is  presently being prepared 
with Relations and Ut i l i t i es .  

A detai led analysis  of l eve l  3, 4, and 5 component r e su l t s  was made during the 
month. 
the basis f o r  j o i n t  evaluation of the component climate, appl icabi l i ty  of the 
questionnaire, and possible corrective act ion with components desiring it. 

The en t i r e  analysis wfll be completed during December and wi l l  serve as 

mager  
Employee Relations 
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TABLE 111. EMPLOYMENT - TECHTIICAL PERSONmEL STATJS 

Io Employment 
Non-Exempt employment status Octo Nov. 

Re qui s it ions 
At end of month 12 4 
Cancelled 1 0  
Received during month 14 3 
Filled during month 14 11 

Total applications 14 24 
Total transfer requests 

Candidates considered 

from other at HAP0 6 0  
Total interviewed 0 0  

Non-Exempt transfer requests E. Noy. 

Transfer requests 
Active cases at end 

Cancelled 
New during month 
Transfers effected 

Effective during month 

of month 

Planned transfers 

49 54 
0 2  
1 7  
3 0  

2 0  

11. Technical Personnel Placement 

Ph.D. Recruiting - HLO On 
VISITS TO RICHLAND OFFERS 

* The 

Engineering: 2 0 

0 0 0 
0 

Cases Con- To Open 
sidered Extended Visited Visit - Invite. Extended Accepted Open Roll - 

4 1 
2 

7 
0 2 0 

14 2 3 Chemical 37 
Electrical 7 2 

2 2 2 0 0 Mechanical 1-3 6 1 

4 0 3 I 
0 0 0 0 

4 7 
Metallurgy & 

3 
0 0 0 0 

Ceramics 31 1 5  
Other 5 

Science : 
6 4 2 2 
6 1 2 L 

0 0 1 
1 0 1 

5 23 5 7 
18 1.9 46 5 

0 0 1 
1 

T'YY!AL 108 17 

Chemistry 107 
Physics 129 
Math-Stat 15 0 

0 1 
1 

- 
9 x  

- - $ E  25 7 
Other 16 1 

"Offer totals include 14 Ph.D. open of fe r s  as of 9/1/57 

BS/MS Experienced Recruiting - HLO 
VISITS TO RICHLAND 

Extended Visited V l s i t  
Cases Con- To Open 

- Invite a sidered 
Engineering : 
Chemical 4 
Electrical 6 
Mechanical 9 
Met-Ceramics 2 
Other L 

Chemistry 6 
Phy slc s 3 
Math-Stat 1 

Science : 

2 1 0 0 
1 1 0 0 
4 3 0 0 
0 0 0 
@ 0 0 0 

0 

0 0 0 0 
0 0 0 0 
1 1 0 0 

7 0 0 0 0 - TOTAL 42 73 T 0 0 
Other 

OFFERS 

Extended Accepted O p e n  

0 0 0 
0 0 0 
2 0 0 
0 0 0 
0 0 0 

0 0 0 
1 0 1 
0 0 0 
0 
3 

0 0 
0 1 
- 

On 
The 
R o l l  

0 
0 
0 
0 
0 

- 

2 
0 
0 
0 - 
c 



TABLE IV . Exempt Transfer Cases 

Active cases a t  beginning of month 

New cases: I n i t i a t e d  by employee 
I n i t i a t e d  by management* 

Cases reactivated 

Cases closed: Transfers: Within HLO 
Within HAP0 
Other GE 

Withdrawn 
Terminated 

Active cases a t  end of month 

Total  cases - January 1, 1957 t o  date 

- 
I n i t i a t e d  by employee 25 
I n i t i a t e d  by management* 30 

Nov . - 
19 

7 

z 

1 

- 
25 

25 

Oct. Total  - 
20 

- 
20 

3 
1 4 

7 
7 - 4 

19 30 

1.9 - 25 

55 

*Includes ROF's, t ransfers  proposed by employee's management, and requests 
from other G.  E. depar+ments. 

TABLE V. Union Relations 

Grievancns Processed - Janualeg 1, 1957 t o  date 

Total Processed 20 (includes 1 non-unit grievance) - 

Step I 

Answered satisf a c t o r i w  
Pending time l i m i t  

Step II 

Pending Step I1 answer 
Answered 

Satisf a c t o r i l p t  
Pending time limit 

11 
0 

* 
scheduled f o r  discussion within three  months are considered s e t t l e d  a t  Step I. 

-% 

f o r  which no fur ther  act ion is  taken within three months a r e  considered s e t t l e d  
a t  Step 11. 

Step I grievances which Council indicated a desire  to discuss at  Step 11 not 

Step II grievances in which t h e  Council formally applied f o r  a rb i t r a t ion  but  
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FINANCIAL OPERATION MONTHLY REPORT 

Personnel 

There were no personnel changes i n  the  Financial  Operation during November. 

Act iv i t ies  

General Accounting Operation 

Two letters seeking Commission approval of specif ic  act ions within HanfDrd 
Laboratories Operation were prepared and submitted. 
f o r  Hanford Laboratories t o  sponsor a series of Science Colloquia during t h e  
coming year, and reimbursement f o r  expenses t o  be incurred i n  t ransfer r ing  a 
non-exempt employee t o  Idaho Fa l l s .  

These le t ters  seek a p p r n a l  

With  the  assis tance of t h e  Counsel's o f f i ce  a l e t t e r  was prepared f o r  t h e  
signature of the  HAP0 General Manager addressed t o  Ph i l l i p s  Petroleum Company a t  
Idaho Fa l l s  documenting t h e  arrangements under which our representatives a t  t h a t  
s i t e  would par t ic ipa te  i n  a c t i v i t i e s  related t o  Hanford programs. 

Following review o f  several OPG's covering property management and accountabili ty 
consideration i s  current ly  being given t o  t h e  development of a property manage- 
ment manual which would incorporate a l l  detailed procedures covering property 
management and accountability. Upon completion, t h i s  manual would e l b i n a t e  
t h e  necessity for  t h e  current series of OPG's on t h e  subject. 

Custodians of  SS Materials were not i f ied  t h a t  t h e i r  forecasts  of requirements 
f o r  diversion of nuclear materials outside production channels, fourth revision, 
were due i n  t h e  of f ice  of  t h e  Manager - General Accounting by December 6, 1957. 

We have been not i f ied  t h a t  travel reservation service provided by Relations and 
Utilities Operation Traff ic  Unit is  being discontinued i n  t h e  near future.  
are current ly  studying t h e  e f f e c t  o f  t h i s  ac t ion  on our operation. 

We 

The FY 1958 Midyear Budget Review was completed and forwarded t o  Contract Admin- 
i s t r a t i o n  by t h e  due date. The current  HLO al locat ion and requested changes are 
summarized below f o r  Equipment Not Included i n  Construction Projects. 

Current Requested Revised 
Allocation Increase Totals 

(Amounts i n  Thousands) 

2000 Program 
3000 Program 
4000 Program 
6000 Program 

Totals 

$ 89.8 $3 465.8 - 57.0 - 500 .o 
80.0 41 .p 121.9 

$4 011.0 $Uu $4 144.7 

$3 3 - 6 0  

500.0 
57.0 

UNCLASSIFIED 
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A t  the  request of Contract Administration estimates were submitted f o r  HLO 
charges against  the fee during calendar year 1958. 
were based on the  assumption t h a t  per  d i e m  allowance from t h e  Commission w i l l  
continue a t  the current rate. 

Travel var ia t ion estimates 

Paperwork reduction during the  month resulted from elimination of the  f i l e  of  
second copies o f  notices t o  Monthly P a y r o l l  t o  withhold Federal Income Tax on 
travel,  l i v ing  and moving expenses t o  o r  f o r  new employees reporting f o r  work. 

As a r e s u l t  of  the  recent publ ic i ty  on the subject of reporting of expense re- 
imbursements i n  individual income tax returns,  we  have had inquir ies  as t o  
whether we would provide employees with the  amounts o f  such expenses. Indica- 
t i ons  now are t h a t  we w i l l  not be asked t o  provide t h i s  information f o r  1957; 
however, we are expecting an advice from Tax Accounting Service, New York, t ha t  
w i l l  ind ica te  the  requirements f o r  1958. 

Verification of the  physical count t o  accounting records f o r  the physical inven- 
to ry  of uninstal led cataloged equipment i n  the custody of Reactor and Fuels 
Research and Development Operation is  complete. The inventory consisted of 
2,291 pieces of equipment valued a t  $3,185,139. 
locate  111 pieces of equipment valued a t  $95,219. Four hundred and seven items 
valued a t  $229,462 were physically located during t h e  inventory f o r  which no 
record could be found. A report  of  f indings w i l l  be issued and a journal entry 
w i l l  be prepared i n  December adding t o  record unrecorded items and t ransfer r ing  
unlocated items in to  a special  code t a  be h e l d  u n t i l  located o r  u n t i l  the en t i r e  
HLO inventory is  completed. 

The physical count failed t o  

A report  of findings, i n  connection with the annual physical  inventory of reactor  
and special  materials, i n  t h e  custody of Hanford Laboratories Operation, w a s  dis- 
t r ibu ted  i n  November. Final r e su l t s  o f  t h e  physical  inventory disclosed an over- 
age of $205. The overage w a s  due primarily t o  picking up material previously 
unrecorded, mainly iridium and rhodium, which was p a r t i a l l y  off-  set by losses 
i n  process, cleaning and c3ntamination. The t o t a l  value o f  material inventoried 
w a s  $871,955. 

F ie ld  work i n  connection with the physical inventory of uninstal led cataloged 
equipment i n  the  custody of  C h e m i c a l  Research and Development Operation is  
complete and the reconci l ia t ion of  the physical count t o  property records is  i n  
progress. 

Cost Accounting Operation 

The FY 1958 Midyear Budget Review w a s  completed and submitted f o r  approval. 
Personnel requirements were submitted t o  Contract Administration on November 25, 
1957, the  operating budget w a s  submitted December 2, 1957 and inventory require- 
ments were submitted December 3, 1957. Following is a br ief  summary of Midyear 
Review data as compared t o  current authorizations. 

UNCLASSIFIED 
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Personnel (HLO Tatal)  Number 

Actual 10- 31- 57 
Midyear Review Forecast at  6- 30- 58 
FY 1958 Revised Budget Forecast a t  6-30-58 
Midyear Review Average f o r  FY 1958 
FY 1958 Revised Budget Average f o r  FY 1958 

Program BudRet 

Research and Development 
f o r  Product Departments 
Plutonium Recycle 
Biology & Medicine 
Othe r  HID Programs 

Total Research & Development 
Process Technology 
Project  Whitney 
Washington Designated Programs 
Fuel Elements f o r  MTR 
Assessment and Othe r  Services 

Midyear 
R e v i e w  

$ 4 918 
3 563 
1 909 
459 
10 849 
1 138 

5 50 
419 
2 50 

- u 5 3  
Total Programs $y4 

Current 
Authorization 

1 169 
1 176 
1 164 
1 168 
1 167 

Increase 
(Decrease 1 

The Plutonium Recycle Program was increased $63,000 t o  fund the  FY 1958 
portion of t h e  American Standards Company contract  related t o  t h e  d i g i t a l  
computer program. 

The Biology and Medicine Program w a s  increased $169,000; $80,000 t o  bring 
the  program up t o  the FY 1957 leve l ,  $69,000 t o  provide funds f o r  t h e  
Radioecology Operation and $20,000 f o r  three addi t ional  people t o  be 
assigned t o  other areas of Biological Research i n  the la t ter  p a r t  of the 
f iscal  year. 
Radioecology work t i t l e d  "Effects of Radioactive Materials upm Ecological 
Systems", and another w a s  submitted t o  revise the  program t i t l e d  "Effects 
of Process Effluents on Aquatic Organisms". A portion of the la t te r  pro- 
gram, as included i n  the FY 1958 Revised Budget, is now included i n  Radio-  
ecology ef for t .  

A research proposal was submitted t o  cover the expanded 

The Process Technology increase of $63,000 was authorized by IPD f o r  
addi t ional  Radiometallurgy e f f o r t  i n  support of  t h e i r  programs. 

The $17,000 addi t ional  funds f o r  Washington Designated Programs i s  f o r  
the  Computation and S t a t i s t i c a l  Analyses Program (Bluenose). 

The $25O,OOO for  Fuel Elements fo r  t h e  MTR represents an estimate of cos ts  
t o  fabr icate ,  f i n i s h  and assemble plutonium f u e l  elements. 

Assessments and other  services decrease $224,000 i n  to t a l .  
crease was  a r e s u l t  of Radiation Protection's cost  reductions but these 
reductions were p a r t i a l l y  o f f - se t  by a $40,000 increase f o r  NPR work 
authorized by FPD. 

The major de- 

UNCLASSIFIED 



UNCLASSIFlED I- 4 

Inventories 

A l l  HLQ budgeted inventories were submitted re f lec t ing  no s ign i f icant  
variance over current levels w i t h  the  exception of  Zirconium, It w a s  
estimated the  inventory balance f o r  Zirconium w i l l  increase t o  $650,000 
by June 30, 1958 as compared t o  a current balance of $627,000. 

' 

The FY 1958 Midyear Budget Review w i l l  be reflected on cost  reports  beginning 
with December, contingent on approval, Midyear Review Budgets will  be 
published and d is t r ibu ted  t o  the respective managers in the  near future. 

A graphic presentation of the  flow of  HLO cos ts  is  current ly  scheduled t o  be 
completed with d is t r ibu t ion  t o  be made i n  December. 
ing the FY 1958 Midyear Budget Review have been included on the  chart. 

Dollar amounts represent 

New t i t l e s  W i l l  be used f o r  Washington Designated Programs on future  operating 
reports  and correspondence as follows: 

New T i t l e  

T e s t  Programs on Irradiated Metals 
Computation and S t a t i s t i c a l  Analysis 
Isotopic Analysis 
Rsdioc hemical Analysia 

Old T i t l e  

No Change 
Bluenose 
Project  Cad 
Project  Crave 

Effective November 1, 1957 an assessment w i l l  be made t o  t h e  product departments 
f o r  HLO rad ia t ion  monitors who are working direct ly  i n  support of the 200-W 
Laundry and Transportation, E lec t r i ca l  and Stores Operations. These cos ts  have 
previously been absorbed by HLO General Overhead. 

Authorizatians fo r  F P D  Process Technology were reduced during t h e  month from 
$200,000 t o  $l3O,OOO fo r  Fi 1958. October year-to-date cos t s  o f  $82,000 allow 
only $48,000 expenditures during t h e  remaining eight  months of the year. O f  
t h i s  amount $38,000 has been authorized i n  t h e  form o f  two routine work orders 
with the remaining $10,000 being held in reserve by FPD. November's Process 
Technology b i l l i n g  w i l l  include detailed cas t s ,  both d i r ec t  and overhead, t o  
each individual work order. 

The operating and end function reports  issued by Cost Accounting were prepared 
and d is t r ibu ted  by November l 5 t h ,  the ear l ies t  complete d is t r ibu t ion  accomplished 
t o  date. 

Personnel Accounting Operation 

A l l  employees par t ic ipa t ing  i n  the Stock Bonus Plan have been informed of  t h e  
expiration of  t h e  f i v e  year holding period f o r  bonds purchased in 1952 under 
t h e  GE Savings and Stock Bonus Plan. 

Listings o f  a l l  exempt employees on t h e  payrol l  as o f  November 1, 1957 were 
prepared by Data Processing containing a l l  information required fo r  proper 
administration of  a sa la ry  review. These l i s t i n g s  w i t h  a t ransmit ta l  l e t t e r  
explaining the headings shown and t h e  pr3cedure t o  follow i n  completing and 
returning the l i s t  were delivered t o  management on November 13, 1957. 

UNCLASSIFIED 
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Preliminary l i s t i n g s  i n  duplicate of t ransfers  in, t ransfers  out and refunds 
f o r  our Pension Unit covering t h e  period January 1, 1957 through August 31, 1957 
were received from Schenectady. These l i s t i n g s  were checked w i t h  our records t o  
verify t h e i r  accuracy. 
recorded, a l l  information shown was correct.  
returned t o  Schenectady on November 13 as requested. 

Except f o r  three cases of t ransfers  out not being 
One copy of these l i s t i n g s  were 

Envelopes containing a Corporate Alumnus Program folder  including forms t o  be 
used f o r  matching g i f t s  t o  colleges were delivered on November 22, 1957 t o  a l l  
college graduates on the  payrol l  as of t h a t  date. 

A revised Mnthly  Attendance Report was designed and approved f o r  use beginning 
w i t h  t he  month of January 19-58. 
e f f i c i e n t  means of  recording exempt employees attendance and reduces some 
ana ly t ica l  work now being performed by Personnel Accounting. 

The new form as revised provides a more 

Auditinn 

The Cost Accounting audi t  f i e l d  work is taking longer than budgeted and it now 
appears t he  repor t  w i l l  be issued i n  December. 
t h a t  cos t  accumulation and reporting are accurate and of  good quality. 

Preliminary findings indicate  

Follow up audi t s  of Payro l l  and Contracting and Procurement were completed during 
the  month. 

Measurements 

A l l  e f f o r t s  during the month concerned preparation of  t h e  HLO measurements 
repor t  fo r  CY 1957. 

Procedures 

A summary was prepared i n  conjunction w i t h  the  Special is t ,  Office Procedures, 
CPD, of the recent  Company Advanced Financial  Training Seminar f o r  presentation 
t o  t h e  council of office procedures spec ia l i s t s  a t  HAPO. Topics covered in- 
cluded work simplification, of f ice  systems, of f ice  appliances, and data process- 
ing equipment; latest trends and developments i n  these areas were described. 

Consultation was continued w i t h  Operations Research and Synthesis i n  the  
development by t h a t  group of a mathematical model f o r  accounting f o r  cost3 i n  
HLO. 
d i s t r ibu t ion  mechanized using t h e  702 computer. 

- 

The model involves a matrix algebra method of cost  accumulation and 

Studies are being made of a proposal submitted by Data Processing Operation 
f o r  mechanizing absence accounting using EDPM equipment. This is, i n  par t ,  
a rep ly  t o  t h e  several requests submitted by customers (including HLO) f o r  
information concerning mechanization i n  t h i s  area. Weekly, monthly, quarterly,  
and annual s t a t i s t i c s  are t o  be included as d i r ec t  output from t h e  system; it 
i s  intended t h a t  t h i s  program eliminate t h e  need f o r  much manual handling and 
recording of these data. 
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Analyses were m a d e  f o r  Laboratory A u x i l i a r i e s  Operation i n  t h e  design o f  a 
revised Work Release Authorizat ion record.  A d i r e c t l y  reproducible  master 
was developed to be used as i n i t i a l  au thor iza t ion ,  and descr ibe  t h e  p ro jec t ,  
i ts  management, and t h e -  allocation of funds. 

Payro l l  S t a t i s t i c s  

Number of HLO Employees 
Changes Durina Month 

No n- - Tota l  Ekewt Exemt 

Employees on Payro l l  a t  Beginning of Month 1 169 498 671 
Additions and Transfers I n  18 7 11 
Removals and Transfers  Out  (30) (1) (29) 
Transfers  from Exempt t o  Non-Exempt 

Employees on Payro l l  a t  End o f  Month 1157 504 522 
- - 

Overtime Payments During Month 

Exempt 
Non-Exempt ( f ive weeks i n  November) 

November Octaber 
$1 208 $1 386 
6 121 u3.6 
$LE22 @A? - 

Gross P a y r o l l  Pa id  During Month 

Exempt $376 823 $366 637 
Non-Exempt ( f i v e  weeks i n  November) 3 k u . z  $wU& $ 6 6  

272 103 

P a r t i c i p a t i o n  i n  Errmloyee Benef i t  
No. P a r t i c i p a t i n q  % P a r t i c i p a t i n g  

November October November OctDber 
P lans  a t  Month End 

Pension Plan 
Insurance Plan 

Personal  Coverage 
Dependent Coverage 

U.S. Savings Bonds 
Stock Bonus P lan  
Savings Plan 

1 log 1 103 98.3 98.5 

1 187 1 190 99.6 39.6 
729 730 

701 692 60.6 5902 
90 92 7.8 7.9 

October 
Insurance Claims Paid 

November 
Number Amount Number Amount 

Enployee 
L i f e  Insurance o $ o  o $ o  
Weekly Sickness & Accident 8 58 5 12 1 210 
Comprehensive Medical 38 3 1 1 5  39 5 37L 

~~ Comprehensive Medical 3 -  
Cependent 

108 $12 4 U  - - 141 $12 192 - - Tot a1 
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G a d  Neighbor Fund 

Number Part ic ipa t ing 
Percent Participating 

Accounts Outstanding at beginning 
Charges : 

Cash issued - by checks 
- by currency 

Other Statistics 

Transportation 
Other - (Billings from other GE Compon- 

ents, moving expense,-etc.) 

No. November - 

November Octaber 

749 759 
64.7 64.8 

28 
51 

$20 004 

4 842 
5 876 

18 827 

2 722 
52 271 

Less: 
Expense vouchers processed Travel expense accounts 80 20 252 
Other (moving expenses, conference 

expense, etc . ) 30 2 353 
Refund of advances 78 7 112 
Billings to and from HAP0 Components-Net 1 006 

3 u 2 3  

$2u! ! i !  61 Accounts Outstanding at Close 

W. Sale 
December 9, 1957 

- No. October 

$15 238 

6 291 
6 035 
8 681 

45 
56 

682 - 
3 u a  

53 11 453 

12 79 
55 4 623 

73 $Zz.Ek 
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INVENTIONS OR DISCOVERIES 

A l l  pe r sons  engaged in  work that might reasonably  be expected t o  r e s u l t  in 
inventions or d i scove r i e s  advise  that, t o  the bes t  of the i r  knowledge and belief, no 
inventions o r  d i scove r i e s  were  made in the c o u r s e  of the i r  work during the per iod 
covered by th i s  r e p o r t  except as l is ted below. Such persons  fu r the r  advise  that, 
for  t he  period the re in  covered  by this  report, notebook r e c o r d s ,  if any, kept in the 
c o u r s e  of the i r  work hqve been examined for  possible  inventions o r  d i scover ies .  

INVENTOR 

J. Dunn 

J. Dunn and 
A .  E. Smith 

0. H. Koski 

0. H. Koski 

H. T. Hahn 

B. M. Johnson, JP. 

R. He Moore 

A .  S. Wilson 

TITLE OF INVENTION OR DISCOVERY 

Leak - Proof C ont ro l  V a lves  

Controlled Leakage Liquid Seal for  P r o c e s s  Pumps 

The Recovery of Cesium f rom Cyanide Prec ip i ta tes  
through the  Reaction with Steam 

The Recovery of Cesium f rom Cyanide Prec ip i ta tes  
through Catalyzed Calcination with Var ious  Metall ic 
Oxides 

Metal-Oxide-Liquid Metal S l u r r y  Prepara t ion  

Chemica l  P r o c e s s  Equipment - A Variable-Flow, 
Constant Pressure, Relief Valve 

Util ization of Alkali Meta l  Complexes of Aluminum 
Chloride for Prepara t ion  of Aluminum Alloys of Metals  
Such as Uranium by Reduction of their  Oxides 

The Recovery and Safe Containment of F iss ion  Gases  

UNCLASSIFIED 
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