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Abstract 

Additive manufacturing (also known as 3D printing) is considered as a disruptive technology to produce 

limited number of high value components with topologically optimized complex geometries and 

functionalities that is not achievable by traditional manufacturing.  Realization of the above potential for 

real-world applications is stifled by lack of standard computational design-tools; material feed stock 

characteristics, methods to probe thermo-mechanical processes under in-situ conditions, and 

microstructural homogeneity, as well as, anisotropic static- and dynamic-properties.  This paper will 

discuss the needed interdisciplinary science and technology ranging from robotics and automation, 

process control, multi-scale in-situ and ex-situ characterization methodologies, as well as, high-

performance computational tools to address these challenges.  Specific focus on understanding and 

controlling physical processes will be stressed, including powder/wire/tape, powder sintering, adsorption 

and dissolution of gases, microstructure evolution under extreme thermal gradients, and residual stress 

evolution under complex thermal gyrations.  Emerging pathways to scale up metal additive 

manufacturing) in structural alloys to large sizes (>1 m) and higher productivity (5 to 20 kg/h, while 

maintaining the mechanical performance and geometrical flexibility expected by the additive 

manufacturing, will be discussed.  

Introduction 

Manufacturing is defined by Meeriam-Webster dictionary†, as a methodology by which a product is made 

from raw materials by hand or machinery, through systematic steps with clear division of labor, using 

machinery powered by mechanical and electric means.  Additive manufacturing, an emerging technology, 

is a sub-set of the overall manufacturing ecosystem that has potential to revolutionize the way we make 

products and consume them [1].  There exists, plenty of online articles and publications related to additive 

manufacturing (also known as 3D printing). One of the suggestions, made by many casual observers of 

this technology in popular media, is that additive manufacturing will lead to equalization of 

manufacturing process capability, thereby economically a flat world.  The flat world is coined by Thomas 

Friedman in 2005 in his book [2] ‘The World is Flat.”  In this book, many political-social-technological 

events (e.g., collapse of berlin war, Netscape, Workflow software, Uploading (open source), outsourcing, 

offshoring, supply chaining, insourcing, informing (Google), communications on steroids) are highlighted 

as evidence for the leveling of playing field in the economic activities across the world.  The ability to 

design a part and manufacture using 3D printing equipment may indeed be considered as the realization 

of this hypothesis.   

                                                 
† http://www.merriam-webster.com/dictionary/manufacture 
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Now, it is important to validate whether these statements are indeed a reality and achievable.  For 

example, let us consider a popular statement “the additive manufacturing will be able to print a car in 

short duration.”  Although this may appear to be science fiction, a start up company Local Motors in 

collaboration with ORNL has shown this is indeed possible.  This small company used an emerging 

technology, i.e., big area additive manufacturing (BAAM) to manufacture a chassis of a small 2-seater car 

that will be powered by an electric power drive.  This company [3, 4] strives to implement an open 

innovation economic model [5] where each-and-every step of manufacturing, i.e., designs of cars and 

parts, distributed manufacturing and materials will be distributed across the countries and world without 

any barriers. Although this is indeed an exciting development, we need to evaluate the generality of the 

above business and technical approaches.  Based on the above example, one may think the additive 

manufacturing (aka 3D Printing) has reached maturity for adoption across the industrial sectors.  

However, counter arguments are made to stress the fact the additive manufacturing is not advanced, rather 

an emerging technology and have only limited applications [6].  This paper is not intended as introduction 

the AM technologies and for a comprehensive review of the technologies, readers are referred to other 

published books [7, 8].  This paper attempts to provide a balanced view by highlighting the economic, 

scientific and technical challenges and overview of approaches to address the same based on authors’ 

ongoing research and development.  

Economic Drivers for Adoption of AM and Challenges 

A review of Google® trends of the search term “additive manufacturing” or “3D printing” will 

demonstrate the popularity and curiosity of this technology across the world.  Nevertheless, there are no 

guidelines for manufacturers to answer the question, to be or not be additive in the future?  The decision 

to adopt a promising new technology in industries driven by two sets of people: (a) early adopters and 

innovators who have a vision for the utility of new technology to improve the quality of life and (b) 

industries who will adopt new technology due to its potential economic advantage within their product 

line.  In this section, we will use an economic metric to evaluate the decision making to switch from 

traditional to additive manufacturing for a given set of boundary conditions. The same arguments will be 

used to provide perspective on the ongoing research and development with respect to the additive 

manufacturing science and technology.  One of the fundamental differences between additive and 

subtractive processes is the nature of how material is handled during the process.  With additive 

manufacturing process, the volume of the part is important and with subtractive the volume of the 

removed material is important.  The ideal metric connecting all processes is the “buy to fly” ratio (α).  

This is the ratio of the volume of the billet needed to manufacture the part to the volume of the part.  This 

can be defined for both (α-) subtractive (e.g. machining) and (α+) additive manufacturing (e.g. fused 

deposition modeling) processes, [see equation 1].   
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       (1) 

With additive processes, α+ is typically close to 1.  With subtractive processes, α- can range from 1 to 40.  

This introduces an interesting contrast between the two processes.  With additive processes, the 

minimization of feedstock is beneficial.  The less material in the part, we hypothesize that the lower the 

cost and faster the manufacturing time.  In contrast, with subtractive processes, the close the part is to the 

billet size, the less material is removed, the faster the build size, the lower the cost.  Therefore, for 

additive processes, the key variable is the mass of the part (Mpart), whereas with subtractive processes, the 

key variable is the volume of subtracted material [MProcessed = (α- - 1)Mpart].  We can use these two terms 

and evaluate the overall cost of making unit product with due consideration of costs of energy, labor, 

design, capital, tooling, material feed stock and failure to meet the targeted need.  The details of the cost 

model are presented in Appendix A.  Sensitivities are illustrated by considering machining (-) and FDM 

(+) process for manufacturing plastics. The breakeven conditions are calculated as a function of buy-to-

fly ratio for machining ( ) and number of parts made using the data shown in Table 1. 

Table I: Typical values used for breakeven analysis 

Details Machining FDM 

Mass of Part, (kg) 0.5 0.5 

Mass Rate, (kg/h) 1 0.031287 

Energy Density, (MJ/kg) 2.78 25.78 

Labor Cost, ($/hr) 50 50 

Design Engineer Labor, ($/hr) 80 80 

Design Cycle Time, (h) 80 80 

Capital Cost, ($/h) 50 50 

Feed Stock Cost, ($/kg) 1 1 

Tooling Cost, ($) 20,000 1 

Failure Cost, ($) 1 1 

Rate of Failure, (%) 0.0001 0.0001 

Buy to Fly Ratio Range 1 to100 1 to 1.2 
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Figure 1: Breakeven analyses for additive and subtractive process: In general, higher buy-to-fly ratio 
leads to favorable condition for transitioning to additive manufacturing. Details of different conditions are 
discussed in the text. 
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(i) Baseline Evaluation: First, let us evaluate the applicability of the above economic model by 

considering the variation of buy-to-fly ratio ( ) of fused deposition modeling (FDM) only for making a 

part that weighs 0.5 kg.  This is shown Fig. 1a.  With a condition of =1, the additive manufacturing 

process becomes viable when the increases above 32.  The above example confirms the notion that 

additive manufacturing is indeed relevant for complex geometries and when the buy-to-fly ratio is high 

due to material costs. This notion was validated by recent work by DeHoff et al [9] during manufacturing 

of aerospace titanium part.  Although very revealing, the comparison shown in Fig. 1a is indeed one-

dimensional. We need to consider sensitivity to other factors outlined cost model shown in Appendix I.   

These complex interactions are evaluated systematically (see Figs. 1b to 1f) by changing the cost of FDM 

feedstock ( ), tooling for FDM ( ), design ( ), deposition rate  ( ) and cost of failure ( ) 

starting from the reference condition ( =1) shown in Fig. 1a.  Let us evaluate these interactions in depth 

below. 

(ii) Effect of Material Feedstock Costs: Many arguments [10] are made in the literature that the cost of the 

FDM feedstock is indeed higher than that of block of the same material made by traditional 

manufacturing process.  Based on the above, the arguments can be made that FDM is only applicable to 

prototyping only.  Interestingly, our analyses (see Fig. 1b) shows that even if we increase the cost of the 

material from 1 to 100 dollars, the transition conditions from machining to are affected only marginally.  

However, the cost of the material feedstock may be related to the quality of the feedstock, which becomes 

crucial in other evaluations of potential failures in parts.  

(iii) FDM tooling cost: In the reference condition shown in Fig. 1a, the FDM processes are indeed 

economical in the prototyping costs.  However, it is well known that even in FDM process, the cost of the 

tooling may increase depending upon the complexity of the product geometry.  For example, by 

increasing the tooling cost to 20,000 dollars (see Fig. 1c), the FDM becomes unviable!  Under these 

conditions, the FDM can be viable only if the tooling was used for manufacturing 600 or more parts. 

(iv) Designer Cost: Although, additive manufacturing process is simple, the need for robust pre-process 

design has become critical. For example, poor design of supporting parts within CAD parts may lead to 

failure of AM part with severe overhangs within the geometry.  As a result, the designer of AM parts have 

to be very proficient with CAD tools, performance criteria, selection of material, as well as, nuances of 

AM technology.  In contrast, the machining processes are indeed standardized and the designer just needs 

to define the surface roughness condition, which is easily interpreted and achieved by machine tool 

operators.  If we increase the cost of employing a design engineer with labor rate of $500/hr, the transition 

curves (see Fig. 1d) mimics the same condition that is based on increased tooling cost.  Under these 
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conditions, FDM process again becomes viable only when the number of parts increases above 600 or 

more.  This demonstrates that we need robust CAD design tools that are compatible with wide range of 

AM equipments. This is indeed the current trend followed by CAD software developers [11].   

(v) Sensitivity to Manufacturing Deposition Rate: As seen from the table 1, the FDM deposition rates are 

very small. As a result, the productivity of additive manufacturing is indeed low and limits its feasibility 

only to prototyping conditions where one faces very high  values.  However, if we can increase the 

deposition rate, the transition points can be reduced.  For example, by increasing the deposition rate from 

0.3 kg/hr to 1 kg/hr, the transition was decreased from 30 to 1.5 (see Fig. 1e).  This hypothesis is 

supported by publication by Roland Berger [6].  However, the technology for increasing the deposition 

rate while maintaining the geometric control is still in its infancy. Some of the recent research and 

development related to this topic will be discussed in the next section [12].   

(vii) Sensitivity to Failure Cost of Additively Manufactured Part:  The roots of FDM and other AM 

processes can be traced to rapid prototyping, where the focus is only making a particular shape or 

geometry to validate the design criteria.  Therefore, the adoption of the FDM process for structural 

loading conditions has been a limiting factor.  One of the recurring problems is related to poor properties 

in the Z-direction [13] due to creation of many interfaces between beads and layers that become the 

potential site for crack initiation [14, 15].  If we assume a failure rate of 10% (for every 10 products one 

part fails to meet the performance requirement) a complex part made by FDM process and cost of failure 

to be $500, the transition (see Fig. 1f) from machining to FDM process becomes again unviable!  

Interestingly, the FDM process never reaches a asymptotic relation as seen in other conditions.  This 

sensitivity calculation clearly shows that the quality and consistency of mechanical properties from FDM 

parts need to be increased to the similar levels of traditional manufacturing.  

The above breakeven analyses clearly indicate that the transition from subtractive to additive 

manufacturing technologies is related to science and technology development in the following four areas. 

(i) Technologies might be developed for large scale and high productivity additive manufacturing. (ii) 

The process and material controls has to be developed a-priori for ensuring high quality property with 

minimal trial and error experiments. (iii) Verification and validation of AM components through multi-

scale ex-situ characterizations of microstructure and residual stress have to be ubiquitous. (iv) A-priori 

design of processing parameters has to be performed using high performance computational tools, due to 

the large scope of processing variables, as well as, the use of non-standard complex geometries.  Some of 

the research and development directions to address the above topics are discussed briefly. 
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Large Scale Additive Manufacturing Technology 

Problem Statement: Conventional AM processes have three fundamental limitations [16]:  (i) AM 

processes build components at less than 30 cm3/minute; (ii) Size of the parts are small (< 1000 cm3 in 

volume); (iii) The material feedstock are expensive ($100/kg).  Even with these limitations, polymer and 

metal AM technology is transforming biomedical devices and aerospace industries by focusing on 

functional and complex components, respectively.  However, significant improvements in speed, size and 

cost, without the need for any environmental chamber, may open new applications such as earthmoving, 

transportation, energy and oil and gas applications.   

Approach: In order to demonstrate the concept, a big area additive manufacturing (BAAM) methodology 

was developed by ORNL researchers for 3D printing of plastic components. The first decision in this 

development was to use low cost pellets of Acrylonitrile Butadiene Styrene (ABS) was selected instead of 

using pre-processed high cost filaments of polymers.  For example, material costs range from under $3/lb. 

for carbon fiber (CF) reinforced ABS to $25/lb. for CF Ultem.  Rather than extruding a filament through a 

small nozzle (250 µm), BAAM uses a single screw extruder to melt the ABS pellets and disperse through 

a 5 mm nozzle, significantly increasing the flow rate over 16,000 cm3/min.  Use of the larger nozzle 

changes the thermal behavior of the extrusion conditions.  Conventional fused deposition modeling 

systems go from the melt temperature at the extruder to the oven or room temperature in approximately 

250 msec.  The larger bead decreases the effective surface area of the extrusion keeping the material 

warmer for many seconds allowing for crosslinking between layers.  The extruder was integrated with a 

gantry style robotic automation cell to for printing large-scale 3D structures (see Fig. 2a).  Initial trials of 

this extruder based BAAM with ABS material showed extensive warping (see Fig. 2b).  Interestingly, the 

use of carbon fiber in the pellets not only increased the part’s strength and stiffness, also reduced the 

warping tendency (see Fig. 2b).  With these key processing and material changes, room temperature 

additive manufacturing with no size constraints and significant reduction in energy intensity was 

demonstrated. The BAAM technology was then adapted by Cincinnati Incorporated to scale up the 

process to industrial scale (see Fig. 2c).   

Demonstration: In the next step, the above technology was exercised for two example applications for 

manufacturing prototype vehicles and mold for sheet metal fabrication (see Figs. 2d, 2e and 2f).  For 

production of prototype vehicles, ORNL researchers partnered with Local Motors and Cincinnati 

Incorporated to manufacture an electric vehicle.  Most traditional vehicles are assembled with more than 

20,000 parts.  The Strati used the BAAM technology to reduce manufacturing with just 50 parts.  The 

design was based on a unified body and frame that weighed approximately 600 kg and took 

approximately 44 hours to manufacture (see Fig. 2d).  
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Figure 2: Schematic illustration of the development stages of big area additive manufacturing (BAAM). 
(a) A gantry style robotic automation system, without any heating environment, was developed by ORNL 
researchers and integrated with a single-screw extrusion nozzle. (b) Initial material trials lead to extensive 
distortion with ABS pellets and use of pellets with ABS and carbon fiber reduced the distortion. (c) Aerial 
view of the industrial scale BAAM system was developed by Cincinnati Incorporated after licensing.  (d) 
Demonstration of the industrial scale system was demonstrated by printing out a chassis of a small car, 
which is then integrated with an electric drive train. (e) The same technology was coupled traditional 
manufacturing to produce a prototype similar to FORD Shelby COBRA, which is also powered by an 
electric drive train. (f) The same technology can be used to make molds that can be used for prototyping 
of sheet materials during traditional metal forming processes. 
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The second demonstration focused on light weighting, surface finish, and energy absorption.  The Cobra 

had approximately 200 kg of printed material and took approximately 24 hours to print.  The design 

adopted a more traditional topology with a printed frame that provides the load bearing features of the 

vehicle integrated with single wall skins that provide the aesthetics (see Fig. 2e).  During this 

demonstration, surface finishing techniques based on jell coating was also used to provide class-A 

automotive finish.  Both these demonstrations process the flexibility and productivity of the BAAM 

technology, at least for prototyping of automotive vehicles.   However, to have larger impact on the 

manufacturing industry, the above methodology needs to be extended to tooling [6] for traditional 

manufacturing process. Traditional molds for shaping metal and composite structures take months to 

manufacture and cost in excess of $100K.  BAAM enables very rapid, low cost tool manufacturing.  As 

an example, the tool in (see Fig. 2f) took approximately 8 hours to manufacture at a cost of under $1000.  

Outlook: In 2011, AM sales were valued at $1.9B with projections of $7.5B/year by 2020.  However, the 

industry could exceed $100B/year if fundamental barriers such as cost, quality, range of materials and 

size limitations could be overcome [17].  Specific metrics are a 4-10X increase in deposition rate, lower 

material costs and closed loop control to reduce process variations [14].  Current research efforts are 

focused on biomedical and aerospace applications where speed and cost are not prohibiting growth.  To 

impact a broader range of industries, future efforts should be directed towards metal-BAAM.  The target 

requirements include (a) deposition rates exceeding 1000 inch3/h; (b) physical sizes exceeding 500 ft3;  

(c) low cost material feedstock (from $1/lbs. to $25/pound) and (d) performance superior than parts made 

by traditional manufacturing.  Although there exists some preliminary work based on arc welding 

[18, 19], plasma [20], laser [21] and electron beam [22, 23] to scale up the process, they have not reached 

the targets.  Successful manufacturing of low cost tooling that has long life and end use parts in industries 

that typically use large forgings and extrusions (earth moving equipment, buses, trucks, bridges and 

infrastructure).  

In-situ Process Monitoring and Microstructure Control 

Problem Statement: Additive manufacturing has demonstrated the ability to fabricate complex, 

geometrically optimized components at significantly reduced costs, lead times, but process and 

component certification methodologies have not been developed.  As a result, most of the product 

development follows trial and error manufacturing and testing by AM processes. This approach defeats 

the potential advantages of AM technology mentioned earlier.   The above problems are being addressed 

by researchers across the world by leveraging the methodologies developed for in-situ process monitoring 

of welding.   
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Approach: The popular approaches [24] include tracking the spatial and temporal variation of surface 

through optical techniques [25] and temperature using 1D or 2D pyrometers and thermocouples and 

displacement sensors [26]. In this paper, we highlight two methodologies for inspection and monitoring 

of the electron beam melting (EBM) powder bed manufacturing process.  The first method is aimed at 

collecting a still image of the surface upon the completion of every layer.  Both conventional CCD and 

near infrared images were captured.  Image analysis a technique was developed that uses thousands of 2D 

images to obtain 3-dimensional porosity maps of the component. This method also allows for accurate 

geometrical information of each layer during the build process.  This technique lends itself as low-cost 

method for validation of as-built component quality and therefore allows for rapid deployment in 

industry.  These 3D images have been compared with 3D X-ray tomography data and shows good 

correlation.  The second technique uses both high-speed infrared imaging and optical image that allow 

EBM users to image the deposition process real time.  These techniques allow for accurate prediction of 

the surface temperature during the deposition process and estimation of temperature gradient (G) and 

liquid-solid interface velocity (R). The above information can be used to understand the influence of 

processing parameters (e.g. beam scanning strategies) on the quality and microstructure evolution 

material.  Based on this information, process parameters can be modified a-priori to achieve spatial 

control of crystallographic texture in additive manufacturing of metallic materials.   

Demonstration: An example of high-speed infrared imaging is shown in Figure 1 for two rectangular 

blocks being deposited.  The red box on the top of the image denotes the first layer deposited on an 

overhanging structure and shows the formation of porosity is independent of the focus value of the 

electron beam.  The bottom image is an image of the identical region of interest, but after three 

subsequent layers.  The variation in porosity here is due to two different focus values being used for 

deposition; a focus value of 3 for the block on the left and a focus value of 15 for the block on the right.  

This example demonstrates that focus value is extremely important for the development of porosity in 

EBM materials.   

In addition to porosity detection, this work has allowed for a thorough understanding for predicting both 

the solidification and precipitation kinetics within materials (e.g. Alloy 718) fabricated with EBM [27].  

This leads to an important question, can we control the crystallographic textures in site-specific regions 

within a component.  Conventional electron beam melting (EBM) scan-strategies and process parameters 

result in coarse columnar grains aligned parallel to the build direction similar to what is observed in a 

directionally solidified microstructure.  Interestingly, this is prevalent across many alloy systems 

including steels, titanium and nickel base alloys [18, 28].  However, the above phenomenon can be 

rationalized base don directional growth after epitaxial solidification on a pre-existing substrate [29, 30].  
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Figure 3: Example of in-situ high-speed infrared imaging of electron beam melting using different focus 
values (3 and 15) on an overhang geometry.  (a) Image from layer 1 showing the formation of bright spots 
indicative of porosity; (b) Image from layer 3 on the same region shows the reduction of porosity.  of 
bright spots indicative of porosity. (c) Demonstration of crystallographic texture control to outline the 
letters “D”, “O”, and “E”, using a-priori design of process control through modifications of electron beam 
scans in regions 1, 2 and 3.  (d) Electron backscattered diffraction image of the cross-section of sample 
processed according to scan strategy shown in (c) shows the formation of highly aligned {001} crystal 
growth and transition to equiaxed or misoriented growth in the locations outlining the alphabets.  
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Through varying process parameters such as beam power, beam velocity, beam focus and scan strategy, 

the behavior of the electron beam can be manipulated from a line source to a point source, which in turn 

can modify the temperature gradient (G) and liquid-solid interface velocity (R).  For example, ORNL 

researchers have demonstrated the ability to control the crystallographic texture in nickel based superalloy 

materials through the development of novel scan strategies in additive manufacturing (AM) technologies 

that manipulates the G and R.  This strategy was developed using well-understood weld solidification 

theories [31, 32] and knowledge gained by the in-situ process sensing and thermal models [33, 34]. 

Outlook: The above demonstration provides unique pathway for future design of high performance 

metallic AM components.  For example, it is well known that fatigue crack growth in single crystal nickel 

based alloys are very sensitive the orientation of the crystals with reference to loading axis [35].  It is 

quite conceivable that the using the methodology outlined above, we optimize the crystal orientation 

within a component and achieve site-specific properties and manipulate the crack growth characteristics.  

However, this a-priori may not be realized in complex geometries by sheer in-situ process monitoring 

alone.  This is partly due to the inability of in-situ process monitoring tools to track repeated thermal 

cycles with rapid heating and cooling rates above 104 K/s.  For these cases, we may need integrated 

computational process modeling tools [36, 37].    

High Performance Computational Modeling 

Problem Statement: In, additive manufacturing, materials in their basic form (powders, wires, and tapes) 

are transformed into a finished part by manipulating them using different energy sources. These energy 

sources, including electrons, photons, plasma, and phonons, interact with materials leading to localized 

diffusion, melting and high-strain rate deformation to consolidate them 

[38, 39, 40, 41, 42, 43, 44, 45, 46, 47]. The above interactions are often complex and may not yield the 

expected target properties [48]. As a result, additive manufacturing practitioner resorts back to trial and 

error optimization exercises similar to traditional manufacturing.  However, the number of variables in 

electron beam AM can reach more than 104 (and even high-dimensional if the path dependency is 

considered) for a given part rendering the optimization a futile attempt.  

Approach: The optimization of additive manufacturing processes for a wide range of applications can be 

possible by developing integrated process modeling capable of capturing the fundamental phenomenon, 

as well as, provide access to these for rapid process optimization.  To serve this goal, the HPC (High 

Performance Computing) tools are being developed to deal with unique features including (i) localized 

melting with heat transfer in granular powder media [49]; (ii) heat and mass transfer with steep 

temperature gradients [50] and high liquid-solid interface velocity [51], (iii) microstructure evolution [52] 

and (iv) thermo-mechanics [53]. In this paper, a high performance computational heat and mass transfer 
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was used for predicting the spatial and temporal variation of melt-pool shape during electron beam 

additive manufacturing of Ti6Al4V alloys. These simulations are performed using Truchas code from 

LANL (Los Alamos National Laboratory) [54] with appropriate user routines for path specification. 

Simulation model in Truchas is a finite volume code based on continuum conservation equations [55, 56]. 

The interdendritic flow in the mushy zone can be modeled as a Newtonian flow in permeable media. The 

model formulation is based on continuum mass, momentum and energy conservation equations. The 

continuum properties, e.g., density, velocity, enthalpy, thermal conductivity, are based on weighted 

volumetric fractions of the phase constituents. The model includes surface tension and tracking of the free 

surfaces is based on the Volume of Fluid (VOF) method.   

Demonstration: In AM, material undergoes large and rapid variations in temperatures, and 

correspondingly large variations in properties. The temperature dependence has a dominant effect on 

simulations and emphasizes the importance of coupling of momentum equations with the energy 

equation, which in turn gives rise to strong nonlinearity of the conservation equations [57]. Truchas 

implements fully implicit Newton based solvers to address the strong nonlinear interactions between the 

various phases and the governing physics.  Sample results simulation exploring the role of path sequence 

on melting and solidification of Ti-6Al-4V powder is shown in Fig. 4. In this simulation, the path of the 

electron beam is explicitly tracked, e.g., Oxen, Hilbert, and Spiral.  The melt pool and heat transfer 

patterns (G and R) associated with each of the sequences can be quantified.   The results show that Oxen 

path leads to oval shaped melt pool and higher temperature gradients, as there is a significant time delay 

between subsequent paths within an observation region. On the contrary, the Hilbert sequence reduces 

this time delay and leads to more uniform heating with circular melt pools with reduced gradients.  

Similarly, the spiral path leads to spatially varying melt pool shape as the beam spirals away form the 

center to the periphery of the melt pool volume.  These simulations provide valuable insight into possible 

changes in temperature gradients (G) and liquid-solid interface velocities (R) as the melt pool solidifies at 

different locations.  It is interesting to note the difference of these results with welding process simulation 

results where one assumes a constant steady state melt pool shape [60].  Effects of spatial variation in 

melt pool shape and its effect on Ti6Al4V electron beam powder melting process were studied 

experimentally by Antonysamy [58]. The above simulations also provides confidence that the above 

simulations can be extended to other alloy systems including alloy 718 to achieve the site-specific 

crystallographic texture, which was discussed in the previous section.  In the next step, the predictions of 

these models need to be calibrated and validated for complex geometries and associated microstructural 

changes. 
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Figure 4: Summary of high performance computational simulation of thermal distribution during electron 
beam powder processing of Ti6Al4V using standard electron beam current and speed conditions with 
different scanning strategies at two sequential, arbitarty, time intervals. (a) Hilbert path: This ideal space 
filling strategy leads to more oval shaped melt pool shape. (b) Oxen Path: This is the most common 
scanning strategy used by most of the AM machines which leads to elongated ellipsoidal shaped melt 
pool similar to welding. (c) Spiral path: As it begins from the center, more oval shaped melt pool is 
obtained.  But with progress in time, complex melt pool shape evolves.  



 16 

Outlook: These detailed heat and mass transfer simulations need to arrive at simplified form of thermal 

loads, which in turn can used in coarse-grained thermo-mechanic models [53, 59].  These 

thermomechanical models will allow us to predict the residual stress and distortion. These coarse grained 

simulations need not resolve the actual path of the electron beam.  Such a methodology is often used in 

integrated process modeling of welding [60, 61].  Furthermore, these models need to be verified and 

validated [62] with ex-situ characterization tools including neutron diffraction instruments. These detailed 

simulations are expected to reveal process-structure-property relationships that will guide process design. 

Finally, these computational models must be made available to wider AM practitioners in a simplified on-

demand format to allow for rapid process design. For example, such a web-based computational weld 

mechanics tool has already been developed and deployed within industrial organizations [63].   

Evaluation of Residual Stress in AM Components using Neutron Scattering 

Problem Statement: As mentioned earlier, AM technologies allow for fabrication of complex metallic 

structures with internal features.  In order to evaluate these buried-in features, we need a technique to 

probe deeper into metallic parts non-destructively.  Neutron scattering is ideal due to its ability to 

penetrate steels with 1 to 25 mm thickness.  For AM components, we need to use this technique to 

characterize the locked-in residual stress [64], as well as, spatial crystal orientation of grains within the 

sample [33].   

Approach: Typical neutron sources are either reactor-based or spallation-based.  Beamlines at these 

sources typically, but not exclusively, condition the neutron beams to be monochromatic or 

polychromatic, respectively, wherein the wavelength is constant and the diffraction angle is scanned or 

the wavelength is not constant (in a crude sense “scanned”) and the diffraction angle is held constant.  

Components are typically mounted on a goniometer with rotation and XYZ translation stages to 

manipulate the sample as needed with respect to the incident beam and detector(s).  The large depth of 

penetration (or low scattering efficiency) and two source types allow for a wide range of interesting 

research for AM, particularly for in-situ studies.  For residual stress studies, a gauge volume is selected 

based in part of the grain size and the scale desired.  Therein, the sample may be mapped by translating it 

with respect to the beam and detector.  Typical results for a neutron residual stress measurement are a 

series of diffraction patterns from different regions of the component (mapping) and/or different 

conditions (in-situ heating, loading, etc.) [65, 66, 67].   

Demonstration: Many AM practitioners hypothesized that components made by electron beam metal 

powder bed (EBM) additive manufacturing will have lower residual stress compared to the one produced 

by direct laser metal sintering (DLMS) process.  This is attributed to the slow cooling rate from the 

processing temperature.  
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Figure 5: Measurements of residual stresses in sample made by electron beam metal (EBM) additive 
manufacturing. (a) Locations of 5 x 10 x 20 mm rectangular prism can be seen among “L” geometries that 
were produced using EBM process. (b) Plot of plate temperature confirms a very slow cool (> 30 hrs) to 
room temperature form the processing temperature of approximately 900°C. (c) Measured variation of 
residual stress in x, y, and z direction using force and momentum balance. 

However, this hypothesis has never been validated. Sochalski-Kolbus et al [68] used neutron scattering to 

evaluate the same (See Fig. 5).  Simple rectangular samples of were produced using Arcam® equipment 

and alloy 718 powders. In order to simulate real industrial practice conditions, these samples were 

produced in a nest condition with other geometries (see Fig. 5a).  During processing, the electron beam 
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current varied from 2 mA to 20 mA and the raster speeds varied from 52 cm/s to 875 cm/s.  The substrate 

temperature during processing varied from 900°C to 800°C (see Fig. 5b).  After the completion of the 

geometries shown in Fig. 5a, the whole chamber cooled to room temperature at a slow rate of 21.68 °C/h. 

Then the samples were extracted from the substrate carefully.  One of the samples, shown in Fig. 5a, was 

spliced into small pieces to obtain stress free lattice parameter (d0) from them.  In another sample, the 

interplanar spacings of (311) crystallographic planes were measured.  Using the series of d, and relative to 

a strain-free reference, d0, strains can be calculated, ε=(d-d0)/d0 spatially within the sample along the x, y, 

and z directions.  Next using the appropriate elastic constant and residual or applied stress was determined 

(see Fig. 5c).  The residual stress map shown in Fig. 5c demonstrates that the stress values in all 

directions are within a small range of -100 MPa (compressive) to +100 MPa (tensile), confirming the 

hypothesis in the AM community.  The above data was also compared with the similar sample geometries 

made by DLMS process with Alloy 718 powders. As expected, in DLMS samples residual stresses were 

higher and varied from -550 MPa to 550 MPa.  This large residual stress is attributed to faster cooling 

from processing temperature, because of lack of preheat, small laser power, and reduced layer thickness. 

It will be of interest to compare the fatigue properties of these samples. 

Outlook: Evaluation of residual stresses within internal features is extremely important for computational 

model validation, processing refinement and component functionality.  One future direction is a merger of 

this technique with Bragg edge transmission technique (BET) [69, 70, 71, 72], also called “neutron strain 

tomography”[73].  For the imaging tomography, series of images are taken first. Then, these images are 

corrected and 3D representation of the volume is reconstructed using software [64].  In this technique, 

which is now coming to the fore, a portion of a component is typically imaged with a 2D detector at a 

fixed Bragg angle while the neutron wavelength is varied by either scanning the incident monochromator 

angle or utilizing a pulsed neutron source.  Once the wavelength is sufficiently long, Bragg scattering is 

no longer possible (2θ >180°) and the transmission through the sample increases rapidly (aka. a Bragg 

Edge).  This occurs for the various crystallographic planes available within the crystal structure of the 

sample.  As these edges are indicative of the average interplanar spacing, it is possible to calculate the 

average residual strain/stress in the direction of the transmitted beam.  When appropriate, this technique 

can collect a large amount of data in a small amount of time compared to traditional residual neutron 

strain mapping techniques with the additional neutron tomography data.  Furthermore, the above 

diffraction data need to be complemented with detailed microstructural and hardness characterization in 

all x-y, y-z and x-z cross-sections [28].  The impact of such combination of characterizations will likely to 

be the preferred method as detectors and software advance in the future.  Such comprehensive 

characterization will be crucial for verification and validation of computational models for AM process, 

as well as, qualification of mission critical components. 
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Summary and Conclusions 

An economic model was proposed to evaluate the transition from subtractive with additive manufacturing 

(AM) process for a given component based on buy-to-fly ratio, as well as, costs of energy density, design, 

labor, deposition rate and failure rate of AM part.  These economic drivers suggest the following critical 

research and development directions for rapid adoption of additive manufacturing.  First, technologies 

might be developed for large scale and high productivity additive manufacturing with low cost material 

feed stock and minimal environmental control.  Potential confirmation of this need was demonstrated 

with big area additive manufacturing of polymer composites for automotive prototype and tooling 

applications.  Second, to minimize the trial and error AM process design and development, in-situ optical 

and thermal sensing methodologies have been developed and demonstrated.  These measurements can 

also be used to control the thermal gradients and liquid-solid interface velocities to achieve site-specific 

microstructure control.  This was demonstrated in electron beam metal (EBM) powder-bed additive 

manufacturing of alloy 718 by inducing site-specific columnar and misoriented solidification grain texture 

throughout the volume of the build. Third, to induce these site-specific microstructural changes, a-priori 

design of processing parameters has to be done without trial and error experiments. To meet this need, 

high performance computational (HPC) tools based on fundamentals of heat and mass transfer is required.  

The utility of a HPC tool on evaluating the spatial and temporal variations of Ti6Al4V melt-pool shapes 

during EBM processing with different scan paths was demonstrated.  Finally, with the ability to fabricate 

complex 3D structures with AM technologies, there is a need to evaluate the locked-in residual stress 

within features that are buried inside the sample. Comprehensive neutron diffraction measurements of 

lattice parameters with high spatial resolution provide a pathway to meet this need. This was 

demonstrated by measuring residual stress in a sample made by EBM manufacturing of alloy 718. The 

residual stress was low comparison to the samples produced by direct laser metal sintering process 

(DLMS).   
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Appendix I: Details of the cost Model 

In this section, we will use the interactions between these two (α+ and α-) factors to evaluate the cost 

drivers. 

Energy Cost: It is often assumed that additive manufacturing operations are energy efficient.  Let us 

evaluate this assumption first.  It is possible to calculate the energy required for a part made by both 

subtractive and additive processes using the buy-to-fly ratio (see equation A1). 

     (A1) 

It is clear that the above equation is sensitive to the energy density ( ), which is defined as amount 

of energy used per kilogram of material added (+) or removed (-).  Using the relative energy density [74] 

of many additive and subtractive manufacturing processes, equation A1 can be evaluated.  The following 

calculations do not consider cycle evaluation of parts during its lifetime, this is assumed to be the same. 

Through equality consideration (see equation A2) and by assuming α+ =1, it is now possible to estimate 

the breakeven point for the but-to-fly ratio at which additive manufacturing becomes feasible.   

            (A2) 

As an example, if the average energy intensity of the additive and subtractive process is the same, the α- is 

2 when the two processes are equivalent.  However, one may argue that the α+ may not be equal to 1.  

This leads to generic equation for energy cost as given by equation (A3), where the n is the number of 

units made in one unit operation and is the energy utilized per part given by equation (A2). 

              (A3) 

However, the above calculation is only based on energy.  However, a true estimate should consider all the 

costs. 

Labor Cost: One of the major components of the manufacturing cost is ( ) labor cost.  Often the cost 

of labor is associated with rate (Lh, $/hr) and number of hours spent processing a part.  The number of 

hours in turn can be estimated per part based on amount of mass processed ( , kg) and rate of 

deposition ( , kg/hr).  

         (A4) 
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Although, the assumption of equivalence between manufacturing labor and machine operating hours is 

indeed justified for traditional manufacturing, it is debatable for additive manufacturing.  Currently not all 

AM processes are hands free without human intervention for making high-value added products. For 

example, there is often processing issues like powder feeding or spreading in metal AM processes and 

clogging of nozzles in fusion deposition modeling.  If these issues related to machines could be addressed, 

the labor hours can be reduced dramatically. 

Design Costs: All manufactured goods undergo extensive design and prototyping trials before the final 

release.  However, additive manufacturing yearns to eliminate this trial and error optimization to go from 

design to final product. In this regard, we postulate that the qualification design engineer should be 

comprehensive that includes the fitness for purpose, design of geometry and processing parameters (e.g. 

fill path, contours, overhangs, energy), as well as, ability to perform post-process heat treatment and non-

destructive evaluation.  We estimate the cost of design ( ) is based on engineer labor charge rate ($/hr) 

and time for designing ( ) manufacturing processes.  The above cost is amortized over number of 

products ( ).  As a result, this cost will increase with an increase in buy-to-fly ratio, which is a 

measure of complexity.  The final form of the design costs ( ) are given by the following equation. 

            (A5) 

Capital Costs: In normal industrial engineering practice, the cost of product is linked to utilization of any 

manufacturing equipment.  These are based on complex business and operational processes that are often 

proprietary to each company that is based on initial cost, amortization rate, and maintenance cost.  In 

order to evaluate this we assume the utilization rate of a capital equipment ( ) based on best practices 

relevant to our organization and the overall capital cost is defined by the following equation.   

           (A6) 

For additive manufacturing, the driver will be to reduce the cost of initial investment to reduce .  In 

case of traditional manufacturing, the drive will be to increase number of products to decrease . 

Tooling Costs: In addition to the processing infrastructure, the manufacturing costs are very sensitive the 

tooling requirement. For example, although injection molding of plastic parts are very cheap, often the 

initial cost of tools and dies (  $) that make these parts are expensive and may take large lead times.  It 

is important to note that for every design change, these tooling costs will reoccur many times. 

Nevertheless, once the designs are fixed, the tooling costs ( ) become insignificant with increase in 
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number of products that can be made with a given investment on the tools and dies, which is given by a 

simple equation (A7).  

             (A7) 

Material Feed Stock Costs: The cost of material ( ) that is needed for a given product can also be 

easily calculated using the following equation.  Here, the cost per unit mass is represented by , e.g. 

in terms of $/Kg. 

            (A8) 

The cost of materials for traditional manufacturing are considered low due to commodity level pricing. In 

contrary, the material feedstock for the additive manufacturing is considered often to be proprietary and 

expensive.  

Cost of Failure: Finally, every manufactured product is expected to perform a function or purpose.   In 

early developments of even traditional manufacturing, the rate of failure ( , %) is expected to be high. 

If we assume that the perceive cost of each failure ( , $), the cost of failure can be calculated using 

the following equation. 

           (A9) 

The overall cost will be equivalent to addition of all the above factors.  The breakeven condition for a 

given additive and subtractive process can be calculated by equation the total cost of additive and 

subtractive process using the above formulas.   
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