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Abstract 12 

Residual strains in linear friction welds (LFW) of similar, Ti-6Al-4V (Ti64) welded to Ti-13 
6Al-4V, and dissimilar, Ti-6Al-4V welded to Ti-5Al-5V-5Mo-3Cr (Ti5553), titanium alloys 14 
have been characterized using energy dispersive x-ray diffraction. For each type of LFW, 15 
one sample was chosen in the as-welded (AW) condition and another sample was selected 16 
after a post-weld heat treatment (HT). In the present work, residual strains have been 17 
separately studied in the alpha and beta phases of the material, and five components (three 18 
axial and two shear) have been reported in each case. In-plane axial components of the 19 
residual strains show a smooth and symmetric behavior about the weld center for the Ti64-20 
Ti64 LFW samples in the AW condition, whereas these components in the Ti64-Ti5553 21 
LFW sample show a symmetric trend with jump discontinuities. Such jump adiscontinuities, 22 
observed in both the AW and HT conditions of the Ti64-Ti5553 samples, suggest different 23 
strain free lattice parameters in the weld region and the parent material, whereas the results 24 
from the Ti64-Ti64 LFW samples in both AW and HT conditions suggest nearly uniform 25 
strain free lattice parameters throughout the weld region. Finally, the observed trends in the 26 
in-plane axial residual strain components have been rationalized by the corresponding 27 
microstructural changes and variations across the weld region via backscatter electron (BSE) 28 
images. 29 
 30 
Keywords: Residual strain; Linear Friction Weld; Energy Dispersive X-Ray Diffraction; 31 
Backscatter electron image. 32 

 33 

1. Introduction 34 

Linear friction welding (LFW) is commonly used in the aerospace industry to produce cost 35 

effective and high quality welds in components made from titanium (Ti) alloys, such as bladed 36 

discs or blisks. One of the benefits of the LFW process is joining dissimilar materials, thereby 37 

allowing components to possess location specific properties.  During the welding process, one 38 

reciprocating surface is brought into contact with a stationary surface at high frequency under 39 

applied load. This results in a steep temperature gradient across the weld interface. Such localized 40 

heating along with microstructural variations and poor thermal conductivity of Ti alloys result in 41 

high localized residual stresses in the weld region [1]–[3]. The role of residual stress in the failure 42 

of engineering component is well recognized [4]. Therefore, it is necessary to provide a detailed 43 

characterization of the residual stress present in LFW joints of similar and dissimilar Ti alloys. 44 

Residual stress distributions can be characterized using a wide range of techniques [5]. In 45 

particular, diffraction-based techniques using x-rays or neutron beam measure the inter-planar 46 

spacing, which is used to compute the lattice strains. These lattice strain measurements coupled 47 
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with appropriate constitutive relationships provide information regarding the residual stress in the 48 

material [6]. Energy dispersive x-ray diffraction (EDD) method has been used to quantify the 49 

residual stresses in engineering components [7]–[11]. The EDD method is particularly attractive 50 

because (i) high energy x-rays can penetrate tens of millimeters of typical engineering alloys, (ii) 51 

the incident x-ray beam can be reduced to offer sub-mm spatial resolution in the directions 52 

perpendicular to the beam in a typical setup, and (iii) acquisition time is short. These characteristics 53 

enable spatial mapping of residual strain in an engineering component. Additionally, the sample 54 

can be manipulated to measure the strains along multiple directions to determine the strain tensor 55 

(and thereby stress tensor). 56 

There are a few studies available in literature characterizing the residual stress distributions 57 

in the LFW joints of Ti alloys [12]–[16]. Most of the works involve welds of similar Ti alloys 58 

[12]–[15] and only one work considers dissimilar Ti alloys [16]. Daymond and Bonner measured 59 

the residual strains in the LFW joint of Ti-6Al-4V of different grades using pulsed neutron 60 

diffraction method [12]. Preuss et al. did a similar study on as-welded and heat treated samples of 61 

IMI550 (Ti-4Al-2Sn-4Mo-0.5Si) [13]. Romero et al. studied the effect of forging pressure on the 62 

microstructural features and residual stresses in the LFW joint of Ti-6Al-4V [14]. Frankel et al. 63 

did a comparative study on the residual stress distribution in two similar LFW joints made of Ti-64 

6Al-4V and Ti-6Al-2Sn-4Zr-2Mo [15]. Unlike the aforementioned works, Xie et al. studied 65 

residual stresses in welds composed of two dissimilar Ti-5Al-2Sn-2Zr-4Mo-4Cr (Ti17) alloys, 66 

namely β Ti17 and α+β Ti17 [16].  67 

The previously mentioned works, related to LFW of Ti alloys, [12]–[16], considered either 68 

in-plane components or three axial components of stress/strain for only the α phase in the Ti alloy.  69 

These studies emphasized that corrections should be made to the strain free lattice parameter as a 70 

function of the distance from the weld center for an accurate description of the residual stress/strain 71 

and concluded that tensile stresses predominantly exist in the weld region [12]–[16]. Although 72 

residual stress/strain distributions are found to be symmetric about the center of the weld for 73 

similar Ti alloys [12], [14], [15], the reported distributions of residual stress/strain in the welds of 74 

dissimilar alloys are not, strictly speaking, symmetric [16].  75 

In the present work, residual strains in the LFW joints of similar (Ti-6Al-4V welded to Ti-76 

6Al-4V) and dissimilar (Ti-6Al-4V welded to Ti-5Al-5V-5Mo-3Cr) Ti alloys are studied using the 77 

EDD method considering both α and β phases. As opposed to the existing literature, five 78 

components of the residual strain tensor are reported (three axial and two shear). Comparative 79 

studies for similar and dissimilar welds are presented. Further, observed trends in the in-plane axial 80 

components of the residual strains are explained and supported by microstructural changes and 81 

variations across the weld interface via backscatter electron (BSE) images.  In the present study, 82 

the residual strain data are presented, as opposed to residual stresses, based on uncertainty in the 83 

elastic modulus, especially for the dissimilar LFWs.  Additionally, the strain free lattice parameter 84 

is taken as constant over the weld region, which is a simplification.  It is the intention in the present 85 

paper to focus on the tensorial description of the residual strain and the corresponding 86 

micrographs.  The data are presented with minimal modifications to allow further researchers to 87 

apply gradients in the elastic modulus or strain free lattice parameter.   88 
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The paper is organized as follows. Section 2 illustrates the weld materials, parameters, and 89 

electron microscopy (EM) characterization technique. Section 3 describes the energy dispersive x-90 

ray diffraction method and post processing methodologies to obtain the residual strains. The 91 

residual strain results are reported in Section 4. Observed trends in the in-plane axial components 92 

of the residual strains are discussed and explained via BSE images in Section 5. Finally, concluding 93 

remarks are drawn in Section 6. 94 

 95 

2. Materials and Methodology 96 

2.1. Materials 97 

In this study, several Ti alloys and combinations were selected for LFW, as shown in Table 98 

1. For the first set of samples where two similar Ti alloys were joined by LFW, two pieces of Ti-99 

6Al-4V alloy, denoted as Ti64 from here on, in - processed state were used. The  phase has a 100 

hexagonal close packed (HCP) structure and the  phase has a body centered cubic (BCC) 101 

structure. For the second set of samples where two dissimilar Ti alloys were joined by LFW, Ti-102 

5Al-5V-5Mo-3Cr, denoted as Ti5553 from here on, is used in the oscillating side and Ti64 in mill-103 

annealed state is used in the fixed side. The material with the greater flow stress at the evaluated 104 

temperature was selected for the oscillating component in the dissimilar weld because a rigid 105 

oscillating component reduces unwanted deformation of the component during welding and 106 

generally leads to better weld quality. The difference between the two Ti64 variants is the 107 

morphology and volume fraction of the β phase. 108 

Table 1. Material for welded components.  All heat treatments were followed by air cooling. 109 

Material 

Combination 

Oscillating Side 

Material 

Starting 

Microstructure of 

Oscillating 

Component 

Fixed 

Side 

Material 

Starting 

Microstructure of 

Fixed Component 

Ti64-Ti64 Ti64 

α-β processed: 

Received in mill 

annealed condition 

per AMS 4911 [17] 

followed by 

annealing at 704 °C 

for 2 hr 

Ti64 

α-β processed: 

Received in mill 

annealed condition 

per AMS 4911 [17] 

followed by 

annealing at 704 °C 

for 2 hr 

Ti64-Ti5553 Ti5553 

Solution treated at 

838 °C for 2 hr and 

aged at 593 °C for 8 

hr 

Ti64 
Mill annealed per 

AMS 4911 [17] 

 110 

2.2. Weld Parameters and Heat Treatment 111 
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Each set of material welding parameters underwent iterative development trials and 112 

parameter selection based upon previous welding trials at the Edison Welding Institute (EWI). 113 

Each weld’s quality was assessed based upon flash curl, weld time, process forces, visual 114 

inspection, and a quick rudimentary pull test to assess ultimate tensile strength. The pull test was 115 

used as a qualitative measure and formal tensile testing was conducted on select welds. The welds 116 

characterized in this study represent the best or near best case welding conditions from the 117 

parameter development trials.  118 

The weld is split into three distinct stages: scrub, weld, and forge. The scrub allows the 119 

oscillator to reach amplitude at the desired frequency under low load and can be used to build heat 120 

into the part. The scrub time and pressure (i.e. pressure applied at the beginning of oscillation) 121 

were 0.2 s and 22.8 MPa, respectively. The weld phase uses oscillation amplitude, frequency, and 122 

pressure of the moving component to deform the material and create a solid state joint. Afterwards, 123 

oscillation is stopped and a forge pressure equal to or greater than the weld pressure is applied 124 

during the forge phase and held for a short duration (i.e. forge time). The linear friction weld 125 

parameters for each weld are summarized in Table 2. 126 

Two weld samples using Ti64-Ti64 combination and two samples using Ti64-Ti5553 127 

combination were fabricated using the LFW parameters listed in Table 2.  One sample for each 128 

combination was set aside and these are designated as the as-welded (AW) condition.  The 129 

remaining samples underwent a post-weld heat treatment and are referred to as HT samples 130 

throughout this paper.  The Ti64-Ti64 sample was heat treated at 704°C for 2 hr followed by air 131 

cooling.  Similarly, the Ti64-Ti5553 sample was heat treated below the β solvus temperature of 132 

Ti5553. 133 

Table 2.  Linear friction weld parameters used to fabricate the weld samples.  The programmed 134 

burn-off is defined as the displacement of the weld platen.  The upset is the total loss in length of 135 

the joined component after welding. 136 

Material 

Combination 

Frequency 

(Hz) 

Amplitude 

(mm) 

Weld 

Pressure 

(MPa) 

Programmed 

Burn-off 

(mm) 

Forge 

Pressure 

(MPa) 

Forge 

Time 

(s) 

Measured 

Upset 

(mm) 

Ti64-Ti64 35 2.5 100 2.48 100 5 3.51 

Ti64-Ti5553 45 1.1 172.4 3.18 172.4 5 N/A 

 137 

2.3. Electron Microscopy Characterization 138 

All sample pedigrees were characterized on a FEI Quanta 3D FEG Dual-beam SEM with 139 

a four quadrant BSE detector. The BSE detector was used in Z-contrast mode; all four quadrants 140 

had a positive bias. Specimens were mechanically ground and polished using 0.3 μm alumina 141 

suspension. The final polish was achieved by using vibratory polishing with a suspension of 0.05 142 

μm colloidal silica. Specimens were marked perpendicular to the weld interface of the joined 143 

materials. Indents were placed every 500 μm across the 9 mm weld region, 4.5 mm on each side 144 

of the weld, and used for spatial positioning during BSE characterization (see Figure 1). Images 145 

were taken along the fiducially marked path, continuously 2 mm from the weld in both directions 146 
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and every 500 μm after that, until 4.5 mm was imaged on each side of the weld. This imaging 147 

scheme was used such that the microstructural transitions close to the weld would be captured, as 148 

well as the microstructure further away from the weld. 149 

 150 

Figure 1. Schematic of the weld region showing fiducial marks for BSE imaging. Images were 151 

taken along the fiducially marked path, continuously 2 mm from the weld in both directions and 152 

every 500 μm after that. 153 

 154 

3. Residual Strain Measurement 155 

3.1. Energy Dispersive X-ray Diffraction Experiment 156 

Figure 2 shows the setup for the EDD experiment at the 6-BM-A endstation of the 157 

Advanced Photon Source (APS), Argonne National Laboratory. Figure 3 shows a schematic view 158 

of the setup and Figure 4 illustrates the geometry in 2D view. In this schematic, the X-Y-Z 159 

coordinate system is fixed in the lab; slits 1 – 3 controlled the size of the incoming polychromatic 160 

x-ray beam and the filter removed the low energy photons which were not useful for strain 161 

measurements for this sample; slits 4 – 5 and 6 – 7 were associated with the vertical and horizontal 162 

detectors, respectively, and controlled the sizes of the gauge volumes interrogated by the detectors. 163 

Two germanium detectors were placed approximately 1 m away from the gauge volume – one on 164 

the Y-Z plane and the other on the X-Z plane. The detector placed on the Y-Z plane is referred to 165 

as the vertical detector and 𝒒𝑣 is the corresponding scattering vector associated with the strain 166 

measurement direction. The detector placed on the X-Z plane is referred to as the horizontal 167 

detector and 𝒒ℎ is the corresponding scattering vector. The vertical and horizontal detectors and 168 

associated slits were positioned such that 2θv and 2θh were 5.00∘ and 4.90∘, respectively. 169 

Furthermore, the slits were adjusted such that the gauge volume viewed by the vertical detector 170 

and the gauge volume viewed by the horizontal detector coincide. The centroid of the gauge 171 

volume is denoted as O in Figure 3 and Figure 4(a). Calibration of the setup using a thin CeO2 172 
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powder sample indicated that the gauge volume was approximately 5 mm long in the Z direction. 173 

The incoming beam size was 0.2 mm x 0.2 mm defined by the upstream slits. At these slit settings 174 

and detector locations, the azimuthal coverage was approximately 1∘ for both detectors. 175 

 176 

Figure 2. The overall experimental setup for the EDD measurement.  177 
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 178 

Figure 3. A schematic of the experimental setup, in which the X-Y-Z coordinate system is fixed 179 

in the lab.  180 

 181 

Figure 4. (a) 2D schematic of the gauge volume interrogated by a detector in the experimental 182 

setup. (b) The projection of the gauge volume on the X-Y plane.  For the residual strain 183 

characterization of each specimen, multiple line scans 300 μm apart are taken. Experimentally 184 

obtained lattice strain at a ‘point’ is defined by the average value of the same over the 185 

illuminated gauge volume, the centroid of which coincides with the ‘point’. In the figure 𝑖, 𝑗, 𝑘 186 

represent three such consecutive ‘points’ and the overlap of the illuminated gauge volume is 187 

shown. 188 
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 189 

Figure 5. A schematic of the linear friction weld part is shown. The 1-2-3 coordinate system is 190 

fixed to the sample and rotates with the sample. 191 

 The goal of the EDD experiments is to obtain a strain tensor map in the weld region of a 192 

sample. Figure 5 illustrates how this goal was achieved. The sample was positioned such that the 193 

sample mid-plane along 3, coincide with O. All the crystal planes in the sample that reside in the 194 

gauge volume and satisfy the diffraction condition for 𝒒𝑣 and 𝒒ℎ contribute to the spectra obtained 195 

by the vertical and horizontal detectors, respectively. Given the average grain size, we anticipate 196 

around 105 grains to be in the gauge volume. For a particular sample position P(x1, x2, x3), the 197 

sample was rotated by discrete values in Ω (rotation about the Y axis), while keeping Θ (rotation 198 

about the X axis) and χ (rotation about the Z axis) at 0∘, and by discrete values in χ, while keeping 199 

Ω and Θ at 0∘. The values of Ω were −45∘, 0∘, 15∘, 30∘, and 45∘ and the values of χ were −8∘, 0∘, 200 

and 8∘. With these angular motions, seven measurements of lattice inter-planar spacings were 201 

obtained from each detector. Later, these measurements will be used to compute the components 202 

of the strain tensor. Rotation also implies that the crystals participating in diffraction is changing 203 

from one angle setting to the other even for the same sample position. In fact, because of the sample 204 

rotation, the spatial resolution attainable based on the size of slits for the incoming x-ray beam was 205 

compromised, most severely in the 1 direction. After the suite of rotations at a point P, the sample 206 

was translated along the Y axis to interrogate a series of points across the weld. For the Ti64-Ti64 207 

LFW samples (AW and HT), three line scans along Y direction were performed with each line 208 

separated along 1 axis by 0.3 mm (see Figure 4(b)). For the Ti64-Ti5553 LFW samples (AW and 209 

HT), two line scans were performed with lines separated by 0.3 mm. All line scans were nominally 210 

in the mid-section of the sample in 1 and 3. 211 
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3.2. Data Post Processing 212 

Post processing of the diffraction spectra involves two steps, namely, obtaining the lattice 213 

strains followed by peak fitting, and computing the components of the residual strain tensor using 214 

the obtained lattice strains. First, the peak fitting and lattice strain measurement procedure will be 215 

outlined. 216 

Figure 6 shows a representative diffraction pattern in the Ti64-Ti5553 HT LFW sample 217 

near the weld interface at Ω = 0∘, χ = 0∘. Each peak corresponds to a family of planes as described 218 

in the Table 3. The distortion of the lattice from its reference configuration may have both elastic 219 

and inelastic contributions. In the present work, the underlying assumption is that the shift of each 220 

peak along the horizontal axis is entirely due to the elastic contribution.  However, the inelastic 221 

contributions can be investigated by studying peak aberrations [18] or crystallographic structure 222 

changes [19] but is beyond the scope of the present work. 223 

Table 3. Description of first six α and β peaks. In Figure 6, only first three β peaks are seen. For 224 

the α phase, the three digit Miller indices are reported in the first row and the corresponding four 225 

digit Miller-Bravais indices are given in the second row.  226 

Phase First peak Second peak Third peak Fourth peak Fifth peak Sixth peak 

α 
{100} 

{101̅0} 

{002} 

{0002} 

{101} 

{101̅1} 

{102} 

{101̅2} 

{110} 

{112̅0} 

{103} 

{101̅3} 

β {110} {200} {211} {220} {310} {222} 

 227 

The first, fourth, and fifth peaks for the α phase were well separated from other α and β 228 

peaks. Further, the fourth α peak was consistently present in all scanned locations and (Ω, χ) 229 

combinations for each LFW sample. Hence, the fourth α peak was fit using the pseudo-Voigt 230 

function in MATLAB. The fit was used to compute the lattice strain using  231 

 εqh
=

Eh
hkl −

hc

2d0
hkl sin θh

hc

2d0
hkl sin θh

 (1) 

and 232 

 εqv
=

Ev
hkl −

hc

2d0
hkl sin θv

hc

2d0
hkl sin θv

 (2) 

where εqh
 and εqv

 are lattice strains from horizontal and vertical detectors, respectively; Eh
hkl and 233 

Ev
hkl are fitted energy values for the peaks corresponding to {hkl} planes from horizontal and 234 

vertical detectors, respectively; h is Planck’s constant; c is speed of light in vacuum; d0
hkl is the 235 

reference inter-planar spacing corresponding to {hkl} planes.  236 

 Similarly, it can be seen that the second β peak is well isolated from other α and β peaks. 237 

Hence, the second β peak was chosen for peak fitting, and lattice strains were calculated using 238 



10 

 

Eqs. 1-2. It is worthwhile to note that we are using the {110} and {200} as strain gauges 239 

embedded in the material. 240 

 241 

Figure 6. The diffraction pattern from Ti64-Ti5553 HT sample near the weld interface obtained 242 

at Ω = 0∘, χ = 0∘ configuration. In the plot αi represents ith peak corresponding to the α phase 243 

and  βi represents ith peak corresponding to the β phase. The first six α peaks correspond to the 244 

{100}, {002}, {101}, {102}, {110} and {103} planes, respectively. The first three β peaks 245 

correspond to the {110}, {200} and {211} planes, respectively. 246 

For each measurement point, the residual strain tensor in the  and  phases were computed 247 

using the lattice strain values obtained above. For each Ω or χ, the lattice strains measured from 248 

the horizontal and vertical detectors can be related to the residual strain tensor as follows: 249 

 
εqh

= 𝒒ℎ𝐑𝛆𝐑T𝒒ℎ
T 

 
(3) 

 
εqv

= 𝒒𝑣𝐑𝛆𝐑T𝒒𝑣
T 

 
(4) 

where 𝛆 is the residual strain tensor in the 1-2-3 coordinate system; 𝐑 is defined by 250 

 𝐑𝛀 = [
cos Ω 0 − sin Ω

0 1 0

sin Ω 0 cos Ω

] (5) 

 251 

or 252 

 𝐑𝛘 = [
cos χ − sin χ 0

sin χ cos χ 0

0 0 1

] (6) 
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depending on the sample rotation executed to measure the strain component. 253 

At each (Ω, χ) combination, two equations exist, one from the horizontal detector and another 254 

from the vertical detector. Hence, an over-determined linear system can be formulated based on 255 

14 equations and 6 unknowns for each measurement point, which can be written as: 256 

 𝐀𝐱 = 𝐛 (7) 

where 257 

 
𝐱 = [ε11, ε22, ε33, ε12, ε13, ε23]T 

 
(8) 

 258 

 

𝐛 = [εqh
Ω=−45∘

, εqv
Ω=−45∘

, εqh
Ω=0∘

, εqv
Ω=0∘

, εqh
Ω=15∘

, εqv
Ω=15∘

, εqh
Ω=30∘

, εqv
Ω=30∘

, εqh
Ω=45∘

,

εqv
Ω=45∘

, εqh

χ=−8∘

, εqv

χ=−8∘

, εqh

χ=8∘

, εqv

χ=8∘

]
T
 

 

(9) 

and the 14 × 6 coefficient matrix, 𝐀, depends on the seven configurations defined by the 259 

associated angles, Ω, χ, θh, θv. It should be noted that the coefficient matrix 𝐀 is the same at all 260 

measurement point, whereas the 𝐛 changes from point to point. Such a system is solved in 261 

MATLAB using a least square method wherein the L2 norm of the residual, 𝐞 = 𝐀𝐱 − 𝐛, is 262 

minimized to determine the residual strain tensor. The above procedure is repeated at all points for 263 

each line scan for all LFW samples to find the components of the residual strain tensor. In the 264 

following section, we report the results from the MATLAB analysis. 265 

4. Residual strain results 266 

The strain free lattice parameters for both the α and β phases were determined using the 267 

Ti64-Ti64 HT sample. The lattice parameters were adjusted so that the lattice strains obtained after 268 

peak fitting (considering the fourth peak of the α phase and the second peak of the β phase) from 269 

both detectors at all points on a line scan are minimized in an absolute sense. The results are a =270 

2.931Å, c = 4.660Å for the α phase and a = 3.213Å for the β phase. These numbers are consistent 271 

with the reported range of values in the literature [20]–[23]. Subsequently, these lattice parameters 272 

were used to compute lattice strains in all LFW samples.   273 

The numerical accuracy depends on the error associated with the lattice strains and the least 274 

squares solution. For a powder material, typical strain uncertainty of the experimental setup at the 275 

6-BM-A EDD setup is approximately 1 × 10−4. The least squares solution of the over determined 276 

linear system, 𝐀𝐱 = 𝐛, is same as the solution of the square system 𝐀T𝐀𝐱 = 𝐀T𝐛. Therefore, the 277 

condition number* of 𝐀T𝐀 is computed as a measure of the quality of the inverse operator 278 

(𝐀T𝐀)−1. If all configurations and the associated angles (i.e., Ω, χ, θv, θh) are considered, the 279 

condition number of 𝐀T𝐀 is 6962.6. If small angles θv, θh are neglected (i.e., set θv = 0∘, θh =280 

                                                 
* If the condition number of the coefficient matrix of a linear system is very large (≫ 1), it is practically singular. 

Hence, the solution of the linear system is prone to large numerical error. 
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0∘), the condition number becomes 22.8. Further, if two configurations associated with the small 281 

angle χ are neglected (i.e., neglect χ = 8∘, −8∘ and set χ = 0∘), the condition number becomes 282 

14.4†. Therefore, it is evident that the small angles for θv,  θh result in a bad quality or unreliable 283 

inverse operation, whereas the configurations defined by small angle χ do not affect the inversion 284 

operation significantly. If θv,  θh are set to 0∘, the information related to ε23 component of the 285 

residual strain tensor is lost but the rest of the components can be captured with higher confidence. 286 

The variations of the residual strain tensor components (except ε23) in the α and β phases, across 287 

the weld region of all LFW samples, are shown in Figure 7 through Figure 10.  288 

 289 

Figure 7. Residual strain components in the as-welded and heat treated joints of Ti64-Ti64 LFW 290 

sample are shown. These are obtained from fitting the 4th peak of the α phase. Different markers 291 

in the plots correspond to different lines of scans. 292 

                                                 
† It is to be noted, when θv, θh or χ are neglected, a few columns of 𝐀 matrix only contain zeros. Those columns are 

neglected while calculating condition number. 
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 293 

Figure 8. Residual strain components in the as-welded and heat treated joints of Ti64-Ti64 LFW 294 

sample are shown. These are obtained from fitting the 2nd peak of the β phase. Different markers 295 

in the plots correspond to different lines of scans. 296 
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 297 

Figure 9. Residual strain components in the as-welded and heat treated joints of Ti64-Ti5553 298 

LFW sample are shown. These are obtained from fitting the 4th peak of the α phase. In the figure, 299 

Ti64 is to the left and Ti5553 is to the right. Different markers in the plots correspond to 300 

different lines of scans. 301 
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 302 

Figure 10. Residual strain components in the as-welded and heat treated joints of Ti64-Ti5553 303 

LFW sample are shown. These are obtained from fitting the 2nd peak of the β phase. In the 304 

figure, Ti64 is to the left and Ti5553 is to the right. Different markers in the plots correspond to 305 

different lines of scans. 306 

 It can be seen from Figure 7-Figure 10 that shear strain components (ε12, ε13) are either 307 

near zero for HT condition or very small compared to normal components (ε11, ε22, ε33) in the AW 308 

condition. Moreover, the rubbing action during the welding process took place on the 1-2 plane. 309 

Therefore, it can be reasonably assumed that the ε23 will be very small for all the cases. In the next 310 

section, the trends observed in the in-plane axial components (ε11, ε22) are described and explained 311 

using micrographs obtained through BSE images. 312 

 313 

5. Discussion 314 

BSE imaging is used to evaluate the microstructure across the weld region and correlate 315 

the varying microstructure to the residual strain measurements, specifically ε11 and ε22. If not 316 

stated explicitly, ‘strain’ in the following discussions corresponds only to the ε11 and ε22 317 

components.  For all BSE microstructure images, the β phase appears as the light regions, whereas 318 

the α phase appears relatively darker. 319 

 320 
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5.1. Ti64-Ti64 LFW in the as-welded condition 321 

The residual strain profiles in the α phase for Ti64-Ti64 AW sample show a symmetric 322 

and smooth behavior throughout the weld region (see Figure 7). In Figure 8, a similar trend is 323 

observed within the β phase except a discontinuity within approximately ±0.8 mm distance from 324 

the weld center (i.e., dweld  =  0). This discontinuity is attributed to the fact that the second peak 325 

corresponding to the β phase was missing during the peak fitting process. The absence of the 326 

second β peak, which is well isolated from other α and β peaks, could be the result of a lack of β 327 

phase resulting from the welding process. 328 

 329 

Table 4. Grain size measurements of different α grain structures in the Ti64-Ti64 AW sample. 330 

The thickness or width of the basket-weave and lamellar structures are reported and the average 331 

grain size of the globular α are reported using the line intercept method to measure grain size. 332 
 

Ti64-Ti64 AW  
Distance from 

Weld 

0 mm 1.5 mm 3.0 mm 4.5 mm 

α 
Grain 

Size 

[μm] 

Basket-weave 

thickness 

0.376 ± 0.09 N/A N/A N/A 

Lamellar 

thickness 

N/A N/A N/A N/A 

Globular N/A 13.26 ± 5.1 14.08 ± 6.4 10.94 ± 5.5 

 333 

Figure 11(a) is a schematic showing the spatial position in which the micrographs are 334 

acquired on the Ti64-Ti64 AW sample. The region immediately adjacent to the weld displays a 335 

variable microstructure with increasing grain size and equiaxed structure as the distance from the 336 

weld region is increased along the 2 direction, as seen in Figure 11(b) and (c). The variable grain 337 

morphology present in Figure 11(c) is consistent with the steep gradient of the measured residual 338 

strain, in both α and β phases, close to the weld interface. As summarized in Table 4, the fine 339 

basket-weave structures were observed in close proximity to the weld due to the rapid cooling after 340 

the LFW process. Further from the weld interface, 1.5 mm or more, only globular α grains were 341 

observed. Figure 11(d) and (e) show the microstructures at 1 and 4.5 mm above the weld interface, 342 

respectively. Similarly, Figure 11(f) and (g) show the microstructures at 1 and 4.5 mm below the 343 

weld region. It should be noted that the microstructure remains unchanged when comparing the 344 

micrographs from 1 and 4.5 mm away from the weld region (both above and below) explaining 345 

the symmetric behavior in the plots.  346 

The residual strain measured in the β phase is greater than that in the α phase as seen in 347 

Figure 7 and Figure 8, where the β phase has peak strain measurements of 0.009 compared to the 348 

α phase maximum strain of 0.005 in ε11. The higher value of residual strain in the β phase could 349 

be attributed to the choice of the second β peak during the peak fitting process. It can be shown 350 

that the stiffness of the β phase along the (100) direction, associated with the second β peak, is 351 

much lower than the stiffness of the α phase along the (102) direction, associated with the fourth 352 
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α peak. For representative values of the elastic constants in the α and β phases, readers are referred 353 

to [24]–[26]; the procedure to calculate direction dependent stiffness in cubic and hexagonal 354 

systems can be found in [27], [28]. Finally, ε11 is found to be greater than ε22. This could be due 355 

to the fact that the specimen was oscillated along 1 direction during the welding process. 356 

 357 

Figure 11. Displays the Ti64-Ti64 sample in the as-welded condition, (a) A schematic 358 

representing the location of the following images, in relation to the weld area, (b) An overview 359 

of the weld area, (c) An enlarged region, 1.23 mm in height taken across the weld region, 360 
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approximately 0.6 mm in each direction, (d) A field of view (FOV) 1.0 mm above the weld 361 

region, (e) A FOV 4.5 mm above the weld region, (f) A FOV 1 mm below the weld region, and 362 

(g) A FOV 4.5 mm below the weld region. 363 

 364 

5.2. Ti64-Ti64 LFW in the heat-treated condition  365 

Residual strain profiles in the α phase of Ti64-Ti64 HT sample, as seen in Figure 7, show 366 

a flat and smooth behavior throughout the weld area. A similar trend is observed in the β phase 367 

(see Figure 8). Similar to the Ti64-Ti64 AW sample, a discontinuity is seen in the β phase within 368 

approximately ±0.8 mm distance from the weld interface.  Figure 12(a) is a schematic showing 369 

the spatial position of the micrographs for the Ti64-Ti64 HT sample.  The region immediately 370 

adjacent to the interface displays a variable microstructure with increasing grain size as distance 371 

is increased from the weld interface along the 2 direction, as seen in Figure 12(b) and (c) and as 372 

summarized in Table 5. In this case, the grains are fully recrystallized, even near the weld interface. 373 

This is supportive of the near-zero residual strain measured in both the α and β phases. 374 

 375 

Table 5. Grain size measurements of different α grain structures in the Ti64-Ti64 HT sample. 376 

The thickness or width of the basket-weave and lamellar structures are reported and the average 377 

grain size of the globular α are reported using the line intercept method to measure grain size. 378 
 

Ti64-Ti64 HT  
Distance 

from Weld 

0 mm 1.5 mm 3.0 mm 4.5 mm 

α 

Grain 

Size 

[μm] 

Basket-

weave 

thickness 

N/A 0.067 ± 0.01 0.125 ± 

0.03 

0.126 ± 0.03 

Lamellar 

thickness 

0.305 ± 0.11 N/A N/A N/A 

Globular 1.65 ± 0.80 9.62 ± 5.5 8.90 ± 4.5 11.06 ± 5.2 

  379 

Figure 12(d) and (e) show the microstructures at 1 and 4.5 mm above the weld interface, 380 

respectively. Similarly, Figure 12(f) and (g) show the microstructure at 1 and 4.5 mm below the 381 

weld interface, respectively. The microstructure remains unchanged when comparing the 382 

micrographs from 1 and 4.5 mm away from the weld interface (both above and below). Unlike the 383 

as-welded condition the heat-treated condition shows a very distinct weld interface, highlighted in 384 

Figure 12(h), where small grains have formed parallel to axis 1. Three forms of α phase were 385 

present in this condition, namely, globular, lamellar and basket-weave. Their sizes with respect to 386 

location from the weld interface are summarized in Table 5. 387 
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 388 

Figure 12. Displays the Ti64-Ti64 sample in the heat-treated condition, (a) A schematic 389 

representing the location of the following images, in relation to the weld area, (b) An overview 390 

of the weld area, (c) An enlarged region, 1.23 mm in height taken across the weld region 391 

approximately 0.6 mm in each direction, (d) A FOV 1.0 mm above the weld region, (e) A FOV 392 

4.5 mm above the weld region, (f) A FOV 1 mm below the weld region, (g) A FOV 4.5 mm 393 

below the weld region, and (h) The weld interface created at the joining point of the two 394 

materials.   395 

 396 

5.3. Ti64-Ti5553 LFW in the as-welded condition  397 
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Residual strain profiles in the α phase of the Ti64-Ti5553 AW sample can be seen in Figure 398 

9. The strain profiles have a symmetric behavior throughout the weld area. A similar trend is 399 

observed in the β phase (see Figure 10). Strain profiles in both phases show jump discontinuities 400 

about 1 mm from both sides of the weld interface. Micrographs corresponding to this sample can 401 

be seen in Figure 13. Figure 13(a) displays a schematic representing the locations of the 402 

micrograph images on the sample. The jump discontinuities observed in strain measurements 403 

approximately 1 mm from the weld can be partly attributed to a change in microstructure at that 404 

point. Figure 13(d) shows an interface, on the Ti5553 side, that has formed where the 405 

microstructure abruptly changes. The top of this micrograph has even grey scale intensity, but over 406 

this interface, as pointed out in Figure 13(d), a mix of dark and light areas in the BSE image are 407 

present. At these locations, there is a composition change, possibly responsible for the 408 

discontinuity in the data. At 4.5 mm away from the weld, the Ti5553 microstructure is more regular 409 

and indicative of the base material compared to the microstructure close to weld interface as seen 410 

in Figure 13(e). At the weld interface and on the Ti5553 side, no agglomerates of the α phase are 411 

present in the BSE images. Similarly, the Ti64 side of the weld shows a discontinuity about 1 mm 412 

from the weld interface, this can be partly attributed to a transition from the presence of a fine 413 

basket-weave structure to a larger lamellar configuration of the α phase, in addition to the large 414 

globular grains as shown in Figure 13(f). These smaller basket-weave colonies that are present 415 

close to the weld transform completely to the larger lamellar configuration with increased distance 416 

from the weld, as shown in Figure 13(g), located 4.5 mm from the weld interface. The weld 417 

interface, Figure 13(h), shows a fine basket-weave structure on the Ti64 side meeting the larger β 418 

grain structure in the Ti5553. The residual strain in the β phase is approximately four times than 419 

that in the α phase in the proximity of the weld interface, which is attributed to the choice of the 420 

second β peak during peak fitting. This sample displays a tri-modal size distribution of α grains at 421 

distances greater than 1.5 mm from the weld interface in the Ti64 material, with only the fine 422 

basket-weave structure present at the weld interface, due to the rapid cooling after the weld 423 

process. A tri-modal size distribution of α grains was observed in the Ti64 side of the LFW sample, 424 

in which the α grains sizes are summarized in Table 6. 425 

Table 6. Grain size measurements of different α grain structures from the Ti64 side of the LFW 426 

Ti64-Ti5553 AW sample. The thickness or width of the basket-weave and lamellar structures are 427 

reported and the average grain size of the globular α are reported using the line intercept method 428 

to measure grain size. 429 
 

Ti64 grain size from LFW Ti64-Ti5553 AW  
Distance from 

Weld 

0 mm 1.5 mm 3.0 mm 4.5 mm 

α Grain 

Size 

[μm] 

Basket-weave 

thickness 

0.193 ± 0.08 0.223 ± 

0.11 

0.229 ± 

0.05 

0.288 ± 

0.09 

Lamellar 

thickness 

N/A 1.02 ± 0.40 0.833 ± 

0.35 

1.03 ± 0.45 

Globular N/A 7.53 ± 3.2 8.27 ± 4.2 7.06 ± 3.0 

 430 
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 431 

Figure 13. Displays the Ti64-Ti5553 sample in the as-welded condition, (a) A schematic 432 

representing the location of the following images, in relation to the weld area, (b) An overview 433 

of the weld area, (c) An enlarged region, 1.23 mm in height taken across the weld region, 434 

approximately 0.6 mm in each direction, (d) A FOV 1.0 mm above the weld region, (e) A FOV 435 

4.5 mm above the weld region, (f) A FOV 1 mm below the weld region, (g) A FOV 4.5 mm 436 

below the weld region, and (h) The weld interface created at the joining point of the two 437 

materials.   438 

 439 

5.4. Ti64-Ti5553 LFW in the heat-treated condition  440 
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Residual strain profiles in the α phase of the Ti64-Ti5553 HT sample can be seen in Figure 441 

9. The strain profiles show a flat and smooth behavior throughout the measured weld area. A 442 

similar trend is observed in the β phase (see Figure 10) except for a jump discontinuity in close 443 

proximity to the weld interface. Figure 14(a) is a schematic showing the location of the 444 

micrographs for the Ti64-Ti5553 sample in the heat-treated condition. The weld region displays a 445 

variable microstructure with changing grain morphologies and size as distance is increased from 446 

the weld interface, along the 2 direction, as seen in Figure 14(b), with a magnified excerpt of this 447 

region seen in Figure 14(c). The grains are fully recrystallized, even in close proximity to the weld 448 

interface. This is consistent with the near-zero residual strain measured for ε11 and ε22. The Ti5553 449 

microstructure can be seen in Figure 14(d), 1 mm and Figure 14(e), 4.5 mm from the weld 450 

interface. One notable difference between these two areas is that the α phase at a distance of 4.5 451 

mm from the weld interface, Figure 14(e), is more interconnected, forming elongated structures 452 

instead of the equiaxed morphologies as seen more prominently 1 mm from the weld in Figure 453 

14(d). On the Ti64 side of the weld, a similar trend in microstructure is observed at 1 mm, Figure 454 

14(f) and 4.5 mm, Figure 14(g). In this case, the fraction of the α lamellar structures is decreasing 455 

with increased distance from the weld interface. Lastly, the weld interface, Figure 14(h), shows 456 

the fine basket-weave structure of the Ti64 intermingled with the α-β structure of the Ti5553. A 457 

tri-modal size distribution of α grains is observed in the Ti64 side of the weld, sizes are 458 

summarized in Table 7. 459 

 460 

Table 7. Grain size measurements of different α grain structures from the Ti64 in the LFW Ti64-461 

Ti5553 HT sample. The thickness or width of the basket-weave and lamellar structures are 462 

reported and the average grain size of the globular α are reported using the line intercept method 463 

to measure grain size. 464 
 

Ti64 grain size from LFW Ti64-Ti5553 HT  
Distance from Weld 0 mm 1.5 mm 3.0 mm 4.5 mm 

α 

Grain 

Size 

[μm] 

Basket-weave 

thickness 

0.327 ± 0.10 0.353 ± 

0.14 

0.396 ± 

0.10 

0.207 ± 

0.09 

Lamellar thickness N/A 1.29 ± 0.41 1.24 ± 0.49 1.29 ± 0.57 

Globular N/A 10.99 ± 4.3 8.63 ± 3.8 12.40 ± 6.5 

 465 
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 466 

Figure 14. Displays the Ti64-Ti5553 sample in the heat-treated condition, (a) A schematic 467 

representing the location of the following images, in relation to the weld area, (b) An overview 468 

of the weld area, (c) An enlarged region, 1.23 mm in height taken across the weld region, 469 

approximately 0.6 mm in each direction, (d) A FOV 1.0 mm above the weld region, (e) A FOV 470 

4.5 mm above the weld region, (f) A FOV 1 mm below the weld region, (g) A FOV 4.5 mm 471 

below the weld region, and (h) The weld interface created at the joining point of the two 472 

materials.  473 

 474 

 475 
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6. Conclusion  476 

In the present work, the residual strain distributions across the linear friction welded (LFW) 477 

joints of similar and dissimilar Ti alloys have been studied using energy dispersive x-ray 478 

diffraction (EDD) method considering both the α and β phases and obtaining the five components 479 

(three axial and two shear) of the residual strain tensor. Key concluding remarks are summarized 480 

below. 481 

 In-plane axial components of the residual strain tensor (ε11, ε22) show a symmetric 482 

behavior across the weld center in LFW joints of both similar and dissimilar Ti alloys. The 483 

post-weld heat treatment significantly reduced the residual strain in both samples. 484 

 Strain distributions have been separately studied in the α and β phases. The residual strain 485 

in the β phase has been found to be significantly higher than that in the α phase, which can 486 

be attributed to differences in the stress state between the two phases, elastic stress 487 

anisotropy, morphologies of the two phases. 488 

 Two jump discontinuities have been observed approximately at ±1 mm from the weld 489 

center in the case of the LFW joint of dissimilar Ti alloys. This jump behavior has been 490 

partly explained via abrupt changes in the microstructural features at the respective 491 

locations. Such jumps in the HT sample also indicate different strain free lattice parameter 492 

in the weld region as opposed to the parent materials, which was not accounted for in the 493 

present study. On the contrary, no such observation was made for the LFW joint of similar 494 

Ti alloys. 495 

 A tri-modal distribution of the α phase grains was found in all specimens except the Ti64-496 

Ti64 AW sample. Both AW conditions contained regions close to the weld that lacked a 497 

well-defined microstructure, upon heat treatment full recrystallization was observed in 498 

both the Ti64-Ti64 and Ti64-Ti5553 LFW samples. The Ti64-Ti64 sample in the HT 499 

condition contained finer grain sizes and lamellar α grains not present in the AW condition. 500 

While, the Ti64-Ti5553 sample in the AW condition contained finer grains than that 501 

measured in the HT condition. All three configurations of α phase were present in both the 502 

AW and HT conditions of the dissimilar LFW samples. 503 

 504 
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List of figure captions 590 

Figure 1. Schematic of the weld region showing fiducial marks for BSE imaging. Images were 591 

taken along the fiducially marked path, continuously 2 mm from the weld in both directions and 592 

every 500 μm after that. 593 

Figure 2. The overall experimental setup for the EDD measurement. 594 

Figure 3. A schematic of the experimental setup, in which the X-Y-Z coordinate system is fixed in 595 

the lab. 596 

Figure 4. (a) 2D schematic of the gauge volume interrogated by a detector in the experimental 597 

setup. (b) The projection of the gauge volume on the X-Y plane.  For the residual strain 598 

characterization of each specimen, multiple line scans 300 μm apart are taken. Experimentally 599 

obtained lattice strain at a ‘point’ is defined by the average value of the same over the illuminated 600 

gauge volume, the centroid of which coincides with the ‘point’. In the figure i, j, k represent three 601 

such consecutive ‘points’ and the overlap of the illuminated gauge volume is shown. 602 

Figure 5. A schematic of the linear friction weld part is shown. The 1-2-3 coordinate system is 603 

fixed to the sample and rotates with the sample. 604 

Figure 6. The diffraction pattern from Ti64-Ti5553 HT sample near the weld interface obtained at 605 

Ω = 0 ∘, χ = 0 ∘ configuration. In the plot αi represents ith peak corresponding to the α phase and  606 

βi represents ith peak corresponding to the β phase. The first six α peaks correspond to the {100}, 607 

{002}, {101}, {102}, {110} and {103} planes, respectively. The first three β peaks correspond to 608 

the {110}, {200} and {211} planes, respectively. 609 

Figure 7. Residual strain components in the as-welded and heat treated joints of Ti64-Ti64 LFW 610 

sample are shown. These are obtained from fitting the 4th peak of the α phase. Different markers 611 

in the plots correspond to different lines of scans. 612 

Figure 8. Residual strain components in the as-welded and heat treated joints of Ti64-Ti64 LFW 613 

sample are shown. These are obtained from fitting the 2nd peak of the β phase. Different markers 614 

in the plots correspond to different lines of scans. 615 

Figure 9. Residual strain components in the as-welded and heat treated joints of Ti64-Ti5553 LFW 616 

sample are shown. These are obtained from fitting the 4th peak of the α phase. In the figure, Ti64 617 

is to the left and Ti5553 is to the right. Different markers in the plots correspond to different lines 618 

of scans. 619 

Figure 10. Residual strain components in the as-welded and heat treated joints of Ti64-Ti5553 620 

LFW sample are shown. These are obtained from fitting the 2nd peak of the β phase. In the figure, 621 

Ti64 is to the left and Ti5553 is to the right. Different markers in the plots correspond to different 622 

lines of scans. 623 
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Figure 11. Displays the Ti64-Ti64 sample in the as-welded condition, (a) A schematic representing 624 

the location of the following images, in relation to the weld area, (b) An overview of the weld area, 625 

(c) An enlarged region, 1.23 mm in height taken across the weld region, approximately 0.6 mm in 626 

each direction, (d) A field of view (FOV) 1.0 mm above the weld region, (e) A FOV 4.5 mm above 627 

the weld region, (f) A FOV 1 mm below the weld region, and (g) A FOV 4.5 mm below the weld 628 

region. 629 

Figure 12. Displays the Ti64-Ti64 sample in the heat-treated condition, (a) A schematic 630 

representing the location of the following images, in relation to the weld area, (b) An overview of 631 

the weld area, (c) An enlarged region, 1.23 mm in height taken across the weld region 632 

approximately 0.6 mm in each direction, (d) A FOV 1.0 mm above the weld region, (e) A FOV 633 

4.5 mm above the weld region, (f) A FOV 1 mm below the weld region, (g) A FOV 4.5 mm below 634 

the weld region, and (h) The weld interface created at the joining point of the two materials. 635 

Figure 13. Displays the Ti64-Ti5553 sample in the as-welded condition, (a) A schematic 636 

representing the location of the following images, in relation to the weld area, (b) An overview of 637 

the weld area, (c) An enlarged region, 1.23 mm in height taken across the weld region, 638 

approximately 0.6 mm in each direction, (d) A FOV 1.0 mm above the weld region, (e) A FOV 639 

4.5 mm above the weld region, (f) A FOV 1 mm below the weld region, (g) A FOV 4.5 mm below 640 

the weld region, and (h) The weld interface created at the joining point of the two materials. 641 

Figure 14. Displays the Ti64-Ti5553 sample in the heat-treated condition, (a) A schematic 642 

representing the location of the following images, in relation to the weld area, (b) An overview of 643 

the weld area, (c) An enlarged region, 1.23 mm in height taken across the weld region, 644 

approximately 0.6 mm in each direction, (d) A FOV 1.0 mm above the weld region, (e) A FOV 645 

4.5 mm above the weld region, (f) A FOV 1 mm below the weld region, (g) A FOV 4.5 mm below 646 

the weld region, and (h) The weld interface created at the joining point of the two materials. 647 
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