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ARTICLE INFO ABSTRACT

The pillared MWW (PMWW or MCM-36) and pillared MFI (PMFI) are two prominent representatives of
meso-/microporous lamellar zeolites, which are made by pillaring of layered MCM-22(P) and multilamellar MFI
precursors, respectively. They both consist of a 10-membered ring sinusoidal micropore channel within each ze-
olitic layer and mesopore voids created by pillars between two adjacent zeolitic layers. Although catalytic activi-
ties of PMWW and PMFI have been compared, identification of mesopore differences between these two pillared
lamellar zeolites has not been attempted. In this work, we report the differences in mesopore characteristics be-
tween PMWW and PMFI zeolites probed by atomic layer deposition (ALD) of titania (ALD-TiO,) species and a
combination of structural, textural, composition and catalytic property analyses of the samples before and after
ALD treatment, respectively. The results suggest PMFI has cylindrical mesopores with uniform sizes from pore
entrance to main body, while PMWW has ink-bottle mesopores with the neck size much smaller than pore body.
The communication between micropore and mesopore in PMFI is direct, but no communication exists in PMWW
zeolites. The ALD-TiO, process considerably modified external surface composition of PMFI and PMWW zeolites,
which consequently led to a new application of the pillared lamellar zeolite materials, i.e., photo-catalytically
active meso-/microporous zeolites for environmental remedy reactions.
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and compositional modifications to form novel and diverse hierarchical
structures.

1. Introduction

Layered (or called two-dimensional (2D)) zeolite materials gener-
ally contain a stack of microporous crystalline aluminosilicate sheets,
each of which has one or a fraction of the unit-cell thickness, equiv-
alent to a few nanometers [1-4]. The atoms within the zeolitic lay-
ers are connected by strong covalent bonds while the contiguous ze-
olitic layers are linked by weak van der Waals force or hydrogen bonds.
The weak interlayer interactions in 2D zeolites determine a variety of
structural and chemical modifications that can be potentially made in
the gallery of adjacent zeolitic layers, with preservation of the origi-
nal layer integrity. Therefore, 2D zeolite materials can be recognized as
host scaffolds that can expand and/or extend via structural, topotactic
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Two basic chemical processes, exfoliation [5-10] and pillarization
[11-16], have been used to modify 2D zeolites into diverse zeolitic
structures. The exfoliation process separates the stack of 2D zeolite
nanosheets into self-standing independent entities by breaking down the
weak interlayer interactions. The exfoliated zeolite nanosheets can be
basis materials for fabrication of zeolite membranes [8,17,18] and used
directly as hierarchical catalysts [5,19] with high surface area and ac-
tive site accessibility for reactions. In comparison to breaking down the
stack of 2D zeolites in the exfoliation process, the pillarization process
transforms the 2D zeolites into a hierarchical micro- and mesoporous
materials with the retention of the stacked layer structure. The pil-
larization often involves subsequent expansion of interlayer space by
swelling with long chain polar organic molecules, intercalation of the
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swollen materials with liquid inorganic oxide precursors, hydrolysis of
entrapped inorganic oxide precursors, and removal of organics as well
as transformation of inorganic oxide precursors into permanent oxide
pillars between zeolitic layers by calcination [11-15]. The replacement
of inorganic oxide precursors with organic compounds and the calci-
nation step with acid extraction can produce organic pillared 2D zeo-
lites [16,20,21]. Pillared lamellar zeolites with hierarchical structures
and compositions have been created for adsorption and catalysis appli-
cations [22-25].

As prominent representatives of layered 2D zeolite precursors,
MCM-22(P) [11] and multilamellar MFI [26] have been widely stud-
ied in the pillarization processes. For example, MCM-22(P) was pillared
by tetraethyl orthosilicate (TEOS, the precursor of silica), reported by
Mobil scientists in 1990s [12,27] to form the first synthesized pillared
2D zeolite, pillared MWW (PMWW or MCM-36). Multilamellar MFI was
pillared by silica to form pillared MFI (PMFI) by Ryoo's group in re-
cent year [14]. PMFI and PMWW have quite similar topological features
given the fact that they both consist of a 10-membered ring (10 MR)
sinusoidal micropore channel within each zeolitic layer and mesopore
voids created by pillars between two adjacent zeolitic layers. The pres-
ence of mesopores results in high surface area and acid site accessibility
to bulky molecules in PMFI and PMWW zeolites [23,24,28]. Although
the textural and catalytic properties of PMWW and PMFI zeolites have
been understood, identification for differences of mesopore structures
and further modification of these materials for diverse applications have
rarely been studied.

In this work, we report the exploration on mesopore structure dif-
ferences between PMFI and PMWW zeolites. Atomic layer deposition
(ALD) of titania (TiO,) has been used as a tool to probe the interac-
tions between the incoming TiO, precursor and the mesopores in both
zeolites. ALD process involves alternating and self-limiting reactions be-
tween gaseous precursors and the solid mesopore surface, which real-
izes the precise deposition of materials in an atomic layer-by-layer fash-
ion [29-31]. This offers a unique opportunity to exploit the fine struc-
tural characteristics of mesopores in pillared lamellar zeolites. A combi-
national analysis on the textural and compositional properties of PMFI
and PMWW zeolites before and after ALD treatment has been conducted
to understand their mesopore differences. As a semiconductor mater-
ial, titania is photo-responsive catalyst for photocatalytic reactions. The
introduction of titania onto 2D zeolites by ALD enables photocatalytic
2D zeolite materials for photocatalysis applications. The performance of
titania modified PMFI and PMWW zeolites in photocatalytic reactions
was studied and further correlated to their mesopore structure differ-
ences.

2. Experimental
2.1. Preparation of PMFI and PMWW zeolites

The PMFI zeolite was synthesized from the multilamellar MFI pre-
cursor, which was prepared following the recipe reported by Choi et al.
[26] Pillaring of multilamellar MFI to obtain PMFI was carried out by
using procedure reported by Na et al. [14] The PMWW was synthesized
following the method reported by Maheshwari et al. [32] by pillaring
the precursor MCM-22(P) with TEOS. An ion-exchange procedure was
also applied to PMMFI and PMWW to make for proton-form zeolite prior
to the ALD modification processes. Details on the synthesis of PMFI and
PMWW zeolites are described in section S1 of the Supporting Informa-
tion.

2.2. ALD-TiO, modification of PMFI and PMWW zeolites

ALD-TiO, modification of PMWW and PMFI zeolites was performed
in a viscous flow benchtop reactor (Gemstar-6, Arradiance), as the one
used in our previous study [33]. A typical deposition of TiO, on high
surface area substrates using ALD has been discussed in detail else-
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where [34]. In short, 0.15g of PMFI or PMWW sample was uniformly
spread onto a stainless steel tray covered by a mesh. The TiO, was de-
posited at temperatures of 473 K. The alternating exposure time of tita-
nium isoperoxide (TTIP) and deionized (DI) water was 25s and 3.75s,
respectively. A 200s purge time was used in between precursor ex-
posure. One and five ALD cycles of TiO,, respectively, were used for
modification of PMFI and PMWW zeolites. The resultant zeolite sam-
ples were designated as PMFI-ALD-1, PMFI-ALD-5, PMWW-ALD-1 and
PMWW-ALD-5, in which the digits stand for the number of ALD cycles.

2.3. Catalyst characterization

Powder X-Ray diffraction (XRD) patterns were recorded using a
Bruker D8 Advance Lynx Powder Diffractometer (LynxEye PSD detec-
tor, sealed tube, Cu Ko radiation with Ni f-filter). Scanning electron
microscopy (SEM) images were recorded on a Quanta 200F scanning
electron microscope. The nitrogen (N,) and argon (Ar) isotherms were
measured at 77 K and 87 K, respectively, in an Autosorb-iQ analyzer
(Quantachrome Instruments). Before measurement, the zeolite samples
were degassed overnight at 623 K and 1 mm Hg pressure. Si, Ti, and
Al contents of the zeolite samples were determined by inductively cou-
pled plasma optical emission spectroscopy (ICP-OES, Perkin Elmer Op-
tima 7000). The surface Si, Al and Ti concentrations were quanti-
fied using a X-ray photon spectrometer (Kratos AXIS 165) equipped
with 165 mm radius hemispherical analyzer and eight channeltron de-
tection system coupled with monochromatic Al radiation (1486.6 eV).
Diffuse reflectance (DR) Ultraviolet-Visible (UV-Vis) spectra were ob-
tained using an Ocean Optics USB2000 + spectrometer equipped with
an IS200-4 integrating sphere detector, and the white high reflectance
sphere material (manufactured from Polytetrafluoroethylene (PTFE)
based bulk material) was used as the reference.

2.4. Photocatalytic reactions over ALD-TiO, modified PMFI and PMWW
zeolites

To test the photocatalytic performance of ALD-Ti modified PMFI and
PMWW zeolites, the liquid phase catalytic degradation of MO molecules
under light irradiation was employed. A 200 W HBO Mercury (Hg) lamp
(OSRAM, Germany) was chosen as the light source, which was located
15cm away from the reactor. Liquid samples were withdrawn at 1h in-
tervals and MO decomposition was analyzed by a Lambda 40 UV/Vis
spectrophotometer (PerkinElmer Instruments). To further evaluate the
photocatalytic performance of ALD-Ti modified PMFI and PMWW zeo-
lites, the CO, reduction reaction was performed in a cylindrical batch
reactor under ambient conditions. A Xenon lamp (450 W) was used as
the light source to shine the reactor through a quartz window. After 4h
of irradiation, the Xe lamp was turned off and the gas mixture in the
reactor was analyzed by a gas-chromatography (Agilent Technologies,
6890 N) through an automated gas valve. Section S1.3 of the supporting
information includes the details of procedure for testing photocatalytic
activity of PMFI and PMWW after TiO, ALD.

3. Results and discussion

3.1. Morphology and structure of TiO, ALD modified PMFI and PMWW
zeolites

To examine the influences of TiO, ALD treatment on the morphol-
ogy and crystalline structure of PMFI and PMWW zeolites, SEM and
XRD measurements were conducted on the samples before and after
the ALD process, respectively. Fig. S1 in supporting information shows
SEM images of bare PMFI and PMWW zeolites and after 1 and 5
ALD cycles of TiO, treatments. As indicated in Figs. S1(A)-(C), PMFI,
PMFI-ALD-1 and PMFI-ALD-5 zeolites share the similar morphology,
all of which have zeolite layers aggregated into flower-like structure.



J. Zhang et al.

PMWW, PMWW-ALD-1 and PMWW-ALD-5 in Figs. S1(D)-(F) in se-
quence have nanolayers stacked into flake-like structure. Overall, the
TiO, ALD process didn't cause obvious morphology change in either
PMFI or PMWW zeolite.

Fig. 1 shows low- and high-angle XRD data of PMFI, PMFI-ALD-1,
PMFI-ALD-5, PMWW, PMWW-ALD-1 and PMWW-ALD-5 samples. In
Fig. 1(A), three PMFI-based samples have nearly the same characteristic
diffraction pattern of MFI zeolite in the diffraction angle range of 7-40°.
This indicates that ALD of TiO, did not change crystalline structure of
zeolitic layers in PMFI. The absence of any diffraction peak relevant
to titania materials in Fig. 1(A) is ascribed to its low-loading amount
(<1wt%, Table 2) in the resultant zeolite samples. PMFI, PMFI-ALD-1
and PMFI-ALD-5 also have similar XRD peak positions, corresponding to
the first-order (010) and second-order (020) of reflections from layered
structure, in the low-angle range (26 = 1-7°). This suggests that TiO,
ALD process did not destroy, collapse or expand the zeolitic layers in
the PMFI zeolite. The presence of the second-order reflection in all the
PMFI-based zeolites indicates that the long-range structural order is re-
tained in the TiO, ALD process. In particular, the (010) peak around 26
~1.70° in Fig. 1(A) corresponds to a spacing distance of ~5.19nm. The
average interlayer distance between two zeolitic layers in PMFI is cal-
culated by subtracting the thickness of the layer (along with b-axis di-
rection of MFI, ~3.40nm [7]) from interlayer spacing distance, which is
around 1.79nm.

The low- and high-angle XRD patterns of PMWW, PMWW-ALD-1
and PMWW-ALD-5 samples are shown in Fig. 1(B). For the high-angle
XRD data (20 = 7-40°), three samples have nearly same XRD peak posi-
tions, closely resembled the patterns reported by Roth et al. [35], indi-
cating the preservation of the crystal structure within the zeolitic layer
in the TiO, ALD process. Similarly, no peaks corresponding to titania
phases are observed due to the deposition of titania species is too small
(<1wt%, Table 2) to be pronouncedly detected in PMWW zeolite. The
low-angle XRD data (260 = 1-7°) kept the same diffraction peaks that
are attributed to the first-, second- and third-order of reflections in se-
quence in the PMWW, PMWW-ALD-1 and PMWW-ALD-5 samples, sug-
gesting the preservation of the long range of ordered layered structure
in PMWW through the TiO, ALD process. The average interlayer dis-
tance between two zeolitic layers in PMWW is calculated in a similar
way to that of PMFI. By subtracting the thickness of the layer (along
with c-axis direction of MWW, ~2.60nm [7]) from interlayer spacing
distance, which is around 4.01nm, the average interlayer distance is
around 1.41 nm, slightly smaller than that of PMFI zeolite.

3.2. Textural properties of TiO, ALD modified pillared lamellar zeolites

3.2.1. TiO, ALD modified PMFI zeolites

To understand the textural properties of PMFI and PMWW zeolites
before and after TiO, ALD, we carried out Ar adsorption-desorption
measurements on these samples. Fig. 2 shows the Ar adsorption-des-
orption isotherms, nonlocal density functional theory (NLDFT) pore
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size distributions calculated from the adsorption branch of Ar isotherms
using a cylinder pore model, and cumulative pore volume versus pore
size for PMFI, PMFI-ALD-1 and PMFI-ALD-5 samples. As shown in Fig.
2(A), PMFI, PMFI-ALD-1 and PMFI-ALD-5 have nearly same Ar up-
take at relative pressures of P/P, < 0.10, which indicates all of them
have similar microporosity. The increase of adsorption volume with in-
creasing relative pressures at P/P, > 0.10 is caused by mesopores in
these materials. Apparently, PMFI has higher Ar uptake compared to
PMFI-ALD-1 and PMFI-ALD-5 in this relative pressure range, suggest-
ing higher mesoporosity in PMFI before TiO, ALD treatment. A com-
parison on Ar uptake between PMFI-ALD-1 and PMFI-ALD-5 indicates
that the former has slightly higher adsorption at P/P, > 0.55, which is
equivalent to its higher meso- and/or macroporostiy. Hysteresis loops,
due to capillary condensation of adsorptive atoms/molecules in meso-
pores, are observed [36]. Fig. 2(B) shows the Ar isotherms that are pur-
posely separated one from another for the clarity of hysteresis loops,
all of which have H4 type, consistent with complex micro-/mesopore
network in hierarchical zeolite [3]. The width of the hysteresis loop,
in Fig. 2(B), gently decreases from PMFI, to PMFI-ALD-1 and then to
PMFI-ALD-5 sample, which indicates the decrease in mesopore sizes due
to TiO, ALD. The lower limits (or closures) of the of the hysteresis loops
are similar, reflecting they have similar cavitation pressures [37,38].
The Ar isotherms hint that TiO, ALD did not reduce microporosity of
PMFI but decreased its mesoporostiy. This is consistent with inaccessi-
bility of metal oxide precursors to zeolite micropores due to the subtle
differences in diameters of precursor molecules and zeolite pore aper-
tures [39-42] and accessibility of precursor molecules to mesopores due
to the larger mesopore size compared to molecule diameters [33,42,43].
One ALD cycle of TiO, preferentially led to decrease in mesoporosity,
while five ALD cycles of TiO, contributed to the decrease in the macro-
porosity that may forms from the interparticular voids. Table 1 summa-
rizes the micropore volume and surface area, Brunauer-Emmett-Teller
(BET) surface area and total pore volume, and external surface area and
mesopore volume of PMFI before and after TiO, ALD.

The NLDFT pore size distributions of PMFI, PMFI-ALD-1 and
PMFI-ALD-5 samples in Fig. 2(C) show that the micropore size is centred
at ~0.51 nm, consistent with 10-MR micropore channels within zeolitic
layers, and the mesopore size spans from 1.8 to 6.5nm with a peak of
~3.0nm, implying a broader mesopore size distribution. The TiO, ALD
led to decrease in mesoporosity, reflected by the decrease in peak inten-
sity in PMFI-ALD-1 and PMFI-ALD-5 samples in Fig. 2(B). It should be
noted that the center of mesopore distribution in Fig. 2(B) are different
from the interlayer spacing distance that is calculated from low-angle
XRD data in Fig. 1(A). It can be speculated that the mesopores might
be cylinder-like shape running in parallel with, instead of normal to,
zeolitic layers in PMFI structure, similar to that reported for PMWW
structure before [44]. Fig. 2(D) shows the cumulative pore volume ver-
sus pore sizes of these three zeolites. Clearly, the mesopore volume de-
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and PMFI-ALD-5, respectively.

Table 1
Textural properties of PMFI and PMWW zeolites derived from Ar isotherms before and af-
ter ALD-TiO, process, respectively.

Table 2
Composition of PMFI and PMWW zeolites determined from elemental analysis before and
after ALD-TiO, process, respectively.

Sper ” Sext © v, d Vines ©
Viniero * Smicro * (m? (m? (cm? (cm?®
Zeolite (em®*g)  (@m?ghH ghH g g™ g™
PMFI 0.117 304 678 374 0.429 0.312
PMFI- 0.110 291 617 325 0.416 0.306
ALD-1
PMFI- 0.114 296 616 320 0.404 0.290
ALD-5
PMWW 0.111 271 664 393 0.521 0.410
PMWW- 0.101 273 626 353 0.460 0.359
ALD-1
PMWW- 0.100 279 621 342 0.444 0.344
ALD-5
a Determined from t-plot method.
b

Determined from Brunauer, Emmett, and Teller (BET) method.
¢ Calculated by Se = Sper — Smicro-

d Calculated by N, adsorption at P/P, = 0.95.

e Determined from V e, = Vi — Viicro-

creased obviously after one cycle of ALD-TiO, treatment, while large
pores (>~20nm) reduced prominently after five cycles of treatment.
The pore size distribution analyzed from the adsorption branch of
Ar isotherms corresponds to the sizes of pore bodies due to a progres-
sive filling of these pores [45,46]. To understand the structure feature
of pore entrances (or necks), we derived the pore size distributions
from the desorption branches of Ar isotherms by applying the NLDFT
equilibrium transition kernel on the basis of a cylindrical pore model.
The isotherms and pore size distributions were also analyzed by using
a different adsorptive (N,) on the PMFI, PMFI-ALD-1 and PMFI-ALD-5
zeolites to identify the artifact, i.e., cavitation, in the pore size dis-
tribution data for pore entrances. Fig. 3(A) compares the N, and Ar
isotherms for these three zeolites. The pore size distributions derived

Zeolite Si/Al ratio? Si/Ti ratio® Si/Ti ratio® TiO, (Wt %)°
PMFI 67 - - 0.00
PMFI-ALD-1 75 559 33 0.23
PMFI-ALD-5 74 162 10 0.80
PMWW 30 - - 0.00
PMWW-ALD-1 29 210 18 0.61
PMWW-ALD-5 29 144 10 0.88

a Determined by ICP-OES analysis.
b Determined by XPS analysis.
¢ Calculated from ICP-OES data.

from desorption branches of isotherms are collectively shown in Fig.
3(B). For easy comparison and clarity, the isotherms (Fig. S2(A)-(C))
and pore size distribution plots (Fig. S2(D)-(F) are represented in pair-
wise and compared to that calculated from the adsorption branch (Fig.
S2(G)-(D). In Fig. 3(A), the closed points of the hysteresis loops between
N, and Ar isotherms in each of the PMFI, PMFI-ALD-1 and PMFI-ALD-5
samples are markedly different, suggesting the occurrence of cavitation
phenomenon [45,47]. The cavitation during adsorbate desorption was
confirmed by non-identical pore size distributions derived from des-
orption branches of Ar and N, isotherms (Fig. 3(B)) and differences
in pore size distributions evaluated from the adsorption and desorp-
tion of Ar isotherms (Fig. S2(G)-(I)). The step-down characteristic in
the desorption branch (indicated by arrow) of the hysteresis loops in
isotherms is not associated with the evaporation of condensed liquid
from a specific group of pores, but is caused by the spontaneous evapo-
ration of metastable pore liquid (cavitation, i.e., the tensile strength ef-
fect). This is equivalent to the artifact peak in the desorption pore size
distribution curve [45,48]. Except for this artifact peak, the micropore
and mesopore sizes evaluated from each method agree well. The de-
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crease in mesopore peak centred at ~3 nm with TiO, ALD cycles in PMFI
(Fig. 3(B)) suggests that the pore entrance size decreases in similar de-
gree to that of pore bodies.

3.2.2. TiO, ALD modified PMWW zeolites

We carried out the same textural property measurements on the
PMWW, PMWW-ALD-1 and PMWW-ALD-5 as those done on PMFI-based
zeolites. Fig. 4(A) shows the Ar adsorption-desorption isotherms. The
similar Ar adsorption at P/P;<0.1 indicates that all three
PMWW-based samples have similar microporosity [49], which is not in-
fluenced by the ALD process due to inaccessibility of TTIP molecules
to 10-MR mciropore channel. The increase in the adsorption volume
up to relative pressures of P/P, ~ 0.95 indicates capillary condensation
in the mesopores. The decrease in adsorption in the relative pressure
range of P/P, = 0.25-0.95 from PMWW to PMWW-ALD-1 and then to
PMWW-ALD-5 shows that decrease in mesoporosity with execution of
ALD-TiO, cycles. Apparently, the first cycle of ALD-TiO,, in comparison
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to the fifth cycles, led to significant decrease in mesoporosity in PMWW
zeolite. This is also reflected by the textural parameters of surface ar-
eas and pore volumes summarized in Table 1. Different from ALD-TiO,
of PMFI zeolite, five cycles of this process did not contribute obviously
to the decrease in macroporosity including those from the interpartic-
ular voids. This can be correlated to the morphology differences be-
tween PMFI and PMWW: the former has layered particles aggregated
into flower-like structure that could led to multiple levels of macrop-
orosity, while the later has dispersed flake-like particles that do not pro-
duce same degrees of macoporosity among zeolite particles. The hys-
teresis loops in H4 type were purposely plotted in Fig. 4(B) to zoom in
their fine features. The width of the hysteresis loop obviously decreases
from PMWW, to PMWW-ALD-1 and then to PMWW-ALD-5, which indi-
cates the distinct decrease in Ar uptake in mesopores due to TiO, de-
position. The closing point of the hysteresis loops moves to higher P/P,
with ALD process, reflecting less severe cavitation in PMWW-ALD-5 and
PMWW-ALD-1 compared to PMWW zeolite [37,38].
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The NLDFT pore size distributions of PMWW, PMWW-ALD-1 and
PMWW-ALD-5 are plotted in Fig. 4(C). The micropore size distribution
centers ~0.52nm, consistent with 10 MR of MCM-22 zeolite [11,50].
The mesopore sizes spanning a range of 2-6nm are similar to those
of PMFI-based zeolites. However, the mesopores with a size range of
6-16nm weigh obviously in Fig. 4(C) compared to the same mesopore
size range in Fig. 2(C), which suggests that PMWW has more diverse
mesopore sizes compared to PMFI zeolites. The application of ALD-TiO,
process led to mesoporosity decrease in PMWW, reflected by peak in-
tensity drop with pore size > 3nm, but the peak intensity did not
change when the pore size is < 3nm. This hints a fraction of mesopore
in PMWW was not influenced by the ALD-TiO, process. Also, the mea-
sured mesopore sizes of PMWW-based zeolites from Ar isotherms are
different from the interlayer spacing distance calculated from low-angle
XRD data in Fig. 1(B), which means that cylinder-like mesopores should
preferentially run in parallel with zeolitic layers. The cumulative pore
volume versus pore sizes in Fig. 4(D) shows that the micropore size did
not change with the number of ALD cycles, while both mesopore and
marcorpore were decreased concurrently in the ALD-TiO, one cycle and
five cycles. It should be noted that the 5 cycles of ALD processes did not
cause very different pore volume loss compared to one cycle in PMWW
zeolite. This might suggest that one cycle of ALD-TiO, has blocked en-
trance of TTIP into mesopores in later ALD cycles in PMWW zeolite.

We also analyzed the pore entrance properties in PMWW,
PMWW-ALD-1 and PMWW-ALD-5 zeolites. The Ar and N, isotherms and
pore size distributions derived from the desorption branches of both
isotherms for these three zeolites are collectively shown in Fig. 5(A)
and (B), respectively. Figs. S3(A)—(C) and (D)-(F) represent the isotherm
and pore size distribution data plotted in pairwise and comparison of
pore size distribution to that calculated from the adsorption branch (Fig.
S3(G)-(D). The pore size distributions of each material analyzed from
different methods agree well except for the artifact peak due to cavita-
tion in the desorption process. The small peak around 1nm might be
due to a phase transition in the N, adsorbate, which has been previ-
ously reported for certain MFI zeolite samples [51,52]. With increas-
ing ALD-TiO, cycles, the artifact peak decreases significantly, while the
mesopore entrances with sizes below ~3nm keeps nearly constant (Fig.
5(B)). This reflects different mesopore characteristics in PMWW com-
pared to PMFI although both pillared lamellar zeolites have very similar
structure.

3.3. Composition of TiO, ALD modified PMFI and PMWW zeolites

The bulk compositions of PMWW and PMFI zeolites before and af-
ter TiO, ALD were measured by ICP-AES, and the results are shown
in Table 2. For both PMWW and PMFI zeolites, the TiO, ALD did not
cause obvious changes in Si/Al ratios, while Si/Ti ratio was decreased
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with ALD cycles due to inclusion of TiO, into the materials. We calcu-
lated the TiO, content in PMFI-ALD-1, PMFI-ALD-5, PMWW-ALD-1 and
PMWW-ALD-5 from ICP-AES data, which showed 0.23 wt%, 0.80 wt%,
0.61 wt% and 0.88wt% TiO, in sequence. The first ALD cycle of TiO,
introduced nearly 3 times higher TiO, into PMWW compared to PMFI,
while they both have similar TiO, content after fifth ALD cycle of TiO,.
The surface Ti composition of these materials was examined by XPS
analyses. The Si/Ti ratio in zeolite surface is much lower than that of
the bulk zeolite. This suggests that TiO, from ALD process was predom-
inantly deposited onto zeolite external surface and mesopores, which is
consistent with inaccessibility of TTIP to 10-MR micropores of PMFI and
PMWW zeolites.

3.4. Comparison of mesopore characteristics between PMFI and PMWW
zeolites

To understand the mesopore differences between PMFI and PMWW
zeolites, we linked the mesopore volume loss to weight gain from TiO,
deposition, and both of them to the number of ALD cycles, to draw the
picture of mesopore characteristics in PMFI and PMWW zeolites. Table
3 shows that both the mesopore volume loss and TiO, content gain are
increased with the number of ALD cycles in either PMFI or PMWW, but
PMWW has much higher degree of mesopore volume loss compared to
PMFI. In particular, both mesopore volume loss and TiO, content gain
are distinctly higher in PMWW than PMFI after the first ALD cycle. The
mesopore volume loss per ALD cycle (the fifth entry in Table 3) is sim-
ilar after the first and fifth ALD cycles in PMFI, but significantly differ-
ent in PMWW. The same trend is observed for the TiO, gain per ALD
cycle, shown in the sixth entry in Table 3. The ratio of mesopore vol-
ume loss to TiO, weight gain after the first and fifth ALD cycles was
calculated, which depends on the type of zeolite (8.36 in PMFI-ALD-1
and 8.81 in PMFI-ALD-5 versus 20.39 in PMWW-ALD-1 and 18.19 in
PMWW-ALD-5), not obviously on the number of ALD cycles. The same
loading amount of TiO, caused ~2.5 times higher volume loss in PMWW
than that in PMFL

On the basis of above analyses, the following differences in meso-
pore characteristics between PMFI and PMWW can be pictured. First
of all, the communication in the mesopore network in PMFI is better
than in PMWW. This is indicated by the nearly constant volume loss
and weight gain in PMFI and significantly lower volume loss and weight
gain in PMWW, respectively, with increasing number of ALD cycle. The
good mesopore network communication onto PMFI guaranteed the en-
try and exit of TTIP molecules and byproducts from ALD surface reac-
tions in pulsing and purging steps, respectively, which led to a steady
state growth of TiO, with increasing number of ALD cycles. On the
other hand, the entrance or certain location in the mesopore network
in PMWW might be blocked after one ALD cycle of TiO, which pre-
vented the further deposition of TTIP into the substrate in the follow-
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Fig. 5. N, (line) and Ar (line + symbol) adsorption-desorption isotherms (A) and NLDFT pore size distributions derived from the desorption branches of isotherms (B) of the PMWW
(coded with black color), PMWW-ALD-1 (coded with blue color) and PMWW-ALD-5 (coded with red color) zeolites. (For interpretation of the references to color in this figure legend, the

reader is referred to the Web version of this article.)
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Table 3
Correlations among number of ALD cycle, mesopore volume loss, and weight gain from
TiO, deposition in PMFI and PMWW zeolites.

TiO, Ratio of

Mesopore  gain mesopore
vol loss per vol loss/
Number Mesopore TiO, per ALD ALD TiO,
of ALD vol loss? content®  cycle® cycled  weight
Zeolite cycle (%) (Wt%) (%) (wt%)  gain®
PMFI 1 1.92 0.23 1.92 0.23 8.36
5 7.05 0.80 1.41 0.16 8.81
PMWW 1 12.44 0.61 12.44 0.61 20.39
5 16.10 0.88 3.22 0.18 18.19

a Calculated from mesopore volume data Table 1.

b Determined by ICP-OES.

¢ Calculated by division of mesopore volume loss by the number of ALD cycles.

d Calculated by division of TiO, content by the number of ALD cycle; ¢ Calculated by
division of mesopore volume loss per ALD cycle by TiO, weight gain per ALD cycle.

ing ALD cycles. Secondly, the size of mesopore entrance in PMWW is
smaller than that of PMFI, which is indicated by the nearly three times
higher TiO, loading in PMWW-ALD-1 than PMFI-ALD-1. As described
in the experimental section, the N, purge was followed after TTIP dos-
ing before the zeolite material was exposed to water. The physical trap
of TTIP in mesopores and subsequent high TiO, deposition due to pore
entrance blockage after the TTIP exposure in PMFI with uniform pore
sizes (from entrance to pore body) was hardly to happen. However, the
trap of TTIP in mesopores due to delay in emptying pore body could
occur if the pore neck size is smaller than pore body, similar to the
phenomenon of hysteresis loop in Ar adsorption-desorption isotherms.
The isotherm data in Figs. 4 and 5 shows that hysteresis loop (width
and closing point) has more obvious change after TiO, ALD in PMWW,
consistent with analysis for high TiO, loading in PMWW-ALD-1 sam-
ple. Thirdly, the direct communication between micropore within and
mesopore between zeolitic layers in PMFI than PMWW is different. As
shown by the last entry in Table 3, PMWW has a high mesopore volume
loss/TiO, weight gain ratio, nearly 2.5 times higher than PMFI. Both
PMFI and PMWW have hierarchical micro- and mesoporosity. Even if
the mesopore entrance was blocked by TiO,, adsorptive molecule, ei-
ther Ar or N, in isotherm measurement, still can access to mesopores
via micropore in zeolitic layer since they are not influenced by the
ALD process. Therefore, the mesopore volume loss per unit mass of de-
posited TiO, should be comparable. Apparently, PMFI has much bet-
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ter channel connection beween micro- and mesopores than PMWW zeo-
lite.

The different mesopore characteristics in PMFI and PMWW may re-
sult from the different topological structures of zeolitic layers and pillars
in both zeolites. As discussed in previous work [53-55], MFI zeolite con-
sists of two interconnected 10-MR channel systems: one is straight run-
ning along the b-axis direction (0.53 X 0.56nm) and the other is zigzag
running parallel to the a-axis direction (0.51 x 0.55nm). The mesopores
in PMFI is parallel to the zigzag channels and perpendicular to the
straight channels within the layers. A direct communication between
straight 10-MR channel in zeolitic layer and mesopore between two ad-
jacent layers (shown in Fig. 6(A)—(C)) is expected. MWW structure con-
tains two independent micropore systems: one is defined by sinusoidal
10-MR channels with dimensions of 0.41 X 0.51nm and the other one
consists of supercages delimited by 12-MR channels with dimensions
of 0.71 x 0.71 x 1.81nm. The consecutive supercages are connected
through slightly distorted elliptical 10-MR windows (0.40 x 0.55nm).
The mesopores in PMWW parallels with the 10-MR sinusoidal channels
and normal to hourglass shaped pores (surface cups in PMWW), as pre-
sented in Fig. 6(D)—(F). The direct communication between micropore
in zeolitic layer and mesopores between layers is restricted by the 6-MR
neck between two bulbs of the hourglass shape micropores. In addition,
the connection between the surface cups from both adjacent zeolitic lay-
ers with mesopore between zeolitic layers is naturally realized, which
enlarges the mesopore size normal to zeolite layer direction and tortures
the running direction of mesopores in PMWW zeolite, as indicated by
the schematic structure in Fig. 6(E). The intact mesopore sizes after TiO,
ALD in Figs. 4(C) and 5(B) should mainly result from the contribution
of the surface cups in zeolitic layers.

The distribution of pillars (or mesopores) in the gallery space of
PMFI and PMWW can be different from the understanding of the ma-
terials preparation process. As discussed in the experimental section,
PMWW was prepared from the swollen MCM-22(P) that contained or-
ganic CTAB surfactant introduced by post-modification process to keep
zeolite layers apart [32,56]. The organic swelling agent was introduced
after MCM-22(P) formation, which might not be uniformly distributed
from perimeter to the center of the flake-like particles. It might be re-
alistic to imagine that the concentration of CTAB molecules between
zeolitic layers decreases from perimeter to the center due to diffusion
limitation. However, PMFI was made from multilamellar MFI that has
Cys.6.6 Surfactant between zeolite layers and built from the beginning of
hydrothermal crystallization process [26]. The self-assembly of Cyy¢.¢
and zeolite synthetic gel is desirable to predict that the organic spacer
is uniform in the entire gallery space between zeolite layers. The TGA

Fig. 6. Schematic illustration of PMFI (A) and PMWW (D) zeolite with micro- and mesopore network between 2D zeolitic layers. (B) and (E) are cross-sectional view of pore entrance of
mesopore network, (C) and (F) are the perspective view of mesoporous channels in PMFI and PMWW zeolites, respectively.
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data in Fig. S4 shows that multilamellar MFI contains ~22wt% more
surfactant molecules than that of swollen MCM-22(P). Therefore, more
uniform mesopores are formed in PMFI compared to PMWW after the
removal of organic surfactant spacers by calcination. Thus, the meso-
pore morphology in PMFI and PMWW zeolites are extrapolated from
above discussions and shown in Fig. 6(C) and (F), respectively.

Aberration corrected Scanning Transmission Electron Microscopy
(STEM) with a high annular dark field detector (HAADF) was used to
study the location of TiO, in PMFI and PMWW zeolites after the five
cycles of TiO, ALD. The representative STEM-HAADF images are shown
in Figs. S5-S6. Features attributable to multiple parallel stacking MFI
layers are observed in Fig. S5, indicating that the layered structure was
preserved after the TiO, ALD treatment of the pristine PMFI sample.
In comparison to the pristine PMFI sample, the PMFI-ALD-5 has many
bright spots distribute primarily between two zeolitic layers. This in-
dicates the presence of the TiO, and their location in the PMFI-ALD-5
sample. The layered structure is also observed in PMWW zeolite, either
prior to or after, the ALD-TiO, treatment (Fig. S6). Similar to that of
PMFI-ALD-5 sample, the PMWW-ALD-5 is brighter than PMWW. The
number of linkages between two zeolitic layers in PMWW-ALD-5 is
much higher than that of PMWW. Different from PMFI-ALD-5 sample,
the TiO, seems to stay near the surface of mesoporous gallery (i.e.,
pore entrance) in PMWW-ALD-5. This reflects the difference in meso-
pore communication between PMFI and PMWW zeolites, as discussed
from the composition and isotherm analysis above.

3.5. Coordination environment of Ti-species in TiO, ALD modified PMFI
and PMWW zeolites

The DR UV-Vis spectra, shown in Fig. 7, were measured on PMFI
and PMWW zeolites before and after ALD-TiO, process, respectively,
to identify the coordination environment of Ti-species. For comparison,
the DR UV-Vis spectra of Aeroxide® P25 titania and titanosilicalite-1
(TS-1) zeolite are measured at the same conditions and included in Fig.
7. The absence of obvious absorption band in PMFI and PMWW zeolite
is consistent with the absence of Ti-species in both samples. The frame-
work Ti-species in TS-1 result in an obvious absorption band centred
at ~211nm, which is assigned to the charge transfer from 0% to Ti**
in the tetrahedral (T,) framework Ti-sites [57,58]. The Aeroxide® P25
exhibits an absorption band at~ 307 nm that is assigned to the charge
transfer from 0% to Ti** in an octahedral (O;) coordination in tita-
nia phase. The peak at 256 nm is attributed to the extra-framework Ti
sites according to previous report [58]. The deposition of Ti-species by
ALD-TiO, process onto PMFI and PMWW zeolites led to a broad DR
UV-vis peak in Fig. 7, indicating the presence of Ti-sites with various
bonding situations in the materials. First of all, a strong peak cantered
at 211 nm with a shoulder at 256 nm is observed in PMFI-ALD-1 sample,
which suggests the presence of framework Ti-sites accompanied with
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the extra-framework Ti-sites and titania structure. The increase in ALD
cycles enhanced the intensity of the shoulder peak in PMFI-ALD-5,
meaning the increase in the number of extra-framework and titania
sites. Different from PMFI-based zeolite, the PMWW-ALD-1 has the DR
UV-vis peak centred at 232 nm. This indicated the less number of frame-
work Ti sites compared to extra-framework positions in this material.
The increase in ALD cycles enhanced the should peak, meaning more
TiO, materials deposited as the extra-framework and titania phase. Sur-
prisingly, the zeolite substrate induced the epitaxial growth of Ti-sites
to form framework structure in the initial ALD-TiO, process, and PMFI
has strong templating effect than PMWW in this growth. Still, the titania
phase was formed with high number of ALD cycles, but still, the formed
titania was in PMFI and PMWW zeolites too small to be distinguished
by the XRD measurement.

3.6. Photocatalytic tests on ALD-TiO,, modified PMFI and PMWW zeolites

It is known that titania is photo-responsive catalyst for photocat-
alytic reactions [15,59]. The introduction of titania onto 2D zeolites by
TiO, ALD could enable photocatalytic activity of pillared lamellar 2D
zeolites for photocatalysis applications. Two different reactions, MO de-
composition and CO, reduction, were therefore studied to understand
the performance of titania-modified PMFI and PMWW zeolites in photo-
catalytic environment remedy reactions.

The decomposition of MO was conducted in an aqueous solution to
examine the photocatalytic capability of the as-produced PMFI-ALD-1,
PMFI-ALD-5, PMWW-ALD-1 and PMWW-ALD-5 samples. The conver-
sion, i.e, degradation degree (), of MO was defined by
n = (Cy— C)/Cy x 100%, where C, and C are the concentrations of MO
(g L)) in the beginning of the reaction and at local reaction time, re-
spectively. The degradation degree versus reaction time followed the
pseudo-first order kinetic behavior. Fig. 8(A) shows the rate constants
of MO decomposition evaluated for PMFI and PMWW after TiO, ALD.
PMFI and PMWW did not exhibit any photocatalytic activity due to the
absence of Ti sites in the samples. PMFI-ALD-1 has higher rate constant
than PMFI-ALD-5, which should be due to lower areal active site density
and higher number of framework Ti-sites [60,61]. The same trend was
observed between PMWW-ALD-1 and PMWW-ALD-5 samples. For com-
parison, the state-of-the-art titania photocatalyst, Aeroxide® P25, has
much (~12 times) lower activity than that of TiO, ALD modified PMFI
and PMWW zeolites. The higher surface area of zeolite samples led to
lower areal Ti-site density that should be directly correlated to the per
active site activity differences between zeolite-based photocatalysts and
Aeroxide® P25 titania [15].

To further demonstrate the photocatalytic capability of TiO, ALD
modified PMFI and PMWW zeolites, the photocatalytic reduction of
CO, with water was examined. PMFI and PMWW did not show any
photocatalytic activity, while ALD-TiO, modified PMFI-ALD-1, PMFI-
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Fig. 7. Diffuse reflectance (DR) UV-vis spectra of PMFI, PMFI-ALD-1 and PMFI-ALD-5 (A), PMWW, PMWW-ALD-1 and PMWW-ALD-5 (B), respectively. DR UV-vis of Aeroxide® P25 and
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Fig. 8. Photocatalytic MO degradation (A) and CO, reduction (B) reactions over
PMFI-ALD-1, PMFI-ALD-5, PMWW-ALD-1, PMWW-ALD-5 zeolite samples. The same reac-
tions over Aeroxide® P25 were included for comparison purpose.

ALD-5, PMWW-ALD-1 and PMWW-ALD-5 samples were photocatalyti-
cally active for CO, reduction reaction (Fig. 8(B)). Similar to that in MO
decomposition reaction, PMFI-ALD-1 and PMWW-ALD-1 samples have
much higher activity than that of PMFI-ALD-5 and PMWW-ALD-5 sam-
ples. All of the zeolite-based photocatalysts have much higher activ-
ity (>10 times) than the commercial Aeroxide® P25 titania. Methane
(CH,), methanol (CH;0H) and formic acid (HCOOH) were detected
products in the reaction. PMFI-ALD-1 and PMFI-ALD-5 have higher oxy-
genated hydrocarbon product (methanol and formic acid) selectivity
than PMWW-ALD-1 and PMWW-ALD-5 samples. This might be due to
the more hydrophilic nature of PMFI zeolite since it has ~8 times higher
silanol groups per unit-cell volume than PMWW zeolite [24]. The ab-
sence of hydrocarbon oxygenate product in Aeroxide® P25 might be
due to the different coordination environment of Ti-sites in titania com-
pared to that in PMFI and PMWW-based zeolites, as indicated by the DR
UV-vis spectra in Fig. 7.

4. Conclusions

In summary, the combination of TiO, ALD with structural, textural,
compositional and catalytic analyses of PMFI and PMWW zeolites, prior
to and afterwards, were employed to study the mesopore differences
in PMFI and PMWW zeolites for the first time. Although both PMFI
and PMWW share many similar topological features in pillared lamel-
lar zeolites, they have quite different mesopore characteristics. PMFI
has uniform mesopores that have good communication between pore
entrance and main body as well as to micropores within zeolitic lay-
ers. PMWW, however, has non-uniformity in mesopore sizes, small pore
entrance and large pore body, as well as inconvenient communica-
tion within the mesopore network and no communication to micro-
pore in zeolitic layers. These mesopore differences result from differ-
ent topological structure of zeolitic layer and pillars between layers in
PMFI and PMWW zeolites. The post-modification process for prepara-
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tion of PMWW precursor and bottom-up synthesis of PMFI precursor
materials were speculated to directly impact the mesopore uniformity
and connections. The TiO, ALD introduced photocatalytically active ma-
terials into 2D lamellar zeolites, which enabled new application of these
materials, sustainable catalysts for environmental remedy reactions.
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