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The finite element method (FEM) and the spectral bound-
ary integral method (SBI) have both beenwidely used in the
study of dynamic rupture simulations along aweak interface.
In this paper, we present a hybrid method that combines
FEM and SBI through the consistent exchange of displace-
ment and traction boundary conditions, thereby benefiting
from the flexibility of FEM in handling problems with non-
linearities or small-scale heterogeneities and from the supe-
rior performance and accuracy of SBI. We validate the hy-
brid method using a benchmark problem from the Southern
California Earthquake Center’s dynamic rupture simulation
validation exercises.We further demonstrate the capability
and computational efficiency of the hybrid scheme for re-
solving off-fault heterogeneities by studying a 2D in-plane
shear crack in two different settings: one, where the crack
is embedded in a high-velocity zone and another where it
is embedded in a low-velocity zone. Finally, we discuss the
potential of the hybrid method for addressing a wide range
of problems in geophysics and engineering.
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1 | INTRODUCTION

Earthquake ruptures are highly nonlinear andmultiscale phenomena. The nonlinearity may arise at different levels. For
example, fault frictionmay depend on the fault slip, slip rate, and deformation history. Thus, the boundary conditions of
the fracture problem are nonlinear and the nucleation, propagation, or arrest conditions evolve with time and space and
are unknown a priori [1]. Another source of nonlinearity may come from the bulk being loaded beyond its elastic limit,
which leads to damage accumulation and inelasticity. In the case of nonplanar faults, the geometric nonlinearity of the
fault traces is another contributing factor that may lead to complex patterns of contact and separation. These features
usually inhibit the discovery of analytical solutions for this class of problems. Therefore, numerical methods that are
capable of treating these nonlinearities are sought to provide insights into the solution behavior. Bulk methods, such as
the finite elementmethod (FEM) and finite differencemethod (FD), as well as boundary integral methods, are among
themost widely used approaches for solving these problems.

Aside from the nonlinearity of computational earthquake dynamics, another major challenge is resolving themulti-scale
nature of the rupture, which exists in both space and time. Spatially, an earthquakemay involve several kilometers of
fault rupture, whereas the principal slip surfaces, where most of the displacement is accommodated, may be on the
order of fewmillimeters [2]. Temporally, the time it takes for the stresses to accumulate and initiate an instability is
several orders of magnitude larger than the sudden release of energy during an earthquake episode. Hence, a need
exists to develop numerical algorithms that resolve these spatial and temporal scales.

Attempts to do such cycle simulations with domain-based methods are rare, partially because discretization of the
entire domain is a computational bottleneck [3]. On the other hand, boundary integral techniques, which confine the
calculations to the fault plane and reduce the dimensions of the problem by one as a result, are more accommodating in
this sense. Amajor contribution in the area wasmade in the work of Lapusta et al. [4]. Not only did the authors manage
to integrate the SBI method into rigorous adaptive time-stepping schemes, but they also introduced the concept of
mode-dependent timewindows, whichmade it possible to truncate the convolution integrals. These features enable
calculations over long durations while capturing the effects of periods with slow tectonic loading marked by episodes of
rapid rupture. Themain limitation of this method, however, is that it is applicable only to linear-elastic bulks. Further-
more, for problems involving heterogeneities or rough faults, the ability of themethod to provide well-defined solutions
is compromised, along with the computational efficacy of themethod, because it lacks a closed-form representation for
the Green’s function, which does not allow a straightforward calculation of the spectral transformation of the space
convolutions. This makes the computational investigation of problems with rough faults and fault zone complexity
extremely expensive.

Unlike SBI methods, domain-basedmethods are quite flexible in handlingmaterial nonlinearities and small-scale hetero-
geneities [5, 6, 7] as well as complexities of fault geometry [8, 9, 10]. Lower-order formulations [11, 12, 13, 14, 15, 16]
and high-order formulations [17, 18, 19] have been developed over the years. Themajor limitation of thesemethods, as
discussed previously, stems from the need to discretize the entire domain that may be affected bywave propagation.
This, additionally, has led to a wide breadth of research on techniques to truncate the domain without affecting the
physical solution, such as boundary viscous damping [20], infinite elements [21], and perfectly matching layers [22].
However, all these approaches are prone to artificial reflections, and the absorbing boundariesmust be taken far enough
from the fault plane or the accuracy of the problemwill be compromised.
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To overcome the limitations of eithermethod and benefit from their strengths, onemay envision combining the two
into what we have referred to here as the hybridmethod. In this hybrid approach, a domain-based numerical method
is used to discretize a confined region, namely a virtual strip, that contains the fault and all near-field nonlinearities
or heterogeneities that may potentially affect the rupture dynamics. This strip is then coupled with linear-elastic
homogeneous half spaces on each side through a consistent exchange of displacement and traction boundary conditions,
whereas the elastodynamic response of these half spaces is captured by SBI.

This idea was first introduced in [23], where a frameworkwas developed to couple FD and SBI in a consistent manner.
This hybrid method was then used to investigate the anti-plane propagation of a slip-weakening shear crack in two
different settings: (i) a fault with a near-field low-velocity zone, and (ii) a fault embedded in a homogeneousmedium
with the possibility of co-seismic inelastic strain generation in the vicinity of the fault. In both cases, themethod proved
to yield results similar to a pure FD scheme, with a smaller computational cost.

In this research, we further extend the hybrid method. Specifically, we formulate the hybrid scheme as a coupling
between FEM and SBI in a 2D in-plane setting. This requires a consistent exchange of both the normal and shear
components of boundary tractions and displacements. We validate themethod by applying it to benchmark problem
TPV205-2D from the Southern California Earthquake Center (SCEC).We further demonstrate the capability of the
method for handling ruptures in heterogeneousmedia, first by simulating a 2D in-plane supershear rupture on a crack
embedded in a stiff strip; second by simulating a 2D in-planemodel with a crack embedded in a low velocity zone.

The remainder of the paper is organized as follows. In Section 2, we describe the model setup and introduce the
numerical scheme. In Section 3, we summarize the results of the simulations for the SCEC benchmark problem, the
supershear propagation in heterogeneous media, and the pulse rupture induced by low velocity fault zone. In Section 4,
we discuss the potential of themethod as a novel computational earthquake dynamics tool and suggest some future
directions. In Section 5, we summarize the conclusions from the hybrid method.

2 | MODEL SETUP AND NUMERICAL SCHEME

We consider a 2D in-plane shear problem in domain Ω, with a prescribed traction boundary ST and a displacement
boundary Su . The fault is on the boundary Sf .

ρ
∂2ui

∂t 2
−
∂σi j

∂xj
− bi = 0 inΩ (1)
σi j n j = Ti on ST (2)
ui = u

0
i on Su (3)

Rk i (u+i − u
−
i ) = δk on Sf (4)

where ui is the displacement vector, bi is the body force vector, Slip is defined by δi = R i j (u+j − u−j ), where R i j is the
rotationmatrix that transforms the global coordinates to the local coordinate system of the fault and superscripts +
and − indicate the upper and lower fault sides, respectively. If the fault plane is parallel to the x1 axis, this simplifies to
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δ = u+1 − u
−
1 . σi j is the stress tensor. We assume body forces to be zero and thematerial behavior to be linear elastic:

σi j = λδi j εk k + 2µεi j (5)

where εi j is the infinitesimal strain tensor and µ, λ the Lamé parameters.
We construct theweak form by computing the dot product of wave equation Eq.1 and theweighting functionφi and
considering the boundary condition Eq. 2 we could get the following weak form of the governing equation as follows:

−
∫
V
σi jφi ,j dV +

∫
ST

Tiφi dS +

∫
Sf +

T f
+

i φi dS +

∫
Sf −

T f
−

i φi dS −
∫
V
ρ Üuiφi dV = 0 (6)

The integral along Sf accounts for the tractions on the fault surfaces.T f +i = σi j n
+
j
andT f −

i
= σi j n

−
j
where n+

j
and n−

j

are the fault normals for the positive and negative sides of the faults respectively. The shear component of the fault
boundary condition is governed by a friction law. Here, a slip-weakening friction law [24] is used. The frictional strength
is given by

τf (δ) =

τs − (τs − τr )δ/δc , δ < δc

τr , δ ≥ δc
(7)

where τs and τr are the peak and residual frictional strength and δc the critical slip required for stress to reach the
residual value. Continuity of displacements at the fault is preserved (i.e., no slip) if the shear traction is lower than τf ,
otherwise local slip occurs.

2.1 | Finite ElementMethod

The FEM has been widely used in solving wave propagation problems because of its capability of modeling fault
structureswith complex geometry and abulk constitutive response. We limit the description here to the time integration
scheme and the reader is referred to standard textbooks [25, 26] for detailed information about the FEM. The step-by-
step time integration approach is a central-difference explicit formulation and follows

Ûun+1/2 = Ûun−1/2 + ∆t M −1(T n − f n ) (8)
un+1 = un + ∆t Ûun+1/2 (9)

whereÛrepresents the partial derivative with respect to time and the superscript n indicates the time step index. A
lumpedmassmatrix is used, which eliminates the need to form a global stiffnessmatrix, therefore these are all nodal
values and the subscript i is omitted. f is the internal force due to the deformation of the solid and∆t the time step. The
time stepping of the algorithmmust satisfy the stability constraints of the Courant–Friedrichs–Lewy (CFL) condition
[27, 25, 26]. The friction law affects the traction boundary condition, hence along the frictional interface Eq. (8) becomes

Ûun+1/2 = Ûun−1/2 + ∆t M −1(T nv − f n ). (10)

A detailed explanation of the computation of frictional tractions at the interfaceTv based on the fault displacement
discontinuity is provided in Appendix A using the traction-at-split node (TSN)method.
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2.2 | Spectral Boundary IntegralMethod

The boundary integral method has been used extensively since themid-1980s to study the propagation of cracks. The
main advantage of this method is that it eliminates the need to studywave propagation in the entire domain by using
integral relationships between the displacement discontinuities and tractions along the crack path [28]. The spectral
formulation for this method gives an exact form of such a relationship in the Fourier domain. We use the spectral
formulation introduced in [29], where the elastodynamic analysis of each half space is carried out separately. In view of
the hybridmethod, where SBI constitutes a boundary condition to the FEMmodel, we focus the description onmodeling
a half-space. The relationship between the traction τi and the resulting displacements at the boundary of a half-space
may be expressed as

τ±1 (x1, t ) = τ
0±
1 (x1, t ) ∓

µ

cs
Ûu±1 (x1, t ) + f

±
1 (x1, t )

τ±2 (x1, t ) = τ
0±
2 (x1, t ) ∓

(λ + 2µ)
cp

Ûu±2 (x1, t ) + f
±
2 (x1, t )

(11)

where ± represents upper and lower half-plane, cp is the pressure wave speed, cs is the shear wave speed, τ0i indicates
the externally applied load (i.e., at infinity); and fi are linear functionals of the prior deformation history and are com-
puted by the time convolution in the Fourier domain (see Appendix B for more details on the SBI).

The time integration scheme used in the SBI is explicit and given by sampling

u±n+1i = u±
n

i + ∆t Ûu±n+1i (12)

where the velocity is found by solving Eq. (11), which results in

Ûu±n+11 = ± cs
µ
(f ±n+11 + τ0±1 − τ

±n+1
1 )

Ûu±n+12 = ±
cp

λ + 2µ
(f ±n+12 + τ0±2 − τ

±n+1
2 )

(13)

2.3 | HybridMethod

The hybrid method is a combination of the FEM and SBI, although any other domain-based method may be used in
lieu of FEM. In the hybridmethod, all nonlinearities, such as fault surface roughness ormaterial nonlinearity, as well
as small-scale heterogeneities, are contained in a virtual strip of a certain width that is introduced for computational
purposes only (Fig. 1). Appropriatemeshing techniques are then used to discretize andmodel this strip by using FEM.
The rest of the domain, which is now homogeneous and linear-elastic, may bemodeled as two half spaces coupled with
this strip on each side (S+, S−). The elastodynamic response of these half spaces is captured by using the SBI. Through
the simulation, the twomethods communicate along the virtual boundaries of the strip by exchanging displacement and
traction boundary conditions.

The general setup of the hybridmethod is shown in Fig. 1. ThewidthWH of the virtual strip depends on the nature of
the problem andmay be adjusted to contain the heterogeneities, nonlinearities, and other fault zone complexities. A
more elaborate explanation for how this adjustmentmay be accomplished is offered in the Discussion section.

This article is protected by copyright. All rights reserved.



6 XIAOMA ET AL.

We apply a staggered coupling approach, in which the FEM and SBI share nodes at the (virtual) infinite boundary. The
shared nodes are part of the displacement boundary of the FEM.While FEM provides SBI with the tractions along the
virtual boundary, SBI returns the displacement that is to be imposed on S± of FEM. The detailed step-by-step procedure
is as follows

1. Solve full time step within the FEMby solving Eq. (8 - 9) (FEM interior nodes only).
2. Set interface tractions in the SBI equal to the internal force from FEM: τn,SBI

i
= f n,FEM

i
, where f n

i
is given through

Eq. 8.
3. Solve full time step within SBI by solving Eq. (13) and (12).
4. Set displacements of the shared nodes in FEM equal to displacement in SBI: un+1,FEM

i
= un+1,SBI

i
.

5. Return to Step 1 to advance to the next time step.

Other approaches with a prediction and correction of the imposed displacement have been tested and have not shown
any substantial improvements on the result.

3 | RESULTS

We validate the hybrid methodwith three problems. In the first one, we use the SCECBenchmark Validation exercises
[30]. The problem is a dynamic rupture simulation with heterogeneous initial shear stress on the fault. The second
problem is a fault embedded in a heterogeneous medium. The third problem is a fault embedded in a LowVelocity Zone
(LVZ). For the three problems, we compare the simulation results from the hybrid methodwith those from the FEM.

3.1 | SCEC Benchmark Validation

We validate the hybrid method with benchmark problem TPV205-2D from the SCEC Dynamic Rupture Validation
exercises. The problem is a 2D in-plane fault, governed by the linear slip-weakening friction law, embedded in a linear-
elastic homogeneous bulk under plane strain conditions (see Fig. 2(a)). The parameters for the TPV205-2D benchmark
are summarized in Table 1. The nucleation of rupture is achieved through a 3 kmwide overstressed region located at
the center of the fault. The initial shear stress on the fault is shown in Fig. 2(b), where, in addition to the nucleation
patch, there are two other patches of different prestress values from the background uniform initial shear stress. The
normal stress is uniform along the entire fault length. On the left and right edges of the fault are two strength barriers
with length Ls on each side, which have a high enough static frictional strength to stop the rupture from propagating.
We solve the TPV205-2D benchmark with the hybrid method and compare the results with the FEM benchmark results.
Fig. 3 shows a comparison of the results from the hybrid approachwith those of the FEM. Fig. 3(a) and 3(b) show time
history plots of the slip, slip rate, and shear traction at a station at the center of the fault and 4.5 km away from the
center, respectively. The results match perfectly. Fig. 3(c) shows the spatial distribution of the slip and slip ratewith time
intervals of one second, beginning at t = 1s and ending at t = 5s . The hybrid scheme accurately captures the rupture
nucleation, propagation, and rest. Fig. 4(a) shows the variation of the L2 norm of the error between the solution from
the hybrid method and solution from FEM on the fault plane with mesh refinement. The results suggest the hybrid
method converges to FEMmethod with mesh refinement. Fig. 4(b) suggests that the absolute error in the slip rate
inferred by the two methods at the center of the nucleation zone decreases with mesh refinement. One significant
advantage of the hybridmethod is its capability of truncating the elastodynamic wave field in the vicinity of the fault
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plane with no artificial reflections from the virtual boundaries. Specifically for this problem, the full finite element
domain is 100 km × 100 km to ensure that no waves will be reflected from the far-field boundaries. However, in the
hybrid scheme, the virtual boundary is chosen at a distance of 0.8 km from the fault plane; thus, we need to discretize
a domain of only 100 km × 1.6 km by FEM. Although the problem under consideration is linear-elastic, it serves the
purpose of validating the truncation efficiency of the hybrid scheme. When extrapolated tomore complex scenarios,
this efficient near-field truncation allows the finite element discretization to be limited within a small strip, leading to
potential savings in both computational time and memory cost. Here, for the same mesh size h = 100m , solving the
TPV205-2D problem by using the FEM takes about 1618 seconds. This value reduces to approximately 62 seconds
for the hybridmethod, suggesting a speedup of 27 times. The other advantage of the hybridmethod over FEM is the
computational memory savings. For example, at a 100m mesh size, FEM takes approximately 191.4 MB of memory,
whereas the hybridmethod takes only 58.6MB. The hybridmethod uses only 30 percent of thememory used by the
FEM in this case. The savings in computational time andmemory cost are expected to becomemore significant with an
increase in problem size and refinement level as we elaborate further in the Discussion section.

3.2 | Supershear Rupture Transition in a HeterogeneousMedium

Here, we consider a slip-weakening fault in a heterogeneousmedium composed of a central stiff strip and a linear-elastic
compliant bulk [31, 32]. The parameters of the problem are summarized in Table 2, and themodel geometry is described
in Fig. 5. The initial shear stress is constant along the fault plane except in a central patchwhere the fault is overstressed
to force abrupt nucleation of the dynamic event. The width of the overstressed patch is Lnuc , which is the characteristic
length scale for frictional instability on linear slip-weakening faults [33]. The normal stress is uniform everywhere. The
fault bisects a stiff strip with a total width of 2R . We choose to locate the virtual boundary at 2.0 km from the fault
plane; thus, it is located entirely within themore compliant bulk material.
We compare the slip, slip rate, and shear traction results from the hybrid method and the FEM (Fig. 6(a)) at the center
of the fault as well as 4.5 km away from the center (Fig. 6(b)). The hybridmethod shows excellent agreement with the
benchmark finite element solution. Fig. 6(c) shows snapshots of the slip and slip rate evolution at times 1, 2, 4, 6, and 8
seconds. Because of the reflection from the bimaterial interface, the reflected waves continuously enhance the rupture
and eventually enable the transition from subshear to supershear rupture. Subshear rupture occurs when the rupture
speed is slower than the shear wave speed while supershear rupture occurs when the rupture speed exceeds that of the
shear wave speed but is lower than the pressure wave speed. The hybrid method perfectly captures the complexity
of the supershear transition through the Burridge–Andrewsmechanism [34, 12]. Fig. 7 shows the contour of velocity
magnitude distribution at the end of the simulation from FEM and the hybridmethod. The hybrid method successfully
captures theMach cone signifying the supershear rupture without any artifacts from the domain truncation. The virtual
boundaries are perfectly transparent, resulting in no reflection of theMach cone rays. Fig. 8(a) shows L2 norm of the
error between the solution from the hybrid method and the solution from FEMon the fault plane with mesh refinement.
The results from the hybrid method converge to ones from FEM with mesh refinement. Fig. 8(b) suggests that the
absolute error in the slip rate inferred by the twomethods at the center of the nucleation zone decreases withmesh
refinement. At a 100mdiscretization, the simulation time of the hybridmethod is approximately 93 seconds, whereas
the simulation time of the full FEM is more than 1600 seconds, suggesting the hybrid method is approximately 17 times
faster than FEM in this case. Furthermore, in the hybrid scheme, the finite element discretization is limited to a small
strip in the vicinity of the fault plane rather than domain-wide discretization. At a 100mmesh size, the hybridmethod
uses 77.1MB ofmemory, whereas the FEMuses 148MB. Therefore, the hybridmethod uses almost half thememory
required by the FEM.
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3.3 | Pulse-like ruptures induced by low velocity fault zones

Low velocity fault zones (LVFZs) are found inmostmature faults. Thewidth of the LVFZ is about several hundredmeters.
These zones causewave velocity reductions ranging from 20% to 60% [35, 32, 36, 37] relative to the host rock. If the
contrast is strong enough, the rupture in the LVFZ can behave as pulses.

In this section, we consider a slip-weakening fault embedded in a LVFZ, with a wave velocity reduction of 20%with
respect to the surrounding country rock. Thematerial properties are summarized in Table 3. Themodel geometry is
described in Fig. 5 but with invertedmaterial properties. The initial shear stress is constant along the fault plane except
in a central patch where the fault is overstressed to force abrupt nucleation of the dynamic event. The width of the
overstressed patch is 1.6 km. The normal stress is uniform everywhere. The fault plane bisects the LVFZwhich has a
total width of 1.6 km. We choose to locate the virtual boundary at 1.2 km from the fault plane.

We compare the slip, slip rate, and shear traction results from the hybrid method and FEMmethods Fig. 9(a) at the
center of the fault as well as 4.5 km away from the center Fig. 9(b). The hybrid method shows excellent agreement
with the benchmark finite element solution. Fig. 9(c) shows snapshots of the slip and slip rate evolution at times 1, 2,
4, 6, 8 and 10 seconds. Since the reflection wave from the boundary of the LVFZ is an inversion of the incident wave
for a certain range of incidence angels [35], under certain circumstances, the reflected wave could unload the fault,
generating a slip pulse. The slip pulse is observed in Fig.9(c). After the nucleation of the rupture, due to the reflection
from the boundary of the LVFZ, the crack-like rupture splits into a pulse-like rupture and a crack-like rupture. Fig. 10(a)
shows L2 norm of the error between the solution from the hybrid method and solution from FEM on the fault plane
withmesh refinement. The results suggest the hybrid method converges to the FEMmethodwithmesh refinement.
Fig. 10(b) suggests that the absolute error in the slip rate inferred by the twomethods at the center of the nucleation
zone decreases withmesh refinement. The efficient near-field truncation allows the finite element discretization to be
limitedwithin a small strip, leading to potential savings in both computational time andmemory cost. For the samemesh
size h = 100m , solving the LVFZ problem by using FEM takes 2288 seconds. This value reduces to 104 seconds for the
hybridmethod, corresponding to a speedup of 22 times. The saving inmemory is significant. Formesh size h = 100m ,
the hybrid method uses approximately 62.7MB, whereas FEM uses nearly 238MB. The hybrid method only uses about
26 percent of thememory that FEMuses.

4 | DISCUSSION

In the previous section, we validated the hybrid method with a SCEC benchmark problem and further showed its
flexibility and performance superiority for problems involving near-field heterogeneities. Themethod proposed takes
its adaptability in handling nonlinearities or heterogeneities from FEM and its computational efficiency from SBI. Fur-
thermore, it owes its excellent performance to the accuracy of the boundary conditions, which eliminate any artificial
reflections andmake it possible to have the virtual boundaries arbitrarily close to the fault plane as long as the remain-
der of the domain is linear-elastic and homogeneous. The resulting savings in computational resourcesmay then be
redirected to study fault-zone nonlinearities with a higher resolution or large-scale nonlinear problems. We believe this
may be the first stepping-stone to realizing long-duration simulations of full earthquake cycles in a bulk that might have
material heterogeneity, material nonlinearity, fault geometry complexity, or a combination thereof.

A direct advantage of limiting the spatial discretization to a small area near the fault zone is that the computational
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cost for solving the discretized bulk is significantly reduced, whichmay allow small-scale heterogeneities, such as fault
branches and shear bands, as well as complex physics within the fault zone, including spontaneous strain localization
[38] or small-scale branches, to be incorporated directly into themodel.

The spectral boundary integral equation provides an accurate boundary condition irrespective of the wave angle
incidence. Therefore, unlike other absorbing boundary conditions, such as infinite elements [21] or even perfectly
matching layers [22], where the boundaries must be taken far away from the fault zone to avoid the interference
of wave reflections with the physical solution, no artificial reflections are observed in the results obtained from the
hybridmethod. This result implies that themethodmay be used as an exact near-field wave truncation algorithm. The
consistent exchange of the displacement and traction boundary conditions in this method exploits the same concept
as the Dirichlet-to-Neumannmaps [39], with the difference that the planar virtual boundaries in the hybridmethod
make it possible to benefit from solving the real space nonlocal boundary condition as a local boundary condition in the
Fourier domain, reducing computational costs and enabling efficient parallelization.

Another advantage of this method over previous forms of coupling between bulk and boundary integral methods is that
it transforms the nonlocal boundary conditions in space to local ones in the Fourier domain, thereby reducing the cost
from N 2 to N logN ([4]). The previous approaches to finite element and boundary integral coupling discretize the spatial
convolutions involved in the boundary integral in the real domain, which leads to densely populated stiffness matrices
[40].

The savings in computational time and memory shown in the results is significant. If the fault is discretized by N
nodes, the number of computational operations will beO (N 2WF /L)when a pure FEM scheme is used. Using the SBI
method reduces this number toO (N log(N )) [4]. For the hybrid method, we need N 2WH /L FEM nodes to discretize
the strip between the virtual boundaries. Thus, the number of computational operations for the hybrid method
is O (N 2WH /L + N l og (N )). The ratio of computational cost for the hybrid method versus the FEM, therefore, is
O (WH /WF + Ll og (N )/N /WF ). For example, for the TPV205-2d SCEC validation problemwe have shown, the virtual
strip has a width ofWH = 1.6km and a length of L = 100km and at amesh size h = 100m , the number of discretization
points along the fault is N = 1000. Therefore, the aforementioned efficiency ratioWH /WF + Ll og (N )/N /WF is 0.0229.
Based on the numerical simulations, we get an efficiency ratio of 0.0383, which is close to the estimated value.

The characteristics of themethod discussed above suggest that it may also potentially be used for long-duration earth-
quake cycle simulations on faults with near-field material heterogeneities, material nonlinearities, or fault surface
complexities. Apart from the computational efficiency of themethod, the SBI formulation offers an accuratemeans for
truncating the wave field in both dynamic and quasi-dynamic limits, making the hybrid method capable of capturing the
effects of both seismic and interseismic phases of the cycle. Moreover, by exploiting themode truncation and adaptive
time-stepping techniques already embedded in the spectral formulation by Lapusta et al. [4], it is possible to resolve the
temporal multiscale nature of the rupture in an efficient manner. One can then envision coupling the SBI methodwith
an implicit FEM scheme during the interseismic period to enable this extension.

In [23], the hybridmethodwas first introduced for coupling bulk and boundarymethods in a 2D anti-plane setting. In
this study, we have extended themethod to 2D in-plane problems. In this case, it is required to couple both the normal
and shear components of traction and displacement at the virtual boundaries. Furthermore, because of the existence of
fast P -waves and slower S -waves, the time step for integration is limited by the faster P -wave speed. This situation is
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slightly more complex than coupling in the anti-plane shear setting, where only onewave speed and one component
of displacement exist. Nonetheless, the results presented in this paper demonstrate the superior performance of the
hybrid method in the 2D in-plane setting and the ability to consistently couple multiple traction and displacement
components. With the infrastructure for coupling now available for both in-plane and anti-plane settings, the extension
to 3D is straightforward because the kernels in the boundary integral convolution are readily available. In future work,
we will consider different extensions of the algorithm, such as including the effect of free surfaces in the boundary
integral formulation by using themethod of images, coupling 3D FEMwith SBI, and representation of more realistic
friction laws, such as rate and state friction [41, 42] and shear transformation zonemodels [43, 44, 45].

Regardingmodeling the lateral boundaries at this point, because the length of the fault under consideration is usually
much larger than the lateral dimension in which the nonlinear processes or heterogeneities exist, the waves arriving
at the lateral boundaries have almost 90-degree incidence angles. Under such circumstances, many of the absorbing
boundary conditions, including perfectly matching layers and boundary viscous damping, may be used andwill exhibit
excellent performance because of the near normal incidence. A possible alternative scenario would be using periodic
boundary conditions in the FEMdomain that are consistent with the periodic boundary conditions for the boundary
integral method. For the problems presented here, the results were found to be insensitive to the choice of lateral
boundaries. This is partly due to the existence of unbreakable regions near the fault ends that force the rupture to
arrest before reaching the lateral boundaries, or due to the domain length being large enough so that waves did not
reach the lateral boundaries.

Even though the hybrid method opens the door to exploring a variety of different problems by offering amore flexible
and efficient approach, the applicability of this method has limitations. For example, if heterogeneity or inelasticity
exists in the far field, the application of the boundary integral equation would no longer be exact. However, in most
cases, it is reasonable to assume that such far-field characteristics of the domain do not have a direct impact on the
physical solution because the dynamics of rupture aremostly influenced by the local nonlinearities and heterogeneities.
The effects of heterogeneities also depend on their distance from the fault zone and the contrast in their properties
from that of the bulk. In groundmotion applications, the wave amplitude and phase at a location depend on the wave
path. Therefore, in this case, it is reasonable for the hybrid method to be used only as a simulator to predict the source
characteristics, such as the fault plane slip and slip rate distribution. These data can then be used as inputs to a wave
simulation code to track the propagation in globally heterogeneous and inelastic media and to predict groundmotion.

Another restriction of the method is that for dynamic heterogeneities, such as off-fault plasticity, we usually do not
know the region over which the nonlinearities will act a priori. In the case of off-fault plasticity, we can use previous
work in the field [46, 47, 48, 7], which implies that inelasticity and damage will be contained in a narrow region near
the fault plane. Hajarolasvadi and Elbanna [23] demonstrated the success of the hybrid scheme inmodeling anti-plane
shear cracks with spontaneous off-fault plastic strain generation by pre-estimating the size of the plastic region and
ensuring that the virtual strip completely enclosed the inelasticity. However, in general, an adaptive scheme can also be
used. For example, if the inelastic region grows close to the virtual boundaries, wemaymove the virtual boundaries
away from the fault plane and advance the solution on this modified geometry for the next time steps. The solution on
the part added to the virtual strip would then need to be accounted for. This can be done directly by using the history of
the solution on the previous virtual boundary and applying the representation theorem.

In this paper, we implicitly assume that the fault is known a priori. A new fault whose geometry is not a priori known
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is an important topic to study. One advantage of the proposed hybrid approach is that it can easily adopt volume
based discretization techniques with embedded discontinuities such as XFEM [49, 50] or explicit discontinuities such as
Discontinuous Galerkin [19]. Thesemethodsmay replace the continuous Galerkin domain-basedmethod used in this
current work. We plan to explore these extensions in the future.

Fluids play an important role in the deformation of the fault zone and the surrounding bulk. One advantage of the hybrid
method is that it may enable exploringmechanics of fluid infiltrated fault zones with high resolution representation
of fault architecture and poromechanical properties distribution within the FEM domain [51] since the saving in
the discretization cost would allow using smaller mesh size in the fault zone. Moreover, there exist boundary integral
representations for problemsof poroelasticity in half space [52] and viscoelasticity in half space [53]. These formulations
may be adapted in the hybrid formulation tomodel poro- and visco-elastic deformations in the bulk.

5 | CONCLUSION

Wedeveloped a hybrid numerical scheme by integrating the FEM and SBImethods. This hybridmethod enables the
simulation of wave propagation in unbounded domains with near-source heterogeneities, material nonlinearities, or a
complex fault geometry. Specifically, the method is perfectly suited to modeling problems in which heterogeneities
or nonlinearities extend over spatial scales that are too large to be lumped into an interfacial traction separation (or
friction) law, but yet aremuch smaller than the overall dimensions of the domain of interest that is affected bywave
propagation. Themethod is shown to be flexible, accurate, andmore efficient than a bulk method such as FEM. The
method is primarily useful for earthquake rupture simulations in which the wave source extends primarily in one
direction or plane. Themain conclusions can be summarized as follows:

1. The hybrid method yields the same results as the pure FEM simulation at a fraction of the discretization cost.
2. The hybridmethod significantly reduces the computation cost andmemory requirement comparedwith the FEM

because the domain of spatial discretization is truncated.
3. The excellent performance of the hybrid scheme and the absence of artificial reflections from the virtual boundaries

suggest that themethodmay also be used as an accurate near-field wave truncation algorithm.
4. The hybridmethodmay potentially be used for studying additional small-scale physics within the fault zone and

would savememory and other resources that full domain-based discretization numerical schemes would otherwise
consume.

5. This method has the potential for use in the field of earthquake cycle simulations in a mediumwith heterogeneities,
nonlinearities, or both because the FEMwill capture these features confined in the virtual strip without the need to
discretize the entire bulk, whereas the SBI will enable mode truncation and adaptive time stepping to resolve the
various scales in time (e.g., both rapid slip and interseismic deformations).

A | TRACTION-AT-SPLIT-NODE METHOD

The traction-at-split node (TSN)method presented here is adopted from [28] withmodifications for the 2D in-plane
problem.
As shown in Fig. A.1, a given fault plane node is split into plus- andminus-side parts. The interaction between the two
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half-split nodes is only through the traction acting on the interface between them. The plus- andminus-side nodes have
respectivemasses ofM + andM − and experience the elastic restoring forces f + and f −. At time t + ∆t/2, D’Alembert’s
principle leads to a force balance, including the inertial force for each split node. When the central difference scheme is
used in time, the velocity Ûu±v (t + ∆t/2) and displacement u±v (t + ∆t ) components at the arbitrary split nodes (i , j ) are:

Ûu±v (t + ∆t/2) = Ûu±v (t − ∆t/2) + ∆t (M ±)−1 · {f ∓v (t ) ∓ aTv (t ) ± aT 0
v } (A.1)

u±v (t + ∆t ) = uv (t ) + ∆t Ûu±v (t + ∆t/2) v = x1, x2 (A.2)

where a is the area of the fault surface associated with the split node at (j,k), ∆t is the time step,Tv is the fault plane
traction vector at node (j,k), andT 0

v is the initial equilibrium value ofTv .
By enforcing the continuity of the tangential velocity ( Ûu+1 − Ûu−1 = 0) and the continuity of normal displacement (u+2 −u−2 = 0)
and plugging Eq. A.1 and Eq. A.2 into the two continuity equations, wewere able to derive the sticking traction T̃1 and
T̃2 as follows:

T̃1 =
∆t−1M +M −( Ûu+1 − Ûu

−
1 ) +M

−f +1 −M
+f −1

a(M + +M −) +T 0
1 (A.3)

T̃2 =
∆t−1M +M −[( Ûu+2 − Ûu

−
2 ) + ∆t

−1(u+2 − u
−
2 )] +M

−f +2 −M
+f −2

a(M + +M −) +T 0
2 (A.4)

The jumping condition of the fault will be satisfied if the fault tractionTv is:

Tv =



T̃1, v = x1, T̃1 ≤ τf
τc , v = x1 T̃1 > τf

T̃2, v = x2, T̃2 ≤ 0

0, v = x2, T̃2 > 0

(A.5)

The formulation above enforces the jump and parallel conditions for the fault. It also governs the fault behavior at all
times, such as at nucleation, arrest of rupture, and subsequent reactivation and arrest of rupture.

B | INDEPENDENT SPECTRAL FORMULATION

The material in this section is extensively borrowed from [29], in which a more general treatment of the problem is
provided.

u1(x1, x2, t ) = φ,1(x1, x2, t ) +ψ,2(x1, x2, t ) (B.1)

u2(x1, x2, t ) = φ,2(x1, x2, t ) −ψ,1(x1, x2, t ) (B.2)

where

c2p∆φ =
∂2φ

∂t 2
, c2s∆ψ =

∂2ψ

∂t 2
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Weexamine one particular spectral component:

[φ(x1, x2, t ),ψ(x1, x2, t )] = e i qx1 [Φ(x2, t ; q ),Ψ(x2, t ; q )] (B.3)

The Laplace transform of a function f is introduced as

f̂ (p) = L[f (t )] =
∫ ∞

0
e−pt f (t )dt

Therefore,

∂2Φ̂

∂x22
(x2, p ; q ) = q2α2p Φ̂(x2, p ; q )

∂2Ψ̂

∂x22
(x2, p ; q ) = q2α2s Ψ̂(x2, p ; q )

(B.4)

where

αp =

√
1 +

p2

q2c2p
, αs =

√
1 +

p2

q2c2s

For x2 > 0

Φ̂(x2, p ; q ) = Φ̂0(p ; q )e−|q |αp x2 (B.5)

Ψ̂(x2, p ; q ) = Ψ̂0(p ; q )e−|q |αs x2 (B.6)

Substituting Eq. B.5 and Eq. B.6 in Eq. B.1 and Eq. B.2 gives

û1(x1, x2, t ) = e i qx1
(
i q Φ̂0(p ; q )e−|q |αp x2 − |q |αs Ψ̂0(p ; q )e−|q |αs x2

)
û2(x1, x2, t ) = e i qx1

(
−|q |αp Φ̂0(p ; q )e−|q |αp x2 − i q Ψ̂0(p ; q )e−|q |αs x2

) (B.7)

We are primarily concernedwith tractions along x2 = 0. Therefore,

u j (x1, x2 = 0+, t ) = Uj (t ; q )e i qx1 (B.8)

Thus,

Û1(p ; q ) = i q Φ̂0(p ; q ) − |q |αs Ψ̂0(p ; q ) (B.9)

Û2(p ; q ) = −|q |αp Φ̂0(p ; q ) − i q Ψ̂0(p ; q ) (B.10)
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Solving for Φ̂0(p ; q ) and Ψ̂0(p ; q ) yields

Φ̂0(p ; q ) = −i qÛ1(p ; q ) + |q |αsÛ2(p ; q )
q2(1 − αsαp )

, Ψ̂0(p ; q ) = |q |αpÛ1(p ; q ) + i qÛ2(p ; q )
q2(1 − αsαp )

(B.11)

û1 = e
i |q |x1

{
Û1(p ; q ) e

−|q |αp x2 − αsαpe−|q |αs x2
1 − αsαp

+ Û2(p ; q ) i qαs
|q |(1 − αsαp )

(e−|q |αp x2 − e−|q |αs x2 )
} (B.12)

û2 = e
i |q |x1

{
Û1(p ; q ) i qαp

|q |(1 − αsαp )
(e−|q |αp x2 − e−|q |αs x2 )

+ Û2(p ; q ) e
−|q |αs x2 − αsαpe−|q |αp x2

1 − αsαp

} (B.13)

Using the stress-strain relation σi j = λδi j uk ,k + µ(ui ,j + u j ,i ) andwriting the shear stress components along the fault as
τj (x1, t ) = σ2j (x1, x2 = 0+, t ) = Tj (t ; q )e i qx1 yields

T̂1(p ; q ) = −µ |q | αp (1 − α
2
s )

1 − αsαp
Û1(p ; q ) + i µq

(
2 − 1 − α2s

1 − αsαp

)
Û2(p ; q ) (B.14)

T̂2(p ; q ) = −i µq
(
2 − 1 − α2s

1 − αsαp

)
Û1(p ; q ) − µ |q | αs (1 − α

2
s )

1 − αsαp
Û2(p ; q ) (B.15)

Decoupling the equations and extracting the instantaneous response gives

T̂1(p ; q ) = − µ
cs
pÛ1(p ; q ) − µ

{
|q |

4αsαp − (1 + α2s )
αs (1 − α2s )

− p

cs

}
Û1(p ; q ) (B.16)

T̂2(p ; q ) = − (λ + 2µ)
cp

pÛ1(p ; q ) −
{
|q |µ

4αsαp − (1 + α2s )
αp (1 − α2s )

− λ + 2µ
cs

p
}
Û2(p ; q ) (B.17)

for the upper half-plane. Similar expressions can be obtained for the lower half-plane. In the time domain, these
relationships translate to

τ±1 (x1, t ) = τ0(x1, t ) ∓
µ

cs

∂u±1
∂t

+ f ±1 (x1, t ),

τ±2 (x1, t ) = τ0(x1, t ) ∓
(λ + 2µ)
cp

∂u±2
∂t

+ f ±2 (x1, t ),
(B.18)
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where f is a linear functional of the prior deformation history and can be expressed in terms of its spectral components
as fj (x1, t ) = Fj (t ; q )e i qx1 . These components are given in [54] as

F ±1 (t ; q ) = ∓ µ |q |
∫ t

0
H11( |q |cs t ′)U±1 (t − t

′; q ) |q |csdt ′ + i (2 − η)µqU±2 (t ; q )

+ i µq

∫ t

0
H12( |q |cs t ′)U±2 (t − t ; q ) |q |csdt ′,

F ±2 (t ; q ) = ∓ µ |q |
∫ t

0
H22( |q |cs t ′)U±2 (t − t

′; q ) |q |csdt ′ − i (2 − η)µqU±1 (t ; q )

− i µq
∫ t

0
H12( |q |cs t ′)U±1 (t − t

′; q ) |q |csd t ′,

(B.19)

where η = cp/cs andHi j are the convolution kernels, which are defined by the following inverse Laplace transforms

H11(T ) =L−1
[

s2
√
s2 + η2√

s2 + η2
√
s2 + 1 − η

− s
]
,

H12(T ) =L−1
[

ηs2

η −
√
s2 + η2

√
s2 + 1

+ η

]
,

H22(T ) =L−1
[

s2
√
s2 + 1√

1 + s2/η2
√
s2 + 1 − 1

− ηs
]
,

(B.20)

where s = p/ |q |cs is the nondimensional Laplace transform variable. The kernels can be inverted numerically.
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TABLES

TABLE 1 Problem parameters for the SCEC Benchmark TPV205-2D
Parameter Symbol Value

Density (k g/m3) ρ 2670.0
Pressure wave speed (km/s ) cp 6.0
Shear wave speed (km/s ) cs 3.464

Initial shear stress (nucleation patch) (MPa) τnu0 81.6
Initial shear stress (background) (MPa) τ

bg
0 70.0

Initial shear stress (weak patch) (MPa) τw0 78.0
Initial shear stress (strong patch) (MPa) τs0 68.0

Peak frictional strength (MPa) τs 81.24
Residual frictional strength (MPa) τr 63.0
Slip-weakening critical distance (m) δc 0.40
Fault strength barrier length (km) Ls 35.0
Fault weakening length (km) LW 30.0

Distance between two virtual boundaries (km) WH 1.6
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TABLE 2 Problem parameters for fault-embedded heterogeneousmedium

Parameter Symbol Value
Density (k g/m3) ρ 2670.0

Pressure wave speed (material 1) (km/s ) cMat1p 4.8
Shear wave speed (material 1) (km/s ) cMat2s 2.771
Pressure wave speed (material 2) (km/s ) cMat2p 6.0
Shear wave speed (material 2) (km/s ) cMat2s 3.464

Initial shear stress (nucleation patch) (MPa) τnu0 31.0
Initial shear stress (background) (MPa) τ

bg
0 27.5

Peak frictional strength (MPa) τs 30.0
Residual frictional strength (MPa) τr 25.0
Slip-weakening critical distance (m) δc 0.20

Fault length (km) L 100
Distance between two virtual boundaries (km) WH 4.0
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TABLE 3 Problem parameters for fault embedded in low velocity zone

Parameter Symbol Value
Density (k g/m3) ρ 2670.0

Pressure wave speed (material 1) (km/s ) cMat1p 6.0
Shear wave speed (material 1) (km/s ) cMat2s 3.464
Pressure wave speed (material 2) (km/s ) cMat2p 4.8
Shear wave speed (material 2) (km/s ) cMat2s 2.771

Initial shear stress (nucleation patch) (MPa) τnu0 31.0
Initial shear stress (background) (MPa) τ

bg
0 26.67

Peak frictional strength (MPa) τs 30.0
Residual frictional strength (MPa) τr 25.0
Slip-weakening critical distance (m) δc 0.20

Fault length (km) L 100
Distance between two virtual boundaries (km) WH 4.8
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F IGURE 1 Illustration of the hybrid methodwith coupling of the finite elementmethod (FEM) and spectral
boundary integral method (SBI). (a) Schematic illustration of problem of interest. Region of interest with complex
physics, such as local heterogeneities and crack branching, is embedded in an infinite mediumwith knownGreen’s
function. (b) Typical FEM simulation needs a discretized area of size LWF and absorbing boundaries. The simulated
medium is relatively large to avoid interference of numerical reflections at the absorbing boundaries with the relevant
physics in the region of interest. (c) The hybrid method uses SBI to simulate an infinite boundary, which allows to reduce
the zone discretized by FEM to a size of LWH .
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F IGURE 2 (a) TPV205-2D problem description. The width of the finite element domain isWH . The fault length is L,
with two strength barriers with high-static friction on the left and right edges of the fault with lengths Ls , respectively.
The weakening portion of the fault is Lw . (b) Initial shear tractions (in black) on the fault: a strong patch (τw0 = 68MPa),
nucleation patch (τnu0 = 81.6MPa), andweak patch (τw0 = 78MPa). The static frictional strength is shown in red
(τs = 81.24MPa).

This article is protected by copyright. All rights reserved.



XIAOMA ET AL. 21

0 2 4 6 8 10 12

Time(s)

0

2

4

6

8

S
lip

(m
)

Hybrid

FEM

0 2 4 6 8 10 12

Time(s)

0

1

2

3

S
lip

 R
a
te

 (
m

/s
)

Hybrid

FEM

0 2 4 6 8 10 12

Time(s)

60

70

80

90

S
h
e
a
r 

T
ra

c
ti
o
n
 (

M
P

a
)

Hybrid

FEM

(a)

0 2 4 6 8 10 12

Time(s)

0

2

4

6

S
lip

(m
)

Hybrid

FEM

0 2 4 6 8 10 12

Time(s)

0

2

4

S
lip

 R
a
te

 (
m

/s
)

Hybrid

FEM

0 2 4 6 8 10 12

Time(s)

60

70

80

90

S
h
e
a
r 

T
ra

c
ti
o
n
 (

M
P

a
)

Hybrid

FEM

(b)

-15 -10 -5 0 5 10 15

x (km)

0

1

2

3

4

5

6

S
lip

 (
m

)

Hybrid

FEM

-15 -10 -5 0 5 10 15

x (km)

0

2

4

6

S
lip

 r
a

te
 (

m
/s

)

Hybrid

FEM

(c)

F IGURE 3 TPV205-2D simulation comparing the hybrid method (in red) with the finite elementmethod (FEM; in
black) when using amesh size of h = 25m: (a) Time history of the slip, slip rate, and shear traction at the station in the
center of the fault. (b) Time history of the slip, slip rate, and shear traction at a station 4.5 km away from the center of
the fault. (c) Snapshots of the slip and slip rate at t = 1 s, t = 2 s, t = 3 s, t = 4 s, and t = 5 s. The results from the hybrid
methodmatch those of the finite element benchmark solution perfectly in the nucleation, propagation, and reset of the
rupture. The colored figure is available in the electronic version only.
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F IGURE 4 (a) L2 error for the slip, slip rate, and shear traction versusmesh size. Withmesh refinement, the hybrid
method converges to the FEM solution, (b) Absolute error of the slip ratemeasured at the center of the fault and its
evolution with respect to time for different mesh sizes, h = 25m , h = 50m , and h = 100m . The error is reducedwith
mesh refinement. The color figure is available in the electronic version only.
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F IGURE 5 Problem geometry description for a fault embedded in a heterogeneousmedium. The fault is embedded
in a layer with stiffer material properties (material 2), and the surrounding bulk material is material 1. The extension of
material 2 from the fault surface is R in each half plane. The virtual boundary is located atWH /2 from the fault surface
on each half plane. The length of the fault is L.

This article is protected by copyright. All rights reserved.



24 XIAOMA ET AL.

0 1 2 3 4 5 6 7 8

Time(s)

0

1

2

S
lip

(m
)

Hybrid

FEM

0 1 2 3 4 5 6 7 8

Time(s)

0

0.2

0.4

S
lip

 R
a

te
 (

m
/s

)

Hybrid

FEM

0 1 2 3 4 5 6 7 8

Time(s)

24

26

28

30

S
h

e
a

r 
T

ra
c
ti
o

n
 (

M
P

a
)

Hybrid

FEM

(a)

0 1 2 3 4 5 6 7 8

Time(s)

0

1

2

S
lip

(m
)

Hybrid

FEM

0 1 2 3 4 5 6 7 8

Time(s)

0

0.2

0.4

0.6

0.8

S
lip

 R
a

te
 (

m
/s

)

Hybrid

FEM

0 1 2 3 4 5 6 7 8

Time(s)

24

26

28

30

S
h

e
a

r 
T

ra
c
ti
o

n
 (

M
P

a
)

Hybrid

FEM

(b)

-30 -20 -10 0 10 20 30

x (km)

0

0.5

1

1.5

2

2.5

S
lip

 (
m

)

Hybrid

FEM

-30 -20 -10 0 10 20 30

x (km)

0

0.5

1

1.5

2

S
lip

 r
a
te

 (
m

/s
)

Hybrid

FEM

(c)

F IGURE 6 Simulation results for a fault embedded in a heterogeneousmedium comparing the hybrid method (in
red) and the finite elementmethod (FEM; in black) when using amesh size of h = 25m: (a) Time history of the slip, slip
rate, and shear traction at the station in the center of the fault. (b) Time history of the slip, slip rate, and shear traction at
the station 4.5 km away from the center of the fault. (c) Snapshots of the slip and slip rate at t = 1s , t = 2s , t = 4s , t = 6s ,
and t = 8s . The results from the hybridmethodmatch those from the finite element benchmark solution perfectly in the
nucleation, propagation, and reset of the rupture. The color figure is available in the electronic version only.
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(a)

(b)

F IGURE 7 Contour of the velocity magnitude in the field: (a) Finite elementmethod (FEM) results. (b) Hybrid
method results. The red dashed line indicates the virtual boundaries located in the hybrid method. The hybrid method
captured the truncatedMach cone caused by the supershear rupture. The width of the finite element domain in the
hybrid simulation is only 2.4 km, whereas in the FEM simulation, it is 60 km to avoid wave reflection back from the top
and bottom boundaries. The hybrid method significantly reduces the computation time and computational memory
costs. The color figure is available in the electronic version only.
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F IGURE 8 (a) Heterogeneousmedium L2 error for the slip, slip rate, and shear traction versusmesh size. With
mesh refinement, the hybrid method converges to the FEM solution, (b) The absolute error of the slip rate measured at
the center of the fault and its evolution with respect to time for different mesh sizes, h = 25m , h = 50m , and h = 100m .
The error is reducedwithmesh refinement. The color figure is available in the electronic version only.
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F IGURE 9 Simulation results for a fault embedded in a heterogeneousmedium comparing the hybrid method (in
red) and the finite elementmethod (FEM; in black) when using amesh size of h = 25m: (a) Time history of the slip, slip
rate, and shear traction at the station in the center of the fault. (b) Time history of the slip, slip rate, and shear traction at
the station 4.5 km away from the center of the fault. (c) Snapshots of the slip and slip rate at t = 1s , t = 2s , t = 4s , t = 6s ,
t = 8s and t = 10s . The results from the hybrid methodmatch those from the finite element benchmark solution
perfectly in the crack to pulse rupture transition
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F IGURE 10 Error evolution of hybrid simulation of fault rupture in a LVZ (a) L2 error for the slip, slip rate, and shear
traction versusmesh size. Withmesh refinement, the hybrid method converges to the FEM solution, (b) The absolute
error of the slip ratemeasured at the center of the fault and its evolution with respect to time for different mesh sizes,
h = 25m , h = 50m , and h = 100m . The error is reducedwithmesh refinement. The color figure is available in the
electronic version only.
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Fault Plane
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x1
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F IGURE A .1 Illustration of the traction-at-split-nodemethod. The node (i,j) indicates the nodes on the fault. The
displacements u1, u2 are the displacements in two directions at the fault nodes, the velocities v1, v2 are the velocities in
two directions at the fault nodes, and the stressesT1,T2 are the stresses in two directions at the fault nodes.
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