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Nanocomposite polymer films are prepared by using ultra-
sonic spray deposition (USD) technique through mixing 
polymethyl methacrylate as matrix and fumed silica 
nanoparticles as second phase in dimethyl carbonate solvent. 
Annealing procedure improves the film uniformity and optical 
transmission. The addition of fumed silica nanoparticles 
impedes the transmission of the electrolyte films due to 
agglomeration of fumed silica nanoparticles. Fortunately, 
adding surfactant, cetyltrimethylammonium bromide, dis-
perses the fumed silica nanoparticles and retrieves the optical 
transmission of nanocomposite polymer films to around 90%. 
The hardness and elastic modulus of the nanocomposite poly-
mer films are better than the commercial bulk. The USD 
deposited nanocomposite polymer film comprises of PMMA 
and fumed silica nanoparticles is a promising candidate of 
solid-state electrolyte for EC windows application. POLYM. 
ENG. SCI., 00:000–000, 2019. © 2019 Society of Plastics Engineers 

INTRODUCTION 

Solid-state polymer film is an important component in systems 
like electrochemical devices. They are promising candidates as 
solid polymer electrolytes for lithium batteries and electrochromic 
(EC) devices after adding lithium salt. Solid-state polymer films 
have no or very limited problems with leakage or pressure-related 
distortions compared with liquid state polymer. Additionally, they 
have good contact with the electrodes, simple preparation in dif-
ferent forms and good mechanical as well as adhesive properties. 
Moreover, their great thermal stability, low flammability, and the 
ease of processing make them supreme materials as electrolyte. 

Solid-state nanocomposite polymer based electrolytes include 
solid polymers and composite materials which typically include 
oxide nanoparticles. Figure 1 shows the schematic of the compos-
ite polymer electrolyte for EC window. These metrics consist of a 
host polymer, a lithium salt, one or more aprotic solvents and 
oxide nanoparticles. The motion of polymer side chains serves a 
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lithium ion transport function. The lithium salt provides lithium 
ions. The aprotic solvent is the media used to dissolve the lithium 
salt. Oxide nanoparticles act as mechanical support for the electro-
lyte films. In addition, their presence serves to disrupt regular 
polymer ordering, which facilitates polymer chain motion and 
enhances ion transport. 

Solid-state nanocomposite polymer electrolytes have been stud-
ied and methods are reported to improve mechanical stability. This 
can be achieved by adding ceramic fillers to the host polymer 
[1–10]. Many reports have results about PMMA-based polymer 
electrolytes [2, 3, 7–9, 11–32]. PMMA has drawn a lot of attention 
because it has been widely used for its stiffness and clarity in many 
industrial applications. The evaluation of mechanical properties of 
solid-state nanocomposite polymer electrolyte films is very impor-
tant for windows application. Load and depth sensing 
nanoindentation are the most suitable methods to determine the 
hardness, elastic modulus of thin films [33–35]. However, 
nanocomposite polymer electrolyte films for EC windows applica-
tion also need high optical properties. Thus, a series of experiments 
mainly including PMMA and fumed silica have been carried out. 

There are many ways to prepare polymer electrolyte films such 
as spin coating [2, 5], dip coating [8], and tape casting [1, 9, 12, 18, 
26]. However, those processes are not suitable to apply into large 
size window applications and for large-scale production of polymer 
electrolyte films. The spin coating technique wastes too much 
because it has only 2%–3% chemical usage. This approach has limi-
tation on spin speed for large glass size and not good for inline pro-
duction. The dip coating approach is a slow process which is 
difficult to overcome edge effect, and requires a reservoir of solution 
for the substrate to be immersed in. Moreover, the volume of the 
solution is far greater than the volume of the substrate and can lead 
to a high quantity of solution wastage. Tape casting procedure can-
not make films below 10s of microns and patterning is not possible. 

Authors’ team has been looking at the potential of ultrasonic 
spray deposition (USD) for the large-scale production of EC 
devices. There are lots of advantages of USD such as low cost, 
high chemical usage, easy to adapt different chemistries into this 
technique and operate under atmospheric pressure. In this study, 
different percentages of PMMA and different percentages of 
fumed silica in dimethyl carbonate (DMC) solution have prepared 
and ultrasonic sprayed to produce nanocomposite thin films which 
can be used as electrolyte after addition of lithium salt. Annealing 
procedure was also studied to improve the optical property. Sur-
factant (cetyltrimethylammonium bromide [CTAB]) was added to 
help for good dispersion of fumed silica nanoparticles. The thick-
ness and uniformity of the films are also studied in this work. 
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FIG. 1. Schematic of the composite polymer electrolyte in EC window. 
[Color figure can be viewed at wileyonlinelibrary.com] 

Mechanical properties such as hardness and elastic modulus are 
examined by nanoindentation. 

EXPERIMENTAL 

Preparation of Polymer and Nanocomposite Polymer Solution 

Polymer solutions were prepared by dissolving polymethyl 
methacrylate (PMMA, Aldrich, Mw: 996,000) in DMC (Aldrich) 
through stirring several hours until clear solutions were formed. 
Nanocomposite polymer solutions were prepared by adding poly-
mer and fumed silica (Aldrich, A200) and also stirred for several 
hours until clear solutions were formed. CTAB (Aldrich) was 
added with the same amount of fumed silica into the 
nanocomposite solution if needed. 

Preparation of Nanocomposite Polymer Films 

The polymer solution or nanocomposite polymer solution was 
transferred into a syringe and delivered to the ultrasonic spray 
nozzle at a flow rate of 0.25 mL/min using Fluid Metering Inc. 
VMP TRI Pulseless “Smoothflow” pump. The ultrasonic spray 
system was obtained from Sono-Tek Corporation and consisted of 
a model 8700-120 spray head that operated at a frequency of 
120 kHz. The spray nozzle had a 0.230 in. diameter conical tip 
and 0.015 in. diameter orifice that was fitted with the impact sys-
tem for gas-driven spray delivery. The atomized mist was 
entrained in a stream of nitrogen whose flow rate was fixed at 6.9 
slm using an electronic mass flow controller (Omega FMA 1818). 
This aerosol was directed onto FTO-coated glass (TEC-15, Pil-
kington) positioned 5 cm below the nozzle under ambient condi-
tions. Before deposition, all substrates were cleaned with an 
isopropanol-soaked clean-room wipe, blown dry with nitrogen, 
and then placed in an oxygen plasma (800 mtorr, 155 W) for 
5 min. Samples were mounted on a computer controlled stage 
which rastered them through the deposition zone for desired spray 
coats. Then the polymer or nanocomposite polymer films were 
annealed on a hot plate at desired temperature [36, 37]. 

Optical Property Measurement 

Optical transmission was evaluated by ultraviolet–visible spec-
troscopy (Stellernet SD200). The contribution of a clean fluorine-
doped tin oxide (FTO) substrate was background subtracted, so 
that the reported optical response reflects only contributions from 
the films. 

Mechanical Property Measurement 

The elastic modulus and hardness were measured by using 
MTS Nano Indenter XP with a Micro Start Technology, 
Berkovich indenter (TB9818). The measurement mode is dis-
placement control and a silica chip (hardness: 72 GPa) as stan-
dard. The nanocomposite polymer films thickness is intention to 
deposit 3 μm to avoid substrate effect. 

Film Thickness Measurement 

A profilometer, TENCOR P-10 surface profiler, is used to 
measure the thickness of the nanocomposite films. 

RESULTS AND DISCUSSION 

Polymer Film Thickness and Transmission 

For applying the USD method, three parameters including flow 
rate, solution concentration, and spray coat layers can be con-
trolled individually. At a constant flow rate of 0.25 mL/min and 
10 coats, it is found that the thickness of the PMMA film depends 
linearly on the PMMA concentration (Fig. S1). For the same coat-
ing layers, the resulting polymer film thickness increases with 
flow rate and films obtained from the higher PMMA concentra-
tion results in thicker film (Fig. S2). Under the same flow rate of 
0.25 mL/min and spray coats, the thickness of the PMMA film is 
proportion to the concentration of PMMA in the prepared solution 
(Fig. S3). Next, the molecular weight of PMMA is changed from 
996,000 to 120,000, the tendency of film thickness with respect to 
spray coat, flow rate, and concentration is the same, as shown in 
Figs. S4–S6. For the same spray coats, the thickness of PMMA 
film is raised with flow rate and concentration (Fig. S4). Fixing 
the flow rate, the final film thickness of PMMA is boosted with 
spray coats and concentration (Fig. S5). The PMMA film thick-
ness is elevated with the concentration of PMMA if the flow rate 
and spray coats are maintained the same (Fig. S6). 

It is important to know the transmission of PMMA films after 
USD if they are considered as candidates for EC windows applica-
tion. When the concentration of PMMA is increased from 0.25%, 
0.5%, 0.75% to 1%, the transmission is decreased in order (Fig. S7). 
In Fig. S8, the transmission shows degradation from around 80% 
down to 60% (650 nm) when the PMMA (Mw: 120,000) films gain 
more spray coats from 10 to 50 coats at constant concentration 
(0.25%) and flow rate (0.25 mL/min). When the PMMA (Mw: 
120,000) concentration is moved up to 0.5%, the transmissions of 
the films have the same trend as those deposited from 0.25%, which 
is reduced from around 80% to 60% (Fig. S9). Based on Figs. S9 
and S6, the thicknesses of PMMA (MW:120,000) increase from 
around 165 nm (0.25%) to 350 nm (0.5%) but the optical transmis-
sion do not change too much, which indicates the transmission has 
little correlation with PMMA concentration (under 0.5%) for films 
prepared from low molecular weight of PMMA. 

The Annealing Effect on Polymer Films 

To improve the transmission, we annealed the films at 300�C 
which is the glass transition temperature of PMMA (Mw: 
996,000) for 10 min. It can be found that the film thickness uni-
formity was improved along with the improvement of transmis-
sion. Figure S10 shows the film thickness prepared from 0.1%, 
0.25%, and 0.5% PMMA (Mw: 996,000) solutions at 0.25 mL/ 
min with 10 coats before and after annealing at 300�C. It clearly 
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FIG. 2. 0.5% PMMA (Mw: 996,000) transmission before 300�C. [Color fig-
ure can be viewed at wileyonlinelibrary.com] 

shows that the thickness of films prepared from 0.1% and 0.25% 
do not change much after annealing. However, a significant 
decreased of PMMA films thickness at 0.5% PMMA concentra-
tion after annealing procedure, especially at the film with 
0.25 mL/min flow rate compared with 0.5 mL/min. It also shows 
PMMA (Mw: 996,000) films with 0.25% concentration and 
10 spray coats have much less change after annealing (see 
Fig. S11). This result demonstrates that PMMA (Mw: 996,000) 
films with 0.25% concentration and 10 spray coats at 0.25 mL/ 
min have good film thickness stability because less stress 
remained in the films and can lead to less deformation after 
annealing process. 

When films prepared from 0.5% PMMA solution with 50 coats 
at a flow rate (0.25 mL/min) also exhibit an apparent thickness 
reduction after annealing (see Fig. S12). The result indicates a 
preferable USD parameter of PMMA (Mw: 996,000) is 0.25% 
concentration, 10 spray coats, and 0.25 mL/min flow rate. The 
uniformity of PMMA films also can be enhanced after annealing, 
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FIG. 4. The transmission of 20 coats PMMA with different volume fractions 
of A200. [Color figure can be viewed at wileyonlinelibrary.com] 

and this situation can be seen more clearly at 0.1% concentration 
with 0.5 mL/min and 0.5% concentration with 0.25 mL/min in 
Fig. S11 and 0.1% concentration with 10 coats and 0.1% concen-
tration with 50 coats in Fig. S12. 

The optical transmission of PMMA (Mw: 996,000) films with 
0.1% concentration with different spray coats and flow rate before 
(Fig. S13) and after annealing (Fig. S14) emphasize that the more 
spray coats (50 coats) results in lower transmission (down to 
around 60%). Fortunately, the transmission can be restored 
through annealing method at 300�C and get back to above 80%. 
The optical transmission of PMMA (Mw: 996,000) films with 
0.25%, different spray coats and flow rate in the conditions of 
before (Fig. S15) and after annealing (Fig. S16) also illustrate the 
same conclusion as Figs. S13 and S14, an improved transmission 
to 90%. Figure 2 is the transmission of films with 0.5% concen-
tration before annealing, and also eventually enhanced to 90% 
after annealing (Fig. 3). 

The Transmission and Thickness of Nanocomposite Polymer Films 

Similarly, it is crucial to study the transmission and thickness 
of nanocomposite polymer films. Figure 4 is the transmission of 
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FIG. 5. Thickness of PMMA with different volume fractions. 
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nanocomposite films with 5, 10, 15, 20, and 25 vol% of fumed 
silica (A200) in 0.5% PMMA (Mw: 996,000) at flow rate of 
0.25 mL/min and 20 coats. Figure S17 is the transmission of films 
with same parameters as Fig. 4 but with 40 coats. Obviously, the 
nanocomposite films with higher loading of fumed silica exhibit 
lower transmission. Figure 5 is the nanocomposite film thickness 
of 0, 10, and 20 vol% fumed silica in 0.5% PMMA (Mw: 
996,000) at flow rate of 0.25 mL/min, 20 and 40 spray coats. The 
addition of fumed silica does not change the thickness of 
nanocomposite. 

The reason why the addition of fumed silica reduces transmis-
sion is due to the aggregation of fumed silica in the 
nanocomposite films. To avoid the aggregation, a surfactant 
(CTAB) was added to help disperse the fumed silica 
nanoparticles. The amount of surfactant is the same as fumed sil-
ica. Figure 6 is the transmission of 10, 15, 20, and 25 vol% of 
fumed silica (A200) and CTAB in 0.5% PMMA (Mw: 996,000) 
films at flow rate of 0.25 mL/min, and 20 spray coats. After 
adding the surfactant, the transmission was increased from 80% to 
90%. However, the film with 25 vol% fumed silica still has low 

FIG. 7. Film hardness of PLD PMMA and USD PMMA with different vol-
ume fractions fumed silica. [Color figure can be viewed at 
wileyonlinelibrary.com] 

FIG. 8. Film elastic modulus of PLD PMMA and USD PMMA with differ-
ent volume fractions fumed silica. [Color figure can be viewed at 
wileyonlinelibrary.com] 

transmission, which is due to the inefficient dispersion of fumed 
silica nanoparticles at high loading amount. The aggregations of 
fumed silica block the transparency and reduce the transmission 
of nanocomposite polymer films. 

Mechanical Properties of Nanocomposite Polymer Films 

The addition of fumed silica nanoparticles into PMMA matrix 
improving the mechanical properties is due to the strong interac-
tion between PMMA and silica nanoparticles. The residual 
hydroxyls on the fumed silica and carbonyl groups on the poly-
mer chains are the major source of these interactions. High sur-
face area of fumed silica nanoparticles also promote the 
mechanical strength of nanocomposite films through existing huge 
amount of hydrogen bonding among silica and PMMA [38]. 

Hardness and elastic modulus are two important mechanical 
properties of polymer composite films. For the application of EC 
windows, acting as an electrolyte of a window, the polymer elec-
trolyte need to have enough strength to resist the deformation. 
Comparison of the hardness and elastic modulus with literature is 
carried out. The PMMA films in this study are intended to be 
deposited with better mechanical properties than commercial bulk 
PMMA films [39]. Figure 7 displays the hardness of PMMA 
(Mw: 996,000) with different volume fraction fumed silica and 
CTAB. The hardness of pure PMMA film is around 0.28 GPa and 
there is no big improvement of hardness when we add fumed sil-
ica. Compare with pulsed laser deposited (PLD) PMMA film of 
0.075 GPa [39], nanocomposite polymer films in this research 
have pretty good hardness. The elastic modulus of our 
nanocomposite polymer films are around 6.5 GPa as shown in 
Fig. 8 and are much better than PLD PMMA films. Our hardness 
and elastic modulus are also close to Mammeri’s work [40], hard-
ness, and elastic modulus of PMMA/SiO2 hybrid films on glass 
substrates around 0.5 and 7.6 GPa. 

CONCLUSIONS 

Thickness, transmission, and mechanical properties of 
nanocomposite polymer films based on PMMA and fumed silica 
nanoparticles deposited by using USD are studied. The film 
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uniformity and transmission are improved by annealing at the 
glass transition temperature of polymer host. The addition of 
fumed silica hinders the transmission of films. Nanocomposite 
polymer films with 90% transmission are produced by adding a 
surfactant (CTAB) to help dispersing the fumed silica 
nanoparticles. The mechanical properties investigations show the 
nanocomposite polymer films exhibit superior hardness and elastic 
modulus than commercial PMMA films. The nanocomposite poly-
mer film based on PMMA and fumed silica nanoparticles pre-
pared by USD is a promising candidate of solid-state electrolyte 
for EC windows application. 

ACKNOWLEDGMENTS 

This research was founded by National Science Foundation 
of USA through award DMR-0820518, the Department of 
Energy of USA under subcontract DE-AC36-08GO28308, and 
the Ministry of Science and Technology of Taiwan (MOST 
108-2218-E-239-003). 

REFERENCES 

1. S. Rajendran and T. Uma, Mater. Lett., 45, 191 (2000). 

2. F. Mammeri, L. Rozes, C. Sanchez, and E. Le Bourhis, J. Sol-
Gel Sci. Technol., 26, 413 (2003). 

3. C.O. Avellaneda, D.F. Vieira, A. Al-Kahlout, S. Heusing, E. 
R. Leite, A. Pawlicka, and M.A. Aegerter, Sol. Energy Mater. 
Sol. C, 92, 228 (2008). 

4. S. Ahmad, M. Deepa, and S.A. Agnihotry, Sol. Energy Mater. 
Sol. C, 92, 184 (2008). 

5. N. Patra, A.C. Barone, M. Salerno, G. Caputo, D. Cozzoli, and 
A. Athanassiou, Adv. Mater. Res., 67, 209 (2009). 

6. V. Aravindan and P. Vickraman, Polym. Eng. Sci., 49, 2109 (2009). 

7. J.W. Zhang, X.B. Huang, H. Wei, J.W. Fu, Y.W. Huang, and X. 
Z. Tang, J. Appl. Electrochem., 40, 1475 (2010). 

8. J. Alvarado-Rivera, J. Munoz-Saldana, and R. Ramirez-Bon, 
J. Sol-Gel Sci. Technol., 54, 312 (2010). 

9. S. Ramesh and L.C. Wen, Ionics, 16, 255 (2010). 

10. G. Liang, J. Xu, W. Xu, X. Shen, Z. Bai, and M. Yao, Polym. 
Eng. Sci., 51, 2526 (2011). 

11. Y.T. Chun, M. Neeves, Q. Smithwick, F. Placido, and D. Chu, 
Appl. Phys. Lett., 105, 193301 (2014). 

12. J.M.C. Puguan, J. Chung, and H. Kim, Electrochim. Acta, 196, 
236 (2016). 

13. M.-H. Lee, H.J. Kim, E. Kim, S.B. Rhee, and M.J. Moon, Solid 
State Ion., 85, 91 (1996). 

14. R. Kumar and S.S. Sekhon, J. Appl. Electrochem., 39, 439 (2009). 

15. K.W. Chew, C.G. Tan, and Z. Osman, Int. Conf. Adv. Mater. 
Nanotechnol., 2007(1217), 124 (2010). 

16. K.W. Chew, S.S. Chen, W.L. Pang, C.G. Tan, and Z. Osman, 
Int. Conf. Adv. Mater. Nanotechnol., 2007(1217), 246 (2010). 

17. S. Rajendran, V.S. Bama, and M.R. Prabhu, Ionics, 16, 283 
(2010). 

18. N.H. Idris, M.M. Rahmana, J.-Z. Wang, and H.-K. Liu, J. Power 
Sources, 201, 294 (2012). 

19. R. Kumar and S.S. Sekhon, Ionics, 19, 1627 (2013). 

20. R. Kumar, Indian J. Phys., 89, 241 (2014). 

21. G.P.T. Ganesh, R. Ravi, and B. Deb, Sol. Energy Mater. Sol. C, 
140, 17 (2015). 

22. G. Cai, P. Darmawan, M. Cui, J. Chen, X. Wang, A.L. Eh, 
S. Magdassi, and P.i.S. Lee, Nanoscale, 8, 348 (2016). 

23. R. Sharma, A. Sil, and S. Ray, Polym. Compos., 37, 1936 
(2016). 

24. M.D. Roch, Y. He, X. Diao, and A. Rougier, Sol. Energy. Mater. 
Sol. C, 177, 57 (2018). 

25. J. Guo, M. Wang, Z.-B. Zhang, G. Dong, F. Liu, H. Wang, 
H. Yu, Y. Xiao, J. Liu, and X. Diao, Sol. Energy Mater. Sol. C, 
178, 193 (2018). 

26. P. Pal and A. Ghosh, Electrochim. Acta, 260, 157 (2018). 

27. T. Xu, J. Li, R. Gong, Z. Xi, T. Huang, L. Chen, and T. Ma, 
Ionics, 24, 2621 (2018). 

28. C. Dulgerbaki, N.N. Maslakci, A.I. Komur, and A.U. Oksuz, 
Eur. Polym. J., 107, 173 (2018). 

29. R.A.G. Whba, L. Tian Khoon, M.S. Su’ait, M.Y.A. Rahman, and 
A. Ahmad, Arab. J. Chem., 18, 30231 (2018). 

30. N. Pullanjiot and S. Swaminathan, Sol. Energy, 186, 37 (2019). 

31. C.C. Sun, A.H. You, and L.L. Teo, J. Polym. Eng., 39, 612 
(2019). 

32. S. Sharma, D. Pathak, N. Dhiman, R. Kumar, and M. Kumar, 
Surf. Innov., 7, 51 (2019). 

33. J. Malzbender, J.M.J. den Toonder, A.R. Balkenende, and G. 
de With, Mater. Sci. Eng. R, 36, 47 (2002). 

34. F. Mammeri, E. Le Bourhis, L. Rozes, and C. Sanchez, J. Mater. 
Chem., 15, 3787 (2005). 

35. A. Ferchichi, S. Calas-Etienne, M. Smaihi, G. Prevot, 
P. Solignac, and P. Etienne, J. Mater. Sci., 44, 2752 (2009). 

36. C.-P. Li, F. Lin, R.M. Richards, C. Engtrakul, R.C. Tenent, and 
C.A. Wolden, Sol. Energy Mater. Sol. C, 121, 163 (2014). 

37. C.-P. Li, C. Engtrakul, R.C. Tenent, and C.A. Wolden, Sol. 
Energy Mater. Sol. C, 132, 6 (2015). 

38. M.A. Zulfikar, A.W. Mohammad, and N. Hilal, Desalination, 
192, 262 (2006). 

39. E. Suske, T. Scharf, P. Schaaf, E. Panchenko, D. Nelke, 
M. Buback, H. Kijewski, and H.U. Krebs, Appl. Phys. A-Mater., 
79, 1295 (2004). 

40. F. Mammeri, E. Le Bourhis, L. Rozes, and C. Sanchez, J. Eur. 
Ceram. Soc., 26, 259 (2006). 

DOI 10.1002/pen POLYMER ENGINEERING AND SCIENCE—2019 5 

Pursuant to the DOE Public Access Plan, this document represents the authors' peer-reviewed, accepted manuscript. 
The published version of the article is available from the relevant publisher.


	 Optical and Mechanical Properties of Nanocomposite Films Based on Polymethyl Methacrylate (PMMA) and Fumed Silica Nanopart...
	INTRODUCTION
	EXPERIMENTAL
	Preparation of Polymer and Nanocomposite Polymer Solution
	Preparation of Nanocomposite Polymer Films
	Optical Property Measurement
	Mechanical Property Measurement
	Film Thickness Measurement

	RESULTS AND DISCUSSION
	Polymer Film Thickness and Transmission
	The Annealing Effect on Polymer Films
	The Transmission and Thickness of Nanocomposite Polymer Films
	Mechanical Properties of Nanocomposite Polymer Films

	CONCLUSIONS
	ACKNOWLEDGMENTS
	REFERENCES




