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Mitigating Supply-Demand mismatch is critical for smooth power grid operation. Traditionally, load cur-

tailment techniques such as Demand Response have been used for this purpose. However, these cannot be

the only component of a net-load balancing framework for Smart Grids with high PV penetration. These

grids sometimes exhibit supply surplus causing over-voltages. Currently, these are mitigated using voltage

manipulation techniques such as Volt-Var Optimizations which are computationally expensive, thereby in-

creasing the complexity of grid operations. Taking advantage of recent technological developments that

enable rapid selective connection of PV modules of an installation to the grid, we develop a unified net-load

balancing framework which performs both load and solar curtailment. We show that when the available

curtailment values are discrete, this problem is NP-hard and develop bounded approximation algorithms.

Our algorithms produce fast solutions, given the tight timing constraints required for grid operation while

ensuring that practical constraints such as fairness, network capacity limits, etc. are satisfied. We also develop

an online algorithm which performs net-load balancing using only data available for the current interval.

Using both theoretical analysis and practical evaluations, we show that our net-load balancing algorithms

provide solutions which are close to optimal in a small amount of time.

CCS Concepts: • Hardware→ Smart grid; • Theory of computation → Packing and covering problems;

Additional Key Words and Phrases: Net-Load Balancing, Smart Grid, Discrete Curtailment, Approximation

Algorithms

ACM Reference Format:
Sanmukh R. Kuppannagari, Rajgopal Kannan, and Viktor K. Prasanna. 2018. Optimal Discrete Net-Load

Balancing in Smart Grids with High PV Penetration. ACM Trans. Sensor Netw. , (April 2018), 31 pages.

https://doi.org/0000001.0000001

∗
This work has been funded by the U.S. National Science Foundation under grant number ACI 1339756 and the Department

of Energy (DoE) under award number DE-EE0008003. This is work is an extended version of the conference paper with

similar title published in Buildsys 2017.

Authors’ addresses: Sanmukh R. Kuppannagari, Ming Hsieh Department of Electrical Engineering, University of Southern

California, Los Angeles, CA-90089, kuppanna@usc.edu; Rajgopal Kannan, US Army Research Lab, 12015 Waterfront Drive,

Playa Vista, CA-90094, rajgopal.kannan.civ@mail.mil; Viktor K. Prasanna, Ming Hsieh Department of Electrical Engineering,

University of Southern California, Los Angeles, CA-90089, prasanna@usc.edu.

Permission to make digital or hard copies of all or part of this work for personal or classroom use is granted without fee

provided that copies are not made or distributed for profit or commercial advantage and that copies bear this notice and the

full citation on the first page. Copyrights for components of this work owned by others than the author(s) must be honored.

Abstracting with credit is permitted. To copy otherwise, or republish, to post on servers or to redistribute to lists, requires

prior specific permission and/or a fee. Request permissions from permissions@acm.org.

© 2018 Copyright held by the owner/author(s). Publication rights licensed to Association for Computing Machinery.

1550-4859/2018/4-ART $15.00

https://doi.org/0000001.0000001

ACM Transactions on Sensor Networks, Vol. , No. , Article . Publication date: April 2018.

https://doi.org/0000001.0000001
https://doi.org/0000001.0000001


:2 Kuppannagari et al.

1 INTRODUCTION
Electrical power grids have undergone a drastic transformation since the 1970s in terms of both

scale and complexity [46]. Technological advances such as the use of bi-directional AMI meters,

allowing real time remote monitoring and control, have transformed them into smart grids [36].

Adoption of distributed solar energy has increased dramatically due to the falling cost of solar

PVs. The installed prices of U.S. residential and commercial PV systems declined 5-7% on average

during 1998-2011 [3]. As per the DoE SunShot vision document, solar generated power is expected

to grow to 14% of the total power supply in 2030 and 27% by 2050 [45].

Ensuring the matching of demand (load) and supply in a smart grid, also known as net-load

balancing, is a critical grid operation. However, the increase in available power supply from solar

energy is opening up new challenges in net-load balancing [13]. Solar energy is heavily influenced

by the ever changing weather conditions. This high variability in solar generation can lead to

frequent demand-supply mismatches. This is especially pronounced in a distribution grid where

a significant portion of supply comes from solar generation. This mismatch, if left unmitigated,

can lead to 1) blackouts, if the demand is higher than the generation or 2) cause over-voltages and

equipment tripping requiring manual intervention, if generation is higher than demand [23].

Load curtailment techniques for net-load balancing have been studied widely [9]. However, the

issue of surplus supply must also be addressed to avoid over-voltages. Voltage Var Optimization

(VVO) is a technique used tomitigate the over-voltage problem. VVOworks by injecting the required

amount of reactive power to reduce voltages to within the tolerable range [37]. Grid operations

have tight timing constraints and require solutions with low response time. Calculating the right

amount of reactive power to be injected at each node of the grid requires solving Optimal Power

Flow (OPF) equations, which are not scalable [37]. New PV technology has opened up avenues for

performing solar curtailment with low response time. This is enabled by mechanisms to control

the power injected into the grid from a solar PV installation, which consists of several individual

PV modules. Such mechanisms include either controlling the operating voltage of each individual

PV module resulting in continuous curtailment [32], or (dis)connecting a subset of PV modules

leveraging the micro-inverters at the installation resulting in discrete curtailment [23]. Controlling

the voltage requires specialized inverters with fine grained control. For some scenarios, such fine

grained control might not be available due to the limitations of inverter technology. To address

such scenarios, we leverage the coarse grained control capability provided by the micro-inverters.

For each PV installation, this provides us with a discrete set of solar curtailment strategies.

In this work, we develop a net-load balancing framework which can perform both supply and

demand curtailment over a horizon. Determining load or supply curtailment strategies when each

strategy exhibits a discrete curtailment value is, as we show in this work, an NP-hard problem.

Current techniques for curtailment strategy selection provide computationally expensive optimal

solutions or faster heuristics with no optimality bounds. In contrast, we develop fast and optimal

net-load balancing algorithms as a core component of our framework. Our algorithms minimize

the cost of curtailment while ensuring that several practical constraints such as satisfying the

network capacity constraints, achieving the curtailment target, fairness etc. are met. We explicitly

model the smart grid network to ensure that our solutions satisfy the network capacity constraints.

We also develop an online heuristic to address scenarios where load and generation predictions

for the entire horizon are not available beforehand. Using both theoretical analysis and practical

evaluations, we show that the solutions provided by our net-load balancing algorithms are both

scalable and near optimal.

This work is an extension of a conference paper [29] with similar title. The significant exten-

sions/changes are as follows:
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• We explicitly model the smart grid network in this work and provide two solutions which

perform net-load balancing taking into account the network capacity constraints.

• We show how we can model the storage so that it can be incorporated in our algorithms

without adversely affecting the runtime complexity of our algorithms.

• We improve the results and analysis by evaluating the improvement in PV penetration that

can be achieved by using our minimum cost net-load balancing algorithm (Section 5.2). We

also include the results and analysis of the new solutions developed to account for network

capacity constraints.

• We provide detailed analysis for the new solutions developed to account for network capacity

constraints.

2 RELATEDWORKS
Significant literature exists on performing net-load balancing using load curtailment techniques

such as Demand Response (DR). The key idea is to ‘shift’ the loads away from high demand periods.

We refer the readers to the survey paper [48] which performs an exhaustive study of the DR

techniques developed in the literature. The framework developed in this work is a centralized direct

control based technique better suited for micro-grid such as University/Industrial campus, hence

we list a few relevant works which fall under this category.

Techniques which focus on centralized direct control based load curtailment fall into two broad

categories. The first category consists of stochastic optimization based approaches such as [25, 30]

and [16]. One limitation of such approaches is that they require a large number of nodes to ensure

that the targeted curtailment is met with high probability – this may not always be feasible [27].

Another approach is deterministic load curtailment in which nodes adopt curtailment strategies.

In the real world (including our campus microgrid experience), strategies have discrete curtail-

ment values. Nodes (buildings) can choose strategies from the strategy space such that the total

curtailment objective is satisfied while other practical constraints are met. The strategy selection

problem, in general, is NP-hard and hence it is difficult to get exact results in a reasonable amount of

time. There are two approaches that focus on deterministic load curtailment with nodes exhibiting

discrete curtailment values. The first is to forgo accuracy guarantees in favor of performance.

Techniques such as [40], [33], [50] and [41] develop fast algorithms which can have arbitrarily

large errors in the objective function (utility maximization, cost minimization etc.). Authors in [40]

develop a genetic algorithm based heuristic while [50] presents a heuristic based on change making.

The algorithm developed in [41] uses Linear Programming whose solutions need to be rounded to

integral values and can have large errors (unbounded integrality gap). The second approach is to

provide computationally expensive exact solutions, for example, [19], [35], [14], [49], [17] and [12],

where the authors use Integer/Mixed Integer Linear/Non-Linear Programming for their algorithm.

Previously, we developed polynomial time approximation algorithms for “Sustainable” Demand

Response in which aggregate curtailment was bounded over intervals of the DR event [27, 28].

However, we did not consider net-load balancing along with fairness and curtailment cost objectives,

as proposed.

Load Curtailment techniques are ineffective when supply due to solar PVs exceeds the demand.

If this is left unmitigated, it causes over-voltages in the system leading to failures. Several works

perform reactive solar curtailment in response to rising voltage. VVO [37] increases reactive power

to lower the voltage due to real power while iPlug curtails the solar energy input to the grid by

redirecting it to charge storage or coordinate with local demand ramp-up resources [39]. The

authors in [32, 43, 47] achieve continuous curtailment from solar PVs by running them at voltages

other than the Maximum Power Point (MPP). This requires fine grained control of the solar panels.

For some scenarios, fine grained control might not be available due to limitations of inverter
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technology. Our work addresses such scenarios through a curtailment model that handles a discrete

set of curtailment values and provides bounded polynomial time approximations for achieving

discrete curtailment targets. As mentioned in [23], discrete solar curtailment can be performed by

simply disconnecting individual PV modules using the micro-inverters installed at PV installations.

As opposed to the technique developed in [23], which is reactive to over-voltages, we perform

proactive solar curtailment.

3 OUR CONTRIBUTIONS
Our work tries to address the limitations of the current frameworks by making the following

contributions:

(1) To the best of our knowledge, ours is the first work to develop a curtailment strategy selection

framework which can perform discrete solar curtailment pro actively to avoid over-voltages.

(2) We develop a unified framework which performs both discrete load and solar curtailment

while ensuring the network capacity constraints are satisfied. This greatly simplifies the

overheads involved in grid management for the operator.

(3) We show that the problem of discrete curtailment strategy selection is NP-Hard and develop

algorithms which are fast and provide worst case accuracy guarantee. Hence, we can simul-

taneously achieve the conflicting goals of accuracy and computational tractability with an

ability to trade-off one for the other.

(4) We incorporate the notion of fairness into our algorithms and also develop an online algorithm

for the cases when forecasts for the entire horizon are unavailable.

(5) We model the smart grid network and develop algorithms which perform net-load balancing

while ensuring the network capacity constraints are satisfied.

(6) We model storage to incorporate into the algorithms developed without significantly affecting

the computational complexity.

4 NET-LOAD BALANCING IN SMART GRIDS
4.1 Motivation
The Smart Grid that we consider in this work consists of several demand nodes: consumers of

electricity, and supply nodes: electricity producers. The supply nodes are the customers who have

solar PVs installed. A node can act both as a demand node and a supply node. The Smart Grid has

a high PV penetration i.e., the supply from solar PVs under normal weather conditions meet the

demand of the consumers for most of the day. We assume that during night or during extremely

unfavorable weather conditions, conventional sources of electricity are used to meet the demand.

Mitigating supply-demand mismatch within tight timing constraints is critical for smooth opera-

tion of a smart grid. As shown in Figure 1, during several intervals of the day, such as regions 1 and

3, the demand of the consumers can exceed the solar supply. This can cause blackouts in the grid.

Demand curtailment strategies need to be adopted during such intervals to avoid blackouts. The

other extreme is shown using region 2 in Figure 1. These are the intervals in which the supply due

to solar PVs exceeds the demand. This can cause over-voltages in the grid leading to the tripping of

fault prevention devices [23]. Under this scenario, supply curtailment strategies are required.

We assume there exists a centralized grid operator with the capability of remotely switching

a node into a curtailment strategy. A general framework which performs both load and supply

curtailment greatly simplifies grid management for the grid operator.
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4.2 Demand Curtailment Strategies
The demand curtailment model considered in this work is based on a real world Demand Response

implementation in USC’s Campus Microgrid [26]. In the Smart Grid, each demand node is associated

with several demand curtailment strategies. Examples of strategies include Global Zone Temperature

Reset (GTR), Variable Frequency Drive Speed Reset (VFD), Equipment Duty Cycling (Duty) and

their combinations [26]. Each curtailment strategy for each node in a given time interval exhibits a

discrete curtailment value. This complicates the problem as Linear Programming based techniques,

which are both fast and optimal can no longer be used. This value can be predicted using algorithms

mentioned in [10]. Each node is also associated with a default curtailment strategy of curtailment

value 0. Hence, if a node has no curtailment strategy available or does not participate in demand

curtailment, we assume that it follows the default strategy. Demand curtailment is known in the

literature as Demand Response [8].

4.3 Solar Curtailment Strategies
Each supply node i.e., a node with PV installation in the Smart Grid consists of several solar panels

(each solar panel is called a module). Traditionally, modules are connected in series to an inverter

which in turn is connected to the grid. However, this topology affects the efficiency of the PV

system as the inverter conditions the output according to the poorest performing module [23].

Therefore newer designs, in which each module is independently connected to a micro-inverter are

becoming increasingly popular [18].

Technically, each micro-inverter of a PV installation is an independent grid connected generator,

turning the PV installation into a segmented generator with discrete generation output. The

maximum output of the PV installation will occur when all the solar panels are allowed to feed

into the grid. However, at any given time, micro-inverters can be configured such that only a

subset of PV modules are connected to the grid. Our objective is to exploit this capability by

controlling the micro-inverter configuration and enabling discrete curtailment of supply. We refer

the reader to [23] for more details on utilizing micro-inverters for solar curtailment. Note that the

technique developed in [23] is a reactive technique which reacts to voltage increase and requires

high frequency voltage sampling. Our technique is a proactive technique which avoids an increase

in voltage by reducing supply in advance.
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4.4 Curtailment Cost
Each curtailment strategy for each node is associated with a cost value as curtailment leads to a loss

in utility. These costs are determined by the grid operator to reflect the loss. Typically, the costs are

some function of the curtailment value e.g., if a node, by following a strategy curtails γ , then the

cost of this strategy will be f (γ ), where f is some function determined by the grid operator. Linear

and quadratic functions are commonly used cost functions in grid operations. The objective of our

framework is to minimize cost while performing net-load balancing.

Smart Grid model 

Calculate aggregate consumption 
and prediction for each interval 

Identify curtailment horizons 

Identify load curtailment targets 
and generate curtailment and 

cost matrices 

Identify supply curtailment 
targets and generate curtailment 

and cost matrices 

Run Net Load Balancing 
Algorithm for load curtailment 

strategy selection 

Run Net Load Balancing Algorithm 
for supply curtailment strategy 

selection 

Load > 
Supply 

For Each Curtailment Horizon 

Load Curtailment Strategies Supply Curtailment Strategies 

Fig. 2. High Level Overview of Net-Load Balancing Framework

4.5 Net-Load Balancing Framework
In this work, we develop a generalized framework which performs net-load balancing by selecting

load or supply curtailment strategies. We define net-load balancing horizon as the time horizon

during which the net-load balancing framework is used. Net-load balancing horizon is divided into

several smaller curtailment horizons. A curtailment horizon is defined as a period of time during

which either demand is higher than the supply requiring a demand curtailment or vice-versa.

4.5.1 Model. In our net-load balancing framework, each supply node of the Smart Grid is

associated with a generation prediction model such as ARIMA+ANN ensemble [38]. Similarly, each

demand node is associated with a demand prediction model such as ARIMA [11]. Each node is also

associated with a curtailment prediction model [10]. Determining the best prediction model for

each node is a separate research topic and is out of the scope of this work. This work uses historical

load, generation and curtailment prediction data.

4.5.2 Method. The flow chart in Figure 2 gives a high level overview of our net-load balancing

framework. The framework determines the aggregate load and supply for each interval in the net-

load balancing horizon. It then identifies a list of load curtailment horizons and supply curtailment

horizons and the respective curtailment targets (curtailment target calculation is discussed in

Section 5.1). For each interval of every curtailment horizon, the net-load balancing framework uses

the curtailment prediction models to determine discrete curtailment values for each node. Using

the discrete curtailment values, it also generates the cost values associated with them. Then, for

each curtailment horizon, it runs one of the net-load balancing algorithms detailed in Section 5.
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Table 1. List of Variables in the Models

Variable Meaning

M Number of nodes

N Number of curtailment strategies

T Number of time intervals in curtailment horizon

γbj (t ) Curtailment achieved by node b following curtailment strategy j at time t
cbj (t ) Cost of nodeb following curtailment strategy j at time t . Essentially, cost associated

with γbj (t )
xbj (t ) 0-1 decision variable which denotes whether node b should follow (1) strategy j

at time t or not (0)
Γt Curtailment target for interval t
Γ Upper bound on the curtailment achieved in the curtailment horizon

αbBb ,Bb Lower bound and upper bound on the curtailment budget for node b
Θt Dynamic programming recursion function (and table) used in Algorithm 1

Φ Dynamic programming recursion function (and table) used in Algorithm 2

Γmin Smallest curtailment target among all the intervals

µ Constant used to round curtailment values in the approximation algorithm. De-

fined as
ϵΓmin
M

γ̂bj (t ) Rounded curtailment values. Defined as γ̂bj (t ) = ⌈
γb j (t )
µ ⌉

The algorithm to run is pre-determined by the grid operator. The algorithm returns the curtailment

strategies to be followed by each node in each time interval of each curtailment horizon. The model,

objective and the algorithms for each curtailment horizon are formally discussed in Section 5.

We realize that the prediction models incur a prediction error which creates uncertainties in

net-load balancing solutions. In this work, we do not address these uncertainties.

5 NET-LOAD BALANCING ALGORITHMS
5.1 Smart Grid Model for Curtailment Selection
As per our model, the Smart Grid consists of M nodes. For each node, there are N curtailment

strategies available. Let T be the number of time intervals in the curtailment horizon i.e., the

intervals during which we schedule the curtailment. We are given a time varying curtailment

matrix γ (t ) ∈ RM×N with element γbj (t ) denoting the discrete curtailment obtained by node b
following curtailment strategy j at time t ∈ {1, . . . ,T }. For each time t , we are also given a cost

matrix C (t ) ∈ RM×N where cbj (t ) denotes the cost associated with node b following curtailment

strategy j. Let X (t ) be the decision matrix. An element xbj (t ) = 1 if node b follows curtailment

strategy j in interval t and 0 otherwise. For each interval t , we are given a curtailment target Γt by
the net-load balancing framework calculated by taking the difference between the aggregate supply

and demand. Γt represents the desirable curtailment target for each period, however, it might be

exceeded. In order to limit wasteful curtailment, we are also given Γ, which denotes the upper

bound on the achieved curtailment in the curtailment horizon. The notations used in the following

sections are summarized in Table 1.

5.2 Minimum Cost Net-Load Balancing
Given the Smart Grid Model above, the objective of the Minimum Cost Net-Load Balancing Algo-

rithm is to determine node-curtailment strategy pairs for each interval of the curtailment horizon

such that: (1) The curtailment target Γt for each interval t is achieved, (2) the cost is minimized
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for the entire curtailment horizon, and (3) the aggregate curtailment across the entire curtailment

horizon is no more than Γ.
This problem, as we show in Section A in the appendix is NP-hard. We first formulate the problem

using an Integer Linear Program (ILP). However, the time complexity for solving ILPs is exponential.

Hence, we develop a polynomial time approximation algorithm for the same.

More formally, we develop an algorithm with a runtime which is polynomial in the input size

M ,N and T and
1

ϵ , where ϵ is an approximation guarantee (accuracy) parameter, which ensures

that objective of the problem is minimized and in the worst case the constraints are violated

by a maximum factor of (1 ± ϵ ). To develop the approximation algorithm, we use a dynamic

programming algorithm (Equation 6) which for each interval t , determines the cost of achieving

various curtailment values, each of which is ≥ Γt . We then use another dynamic programming

algorithm (Equation 7) to combine the results of each interval to achieve an aggregated curtailment

value of ≤ Γ with minimum cost. The sizes of the tables of both the dynamic programming

algorithms are proportional to the maximum possible cost. This leads to very large runtime to solve

the problem exactly. Hence, we scale and round the costs. The scaling and rounding causes several

curtailment values to be indistinguishable, this introduces error into the value of our solution.

Thus the resulting algorithm is an approximation algorithm (as opposed to exact algorithm) which

produces an approximate solution in polynomial time which is independent of the maximum cost.

We provide the worst case approximation guarantee for the algorithms.

5.2.1 ILP Formulation. The ILP formulation for the Minimum Cost Net-Load Balancing problem

is as follows:

Minimize :
M∑
b=1

N∑
j=1

T∑
t=1

cbj (t )xbj (t ) (1)

s .t .
M∑
b=1

N∑
j=1

γbj (t )xbj (t ) ≥ Γt ∀t (2)

M∑
b=1

N∑
j=1

T∑
t=1

γbj (t )xbj (t ) ≤ Γ (3)

N∑
j=1

xbj (t ) == 1 ∀b,t (4)

xbj (t ) ∈ {0,1} ∀b, j,t (5)

Equation 2 ensures that the curtailment target for each time interval is achieved. Equation 3

ensures that the aggregate curtailment is less than the maximum limit Γ. Equation 4 ensures that

each node in each time interval follows exactly one strategy (possibly the default strategy with 0

curtailment value).

5.2.2 Minimum Cost Net Load Balancing (MinCB) Approximation Algorithm. Let Γmin = mint {Γt }

be the smallest curtailment target among all the intervals. Define µ = ϵΓmin
M . For each γbj (t ), define

γ̂bj (t ) = ⌈
γb j (t )
µ ⌉. Similarly, define Γ̂ and Γ̂t∀t . We refer to these values as rounded curtailment

values.

For each interval t , we define a dynamic programming function Θt : Z+ ∪ {0} × {1, . . . ,M }.
Θt (γ̂ ,b) denotes the minimum cost required to achieve a curtailment value of γ̂ using nodes 1, . . . ,b
where b ∈ {1, . . . ,M }. Θt can be defined recursively as:
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Optimal Discrete Net-Load Balancing in Smart Grids with High PV Penetration :9

Θt (γ̂ ,b) =




minj {cbj (t )} if b = 1 and ∃j | γ̂ = γ̂bj (t )

∞ if b = 1 and γ̂ ! = γ̂bj (t ) ∀j

∞ if γ̂ < 0

minj {Θt (γ̂ − γ̂bj (t ),b − 1) + cbj (t )} otherwise

(6)

The dynamic program can be solved by creating a table of size k × M , where k = Γ̂ for each

interval. For notational simplicity, we refer to table using the same variable Θt as the recursive

function. Once the table is filled, for each interval t , we define a set St = {(Θt (γ̂ ,M ),γ̂ ) |γ̂ ≥ Γ̂t }. For
any element (Θt (γ̂ ,M ),γ̂ ) ∈ St , we can determine the strategies to be followed by each node to

achieve γ̂ with cost Θt (γ̂ ,M ) in the interval t by traversing through the dynamic programming

table. The detailed algorithm (Algorithm 1) is presented in [29].

Now, given St∀t ∈ {1, . . . ,T }, we need to select exactly one element et = (ct ,γ̂t ) ∈ St∀t

such that

∑T
t=1 γ̂t ≤ Γ̂ and

∑T
t=1 ct is minimized. We define a dynamic programming function

Φ : Z+ ∪ {0} × {1, . . . ,T }. Φ(γ̂ ,t ) denotes the minimum cost required to achieve the curtailment

value of γ̂ and time intervals 1, . . . ,t . Φ can be defined recursively as:

Φ(γ̂ ,t ) =




minj {c j } if t = 1 and ∃j | γ̂ = γ̂j , (c j ,γ̂j ) ∈ St

∞ if t = 1 and γ̂ ! = γ̂j ∀j | (c j ,γ̂j ) ∈ St

∞ if γ̂ < 0

minj | (c j ,γ̂j )∈St {Φ(γ̂ − γ̂j ,t − 1) + c j } otherwise

(7)

This dynamic program requires a table of size k × T , where k = Γ̂. Again, for notational
simplicity, we refer to table using the same variable Φ as the recursive function. Traversing the

dynamic programming table, we can determine the curtailment achieved in each interval and the

corresponding node strategy pairs. The detailed algorithm (Algorithm 2) is presented in [29].

Theorem 5.1. MinCB is a polynomial time algorithm to perform minimum cost net load balancing
which in the worst case violates the maximum curtailment constraint (Equation 3) by at most (1 + ϵ )
factor and violates the per interval curtailment target constraint (Equation 2) by at most (1 − ϵ ) factor
while minimizing the cost of net-load balancing.

The proof of this theorem is discussed in the appendix (Section B) in [29].

5.3 Minimum Cost Net-Load Balancing with Fairness
Curtailment from a node leads to a loss of utility for the node. Hence, it would be unfair to force

some nodes to incur losses due to high curtailment while leaving others with minimal curtailment.

The Minimum Cost Net Load Balancing Algorithm discussed in the previous section does not take

fairness into account and can lead to solutions with uneven curtailment values from the nodes.

We address the issue of fairness in this section by assigning a curtailment budget range (which

can be set by the grid operator) to each node. The algorithm, by ensuring that no node incurs

a curtailment more or less than its budgeted range over each curtailment horizon, ensures that

net-load balancing is done in a fair manner.

Similar to the previous problem, we first develop an ILP formulation for this problem. We then

relax the ILP into a Linear Program (which can be solved in polynomial time) and round back the

results to integers. This rounding, however, violates certain constraints and increases the objective

value. We provide guarantees on the worst case violation of the constraints and the increase in the

objective value in the worst case.
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5.3.1 ILP Formulation. Let [αbBb ,Bb ] be the curtailment budget for node b with αb ∈ [0,1]. Both
Bb and αb are determined by the grid operator. The problem of minimum cost net-load balancing

with fairness can be formulated using the following ILP:

Minimize :
M∑
b=1

N∑
j=1

T∑
t=1

cbj (t )xbj (t ) (8)

s .t .
M∑
b=1

N∑
j=1

γbj (t )xbj (t ) ≥ Γt ∀t (9)

M∑
b=1

N∑
j=1

T∑
t=1

γbj (t )xbj (t ) ≤ Γ (10)

αbBb ≤
N∑
j=1

T∑
t=1

γbj (t )xbj (t ) ≤ Bb ∀b (11)

N∑
j=1

xbj (t ) == 1 ∀b,t (12)

xbj (t ) ∈ {0,1} ∀b, j,t (13)

Equation 11 is the additional constraint added that ensures that each node curtails an amount

within its budgeted range.

5.3.2 Minimum Cost Net Load Balancing with Fairness (MinCBF) Approximation Algorithm. The
ILP formulated in Section 5.3.1, when relaxed to a Linear Program will lead to unbounded errors.

Hence, to develop an approximation algorithm with theoretical worst case bounds, we first make

the following assumption: The costs cbj (t ) are a function of γbj (t ) i.e., cbj (t ) = f (γbj (t )). We will

derive approximation guarantees when the function f is linear and when it is quadratic.

In order to develop a bounded approximation algorithm, we first relax the ILP to a linear program

i.e., we replace Equation 13 with 0 ≤ xbj (t ) ≤ 1 ∀b, j,t and solve the Linear Program. Solving a linear

program takes polynomial amount of time using methods such as interior-point or ellipsoid [15].

However, the solution will contain fractional values for the decision variables xbj (t ), ∀b, j,t which
need to be rounded to 0 or 1 for a valid solution. Now, naively rounding the decision variables leads

to errors which are unbounded.

Hence, we develop a novel rounding algorithm: MinCBF, which guarantees that the constraints

are violated by at most a factor of 2 in the worst case. For each b,t , the algorithm works by

computing expected curtailment γ ′ =
∑N

j=1 γbj (t )xbj (t ) and rounding it to the curtailment value

γbj (t ) nearest to it. The detailed algorithm (Algorithm 3) is discussed in [29]. We have the following

two results for the algorithm. The proofs are discussed in the appendix (Section C) in [29].

Theorem 5.2. For a linear cost function f , MinCBF is a (2,2)-factor Minimum Cost Net Load
Balancing with Fairness Algorithm. The cost of the solution achieved by MinCBF is at most twice the
optimal while the budget and targeted curtailment constraints (Equations 9, 10 and 11) are violated by
at most a factor of two.

Theorem 5.3. For a quadratic cost function f , MinCBF is (4,2)-factor algorithm.

Note that the above guarantees are worst case guarantees. We discuss in the appendix of [29]

the conditions under which these worst case guarantees occur. Knowing the worst case conditions

and performance leaves the grid operator prepared for such scenarios. In practice, the performance

is significantly better as shown using the experimental results.
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Table 2. List of Variables in the Smart Grid Model with Network Constraints

Variable Meaning

M Number of nodes

N Number of curtailment strategies

T Number of time intervals in curtailment horizon

S,D supply and demand node sub-sets

F Set of LV feeders

T Set of transformers

T (tx ) Set of all nodes connected to transformer tx
F ( f ) Set of all nodes connected to feeder f
F tx ( f ) Transformer connected to feeder f
Captx Maximum solar capacity of distributor connected to transformer tx
Capf Maximum capacity of power flow from transformer to sub-station via feeder f
Sbs (t ) Maximum supply for a supply node bs in time interval t
Lbd (t ) Maximum load for a demand node bd in time interval t
γs (t ) (γd (t )) Supply (load) curtailment matrices for time interval t
Cs (t ) (Cd (t )) Corresponding cost matrices

Xs (t ) (Xd (t )) Corresponding 0-1 decision variable matrices

5.4 Online Algorithm for Fair Net-Load Balancing
The algorithms discussed in the previous two sections require the availability of the curtailment

prediction data for the entire horizon. However, certain scenarios require net-load balancing in an

online manner. At the beginning of each interval, the data is made available and net-load balancing

needs to be performed in a myopic way.

We develop a greedy online heuristic algorithm: Online MinCBF(Algorithm 4 in [29]) for this

problem. The algorithm finds a minimum cost way to achieve the curtailment target Γol = Γt for the
current interval while ensuring that no node curtails more than the budget for the current interval.

The upper limit of the budget for the current intervalBob for each nodeb is determined bymultiplying

the ratio of
Bb∑T
t=1 Γt

with Γol . The lower bound is simply αbB
o
b . The upper bound on curtailment Γou is

determined by multiplying the ratio of
Γ∑T

t=1 Γt
with Γol . Let γ

o
denote the curtailment matrix and

Co
denote the cost matrix with γ ob j being the curtailment for node b following strategy j and cob j

being its cost. We remove any values γ ob j which are outside the curtailment budget range from the

curtailment matrix γ o . Note that at any given interval t ′, the values Γ and Γt∀t > t ′ are unknown.
They can be obtained analyzing similar past horizons.

6 NET-LOAD BALANCINGWITH NETWORK CONSTRAINTS
The Net-Load Balancing Framework discussed in Section 4.5 using algorithms developed in Section 5

is agnostic to the underlying network model of the smart grid. This can lead the framework to

output solutions which violate network capacity constraints. In this section, we will develop a

Net-Load Balancing Framework which explicitly models the Smart Grid network and ensures that

the solutions output satisfy the constraints imposed by the capacity limitations of the various

components of the Smart Grid. Table 2 shows the list of variables used in the Smart Grid network

model.
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6.1 Smart Grid Network Model
The network model of the Smart Grid that we consider in this work is adapted from the one used

in [32] and is illustrated using Figure 3. Power from the high voltage transmission network is fed

into a sub-station, where the voltage is stepped down to be delivered to the Smart Grid. Several Low

Voltage (LV) Feeders originate from the sub-station and terminate in transformers which further

steps down the voltage to deliver to residential consumers using distributors.

Fig. 3. Smart Grid Network Model

In a smart grid with a high PV penetration, several consumers with PV installations can exhibit

surplus supply which gets redistributed among the loads connected to the same transformer using

the shared distributors. We also assume that any remaining surplus can be supplied back through

the LV Feeders to the sub-station and eventually to the other transformers. We assume an LV

Feeder capacity limit on the surplus that can be supplied back. We also assume that each distributor

has an upper limit on the power that can be fed into it from the solar supply. This limit could be

artificially applied by the utility to limit the generated power to ensure reliable grid operations

as the current grids are not planned for bi-directional power flows. Typically, transformers have

a capacity rating of the amount of power that can flow in each direction i.e. from LV feeder to

distributor and vice-versa. We assume that this rating is more than the capacities of the LV feeder

and the distributor and hence its modeling is redundant. Note that we do not assume any limits

on the amount of power that can flow from a sub-station to a transformer using the LV feeders

and from a transformer to the loads using the distributors. This is a reasonable assumption as

a smart grid infrastructure is typically planned to ensure uninterrupted supply to all the load

consumers. The non-zero capacity constraint of LV-feeders and the solar input capacity constraint

of the distributors are the additional constraints added to our network model when compared with

the one used in [32].

As before, the Smart Grid consists ofM nodes, each equipped with N curtailment strategies and

the net-load balancing horizon is T intervals. The nodes are now split into two disjoint sub-sets S:

supply nodes andD: demand nodes. Each supply node bs ∈ S is associated with a maximum supply
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value Sbs (t )∀t ∈ {1, . . . ,T }. Similarly, each demand node bd ∈ D is associated with a maximum

load value Lbd (t )∀t ∈ {1, . . . ,T }. Let γs (t ) and γd (t ) denote the supply and demand curtailment

matrices similar to the one defined in Section 5.1. Let Cs (t ) and Cd (t ) denote the corresponding
costs. Let Xs (t ) and Xd (t ) be the corresponding decision matrices. Using this updated Smart Grid

model, we can now mathematically define the network capacity constraints.

Let F denote the set of the LV-feeders and let T denote the set of all the transformers in the

Smart Grid. The capacity of a feeder f isCapf and that of a distributor connected to transformer tx
is Captx . The set of all the nodes connected to a transformer tx ∈ T is denoted using T (tx ). Note
that T (tx ) ∩S and T (tx ) ∩D denote the supply and demand nodes connected to the transformer

tx respectively. The set of all the nodes fed by an LV-feeder f is denoted using F ( f ). This contains
all the nodes connected to the transformer which is connected to the sub-station by the LV-feeder.

F ( f ) ∩ S and F ( f ) ∩ D represent the supply and demand nodes fed by the feeder f . We also use

the notation F tx ( f ) to represent the transformer connected to a feeder f .
Now, the total solar supply input to the distributor connected to a transformer should be within

its capacity. Hence,

Suptx (t ) =
∑

bs ∈T (tx )∩S

(Sbs (t ) −
N∑
j=1

γs,bs j (t )xs,bs j (t )) ∀tx ∈ T ,∀t ∈ {1, . . . ,T } (14)

Suptx (t ) ≤ Captx ∀tx ∈ T ,∀t ∈ {1, . . . ,T } (15)

Moreover, the total surplus power injected from the transformer into the sub-station via a feeder

should be within the capacity of the feeder. Therefore,

Supf (t ) =
∑

bs ∈F (f )∩S

(Sbs (t ) −
N∑
j=1

γs,bs j (t )xs,bs j (t )) ∀f ∈ F ,∀t ∈ {1, . . . ,T } (16)

Demf (t ) =
∑

bd ∈F (f )∩D

(Lbd (t ) −
N∑
j=1

γd,bd j (t )xd,bd j (t )) ∀f ∈ F ,∀t ∈ {1, . . . ,T } (17)

Supf (t ) − Demf (t ) ≤ Capf ∀f ∈ F ,∀t ∈ {1, . . . ,T } (18)

The network capacity constraints defined using Equations 15-18 will be incorporated into our

Net-Load Balancing Framework in the following sections. We will discuss two techniques. The first

technique performs net-load balancing at each transformer and the second technique performs it

over the entire smart grid level.

6.2 Transformer Level Net-Load Balancing
Traditional smart grids are not equipped with bi-directional LV Feeders i.e. the feeders can carry

power from the sub-station to the transformers but not in the other direction. This implies Capf =
0∀f ∈ F . Hence, net-load balancing needs to be performed at each transformer of the Smart Grid.

We develop Algorithm 6.1 for the same.

Algorithm 6.1 takes as input the time varying cost and curtailment matrices for both supply

and demand nodes, the distributor capacities and the per interval maximum supply (demand) for

each supply (demand) node. In lines 1 and 2, it initializes the decision matrices to 0. Now, for each

transformer tx , in each time interval t (foreach blocks at lines 3 and 4), it calculates the total solar

supply (line 5) and the total demand (line 6). If the supply is more than the capacity of the distributor,

the curtailment target Γs (t ) is set to be the excess supply (line 7). Now, if demand is greater than the

total supply (minus the supply curtailment required to satisfy the distributor capacity constraint),
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Algorithm 6.1: Transformer Level Net-Load Balancing Algorithm

Input: Cs (t ),Cl (t ),γs (t ),γl (t ) ∀t ;Captx ∀tx ; Sbs (t ) ∀bs ∈ S ∀t ;Lbd (t ) ∀bd ∈ D, ∀t
1 Xs (t ) ← 0

2 Xl (t ) ← 0

3 foreach tx ∈ T do
4 foreach t ∈ {1, . . . ,T } do
5 Suptx (t ) =

∑
bs ∈T (tx )∩S (Sbs (t ))

6 Demtx (t ) =
∑
bd ∈T (tx )∩D (Lbd (t ))

7 Γs (t ) ← max{Suptx (t ) −Captx ,0}

8 Γl (t ) ← Demtx (t ) − Suptx (t ) + Γs (t )

9 if Γl (t ) ≤ 0 then
10 Γs (t ) ← −Γl (t )

11 Γl (t ) ← 0

12 end
13 end
14 Γs ← grid operator determined upper bound on solar curtailment.

15 Γl ← grid operator determined upper bound on load curtailment.

16 X tx
s (t ) ← output of MinCB with inputs Cs (t ),γs (t ),Γs (t )∀t ,Γs

17 X tx
l (t ) ← output of MinCB with inputs Cl (t ),γl (t ),Γl (t )∀t ,Γl

18 Xs (t ) ← Xs (t ) + X
tx
s (t )∀t

19 Xl (t ) ← Xl (t ) + X
tx
l (t )∀t

20 end
Output: Xs (t ),Xl (t ) the list of solar and load curtailment strategies for each node in each

interval

a demand curtailment target Γl (t ) is identified (line 8). The If block starting at line 9 handles the

cases where supply is more than the demand. In such a scenario, the supply should be curtailed

for net-load balancing. MinCB (Algorithm 2 [29]) is then used to determine the per interval load

and supply curtailment strategies for each node (lines 16 and 17). The upper bounds as required

by MinCB can be determined by the grid operator (lines 14 and 15). Note that in the interest of

simplicity, we make an assumption that only the required amount of curtailment is performed and

any unnecessary curtailment is avoided. For example, for a transformer, with solar surplus, if a

lower cost solution can be found by performing both load and solar curtailment, it is not considered.

Our algorithm can easily be extended to handle the cases where the assumption is not true.

Theorem 6.1. Algorithm 6.1 is a polynomial time algorithm for transformer level minimum cost
net-load balancing with network constraints which in the worst case violates the distributor constraints
(Equation 15) by at most (1 − ϵ ) factor.

Proof. In each transformer, MinCB is being called with Captx as the curtailment target. As

MinCB is a polynomial time algorithm which produces a solution of minimum cost while violating

the curtailment target by at most (1 − ϵ ), so does Algorithm 6.1. □

6.3 Smart Grid Level Net-Load Balancing
The increased distributed generation in future smart grids will lead to a more active participation

by the consumers and will required bi-directional power exchanges [20] using LV-feeders. This

implies that the maximum power that can be injected from the transformers i.e. Capf ≥ 0. This
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will allow us to perform more cost efficient net-load balancing by optimally distributing the supply

from surplus transformers to the deficit ones.

We develop Algorithm 6.2 to perform smart grid level net-load balancing at any given time

interval t . The brief description of Algorithm 6.2 is as follows: For each transformer, the algorithm

first checks whether the solar generation from the nodes attached is within its capacity or not.

If not, then the nodes are marked for the required curtailment. Now, in the resulting grid (the

grid in which the nodes have performed the required curtailment), the algorithm partitions the

feeders into two sets: one with supply surplus (Ssup ) and one with load surplus (Sdem ). For each

set, the minimum costs of performing all possible curtailments are identified. Finally, the algorithm

chooses supply and load curtailments such that the cost is minimized and the total supply after solar

curtailment equals the total demand after load curtailment. Unlike the transformer level net-load

balancing in Section 6.2, which distributes curtailment temporally to minimize costs, this algorithm

performs spatial curtailment distribution in each interval separately.

We define additional notationsγsf (t ),γdf (t ),Csf (t ),Cdf (t ),Xsf (t ),Xdf (t ) denoting the sub-matrices

of the original matrices defined in Section 6.1 corresponding to supply (s) or demand (d) nodes
attached to feeder f for the given time interval t . Let Γmin = mins,d,f {Γ

min
sf (t ),Γdf (t )}, where

Γmin
sf (t ) and Γdf (t ) are defined in lines 8 and 11 of Algorithm 6.2. Also let Fmax = maxf {|F ( f ) |}

Define µ = ϵΓmin
Fmax

. We define γ̂sf (t ) = ⌈γsf (t )⌉, γ̂df (t ) = ⌈γdf (t )⌉. We refer to these values as

rounded curtailment values. Similarly, we define γ̂min
sf (t ),γ̂max

sf (t ). For each feeder f , we define

a function Θf : Z+ ∪ {0} × {1, . . . , |F ( f ) |}, where |A| outputs the size of the set A. Θf (γ̂ ,b) de-
notes the minimum cost required to achieve a curtailment value of γ̂ using nodes 1, . . . ,b where

b ∈ {1, . . . , |F ( f ) |}. To avoid redundancy in notations, if Θf is used to denote supply curtailment,

any load consuming node b is assumed to have 0 supply curtailment strategies. Θf can be defined

recursively as:

Θf (γ̂ ,b) =




minj cbj (t ) if b = 1 and ∃j | γ̂ = γ̂bj (t )

∞ if b = 1 and γ̂ ! = γ̂bj (t ) ∀j

∞ if γ̂ < 0

minj {Θf (γ̂ − γ̂bj (t ),b − 1) + cbj (t )} otherwise

(19)

Note that this is similar to the dynamic program of Equation 6 and hence Algorithm 1 [29] can

be used to determine the strategies to be followed by each node connected to the feeder f . For each

f , if f ∈ Ssup , we define Sf = {(Θf (γ̂ ,M ),γ̂ ) |Γ̂min
sf (t ) ≤ γ̂ ≤ Γ̂max

sf (t )}, where Γ̂max
sf (t ), Γ̂min

sf (t )

are defined in line 11. The minimum curtailment requirement ensures that the feeder capacity

constraints are met. If f ∈ Sdem , then Sf = {(Θf (γ̂ ,M ),γ̂ ) |Γ̂df (t ) ≥ γ̂ }.
Now, we create two dynamic programming tables Φsup and Φdem using the sets Sf ∀f ∈ Ssup

and Sf ∀f ∈ Sdem respectively. The tables are built using functions Φsup : Z+ ∪ {0} × {1, . . . , |Ssup |}
and Φdem : Z+∪ {0} × {1, . . . , |Sdem |}. The functions Φsup (γ̂ , f ) denotes the minimum cost required

to achieve the curtailment value of γ̂ using supply nodes from feeders {1, . . . , f } and is defined

using the recursive function:

Φsup (γ̂ , f ) =




minj c j if f = 1 and ∃j | γ̂ = γ̂j , (c j ,γ̂j ) ∈ Sf

∞ if f = 1 and γ̂ ! = γ̂j ∀j | (c j ,γ̂j ) ∈ Sf

∞ if γ̂ < 0

minj | (c j ,γ̂j )∈Sf {Φ(γ̂ − γ̂j , f − 1) + c j } otherwise

(20)
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Algorithm 6.2: Smart Grid Level Net-Load Balancing Algorithm for time interval t

Input: Cs (t ),Cl (t ),γs (t ),γl (t );Captx ∀tx ;Capf ∀f ; Sbs (t ) ∀bs ∈ S;Lbd (t ) ∀bd ∈ D

1 Ssup ← ϕ; Sdem ← ϕ; Xsf (t ) ← 0;∀s ∈ F ( f ) ∩ S,∀f ; Xdf (t ) ← 0;∀d ∈ F ( f ) ∩ D,∀f

2 foreach f ∈ F do
3 Supf (t ) =

∑
bs ∈F (f )∩S (Sbs (t ))

4 Demf (t ) =
∑
bd ∈F (f )∩D (Lbd (t ))

5 Γsf (t ) ← max{Supf (t ) −CapF tx (f ) ,0}

6 if Demf (t ) ≥ Supf (t ) − Γsf (t ) then
7 Sdem ← f

8 Γdf (t ) ← Demf (t ) − Supf (t ) + Γsf (t )

9 else
10 Ssup ← f

11 Γmax
sf (t ) ← Supf (t ) − Demf (t ); Γ

min
sf (t ) ← max{Supf (t ) −Capf ,Γsf (t ),0}

12 end
13 end
14 foreach f ∈ Sdem do
15 Xsf (t ) ← output of MinCB with inputs Csf (t ),γsf (t ),Γsf (t ),Γsf (t )

16 Create Φdem using Equations 19 and 20, Let Sdemf be the sets created after Equation 19

17 end
18 foreach f ∈ Ssup do
19 Create Φsup using Equations 19 and 20, Let Ssupf be the sets created after Equation 19

20 end
21 Φ(γ̂ ) ← Φsup (Ŝ − D̂ + γ̂ , |Ssup |) + Φdem (γ̂ , |Sdem |) ∀γ̂ ≥ 0

22 γ̂cur ← argminγ̂ {Φ(γ̂ )}

23 for f = |Ssup | to 1 do
24 if f , 1 then
25 j ← argmin{j | (c j ,γ̂j )∈Ssupf }{Φsup (γ̂cur − γ̂j , f − 1) + c j }

26 else
27 j ← j | γ̂ = γ̂j , (c j ,γ̂j ) ∈ Ssupf
28 end
29 Run Algorithm 1 [29] with (c j ,γ̂j ) over Θf to get Xsf (t )

30 γ̂cur ← γ̂cur − γ̂j
31 end
32 γ̂cur ← argminγ̂ {Φ(γ̂ )}

33 for f = |Sdem | to 1 do
34 if f , 1 then
35 j ← argmin{j | (c j ,γ̂j )∈Sdemf }

{Φdem (γ̂cur − γ̂j , f − 1) + c j }

36 else
37 j ← j | γ̂ = γ̂j , (c j ,γ̂j ) ∈ Sdemf

38 end
39 Run Algorithm 1 [29] with (c j ,γ̂j ) over Θf to get Xdf (t )

40 γ̂cur ← γ̂cur − γ̂j
41 end

Output: Xsf (t ),Xdf (t ) the list of curtailment strategies for each node in the interval t .
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Φdem (γ̂ , f ) is defined similarly. Leveraging the tables built using Equations 19 and 20, Algorithm

6.2 performs minimum cost transformer level net-load balancing. Ŝ and D̂ used in equation 19 are

the rounded aggregated solar and load surplus in the Smart Grid respectively. A detailed line by

line description of Algorithm 6.2 is provided in Section C in the appendix. We have the following

theorem.

Theorem 6.2. Algorithm 6.2 is a polynomial time algorithm for smart grid level minimum cost
net-load balancing with network constraints which in the worst case violates the feeder and distributor
constraints (Equations 15 and 18) by at most (1 − ϵ ) factor. Moreover, the curtailment achieved by
Algorithm 6.2 is within (1± 2ϵ ) factor of the optimal curtailment target which can mitigate the supply
demand mismatch.

The proof of this theorem is discussed in the appendix in Section B.

7 MODELING STORAGE FOR NET-LOAD BALANCING ALGORITHMS
Energy storage systems are being increasingly adopted in cooperation with renewable energy

sources such as solar PVs to provide uninterrupted supply to the consumers [21]. Storage systems

can be used as a buffer to act as either supply or load when required, thus reducing the uncertainty

of renewable generation. Therefore, modeling storage systems for net-load balancing algorithms

will greatly improve the scope of the algorithms. Operational states of energy storage systems

are continuous in nature as opposed to the discrete operational states of supply and demand

nodes considered in the work. It is trivial to incorporate storage in the Integer Linear Program

based algorithm of Section 8.3 by adding continuous variables denoting storage charge/discharge

and converting it into a Mixed Integer Linear Program (MILP). However, incorporating storage

into algorithms developed in Section 5.2, Section 6.2 and Section 6.3 requires us to discretize the

charge/discharge parameter in such a way that the runtime is not affected.

The energy storage model that we consider is developed in [44].We briefly describe the significant

parameters here:

• Energy Storage Capacity R (kWh): The maximum amount of energy that can be stored. This

energy is with reference to a minimum storage capacity i.e. the capacity below which the

storage cannot be discharged. We assume the minimum storage capacity to be zero.

• Storage Discharge Energy D (kWh): The maximum output/discharging power of the storage

multiplied by the interval duration. The storage output Dt for interval t satisfies 0 ≤ Dt ≤ D.
• Storage Charge EnergyG (kWh): Themaximum input/charging power of the storagemultiplied

by the interval duration. The storage input Gt for interval t satisfies 0 ≤ Gt ≤ G.
• Charge (ηG ) and Discharge (ηD ) Efficiency: Charge efficiency ηG ∈ (0,1) is the ratio of charged
power to the input power and discharge efficiency ηD ∈ (0,1) is the ratio of the output power
to the discharged power.

Using the parameters above, storage capacity at time intervals t and t + 1 satisfy Rt+1 = Rt +
ηGGt −

1

ηD
Dt with the following constraints: 0 ≤ Rt+1 ≤ R,0 ≤ Dt ≤ D and 0 ≤ Gt ≤ G.

In order to incorporate storage in dynamic programming based approximation algorithms, we

define R̂ = ⌈Rµ ⌉,Ĝ = ⌈
G
µ ⌉ and D̂ = ⌈Dµ ⌉. For each interval t , we define the charging strategies of

storage as Ĝt = {0,1, . . . ,Ĝ} and discharging strategies as D̂t = {0,1, . . . ,D̂}. Using these variables,

the storage operation can be defined as

R̂t+1 = R̂t + ηGĜt −
1

ηD
D̂t (21)
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and the constraints are defined as follows:

µT
1

ηD
≤ R̂t+1 Discharge Mode (22)

R̂t+1 ≤ R̂ − µηGT Charge Mode (23)

0 ≤ D̂t ≤ D̂ (24)

0 ≤ Ĝt ≤ Ĝ (25)

Now, if the algorithm chooses D̂t as discharge, min{µD̂t ,D} is discharged. Similarly, if the

algorithm chooses Ĉt as charge, min{µĈt ,C} is charged. This ensures that the maximum charg-

ing/discharging constraints are met. Equations 22 and 23 ensure that the storage operation is

always within storage capacity. This is because the maximum difference between the charge values

obtained by our algorithm: µGx and actual charge:Ga is bounded by µηGT and the discharge range

is bounded by µT 1

ηD
. Moreover, when R̂T ≤ µT 1

ηD
, the storage cannot be used in discharge mode

or when R̂T ≥ R̂ − µηGT , it cannot be used in charge mode.

It is evident that this storage model leads to a ηµT amount of storage being unused, where

η = (ηG +
1

ηD
). The value Γmin used to define µ can be modified to provide an upper bound on

the unused storage. For example, if the storage capacity R ≥ 1

k
Γl
M , where Γl is the aggregate of

minimum curtailment target across all the intervals, then modifying Γmin to
1

ηk Γmin will bound

the unused storage by µT =
ηϵΓminT
ηkM ≤

ηϵΓl
ηkM ≤ ϵR. The condition R ≥ 1

k
Γl
M implies that the storage

capacity is at least
1

k times the average curtailment produced by a node in an interval to achieve

the target Γl . However, the downside here is that this leads to a (ηk )
2
factor increase in the runtime.

The typical charge/discharge efficiency for Li-ion batteries is 80-90% [1], so η ≈ 2.15.
Now, when the algorithms fill the dynamic programming table in Equations 6 and 19, instead of

iterating through N strategies to find the minimum, the algorithm iterates through D̂ + 1 strategies

if the storage is used for discharging or Ĝ + 1 strategies if it is used for charging. This increases

the runtime of filling Θ (Section B of the appendix in [29] and Section B in the appendix in the

current paper) by a factor of O ( Γ̂
N ). However, the runtime of the algorithms 2 [29] and 6.2 still

remain O (T
3M2

ϵ 2 ) and O (M
5

ϵ 2 ) respectively.
The algorithms developed in this work focus on curtailment strategies. To incorporate storage, if

the algorithm performs supply curtailment in an interval, storage can be used in charging mode to

be interpreted as a supply curtailment. Similarly, if the algorithm performs load curtailment, storage

can be used in discharging mode. Our storage model can easily be extended to more sophisticated

storage scheduling in which a global view of storage capacity across the intervals is considered and

where storage can be used both for charging and discharging irrespective of whether the algorithm

is performing supply curtailment or load curtailment.

8 RESULTS AND ANALYSIS
In addition to providing theoretical guarantees, we perform practical evaluations of the algorithms

developed in Section 5. We implemented the algorithms using MATLAB [6]. The LP and ILP

algorithms were implemented using IBM ILOG Cplex Optimization Studio [5] which is a toolkit

for mathematical and constraint programming. The experiments were performed on Dell optiplex

with 4-cores and 4 GB RAM. A net-load balancing horizon of 32 15-min intervals was considered

with 16 intervals of load curtailment and 16 intervals of solar curtailment.
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We evaluated the algorithms by varying the (L,U) pair where, for notational simplicity, L=

∑T
t=1 Γt

and U=Γ (Section 5.3.1). Note that L and U are the lower and upper bound on the curtailment to be

achieved in the curtailment horizon and hence represents the feasible curtailment range. The costs

of the strategies were evaluated using the function f (γ ) = 2γ 2
, where γ is the curtailment value of

the strategy. Section 8.1 describes the input dataset generation. As the dataset was generated from

historical data, perfect knowledge of the future was assumed with no prediction errors.

8.1 Dataset
We obtained the load curtailment data from the demand response implementation on our University

Campus. Our campus consists of 150 DR enabled nodes (buildings) each of which can follow 6

load curtailment strategies. The load curtailment values for each node-strategy pair was generated

using algorithms mentioned in [10]. We varied the load curtailment target from 500 to 1500 kWh.

Unlike load curtailment data for which we had a real world dataset, we had to simulate solar

curtailment data. The output of a solar PV is determined mainly by the solar radiance at the PV

installation, the PV area and the PV yield [4]. We used the hourly solar radiance data available at [2]

for the Los Angeles County. We then used the PV-output calculator available at [4] to calculate the

solar generation data by varying the PV area from 10m2
to 20m2

. We also varied the solar panel yield

from 5% to 15%. Hence, a fixed PV area and yield represents a node in our dataset. To obtain solar

curtailment values, if the PV output for a given hour for a node was O , we generated 6 curtailment

values: 0, 0.125 ∗O ,0.25 ∗O ,0.5 ∗O ,0.75 ∗O ,O . Hence, each curtailment value represents a PV

connection/disconnection setting. All the 4 15-min intervals for a given hour were assigned the

same curtailment values. For clarity, given an (L,U ) pair, we report the error of either solar or load
curtailment, whichever one performs worse. We used a precision of 3 decimal places for both load

and solar curtailment values.

8.2 Minimum Cost Net-Load Balancing
We evaluate our minimum cost net-load balancing (MinCB) Algorithm by varying the (L,U) pairs

as discussed above. For each (L,U) we study the amount by which the curtailment target constraint

(Equation 2) is violated. Moreover, we also compare the cost of the solution obtained by our

algorithm to the optimal cost obtained by the ILP. We also perform a scalability analysis of our

algorithm.
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Fig. 4. Percentage Error of the curtailment target constraints for various values of approximation factor ϵ
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Fig. 5. Ratio of the cost of solution obtained by MinCB and the optimal solution versus the approximation
guarantee (ϵ)

8.2.1 Accuracy Analysis. Figures 4a and 4b show the percentage error of the curtailment target

constraint (Equation 2) violation for various values of the theoretical guarantee ϵ . For example, if

ϵ = 0.05, the algorithm will incur an error of 5% in the worst case. As we can note from the figures,

the errors incurred by our solution are within the theoretical guarantees provided by the number ϵ .
In practice, the errors are much lower. For ϵ = 0.5 (50%), the highest error incurred is 40%. Similarly,

for ϵ = 0.2 (20%), barring a few cases, the errors are less than 15%.

As evident from Theorem 1, the cost of the solutions obtained from MinCB are less than or equal

to the optimal solution. This is possible because instead of tightly satisfying the constraint, as the

optimal solution does, MinCB tries to find a solution with a lower cost which possibly violates

the constraints by a maximum of ϵ . Figure 5 shows the ratio of the cost of solution obtained by

MinCB and the optimal solution versus the approximation guarantee (ϵ). As we can notice from the

figure, for each curtailment range, the ratio increases as the approximation guarantee is tightened

i.e. reduced. For lower values of ϵ such as 0.02 (2%), the ratio is close to 1. The ratio is never greater

than 1 implying that the cost of the solution obtained by MinCB is always less than the optimal

cost.

We can also note that for a fixed approximation guarantee (ϵ), the ratio typically decreases with

an increase in the upper bound U of the curtailment range. This trend is more pronounced in higher

values of ϵ such as 0.5 (50%) and 0.2 (20%). This is because a higher value of U provides a larger

error range in which to search for minimum cost solutions. For example, for 50% error guarantee,

the error range which is 750 kWh for U = 1500, is three times larger than the error range of 250

kWh for U = 500.

8.2.2 Scalability Analysis. In order to perform scalability analysis, we fix the values of T : the
number of time intervals and N : the number of curtailment strategies per node. We varyM : the

number of nodes for various values of ϵ . As one can see from Figure 6a, the algorithm exhibits a

near quadratic increase in the runtime with respect to the number of nodes. This is consistent with

the runtime complexity analysis in Section B in the Appendix in [29].

We also analyze the scalability with respect to ϵ by varying the value of M while keeping T
and N fixed. As shown in Figure 6b, decreasing ϵ (increasing accuracy) has a significant impact

ACM Transactions on Sensor Networks, Vol. , No. , Article . Publication date: April 2018.



Optimal Discrete Net-Load Balancing in Smart Grids with High PV Penetration :21

0

100

200

300

400

500

600

700

800

10 20 30 40 50

R
u

n
ti

m
e 

(s
ec

o
n

d
s)

 

Number of Nodes 

50%

20%

10%

(a)

0

500

1000

1500

2000

2500

3000

3500

4000

4500

5000

50% 20% 10% 5% 2%

R
u

n
ti

m
e 

(s
ec

o
n

d
s)

 

Approximation Guarantee (Percentage Error) 

M = 10

M = 20

M = 30

(b)

Fig. 6. Runtime of MinCB versus: (a) Number of nodes for various values of epsilon, (b) ϵ (denoted as
percentage error) for various values of the number of nodes

on runtime. Hence, ϵ is a parameter that can be used to trade-off accuracy versus computational

complexity.

A reader might comment that the runtimes observed, especially for smaller values of ϵ are

very high. This can be justified as the problem of net-load balancing is NP-hard and hence, high

computation capacity is required to increase the accuracy. Our objective in this work is to show

that a polynomial time approximation algorithm exists for this NP-hard problem. We did not focus

on finding the best optimal solution for the same. Moreover, our experiments are performed on

MATLAB. For a real world deployment of this software, using faster programming languages such

as C++ will significantly improve the run times (as high as 10-20 times as per the experience of the

authors). In the context of real world scenarios, the California ISO’s MRTU applications determine

the desired generation changes 5-min ahead of the beginning of the interval and the system needs

to start moving towards the set point 2.5 minutes ahead of the interval [34]. Given the typical

inverter control delays of the order of milliseconds [23], even our naive MATLAB implementation

meets the California ISO constraints for 40 nodes with ϵ = 0.2 (20% error) and 25 nodes for ϵ = 0.1
(10% error). Similar implementation in C++, assuming a conservative estimate of 10x improvement

will meet the constraints for 70 nodes with ϵ = 0.1 (10% error) and 40 nodes with ϵ = 0.05 (5%
error).

To further improve the runtime, parallelization techniques can be used as the algorithm is

amenable to parallelization trivially. The T Θt tables can be filled in parallel. Moreover, all the

entries corresponding to a node b in Θt and time t in Φ can be filled in parallel leading to dramatic

improvement in the performance.

We also compare our algorithm against demand curtailment selection techniques such as those

developed in [50] and [24]. We observed that these techniques typically incur errors (constraint

violations) of around 5-20% and in the worst case can go as high as 95%. We exclude the details of

this analysis as comparison against the optimal solutions obtained by solving the ILP makes this

analysis redundant.

8.2.3 Improvement in PV Penetration. We also analyze the improvement that can be achieved in

the percentage of PV penetration using our minimum cost net load balancing (MinCB) algorithm

using a simple analysis. We consider a smart grid with a ratio of average load to minimum load as

10 during the day light hours of 10 am to 5 pm. We analyze the solar irradiance timeseries data
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Fig. 7. Improvement in PV Penetration

obtained for the Los Angeles County [2] for the periods of February-May 2010 and July-October

2010 to calculate the normalized mean and standard deviation. We define PV Penetration Percentage
as

PVavд×100
Loadavд

, where PVavд is the average supply from solar and Loadavд is the average load. To

calculate PV Penetration Percentage, we assume that the maximum supply i.e. average supply plus

one standard deviation, minus any curtailment should be less than the minimum load. Moreover, we

assume that the maximum curtailment that can be performed is given by the value of ϵ . For example,

if ϵ = 0.5 i.e. 50% then maximum curtailment that can be performed is 50% of the maximum supply.

This is because if the curtailment target is the entire maximum supply, the algorithm can guarantee

only 50% curtailment for ϵ = 0.5. As shown in Figure 7, in the absence of net load balancing

algorithm (labeled No NLB), the maximum PV penetration is around 13%. This value dramatically

increases with the use of net load balancing framework and can be as high as ≈ 270%.

8.3 Minimum Cost Net-Load Balancing with Fairness
In Section 8.3, we introduced the notion of fairness by defining curtailment budget ranges for

nodes. Here we evaluate the empirical performance of our minimum cost net-load balancing with

fairness (MinCBF) algorithm. Note that the budget ranges for each node can be set appropriately by

user/grid operator. In our experiments, we set the budget Bb for each node b to γ bmax/
∑B
b=1 γ

b
max Γ

where γ bmax denotes the sum of the maximum curtailment values across all the intervals. We also

set αb = α and vary the value α .
In order to evaluate the accuracy of our algorithm, we compare against the optimal solution

obtained by solving the ILP defined in Section 5.3.1. Figure 8 shows the percentage error of the

cost of the solution produced by MinCBF as compared against the optimal cost. Although, the

worst case theoretical guarantee is a factor of 4 for quadratic cost function as provided by Theorem

5.3, in practice the algorithm performs much better with errors varying from -0.79% to 1.88%. The

negative percentage error implies that the cost of the solution from our algorithm was less than

the cost of the optimal solution. Note that this is possible because our solution violates certain

constraints which the optimal solution does not.

Figure 9 shows the percentage of the budget overshot for the top 10 worst affected nodes across

all the values of L and U. The theoretical guarantee of factor 2 (100%) provided by Theorem 5.2 is
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Fig. 9. Percentage of Budget Overshoot for 10 Worst Affected Nodes

honored in all the cases. Moreover, in practice the error is less than 13% (1.13 factor) for the worst

performing node.

Figure 10 shows the percentage of the interval curtailment target Γt undershot for the top 10

worst affected intervals across all the values of L and U. The theoretical guarantee of factor 2 (100%)

provided by Theorem 5.2 is honored in all the cases. As we can see from the figure, in practice the

error is less than 7% (1.07 factor) for the worst performing interval. This implies that the curtailment

target for the worst performing interval could not be met and was deficit by 7%.

We also calculated the gini coefficient – which is the most commonly used measure of inequality

in economics – of the curtailment achieved by each node as a proportion of its budget to measure

the fairness of curtailment. Figure 11 shows the results for various values of α for a curtailment

range of 500-1000 with 20 nodes. The value of gini decreases with increasing α as the dispersion of

the curtailment decreases. Above α = 0.2, no feasible solution could be found.
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8.4 Online Algorithm for Minimum Cost Net-Load Balancing with Fairness
In order to evaluate our online algorithm for minimum cost net-load balancing with fairness (Online

MinCBF), we compare the cost of the solutions obtained against the optimal solutions of the ILP

defined in Section 5.3.1 as generated in Section 8.3. For various values of L and U pairs, we calculate

the percentage error in the cost obtained by the online algorithm (Algorithm 4) with respect to

the optimal solutions. The budget values Bb input to Algorithm 4 are same as the ones used in

Section 8.3.

Figure 12 shows the results obtained. Even though we do not provide any guarantee on the

worst case bounds for the online algorithm, in practice the error incurred is low. The highest error

incurred is around 23% (factor 1.23). This makes the online algorithm a good candidate for net-load

balancing when the predictions for the entire horizon are not known in advance.
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8.5 Net-Load Balancing with Network Constraints
We evaluate Algorithms 6.1 and 6.2 by considering a smart grid with 10 transformers each connected

to 10 nodes. We consider a single time interval in which 5 of the transformers have a load surplus

and 5 have solar surplus. For each transformer with solar surplus, we assume that the aggregate

load connected is 0.25 times its total solar generation Stx . We set the capacity of distributor for

each transformer Captx equal to f1Stx , where f1 ∈ [0,1] and vary f1. We set the capacity of the

corresponding feeder Capf equal to f2 × f1Stx , where f2 ∈ [0,1] and vary f2. Figure 13 shows

the ratio of the cost of solution obtained by Algorithm 6.2 to that of Algorithm 6.1 versus the

feeder capacity, which is determined by varying f2. Each line in the figure corresponds to a single

distributor capacity as determined by f1.
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As evident from the figure, for a fixed distributor capacity, a reduction in the feeder capacity

leads to a reduction in the cost ratio i.e. cost of Algorithm 6.2 and Algorithm 6.1 converge with

reduction in the feeder capacity until they are equal for a feeder capacity of 0. Moreover, for a fixed

feeder capacity, the gap between the costs reduces with a reduction in the distributor capacity.

This is because reduced distributor capacity results in lower solar surplus and hence less surplus

redistribution. Note that when the distributor capacity is f1 = 0.25, the costs are equal. This is
because whatever solar power is being produced in a distributor, it is being consumed by the load

(which is equal to 0.25 times the solar generation). Hence, the cost incurred by both the algorithms

is for curtailing loads in the load surplus transformers.

8.6 Storage Modeling
We also evaluate the percentage increase in runtime due to incorporation of storage nodes into

our algorithm. We fix the curtailment range as (667,1000) kWh and the number of total nodes

as 20. We assume an infinitely sized storage with charge/discharge capacity of 1000 kWh and

charge/discharge efficiency of 1 in each time interval. We then vary the number of storage nodes

for various values of percentage errors as denoted by ϵ and calculate the percentage increase in

runtime compared against a setup in which no storage nodes are used. Figure 14 shows the detailed

results. Even for 15 storage nodes and ϵ = 0.02 i.e. 2%, the increase in runtime is around 160% i.e.

the increased runtime is less than 2.6 times the runtime of the algorithm without any storage nodes.
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9 BROADER IMPACTS
The rapid increase in the penetration of Distributed Energy Resources such as PVs and batteries in

the grid has decentralized energy generation [22]. This has enabled the development of microgrids

wherein a localized group of electricity sources and loads constitute a subsystem which can be

islanded i.e. operated without any import or export of electricity from outside the subsystem [31].

We envision future microgrids operating as separate monolithic systems which interact with the

larger distribution system as a single entity. A holistic microgrid controller which consists of an

integrated modeling, prediction and optimization framework is imperative for reliable, secure and
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economic operation of microgrids [7]. Optimization frameworks along the line developed in this

work will be a significant component of such microgrid controllers.

Moreover, in the absence of fine grained control, several components of the grid exhibit discrete

operational values (see Section 4). As evident from Table V in the survey paper [48], while a plethora

of optimization algorithms have been developed for grids with continuous operational values (for

example, see column titled "convex optimization problem" in the table), similar algorithms and

analysis techniques are lacking for the discrete case. The research community has focused only

on Integer/Mixed Integer Programming based algorithms which are computationally intractable

or heuristics which have no theoretical optimality guarantees. The fast and optimal algorithms

developed in this work and accompanying theoretical analyses will enable further development of

sophisticated optimization frameworks for controlling discrete microgrids.

10 CONCLUSIONS
One of the most significant change to the smart grids of future will be the proliferation of PV

systems. The current distribution grid is characterized by a few active suppliers such as the utility

and a large number of passive consumers with the power flowing unidirectionally from the suppliers

to the consumers. However, in future the consumers will become an active participant of the grid

with the capability of injecting power into the grid. Net-load balancing under this scenario will be

a daunting task.

In this work, we addressed the problem of performing net-load balancing under the assumption

that the nodes can be directly (and remotely) controlled by the grid operator. Due to the hardness of

this problem, previousworks in the literature had to compromise on either computational tractability

or accuracy. We showed that it is possible to achieve both the conflicting goals simultaneously.

However, there are several challenges which still need to be addressed for seamless PV integration.

The uncertainty due to the errors in the forecasting algorithms is not considered in this work.

Similarly, this work assumes complete observability and direct control of the grid which is true for

micro-grids such as industry/university campus but might not be true for a city wide distribution

grid. We will focus on addressing the above mentioned challenges in our future works.
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11 APPENDIX
A NP-HARDNESS OF MINIMUM COST NET-LOAD BALANCING PROBLEM
In order to prove that the problem of minimum cost net-load balancing is NP-hard, we will define a

simpler version of the problem and reduce the well known knapsack problem, which is an NP-hard

problem to it. Adding any additional constraints to this simpler version will only increase the

complexity of the problem.

The simpler version of the problem Π is formulated as follows: We are given a set S of node-

strategy pairs, where si j ∈ S : i ∈ {1, . . . ,M }, j ∈ {1, . . . ,N } denotes the node-i-strategy-j pair,
where M is the number of node and N is the number of strategies. Given a curtailment value Γ,
we need to output a S∗ ⊆ S such that Γ ≤

∑
i,j :si j ∈S∗ γ (si j ), where γ (si j ) denotes the curtailment

obtained by si j and
∑N

j=1 I (si j ) ≤ 1∀i ∈ {1, . . . ,M }, where I (si j ) = 1 if si j ∈ S
∗
and 0 otherwise and∑

i,j :si j ∈S∗ C (si j ) is minimized, where C (si j ) denotes the cost of curtailment by si j .

Theorem A.1. Π is NP-hard.

Proof. A 0-1 Knapsack problem [42] is defined as follows: GivenM elements, with element i
having value vi and size di , find a sub-set of elements the sum of whose sizes is ≤ D and the value

is maximized. To reduce this problem into Π, for each element i , we add si1 with γ (si1) = −di and
C (si1) = −vi . We set Γ = −D. Note that j ∈ {1}. One can easily observe that 0-1 knapsack problem

has a solution if and only if Π has a solution. □

B PROOF FOR THEOREM 6.2
Correctness of the algorithm can be proved using induction, hence we exclude the details.

Runtime: The dominating term in the runtime complexitywill be the creation of theΦdem andΦsup

tables. Each of these tables will require creation of Θ tables requiring O (M2N Γ̂), by assuming that

|F | = O (M ) i.e. the number of nodes and maxf {|F ( f ) |} = O (M ) and Γ = maxs,d,f {Γ
max
sf ,γdf (t ) ×

M }. This is equal to O (M
4N
ϵ ) with the assumptions that Fmax = O (M ) and Γ = O (MΓmin ). The

creation of Φdem and Φsup tables after creating the Θ tables will require O (M Γ̂2) = O (M
5

ϵ 2 ). Hence,

the algorithm is polynomial in the input size and
1

ϵ .

The assumption Γ = O (MΓmin ) implicitly implies that no transformer level load/solar curtailment

value is "too small". If this is not true, we can isolate the transformer with the smallest curtailment

target and solve it independently. We can repeat the process until the condition is satisfied. This will

lead to a possibly higher cost solution but will significantly reduce the computation time required.

Approximation Guarantee: Let Γ̂x =
∑

i γ̂i be the rounded curtailment values selected from the

nodes connected to a transformer. Now, we know that Γ̂cap ≤ Γ̂x , where Γ̂cap is the minimum

curtailment required to satisfy capacity constraints (as determined in Equations 8 and 11). So,

Γcap
µ ≤

∑
i (

γi
µ + 1) ≤

∑
i
γi
µ + Fmax , where Γcap and γi are the unrounded curtailment values. This

implies Γcap − ϵΓmin ≤ Γx =⇒ Γx ≥ (1 − ϵ )Γcap , where again Γx is the unrounded curtailment

value. Hence, the capacity constraints are violated by a maximum factor of (1 − ϵ ).
Now, in order to prove the second part of the theorem, without loss of generality, let supply

be surplus in the Smart Grid. Let Ŝ be the aggregate supply and D̂. Let Γ̂sx =
∑

i γ̂si be the solar

curtailment values chosen and let Γ̂dx =
∑

i γ̂di be the chosen load curtailment values. Let Γ = S −D
be the required unrounded curtailment value and let Γx = γsx − γdx be the achieved unrounded

curtailment value. Now, we know Ŝ − γ̂sx = D̂ − γ̂dx . By rearranging and unrounding, we can

get 1: S + γdx ≤ D + γsx + µ + µM and 2: D + γsx ≤ S + γdx + µ + µM . Using 1, by substitution,

we get Γ − ϵΓmin (1 +
1

M ) ≤ Γx =⇒ Γ(1 − 2ϵ ) ≤ Γx as M ≥ 1. Using 2, by substitution, we get
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Γx ≤ Γ + ϵ (1 + 1

M )Γmin =⇒ Γ(1 + 2ϵ ) asM ≥ 1. So, the curtailment achieved by Algorithm 6.2 is

within (1 ± 2ϵ ) factor of the optimal curtailment.

C ALGORITHM 6.2 DESCRIPTION
Algorithm 6.2 takes as input the cost Cs ,Cl and curtailment γs ,γl matrices for all the supply and

demand nodes, the capacity of each distributor Captx and each feeder Capf and the maximum

supply Sbs andmaximum demand Lbd for each supply or demand node respectively. It then initializes

two empty sets (line 1). Ssup denotes the feeders where the maximum possible supply is greater

than the maximum possible demand and Sdem are the feeders with maximum possible demand

greater than supply. The decision variables are all set to 0. For each feeder (for each block starting

at line 2), the algorithm calculates the maximum possible supply and demand (lines 3 and 4). In

line 5, the algorithm identifies the minimum supply curtailment required to meet the distributor

constraints. Then, in the if-then-else block starting at line 6, if the maximum demand in a feeder is

greater than the supply (after curtailment required for satisfying distributor constraints), the feeder

is inserted into Sdem and a maximum demand curtailment target is identified to ensure a feasible

supply demand matching configuration. Otherwise, the feeder is inserted into Ssup and a minimum

and maximum supply curtailment is identified. The minimum supply curtailment is required for

satisfying the feeder and distributor constraints while the maximum denotes the curtailment after

which supply demand matching is not possible due to less supply. In the foreach blocks (lines 14

and 18), sets Sdemf and Ssupf are created by filling dynamic programming tables Φdem and Φsup
respectively. Additionally, for the demand surplus feeders, any supply curtailment required to

meet the distributor constraints is performed using MinCB algorithm (with time horizon of just 1

interval). Now, in line 21, for each valid rounded demand curtailment γ̂ , the cost of operation is

calculated. Cost of operation is the sum of γ̂ demand curtailment and Ŝ − (D̂−γ̂ ) supply curtailment.

The latter curtailment is required to match supply with demand. Here, Ŝ and D̂ are the rounded

aggregate maximum solar and demand surplus in the smartgrid respectively. These are the values

which are available to perform smart grid level net load balancing while ensuring that within each

feeder, the distributor and feeder constraints are satisfied and feasible supply demand matching

configurations are maintained. In lines 22 to 41, using the value of γ̂ identified to ensure minimum

cost, the dynamic programming tables are traversed to find suitable strategies for each node in

each feeder and the corresponding decision variables are set. As the tables Θf are similar to the Θ
table filled in MinCB algorithm, Algorithm 1 is used to traverse the same.
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