
A continuum dislocation-based model of wedge microindentation of single
crystals

Giacomo Poa, Yue Huanga, Nasr Ghoniema

aDepartment of Mechanical and Aerospace Engineering, University of California Los Angeles, Los Angeles, CA 90095

Abstract

Recent Electron Backscatter Diffraction (EBSD) experiments have revealed the emergence of heterogeneous disloca-
tion microstructures forming under a wedge indenter in fcc crystals, where micro-meter dislocation patterns challenge
the predictions of traditional models of plasticity. In order to explain the formation of these features and develop
a relationship between the force-displacement curve and the dislocation substructure, we present here a model of
wedge indentation based on the continuum theory of dislocations. The model accounts for large deformation kine-
matics through the multiplicative split of the deformation gradient tensor, where the incompatible plastic component
of deformation results from the flux of dislocations on different and interacting slips systems. Constitutive equations
for dislocation fluxes are determined from a dissipative variational principle. As a result, each dislocation density
satisfies an initial-boundary value problem with convective-diffusive character, which is coupled to the macroscopic
stress and displacement fields governing the deformation process. Solution to the self-consistent continuum formu-
lation is found using the finite element method. Computer simulations mimic the experimental conditions of wedge
micro-indentation experiments into Ni single-crystals used by Kysar et al. (2010a). A comparison of overall disloca-
tion density distribution and macroscopic mechanical response shows good overall agreement with the experimental
results in terms of the detailed features of dislocation patterns and lattice rotations as well as the macroscopic force-
displacement response.

Keywords: Dislocation density tensor, finite deformation, indentation, dislocation patterns.

1. Introduction1

Due to its simplicity, the need for minimal sample preparation, and its non-destructive character, indentation is a2

mechanical test which is routinely used for characterization and quality control of materials. Traditional indentation3

tests measure the ratio between the applied load and the optically-imaged residual imprint area, a quantity known4

as indentation hardness. In metals, indentation hardness is not only a measure of whether annealing or hardening5

treatments have been carried out correctly, but also a quantity from which other mechanical properties can be extracted.6

A notable example of this practice is Tabor’s law relating hardness to yield strength (Tabor, 1951). Indentation plays7

an important role in the mechanical characterization of brittle ceramics, since the hydrostatic component of stress8

below the indenter tip hinders premature fracture and reveals properties of plastic deformation otherwise inaccessible9

via uniaxial tests. For example, Knoop hardness anisotropy measurements were instrumental in determining the10

active slip systems in transition-metal carbides as a function of temperature (Hannink et al., 1972), while the size of11

indentation cracks was found to relate to the toughness of ceramics (Anstis et al., 1981).12

Over the past three decades, the interest in understanding the deformation processes of materials in small volumes,13

such as thin films, multilayer materials, and heterogeneous composites, has attracted renewed attention on indentation14

because of its ability to probe mechanical properties otherwise inaccessible via other methods. The difficulty of ac-15

curately measuring the imprint area at small depths has promoted the development of depth-sensing indentation (also16
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known as instrumented indentation, or simply nanoindentation), a technique where the full history of load vs. depth of17

penetration (P vs. h) is measured during the test (Pethicai et al., 1983). The rich amount of information contained in18

the P-h curves, especially when nanoindenters are equipped with the capability of continuous stiffness measurements19

(CSM), have enabled new ways of probing materials to extract their mechanical properties (Li and Bhushan, 2002;20

Vanlandingham, 2003; Schuh, 2006; Fischer-Cripps, 2006; Gouldstone et al., 2007). Examples include hardness and21

elastic moduli (Oliver and Pharr, 1992), residual stresses (Suresh and Giannakopoulos, 1998), fracture toughness22

of thin films (Li et al., 1997), fatigue strength (Schwaiger and Kraft, 1999), power-low elasto-plastic response and23

power-low creep response (Cheng and Cheng, 2004).24

A remarkable discovery enabled by nanoindentation is that the indentation size effect (ISE) is an intrinsic property25

of plastic deformation, as opposed to an experimental artifact (Pharr et al., 2010). The intriguing aspect of the ISE26

is that it belies the traditional understanding of hardness as a constant material property when measured with self-27

similar indenters (Tabor, 1951; Xue et al., 2002). A widely accepted explanation of the ISE was proposed by Nix and28

Gao (1998), who interpreted the ISE as a manifestation of geometrically necessary dislocations (GNDs) accumulated29

under the indenter tip. The prospect of using indentation as a tool to develop a more fundamental understanding of30

plasticity in terms of structures and mechanics of dislocations has promoted new experimental and computational31

research. In this line of inquiry, recent high-resolution EBSD studies have revealed the complex morphology of the32

GND structures forming beneath indenters (Zaafarani et al., 2006; Kysar et al., 2007; Rester et al., 2008; Demir33

et al., 2009; Kysar et al., 2010a; Dahlberg et al., 2014; Ruggles et al., 2016). By offering a direct view of how34

materials defects collectively respond to inhomogeneous loads, these experiments constitute an important reference35

for microstructure-based models of plasticity. Theory (Zhang et al., 2007; Xiong et al., 2012; Öztop et al., 2013),36

Molecular Dynamics (MD) simulations (de la Fuente et al., 2002; Li et al., 2002; Lilleodden et al., 2003; Fang et al.,37

2003; Nair et al., 2008), and discrete Dislocation Dynamics simulations (Fivel et al., 1997, 1998; Balint et al., 2006;38

Zhang et al., 2014; Po et al., 2014) have examined the properties of dislocation structures generated by indenters.39

However, because of limitations in space and time scales, only continuum plasticity simulations have allowed a40

comparison between modeling results and microstructures revealed by EBSD measurements. In the last decade, a41

number of continuum models have been proposed to explain the sub-surface fields generated by indenters. These42

include continuum plasticity (Gan et al., 2008; Saito et al., 2012), crystal plasticity (Lee and Chen, 2010; Sabnis et al.,43

2013; Zhang et al., 2014), and Kocks-Mecking type models (Zaafarani et al., 2008; Engels et al., 2012). The drawback44

of these plasticity models, however, is that they rely on phenomenological equations to determine the amount of45

plastic slip at any given point, and therefore they are not well-suited to understand dislocation structures formation46

in terms of elementary dislocation mechanics. By contrast, a variety of plasticity frameworks broadly classified here47

as Continuum Dislocation-based Plasticity methods (CDP), use dislocation density-type state variables, and plastic48

deformation is self-consistently governed by their transport (Acharya, 2001; Arsenlis et al., 2004; Yefimov et al.,49

2004; Hochrainer et al., 2014; Xia and El-Azab, 2015). Application of such models to the investigation of dislocation50

patterns formed under indenters has been limited. Po and Ghoniem (2012) have developed a kinematically-linear CDD51

model which mimics the wedge-indentation experiment of Kysar et al. (2010a), where the plane-strain deformation52

process was modeled by six families of effective edge dislocations. Reuber et al. (2014) have considered the same53

problem within finite deformation settings, but with linearized dislocation density transport equations, a dislocation54

population comprising both edge and screw dislocations, and without an energetic contribution of the dislocation55

densities. Baitsch et al. (2015) a single-slip system simulation of the wedge indentation problem in a linearized and56

non-dissipative framework, where the geometrically-necessary dislocation content results from the minimization on57

an energy functional first proposed by Berdichevsky (2006).58

The objective of this paper is to develop a formulation of continuum dislocation-based plasticity at finite deforma-59

tion, for applications to the study of dislocation structures which develop under indenters. Our reference experimental60

condition is the wedge indentation experiment of Kysar et al. (2010a), because it provides a simple pseudo two-61

dimensional settings. The paper is organized as follows. In section 2 we introduce the finite-strain kinematics of62

both deformation and dislocation transport within the materials, and seek a thermodynamic closure equation for the63

dislocation velocity field as a function of internal stress and densities. In section 3, we derive the weak formulation64

of the three boundary value problems of the model, and solve them for the case of wedge-indentation of a Nickel sin-65

gle crystal as in Kysar et al. (2010a) The aim here is to validate the physically-based model with experiments Kysar66

et al. (2010a) at the same length scale, and to determine the relationship between the macroscopic force-displacement67

measurements and the underlying dislocation microstructure. Results and comparison with experiments are provided68
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Figure 1: (a) A face-centered cubic crystal loaded on the (001) plane by a wedge parallel to the [110] direction. Plane strain deformation in obtained
on the shaded (110) plane. (b) View of the (110) plane showing the six effective slip systems with edge dislocations densities %1(X, t), . . . %6(X, t),
respectively. (c) Orientation of the effective slip systems in the global reference frame of (b).

in terms of load vs displacement curves, lattice rotation, GND density, and dislocation densities on individual slip69

systems. Discussion and conclusions are finally presented in section 4.70

2. Model formulation71

The proposed model mimics the experimental conditions of the wedge-indentation experiment of Kysar et al.72

(2010a). These are illustrated in Fig.1a, where a face-centered cubic (fcc) single crystal is indented on a (001) plane73

by a wedge parallel to the [110] direction. As pointed out by Kysar et al. (2005), the line loading induces plane strain74

deformation in the (110) plane by equally activating pairs of slip systems with identical in-plane components of the75

Burgers vector, and opposite out-of-plane component. Therefore, the deformation is equivalent to that produced by76

six effective slip systems of edge dislocations with slip direction and glide plane normal fully contained in the (110)77

plane. Slip direction and plane normal of each dislocation family are listed in Table 1c. In the current model, each78

family is described by a density of dislocations per unit referential area %r(X, t) (r = 1 . . . 6), which is a function79

of the material coordinate X = (X1, X2) in the (110) plane, and time (Fig. 1b). The objective of this section is to80

formulate a finite-deformation model of the plane-strain indentation process, where the plastic deformation of the81

crystal is induced by the transport of these dislocations. Because of the significant geometric changes under the82
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indenter, a finite-deformation model is critical to the description of lattice rotations and the corresponding dislocation83

microstructure.84

In all subsequent development we use indicial notation for tensor fields, with lowercase latin indices referring to85

coordinates in the spatial configuration, latin uppercase indices to the reference configuration, and greek indices to the86

intermediate configuration. Differential operators and integral theorems are applied following their “right” definition,87

as opposed to “left” (Malvern, 1969).88

2.1. Kinematics89

We adopt the kinematics framework originally proposed by Bilby et al. (1957), Kröner (1960), and Lee (1969),90

where the total deformation gradient F is multiplicatively split into a lattice-preserving and dislocation-mediated91

plastic part FP, and an elastic part FE associated with lattice stretching, that is92

FiJ B
∂xi

∂XJ
= FE

iαFP
αJ . (1)93

94

It is further assumed that both FE and FP are orientation preserving, i.e. JE = det(FE) > 0 and JP = det(FP) > 0, so95

that both the inverse elastic distortion tensor GE = (FE)−1 and the inverse plastic distortion tensor GP = (FP)−1 exist.96

A fundamental aspect of the multiplicative decomposition (1) is that FE and FP may be individually incompatible,97

although their product is the total deformation gradient F, which is a compatible field by definition. As a consequence,98

a closed oriented material curveC0 maps into a closed material curveCt in the spatial configuration, while it transforms99

into an open curve C̃ in the intermediate configuration. In the FS/RH convention (de Wit, 1960, 1965), the vector100

measuring the closure failure of C̃ is :101

B̃γ B
∫
C̃

dX̃γ , (2)102

103

where dX̃ is an infinitesimal material vector in the intermediate configuration. This vector can be mapped to either104

the reference or the current configuration, therefore allowing the following two sets of identities (Steinmann, 1996):105

B̃γ B
∫
C̃

dX̃γ =


∮
C0

FP
γIdXI = −

∫
S0
εJKMFP

γK,MdAJ = −
∫
S̃

1
JP εJKMFP

γK,MFP
χJdÃχ∮

Ct
GE
γidxi = −

∫
St
ε jkmGE

γk,mda j = −
∫
S̃

JEε jkmGE
γk,mGE

χ jdÃχ
(3)106

107

In (3), S0 and St are surfaces bounded by the curves C0 and Ct, respectively, while S̃ is the corresponding collection108

of area elements in the intermediate configuration. Eq. (3) shows that an elementary area element suffers a closure109

failure dB̃ = A · dS0 = a · dSt = α · dS̃, which is measured by different tensors depending on whether the area element110

is taken in the reference (dS0), current (dSt), or intermediate configuration (dS̃). From Eq. (3) it can be seen that these111

tensors have components1
112

AγJ B −εJKMFP
γK,M (4a)113

aγ j B −ε jkmGE
γk,m (4b)114

αγχ B −
1
JP εJKMFP

γK,MFP
χJ = −JEε jkmGE

γk,mGE
χ j . (4c)115

116

The mechanical significance of these tensors consists in their role as sources of internal stress in the crystal, as better117

appreciated in the linearized theory of plastic eigendistortions (Mura, 1982). Adopting a material viewpoint, we118

henceforth choose to work with the tensor A.119

The property that the tensor A measures the local closure failure of an area element inspired Nye (1953) to120

establish the link between its kinematic definition (4a) and the dislocation content in the crystal, therefore enabling121

the interpretation of A as a dislocation density tensor. In fact, letting the superscript r identify families of dislocations122

1Note that the first equality in Eq. (4c) is the definition of the tensor α, while the second equality represents the condition that the incompatibil-
ities of FE and FP must cancel each other in order to guarantee the compatibility of total deformation.
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sharing a common Burgers vector b̃r and line direction ξr and having density %r per unit reference area normal to their123

line direction, the dislocation density tensor can be expressed as:124

AγJ =
∑

r

Ar
γJ , (5)125

126

where the dislocation density tensor of the r-th family is defined as127

Ar
γJ = %r b̃r

γξ
r
J . (6)128

129

In the wedge indentation problem at hand, the summation in (5) runs over the six families of edge dislocations with130

properties listed in Fig. 1c.131

The balance law governing the evolution of each Ar
γJ is derived in Eq. (A.3), and its local form reads132

Ȧr
γJ = −εJKM

(
Lr
γχFP

χK

)
,M

+ pb̃r
γξJ , (7)133

134

where Lr
γχ = %̃rb̃r

γεδβχw̃r
δξ̃

r
β is the Burgers vector flux of the r-th family, with %̃r, w̃r, ξ̃r being the density, the velocity135

and line direction in the intermediate configuration, respectively. On the other hand, the rates of the dislocation136

density tensors (4) can be obtained by differentiating its kinematic definition (Acharya, 2001; Cermelli and Gurtin,137

2001; Svendsen, 2002; Arsenlis et al., 2004). In particular, the rate of the tensor A is138

ȦγJ = −εJKM

(
ḞP
γK

)
,M
, (8)139

140

where LP
αβ is the standard plastic velocity gradient defined by the relation141

ḞP
γK = LP

γχFP
χK . (9)142

143

Two important results are obtained by summing Eq. (7) over all families, comparing to Eq. (8), and invoking the144

arbitrariness of the plastic deformation process. First, that LP can be expressed as the sum of the individual dislocation145

flux tensors146

LP
γχ =

∑
r

Lr
γχ =

∑
r

b̃r
γεχβµw̃r

β%̃ξ̃
r
µ . (10)147

148

Second, that the sum of the production terms must vanish in tensorial sense, that is149 ∑
r

b̃r
γprξr

J = 0 . (11)150

151

We further assume that only dislocation glide motion is allowed. Therefore the dislocation velocity of family r152

can be written as w̃r = w̃s̃r, where w̃r is a scalar dislocation velocity field, and s̃r is the fixed slip direction appearing153

in Fig. 1c. In turn, the product ñr
δ = εδχµ s̃r

χξ̃
r
µ defines the component of the glide plane normal for each slip system,154

and the plastic velocity gradient reduces to the familiar form encountered in CP theories (Roters et al., 2010)155

LP
γδ =

∑
r

γ̇r s̃r
γñr

δ , (12)156

157

where the slip rates are given by Orowan’s equation γ̇r = %̃rb̃w̃r. Moreover, the trace LP
γγ vanishes identically and158

and therefore JP remains constant at all times.2 Under these conditions, the balance law Eq. (7) admits the scalar159

counterpart derived in (A.6), which reads160

%̇r = −
(
%̃rw̃r s̃r

χG
P
Kχ

)
,K

+ pr . (13)161
162

We remark here that the plastic deformation of the indented crystal is governed by Eqs. (9), (12), and (13), which163

ultimately depend on the velocities wr and source terms pr. Closure equations for these quantities are obtained in the164

following sections.165

2As a consequence of these simplifications, there is no distinction between the dislocation densities per unit intermediate area %̃r and referential
area %r , although we retain the formal difference between the two.
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2.2. Irreversible thermodynamics166

Deriving a closure equation for the dislocation velocity wr requires a brief foray into irreversible thermodynamics.167

We begin with the balance equations for the internal energy and entropy densities per unit reference volume φ and η,168

respectively. The local forms of the integral balance laws formulated in Appendix B read169

φ̇ = PiKvi,K − QK,K + h −
∑

r

(
ϕr%rwr

K
)
,K +

∑
r

%r pr , (14)170

η̇ = −

(QK

T

)
,K

+
h
T

+ γ −
∑

r

(
σr%rwr

K
)
,K +

∑
r

σr pr . (15)171

172

Here PiK is the first Piola stress, vi the material velocity, QK the referential heat flux, h the heat supply, T is the173

absolute temperature, and γ is the rate of entropy production per unit reference volume, which must be a positive174

quantity as dictated by the second law of thermodynamics. The non-standard quantities ϕr and σr are, respectively,175

the energy and entropy per unit length of dislocation which the flux ρrwr and the source term pr carry into the control176

volume.177

In order to obtain a dissipation equation we follow the standard procedure of multiplying (15) by T and subtracting178

the result from (14), assuming uniform temperature for simplicity. This results in179

PiK ḞiK − ψ̇ − ηṪ +
∑

r

µr
[
−

(
%rwr

K
)
,K + pr

]
−

∑
r

%rwr
Kµ

r
,K = D ≥ 0 , (16)180

181

where ψ = φ−Tη is the Helmholtz free energy density, µr = ϕr −Tσr are the “chemical potentials” of the dislocation182

species, and D = Tγ is the energy rate dissipated into heat by internal processes, such as internal heat fluxes and183

dislocation motion within the crystal. In order to proceed further, we assume that the free energy is a function of the184

elastic Green-Lagrangian strain, temperature, and each of the dislocation densities %r, that is185

ψ = ψ(EE ,T, %r) . (17)186
187

By sake of (17), and taking into account the balance law (13), Eq. (16) is rewritten as188 PiK FP
αK −

∂ψ

∂EE
αβ

FE
iβ

 ḞE
iα −

(
∂ψ

∂T
+ η

)
Ṫ −

∑
r

(
∂ψ

∂%r − µ
r
)
%̇r + PiK FE

iαḞP
αK −

∑
r

%rwr
Kµ

r
,K = Tγ ≥ 0 . (18)189

190

The terms in parenthesis in (18) are those that must vanish identically when the dissipation D is assumed to be191

independent of the rates ḞE , Ṫ , and %̇r. This assumption is widely accepted for plastically-deformed metals, and it192

leads to the following constitutive relations193

PmI = FE
mα

∂ψ

∂EE
αβ

GP
Iβ η = −

∂ψ

∂T
µr =

∂ψ

∂%r . (19)194

195

The surviving portion of the dissipation equation (16) is further manipulated using (9), (12), and the relation wr
K =196

GP
Kχw̃χ = GP

Kχw̃r s̃r
χ to obtain197

Mβα

∑
r

%rbw̃r s̃r
αñr

β −GP
Kχ

∑
r

%rw̃r s̃r
χµ

r
,K = D ≥ 0 (20)198

199

where Mβα = FP
βK PiK FE

iα/JP is the Mandel stress. In the spirit of irreversible thermodynamics, we now regard the200

dislocation velocity as a generalized irreversible flux which causes internal dissipation. Indeed, both theory and MD201

simulations indicate that for small dislocation velocity compared to the shear wave speed, dislocations experience202

a dissipative friction force proportional to their velocity (Lothe, 1962; Nabarro, 1967; Bitzek and Gumbsch, 2005;203

Olmsted et al., 2005). The simplest form of the dissipation consistent with this observation is204

D =
B
2

∑
r

%r(w̃r)2 , (21)205

206
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where B is a coefficient with units of [Pa sec]. With this choice, the velocity of each dislocation family can obtained207

from (18) via the principle of maximum dissipation rate (PMEP) (Ziegler, 1983; Ziegler and Wehrli, 1987; Collins208

and Houlsby, 1997). This yields209

w̃r =
b
B

(
M̃δγ s̃r

γñr
δ −

1
b
µr
,NGP

Nγ s̃r
γ

)
. (22)210

211

Note that the term τr = M̃δγ s̃r
γñr

δ is the resolved shear stress in the intermediate configuration, while the term τ̃r =212

1
bµ

r
,NGP

Nγ s̃r
γ plays the role of a back stress proportional to the gradient of the chemical potential.213

2.3. Energy of microstructures214

We assume that the free energy density used has the form215

ψ(EE ,T, %1, . . . %6) = ψE(EE) + ψM(%1, . . . %6) (23)216
217

where ψE is the elastic energy density, while ψM is microstructural energy. The elastic energy density is218

ψE(EE) =
1
2
CαβγδEE

αβEE
γδ (24)219

220

where EE is the Green-Lagrangian elastic strain. For the cubic Ni single crystal considered here, the elastic tensor221

Cαβγδ contains only the three independent constants c11, c12, and c44 listed in table 2c. In general, the microstructural222

free-energy contains both energetic and entropic contributions, although there is no general consensus on its functional223

form (Groma et al., 2007, 2010; Kooiman et al., 2014, 2015, 2016; Svendsen and Bargmann, 2010; Mesarovic et al.,224

2010). Berdichevsky (2006) proposed the simple expression3
225

ψM(%1, %2, . . .) = ψ̂M(%T (%1, %2, . . .)) = kc44 ln
1

1 − %T /%∗
(25)226

227

where %T =
∑
%r is the total dislocation density, c44 is the shear modulus, k is a dimensionless parameter and %∗ is a228

saturation density. With this choice, the chemical potential is the same for all scalar dislocation densities, and the229

back stress becomes proportional to the gradient of the total density, in fact230

µr =
∂ψ̂

∂%T

∂%T

∂%r =
JPkG
%∗ − %T and µr

,N =
JPkG(

%∗ − %T )2 %
T
,N . (26)231

232

2.4. Dislocation sources and mobility233

In three-dimensional space, dislocation lines collide with each other and form junctions, screw dislocations cross234

slip, and curved dislocations increase their length as they bow out. These mechanisms of length multiplication have no235

rigorous representation in the two-dimensional picture of equivalent straight dislocations adopted in this paper. The236

source term pr which accounts for these processes must therefore be modeled phenomenologically. We assume that237

on each slip system there is a constant density of Frank-Read sources %FR, which operate with frequency ν f r. Every238

time a source bows out and closes on itself, it emits a loop which in the two dimensional framework corresponds to a239

pair of dislocations on opposite slip systems. Therefore, the production term for each slip system is240

pr = %FRν
r . (27)241

242

The frequency νr is the inverse of the time T r which is needed to grow an embryonic Frank-Read source of length L243

into a closed loop of radius αL. This is244

νr =


(
|τr |−

c44b
L1

)
b

αLB if |τr | > µb/L2

0 otherwise
(28)245

246

3Alternative simple formulations include models where the microstructural energy depends on the GND density %GND =
√

AγJ AγJ/b, or the
SSD density %SSD = %T − %GND.

7



Finally, a similar consideration about three-dimensional forest hardening suggests to consider the following effective247

mobility248

B =

B0 if |τr | > µb/L2

∞ otherwise ,
(29)249

250

so that dislocations are actually immobilized below a certain stress threshold. In the real three-dimensional condition,251

both lengths L1 and L2 are related to the average dislocation spacing. Since the only indication of such quantity in the252

two-dimensional representation is the total dislocation density %T =
∑

r %
r, for simplicity we choose L1 = L2 = 1/

√
%T .253

3. Micro-indentation simulations254

3.1. Finite element implementation and boundary conditions255

The theoretical model developed in the previous sections is implemented numerically using the finite element256

method (FEM). We consider a single crystal Ni sample oriented as in Fig. 1b. With reference to Fig. 2a, we consider a257

simulation domain of width W = 600µm and height H = 550µm. A region of infinite elements surrounds this domain258

on the left, bottom, and right sides. This allows the prescription of boundary conditions on these sides at infinity.259

In particular, the lateral boundaries of this domain are traction free, while the lower boundary is constrained in the260

vertical direction. The top surface is indented by a rigid 90◦ wedge with a tip radius of R = 10µm. The indenter is261

pushed into a Ni single crystal crystal in increments of 0.5µm, for a total indentation depth of 100µm. At time t = 0,262

we assume that each slip system is populate by a uniform density, that is %r(X, 0) = %0 = 1012 m−2 for r =, 1 . . . 6,263

so that the GND content o the crystal vanishes identically. We also assume that the crystal is initially plastically264

undistorted, that is FP(X, 0) = I.265

Using these initial conditions, the sequential solution scheme illustrated in Fig. 2b is implemented to find the266

displacement field u, the plastic distortion field FP, and the dislocation density fields %r (r = 1, . . . 6). At each267

indentation increment we solve the following quasi-static weak problem in order to find the displacement field u268 ∫
Ω

PiJδui,J dV =

∫
∂Ωtop

f JGK jδu j dAI . (30)269

270

In Eq. (30), J = det(F), G = F−1, and f (x) is the pressure applied by the indenter normal to the deformed surface.271

By applying penalty method, the normal contact pressure is computed as f (x) = PnH∗(d(x)), where d(x) is the signed272

distance of x from its closest point on the indenter, H∗ is a smooth Heaviside step function, and Pn is the penalty273

factor which is set to 0.3E/h, where h is the average mesh element size of sample top boundary and equal to 1.5 µm274

in the current model. Scale factor 0.3 is selected based on both ease of convergence and solution accuracy. The lower275

penalty factor usually leads to faster convergence but more inter-penetration between contact surfaces. The non linear276

weak form (30) is solved at each indenter increment for fixed FP from the previous step. Once the solution u is found,277

the initial boundary value problem (IBVP) governing the time evolution of each dislocation density is solved. The278

weak problem corresponding to (13) is279 ∫
Ω

(
%̇r%̂r − %rwr

K %̂
r
,K

)
dV +

∫
∂Ωout

%rwr
K %̂

r dAK =

∫
Ω

pr%̂r dV (31)280

281

here wr
K = GP

Kβw̃
r s̃r
β is the dislocation velocity in the reference configuration, and %̂r is the test function. Note that282

(31) subsumes the condition of zero dislocation flux on the inflow portion of the boundary, hence the boundary term283

extends only on the outflow boundary ∂Ωout, defined by the condition wK NN > 0. The convective term %r
,Kwr

K %̂
r

284

is stabilized by means of the Taylor-Galerkin method (Kuzmin, 2010), where the test function %̂r is replaced by285

%̂r
TG = %̂r + (∆t/2)wr

K %̂
r
,K , where ∆t is the time step. Zero dislocation flux is prescribed on the in-flow portion of the286

boundary. Together with each %r, we also evolve the plastic deformation by solving the spatially-dependent initial287

value problem (IVP) (9) together with (12). The corresponding weak form is288 ∫
Ω

ḞP
γJ F̂P

γJ dV =

∫
Ω

∑
r

b̃%̃rw̃r s̃r
γñr

δF
P
δJ F̂P

γJ dV (32)289

290
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infinite elements domain

simulation domain

90◦

(a)

update indentation depth
di+1 = di + 0.5µm

solve for u
BVP (30)

Solve for %s

IBVP (31)

σ < σtol

depth =

100 µm

Unload until traction
free on top boundary

No
Yes

No

Yes

(b)

description symbol value reference
Burgers vector magnitude b 2.487 [Å] Owen et al. (1937)
elastic constant c11 250.8 [GPa] Teodosiu (1982)
elastic constant c12 150.0 [GPa] Teodosiu (1982)
elastic constant c44 123.5 [GPa] Teodosiu (1982)
mobility coefficient B0 10−4 [Pa·s] Zhang et al. (2014); Reuber et al. (2014)
microstructural energy parameter k 10−4 [-] Berdichevsky (2006)
microstructural energy saturation density %∗ 1014 [m−2] Berdichevsky (2006)
domain width W 600 [µm]
domain height H 550 [µm]
initial dislocation density %0 1012 [m−2]
Frank Read source density %FR 1012 [m−2]

(c)

Figure 2: (a) The simulation domain is a W × H rectangle surrounded on three sides by infinite elements. Zero traction is prescribed on the lateral
boundaries, while zero vertical displacement is prescribed on the bottom boundary. Zero dislocation flux is prescribed on the in-flow portion of the
boundary. (b) Staggered solution algorithm for the coupled mechanical and transport problem. (c) Parameters used in the Ni single-crystal model.

Eqs. (31) and (32) are used to update the fields %r and FP. Since the displacement u is kept fixed during the evolution291

of FP, the resolved Mandel stress decreases and dislocation motion eventually stops. When the average absolute value292

of resolved shear stress over the simulation domain |τr |ave goes down to a stress threshold τc = 1.1µb/L2 indicating293

most of the dislocations are immobilized, a new indentation step is taken and the overall process repeats until a total294

indentation depth of 100µm is reached. At that point, the motion of the indenter is reversed to unload the sample,295

and reverse steps are taken until the total load on the indenter vanishes. All material properties are listed in Fig. 2c.296

The weak forms (30), (31), and (32) have been implemented using the basic PDE module of the commercial FEM297

software COMSOL multiphysics 5.2.298
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Figure 3: Indentation load vs. depth.

3.2. Simulation results299

As a first comparison between the the experimental results of Kysar et al. (2010b) and our model can be made by300

considering the plot force vs indentation depth shown in Fig. 3. In the range of indentation depth considered here,301

up to 100µm, there is good agreement between simulations and experiments. Both curves show an initial non-linear302

relationship between force and depth, which extends to a depth of about 20µm. This initial portion of the loading303

curve is most likely due to the round tip of the indenter, which has a radius R = 10µm in our simulations. Once the304

lateral sides of the wedge make contact with the material, the load vs depth curve approaches a linear dependence,305

which is evident in the experimental curve above d = 70µm. Upon unloading, the elastic recovery of the material is306

about 10% of the maximum depth in both simulations and experiments.307

The total material rotation θ is computed using the polar decomposition of the deformation tensor as F = RU,308

where R is the orthogonal matrix of rotation. For the two dimensional case considered here, the total material rotation309

angle θ about the out-of-plane axis can be obtained from the relation 2 cos θ = tr(R). The simulate material rotation310

θ is shown in Fig. 4a. Note that the range of the rotation angle θ is determined by the wedge indenter angle. The311

material in contact with the flanks of the indenter is forced to rotate by an angle equal to half of the wedge angle,312

that is 45◦, while the material under the indenter tip are constrained not to rotate by symmetry considerations. This313

imposed rotation field is accommodated partially by elastic lattice rotation, and partially by plastic rotation. The angle314

of rotation of the lattice about the out-of-plane direction, ω3, is computed using the polar decomposition of the elastic315

deformation tensor as FE = REUE , where RE is the orthogonal matrix of lattice rotation. For the two dimensional316

case considered here, the lattice rotation angle θ about can be obtained from the relation 2 cosω3 = tr(RE). Fig. 4b317

shows the lattice rotation angle in the unloaded state, while Fig. 4c is the corresponding result obtained experimentally318

by Kysar et al. (2010b). It can be observed that the lattice rotation underneath the indenter exhibits four sectors of319

alternating sign, as predicted by the theory of Hill et al. (1947). The most evident discrepancy between simulation and320

experimental results can be observed along the vertical line below the indenter tip, where simulations show a diffuse321

transition between positive and negative rotation sector, whereas experimental results show a sharper transition. The322

quantitative and qualitative agreement between theory and experiments is remarkable, given the few assumptions323

made in constructing the current model.324

Fig. 5a and 5c shows the components A13 and A23 computed from Eq. (6), respectively. The black lines superim-325

posed to these figures represent deformed lattice planes, and they are constructed as being locally tangent to the vector326

fields Feẽ1 and Feẽ2, where ẽ1 and ẽ2 are the horizontal and vertical unit vectors in the intermediate configuration.327

Fig. 5a shows a concentration of positive Burgers vector density in the ẽ1 direction on the vertical line under the328

indenter, and on two lateral lines that originate approximately at the points of contact of the wedge indenter with the329

top surface of the crystal. Note that α13 represents a density of dislocations with Burgers vector along x1. There are330

five regions of alternating high and low α13 intensity, separating the four sectors of lattice rotation. The high Burgers331

vector density in these regions act as a sort of sub-grain boundary which accommodates the high lattice rotation im-332
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(a)

(b) (c)

Figure 4: (a) Total rotation θ computed from our model. (a) Lattice rotation ω3 computed from our model. (b) Corresponding lattice rotation
measured by Kysar et al. (2010b).

posed by the wedge in these regions. Similarly, α13 represents a density of dislocations with Burgers vector along x2.333

Their anti-symmetric distribution about the mid-plane is best understood by the vertical distorted lattice planes in 5c,334

which rotate in opposite direction to accommodate the deformation of the indenter.335

Fig. 5b and 5d show the corresponding components of α13 and α23 obtained by Kysar et al. (2010b) by post-336

processing the lattice rotation via Nye’s equation337

αi j = ε jkmω
e
ik,m (33)338

339

Note that (33) uses linearized kinematics and it neglects the contribution of elastic strain. Despite the fact that the340

experimental results show sharper regions of high density, it can be observed that the general pattern is well reproduced341

for both fields α13 and α23.342

Next, we consider the distribution of scalar densities on each slip system. In experiments, the problem of recon-
structing the densities %r given α amounts to solving the equation∑

r

%r
[

br
x

br
y

]
=

[
α13
α23

]
, (34)

which is underdetermined for more than two families of dislocations. Kysar et al. (2010b) have eliminated this343

under-determinacy by requiring that the net dislocation density on each slip system minimizes the L1-norm defined as344
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(a) A13 simulations (b) α13 experiments

(c) A23 simulations (d) α23 experiments

Figure 5: Comparison between simulated and experimentally-determined sompoen (a) Component of the tensor A13 obtained from the simulations.
(b) Component of the tensor α13 measured experimentally. (a) Component of the tensor A23 obtained from the simulations. (d) Component of the
tensor α23 measured experimentally.

L1 =
∑
α |%

α|gndbα. Results of these calculations were interpreted by Kysar as a “lower bound” estimate of the actual345

dislocation population, and they are reported in the first column of Fig. 6. The second column of Fig. 6 shows the346

result of the same calculation using the results of our simulations. It can be observed that for all densities there is very347

good agreement between corresponding results.348

4. Discussion and Conclusions349

Instrumented indentation has become an ubiquitous tool to investigate the fundamental properties of plasticity at350

the micro- and nano-scale. In recent years, high-resolution EBSD characterization of these structures has been instru-351

mental in revealing the way materials respond to loads by developing dislocation structures which to accommodate352

the large deformation induced by indenters. The objective of this paper was to develop a finite-deformation model of353

indentation that can reproduce the dislocation microstructure measured in the wedge micro-indentation experiment of354

Kysar et al. (2010b).355

The model presented here has a minimal number of assumptions regarding dislocation generation, multiplication,356

cross-slip, and junction formation. Nevertheless, it remarkably reproduces essential features of the indentation experi-357

ments of Kysar et al. (2010b). The main reason for such agreement may lie in the geometric nature of the experiments358

and the way they were designed to reveal the GND content of dislocations rather than all dislocation features. First,359
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(a) (b)

(c) (d)

(e) (f)

(g) (h)

Figure 6: Comparison between experimental lower-bound dislocation density (first column), simulation lower-bound dislocation density (second
column), and actual simulated density (third column), for each slip system. (a)-(b) %(1). (c)-(d) %(2). (e)-(f) %(3). (g)-(h) %(4). Densities %(5) and %(6)

are not reported for symmetry reasons.
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the experimentally-observed force-displacement curve is quantitatively reproduced with the current model. At very360

small loads, the response is non-linear, and is found to be determined by the radius of curvature of the indenter’s tip.361

At greater loads, the response is more or less linear over the entire range of loads. Second, it is found that as the hard362

indenter is pushed into the surface, the material closest to the tip rotates to accommodate adjacent surface rotation,363

and such immediate material rotation is reversed on a length scale determined by the contact line between the indenter364

and the surface. Immediate surface rotations become diffuse as a result of dislocation motion a distance of about365

three times the indentation depth. These two aspects of the experiment are very well-reproduced by the model. Some366

deviation between the model and experiment is observed adjacent to the symmetry line, where the experiment shows367

more localized and abrupt rotations near that line, while the simulations show gradual changes.368

While the experiment can directly measure lattice rotations and hence the components of the dislocation density369

tensor, our simulations in fact start from the distributions of dislocation densities on the three equivalent slip systems.370

From there, the dislocation density tensor and lattice rotations are recovered. Therefore, there is no direct way for371

the experiment to resolve the individual dislocation densities without recourse to an assumption of total GND den-372

sity minimization. This can assist in converting measured values of the α-tensor to individual dislocation densities,373

although the procedure is non-unique. Nevertheless, the simulations reproduce dislocation density distributions in374

agreement with this assumption and compare well with experiments.375

The experiments show finer α-tensor (and hence GND density) patterns that merit further investigations. Those376

patterns, if confirmed by direct TEM observations under the indenter, may be a result of dislocation self-organization377

due to a competition between reactions (cross-slip, and junction formation) and transport. The patterns appear to378

have a wavelength of 50-100 µm, but need to be confirmed by TEM observations or higher resolution X-ray diffrac-379

tion methods. Future modeling that incorporates strong dislocation reactions would then shed direct light on the380

mechanistic origin of such patterns. The present effort was focused on the global aspects of micro-indentation: force-381

displacement, rotations, and the α-tensor, and hence an answer to this question awaits further investigation. However,382

it should be emphasized that the experiment of Kysar et al. (2010b) is only two-dimensional in the sense that the383

external load induces a state of plane-strain deformation, while the internal dislocation configuration is completely384

three-dimensional (3D). This means that important dislocation mechanisms such as junction formation and cross-slip385

exceed the scope of the present approach.386
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Appendix A. Dislocation balance equation in the reference configuration392

We consider a family of dislocations having density % per unit referential area normal to their common line393

direction defined by the unit vector ξ. The corresponding vector density % = %ξ has the property that % · dA is394

the number of dislocations piercing an elementary oriented area element dA in the reference configuration. Let each395

dislocation in this bundle possess a generic quantity f . We consider the balance equation governing this quantity396

for an arbitrary material control surface S0 bounded by a closed curve C0. The number of dislocations piercing S0397

changes as a result of dislocations crossing the curve C0, and as new dislocations of the same type are produced. If398

dislocations move with velocity w, the number of dislocations crossing an elementary portion of the boundary C0399

per unit time are those contained in an area element wdt × dL. Therefore the equation expressing the balance of the400

quantity f is:401

d
dt

∫
S0

f%KdAK = −

∮
C0

f εBCK %BwCdLK +

∫
S0

f pξKdAK (A.1)402

403

where p is the production rate of dislocations. Note that if f = 1, then the left hand side of (A.1) is the rate of change404

in the total number of dislocations crossing S0, while if f = b̃(s) is the Burgers vector of each dislocation, then the405

integral represents the total closure failure of the curve C0 mapped to the intermediate configuration.406
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Application of Stokes’s theorem to (A.1) and subsequent localization yields

d
dt

( f%K) = −εKLM ( f εBCM %BwC),L + f pξK (A.2)

If f = b̃(s) the following balance equation for the tensorial density Ar = br ⊗ ρr is obtained:

Ȧr
αK = −εKLM

(
εBCM Ar

αBwC
)
,L + pr

αK = 0 (A.3)

On the other hand, if f = 1, we obtain the balance equation for the dislocations, which reads

%̇K = −εKLM (εBCM %BwC),L + pK (A.4)

In the planar case considered in this paper this reduces to:

%̇K = − (%KwL),L + pK (A.5)

The referential dislocation velocity w is the pull-backs of the velocity w̃ in the intermediate configuration, wC =

GP
Cγw̃γ = GP

Cγw̃s̃γ. Using this observation and dropping the (constant) unit line direction, we finally obtain the scalar
density balance law:

%̇ = −
(
%w̃γGP

Kγ

)
,K

+ p . (A.6)

Appendix B. Balance Laws for energy and entropy407

Let us consider a closed material curve C0 in the (110) plane of Fig. 1b bounding an area A0, and the prismatic
volume V0 = A0 × dz obtained by “extruding” the area A0 along [110] by a length dz. Balance of energy for this
material volume reads

d
dt

∫
V0

(
1
2
ρ0vivi + φ

)
dV =

∮
∂V0

(PiKvi − QK) dAK +

∫
V0

(bkvk + h) dV

−

∮
C0

∑
r

ϕrdz εBCK%
r
Bwr

CdLK +

∫
A0

∑
r

ϕrdz prdA (B.1)

Here vi is the material velocity, φ the internal energy density per unit referential volume, PiK the first Piola stress, QK408

the heat flux, bk the body force per uni referential volume, and h the heat supply per unit referential volume. The409

third therm on the right hand side of Eq. (B.1) represents the energy carried into the control volume by the infinite410

straight edge dislocations of family r crossing its lateral boundary. Here ϕr is an energy per unit length of dislocation.411

Likewise, the last term represents the energy supply due to the production of dislocations of family r within the same412

volume.413

Since all fields are uniform in the out-of-plane direction, then
∫
V0

(·) dV = dz
∫
A0

(·) dA. Therefore, applying the
divergence theorem to the first term on the rhs, and Stokes theorem to the third term, the factor dz can be dropped
from all terms. Accounting for balance of linear momentum, the following integral overA0 is obtained∫

A0

φ̇ − PiKvi,K + QK,K − h +
∑

r

ξKεKLM
(
ϕrεBCM %r

Bwr
C
)
,L −

∑
r

ϕr pr

 dA = 0 (B.2)

In the planar case, this equation can be further simplified to∫
A0

φ̇ − PiKvi,K + QK,K − h +
∑

r

(
ϕr %rwr

K
)
,K −

∑
r

ϕr pr

 dA = 0 (B.3)

A similar balance equation holds for entropy balance

d
dt

∫
V0

η dV = −

∮
∂V0

QK

T
dAK +

∫
V0

h
T

dV −
∮
C0

∑
r

σrdz εBCK%
r
Bwr

CdLK +

∫
A0

∑
r

σrdz prdA (B.4)

15



In Eq. (B.4) η is the entropy density of the material per unit mass, γ is the internal entropy production rate due to
irreversible processes, and σr is the specific entropy per unit length of dislocation. In the planar case considered here,
the entropy balance equation becomes∫

A0

η̇ +

(QK

T

)
,K
−

h
T
− γ +

∑
r

(
σr%rwr

K
)
,K −

∑
r

σr pr

 dA = 0 . (B.5)
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