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Abstract

Picosecond timing of energetic charged particles and phc*ons is a challenge for many high-energy physics and
medical applications. InAs Quantum Dots (QDs) v “weu™ " in GaAs matrix are expected to have singular
scintillation properties. The advantages come from hiy, " efficient energy conversion, as well as from fast
electron capture and radiative recombination in ODs. We present design considerations and demonstration of an
ultrafast, high photon yield room-temperatu e sem, anductor scintillator. Due to the high refractive index of
GaAs, the scintillator is fabricated in the fu. ~ of a 2 ) um thick planar waveguide with an integrated InGaAs
photodiode. QD luminescence of about F % et acy at room temperature has been shown, and modal
attenuation stabilized at 1 cm. Scinti’ atio’. resnonses from 5.5 MeV alpha particles show an extremely fast
decay time of 280 ps, a collection efficic ~ v of 1% and a time resolution of 60 ps. This data confirms the unique
potential properties of this scintillat on detec. r.

© 2001 Elsevier Science. All righ*  ~served
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1. Introduction

Picosecond range time resolution for scintillation detectors is currently highly s. -aht after, yet largely
unobtained, particularly in the fields of high-energy physics and medical . ~ing. While significant
improvements have been made to incorporate time-of-flight capability into "<, scani.ers [1, 2], inorganic
scintillators operate close to their physical resolution limit due to relativel lon,, ris. and decay times and
insufficient light yield [3-6]. Therefore, fast scintillation detectors remain an obsta. ~ for high-energy physics and
calorimetry, which critically need better timing resolution for subatomic par .icie ohservations [7] and for medical
applications where precise time-of-flight information reduces patient expo: ire to io: izing radiation [8]. For these
applications, direct band gap semiconductor scintillation materials have be " 12~ ely ignored because of their
physical limitations which make them too slow, such as slow luminescr .ice, »*h self-absorption, and low material
density/stopping power. Their high self-absorption compared to in. "~ .ic ¢ intillators meant they relied on
multiple absorption and re-emission events, while their low stoppil.,, nowe~ - ccessitated thick scintillators in the
direction of incidence. Comparatively, InAs quantum dots (QDs) functiu. ng as luminescence centers embedded
in a GaAs matrix can have uniquely fast scintillation properties wi.> low se f-absorption [9]. The advantage comes
from high efficiency radiation energy conversion, fast electro.. ~aptu.¢ in this high-mobility material, and fast
radiative recombination in the strongly localized potential of ODs
We present a design as well as major

a) s i (b) (c) '“Gf‘AS considerations for demonstration of an
N \l N ultrafast, high _photon yleld_ room-

> l temperature  semiconductor  scintillator
W“;f"”‘f;;&”’ﬂ“"@w* —PD N 7 based on InAs QDs embedded in a GaAs
_'ML‘)I—WWWM,,,,U“,, Yo | | matrix. The detector consists of three
nvAlinGaAs . - integrated physical systems. First, GaAs,

0.1um n+Al, 5,InGaAs
0.3um n-n+GaAs
0.15pum variable AlGaAs
0.01um p(1e17)GaAs

the radiation stopping material, is a direct
band gap semiconductor resulting in high
photon vyield (~240,000 photons/MeV).
GaAs also has high electron mobility (up
to 8500 cm?/Vs at low doping) resulting in
fast electron transport to the QDs and fast
capture (~2-5 ps) [10-12]. Embedded InAs
QDs are red-shifted >300 mV from the

20um, 50x QD fayer
pl3e15)

0.15um variable AlGaAs

0.15um i-GaAs
01umi-AAs | Glass bandgap of GaAs matrix, resulting in low
L oaks Suetrate ' self-absorption (~1 cm™). Previously, fast

[E— luminescence decay time was documented
Figure 1. (2) Layout of the heteror .cucture . ‘th a PD and QD/WG matrix as grown  for InAs QDs (~0.5-1 ns) [11, 13].
by MBE, showing the position o rorei’ .1 substrates such as glass after layer transfer. Second, the GaAs matrix, due to its

(b-c) Band diagrams of InAs _Ds . p-t se modulation doped GaAs grown (b) high refractive index, acts as a Waveguide
without and (c) within InGaAs QW. | " & EM HAADF cross-sectional image of an (WG) for QD luminescence and provides

individual QD in GaAs: I" As contrast appears as bright. Outline of QD shown as . . K
dotted line. QD density is- 5x10"°cm and average lateral size is 14nm. Color online. eff'C'_ent light collection. For the proppsed
scintillator, only ~2% of randomly emitted

_ photons are transmitted through a planar
interface with ¢ r. There “ore, a favorable solution is to extract light from the waveguide with the third system, an
integrated photc 'atecte (PD). Then, the waveguiding can provide close to 100% efficiency between scintillator
and PD.

2. Methods

The structure shown in Fig. 1 was grown using molecular beam epitaxy (MBE) in an EPI Mod Gen Il system.
A 100 nm thick AlAs sacrificial layer was grown on the GaAs substrate to separate it from the QD scintillator/WG
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matrix (QD/WG) structure and transfer it to a foreign substrate (such as glass slide) using ¢ ~itaxial lift-off [14].
The bottom layer of the QD/WG is 150 nm of variable Alps.01Gao7-09As, intended us a w.*rier to surface
recombination of photocarriers. The majority of the QD/WG is composed of a 20 um ~..."s layer grown at 590
°C with 50 embedded sheets of InAs QDs. The QD ground state energy level of the refe' znce sample at room
temperature, as shown in Fig. 2(a), is 1.06 eV (1170 nm), and it has a QD sheet density " about 3.5x10° cm™ as
evaluated from TEM images. Each QD sheet is prepared as ~2 monolayer (ML) thick . *'f-assembled InAs at 520
°C, capped with ~2 ML of AlAs to control the shape of the QDs and improve U i "mity us shown in Ref. [15,
16]. Additionally, in the second sample shown in Fig. 2(b), labelled “QDs in J .Ga/ s Q.. ”, the QD sheets were
grown within IngesGaoesAs quantum wells, which red-shifted the QD groun. state energy level at room
temperature to 0.97 eV (1281 nm) [11]. The intermediate GaAs layers are oduletion p-type doped to facilitate
fast capture of electrons. To cap the QD scintillator/WG matrix, another 50 nm | yer of variable Alg3.01Gag7-
0.9AS is grown.

An integrated scintillation detector contains the QD/WG and a phc .odete=*ar (PD as labeled in Fig. 1a) tuned
to the QD emission wavelength. The photodiode is composed of a n*-1_m~ cont: ct of 300 nm Ing 35Gao.esAs, a 700
nm Ino35GaossAs absorber, and a p*-type contact of 400 nm Ing 3sGay,, -As, ~"' yrown at 450 °C. This structure also
contains a metamorphic graded buffer layer between the QD/WG and the D containing 700 nm of Alo.g2-0.61N0.03-
0.35Gao.0sAs grown at 350 °C, intended to relieve strain. The banug "0 of th : PD absorber was adjusted to 0.95 eV
at room temperature, which provides about 50-60% absorption, ~f 11, nm photons at normal incidence. In the
waveguiding configuration this PD, assuming an in-plane size nt .* -4)x waveguide thickness, is expected to
absorb 40-70% of the QD emission.

The PD is fabricated using two lithography masks .~ fc.ii che photodetector mesa and metallize the PD
contacts. After these processing steps, most of the str-«cture s a QD/WG with a small area PD on the top surface.
Finally, a QD/WG with fabricated PDs was separated ™u. ~ G As substrate using epitaxial lift-off and transferred
to glass to evaluate timing and energetic characteristics u.’ng 5.5 MeV alpha particles from 2*:Am as an excitation
source. The source was collimated using an acrylic ~hieiu with an aperture 1.3 mm in diameter.

3. Results and Discussion
3.1. Temperature-dependent Photolum’ iesc2nce

Fig. 2(a) presents photolumines ence ™' * spectra of a QD/WG sample as-grown on a GaAs substrate, taken
from 77K to 405K, with a temper ... e step size of approximately 30 K. The excitation source was an unfocused

50 mW red (650 nm) semiconductor las.~ providing ~0.5W/cm? intensity on the top surface of the sample, and
PL was also collected fromthe .op urface, dispersed by 0.5 m monochromator and measured using a p-i-n InGaAs
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Figure 2. (a) Photoluminescence spectra of QDs taken from an as-grown structure from 77 K to 405K, with a temperature step size of
approximately 30 K. The spectra red-shifts with increased temperature due to ground state energy reduction. (b) Integrated PL intensity
as a function of temperature of InAs QDs with different shaping layer design and increased p-type modulation doping. Color online.
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photodiode. For low temperature measurements (77 K-300 K) the sample was placed in 7 - optical cryostat and
cooled using liquid nitrogen. For measurements from 300 K-470 K, the sample temperatt. e wa. ~antrolled using
a hot plate. Figs. 2(a,b) show that PL efficiency drops fast at higher temperatures and satt” ... <at low temperatures.
This behavior is typically observed in QD structures and is mostly related to thermal e .cape of carriers from QDs
at higher temperatures, while the internal luminescence efficiency approaches unitv ai . ~ temperatures due to
very fast capture and strong localization of photocarriers in the QDs [17]. In the presc ** case, it can be assumed
that the internal PL efficiency is close to unity at 77 K and is reduced to 40-60% ... Yom te.nperature (RT), 50%
in the reference sample.

Fig. 2(b) shows thermal quenching of integrated PL intensity of three samples ‘ith different QD engineering
layers. The reference QD sample contained 2ML AlAs capping layers to ir .rease the warriers for thermal escape
of the carriers [15, 16]. In the second sample, similar QDs were grown witk. n an Ing, sGagesAs quantum well. The
third sample was engineered with 1.5x higher p-type modulation doina [1." tha" the reference sample, which
contained 10 nm carbon-doped 1x10%" cm? layers centered between QD s--ats that approximately provides 2
holes per dot. The sample with increased doping had three equidiste *t ., nm _hick layers with 1.5x10'" C/cm?
between the QD sheets corresponding to 3 holes per dot. The increas. * n-tyr~ .oping resulted in an extraordinarily
high 60% efficiency at room temperature and 20% efficiency at 470 K. , ~ese results suggest the optimization of
p-doping profiles as an avenue for improved electron capture by  "s and .mproved PL temperature stability.

3.2. Waveguide Attenuation

Fig 3(a) shows an experimental setup used to analyze attenuau. n in the QD/WG on a sample wherein the PD
layers were completely etched off and the QD/WG was « ans eiied from the GaAs substrate to a glass substrate.
The resulting 8.2 by 1.6 mm waveguide was excited “v a 5. mW red (650 nm) semiconductor laser, focused to a
diameter < 50 um on the top surface. Light collection . ‘a. ner.ormed via a multimode optical fiber coupled to the
edge of the QD/WG. As the laser excitation poirt was 1."oved away from the collection fiber (increasing x), PL
spectra were collected at regular intervals (e.g. eve, ' 1uu .m).

There is a distinct red-shift of the spectra due to seh absorption in the QDs (Fig. 3b). Integrated PL intensity
is shown in Fig. 3(c), in which the two measi* ... ~nts were taken with the collection fiber placed on opposite sides
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Figure 3. (a) Cross-sectional diagram of the experimental setup used to calculate attenuation. (b) PL spectra taken by a multi-mode fiber
from the edge of the waveguide while scanning the laser excitation spot along the QD waveguide. Spectrum at x=1.5 mm is emphasized
with red dots. (c) Integrated PL intensity as a function of laser excitation spot distance from the collection fiber. Circles (red) had fiber
positioned on side of WG with circle, squares (blue) were taken with fiber positioned on opposite side. Color online.
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Nuclear Instruments and Methods in Physics Research A 5
of the sample. The initial high attenuation (as shown in the circle on the graph and image f' - scale) represents a
region in which PL collection efficiency falls due to an initial drop of coupling between the w. ‘eguide and the
fiber as waveguiding (total internal reflection) is established. It is also affected by the .. dimensional nature of
waveguiding, as it has a large width compared to the collection fiber. Therefore, with n thr first ~1.5 mm of the
sample, the collection efficiency reduces with increasing distance [9]. The spectrum at . » mm (length = width)
is shown with red circles in the Fig. 3(b) for reference.

After accounting for these non-material sources of attenuation, the remainine ui. 0 of 1Lminescence intensity
at shorter wavelengths (1050-1150 nm in this sample) occurs primarily ir the regien of high (=14 cm™)
attenuation. Therefore, the high attenuation region is likely caused by self-absu., tion, when the luminescence
from QD excited states is absorbed. The excited state QD emission is a r anifestation of high laser excitation,
when more than two electrons occupy a single QD [18]. This is typically a1 we case Jr scintillation processes and
we expect that it will be less significant for scintillation detector applications. At I~ ger distances (x > 3 mm), the
attenuation stabilizes at a much lower level of ~1 cm™, which corresp unds *~ ~0.5 cm of material absorption if
multimode transmission is considered.

It is important to note that this structure has a 1.3x10* ¢cm \ ~'ume 7L density and thus this absorption
coefficient is over 2 orders of magnitude less than that at the semiconduc. r band-edge (870 nm for GaAs). This
reduced self-absorption resembles that of an “ideal” scintillator . *<ed, fc example, on co-doped CdS(Te,In) to
produce deep luminescent centers [19]. QD electronic struc..*e piays the role of a deep center with high
luminescence efficiency, fast capture and low, controlled densitv

5.,1,.,.A.J.1,.A.|....1....1. —
LIV 7
0.28 ns CV . 7 Ave=1.5x10° el.

= B i ‘ \ | =063 Mev
E 5 o8 11% collection
= =
- . > 400
D 10+ g =
»

151 ) am

-20 : 0 = 8% )} i

05 , 00 05 10 15 20 25 30

(a) Time / <) (b) Charge (x10° electrons)

Figure 1. (a) Alpha-particle response or an intey. *2d GaAs/InAs QD scintillation detector. The signal was amplified by a 10 dB wide
bandwidth amplifier (14 GHz, 50 O ..\.. * impedance) and recorded by a 4 Gs/s oscilloscope; triggering level is indicated with an arrow.
Inset is a close-up of the leading e .ge of ne pulses with estimated jitter of ~60ps. (b) Histogram of charge collected from alpha particles
on the photodiode with an average v " .% collection out of 5.5 MeV of initial energy. Recorded pulses showing ~100 ps rise time and
280 ps decay time, and averap collecteu “~arge corresponding to 0.63 MeV deposited energy. Color online.

3.3. Alpha Particle Rr~_onse

Fig. 4 shows the 1 sults cr lected from a QD/WG with integrated PD using **Am as an excitation source.
The source had # . .dioacuvity of 1 uC, collimated with a 1.3 mm diameter aperture, and suspended in air
approximately . cm abc ‘e the QD waveguide. Fig. 4 (a) shows the 5.5 MeV alpha particle responses, collected
at a rate of abou 50 pul es per minute. The QD medium exhibited a very fast luminescence decay of 280 ps at
room temperature |u-22]. This waveguide structure allowed for collection that is, on average, 11% of the 5.5
MeV photoe ‘citr u viarge (Fig. 4b). This can be estimated as 30,000 photoelectrons per 1 MeV of incident
energy, given . out 1 MeV alpha particle energy loss in air. Low energy (low charge) pulses are filtered by a
relatively high tr. ygering level to account for the rather high noise level of the system, as indicated by the arrow
in Fig. 4(a). Therefore, the expected low energy tail of the distribution in the Fig 4(b) is filtered out.

These are extremely promising parameters for a detector geometry which isn’t yet optimized for efficient
photon collection. The timing pulse profile allows for evaluating of 60 ps noise-limited time resolution (inset in
Fig. 4). To quantify the electron distribution, the next critical experiment will test the gamma response of the
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6 Nuclear Instruments and Methods in Physics Research A
waveguiding scintillator. Sources with higher radioactivity will be employed as the atten' ‘tion lengths for 0.1-
0.5 MeV photons in GaAs are about 3-20 mm, significantly exceeding the current scintill..cor ti.. ~«ness.

4, Conclusions

We have presented results on temperature-dependent PL, waveguide attenua* i, and a.pha particle response
for a promising new semiconductor scintillation detector consisting of epitax’ « In s y.antum dots (QDs) in a
GaAs semiconductor matrix. QD photoluminescence (PL) shows about 60% effic.. ey at RT and 20% efficiency
at 470 K, encouraging results for a room temperature scintillation detector. “.«tenuation of the QD PL in the GaAs
waveguiding matrix shows some self-absorption, which stabilizes to a mate ial abso Jtion coefficient of <0.5 cm-
!, Scintillation responses of 5.5 MeV alpha particles from our InAs OD, ' +th integrated PD shows the
extremely fast 280 ps decay constant, 11% collection efficiency, and 6", ps ti==~ resolution. This data confirms the
unique potential properties of this scintillation detector.
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InAs quantum dot photoluminescence has 60% efficiency at room temr arature
Attenuation in the GaAs waveguide stabilizes to a coefficient of ~1 crr

Alpha particle scintillation response with 280 ps decay time

11% collection efficiency and 60 ps resolution on integrated InGa/ s pt >todiode
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