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Abstract—A major outage in the electricity distribution system 

may affect the operation of water and natural gas supply systems, 

leading to an interruption of multiple services to critical customers. 

Therefore, enhancing resilience of critical infrastructures requires 

joint efforts of multiple sectors. In this paper, a distribution system 

service restoration method considering the electricity-water-gas 

interdependency is proposed. The objective is maximizing the 

supply of electricity, water, and gas to critical customers after an 

extreme event. The operational constraints of electricity, water, 

and natural gas networks are considered. The characteristics of 

electricity-driven coupling components, including water pumps 

and gas compressors, are also modeled. Relaxation techniques are 

applied to nonconvex constraints posed by physical laws of those 

networks. Consequently, the restoration problem is formulated as 

a mixed-integer second-order cone program, which can readily be 

solved by the off-the-shelf solvers. The proposed method is 

validated by numerical simulations on an electricity-water-gas 

integrated system, developed based on benchmark models of the 

subsystems. The results indicate that considering the 

interdependency refines the allocation of limited generation 

resources and demonstrate the exactness of the proposed convex 

relaxation. 

Index Terms—Resilience, service restoration, distribution 

system, water supply system, gas supply system, interdependency. 

 

I. NOMENCLATURE 

A. Notation Associated with Electricity Distribution System 

Sets and Parameters 

𝒩E Set of nodes in electricity distribution system,  
𝒩E = 𝒩L ∪ 𝒩pump ∪ 𝒩comp ∪ 𝒩DG 

𝒩L, 𝒩pump, 
𝒩comp, 𝒩DG 

Set of nodes with customers, water pumps, gas 

compressors, and DGs, respectively 

ℰE Set of branches in electricity distribution 

system 

𝑎𝑖 , 𝑏𝑖 , 𝑐𝑖  Weighting factors of electricity, water, and gas 

demand of customer at node i.  

𝑙𝑖𝑗  Upper limit of current magnitude squared on 

branch 𝑖 → 𝑗 

𝑠𝑖
rate Electricity demand of customer at node i 
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𝑆𝑖
DG  Upper limits of DG apparent power generation 

at node i 

𝑣𝑖 , 𝑣𝑖  Lower and upper limits of voltage magnitude 

squared at node i 

𝜔𝑖 Priority weight associated with customer at 

node i. 
𝜗, 𝜆 Weighting coefficients of sub-objectives and 

penalty terms in objective, respectively. 

Variables 

𝑙𝑖𝑗  Current magnitude squared on branch 𝑖 → 𝑗 

𝑃𝑖
pump

 Real power consumption of pump at node i 

𝑃𝑖
comp

 Real power consumption of compressor at 

node i 

𝑟𝑖 Electricity demand restoration status of 

customer at node i, binary variable. If customer 

at node i is restored, 𝑟𝑖 = 1; otherwise, 𝑟𝑖 = 0 

𝑠𝑖 Complex power injection at node i 

𝑠𝑖
DG Complex power output of DG at node i 

𝑆𝑖𝑗  Sending-end complex power flow on branch 

𝑖 → 𝑗 

𝑣𝑖 Voltage magnitude squared at node i 

χ𝑖 ON/OFF status of water pump or gas 

compressor at node i, binary variable. If it is 

ON, χ𝑖 = 1; otherwise, χ𝑖 = 0 

B. Notation Associated with Water Supply System 

Sets and Parameters 

𝒩W Set of nodes in water supply system 

ℰW Set of branches in water supply system, ℰW =

ℰW
pipe

∪ ℰW
pump

 

ℰW
pipe

, ℰW
pump

 Set of pipes and pumps in water supply 

system, respectively 

𝑔W Standard gravity. 𝑔W= 9.8m/s2. 

ℎ𝑖 Lower limit of water head at node i 

𝑤𝑖
rate Water demand of customer at node i  

𝑊𝑖𝑗 Upper limit of water flow on branch 𝑖 → 𝑗 

𝛼, 𝛽 Pump parameters 

𝜂pump Pump efficiency 
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𝜌W Water density. 𝜌W = 103kg/m3. 

Variables: 

𝑤𝑖  Water demand restoration status of customer 

at node i  

𝑤𝑖
WR Water output from water reservoir at node i  

𝑊𝑖𝑗 Water flow on branch 𝑖 → 𝑗 

ℎ𝑖 Water head at node i 

∆ℎ𝑖𝑗 Water head loss on branch 𝑖 → 𝑗 

C. Notation Associated with Gas Supply System 

Sets and Parameters 

𝒩G Set of nodes in gas supply system 

ℰG Set of branches in gas supply system, ℰG =

ℰG
pipe

∪ ℰG
comp

 

ℰG
pipe

, ℰG
comp

 Set of pipes and compressors in gas supply 

system, respectively 

𝑔𝑖
rate Gas demand of customer at node i  

𝛾 Compression ratio of compressor 

𝜎 Polytropic exponent of compressor 

𝜂comp Compressor efficiency  

Variables: 

𝑔𝑖 Gas demand restoration status of customer at 

node i 

𝑔𝑖
GS Natural gas output from gas station at node i  

𝐺𝑖𝑗 Gas flow on branch 𝑖 → 𝑗 

𝜓𝑖  Gas pressure magnitude squared at node i 

∆𝜓𝑖𝑗  Gas pressure drop on branch 𝑖 → 𝑗 

 

II. INTRODUCTION 

ue to the increasing number of major power outages 

caused by natural disasters, cyber-attacks, and accidents, 

power system resilience has received much attention by the 

power industry and researchers [1], [2]. After a major outage, 

using power sources available locally to restore critical loads can 

improve resilience and reduce economic losses [3]. Local sources 

used for service restoration include distributed generators (DGs) 

[4], energy storage (ES) [5], intermittent energy resources [6], 

electrical vehicles (EVs) [7], and mobile emergency resources 

(MERs) [8], etc. Microgrids and networked microgrids can also 

be used as a resiliency resource to restore critical loads on utility 

feeders [9], [10]. During restoration, the distribution network can 

be sectionalized into several small electrical islands [4]-[7],[9] or 

a large island can be formed to share limited generation resources 

in a wider range [3], [8], [10]. 

A major outage in the electricity distribution system may also 

interrupt the water and natural gas supply to customers. In a 

water supply system, water treatments, which consume 

electricity, produce portable water for urban customers [11]. 

Electricity-driven water pumps are employed to boost the water 

head, compensating water head losses along a water pipe [12]. 

In a gas supply system, gas compressors run by electric motors 

are used to maintain an acceptable gas pressure at nodes [13]. 

The electricity demand of water treatments, water pumps, and 

gas compressors depends on the service area [14], [15].  

It is essential to provide electricity, water, and gas services to 

critical customers after a major event. These customers may 

need multiple resources to perform critical tasks. For example, 

to perform a surgery in a hospital, electricity is required for 

lighting and medical equipment, while water and gas are used 

for cleaning and sterilization [16], [17]. In addition, as people 

are required to work from home due to COVID-19 in many 

areas of the world, residents rely more on the electricity, water, 

and gas supply for their daily lives [18]. Therefore, if a major 

outage occurs under this circumstance, it would be helpful to 

restore services to customers with coordinated efforts among 

electricity, water, and natural-gas sectors. 

Studies on service restoration for electricity distribution 

systems rarely consider the electricity-water-gas 

interdependency. Some utilities flag critical facilities of the 

water and gas supply systems and consider them as high priority 

loads [19], [20]. In [21], a distribution system restoration 

method aiming at maximizing the operational capacity of 

hospitals is proposed. The model incorporates operational 

constraints of the power distribution system and water pumping 

stations. A repair crew dispatch strategy for resilient electric 

and natural gas systems is proposed in [22]. The 

interdependency results from devices that require coupling 

between different infrastructures such as gas-fired DGs and 

electricity-driven gas compressors.  

The interdependency between electric power and 

water/natural gas supply systems has been considered in the 

studies of renewable energy harvesting, economic scheduling 

and demand management [23]-[25], etc. The schematic of 

electricity and water link is depicted in [23]. Ref. [24] 

introduces a mathematical model describing the hydraulic 

characteristics and power consumption of water treatments and 

pumps. The gas-fired DGs and gas compressors driven by 

electric motors are modelled in [25]. These studies provide the 

foundation for the work reported in this paper. 

In this research, a new service restoration method for 

electricity distribution systems considering the electricity-

water-gas interdependency is proposed. The major 

contributions include: 

1) An optimization model for the service restoration 

strategy is proposed, considering the operational 

constraints of electricity, water, and gas supply 

networks and the coupling among them. It is formulated 

as a mixed-integer nonlinear program (MINLP). 

2) The model is reformulated as a mixed-integer second-

order cone program (MISOCP) by using relaxation 

techniques, which is exact under certain conditions.  

3) The benefits of incorporating interdependency in 

service restoration modeling and the exactness of 

relaxation are analyzed, validated by simulation results 

of an electricity-water-gas integrated system. 

The remainder of this paper is organized as follows. Section 

III describes the service restoration problem considering 

interdependency and its challenges. The service restoration 

model is proposed in Section IV. Section V presents the convex 

relaxation methods converting the MINLP to a MISOCP and 

illustrates the exactness conditions. Case studies are presented 

in Section VI. Section VII concludes the paper. 

D 
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III. PROBLEM DESCRIPTION 

The operation of electricity, water, and gas supply systems 

relies on each other in multiple scales through various 

components. This paper focuses on the electricity needs for 

moving water and natural gas from reservoirs to customers in 

the distribution scale. The structure of the electricity-water-gas 

integrated system considered in this paper is shown in Fig. 1 

[23]. The system consists of an electricity distribution system 

with distributed energy resources, a water supply system with 

pumps, and a natural gas supply system with compressors.  

The water pumps overcome elevation differences between 

nodes and water head losses in pipes to move water. Gas 

compressors are placed on selected pipes to increase the 

pressure at their output node. Both water pumps and gas 

compressors require electricity to operate. Therefore, the 

operation of water and gas supply systems relies on the electric 

network. It is also assumed that customers in this system model 

demand electricity, water, and natural gas.  

 
Fig. 1.  Structure of the electricity-water-gas integrated system 

A major outage scenario is considered. Suppose that in the 

electric distribution system, the utility power is not available, 

while the water reservoir and gas station are remain functional. 

The power outage cuts the primary and auxiliary electricity 

supply to the water pumps and gas compressors. Although there 

is backup power, it may operate for just a few hours due to 

limited fuel availability [14]. After that, the water pumps and 

gas compressors have to be shut off, leading to low pressure in 

the water and gas supply systems. To prevent water backflow 

and natural gas leak, the water and natural gas supply to 

customers are also interrupted.  

The purpose of this study is to develop a service restoration 

method for electric distribution systems, considering consumer 

demand on electricity, water, and natural gas, as well as the 

reliance of water pumps and gas compressors on electricity. The 

major task is to properly allocate limited generation resources 

and determine the amount of load to be restored. 

The challenges lie in two aspects. First, the operational 

constraints of electricity, water, and natural gas networks must 

be satisfied. These constraints are described by a set of 

nonlinear and nonconvex equations, such as electric power flow 

equations [26], water head loss equations [12], and gas pressure 

drop equations [13]. The resulting optimization model is 

complex. Second, on-line decisions should be made within a 

reasonable time, say, a few minutes. Therefore, a 

computationally efficient and reliable decision-making method 

is required. 

IV. PROBLEM FORMULATION 

In this section, the proposed optimization model for the 

service restoration problem is presented.  

A. Decision Variables 

The decision variables contain restoration status of 

customers and coupling components, as well as DG outputs. For 

customers, the status of electricity demand 𝑟𝑖 is discrete, while 

the water 𝑤𝑖  and natural gas 𝑔𝑖 are continuous. For coupling 

components, the restoration status χ𝑖represents ON/OFF. When 

they are switched ON, the electricity consumptions of water 

pumps 𝑃𝑖
pump

 and gas compressors 𝑃𝑖
comp

 are variable. 

B. Objective Function 

Two objectives are considered. One is maximizing the 

weighted sum of restored electricity, water, and natural gas 

demand, as shown in (1). Weighting factors 𝑎𝑖 , 𝑏𝑖 , 𝑐𝑖  describe 

the reliance of each customer on multiple demands. The other is 

maximizing the weighted sum of the minimum of three types of 

restored demand, balancing the electricity, water, and natural 

gas served to a customer, as shown in (2). They are combined 

into one objective with a weighting coefficient ϑ, as indicated 

by (3). Due to differences in range and unit, 𝑔𝑖  and 𝑤𝑖  are 

normalized with respect to their rated values. 

𝑓1 = ∑ 𝜔𝑖

𝒩L

𝑖=1

(𝑎𝑖𝑟𝑖 + 𝑏𝑖

𝑤𝑖

𝑤𝑖
max + 𝑐𝑖

𝑔𝑖

𝑔𝑖
max), 𝑖 ∈ 𝒩L (1) 

𝑓2 = ∑ 𝜔𝑖

𝒩L

𝑖=1

min {𝑟𝑖 ,
𝑤𝑖

𝑤𝑖
max ,

𝑔𝑖

𝑔𝑖
max} , 𝑖 ∈ 𝒩L (2) 

max 𝑓 = 𝑓1 + 𝜗𝑓2 (3) 

C. Constraints 

1) Operational Constrains on Electricity Distribution System  

The operational constraints on electricity distribution system 

can be expressed as follows [20]. 

∑ (𝑆𝑘𝑖 − 𝑧𝑘𝑖𝑙𝑘𝑖)

𝑘:𝑘→𝑖

+ 𝑠𝑖 = ∑ 𝑆𝑖𝑗

𝑘:𝑘→𝑖

, 𝑖 ∈ 𝒩E (4) 

𝑠𝑖 = 𝑠𝑖
DG − 𝑟𝑖𝑠𝑖

rate, 𝑖 ∈ 𝒩DG (5) 

𝑠𝑖 = −𝑟𝑖𝑠𝑖
rate, 𝑖 ∈ 𝒩L (6) 

𝑣𝑖 − 𝑣𝑗 = 2Re(𝑧𝑖𝑗
H𝑆𝑖𝑗) − |𝑧𝑖𝑗|

2
, 𝑖 → 𝑗 ∈ 𝒩E (7) 

|𝑆𝑖𝑗|
2

= 𝑣𝑖𝑙𝑖𝑗 , 𝑖 → 𝑗 ∈ ℰE (8) 

0 ≤ |𝑠𝑖
DG| ≤ 𝑆𝑖

DG, , 𝑖 ∈ 𝒩DG (9) 

𝑣𝑖 ≤ 𝑣𝑖 ≤ 𝑣𝑖 , 𝑖 ∈ 𝒩E (10) 

𝑙𝑖𝑗 ≤ 𝑙𝑖𝑗 , 𝑖 → 𝑗 ∈ ℰE (11) 

Constraints (4)-(8) represent the power flow constraint [26]. 

This paper considers the three-phase balanced power flow, 

because water pumps and gas compressors driven by three-

phase power are widely used [27]. Constraint (9) indicates that 

the DG outputs cannot exceed their capacities. Constraints (10) 

and (11) ensure the node voltage and branch current are within 

the limits. 

2) Operational Constraints on Water Supply System  

The operational constraints on water supply system are 

described in detail as follows. 

Page 3 of 8 IEEE PES Transactions on Smart Grid

1
2
3
4
5
6
7
8
9
10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32
33
34
35
36
37
38
39
40
41
42
43
44
45
46
47
48
49
50
51
52
53
54
55
56
57
58
59
60



> REPLACE THIS LINE WITH YOUR PAPER IDENTIFICATION NUMBER (DOUBLE-CLICK HERE TO EDIT) < 

 

4 

∑ 𝑊𝑘𝑖

𝑘:𝑘→𝑖

+ (𝑤𝑖
WR − 𝑤𝑖) = ∑ 𝑊𝑖𝑗

𝑘:𝑘→𝑖

, 𝑖 ∈ 𝒩W (12) 

0 ≤ 𝑤𝑖 ≤ 𝑤𝑖
rate, 𝑖 ∈ 𝒩W (13) 

∆ℎ𝑖𝑗 = ℎ𝑖 − ℎ𝑗 , 𝑖 → 𝑗 ∈ ℰW (14) 

∆ℎ𝑖𝑗 = 𝐹𝑖𝑗𝑊𝑖𝑗
2, 𝑖 → 𝑗 ∈ ℰW

pipe
 (15) 

{
∆ℎ𝑖𝑗 = −(𝛼𝑊𝑖𝑗 + 𝛽) 𝑖𝑓 𝜒𝑚 = 1

𝑊𝑖𝑗 = 0 𝑖𝑓 𝜒𝑚 = 0
 

𝑖 → 𝑗 ∈ ℰW
pump

, 𝑚 ∈ 𝒩pump (16) 

0 ≤ 𝑊𝑖𝑗 ≤ 𝑊𝑖𝑗 . 𝑖 → 𝑗 ∈ ℰW (17) 

ℎ𝑖 ≤ ℎ𝑖 , 𝑖 ∈ 𝒩W (18) 

Constraint (12) represents the water flow balance at each 

node. The amount of restored water demand is limited by (13). 

Constraint (14) demonstrates the water head variation between 

adjacent nodes. Constraint (15) is Darcy–Weisbach equation 

that represents the water head losses in pipes, where 𝐹𝑖𝑗  is a 

constant [23]. Constraint (16) represents the hydraulic 

characteristics of pumps. If the pump is restored, the 

relationship between water head gain and water flow through 

the pump is described as a linear expression [23]. Constraint (17) 

and (18) indicate that the water flow on branch and water head 

at each node are bounded.  

3) Operational Constraints on Natural Gas Supply System  

The operational constraints on natural gas supply system are 

described as: 

∑ 𝐺𝑘𝑖

𝑘:𝑘→𝑖

+ (𝑔𝑖
GS − 𝑔𝑖) = ∑ 𝐺𝑖𝑗

𝑘:𝑘→𝑖

, 𝑖 ∈ 𝒩G (19) 

0 ≤ 𝑔𝑖 ≤ 𝑔𝑖
rate, 𝑖 ∈ 𝒩G (20) 

𝜓𝑖 − 𝜓𝑗 = ∆𝜓𝑖𝑗 , 𝑖 → 𝑗 ∈ ℰG
pipe

 (21) 

𝐶𝑖𝑗∆𝜓𝑖𝑗 = 𝐺𝑖𝑗
2 , 𝑖 → 𝑗 ∈ ℰG

pipe
 (22) 

{
𝜓𝑖 ≤ 𝜓𝑗 ≤ 𝛾𝜓𝑖 𝑖𝑓 𝜒𝑚 = 1

𝐺𝑖𝑗 = 0 𝑖𝑓 𝜒𝑚 = 0
, 

𝑖 → 𝑗 ∈ ℰW
comp

, 𝑚 ∈ 𝒩comp (23) 

0 ≤ 𝐺𝑖𝑗 ≤ 𝐺𝑖𝑗 . 𝑖 → 𝑗 ∈ ℰG (24) 

𝜓𝑖 ≤ 𝜓𝑖 ≤ 𝜓𝑖 , 𝑖 ∈ 𝒩G (25) 

Constraint (19) represents the gas flow balance at each node. 

Constraint (20) means the restored gas demand should not 

exceed its rated capacity. Constraints (21) and (22) demonstrate 

the gas pressure drop in pipes based on Weymouth equation, 

where 𝐶𝑖𝑗  is a constant. Constraint (23) is the operational 

constraint of gas compressors. If the compressor is restored, the 

node pressure at its output can be increased by a factor 𝛾 [22]. 

Constraints (24) and (25) ensure that gas flow on each branch 

and gas pressure at each node stay within a preset range.  

4) Electricity Consumption for Water Pumps and Gas 

Compressors 

The electricity consumption for water pumps and gas 

compressors can be calculated as follows.  

𝑃𝑚
pump

=
𝜌W𝑔W

𝜂pump
(𝛼𝑊𝑖𝑗

2 + 𝛽𝑊𝑖𝑗), 

𝑚 ∈ 𝒩pump , 𝑖 → 𝑗 ∈ ℰW
pump

 (26) 

𝑃𝑚
comp

=
𝐺𝑖𝑗σ

𝜂comp
[𝛾

σ−1
σ − 1],  

𝑚 ∈ 𝒩comp, 𝑖 → 𝑗 ∈ ℰW
comp

  (27) 

Constraint (26) links the electric power distribution system 

with the water supply system. The electricity consumption of 

water pumps is a quadratic function of the water flow. 

Constraint (27) connects the electric power distribution system 

and natural gas supply system. The electricity consumption of 

a gas compressor is proportional to the gas flow.  

The water pumps and gas compressors are considered as a 

load with a constant power factor in the electric network. They 

are modeled as injected complex power at respective nodes, i.e.,  

𝑠𝑖 = −𝜒𝑖(𝑃𝑖
pump

+ 𝑗𝜑𝑖
pump

𝑃𝑖
pump

), 𝑖 ∈ 𝒩pump (28) 

𝑠𝑖 = −𝜒𝑖(𝑃𝑖
comp

+ 𝑗𝜑𝑖
comp

𝑃𝑖
comp

), 𝑖 ∈ 𝒩comp (29) 

D. Optimization Model 

To sum up, an MINLP model for the service restoration is 

obtained, which is referred to as SRS-MINLP. 

SRS-MINLP  

Obj: (3) 

over: 𝑟𝑖 , 𝑤𝑖 , 𝑔𝑖 , 𝑃𝑖
pump

, 𝑃𝑖
comp

, 𝑠𝑖
DG, 𝑆𝑖𝑗 , 𝑠𝑖 , 𝑣𝑖 , 𝑙𝑖𝑗 ,  

𝜒𝑖 , 𝑤𝑖
𝐺 , 𝑊𝑖𝑗 , ℎ𝑖 , ∆ℎ𝑖𝑗 , 𝑔𝑖

G, 𝐺𝑖𝑗 , 𝜓𝑖 , ∆𝜓𝑖𝑗  

s.t. (4)-(29) 

V. MODEL CONVEXIFICATION 

Note that SRS-MINLP contains several nonconvex terms, 

i.e., (8), (15), (16), (22), (23), (26), (28), and (29), making the 

model computationally intractable. In this section, the SRS-

MINLP is transformed into a MISOCP model using several 

convex relaxation techniques. The exactness conditions are also 

represented. 

A. Relaxation of Nonconvex Constraints 

For the electricity distribution system, the branch flow 

definition (8) is a quadratic equality and hence nonconvex. It 

can be relaxed as a second-order cone constraint [26].  

|𝑆𝑖𝑗|
2

≤ 𝑣𝑖𝑙𝑖𝑗 , 𝑖 → 𝑗 ∈ ℰE (30) 

This relaxation is exact in radial networks and has been used in 

restoration problem [4]. 

For the water supply system, the hydraulic characteristics of 

pipes (15) is a quadratic equation and can be relaxed into a 

convex inequality [12].  

∆ℎ𝑖𝑗 ≥ 𝐹𝑖𝑗𝑊𝑖𝑗
2, 𝑖 → 𝑗 ∈ ℰW

pipe
 (31) 

𝑃1 = ∑ ∆ℎ𝑖𝑗

𝑖→𝑗∈ℰW
pipe

 
(32) 

The inequality is tightened to an equality in radial networks 

with penalty term 𝑃1 appended to the objective [12]. 

The hydraulic characteristic of water pumps (16) contains a 

logic proposition. To eliminate the if expression, the big-M 

method is used to rewrite the constraint. 

−𝑀(1 − 𝜒𝑚) − (𝛼𝑊𝑖𝑗 + 𝛽) ≤ ∆ℎ𝑖𝑗 , 

 𝑖 → 𝑗 ∈ ℰG
pump

, 𝑚 ∈ 𝒩pump (33) 

∆ℎ𝑖𝑗 ≤ 𝑀(1 − 𝜒𝑚) − (𝛼𝑊𝑖𝑗 + 𝛽), 

 𝑖 → 𝑗 ∈ ℰG
pump

, 𝑚 ∈ 𝒩pump (34) 

𝑊𝑖𝑗 ≤ 𝜒𝑚𝑀,  

𝑖 → 𝑗 ∈ ℰW
pump

, 𝑚 ∈ 𝒩pump (35) 

where M is a sufficiently large positive constant. When 𝜒𝑚 =
1, the water pump is switched ON. Constraints (33) and (34) 

yield ∆ℎ𝑖𝑗 = −(𝛼𝑊𝑖𝑗 + 𝛽)  and (35) holds trivially. When 
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𝜒𝑚 = 0, the water pump is switched OFF. Constraints (33) and 

(34) hold trivially and (35) enforces 𝑊𝑖𝑗 = 0. 

For the natural gas supply system, the pressure drop 

constraint (22) is a quadratic equality and the gas compressor 

operation constraint (23) contains a logical proposition. Similar 

to the constraints of the water supply system, they can be 

relaxed as 

𝐶𝑖𝑗∆𝜓𝑖𝑗 ≥ 𝐺𝑖𝑗
2 , 𝑖 → 𝑗 ∈ ℰG

pipe
 (36) 

−𝑀(1 − 𝜒𝑚) + 𝜓𝑖 ≤ 𝜓𝑗 ,  

𝑖 → 𝑗 ∈ ℰG
comp

, 𝑚 ∈ 𝒩comp (37) 

𝜓𝑗 ≤ 𝑀(1 − 𝜒𝑚) + 𝛾𝜓𝑖 , 

𝑖 → 𝑗 ∈ ℰG
comp

, 𝑚 ∈ 𝒩comp (38) 

𝐺𝑖𝑗 ≤ 𝜒𝑚𝑀, 

𝑖 → 𝑗 ∈ ℰG
comp

, 𝑚 ∈ 𝒩comp (39) 

Constraint (34) is tightened to an equality in the radial 

network with penalty terms 𝑃2 appended to the objective [13]. 

𝑃2 = ∑ ∆𝜓𝑖𝑗

𝑖→𝑗∈ℰG
pipe

 
(40) 

For water pumps, the electricity consumption is a quadratic 

equality (26) and can be relaxed into an inequality.  

𝑃𝑖
pump

≥
𝜌W𝑔W

𝜂pump
(𝛼𝑊𝑖𝑗

2 + 𝛽𝑊𝑖𝑗), 

𝑚 ∈ 𝒩pump , 𝑖 → 𝑗 ∈ ℰW
pump

 

(41) 

The relaxation is exact if the following conditions are satisfied.  

Condition 1: Not all water demands are restored. 

Condition 2: The water flow on pipes does not reach its upper 

bound. 

Condition 3: The water head at reservoir node is greater than 

the sum of water head losses on pipes under maximum 

allowable water flow, i.e., ℎ1 ≥ ∑ 𝐹𝑖𝑗𝑊𝑖𝑗

2

𝑖→𝑗∈ℰW
pipe . 

The proof is given in Appendix A.  

For nodes with water pumps connected, the injected complex 

power (28) is determined by ON/OFF status and electricity 

consumption. The bilinear term 𝑟𝑖𝑃𝑖
pump

 makes constraint (28) 

nonconvex. This constraint can be equivalently expressed via 

four linear inequalities using McCormick linearization method. 

−𝜒𝑖(𝑃𝑖
pump̅̅ ̅̅ ̅̅ ̅̅ + 𝑗𝜑𝑖

pump
𝑃𝑖

pump̅̅ ̅̅ ̅̅ ̅̅ ) ≤ 𝑠𝑖 , 𝑖 ∈ 𝒩pump (42) 

−(𝑃𝑖
pump

+ 𝑗𝜑𝑖
pump

𝑃𝑖
pump

) ≤ 𝑠𝑖 , 𝑖 ∈ 𝒩pump (43) 

𝑠𝑖 ≤ 0, 𝑖 ∈ 𝒩pump (44) 

𝑠𝑖 ≤ −(𝑃𝑖
pump

+ 𝑗𝜑𝑖
pump

𝑃𝑖
pump

) + 

(1 − 𝜒𝑖)(𝑃𝑖
pump̅̅ ̅̅ ̅̅ ̅̅ + 𝑗𝜑𝑖

pump
𝑃𝑖

pump̅̅ ̅̅ ̅̅ ̅̅ ), 𝑖 ∈ 𝒩pump (45) 

Note that when 𝜒𝑖 = 1 , constraints (42)-(45) yields 𝑠𝑖 =

−(𝑃𝑖
pump

+ 𝑗𝜑𝑖
pump

𝑃𝑖
pump

) . When 𝜒𝑖 = 0 , constraints (42)-

(45) enforce 𝑠𝑖 = 0.  

For nodes with gas compressors connected, the injected 

complex power (29) can be replaced by constraints (46)-(49). 

−𝜒𝑖(𝑃𝑖
comp̅̅ ̅̅ ̅̅ ̅̅ + 𝑗𝜑𝑖

comp
𝑃𝑖

comp̅̅ ̅̅ ̅̅ ̅̅ ) ≤ 𝑠𝑖 , 𝑖 ∈ 𝒩comp (46) 

−(𝑃𝑖
comp

+ 𝑗𝜑𝑖
comp

𝑃𝑖
comp

) ≤ 𝑠𝑖 , 𝑖 ∈ 𝒩comp (47) 

𝑠𝑖 ≤ 0, 𝑖 ∈ 𝒩comp (48) 

𝑠𝑖 ≤ −(𝑃𝑖
comp

+ 𝑗𝜑𝑖
comp

𝑃𝑖
comp

) + 

(1 − 𝜒𝑖)(𝑃𝑖
comp̅̅ ̅̅ ̅̅ ̅̅ + 𝑗𝜑𝑖

comp
𝑃𝑖

comp̅̅ ̅̅ ̅̅ ̅̅ ), 𝑖 ∈ 𝒩comp (49) 

B. Convex Model 

As a result, a MISOCP model is formulated.  

SRS-MISOCP  

max 𝑓 − 𝜆(𝑃1 + 𝑃2) 

over: 𝑟𝑖 , 𝑤𝑖 , 𝑔𝑖 , 𝑃𝑖
pump

, 𝑃𝑖
comp

, 𝑠𝑖
DG, 𝑆𝑖𝑗 , 𝑠𝑖 , 𝑣𝑖 , 𝑙𝑖𝑗 , 

𝜒𝑖 , 𝑤𝑖
𝐺 , 𝑊𝑖𝑗 , ℎ𝑖 , ∆ℎ𝑖𝑗 , 𝑔𝑖

G, 𝐺𝑖𝑗 , 𝜓𝑖 , ∆𝜓𝑖𝑗  

s.t. (4)-(7), (9)-(14), (17)-(21), (24)-(25), (27), 

(28)-(31), (33)-(39), (41)-(49) 

VI. CASE STUDIES 

An electricity-water-gas integrated system is developed and 

simulated to show the benefits of modeling interdependency 

and validate effectiveness of the proposed method.  

A. Test System Information  

In this paper, an integrated electricity-water-gas system is 

proposed that consists of a 32-node electricity system [20], a 

15-node water system [24], and a 20-node natural gas system 

[13]. The topologies of three subsystems are shown in Fig. 2. 

Note that pumps in a water distribution system and compressors 

in a natural gas distribution system may be served by multiple 

feeders in the distribution system. The test system only includes 

one feeder for simplification. The proposed method can be 

readily extended to systems with multiple feeders. 

18 19 20 21 11
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173231302928

27
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54321
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24
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7 8 9 10
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DG4

DG1

DG3

DG2

DG5

WP1

WP2

GC1

GC2

GC3

2nd-level customer 3rd-level customer

Distributed Generator Water Pump Gas Compresspor

WP3

 
(a) Topology of the 32-node electric system 

 
(b) Topology of the 15-node water system 

 
(c) Topology of the 20-node natural-gas system 

Fig.2.  Topology of electricity-water-gas integrated system 

Three water pumps and three gas compressors are connected 

to the electricity subsystem. The detailed information is given 

in Table I, [25] [28]. Especially, abbreviations WP and GC in 

Table I represent water pump and gas compressor, respectively. 
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TABLE I 
WATER PUMPS AND GAS COMPRESSORS INFORMATION 

Type 
Water/Gas 

Branch 

Electricity 

Node 

Rated Active 

Power (kW) 
Parameters 

WP1 1-2 7 1200 𝛼 =185 

𝛽 =223.32 

𝜂pump =0.95 

𝜑pump =0.85 

WP2 4-5 19 800 

WP3 7-8 31 400 

GC1 1-2 9 1200 𝛾 =1.44 

σ =1.27 

𝜂comp=0.8, 

𝜑comp =0.85 

GC2 4-14 25 800 

GC3 17-18 29 400 

Fifteen customers in the integrated system are divided into 

three levels with the priority weights 100, 10, and 0.2, 

respectively [3]. The location of customers at three subsystems 

is listed in Appendix B. Detailed information of the subsystems 

is available in [20], [24], and [13]. Simplified, the weighting 

factors ai, bi, and ci of all customers are set as 0.6, 0.2, and 0.2. 

Five DGs provide electricity, whose capacities are 1020, 750, 

880, 600, and 930 kVA. Weighting coefficients 𝜗, 𝜆 are set as 1 

and 0.001, respectively. 

B. Service Restoration Strategy 

Suppose that after an extreme event, the electricity 

distribution system is disconnected from the main grid. The 

supply of electricity, water, and gas to fifteen customers is 

interrupted. The water pumps and gas compressors are switched 

OFF. The model is solved using the optimization toolbox 

YALMIP [29] along with the solver MOSEK [30]. The 

restoration status of customers is shown in Fig. 3 

 

Fig. 3.  Restoration status of electricity, water, and gas demand of each customer 

As shown in Fig. 3, the electricity, water, and natural gas 

demand of all 1st-level, 2nd-level, and one of 3rd-level 

customers are fully restored. Limited by generation resource, 

58.62% water and gas demand of customer 2 is restored and no 

demand of six 3rd-level customers can be restored. All water 

pumps and gas compressors are switched ON. The water head 

profile in water supply system and the gas pressure profile in 

gas supply system after restoration are shown in Fig.4 and Fig.5. 

 

Fig.4.  Water head profile in water supply system after restoration 

 

Fig.5.  Gas pressure profile in gas supply system after restoration 
As shown in Fig. 4 and Fig. 5, the water head at each node is 

higher than the lower limit, and the gas pressure is maintained 

within the feasible range. The total electricity consumption of 

water pumps and gas compressors is 1918.76 kW, while the 

restored electricity demand of customers is 1095 kW. Nearly 

2/3 electricity is allocated to water pumps and gas compressors 

to restore water and gas supply to customers. 

C. Benefit of Considering Interdependency 

In this part, results of the service restoration method without 

considering interdependency is obtained. The restoration status 

of water pumps and gas compressors is first determined by 

solving the electricity distribution service restoration problem, 

in which the WP1 and GC1 are set as 1st-level loads and WP2, 

WP3, GC2, and GC3 are set as 2nd-level loads. Based on that, 

the restoration status of water and natural demand is determined, 

then the final restoration strategy is obtained. The comparison 

of two methods is shown in Fig. 6. 

 

Fig. 6.  Comparison between methods with and without considering 

interdependency 

For restoration results obtained using the method without 

considering interdependency, it is intuitive to restore electricity 

loads, while the electricity demand of water and natural supply 

systems is ignored. Although the electricity demand of 15 

customers is restored, nearly half of the water and gas demand 

of critical customers cannot be restored. The objective value of 

the proposed method has a 94.5% improvement than that of the 

method without considering interdependency. Therefore, more 

customers can maintain service to the primary function after 

restoration. 

D. Quantification of Benefit Under Multiple Scenarios  

To further illustrate the benefit, 1000 scenarios are generated 

for this part. Different scenarios have different DG capacities, 

customer demands, and weighting factors ( 𝑎𝑖 , 𝑏𝑖 , 𝑐𝑖 ). The 

methods with and without modeling interdependency are 

applied in these scenarios. The probability density function of 
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objective value for 1000 scenarios is shown in Fig. 7. 

 

Fig. 7.  The probability density function of objective value for 1000 scenarios 

From Fig. 7, the objective value of proposed model is 

concentrated between the range of 600-700 and, to a lesser 

extent, the range of 200-300. To quantify the improvement, the 

increasing ratio R is introduced. 

 
𝑅 =

𝑓 − 𝑓∗

𝑓∗
∗ 100% (50) 

𝑓∗  is the objective value of method without considering 

interdependency. The distribution of R is listed in Table II. 
TABLE II 

THE INCREASING RATIO OF 1000 SCENARIOS 

Range of R Number of Scenarios 

0≤R≤50% 26 

50% ≤ 𝑅 ≤ 100% 232 

100% ≤ 𝑅 ≤ 150% 271 

150% ≤ 𝑅 ≤ 200% 352 

200% ≤ 𝑅 ≤ 250% 31 

250% ≤ 𝑅 88 

Based on the results in Table II, the objective value of 

proposed model is higher than that of the model without 

considering interdependency in all scenarios. The percentage 

increase falls between 50-200% in more than 850 scenarios. 

This result shows that the benefit of considering 

interdependency is significant for multiple operation conditions. 

E. Exactness of Convex Relaxation  

In this part, the accuracy and efficiency of proposed convex 

relaxation method are tested in 1000 scenarios. The exactness 

of proposed method is evaluated by comparing the restoration 

results of SRS-MINLP and SRS-MISOCP. To be fair, the two 

models are both solved by SCIP [31]. The values of decision 

variables and objective of all scenarios are the same, which 

shows that the relaxation is exact for the test cases even when 

the condition 3 is violated. The computation time of MISOCP 

and MINLP are listed in Table III. 
TABLE III 

THE COMPUTATION TIME OF DIFFERENT METHODS 

Problem Solver 
Computation Time (s) 

Average Max 

MINLP SCIP 5.14 14.96 

MISOCP 
SCIP 4.32 13.29 

MOSEK 0.69 1.75 

The results in Table. III show that the computation time of 

SRS-MISOCP by two solvers is slower than SRS-MINLP in 

both cases. The MINLP problems are NP-hard and the iteration 

times nearly reach the upper limit of the solver in some 

scenarios. With the gradual expansion of the case, these 

scenarios will be more common and may cause solver to fail. 

Note that the average computation time of MISOCP model by 

MOSEK is less than 1 second, which shows the proposed 

method has a high computational performance and is promising 

as an on-line decision support tool. 

VII. CONCLUSION 

In this paper, a service restoration method is proposed for 

electricity distribution systems considering the electricity-

water-gas interdependency. A MISOCP model is developed 

using relaxation techniques and the exactness conditions are 

discussed. The case studies indicate that the proposed model 

can be used to allocate limited generation resources among 

electricity, water, and gas supply systems to keep the primary 

function of customers after restoration. 

This paper focuses the dependence of water pumps and gas 

compressors on electricity in the distribution level. In the future 

work, more coupling components, such as water treatment 

plants, water cooling towers, and gas-fired DGs, should be 

incorporated in the service restoration model. Interdependency 

of electricity, water, and gas supply systems in larger scales, 

e.g., the transmission level, should also be studied. 
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APPENDIX A 

PROOF OF EXACTNESS OF RELAXATION (41) 

To prove that the relaxation is exact, it suffices to show that 

any optimal solution of SRS-MISOCP attains equality in (41). 

Assume for the sake of contradiction that 𝒮𝑐𝑟 =

{𝑟𝑖 , 𝑤𝑖 , 𝑔𝑖 , 𝑠𝑖
DG, 𝑃𝑚

pump
, 𝑃𝑚

comp
, 𝑊𝑖𝑗} is the set of optimal solution 

for SRS-MISOCP, but a water supply system branch 𝑖 → 𝑗 ∈

ℰW
pump

 has strict inequality, i.e., 𝑃𝑚
pump

>
𝜌W𝑔W

𝜂pump (𝛼𝑊𝑖𝑗
2 +

𝛽𝑊𝑖𝑗) . Introduce 𝜉 > 0  and consider another set 𝒮𝑐𝑟
∗ =

{𝑟𝑖
∗, 𝑤𝑖

∗, 𝑔𝑖
∗, 𝑠𝑖

DG∗, 𝑃𝑚
pump∗

, 𝑃𝑚
comp∗

, 𝑊𝑖𝑗
∗ } denoted by 

𝑟𝑖
∗ = 𝑟𝑖 𝑤𝑗

∗ = 𝑤𝑗 + 𝜉 𝑔𝑖
∗ = 𝑔𝑖

𝑠𝑖
DG∗ = 𝑠𝑖

DG 𝑃𝑚
pump∗

= 𝑃𝑚
pump

𝑃𝑚
comp∗

= 𝑃𝑚
comp

𝑊Θ(𝑗)
∗ = 𝑊Θ(𝑗) 𝑊Ω(𝑗)

∗ = 𝑊Ω(𝑗) + 𝜉 ℎ1
∗ = ℎ1

 

where Ω(𝑗) means the upstream branches of node j and Θ(𝑗) 

means the downstream branches. Since 𝑤𝑗
∗ > 𝑤𝑗 , 𝒮𝑐𝑟

∗  has a 

strictly larger objective value than 𝒮𝑐𝑟. If 𝒮𝑐𝑟
∗  is a feasible set, 

then it nullifies the optimality of 𝒮𝑐𝑟. 

It suffices then to check that there exists 𝜉 > 0  that 𝒮𝑐𝑟
∗  

satisfies SRS-MISOCP constraints. Since 𝒮𝑐𝑟  is feasible, 

despite water supply system operational constraints (12)-(14), 

(17)-(18), (31), (33)-(35), and (41), the others hold for 𝒮𝑐𝑟
∗  as 

well. Under condition 1 and condition 2, constraints (12)-(14), 

(17), (31), and (33)-(35) hold for 𝒮𝑐𝑟
∗ . To prove that  constraint 

(18) is satisfied, for each node k incident to Ω(𝑗), assign the 

water head consistent with (15) along the path from water 

reservoir to k  

ℎ𝑘
∗ = ℎ1

∗ + ∑ 𝛼𝑊𝑖𝑗
∗ + 𝛽

𝑖→𝑗∈Ω(𝑘)

− ∑ 𝐹𝑖𝑗𝑊𝑖𝑗
∗2

𝑖→𝑗∈Ω(𝑘)

 

Under condition 3, ℎ𝑘
∗  is larger than the allowable water head. 

For nodes incident to Θ(𝑗) , ℎ𝑘
∗ = ℎ𝑘  and constraint (18) is 

satisfied. For constraint (41) across 𝑖 → 𝑗, it is obtained that 

𝑃𝑚
pump∗

−
𝜌W𝑔W

𝜂pump
(𝛼𝑊𝑖𝑗

∗2 + 𝛽𝑊𝑖𝑗
∗ ) 

= 𝑃𝑚
pump

−
𝜌W𝑔W

𝜂pump
(𝛼(𝑊𝑖𝑗 + 𝜉)

2
+ 𝛽(𝑊𝑖𝑗 + 𝜉)) 

= 𝑃𝑚
pump

−
𝜌W𝑔W

𝜂pump
(𝛼𝑊𝑖𝑗

2 + 𝛽𝑊𝑖𝑗) −
𝜌W𝑔W

𝜂pump
(2𝛼𝑊𝑖𝑗𝜉 + 𝛼𝜉2 + 𝛽𝜉) 

Since 𝑃𝑚
pump

−
𝜌W𝑔W

𝜂pump (𝛼𝑊𝑖𝑗
2 + 𝛽𝑊𝑖𝑗) > 0, we can choose a 

𝜉 > 0  sufficiently small that 𝑃𝑚
pump

−
𝜌W𝑔W

𝜂pump (𝛼𝑊𝑖𝑗
∗2 +

𝛽𝑊𝑖𝑗
∗ ) > 0. This completes the proof.  

APPENDIX B 
TABLE B1 

THE LOCATION OF FIFTEEN CUSTOMERS AT THREE SUBSYSTEMS 

Customer Electricity Subsystem Water Subsystem Gas Subsystem 

1 1 1 1 

2 4 2 2 

3 5 3 3 

4 6 4 5 

5 8 5 6 

6 10 6 7 

7 11 7 9 

8 15 8 10 

9 17 9 12 

10 18 10 14 

11 21 11 15 

12 22 12 16 

13 24 13 17 

14 27 14 19 

15 32 15 20 
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