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The Dzyaloshinskii-Moriya interaction (DMI) in magnetic systems stabilizes spin textures with 

preferred chirality, applicable to next-generation memory and computing architectures. In 

perpendicularly magnetized heavy-metal/ferromagnet films, the interfacial DMI originating from 

structural inversion asymmetry and strong spin-orbit coupling favors chiral Néel-type domain walls 

(DWs) whose energetics and mobility remain at issue. Here, we characterize a new effect in which 

domains expand unidirectionally in response to a combination of out-of-plane and in-plane magnetic 

fields, with the growth direction controlled by the in-plane field strength. These growth 

directionalities and symmetries with applied fields cannot be understood from static treatments 

alone. We theoretically demonstrate that perpendicular field torques stabilize steady-state 

magnetization profiles highly asymmetric in elastic energy, resulting in a dynamic symmetry breaking 

consistent with the experimental findings. This phenomenon sheds light on the mechanisms 

governing the dynamics of Néel-type DWs and expands the utility of field-driven DW motion to 

probe and control chiral DWs. 
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1. Introduction 

In recent years, the impacts of the Dzyaloshinskii-Moriya interaction (DMI) in magnetic 

systems have attracted significant attention as the DMI can give rise to a spectrum of non-collinear 

spin textures, such as spin spirals, chiral domain walls (DWs), and magnetic skyrmions.[1] 

Dzyaloshinskii and Moriya first postulated the existence of this anti-symmetric exchange interaction 

in bulk non-centrosymmetric crystals.[2,3] Later, Fert predicted that an inherently tunable interfacial 

DMI (iDMI) exists in thin-film systems that feature interfaces between ferromagnets and heavy 

metals with large spin-orbit coupling.[4] Since then, there have been many reports detailing the 

engineering of DMI in materials systems.[5-8] Given the application potential for iDMI-stabilized 

skyrmions and chiral domain walls (DWs) in proposed racetrack-style memory architectures[9,10] and 

emerging neuromorphic computing approaches[11,12], the impact of the iDMI on the mobility and 

dynamics of spin textures is an active area of research. For sufficiently strong iDMI, magnetic films 

favor the formation of chiral Néel DWs over the achiral Bloch DWs expected in thin films with 

perpendicular anisotropy.[13,14] As Néel-type DWs are characterized by a magnetization rotation 

along the DW normal, an in-plane magnetic field breaks the azimuthal energy symmetry of the 

domain – leading to a difference in DW energies between the left and right side of a domain when 

an in-plane magnetic field is applied along a left-right axis.[15]
 Superficially, this energy asymmetry 

makes DW mobility on one side of a domain more favorable to reversal (in a direction collinear to 

the in-plane field), leading to an asymmetry in the field-induced domain expansion that can be used 

to identify the presence and magnitude of iDMI.[13,15-20]
 

Here, we report on a combined experimental and theoretical study of the magnetic reversal 

properties of Co/Ni/Pt-based thin-film multilayers with iDMI in response to both in- and out-of-plane 

magnetic fields. When imaging the reversal behavior, we observe domain growth directionalities 

that have not, as of yet, been reported. Specifically, we find that when the multilayers reverse via 
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dendritic stripe domains, the domain growth is highly anisotropic, and the growth direction changes 

dramatically depending on the strength of the in-plane field.  Furthermore, the growth direction 

symmetries observed when changing the sign of the in- and out-of-plane fields require a breaking of 

time-reversal mirror symmetry along both the horizontal and vertical planes that cannot be 

explained from static energies alone. We posit that the observed domain growth behaviors arise 

from a dynamic symmetry-breaking during domain expansion. Our calculations of the steady-state 

dynamical reorientation of the DW magnetization profile and the associated changes in the 

dispersive stiffness permit a quantitative understanding of the experimentally observed behaviors.   

 

2. Results 

2.1. Experimental Results 

Hysteresis loops for samples with a varying number of [Co(0.7 nm)/Ni (0.5 nm)/Pt (0.7 nm)] 

repetitions N are shown in Figure S1 in the Supporting Information. All samples exhibit strong 

perpendicular magnetic anisotropy, characterized by a full remanence at zero field in the 

perpendicular measurement geometry. Loops collected in the in-plane geometry demonstrate that 

the in-plane saturation field µ0HS does not change dramatically with N. Given that all samples exhibit 

a similar µ0HS (~ 1 T) and saturation magnetization MS (~ 1000 kA/m), the effective perpendicular 

magnetic anisotropy energy density Keff (5 x 105 J/m3) is only altered by < 10 % over the range of 1 ≤ 

N ≤ 5. 

Polar Magneto-optic Kerr effect (MOKE) images of the N = 2 sample shown in Figure 1a-d 

illustrate that this sample reverses via large, nearly circular domains. Figure 1a shows that the 

domains expand isotropically in the absence of a symmetry-breaking in-plane magnetic field. In 

agreement with previous reports on systems with iDMI[15-22], a mild growth asymmetry is present 
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when an in-plane magnetic field is applied, and the favored growth direction is antiparallel to µ0Hx 

(Figure 1b-c). Knowing the perpendicular orientation of the domain, this is consistent with a left-

handed Néel chirality, as observed in other Pt/Co/Ni-type systems.[17,18] By measuring the growth 

velocity as a function of µ0Hx for both the left and right sides of the domain, we estimate an iDMI 

energy density D of -0.63 mJ/m2 for the [Co/Ni/Pt]2 sample (see Section S2 of the Supporting 

Information). Throughout this work, a negative value of D denotes a left-handed chirality. 

For higher-magnitude in-plane fields, the favored growth direction reverses, as shown in 

Figure 1d. There have been similar reports of the high-energy side of a bubble domain growing faster 

than its low-energy counterpart above a threshold in-plane field strength.[18,21,22] Subsequently, it 

was analytically and micromagnetically demonstrated that in systems with iDMI, the elastic energy 

of the DW (which governs motion in the creep regime) differs significantly from the linear wall 

energy generally employed in DW creep models.[18] As such, this behavior in the [Co/Ni/Pt]2 sample 

can be explained within the context of surface stiffness in the long-wavelength regime, as shown in 

Section S3 of the Supporting Information. 
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Figure 1. Polar MOKE images of magnetic domain growth in the [Co/Ni/Pt]2 (a-d) and [Co/Ni/Pt]3 

samples in response to 5 ms-long 15 mT out-of-plane (e-h) and in-to-plane (i-l) magnetic field (µ0Hz) 

pulses collected in static in-plane magnetic fields µ0Hx of 0 (a, e, i), +40 mT (b, f, j), +120 mT (c, g, k), 

and +200 mT (d, h, l). (m) The favored growth direction of dendritic stripe domains in the [Co/Ni/Pt]3 

sample for different permutations in domain orientation and in-plane field µ0Hx magnitudes and 

directions. Each colored ring in (a-d) represents the extent of the domain after three µ0Hz pulses 

were applied. The images in (e-l) were collected after three magnetic field pulses were applied, 

while the green markers represent the initial nucleation sites of reverse domains. The data shown 

schematically in (m) is provided with greater resolution in µ0Hx and θ in Figure 2a. 
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In agreement with the quasi-static magnetometry data, the samples with N ≥ 3 reverse via 

dendritic stripe domains, as shown for the [Co/Ni/Pt]3 sample in Figure 1e-h. Much like the circular 

domains in the samples with N = 1 or 2, the growth of these ~3 µm-wide stripe domains is nearly 

isotropic when µ0Hx = 0, as shown in Figure 1e. The green dots show the initial nucleation sites of the 

dendritic domains in Figure 1e-l. This lack of a favored growth direction persists until µ0Hx = + 40 mT, 

at which point the domains exhibit a strong directionality to their growth, as opposed to the mild 

asymmetry seen for the same field in the circular domains; that is, once nucleated, the domains 

prefer to grow in one specific direction, as indicated by the arrows in Figure 1f-l. Surprisingly, the 

favored growth direction is nearly perpendicular to the µ0Hx axis for modest in-plane fields – growth 

behavior that would not be expected from the chiral Néel-type DWs favored by the iDMI. From 

Lorentz TEM images of [Co/Ni/Pt]5 multilayers collected in the absence of applied fields (Figure S2 in 

the Supporting Information), a preference for Néel-type DWs exists for these types of samples. As 

shown in Figure 1g, when µ0Hx is increased to +120 mT, the growth direction becomes more 

collinear to the µ0Hx axis in a manner more consistent with the left-handed chirality inferred in the 

[Co/Ni/Pt]2 sample. However, when µ0Hx is increased above +140 mT, a rapid ~180° change in the 

growth direction occurs, as shown in Figure 1h for µ0Hx = +200 mT. The favored growth direction of 

dendritic stripe domains in the [Co/Ni/Pt]3 sample for various permutations in domain orientation 

and µ0Hx magnitudes/directions are summarized in Figure 1i; a version of this figure where MOKE 

imaged have replaced the schematic arrows is provided in Figure S3 in the Supporting Information. 

As a measurement of D in the [Co/Ni/Pt]N ≥ 3 samples via domain growth asymmetry is complicated 

by the μ0Hx-dependent domain growth directionality, Brillouin light scattering (BLS) spectroscopy 

was performed on a N = 5 sample - indicating a D value similar to that measured in the N = 2 sample 

(-0.622 mJ/m2; see Figure S4 in the Supporting Information). 
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In Figure 2a, we plot the growth direction θgrowth of “up” (+Mz) and “down” (-Mz) domains as 

a function of in-plane field strength µ0Hx using the θgrowth and µ0Hx conventions defined in Figure 2b, 

where a positive µ0Hx is defined as pointing in the positive 𝑥-direction and θgrowth is measured 

relative to this axis.  While an analytical model elucidating these trends is presented later in this 

manuscript, we first discuss some of the noteworthy features of domain growth demonstrated in 

Figure 1 and Figure 2. First, we note that for a fixed perpendicular orientation of reverse domain and 

µ0Hx magnitude, changing the µ0Hx direction by 180° also changes θgrowth by 180°, as would be 

expected in a chiral magnetic system.[15] 

 

Figure 2. (a) The growth direction θgrowth of “up” (+Mz) and “down” (-Mz) dendritic domains as a 

function of µ0Hx, determined both experimentally (symbols) and analytically with steady-state 

dynamics and dispersive stiffness (lines). When plotting the analytically predicted θgrowth profiles, we 

only display data for in-plane fields where a > 60 % growth asymmetry between the fastest and 

slowest moving azimuthal positions is predicted (i.e., |µ0Hx| ≥ 40 mT). (b) The conventions used 

throughout this work to define the domain growth direction θgrowth relative to the in-plane field µ0Hx 

direction and the DW core magnetization angle φ.  (c-f) Schematic depictions of DW magnetization 

profiles in (c) zero applied magnetic field, (d) an in-plane magnetic field, (e) an in-plane and out-of-

plane magnetic field, and (f) an in-plane and in-to-plane magnetic field. Green lines in (c-d) indicate 

planes of time-reversal mirror symmetry. 
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However, when considering the expansion of domains with opposite perpendicular orientations, we 

find that the 𝑥-component of the growth direction changes sign while the 𝑦̂-component (vertical 

direction in the images) is invariant. This peculiar behavior is particularly apparent in the limit of 

|µ0Hx| = 40 mT, where +Mz and -Mz domains grow in nearly the same direction, primarily vertical to 

the µ0Hx axis – clearly demonstrated by comparing Figure 1f with Figure 1j.  Moreover, this vertical 

asymmetry changes orientation upon inversion of the µ0Hx direction. These surprising observations 

are not commensurate with Bloch- or Néel-type chiral DWs in which intrinsic energetic factors set 

the chirality. Besides these trends to the θgrowth(µ0Hx) profiles, the directional growth characteristics 

of the dendritic stripe domains are independent of the in-plane field history, as the in-plane field 

strength and direction can be changed during the reversal process, and the growth direction varies 

“on-demand” (Figure S5 of the Supporting Information). This history-independence indicates that 

the energy landscape governing the observed growth asymmetries is not set during the initial 

nucleation of a domain. Additionally, we note that similar growth behaviors are seen in samples with 

N = 4 or 5, and the results are insensitive to modest changes in the Co, Ni, or Pt thicknesses (and 

thus, modest changes in the static properties, such as Keff, D, and MS). 

Secondly, there is a strong selectivity to the growth direction of dendritic stripe domains 

(Figure 1f-h), compared to the mild growth asymmetries seen in the samples that reverse via large 

circular domains (Figure 1b-d). In films with perpendicular anisotropy, dendritic stripe domains form 

out of a balance between ferromagnetic exchange and long-range dipolar fields. The energetic 

impetus for the formation of different types of domain morphologies has been extensively studied in 

films without iDMI, starting with the work of Kittel in the 1940s.[23-25] In the thin-film limit, the 

balance between the demagnetizing energy and the energy of forming domain walls implies that the 

equilibrium domain size decreases exponentially with increasing film thickness. In contrast, for 
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thicker films, an increase in domain size proportional to the square root of the film thickness is 

expected. This results in a minimum domain size at an intermediate thickness. Throughout the 

various thickness regimes, the balance of the dipolar and domain wall energies (which depend on 

the saturation magnetization, anisotropy, and exchange stiffness) determine the finer details of this 

trend. While the iDMI is known to lead to smaller equilibrium domain sizes, a similar relationship 

between film thickness and equilibrium domain size holds in films with this additional energy 

term.[26] For the [Co/Ni/Pt] films discussed here, we observe a transition from relatively large 

domains to stripe domains when increasing the number of repetitions N from 2 to 3 (i.e., within the 

thin film limit, where the equilibrium domain size decreases exponentially with increasing film 

thickness). Magnetic reversal via dendritic stripe domains occurs by means of growth from a 

nucleation site, as the stripe tip curvature (and thus, the stripe width) stays more or less constant 

while the length of the stripe domains increases to fill the area of the film.[27] This reversal 

phenomenon is markedly different from thinner films with larger domains, where domains tend to 

uniformly expand in all directions, filling the area of the film to obtain the reverse domain state. In 

concert with the localized chirality of the DW magnetization profile (and, hence, the localized energy 

profile) at the tips of the domains[28], the dendritic domain morphology allows for a stronger link 

between the azimuthal energy asymmetry and the expansion asymmetry.  As we discuss in the 

subsequent section, this leads to the larger-aspect ratio domains and stronger directional growth 

observed in the [Co/Ni/Pt]3 sample reversing via stripe domains compared to the thinner samples.   

2.2. Analytical Modeling 

As shown in Figure S6 of the Supporting Information, domain growth in the [Co/Ni/Pt]3 

sample falls within the thermally activated creep regime for the µ0Hz and µ0Hx fields employed 

experimentally throughout this work.[15,29-31] Within the creep regime, the velocity of domain 

expansion v follows an Arrhenius scaling law, given by:[29,32,33] 
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𝒗 = 𝒗𝟎 ∙ 𝒆
−𝝌(

𝜺

𝑯𝒛
)

𝟏
𝟒⁄

                                                                                                                   (1) 

where v0 is the velocity scaling factor, χ is an energy barrier scaling constant, Hz is the perpendicular 

field strength, and ε is the elastic energy of the DW. A defining hallmark of Equation 1 is that 𝑣 scales 

inversely with ε. In the case of magnetic domains, ε is generally taken as the 1D linear DW energy 

density σ, expressed as:[18] 

 

𝝈[𝜽, 𝝋] = 𝝈𝟎 + 𝐥𝐧[𝟐] 𝒕𝒇𝝅−𝟏𝝁𝟎𝑴𝒔
𝟐 𝐜𝐨𝐬𝟐[𝝋 − 𝜽]  − 𝝅𝑫 𝐜𝐨𝐬[𝝋 − 𝜽] −  𝝅𝝀𝟎𝝁𝟎𝑴𝒔𝑯𝒙 𝐜𝐨𝐬[𝝋]        (2) 

 

In Equation 2, θ is the azimuthal orientation of a given DW section, and φ is the DW core 

magnetization angle, defined using the conventions shown in Figure 2b. The first term of Equation 2 

is the resting energy of a Bloch-type DW (𝜎0 = 4√𝐴𝐾𝑒𝑓𝑓). The second term represents the DW 

anisotropy energy, which increases with film thickness (tf) and degenerately favors Bloch DWs of 

either chirality. The third term gives the contribution of the effective field due to the iDMI, which 

stabilizes Néel DWs of the handedness determined by the sign of D. The final term is the Zeeman 

energy emerging from the application of an in-plane magnetic field along the x-axis. In Equation 2, µ0 

is the vacuum permeability and 𝜆0 = √
𝐴

𝐾𝑒𝑓𝑓
 (where A is the exchange stiffness) is the DW width. To 

obtain the resting equilibrium energy and in-plane magnetization of a DW segment with azimuthal 

orientation θ, the energy functional is minimized with respect to φ. As shown in Figure 2c, when 

µ0Hx is zero, Equation 1 predicts a DW magnetization profile — and hence, an energetic profile — 

that has time-reversal mirror symmetry about the horizontal and vertical axes of the domain.  

In Figure 3a-d, we show the static equilibrium DW magnetization profiles φ[θ] predicted by 

Equation 2 for the [Co/Ni/Pt]3 sample for various µ0Hx values, using the sample properties listed in 

the caption of Figure 3. When µ0Hx = 0, the DWs are predicted to exhibit a significant Néel character 
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despite the higher DW anisotropy expected in samples with a higher number of [Co/Ni/Pt] 

repetitions — a prediction confirmed from the Lorentz TEM images shown in Figure S2 of the 

Supporting Information. As the magnitude of µ0Hx is increased, the DW magnetization profile is 

progressively pulled in the direction of µ0Hx.  From the static equilibrium treatment of the DW 

magnetization profile, growth asymmetries collinear to the in-plane field axis are the expected 

outcomes, as the time-reversal mirror symmetry of the DW profile is only broken about the vertical 

axis (Figure 2d). 

 

Figure 3. Predicted DW magnetization profiles in the [Co (0.7 nm)/ Ni (0.5 nm)/ Pt (0.7 nm)]3 sample 

under the assumption of static equilibrium (gold arrows) and steady-state dynamic reorientation 

(blue arrows) under applied in-plane fields of (a) µ0Hx = +5, (b) +40 mT, (c) +120 mT, and (d) +200 

mT. The polar profile shown in the center of each diagram represents the relative velocity of 

expansion (v/vmax) as a function of azimuthal position predicted from Equation 4. When using 

Equation 2 and Equation 3 to calculate the static equilibrium and steady-state dynamic profiles 

(respectively), the sample properties were as follows: MS = 1000 kA/m, Keff = 5 x 105 J/m3, tf = 3.6 nm, 

DDMI = -0.45 mJ/m2, α = 0.208, and µ0Hz = +15 mT. 
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In addition to the static energies reflected in Equation 2, when a perpendicular field µ0Hz is 

used to propagate a reversed magnetic domain, a torque will act on the internal magnetization of 

the DW, rotating φ(θ) away from the static equilibrium profile predicted by Equation 2. This field 

torque will be counteracted by the balance of the effective fields, also  

captured by Equation 2. While large perpendicular fields will cause a DW’s core magnetization to 

precess[34], a DW within the creep regime is expected to experience a steady-state dynamical 

reorientation of its internal magnetization, described within the Landau-Lifshitz-Gilbert framework 

by:[35] 

𝝋̇ =
𝜸𝝁𝟎

𝟏+𝜶𝟐 (−𝜶𝜴𝑨 + 𝑯𝒛) =
𝜸𝝁𝟎

𝟏+𝜶𝟐 (−
𝜶𝝈𝝋

𝟐𝝀𝟎𝝁𝟎𝑴𝑺
+ 𝑯𝒛)                                                                 (3) 

 

where γ is the gyromagnetic ratio, and α is the Gilbert damping parameter. In Equation 3 and 

henceforth, subscripts to the DW energy density σ denote a partial derivative. The balance of these 

competing factors can result in a steady-state φ(θ) profile that differs from the static equilibrium 

case, which in turn modifies the relevant energy-related terms. From the schematic depictions of the 

effect of this torque on chiral Néel-type walls (Figure 2e-f), it can be surmised that it acts in the same 

rotational sense for both +Mz and -Mz domains – akin to the promotion of Bloch-type walls of 

opposite chirality depending on the orientation of the reversal domain/sign of µ0Hz, thus breaking 

the mirror symmetry of the DW magnetization profile along both the horizontal and vertical axes.  

Recently, Pellegren et al. showed that when DW energies are anisotropic in θ, the elastic 

energy scale ε is no longer given simply by the 1D static DW energy σ, but by the dispersive 

stiffness.[18] As the dispersive stiffness accounts for the pinning length scale and the local curvature 

of the energy landscape through additional energy terms, a more accurate picture of the elastic 
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behavior of DWs can be obtained. For a DW of arbitrary length L, we employ the generalized 

dispersive stiffness 𝜎̃ to fully capture the steady-state reorientation using the expression: 

𝝈̃[𝜽, 𝝋 , 𝑳] = 𝝈 + 𝝈𝜽𝜽 −
𝝈𝝋𝜽

𝟐

𝝈𝝋𝝋
𝜻 [

𝑳

𝟐𝜦
]                                                                                       (4) 

 

where 𝛇[𝒍] =  𝟏 −
𝟑

𝒍𝟑 (𝒍 − 𝐭𝐚𝐧𝐡[𝒍]) and 𝜦 = 𝝀𝟎√
𝝈𝟎

𝝈𝝋𝝋
. In Equation 4, all derivatives are evaluated at 

the steady-state magnetic orientation φ corresponding to each θ. The second and third terms of 

Equation 4 represent the curvature contributions that emerge due to anisotropy in the DW energy 

with respect to both θ and φ. The third term expresses the dependence of the stiffness on L and the 

exchange length scale Λ; for finite values of L, recognizing that for vanishing values of 

𝝈𝝋𝝋,lim𝝈𝝋𝝋→𝟎
𝝈𝝋𝜽

𝟐

𝝈𝝋𝝋
𝜻 [

𝑳

𝟐𝜦
] = −

𝝈𝝋𝜽
𝟐𝑳𝟐

𝟏𝟎𝝈𝟎𝝀𝟐 . Consequently, by calculating the dispersive stiffness in the 

steady-state configuration as a function of θ, the relative velocity of a wall segment at all azimuthal 

orientations can be computed, and the most favorable growth directions of a dendritic stripe 

domain can be determined. For θ positions where 𝜎̃ < 0, the DW magnetization profile is expected to 

facet, adopting the orientation and magnetization of the neighboring segments (as predicted by the 

Wulff construction), driving the 𝜎̃ values to zero.[18] 

Defining θgrowth as the azimuthal position having the lowest 𝜎̃ value, we obtain the most 

suitable match between the experimental and analytically predicted θgrowth[µ0Hx] profiles when the 

parameters D = - 0.45 mJ/m2
, α = 0.208, and L = 70 nm are used in the modeling, along with Aex = 10 

pJ/m, uniaxial anisotropy energy Ku =  1.13 x 106 J/m3 (corresponding to a Keff of ~5.01 x 105 J/m3), 

and the experimentally determined MS value, as shown in Figure 2a. While L = 70 nm was used in the 

present calculations, a similar degree of agreement between the experimental data and the 

modeling was found over a wide range of L values. Also, when the experimentally-determined D 

value of – 0.63 mJ/m2 is used, qualitatively-similar results are obtained, with a modest offset to the 
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characteristic µ0Hx at which the ~180° change in growth direction occurs. In Figure 4a-d, we show 

the dispersive stiffness 𝜎̃ and predicted relative velocity of expansion v/vmax as a function of 

azimuthal angle θ for the [Co/Ni/Pt]3 sample in several in-plane fields µ0Hx; an alternative depiction 

of the azimuthal dependence of the velocity is provided in Figure 3. 𝜎̃ is determined using the 

approach discussed above, whereas v/vmax was determined using a modified expression for the 

creep velocity that takes the dispersive stiffness into account, given as:[18] 

𝒗 = 𝒗𝟎 ∙ 𝐞𝐱𝐩 [−
𝜿∙(𝝈̃[𝑯𝒙])𝟏/𝟒

𝑯𝒛∙(𝝈̃[𝑯𝒙=𝟎])𝟏/𝟒]                                                                                                (5) 

 

where the velocity scaling (v0) and energy barrier scaling (κ) parameters are determined from fitting 

to the experimental v[µ0Hx, µ0Hz] data, as demonstrated in Figure S6 of the Supporting Information.  
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15 

Figure 4. Dispersive stiffness 𝜎̃/𝜎̃max  (blue lines) and predicted relative expansion velocity v/vmax 

(red lines) as a function of azimuthal position θ for +Mz dendritic stripe domains in the [Co/Ni/Pt]3 

sample in applied in-plane fields µ0Hx of (a) +5 mT, (b) +40 mT, (c) +120 mT, and (d) +200 mT. 

Throughout Figure 4, θ is defined using the angular convention shown in Figure 2b, and L is 70 nm. 

 

For low magnitude µ0Hx values (Figure 4a), 𝜎̃ is rather invariant with θ; consequentially, the 

velocity asymmetry with respect to θ is muted. However, as µ0Hx is increased to + 40 mT, the 𝜎̃[θ] 

and v[θ] profiles become substantially more anisotropic (Figure 4b), favoring domain growth in a 

direction similar to that observed experimentally. While the degree of growth asymmetry seen 

experimentally when µ0Hx = +40 mT is more heightened than what is predicted in Figure 4b, we 

believe differences in the DW width, L, and/or field-induced pinning not accounted for in the 

modeling strengthen the preference for growth in the experimentally observed direction. We also 

note that under the long-wavelength limit of the stiffness model (i.e., L → ∞) for 35 mT < |µ0Hx| < 70 

mT, the calculated stiffness profiles strongly favor growth in both the experimentally observed 

vertical direction, as well as in a direction collinear to the applied µ0Hx (Figure S7 in the Supporting 

Information); growth along the latter direction could be suppressed for the same reasons mentioned 

above. Nevertheless, our analytical modeling explains how both horizontal and, more crucially, 

vertical asymmetries can develop in the magnetization profile, giving rise to the observed growth 

behaviors. Additionally, the model correctly predicts the symmetries reflected in Figure 1i and Figure 

S3 in the Supporting Information – namely, that the vertical growth direction under a given in-plane 

field does not change with the domain polarity. Coupled together, these two traits of our modeling 

punctuate the critical role that dynamic symmetry breaking plays in describing our experimental 

results. 

Further increasing µ0Hx to +120 mT (Figure 4c) and +200 mT (Figure 4d), a strong 

correspondence is maintained between the experimental and predicted θgrowth[µ0Hx] and v[θ] 

behavior. As shown in Figure 3, the θ positions of minimal 𝜎̃ correspond to regions where the φ(θ) 
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profile exhibits discontinuities (short of the full 2π-rotations seen at Bloch points in DWs), where the 

local energy and net restoring torque approach an inflection point and a local maximum, 

respectively (Figure S8 in the Supporting Information). As previously reported by Sanchez-Tejerina et 

al., this abrupt reorientation of the magnetization profile stems from variations in the driving and 

restoring torques acting on the DW, which arise from the θ-dependent competition between the 

effects of µ0Hz, µ0Hx, iDMI, and DW anisotropy.[33] The highly localized nature of these minima in 𝜎̃ - 

combined with the heightened configurational sensitivity of dendritic stripe domains - enables the 

strong directionality to the domain growth observed. We do note that in several reports of in-plane 

field-induced bubble expansion asymmetries in systems with iDMI, small growth components 

transverse to the in-plane field axis have been previously observed.[38-40] While we limit our modeling 

to the [Pt/Co/Ni]-type samples discussed herein, the analytical treatments employed predict that 

dynamic symmetry breaking – particularly, the strong vertical growth behavior seen in the 

[Co/Ni/Pt]-type samples for low µ0Hx – is possible in other materials with the right balance between 

the iDMI and DW anisotropy energies, provided there is also a proper balance between the Gilbert 

damping and the driving field.  

 

3. Conclusion 

We have reported on the in-plane field-induced magnetic domain growth asymmetries 

present in several Co/Ni/Pt–based thin film heterostructures engineered to possess an interfacial 

Dzyaloshinskii-Moriya interaction that favors chiral Néel-type DWs. For thinner samples that reverse 

their magnetization via large circular domains, growth asymmetries collinear to the symmetry-

breaking in-plane magnetic field were observed, as predicted by the current understanding of the 

interfacial Dzyaloshinskii-Moriya interaction within the typical long-wavelength stiffness model of 

the elastic energy of a DW. For thicker samples, where reversal occurs via dendritic stripe domains, 
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anomalous growth directionalities with respect to the in-plane field strength and direction emerged 

– most notably, growth perpendicular to low-magnitude in-plane fields. Through an analytic 

treatment of steady-state dynamical symmetry breaking and the dispersive stiffness of DWs, the 

magnetization configurations that would give rise to this unexpected growth behavior and its 

symmetries with respect to the out-of-plane field direction were modeled. These results shed light 

on the mechanisms governing the dynamics of Néel-type DWs and provide new opportunities for the 

control of chiral magnetic systems. 

 

4. Experimental Methods  

Sample Fabrication: 

Multilayer stacks of the structure Ta(3)/Pt(3)/[Co(0.7)/Ni(0.5)/Pt(0.7)]N/Ta(3) (thicknesses in nm) 

were grown on Si substrates with a 300 nm-thick thermal oxide (SiOx) coating by dc magnetron 

sputtering, using a power of 50 W in a 3 mTorr Ar pressure. The number of [Co/Ni/Pt] repetitions N 

was varied between 1 and 5. Our choice of materials was motivated by reports that Pt/Co and Pt/Ni 

interfaces are predicted to have different signs of iDMI[36], such that an additive iDMI may be 

achieved when they are incorporated in a structurally asymmetric Pt/Co/Ni/Pt heterostructure.[37] 

 

Magnetic Characterization and Imaging 

The static magnetic properties were assessed using the vibrating sample magnetometry (VSM) 

technique at room temperature in both the in-plane and perpendicular geometries. To image the 

directionality of domain growth, we used a MOKE imaging platform manufactured by Evico 

Magnetics, configured for polar MOKE sensitivity. Perpendicular magnetic field pulses that were 5 
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ms-long and 15 mT-strong were used to nucleate and expand the magnetic domains. The static in-

plane magnetic fields were varied in magnitude and direction between 0 and 320 mT. As is standard 

for MOKE imaging, the micrographs presented herein were collected using a background subtraction 

of the signal when the sample magnetization was fully saturated. We define a positive in-plane 

magnetic field as pointing along the positive x-axis, as indicated in Figure 2b. Unless otherwise 

stated, the sample magnetization was saturated opposite to the intended perpendicular field pulse 

direction between trials. Fresnel-mode Lorentz transmission electron microscopy (LTEM) was 

performed on an aberration-corrected FEI Titan G2 80-300 operated in Lorentz mode at room 

temperature. Samples for LTEM measurements were grown on 30 nm-thick SiN windows. Brillouin 

light scattering (BLS) spectroscopy was performed in the Damon-Eschbach geometry in both field 

polarities, using a six-pass Fabry-Perot interferometer, with the 532 nm-wavelength laser beam 

incident on the sample at an angle of π/4. Detailed information on the BLS instrumentation and 

methodology of using BLS to determine D can be found in Ref. [41]. 

Supporting Information  

Supporting Information is available from the Wiley Online Library or from the author. 
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We observe novel domain growth behavior with respect to in-plane magnetic fields in [Co/Ni/Pt] 

multilayers with chiral Néel-type domain walls, including growth perpendicular to the in-plane field 

axis. Accounting for steady-state domain wall dynamics, our model successfully predicts the 

magnetization and energetic profiles that promote these asymmetries. These results expand the 

utility of domain wall motion in probing chiral magnetism. 
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