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Abstract： 14 

Engineered Cementitious Composites (ECC) is an emerging cementitious 15 

composite material with ultra-high ductility. However, its higher cement dosage limits 16 

its material greenness and leads to concerns with drying shrinkage. In this research, an 17 

ECC utilizing limestone calcined clay cement (LC3) and calcium sulphoaluminate 18 

cement (CSA) is investigated, focusing on minimizing the material's embodied carbon 19 

while enhancing its durability with intrinsic self-stressing functionality. A 20 

self-stressing criterion is theoretically established and experimentally verified. X-ray 21 

diffraction patterns reveal an ettringite quantity that modulates the initial expansion 22 

and later expansion-reversal of LC3-CSA-ECC to support a persistent self-stressing 23 

mechanism. LC3-CSA-ECC has a lower (64 %) carbon footprint and similar 24 

embodied energy compared to conventional concrete. When combined with the 25 

durability advantage (tiny crack, high ductility of 5.5 %, and self-stressing function), 26 

this low carbon self-stressing ECC holds promise as a sustainable repair material that 27 

lowers the embodied and operational carbon in civil infrastructure. 28 

 29 

Keywords: Engineered Cementitious Composites (ECC); limestone calcined clay 30 

cement (LC3); calcium sulphoaluminate cement (CSA); expansion; shrinkage; 31 

self-stress; CO2. 32 
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Highlights 35 

� A self-stressing criterion for ECC was established and experimentally verified 36 

� An intrinsic self-stressing ECC was developed by utilizing LC3 and CSA cement 37 

� Initial maximum expansion and later expansion loss were successfully tailored 38 

� Expansion mechanism was identified by XRD patterns 39 

� Self-stressing ECC has 64 % of the carbon footprint of conventional concrete 40 

  41 
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1. Introduction 42 

Developing countries, such as China and India, are experiencing rapid 43 

infrastructure development placing a huge demand on construction materials. With the 44 

advantages of good mechanical performance, flexibility in structural shaping, and 45 

local availability, concrete is one of the most used materials. Though the need for 46 

newly constructed infrastructures is lower in more developed countries (e.g. US), 47 

aging infrastructure often requires repeated repairs due to the brittle nature of concrete 48 

material [1], adding to global concrete consumption. In total, concrete consumption 49 

amounts to over 80% of total engineered material consumption by weight [2,3]. The 50 

production of cement accounts for 1.45 ± 0.20 billion tons of CO2 emissions annually, 51 

ranking as the third-largest source of anthropogenic emissions [4]. Since cement 52 

serves as the most common binder in concrete, there is a significant concern regarding 53 

the embodied carbon of concrete materials. The vast quantities of concrete produced 54 

annually for new construction and infrastructure repair place significant pressure on 55 

the environment due to the high embodied and operational carbon [5]. Therefore, the 56 

development of sustainable materials that possess both low embodied carbon and are 57 

durable in field use is urgently needed. 58 

Engineered Cementitious Composites (ECC) is a fiber-reinforced ductile concrete, 59 

exhibiting ultra-high tensile strain capacity (above 3 %) and crack width control 60 

ability (below 0.1 mm) [6]. ECC has been established as a promising durable 61 

construction material in both structural and repair applications [6]. However, as 62 

required by micromechanics theory, coarse aggregate is eliminated from ECC to 63 

lower the matrix fracture toughness and meet the strain-hardening requirement. This 64 

change results in a high cement dosage [7,8] and a corresponding high carbon 65 

footprint for traditional ECC. Moreover, the high volume of cementitious materials 66 

with no coarse aggregate leads to a higher shrinkage, up to 1500–1800 με at 28 d 67 

comparing to 400-600 με for normal concrete [8,9]. This high shrinkage may lead to 68 

cracking under restraint conditions and jeopardize the structure's durability [10,11]. 69 

Therefore, the high carbon footprint and shrinkage of ECC remain a concern. 70 

Shrinkage mitigation methods have been proposed for reducing the cracking risk 71 

in cementitious materials. The internal curing method, such as superabsorbent 72 

polymer (SAP) has been established in reducing autogenous shrinkage, but drying 73 

shrinkage is exacerbated [8]. Similar to the internal curing method, adoption of a 74 

water-repellent additive results in 50 % lower shrinkage by blocking pore channels 75 

[11]. Meanwhile, 60-70 % of drying shrinkage reduction has been demonstrated in 76 
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ECC by incorporating shrinkage reducing agent (SRA), however, concurrent with a 77 

strength reduction [12,13]. Moreover, a nearly zero-shrinkage ECC (200 με drying 78 

shrinkage at 28 d) has been developed by employing a low shrinkage composite 79 

cement [9].  80 

In addition to low shrinkage ECC, expansive ECC has been developed by 81 

including expansive cement/agent in mixtures. ECC incorporating expansive 82 

cement/agent exhibits expansion at early age followed by loss of expansion at later 83 

age [14,15]. Due to the prominent creep effect at early age (before 3 days), up to 50 % 84 

of expansive stress can be relaxed [16,17]. When combined with increasing stiffness 85 

and decreasing creep at later age, this expansive stress can reverse to a tensile stress as 86 

the expansion transitions to shrinkage. To eliminate the restrained tensile stress, a 87 

self-stressing ECC, which exerts pressure onto a restraining boundary, has been 88 

developed [8]. The self-stressing ECC tailored both the maximum expansion and the 89 

subsequent expansion loss by utilizing expansive cement and SRA. Self-stressing 90 

ECC [8] enhances the material durability; however, the addition of SRA increases the 91 

carbon footprint and material cost of ECC, which impedes its broader application. 92 

The material greenness of ECC has been improved by replacing the ingredients 93 

with greener ones, such as substituting the ordinary Portland cement (OPC) with a 94 

high volume of fly ash (FA), using foundry green sand, and incorporating lower 95 

carbon fibers (such as replacing polyvinyl alcohol (PVA) fiber with polypropylene 96 

(PP) fiber) [6]. Specifically, the feasibility of adopting limestone calcined clay cement 97 

(LC3) in developing greener ECC has been demonstrated [7,18–20]. LC3 is a blended 98 

cement of limestone (LS), calcined clay, and OPC [4,7], with 20 %–35 % reduction in 99 

carbon emissions compared with OPC. It has been shown that the compressive 100 

strength of concrete with LC3 is comparable to that of OPC-based concrete. 101 

LC3-based concrete possesses enhanced durability due to a finer pore structure 102 

[4,19,21]. An LC3-based ECC shows a 33 % reduced carbon footprint when 103 

compared to conventional OPC-based ECC [7,18]. 104 

No consensus about the effect of LC3 on shrinkage has been reached. The drying 105 

shrinkage of LC3 based concrete measured after 28 d was reported similar to that of 106 

OPC-based concrete [21]. A comparable autogenous shrinkage was also observed for 107 

LC3 and OPC-based concretes during the first 28 d [22]. However, a higher long-term 108 

autogenous shrinkage in LC3-concrete than in OPC-concrete was also reported [21]. 109 

Meanwhile, Nguyen et al [23] suggested that LC3 increased the drying shrinkage, 110 

owing to higher pore size. Furthermore, Du and Pang [24] suggested that LC3 led to a 111 
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higher chemical and autogenous shrinkage than OPC-concrete, attributing to the high 112 

pozzolanic reactivity. In contrast, a reduction of autogenous shrinkage was found 113 

when OPC was replaced with 50% volume of limestone [25]. The 114 

shrinkage/self-stressing performance of LC3-CSA based ECC has not been 115 

investigated in the literature. 116 

The objective of this study is to enhance the sustainability of ECC via improving 117 

the material greenness and durability (self-stressing effect). To do so, different ratios 118 

of LC3-CSA blended cement were employed to tailor expansion and mechanical 119 

performance (especially the ductility). The free length change and restrained steel ring 120 

tests were employed to evaluate self-stressing performance. Compressive strength and 121 

uniaxial tests were conducted to measure mechanical properties. X-ray Diffraction 122 

(XRD) analysis was performed to understand the self-stressing mechanism. Finally, 123 

the carbon footprint of self-stressing ECC was evaluated. 124 

 125 

2. Self-stressing criterion 126 

Figure 1 illustrates the typical free length change behavior of CSA-based ECC. A 127 

non-linear expansion is observed up to a time tm followed by a more gradual 128 

contraction. Under boundary restraint, the restrained pressure (�) induced by the free 129 

length change (Figure 1) at a given time (tm+n) can be calculated based on the linear 130 

superposition principle (Eq. (1)). 131 
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where �	
� and �� represent the maximum expansion and the length change at a 132 

given designated age when length deformation is considered stabilized. 
����

	  and 133 

�������
�  are discrete deformation increments for time 0–tm and tm–tm+n, 134 

respectively. �� and �	�� are the creep coefficient at time ti and tm+j; �� and �	�� 135 

denote the elastic moduli of ECC at time ti and tm+j. Eq. (1) can be simplified: 136 

� = ������	
� − �����(�	
� − ��) (2) 

����� ≡ ∑ "#∙$#
	

	�
�  is defined as an effective modulus, for the period (0-tm); ����� ≡ 137 

∑ "�%&∙$�%&
�

��
�  is defined as an effective modulus of ECC between tm and designated 138 

age, such as 28 or 150 d. The effective moduli consider both the stiffness evolution 139 

and creep/relaxation effect. Self-stressing effect can be obtained when the magnitude 140 

of restrained interface pressure is positive. Therefore, a self-stressing function can be 141 
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defined as Eq. (3). 142 

' = �����
����� �	
� − (�	
� − ��) (3) 

 143 

 144 

Figure 1. Typical length change curve of CSA-based ECC [8]. 145 

 146 

A self-stressing criterion ' > 0 represents a self-stressing effect, while ' ≤ 0 147 

suggests no expansion pressure or tensile stress. The self-stressing criterion can be 148 

further expressed as Eq. (4) 149 

(�	
� − ��)
�	
�

< �����
����� (4) 

According to previous studies [8,15], the maximum initial expansion of CSA-based 150 

ECC is attained during the first days (0–3 d), which is further demonstrated in Section 151 

4.1. During the initial expansion stage (0–t1), the magnitude of ��(,) is small, while 152 

the creep effect is prominent, leading to a relatively small effective modulus (�����). 153 

With the development of elastic modulus and the weakened creep effect with age, ����� 154 

is always larger than �����. As demonstrated by restrained tests, the magnitude of 155 

effective moduli ratio (�����/�����) can range between 40 % and 60 %, depending on the 156 

material compositions and curing environment [10,17,26–28]. An average value of 50 % 157 

of the effective moduli ratio is adopted as a plausible coefficient for predicting the 158 

self-stressing effect from the perspective of practical application. That is, the 159 

expansion loss should be controlled under 50 % of its initial maximum expansion to 160 
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obtain a robust self-stressing effect. The proposed criterion is further examined using 161 

the free length change and restrained expansion steel ring tests. 162 

 163 

3. Experimental program 164 

3.1 Materials and mix proportions 165 

Three types of cement were employed to develop the intrinsic self-stressing 166 

Engineered Cementitious Composites (ECC), including Type Ι ordinary Portland 167 

cement (OPC), low carbon calcium sulphoaluminate cement (CSA), and limestone 168 

calcined clay cement (LC3). LC3 is a mix of OPC, metakaolin (MK), and limestone 169 

(LS) powder in a 55:30:15 weight ratio. Lower-cost less-pure calcined clays are 170 

commonly used in practice. Although MK and calcined clay have different 171 

morphology, size, and crystal phases, previous researchers have demonstrated that 172 

LC3-based concrete with lower-grade MK showed comparable mechanical and 173 

durability performance to those with high purity MK [29–32]. The high purity MK 174 

used in this study was based on laboratory availability to emulate the LC3. Fly ash 175 

(FA) was utilized for the dual purposes of enhancing ECC greenness and tailoring the 176 

matrix for a robust strain-hardening effect. Although limestone-calcined clay was 177 

originally proposed to mitigate the diminishing supply of conventional supplement 178 

cementitious materials [4], LC3 adopted in this study is treated as a greener cement 179 

working together with FA. FA has established benefits for high ductility in ECC. 180 

Tables 1 and 2 list the compositions of the binder ingredients (OPC, CSA, MK, LS, 181 

and FA), of which the particle size distribution and X-ray Diffraction (XRD) analysis 182 

can be found in a previous study [7]. 183 

 184 

Table 1. Oxide compositions determined by X-ray fluorescence of binder ingredients 185 

(%). 186 

Oxide (%) OPC CSA MK LS FA 

CaO 63.5 47.2 0.0 54.8 17.4 

Al2O3 4.8 10.1 46.6 - 19.8 

SiO2 19.6 7 50.8 0.2 39.4 

Fe2O3 2.9 0.7 0.5 - 11 

MgO 2.2 1.1 0.0 0.6 3.7 

SO3 2.6 33.1 0.1 - 1.9 

  187 
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Table 2. The phase composition of the OPC and CSA (mass %). 188 

Anhydrous phase Cement notation OPC CSA 

Ye'elimite C4A3S�  17.1 

Alite C3S 62.6  

Belite C2S 14.4 25.2 

Aluminate C3A 7.8  

Ferrite C4AF 9.3 0.9 

Gypsum CaSO4‧2H2O 2.9 5.1 

Anhydrite CaSO4 1.4 39.9 

Bassanite CaSO4‧0.5H2O  12.4 

Calcite CaCO3 6.6  

 189 

All mixtures were prepared with a water to binder ratio of 0.3. Table 3 lists the 190 

proportions of used materials. The weight of FA was 2.2 times that of composite 191 

cement (the combinations of OPC, CSA, MK, and LS). A water reducer (WR) (Master 192 

Glenium 7920 from BASF) was used to obtain a 190 mm flow diameter per ASTM 193 

C1437 [33]. For OPC-based mixtures, 0%, 22%, 32%, and 42% weight of OPC were 194 

replaced by CSA, denoted as PC-C0, PC-C22, PC-C32, and PC-C42. For the LC3 195 

series, LC3-C0, LC3-C22, LC3-C32, LC3-C42 represented that 0%, 22%, 32%, and 196 

42% of the total cement was substituted by CSA, while the MK and LS maintained 197 

30 % and 15% weight ratio of the composite cement. 2% volume fraction of 198 

polypropylene (PP) fibers were employed to reinforce the matrix. The 12 μm diameter, 199 

10 mm length PP fiber (Brasilit from Saint-Gobain Brazil) has 6 GPa Young’s 200 

modulus and 850 MPa tensile strength. 201 

 202 

Table 3. Mix proportion of ECC matrix (kg/m3). 203 

Mixture OPC CSA MK LS FA Water WR 

PC-C0 490 - - - 1078 470 1.5 

PC-C22 382 108 - - 1078 470 1.5 

PC-C32 333 157 - - 1078 470 1.5 

PC-C42 284 206 - - 1078 470 1.5 

LC3-C0 270 - 147 73 1078 470 4 

LC3-C22 162 108 147 73 1078 470 4 

LC3-C32 117 157 147 73 1078 470 4 

LC3-C42 63 206 147 73 1078 470 4 
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The dry ingredients (OPC, CSA, MK, LS, FA) were pre-mixed for 10 min using 204 

a Hobart mixer (28.4-L volume). Then water associated with WR was added and 205 

further mixed for 5 min at 100 rpm to obtain a homogeneous paste. Finally, PP fibers 206 

(2 % volume) were added to the fresh materials and mixed at 200 rpm for an 207 

additional 5 minutes. The fresh ECC was subsequently cast for the length change and 208 

mechanical tests. 209 

 The test protocols of ECC mixtures are described in the section below and 210 

summarized in Table 4. 211 

 212 

3.2 Length change and mechanical performance tests 213 

3.2.1 Free length change test 214 

The free expansion/shrinkage test was performed according to ASTM 215 

C490/C490M–17 [34]. The specimens were cast into a 25 by 25 by 300-mm prism 216 

mold. The restrained stress started to build after setting, thus the final setting time was 217 

set as the initial time for measuring the free expansion/shrinkage after hardening [8]. 218 

The initial chemical/plastic shrinkage and ettringite expansion may be missed since 219 

they can start at a very beginning time. However, due to the negligible stiffness and 220 

the restrained effect of fibers, these initial deformations contribute little to the 221 

restrained stress [10,35–37]. While CSA accelerated the setting of composite cement, 222 

the final setting time per ASTM C403 / C403M-16 [38] was 20 h for PC-C0 and 223 

LC3-C0; 10 h for PC-C22 and LC3-C22; 5.0 h for PC-32 and LC3-C32; 4.5 h for 224 

PC-C42 and LC3-C42, where the final setting time was also the earliest demolding 225 

time for measuring the free deformation without damaging the specimen. After 226 

demolding, the specimens were placed in a 20±3 ℃ and 40±5 % RH environment for 227 

the free expansion/shrinkage test. 228 

 229 

3.2.2 Restrained expansion ring test 230 

While the restrained shrinkage steel ring has been widely used [26,39,40] for 231 

evaluating shrinkage-induced cracking, a restrained expansion steel ring was 232 

developed by Zhu et al [8] to measure the expansion pressure. Figure 2 shows the 233 

geometric dimension of the restrained expansion steel ring. In contrast to the hollow 234 

ring in the more common restrained shrinkage test, ECC (PC-C42, LC3-C32, and 235 

LC3-C42) mixes were solid cast inside the steel ring with 405 mm outer diameter, 236 

385 mm inner diameter, and 150 mm height. The expansion of expansive ECC results 237 

in applied pressure against the steel ring, and the resulting strain of the steel ring was 238 

monitored by 3 strain gauges, starting 4.5 h after the cast and lasted for 28 d. 239 
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 240 

  241 

Figure 2. Restrained expansion steel ring test setup. 242 

 243 

The residual interface pressure exerted by expansive ECC was calculated by 244 

equation (5) [41]: 245 

�"/0�12
3(,) = �04//3(,)�04//3
(5604//3� − 5704//3� )

25604//3�  (5) 

where �"/0�12
3(,) is the residual interface pressure; �04//3(,) is the averaged strain 246 

measured by the three strain gauges; �04//3 = 210 GPa is the Young's modulus of 247 

steel; 5704//3 = 385 �� and 5604//3 = 405 �� are the inner and outer diameters 248 

of the steel ring.  249 

As discussed in Section 2, the expansive ECCs can exert pressure on the 250 

restrained ring when the ratio of expansion loss to initial maximum expansion is 251 

below 50 %. Thus, only PC-C42, LC3-C32, and LC3-C42 in Table 4 which meet this 252 

requirement were examined by the restrained steel ring test, of which free length 253 

changes can be found in Section 4.1. 254 

 255 

3.2.3 Chemical analysis (XRD) 256 

LC3-C42 shows robust self-stressing performance (detailed in Section 4.2), so its 257 

hydration products, together with those of PC-C0, PC-C42, LC3-C0, were analyzed 258 

using the XRD method to determine the underlying mechanism. The paste samples 259 

were prepared with sealed plastic containers and tested on 0.5 d, 3 d, 28 d, and 150 d. 260 

After grinding the pastes into power to below 75 μm, the samples were analyzed 261 

using a Rigaku SmartLab high-resolution XRD (Cu-Kα radiation, 2θ-range 5-40°). 262 

  263 
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Table 4. Test protocol of the ECC compositions. 264 

Mixture 
Free  

shrinkage/expansion 

Restrained 

steel ring 
Tension Compression XRD * 

PC-C0 X - X X X 

PC-C22 X - X X - 

PC-C32 X - X X - 

PC-C42 X X X X X 

LC3-C0 X - X X X 

LC3-C22 X - X X - 

LC3-C32 X X X X - 

LC3-C42 X X X X X 

* XRD samples were prepared from the paste material of ECC.  265 

 266 

3.2.4 Compressive and uniaxial tensile test 267 

After curing in air (20±3 ℃, 40±5% RH) for 28d, the 50 mm cubes and 268 

dogbone-shape specimens were used for compressive strength and uniaxial tension 269 

tests, where each test included 3 specimens per batch. Figure 3 shows the dimension 270 

of the dogbone-shape specimen and the test setup. The uniaxial tension test was 271 

performed on an Instron servo-hydraulic system at a rate of 0.5 mm/min and with 80 272 

mm gauge length measured by two linear variable displacement transducers (LVDT).  273 

  

Figure 3. The dimension of the dogbone-shape specimen. (Unit: mm). 274 

 275 

  276 
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4. Results and discussions 277 

4.1 Length change 278 

The length change analysis suggests that LC3 based ECC has a reduced initial 279 

expansion peak, as well as a lower shrinkage reduction at later age when compared 280 

with OPC-based ECC. Figure 4 shows the free length change results of OPC and LC3 281 

based ECC with different CSA contents. In the absence of CSA cement, the drying 282 

shrinkage magnitude of LC3-C0 was approximately 70 % that of PC-C0 after 28 d 283 

(Table 5). For example, LC3-C0 exhibited 1037 με of shrinkage at 28 d and 1434 με 284 

at 150 d, compared to that of 1434 με and 2087 με for PC-C0 at 28 d and 150 d, 285 

respectively. The capillary tensile stress caused by water loss from mesopores, of 286 

which the diameter is below a critical value of 25–50 nm, is the most widely accepted 287 

mechanism of drying shrinkage [2,42]. LC3-ECC was observed with a relatively 288 

coarser pore than OPC-ECC [18], where the binder system and water ratios were the 289 

same as the compositions herein. The coarser pore structure or the larger critical pore 290 

diameter of LC3-ECC reduces capillary tensile stress on capillary pores, leading to 291 

the observed lower drying shrinkage of LC3-C0 when compared with that of PC-C0.  292 

 293 

  

(a) OPC-based ECC (b) LC3-based ECC 

Figure 4. The free length change of ECC with different CSA addition ratios. 294 

 295 

The diminished drying shrinkage of LC3-ECC is consistent with that reported in 296 

the literature [25], where the cement was replaced by up to 50 % weight of limestone. 297 

However, some contradictory results showing increased drying shrinkage in LC3 298 

based concrete have also been reported [23,24]. Still others [20, 21] have reported 299 

similar shrinkage magnitudes in LC3 and OPC-based concrete. The diverse findings 300 

may be attributed to different pore size distributions. For compositions with sufficient 301 

OPC for hydration, LC3 based concrete can obtain a comparable or even higher 302 
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compressive strength than OPC-based concrete because the high pozzolancity of 303 

calcined clay refines the pore microstructure, which also results in increased 304 

shrinkage. However, a high volume of FA is usually utilized in ECC composition to 305 

tailor the toughness of the matrix, where the FA accounts for 69 % of the binder 306 

weight in this study. Further, the LC3 cement is blended by 55 % OPC, 30 % MK, and 307 

15 % LS in weight ratio, so the OPC only makes up 17 % weight ratio in the entire 308 

binder system. The small OPC content generates less calcium hydroxide hydration 309 

product, depressing the hydration activity of MK and yielding a larger critical pore 310 

diameter as demonstrated by Zhu et al [7] and Zhang et al [18], which in turn 311 

accounts for the observed diminished shrinkage of LC3-C0 compared to PC-C0.  312 

 313 

Table 5. Characteristic length change of LC3 and OPC-based ECC (με). 314 

Mixture 

Initial 

max. 

expansion 

28 d 
28 d- 

loss # 

28d- 

loss ratio*# 
150 d 

150 

d-loss # 

150d- 

loss ratio *# 

PC-C0 0 -1436 * -1436 - -2087 -2087 - 

PC-C22 780 -833 -1613 2.07 -1530 -2310 2.96 

PC-C32 2468 1160 -1308 0.53 251 -2217 0.90 

PC-C42 3756 2026 -1730 0.46 1469 -2287 0.61 

LC3-C0 0 -1037 -1037 - -1424 -1424 - 

LC3-C22 579 -297 -876 1.51 -700 -1279 2.21 

LC3-C32 1470 838 -632 0.43 500 -970 0.66 

LC3-C42 2300 1722 -578 0.25 1459 -841 0.37 

Note:  315 

*  Positive and negative values indicate expansion and shrinkage, respectively; 316 

#  28 d-loss = initial maximum expansion - 28 d-value; 317 

150 d-loss = initial maximum expansion - 150 d-value; 318 

*#  loss ratio = -expansion loss/initial maximum expansion. 319 

 320 

With increased CSA content, enlarged initial expansion is observed in both OPC 321 

and LC3 based ECC. The initial expansion of LC3-C22 and LC3-C32 was roughly 322 

60 % of the PC-C22 and PC-C32, respectively. After reaching a peak, an expansion 323 

reversal/loss followed, leading to net shrinkage after 28 d for PC-C22 and LC3-C22. 324 

A critical replacement ratio of CSA to total cement existed, determining the long-term 325 

length change transition from shrinkage to expansion, in accordance with previous 326 

findings [15,43]. For example, both OPC and LC3 based ECC retained expansion 327 
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after 150 d when the CSA replacement ratio exceeds 32 %. Though LC3 based ECC 328 

had a lower initial expansion, comparable expansion values were observed at later age. 329 

For example, the 150 d expansion of LC3-C42 was 1459 με, compared to 1469 με for 330 

PC-C42. Additionally, the stable length change trend of LC3-ECC suggests a steady 331 

expansion for the long-term, while PC-C32 and PC-C42 maintain the contracting 332 

trend after 150 d.   333 

 334 

4.2 Self-stressing verification 335 

Following the self-stressing criterion described in Section 2, PC-C42, LC3-C32, 336 

and LC3-C42 were examined with the restrained steel ring test since their 28 337 

d-expansion loss ratio was below 50 %. The results of restrained expansion steel ring 338 

tests establish that LC3-C32 and LC-C42 possessed intrinsic self-stressing 339 

performance, while PC-C42 tended to be zero stress at 28 d. Similar to free length 340 

change, the steel strain showed expansion first and reversal subsequently (Figure 5 341 

(a)). Although PC-C42 retained 2026 με of free expansion at 28 d, the restrained 342 

expansion of the steel ring was nearly reduced to zero because the interface pressure 343 

development between steel ring and ECC results from the combined effects of creep 344 

and expansion deformation coupled with elastic modulus evolution of ECC with time. 345 

At early age (before 3 d), ECC has a relatively small elastic modulus and significant 346 

creep effect, resulting in relaxation of most of the interface stress [17,27] and in 347 

display of only 120 με of restrained strain. While the elastic modulus increases to a 348 

high level and the creep effect becomes insignificant at later age (e.g. 28 d), the 349 

expansion loss diminishes the restrained stress considerably. The noticeable expansion 350 

loss of PC-C42 at 28 d leads to the restrained ring strain (Figure 5 (a)) and pressure 351 

(Figure 5 (b)) decrease to zero. Although LC3-C32 and LC3-C42 showed moderate 352 

initial expansion and expansion loss magnitudes, their restrained pressure was 353 

maintained at 0.3–0.6 MPa at 28 d, suggesting an intrinsic self-stressing effect. 354 

  355 
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(a) Expansion of the steel ring. 
(b) Interface pressure between the ECC and 

the steel ring. 

Figure 5. Demonstration of self-stressing effect. 356 

 357 

The proposed criterion in Eq. (4) is further verified by the restrained steel ring 358 

tests (Figure 5). The 28 d-expansion loss ratio of PC-C42 is 0.46, indicating a low 359 

margin compared to 0.50. Consistent with this expectation, Figure 5 (b) shows a low 360 

0.06 MPa expansive pressure of PC-C42 at 28 d. The criterion (Eq. (4)) suggests that 361 

a lower expansion loss ratio results in retaining a higher residual pressure potential. In 362 

contrast, LC3-C32 and LC3-C42 maintain a low expansion loss ratio of 0.43 and 0.25, 363 

corresponding to an expected larger residual expansive pressure of 0.36 MPa and 0.55 364 

MPa, respectively. The diminished expansive pressure at later age is caused by the 365 

relatively high elastic modulus and expansion loss compared to early age (such as 3 d 366 

earlier). Regarding the long-term self-stressing prediction, LC3-C42 has an expansion 367 

loss ratio at 150 d of 37 %, while the expansion loss ratios of PC-C42 and LC3-C32 368 

are higher than 0.6 (Table 5). This observation suggests that the self-stressing ability 369 

of LC3-C42 remains robust, while the expansive pressure of other mixtures will be 370 

eliminated by long-term shrinkage.  371 

LC3 shows advantage over OPC in developing intrinsic self-stressing ECC. 372 

While the final length change retains expansion, the ratio of expansion loss to initial 373 

maximum expansion of LC3-ECC is significantly lower than that of OPC-ECC, 374 

which favors persistent expansive pressure. Although the long-term drying shrinkage 375 

of cementitious materials will be stable [9,44], the age of reaching the steady level is 376 

different among the tested compositions. Particularly, LC3-ECC shows a steady-state 377 

at 150 d compared to a slightly increasing trend for OPC-ECC, which is beneficial for 378 

the long-term self-stressing effect. 379 

 380 



 16

4.3 Mechanism of self-stressing effect 381 

The XRD results (Figure 6) suggest OPC-ECC pastes and LC3-ECC pastes have 382 

similar hydration products, including ettringite, portlandite (CH), and calcium 383 

silicates. Unhydrated ingredients, such as the calcite from limestone and the impurity 384 

quartz imported by FA, can be observed. Ettringite can be found in PC-C42 and 385 

LC3-C42 incorporating CSA. Though the expansion mechanism of CSA is not fully 386 

understood, the formation of ettringite [45,46] is widely accepted as the underlying 387 

cause. The presence of ettringite results in the initial expansion of PC-C42 and 388 

LC3-C42. The peak intensity of ettringite reaches a plateau at 3 d, corresponding to 389 

the time of maximum initial expansion for LC3-C42 and PC3-C42. More ettringite 390 

could be observed in PC-C42, accounting for the larger initial expansion of PC-C42 391 

than that of LC3-C42. 392 

The magnitude of the maximum initial expansion is determined by the hydration 393 

mechanism of CSA (Eqs. (6-8)), depending on the sulfate source and calcium 394 

hydroxide [46,47]. 395 

ABCDE̅ + 2AE̅H� + (38 − 2I)H → ADC ∙ 3AE̅ ∙ H�� + 2CHD (6) 

ABCDE̅ + (2 + K)AE̅H� + KAH + L38 − I(2 + K) + 26
3KN H

→ O1 + K
3P ADC ∙ 3AE̅ ∙ H�� + (2 − K/3)CHD 

(7) 

ABCDE̅ + 18H → ADC ∙ AE̅ ∙ H�� + 2CHD (8) 

where ABCDE̅ , CHD ,  ADC ∙ AE̅ ∙ H�� , ADC ∙ 3AE̅ ∙ H��  represents ye’elimite, 396 

aluminum hydroxide, monosulfate, and ettringite. The sulfate source is expressed as 397 

CE̅Hx, where x may be 0, 0.5, or 2, denoting the anhydrite, bassanite, and gypsum, 398 

respectively. CH refers to the hydration products portlandite and y ∈ T0,6V.  399 

According to Figure 6 (a), the quantity of CH increases with age for PC-C0 (at 400 

least up to 28 d) but decreases with age for PC-C42. This suggests that the CH of 401 

PC-C42 is consumed following the reaction according to Eq. (7). Little CH is found in 402 

LC3-C0 hydration products (Figure 6 (b)), suggesting that the main hydration of 403 

LC3-C42 follows Eq. (6). In the presence of CH (Eq (7)), more ettringite is produced 404 

for the same volume of ABCDE,̅ accounting for the larger initial expansion of PC-C42 405 

compared to LC3-C42. 406 

The matrix strength and elastic modulus can influence the development of 407 

self-stressing behavior. Shen [48] observes that high strength matrix (>100 MPa) 408 

restrains the expansion of ettringite, however, this restrained effect is unremarkable 409 

for the low strength matrix (PC-C42 or LC3-C42) in this study, i.e., matrix strength 410 
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plays an insignificant role in initial expansion compared to ettringite amount. By 411 

multiplying the higher initial expansion and elastic modulus [18], PC-C42 exhibits a 412 

higher initial expansive stress than LC3-C42 (Figure 5 (b)). However, the higher 413 

elastic modulus combining with the later expansion reversal leads to a larger loss of 414 

expansive stress, rendering expansive stress of PC-C42 to tend to zero at 28 d (Figure 415 

5 (b)). 416 

 417 

 

(a) XRD patterns of PC-C0 and PC-C42 at different ages (0.5-150 d).  

 

 

(b) XRD patterns of LC3-C0 and LC3-C42 at different ages (0.5-150 d). 
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Figure 6. XRD patterns of the ECC pastes. (E: ettringite, P: portlandite (CH), G: 418 

gypsum, Q: quartz, C: calcite, CS: calcium silicates, A: anhydrite) 419 

Ettringite decomposition is another mechanism accounting for the later expansion 420 

reversal. The gypsum is depleted for PC-C42 from 0.5 d to 150 d (Figure 6 (a)), 421 

resulting in the formation of monosulfate after the consumption of CE̅Hx (Eq. (8)). 422 

This is consistent with the observed expansion loss (Table 5), where the 28 d and 150 423 

d expansion loss increased slightly when CSA was incorporated. On the other hand, 424 

gypsum is observed in LC3-C42 (Figure 6 (b)), indicating excess sulfate relative to 425 

ye’elimite for hydration with no concern for the transformation from ettringite to 426 

monosulfate. Additionally, the ettringite of LC3-C42 maintains a steady level from 3 d 427 

to 150 d (Figure 6 (b)), suggesting negligible decomposition of ettringite in LC3-C42. 428 

Furthermore, limestone can react with calcium monosulfoaluminate to generate 429 

ettringite and calcium monocarboaluminate, improving the stability of ettringite 430 

[49,50]. Though the calcium monocarboaluminate is not observed in Figure 6 (b) due 431 

to its low concentration [51], the stabilization of ettringite remains a plausible reason 432 

for the expansion loss reduction of LC3-C42 at 28/150 d with increasing CSA volume 433 

(Table 5).  434 

The peak of ettringite of PC-C42 at 150 d is weaker than that at 3 d, indicating a 435 

possible dissolution of ettringite in PC-C42. However, the dissolution was not verified 436 

by the quantitative analysis in this study. ECC compositions (Table 3) include a large 437 

volume of amorphous FA (69 % weight ratio of binder), decreasing the reliability of 438 

the quantitative analysis for ettringite using the XRD method [44], which needs 439 

further studies. 440 

 441 

4.4 Mechanical performance 442 

LC3-ECC shows a lower compressive strength (Figure 7 (a)) and ultimate tensile 443 

strength (Figure 7 (b)) than those of OPC-ECC at the same CSA content. For normal 444 

LC3-based concrete [52], calcined clay reacts with the CH and refines the pore 445 

structures, leading to a comparable or slightly higher strength to OPC-based concrete. 446 

However, for the ECC compositions in this study, the binder system consists of 69 % 447 

FA and 31% cement, where OPC only accounts for 17 % weight ratio in LC3-C0 and 448 

4 % in LC3-C42. Very few CH is generated in the hydration products as demonstrated 449 

in XRD results (Figure 6), depressing the reaction activity of MK and contributing 450 

little to the strength improvement. The low OPC content in the ECC compositions is 451 

the reason for the diminished strength of LC3-ECC compared to OPC-ECC. 452 
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On the positive side, the tensile ductility improves remarkably from 3.7 % (PC0) 453 

to 6.0 % (LC3-C0), maintaining at 5.5 % for the self-stressing ECC (LC3-C42). The 454 

inclusion of CSA enhances the compressive strength and ultimate tensile strength for 455 

both OPC and LC3 based ECC, while insignificantly affects the tensile strain capacity, 456 

as shown in the strain-hardening curves (Figure 8). The enhanced tensile strain 457 

capacity of LC3-C0 and LC3-C42 is accompanied by multiple micro-cracking 458 

patterns (Figure 9).  459 

 460 

  

(a) Compressive strength. (b) Ultimate tensile strength. 

 

(c) Tensile ductility. 

Figure 7. Mechanical performance of OPC-ECC and LC3-ECC with different CSA 461 

contents. 462 

 463 
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(a) OPC-ECC (b) LC3-ECC 

Figure 8. Tensile stress and strain curves of ECC with the different replacement ratios 464 

of CSA. 465 

    

(a) PC-C0 (b) PC-C22 (c) PC-C32 (d) PC-C42 

    

(e) LC3-C0 (f) LC3-C22 (g) LC3-C32 (h) LC3-C42 

Figure 9. Crack patterns of ECC specimens after direct tension tests. 466 
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 467 

The crack patterns influence the durability of the repaired materials. When 468 

tensioned to 2 % strain level, LC3-based ECC has a smaller crack width and crack 469 

spacing compared to those of OPC-based ECC (Table 6). The coefficient of 470 

permeability of ECC has been established to be related to the crack width and 471 

numbers [53,54]. The crack pattern of LC3-C42 at 2 % level is comparable to that in 472 

Lepech [53] and Liu [54], where the coefficient of permeability was observed at 10 -10 473 

m/s magnitude, significantly lower than that of steel reinforcement mortar (10 -6 m/s).  474 

 475 

Table 6 The characteristic crack parameters of ECCs at 2% strain and final failure. 476 

Mixture 
PC- LC3- 

C0 C22 C32 C42 C0 C22 C32 C42 

2% 

Crack 

number 
15 18 21 19 25 23 20 23 

Crack 

width /μm 
107 89 76 84 64 70 80 70 

Spacing 

/mm 
5.3 4.4 3.8 4.2 3.2 3.5 4.0 3.5 

Final 

crack 

Crack 

number 
22 26 28 27 37 34 33 32 

Crack 

width /μm 
134 123 134 130 129 127 136 135 

Spacing 

/mm 
3.6 3.1 2.9 3.0 2.2 2.4 2.4 2.5 

 477 

4.5 Material greenness 478 

The carbon footprint and embodied energy of the self-stressing ECC were 479 

analyzed to quantify its environmental impacts. Table 7 lists the embodied energy and 480 

carbon footprint of the ECC ingredients. Utilization of greener ingredients is the main 481 

strategy for developing low carbon ECC, including OPC free cement (LC3, CSA, and 482 

geopolymer), supplement cementitious materials (FA, slags), aggregates 483 

(desert/river/sea/foundry sand), and fibers (PP/plant/polyethylene terephthalate (PET) 484 

fibers) [6,55–57]. Sand contributes 2-4% of the carbon emission in ECC compositions, 485 

playing an insignificant role in embodied CO2 analysis [6]. While the ductility of 486 

PET-ECC and plant-ECC are low (below 1 %), PP fiber remains a suitable alternative 487 

fiber for PVA [7,55,58]. Although the slag [59], rice husk ash [60], recycled fine 488 

powder [61], palm oil fuel ash [62] have been utilized for developing greener ECC, 489 
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FA is one of the optimal supplement cementitious materials due to its mechanical 490 

performance and greenness advantages. The embodied energy and carbon of FA was 491 

not considered in the calculation because it was treated as waste material. The classic 492 

ECC mixture M45-ECC [63] and a regular concrete [43] were adopted as benchmarks, 493 

to demonstrate the low carbon advantage of self-stressing ECC. Table 8 summarizes 494 

the material greenness and mechanical properties of the LC3-C42. 495 

 496 

Table 7 The embodied energy and carbon footprint of the ECC ingredients. 497 

Index OPC a LCC b CSA c PP a PVA a Sand a WR d 

Energy (GJ/ton) 5.5 3.04 2.2 77.24 101 0.067 35 

CO2 (kg/ton) 900 210 360 3100 3400 23.3 1667 

a Data from [7]; 498 

b LCC is a blend of limestone and calcined clay with a 1:2 weight ratio from [19]; The 499 

embodied CO2 of pure MK and LS are 330 kg/ton [64] and 12.2 kg/ton [65], 500 

respectively, resulting in 224 kg/ton of CO2 emission, which is comparable to that of 501 

LCC (210 kg/ton [19]).  502 

c The energy and CO2 of CSA are assumed to be 40 % of OPC [45].  503 

 504 

Table 8 The greenness and mechanical properties of LC3-C42. 505 

Mix. ID 

Carbon 

footprint 

(kg/m3) 

Embodied 

energy 

(GJ/m3) 

Compressive 

strength 

(MPa) 

Ultimate 

tensile 

strength 

(MPa) 

Tensile 

strain 

capacity 

(%) 

Concrete  [66] 373 2.7 45 - 0.01 

M45-ECC [63] 649 6.4 45 3.8 2.7 

LC3-C42 ECC 240 3.0 23 3.0 5.5 

 506 

The carbon and energy footprints summarized in Figure 10 suggest that use of 507 

cement accounts for most of the carbon emission and embodied energy, with fiber and 508 

chemical admixture contributing to the rest. The conventional M45-ECC shows a high 509 

carbon and energy intensity with 649 kg of carbon footprint and 6.4 GJ energy 510 

consumption (Table 8) for making 1 m3 ECC. For the intrinsic self-stressing ECC 511 

(LC3-C42), the binder system is mainly composed of CSA, LS, MK, and FA, with 512 

only 4 % OPC. As shown, CSA is a low carbon cement due to its low calcined 513 

temperature and grinding energy [67,68]. The combination of CSA and LC3 yields the 514 
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240 kg/m3 carbon footprint of LC3-C42, corresponding to 64 % that of conventional 515 

concrete. Further, even accounting for the embodied energy of the 2 % PP fiber, the 516 

embodied energy of LC3-C42 (3.0 GJ/m3) is comparable to that of conventional 517 

concrete (2.7 GJ/m3). The developed LC3-C42 also show greenness advantages in 518 

comparison to previous technologies, such as the high volume of FA addition [66], 519 

geopolymer [57], etc.  520 

In field repair applications, the intrinsic self-stressing effect and ultrahigh 521 

ductility of LC3-C42 enhance the durability of the repaired structure, leading to less 522 

maintenance or repair frequency. As established previously [69], the operational 523 

carbon associated with traffic detouring and congestion caused by repeated repair 524 

events during the use phase of transportation infrastructure can be substantially higher 525 

than the embodied carbon of the construction materials. Hence, the developed 526 

intrinsic self-stressing ECC represents a promising low life-cycle carbon repair 527 

material for concrete infrastructure.  528 

 529 

  

(a) Carbon footprint. (b) Embodied energy. 

Figure 10. Comparison of material greenness between the intrinsic self-stressing ECC 530 

and other benchmark concrete materials. 531 

 532 

  Although CSA is a greener alternative cement to OPC, CSA content should be 533 

chosen judiciously. As a rapid hardening cement, excessive amount of CSA will 534 

reduce working time. LC3-C42 adopts a moderate dosage of CSA (13 % weight ratio 535 

of the binder). A sprayable LC3-C42 has been demonstrated with 80 min of operating 536 

time after adding water [70].  537 

 538 

5. Conclusion  539 

In this study, a ductile fiber reinforced cementitious composite with intrinsic 540 
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self-stressing function has been developed and experimentally verified. Based on the 541 

findings from the length change test, restrained steel ring test, mechanical 542 

performance tests, XRD analysis, and material greenness analysis, the following 543 

conclusions can be drawn: 544 

1. The proposed criterion of maintaining the self-stressing effect for restrained ECC 545 

is verified experimentally. Two requirements should be met to obtain a persistent 546 

self-stressing function: Firstly, the free length change of ECC must maintain 547 

expansion over time. Secondly, the ratio of expansion loss to initial maximum 548 

expansion should be lower than the effective moduli ratio (that includes the creep 549 

effect and age evolution) estimated as 0.5. The robust self-stressing function is 550 

confirmed based on an instrumented restrained steel ring test for mix composition 551 

(LC3-C42) that meets this criterion.  552 

2. The strategy of combining CSA for expansion and LC3 for tailoring of initial 553 

maximum expansion and later expansion loss, is found to be effective for 554 

self-stressing function development. Without CSA, LC3-C0 has lower drying 555 

shrinkage compared to PC-C0. The drying shrinkage of LC3-based ECC reaches a 556 

steady state, while the OPC-based ECC retains a contracting trend after 150 d. 557 

With the inclusion of CSA, the free length change of ECC exhibits expansion first 558 

and expansion reversal subsequently. When cement is replaced with 42 % of CSA, 559 

OPC-based ECC (PC-C42) shows a maximum expansion 1.6 times that of LC3 560 

based ECC (LC3-C42). However, the later expansion loss of PC-C42 (2287 με) is 561 

substantially larger than that of LC3-C42 (841 με). The lower expansion loss ratio 562 

(0.37) of LC3-C42, as well as its low magnitude of long-term shrinkage, 563 

contribute to a persistent self-stressing. 564 

3. Based on XRD patterns, it is confirmed that the quantity of ettringite is 565 

responsible for the differences in the observed time-dependent expansion 566 

behaviors of PC-C42 and LC3-C42. The presence of calcium hydroxide in 567 

PC-C42 hydrates promotes the formation of more ettringites, resulting in 568 

increased maximum expansion. However, at a later age, ettringite is more stable in 569 

LC3-C42 than in PC-C42 (such as 150 d) since limestone can suppress the 570 

transformation of ettringite to monosulfate. These findings reveal the mechanism 571 

underpinning the observed effectiveness of the self-stressing function in LC3-C42.  572 

4. The 28 d compressive and ultimate tensile strength of LC3-C42 is 23 % and 12 % 573 

lower than those of the reference composition PC-C0. However, the tensile strain 574 

capacity of LC3-C42 is enhanced from 3.7 % to 5.5 % at 28 d. Also, the crack 575 
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pattern of LC3-C42 is improved with lower crack width, more cracks, and smaller 576 

crack spacing, which suggest a lower permeability. The gain in ductility is more 577 

important than the loss of strengths, especially for a material designed for repair. 578 

5. The developed self-stressing ECC (LC3-C42) is found to have a significantly 579 

lower carbon footprint than normal concrete and earlier versions of ECC materials. 580 

This has been achieved by incorporating low carbon CSA and LC3 cement in 581 

combination with low Portland cement content (4 % of binder weight). The 582 

carbon footprint of LC3-C42 is 240 kg/m3, corresponding to 64 % that of 583 

conventional concrete (373 kg/m3). 584 

 585 

Despite having no coarse aggregates and with fiber reinforcement, LC3-C42 586 

represents a durable repair material possessing persistent self-stressing function and 587 

low embodied carbon that supports durable and sustainable infrastructure renewal. 588 
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