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Abstract

We present results from the first deployment of novel, high definition, compact
gas Time Projection Chambers (TPCs) with pixel chip readout as part of the
BEAST II beam background measurement project at SuperKEKB. The TPCs
provide detailed 3D imaging of ionization from neutron-induced nuclear recoils
in a helium and carbon dioxide target gas mixture at standard temperature
and pressure. We present the TPC performance and the neutron backgrounds
observed during the initial stage of collider commissioning. We find excellent
electron background rejection, leading to background-free nuclear recoil mea-
surements above 50 keVee, despite the extreme high-background environment.
We measure an angular resolution better than 20◦ for recoil tracks longer than
1.7 mm, corresponding to an average ionization energy of approximately 100
keVee. We also obtain the full 3D vector direction of helium recoils by utilizing
charge profile measurements along the recoil axis, with a correct head/tail as-
signment efficiency of approximately 80%. With this performance, we present
comparisons between measured and simulated event rates, recoil energy spec-
tra, and directional distributions originating from beam-gas and Touschek beam
losses at SuperKEKB. We utilize head/tail recognition to distinguish neutron
components travelling with positive radial velocity in the Belle II coordinate
system from those travelling in the opposite direction. Finally, we present
a novel method of discriminating beam-gas interactions from Touschek beam
losses that can eliminate the need for dedicated accelerator runs for background
measurements. This method is still statistics-limited. However, future studies
should be able to verify this method, which in turn could lead to neutron back-
ground analysis runs symbiotic with normal Belle II operation. The capabilities
demonstrated here also suggest that high definition recoil imaging in gas TPCs
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is applicable to low energy, low-background experiments, such as directional
dark matter searches.

1. Introduction1

The BEAST II experiment provided measurements of beam-induced back-2

grounds to aid in early single-beam commissioning of the SuperKEKB accel-3

erator and the Belle II experiment [1]. The experimental campaign consisted4

of commissioning the SuperKEKB High Energy Ring (HER) and Low Energy5

Ring (LER) without final focusing required for beam collisions and without the6

Belle II detector installed in the interaction region. This provided an ideal en-7

vironment to investigate effects leading to gradual reduction of current in the8

individual beams, or beam losses, without the presence of luminosity-dependent9

and Belle II detector effects. This allows for validation of the methodology used10

for modeling beam losses, which in turn is used for estimating backgrounds dur-11

ing the Belle II physics campaign. The expected beam loss mechanisms in these12

early conditions are synchrotron radiation, beam self-interaction via the Tou-13

schek effect [2], beam-residual gas interactions (beam-gas) [3], and those from14

injection [4].15

Given that SuperKEKB is an e+e− collider, the beam losses are expected16

to predominantly produce electromagnetic backgrounds. However, these beam17

losses also produce a relatively small but not insignificant amount of neutron18

backgrounds via electrofission and photofission [5, 6]. This neutron background19

is not only difficult to detect without dedicated instrumentation, but also dif-20

ficult to model and simulate accurately. As such, neutrons have proven to be21

a particularly pernicious background at B-factories. In previous experiments,22

neutrons degraded the KLM detector performance at Belle [7, 8] and the DIRC23

detector performance in the BaBar Experiment [9]. Given the beam current24

and luminosity upgrades at SuperKEKB, neutron backgrounds are expected to25

be a critical issue at Belle II. Further discussion on this topic can be found in26

Sec. 10.4 in the Belle II Technical Design Report [10].27

The BEAST TPCs were designed to provide measurements of nuclear recoils28

from fast neutrons at SuperKEKB in order to test the validity of beam back-29

ground simulations, with results presented in Ref. [11, 1]. The BEAST TPCs30

constitute part of a broader University of Hawaii detector R&D program that is31

also targeting Directional Dark Matter Detection. The dark matter component32

of this program was initially known as the Directional Dark Matter Detector33

(D3) project [12], but has recently expanded and merged with a new, global34

effort called CYGNUS [13].35

Here we present final neutron background results from SuperKEKB Phase 1.36

We begin with a description of the TPC subsystem, followed by our energy cal-37

ibration procedure. We then present and discuss their performance in detecting38

nuclear recoils during the first phase of SuperKEKB commissioning. Finally, we39

discuss the TPC performance and analyses in the context of other applications40

such as low-background directional dark matter detection experiments.41
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2. TPC description and performance42

Detailed specifications of the BEAST TPCs can be found in Ref. [14]. To43

summarize, ten independent gas-filled time projection chambers were constructed,44

with two used in this work. The two TPCs presented here were installed in sep-45

arate locations along the SuperKEKB beam-line, with one TPC installed in the46

horizontal plane of the beam-orbit—named "TPC H"—and the other installed47

in the vertical plane of the beam-orbit—named "TPC V", with electronics and48

gas flow systems originating from a control room outside of the SuperKEKB49

beamline. The TPCs are designed to detect ionization from recoiling nuclei50

resulting from fast neutrons scattering with the target-gas mixture of 4
2He and51

CO2 (70% He, 30% CO2) inside of a 2.0 × 1.68 × 10.87 cm3 active volume52

contained within a larger vacuum vessel.53

The TPCs detect neutrons as follows: approximately one in 104 incident fast54

neutrons scatters elastically with a target atom in the gas mixture, producing a55

recoiling 4
2He, 12

6 C, or 16
8 O nucleus. The recoil nucleus leaves a cloud of electron-56

ion pairs behind as it propagates inside the gas volume. An applied electric57

field of 530 V/cm inside the gas volume causes the electrons from the ion pairs58

to drift at a constant drift velocity of 10 µm/ns, as calculated by Magboltz59

[15], through two sequential Gas Electron Multipliers (GEMs) [16]. A high60

voltage applied to each GEM results in a gain with magnitude between 10–10061

per GEM. This lower-gain mode was chosen in order to prioritize long-term62

stability in performance over sensitivity.63

The amplified charge is detected by a custom-metalized ATLAS FE-I4B pixel64

ASIC which interfaces with the USBPix [17] and SEABAS [18] data acquisition65

systems. Ref. [19] provides detailed documentation on the design and perfor-66

mance of the pixel chip. To summarize, the chip is an array of pixels arranged in67

80 columns × 336 rows. Each pixel has dimensions of 250×50 µm2, resulting in68

a 2 × 1.68 cm2 active area for the entire array. The columns and rows define the69

x and y coordinates of the TPC internal coordinate system, respectively. The70

system operates in a self-triggered mode where a trigger occurs once any pixel71

records charge above a threshold of 2600 electrons. An event starts with a trig-72

gered pixel and lasts until either 100 clock cycles (2500 ns) have elapsed or all73

pixels return under threshold. The chip records Time-Over-Threshold (TOT)74

and the number of clock cycles since the beginning of the trigger for all pixels in75

the event. The number of clock cycles in addition to the constant electron drift76

velocity can be used to infer a z coordinate relative to other pixels in the event.77

The pixels integrate charge drifting down from the GEMs, thus the inferred z78

coordinate corresponds to the time in which the integrated charge rises above79

the pixel threshold. Given that the TPCs are self-triggered, all z-coordinates80

are initially relative. However, we have already demonstrated that our high81

readout segmentation also enables measurement of the absolute z-coordinate of82

events via the transverse diffusion of drift charge [20].83
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2.1. Track reconstruction84

The reconstructed 3D coordinates from the activated pixels are fit to form a85

track. The fit algorithm is a MINUIT [21]-based χ2 minimization of a straight86

3-dimensional line. The algorithm returns five parameters: polar and azimuthal87

angles—θ and φ, respectively—and the x, y, z coordinates of an arbitrary point88

along the line. The location of the TPCs in the Belle II coordinate system are89

shown in Fig 1. Of the five fit parameters, we are most interested in θ and φ,90

as they provide the directional information of the reconstructed track.91
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Figure 1: Rendering of the full BEAST II Experiment with the TPCs shown in black.

2.2. Charge recovery and energy scale calibration92

The pixels measure integrated charge in units of TOT, which must be cal-93

ibrated in order to infer information about the primary charge produced by94

the nuclear recoil. This procedure consists of: (a) calibrating the pixel chip95

response, (b) recovering charge lost above the pixel saturation point, (c) recov-96

ering charge lost below the pixel threshold, and (d) measuring and calibrating97

the effective GEM gain.98

2.2.1. Calibration of pixel chip charge scale99

Individual pixel calibrations are performed via a test-pulser on the chip [19].100

Test pulses of varying charge values are repeatedly injected into each pixel as101

the DAQ software fine-tunes the charge-threshold and charge-integration time102

iteratively until variation in performance of all pixels is minimized at the desired103

threshold setting. We choose a threshold of 2600 electrons. This calibration104

also measures the mean of the pixel noise to be of the order of a few hundred105

electrons. Since the noise level is approximately an order of magnitude below106

the threshold, the TPCs can achieve steady-state operational running without107

noise triggering the readout. This calibration process allows converting units of108

TOT in individual pixels into detected electrons via the value of the capacitance109

of the built in test-pulser. While individual pixel calibrations can be applied,110
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the spread in performance across individual pixels is small enough that the mean111

value is applied to all pixels in the event.112

The TOT value for a given pixel can be any integer number from 0 through113

13, where TOT = 0 is our chosen threshold of 2600 electrons, and TOT = 13114

corresponds to the maximum detectable charge that a pixel can resolve, which115

is determined by the chosen configuration for the chip. We define pixels with116

TOT = 13 to be saturated. By definition, an individual pixel cannot provide117

information for integrated charge below its threshold or above its saturation118

point.119

2.2.2. Charge recovery from pixel saturation120

We aim to recover charge lost from these effects through a charge recovery121

analysis developed using Monte Carlo data. We utilize a full Geant4 detector122

simulation of nuclear recoil events in the TPC that includes the charge-loss ef-123

fects from the threshold and saturation limitations of the pixel chip [1]. We124

then compare the total detected charge to the truth recoil energy for fully re-125

constructible events. We select fully reconstructible nuclear recoil events by126

implementing a fiducialization selection where we exclude events with pixels127

with hits within 500 µm of the edge of the pixel chip.128

After applying the fiducialization, we obtain the simulated detected charge129

in the event by converting the total TOT from all pixels in the event into130

charge according to the pixel chip configuration. We then calculate the detected131

ionization energy, Ereco, by accounting for the simulated, idealized gain of 1500132

and the gas work function, W = 35.075 eV/ion-pair. We then plot the ratio of133

Ereco to the truth recoil energy, Etruth, versus the number of saturated pixels134

in the event. The points in Fig. 2 show the mean and error on the mean of all135

simulated recoil events in each bin and the shaded region shows one standard136

deviation of each bin. We fit a fourth-order polynomial to the data to obtain a137

correction function for the charge lost due to pixel saturation. The fit results138

are shown in Table 1.139

Table 1: Parameter values returned by the fourth-order polynomial fit shown in Fig. 2.

c4 −1.03± 1.12
c3 3.57± 1.66
c2 −4.46± 0.85
c1 0.88± 0.17
c0 0.80± 0.01

2.2.3. Charge recovery from pixel threshold140

We perform a similar procedure to account for charge lost due to the pixel141

threshold. We can see this by plotting Ereco/Etruth versus the average TOT in142

the event after correcting for charge-loss from saturation. We bin and fit this143

distribution to a fifth-order polynomial. The distribution and the corresponding144
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Figure 2: Ratio of reconstructed to true energy versus fraction of saturated pixels per event in
all simulated recoils fit to a fourth-order polynomial. The shaded area represents one standard
deviation of the data in each bin.

fit function are shown in Fig. 3, and the resulting fit parameters are listed in145

Table 2.146

Table 2: Parameter values returned by the fifth-order polynomial fit shown in Fig. 3.

c5 -2.1 × 10-4 ± 2.2 × 10-7

c4 7.5 × 10-3 ± 2.7 × 10-6

c3 -9.9 × 10-2 ± 2.6 × 10-5

c2 5.6 × 10-1 ± 2.3 × 10-4

c1 -1.2 ± 2.0 × 10-3

c0 1.2 ± 1.1 × 10-2

2.2.4. GEM gain calibration147

The sum of all charge collected by the pixel chip after correcting for charge-148

loss effects results in a measurement of the total charge post-amplification. To149

convert this charge back into primary ionization generated by the recoil, we150

must measure the double-GEM effective gain. Gas detector gain can specifically151

be both time and event rate dependent. In TPCs, different drift lengths can152

additionally produce varying amounts of charge below threshold. Given the153

large expected variations in event rate during SuperKEKB commissioning, we154
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Figure 3: Ratio of reconstructed to true energy versus the average TOT in a single pixel per
event fit to a fifth order polynomial. The shaded area represents one standard deviation of
the data in each bin.

decided to utilize two calibration sources inside the TPC vessel to continuously155

monitor the effective gain in-situ for two different drift lengths.156

The sources used are 10 nCi 210Po sources that emit alpha particles with157

average energy of ∼5 MeV. The two sources are installed on the outside of the158

field-cage at different drift lengths and along different pixel columns, thereby159

allowing for discrimination of each source individually. The source installed at160

largest drift distance is referred to as the “top” source, and the other is referred161

to as the “bottom” source. The physical setup of this configuration is shown in162

Fig. 4.163

After applying the previous charge-recovery correction, we next obtain a rel-164

ative gain correction factor for each TPC by comparing in-situ measurements165

of events from the calibration sources to a dedicated Geant4 Monte Carlo simu-166

lation. To achieve this, we first check the stability of the gain versus time. This167

requires selecting a sample of events from the calibration sources in a TPC.168

Reconstructed alpha events are selected by their unique signal of a track with169

a large dE/dx that is long enough to span the entire width of the pixel chip, as170

shown in Fig. 6.171

We check the stability of the signal from these events by plotting the total172

detected charge per event versus time. This is shown on our two detectors, TPC173

H and TPC V, in Fig. 5. We note from this plot that the gain is very stable174

over the course of many hours. Specifically, the slope of each line is very near175
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Figure 4: A photo of the inside of a TPC showing the 210Po calibration sources. The white
containers with the yellow centers hold the sources. The container to left of the photo is the
“top” source—the source at larger drift distance—and the container to the right of the photo,
closest to the green wires, is the “bottom” source.

zero, indicating fluctuations in stability on the order of a few percent per hour,176

at most, over the course of nearly 6 hours. The values obtained from the fit are177

listed in Table 3.178

Next, we calculate a gain correction factor for each TPC by comparing179

measured performance to an idealized performance obtained from simulated180

data. The first step is to determine the effects of charge lost due to the fi-181

nite pixel charge scale dynamic range by plotting the total detected charge per182

unit of length, or dQ/dx, of events from the calibration sources separately.183

We select candidate events in experimental and Monte Carlo data such that184

89.5◦ < θ < 90.5◦, corresponding to ±0.5◦ from a perfectly horizontal track.185

This produces a sample of events similar to the example "Calibration source"186

event in Fig. 6.187

The selected events should show two distinct peaks in the dQ/dx distribu-188

tions for each source. We use the these peaks to obtain correction factors for189

the gain of the physical TPCs to match the effective gain of the simulated TPC.190

To do this, we calculate an average dQ/dx for the two peaks for a given TPC.191

This provides one measurement of dQ/dx for calibration events drifting a length192

halfway between the two calibration sources. The calibration coefficient for each193

physical TPC is the ratio of its average dQ/dx to the corresponding value in194

simulated data. We then use this factor as a multiplicative correction for the195

total detected charge in every event. The values for the mean dQ/dx for the two196

sources in each of the two TPCs in Fig. 7 are shown in Table 4. We find that197

both TPCs have a lower effective gain than the idealized performance shown in198

the simulation, with TPC V needing a 57% correction and TPC H needing a199

22% correction.200
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Figure 5: Detected charge of alpha particle calibration events in TPC H in blue and TPC V
in green versus time.

Table 3: Fit parameters obtained from linear fit to detected charge in calibration events in
TPCs H and V. Fits are shown in Fig. 5.

TPC H Slope ×10−4 Intercept ×10−7

Top -1.4 ± 4.9 4.11 ± 0.02
Bottom -6.8 ± 4.1 4.34 ± 0.01

TPC V
Top -22.9 ± 3.4 2.87 ± 0.01

Bottom -8.9 ± 4.4 3.34 ± 0.01

Table 4: Average dQ/dx for events in TPCs H and V and correction factor relative to simulated
events.

Average dQ/dx Correction Factor
Simulation 3227 –

TPC H 2647 1.22
TPC V 2051 1.57
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Figure 6: Three separate events detected by a TPC superimposed in the same event display.

2.3. Background rejection201

The following selections are applied to obtain a signal event sample for all202

analyses: (a) a firmware veto implemented at the trigger level rejects electron203

recoil events produced by the intense X-ray backgrounds at SuperKEKB, (b) a204

fiducial volume “edge veto,” which requires no pixels triggered within 500 µm205

of the four outer edges of the pixel chip ensures the drifted charge is entirely206

contained within the pixel chip area, (c) the fraction of saturated pixels and207

average TOT per pixel in the event falls within the coverage of the fits in Fig. 2208

and 3, (d) the fitting algorithm used to fit the event to a straight line must con-209

verge, and (e) the ratio of calibrated detected energy to track length (dE/dx) is210

greater than 40 keVee/mm, which removes electron recoil events and events from211

minimum-ionizing particles. We test these selections with a sample of 13,011212

simulated events consisting of a signal sample—helium, carbon, and oxygen213

nuclear recoils—as well as a background sample—electrons, positrons photons214

and protons. This combined sample comes from simulation of the SuperKEKB215

beam-backgrounds in a full Geant4 model of the TPCs, which is described in216

Sec. 3.1.217

The firmware veto in selection (a) is designed to limit triggering on events218

from X-ray backgrounds. The high rate of such events can saturate the data219

acquisition system and can lead to significant detector dead-time. We discrim-220

inate these events via their difference in trigger length from the nuclear recoil221
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Figure 7: Normalized histograms of the reconstructed detected charge divided by track length
after correcting for pixel saturation and charge below the pixel threshold, via the fitted func-
tions shown in Fig. 2 and 3.

signal. The trigger length of an event corresponds to the total length of time222

from when the integrated charge in any pixel crosses threshold until all pixels223

return under threshold. Since the trigger length is related to the total amount of224

detected charge, an electron event will have significantly shorter trigger length225

than a nuclear recoil. The veto is configured to reject events with a trigger226

length smaller than a configurable threshold.227

For dE/dx in selection (e), we convert the total detected charge back to
primary ionization energy and divide by the length of the track. We use a
corrected length, defined as LC = Lraw − w where Lraw is the uncorrected 3D
length of the track and w is the width of the track. Lraw is calculated by
projecting the pixel coordinates along the fitted track axis and returning the
3D distance between the two points of largest mutual projected-distance. The
width w is defined such that

w = max{~pi · (û× ẑ)} −min{~pi · (û× ẑ)}

where ~pi is the vector of the ith pixel hit in the event, û is the unit vector along228

the axis of the reconstructed track and ẑ is the z-axis. The value of w gives an229

indication of the effect of diffusion of the track, thus the subtraction of w from230

Lraw provides a more accurate representation of the track length.231

After applying these selections, we plot dE/dx for Monte Carlo and experi-232

mental data. For comparison, we first show reconstructed energy versus length233
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by only applying a relative gain correction, i.e. without applying the results of234

the charge recovery analysis of the previous section. This is shown in the top235

distribution in Fig. 8. It can be seen here that there is a clear separation of236

signal recoils from background events, which consist of electrons, positrons, and237

protons, as well as a visible separation of recoils from helium and recoils from238

carbon and oxygen. However, there is visible disagreement between simulated239

and experimental data for the helium, carbon, and oxygen recoils.240

The middle plot shows the effect of including the results of the charge recov-241

ery analysis. While the agreement between simulated and experimental data is242

undoubtedly better, there is still a noticeable difference. Specifically, we see that243

the amount of detected energy in simulated data is overestimated along both the244

helium band and the carbon and oxygen band as the recoil energy increases. We245

find that an additional increase of 20% in the detected energy in experimental246

data results in better agreement between simulated and experimental helium247

events.248

Applying this 20% increase to events in experimental data is shown in in the249

bottom distribution of Fig.8, where it is immediately apparent that agreement250

between the Monte Carlo and experimental helium bands is better, but not251

perfect. While the agreement in helium improves with this factor, there is still252

noticeable disagreement in the carbon and oxygen band, where the detected253

recoil energy is higher by as much as ∼ 50% in simulated data. This discrepancy254

may be due to modeling of the primary ionization in simulation, as a single255

correction factor cannot be used for C, O, and He recoils.5256

From these figures, it can be seen that separating our nuclear recoil signal257

from background should be possible based on a selection of dE/dx. In order to258

optimize this selection, we look specifically at the efficiency, ε, and purity, p, of259

selecting events based on a given value of dE/dx in the Monte Carlo sample.260

Here, ε is defined such that ε = Nsel/Nsig, where Nsel is the number of signal261

events passing selections , and Nsig is the total number of signal events in the262

Monte Carlo sample. The purity is defined such that p = Nsel/(N
′
sig + N ′bkg),263

where N ′sel is the number of selected signal events and N ′bkg is the amount of264

selected background events in the Monte Carlo sample.265

For a single value of dE/dx, we calculate the efficiency and purity above a266

minimum energy and define Nsig to be the sum of helium, carbon, and oxygen267

recoils. The minimum energy values range from 1–100 keVee. This process268

traces out a curve in p versus ε. This is shown in Fig. 9. In this plot, a perfect269

selection would correspond to ε = p = 1. We thus define the optimum as the270

curve in p versus ε with the smallest distance to (1, 1). We find that the optimal271

selection corresponds to dE/dx > 10 keVee/mm with an energy threshold of 10.5272

keVee. Additionally, ε and p are shown separately versus energy. As expected,273

5We accept this discrepancy in modeling He from C/O recoils for the scope of our fast
neutron studies, where we are primarily focused on selecting helium recoils. However, we
recommend this effect be studied further, ideally with smaller-scale, dedicated TPC sim-
ulation and experimental data outside the context of simulating and analyzing accelerator
backgrounds.
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Figure 8: Reconstructed energy versus reconstructed length in simulated and experimental
data in both TPCs before charge-loss corrections (top), after charge-loss corrections (middle),
and after an additional energy scale correction factor of 1.2 to experimental data (bottom).
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p increases with increasing energy and increasing dE/dx, and ε decreases with274

increasing energy and increasing dE/dx. Using these selections, we find that275

we achieve ε ∼0.95 and p ∼0.96 for nuclear recoils with electron and proton276

backgrounds.277

This same procedure can be used to select an upper dE/dx to discrimi-278

nate carbon and oxygen recoils from helium recoils. This is performed similarly279

to finding the lower dE/dx bound, with the exception that each point corre-280

sponds to a selection above a minimum and below a maximum value of dE/dx.281

Furthermore, for this analysis, Nsig corresponds to helium recoils only. From282

the previous analysis in MC, we choose the lower bound to be dE/dx > 10283

keVee/mm, and we scan the upper limit using a range of minimum recoil ener-284

gies from 1– 100 keVee, as before. The efficiency versus purity, efficiency versus285

energy, and purity versus energy for four values of dE/dx are shown in Fig. 10.286

We find that optimal efficiency and purity is reached by selecting events below287

160 keVee/mm above an energy threshold of 26.5 keVee.288

We can validate these selections in dE/dx by again looking at energy versus289

length. We begin by investigating the lower dE/dx selection used for discrim-290

inating low energy helium recoils from background events. As the background291

and helium bands are clearly visible, this check should determine if the dE/dx292

selection and/or an additional energy threshold should be applied to improve293

background rejection. We find that a selection of dE/dx > 40 keVee/mm with294

an energy threshold of 50 keVee provides a cleaner background rejection criteria.295

This is shown in Fig. 11. We note that there are significantly more events with296

dE/dx < 40 keVee/mm in TPC V. We have found that this was due to either a297

sub-optimal performance or a mistaken setting of the firmware-level background298

veto. However, as we see in Fig. 11, events in this region can be rejected with-299

out significant reduction in selecting the nuclear recoil signal. We also show the300

upper selection of dE/dx = 150 keVee/mm in Fig. 11 and find that this value301

is sufficient for distinguishing helium recoils from carbon and oxygen recoils.302

Using the obtained selection values for background rejection, we calculate303

the efficiency of the event selections in experimental data as the fraction of304

events passing the edge veto and the minimum dE/dx selection. This efficiency305

versus energy serves to determine which nuclear recoil energies we are sensitive306

to and whether the selections bias the observed energy spectrum. This efficiency307

is shown in Fig. 12. The efficiency becomes 50% at approximately 30 keVee and308

is near unity and flat for recoil energies larger than ∼65 keVee.309

2.4. Directional performance: axial directionality310

We begin by first measuring the accuracy of the reconstructed track axis,311

or axial directionality, of events. The initial track fit detects the recoil track312

axis, but is insensitive to the sign of the recoil track vector. We call this axial313

directionality. We evaluate performance at this level as follows. We choose the314

sign of the recoil track vector so that phi is in the range −90◦ < φ < 90◦. We315

likewise obtain the true track axis by folding the Monte Carlo truth direction,316

and then calculate the 3D angle between the reconstructed track axis to the true317

track axis. Given that this is a test of axial directionality, the angle between318
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Figure 9: Signal purity versus efficiency (top), efficiency versus reconstructed energy (middle),
and purity versus reconstructed energy (bottom) for different selections on dE/dx to discrim-
inate nuclear recoils from background. The colors indicate the lower threshold of the dE/dx
selection in units of keVee/mm.
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Figure 10: Signal purity versus efficiency (top), efficiency versus reconstructed energy thresh-
old (middle), and purity versus reconstructed energy threshold (bottom) for different selections
in dE/dx to discriminate carbon and oxygen recoils from helium recoils. The colors indicate
the upper threshold of the dE/dx selection.
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Figure 11: Energy versus length for all events that pass the fiducialization selection in TPC H
(top) and TPC V (bottom). The green line shows the boundary of a selection of dE/dx > 40
keVee/mm, and the orange line shows the boundary of a selection of dE/dx > 150 keVee/mm.
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Figure 12: Efficiency of TPC nuclear recoil selections versus detected energy in experimental
data.

the two axes cannot exceed 90◦. Performing this measurement on many tracks319

serves as a measure of the average of the true axial mismeasurement, or angular320

resolution, of the TPCs for a given track length.321

Ideally, we would like to have a method to determine the angular resolution322

that only requires experimental data. We attempt to do so by dividing each323

track into halves, bisecting the track at the midpoint along the reconstructed324

track axis. We then reconstruct a track axis for each half independently and325

calculate the 3D angle difference between the two halves and divide by
√

2 to326

account for the propagated error associated with two fits. We then plot this327

quantity versus the length of the halved, or split, track. The top plot of Fig. 13328

shows the mean angular difference per bin, µδ, versus the length of the tracks329

used in each method. For the true mismeasurement (light blue circles), µδ is330

calculated using the full reconstructed axial track and the angle of the true331

track vector from Monte Carlo. The dark blue circles and the green triangles332

represent the intra-track, or split track, mismeasurement versus the length of the333

split track. The bottom plot shows µδ versus reconstructed energy of the event.334

In all cases, the error bars represent one standard deviation of the distribution335

in each bin in the horizontal axis. From these figures, we find that the intra-336

track mismeasurement obtained from halving a single track does agree with the337

true mismeasurement in both Monte Carlo and experimental data at energies338

above 100 keVeewith an angular resolution of 20◦.339
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Figure 13: Angular mismeasurement versus track length (top) and recoil energy (bottom) for
the true mismeasurement of the full track (light blue circles) and the split track mismeasure-
ment in Monte Carlo data (dark blue circles) and experimental data (green triangles).

19



2.5. Directional performance: vector directionality340

Next we seek to infer the vector direction of recoils. We take each obtained341

track axis and assign a vector direction to that axis by utilizing the specific342

energy loss of the recoil. In general, the specific energy loss can change signifi-343

cantly along the recoil trajectory depending on the initial recoil energy and the344

distance it travels within a medium. However, we only consider events that pass345

the fiducialization criteria mentioned in Section 2.3, which requires the entire346

path of the recoil to be contained within the fiducial volume of the TPC. This347

means that we only select events such that specific energy loss of the recoil will348

lie at the end of the Bragg curve, corresponding to a sharp decline in the specific349

energy loss until the recoil stops. Therefore, in principle, one should be able to350

identify the positive vector trajectory of the track, often referred to as the head,351

as the end with less detected energy, and vice-versa for the tail of the track.352

To test this, we take the simple approach of dividing the track into two353

halves and use the truth information in the Monte Carlo data to plot the ratio354

of detected energy in the true head to the total amount of detected charge in355

an event. This is shown in Fig. 14 for helium events in blue and for carbon356

and oxygen events in orange. We note in these plots that the helium recoils357

exhibit the expected behavior—less than half of the detected charge, or energy,358

is found in the head, corresponding to a head charge fraction (HCF) of less than359

0.5. For carbon and oxygen, however, the HCF distribution peaks at HCF =360

0.5, meaning that the head of the track is, on average, indistinguishable from361

the tail of the track. Thus, we conclude that vector directionality using this362

method is only effective for helium recoils. Using a selection of HCF < 0.5, we363

obtain a head-tail selection efficiency of 0.78 for events for helium recoils.364

3. Analysis of SuperKEKB Phase 1 fast neutron events365

The updated performance analysis motivates an extension of the analysis366

presented in Ref. [1]. As such, we discuss simulation and event selections, ex-367

perimental, runs for the TPCs, energy spectra of nuclear recoils, nuclear recoil368

event rate versus beam size, and directional analysis of nuclear recoils.369

3.1. Simulation and event selections370

The details of the procedure of producing the BEAST II Monte Carlo data371

are described in Section 4 of Ref [1]. The general production pipeline consists of:372

(a) generation of beam particles from SuperKEKB beam-induced backgrounds,373

(b) modeling of the transport and interactions of primary and secondary par-374

ticles, (c) simulating the detector response and digitization, and (d) scaling of375

the detector response with accelerator conditions present during experimental376

runs.377

The Strategic Accelerator Design (SAD) software framework [22] performs378

step (a) and Geant4 performs steps (b) through (c). The SAD simulation is379

performed such that the beam loss rates correspond to one second of simulated380

beam time for the SuperKEKB accelerator with constant beam parameters listed381
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in Table 5. The primary particles are then passed through steps (b) and (c).382

The simulated TPC data contains digitized events that replicate the data for-383

mat produced by the FE-I4B chip output. This series of steps translates to a384

simulated rate in the TPCs that can then be scaled with beam parameters.385

Due to the small interaction probability of neutrons in the TPCs, it is nec-386

essary to provide longer simulation times in order to acquire a sufficiently large387

simulated data sample. This is done by simulating each neutron that enters388

the TPC volume 18,000 times—resulting in a 5 hours-equivalent sample. This389

results in a total of 13,011 simulated events for fast neutron analysis at the390

default beam parameters in Table 5.391

The event rate in the simulated data must then be reweighted to the beam392

conditions measured during the experimental data runs to achieve step (d). As393

shown in Ref.[1], the Touschek background scales with I2/σy and the beam-gas394

background scales with IPZ2
e , where I, σy, P, and Ze are the beam current,395

beam size in the y-direction as measured by the X-ray monitors [23], average396

pressure of the residual gas in the ring, and effective atomic number of the397

residual gas in the ring, respectively.398

Table 5: Beam parameters used for SuperKEKB Phase 1 Monte Carlo simulated data [1].
Machine Parameters HER LER
Beam current I [A] 1.0 1.0

Number of bunches Nb 1000 1000
Bunch current Ib [mA] 1.0 1.0

Vertical beam size σy [µm] 59 110
Emittance ratio εy/εx 0.1 0.1

Pressure P [nTorr] 10 10

All TPC event selections and their cumulative efficiencies on simulated and399

experimental data for all analyses are shown in Table 6. Each analysis will use400

at least the first three selections, which are necessary for nuclear recoil selection401

and background rejection. The remaining selections are only required to isolate402

helium recoils for directional analyses.403

3.2. Experimental runs for TPCs404

For the fast neutron measurements in experimental data, we performed ded-405

icated, longer-duration runs specifically to accumulate a sufficient sample of406

nuclear recoils in the TPCs. A run for the HER occurred on May 23, 2016 for407

approximately 1.5 hours at an average measured vertical beam size of approxi-408

mately 40 µm with initial beam current of 500 mA. Table 7 shows the number409

of detected events that pass the first three selections in Table 6 compared to the410

reweighted number of Monte Carlo events passing the same selections for this411

run.412

We find that the Monte Carlo underestimates the observed number of events413

recorded by the TPCs by approximately a factor of five in both TPCs, with a414

very large uncertainty due to limited statistics. Studies in later phases of BEAST415
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Table 6: Event selections used in all analyses, along with each selection’s cumulative efficiency
in MC Touschek (T), MC beam-gas (BG), and experimental data in TPCs H and V separately.

TPC H MC T MC BG Exp
Edge veto 0.46 0.48 0.0444

dE/dx > 40 keVee/mm 0.31 0.32 0.0426
E > 50 keVee 0.23 0.25 0.0419

He recoil selections
dE/dx < 160 keVee/mm 0.12 0.13 0.0027

|φaxial| > 160◦ 0.03 0.03 0.0007
HCF < 0.5 0.02 0.02 0.0005

TPC V
Edge veto 0.48 0.46 0.1333

dE/dx > 40 keVee/mm 0.30 0.31 0.1265
E > 50 keVee 0.24 0.25 0.0052

He recoil selections
dE/dx < 160 keVee/mm 0.12 0.12 0.0030
−110◦ < φaxial < −70◦ 0.03 0.03 0.0008

HCF < 0.5 0.02 0.02 0.0005

II have indicated that this discrepancy between predicted and observed rates416

in the HER is most likely due to improper collimator simulations in the HER.417

A more thorough analysis of this effect will be studied and presented in future418

results [24]. For the scope of this result, we note the effect, but do not correct419

for it.420

Table 7: Number of events predicted by Monte Carlo compared to experimental measurement
for the HER run.

TPC H TPC V
MC Beam-gas 3 ± 0 4 ± 0
MC Touschek 3 ± 1 4 ± 1
Experiment 46 ± 7 36 ± 6

Due to the fact that the Touschek contribution to beam backgrounds is pre-421

dicted to be far more problematic in the LER than in the HER and given the422

very low detection rate of the TPCs, it was decided to devote substantially more423

experiment time to collecting data from the LER than for the HER for fast neu-424

tron analysis. The resulting larger statistics allow us to perform more detailed425

studies of the neutron background from the LER, including studies of direc-426

tional distributions and separating the beam-gas and Touschek contributions to427

the background in experimental data.428

Dedicated LER runs occurred on May 29, 2016 for approximately 5.5 hours429

at a beam current of approximately 600 mA, topping off the beam as required.430
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The beam size was set at three specific values by intentionally increasing the431

beam emittance and therefore the vertical beam size. Each run corresponds to432

one beam size setting. The beam size was measured using the X-ray monitors433

[23], and was measured to be approximately 40 µm, 60 µm, and 90 µm for the434

three runs, respectively. Each run is further divided into sub-runs. A sub-run is435

defined as a period of time of stable beam conditions at the desired settings as436

defined above, specifically excluding injection times. Table 8 shows the number437

of detected events compared to the reweighted Monte Carlo prediction for this438

run. We find that for the LER the agreement between simulation and experi-439

mental data is better. On average, the observed number of events is consistent440

with the prediction for TPC V and ∼ 40% lower than the prediction in TPC H.441

Table 8: Number of events predicted by Monte Carlo compared to experimental measurement
for the LER run.

TPC H TPC V
MC Beam-gas 340 ± 7 272 ± 6
MC Touschek 536 ± 16 412 ± 10
Experiment 567 ± 22 640 ± 80

3.3. Energy spectra of nuclear recoils442

Fig. 15 shows the recoil energy distributions in experimental data and the443

reweighted Monte Carlo simulation for the LER run. The recoil energy distri-444

butions are fit with a decaying exponential of the form Ae−bE , where E is the445

recoil energy in keVee. The fit results are shown in Table 9. For parameter446

A, we find that the simulation agrees with experimental data within errors for447

TPC V but overestimates the total measured background in TPC H. We also448

find that the spectral shapes of all distributions in each TPC—parameter b in449

the fit—are equivalent, suggesting that nuclear recoil production and detector450

materials are well modeled in the simulation even despite the noticeable dis-451

agreement in modeling carbon and oxygen recoils, as shown in Fig. 8 and 11.452

However, we will require a different analysis to isolate beam-gas from Touschek453

backgrounds to further validate the simulation, which will be discussed in Sec.454

3.4.455

We perform the same analysis for the HER run. We first calibrate the456

energy scale for the HER run period by following the procedure presented in457

Section 2.2. The correction factors are shown in Table 10. As can be seen,458

the gain is significantly lower in both TPCs during this run. This is due to459

the fact that the volumetric flow rate of the gas was set to approximately a460

factor of 5 lower than in the LER run. Finally, the energy recoil spectra for461

the HER run are shown in Fig. 16, and the fit results are shown in Table 11.462

Here we find that the parameter b is again consistent within errors in both463

experimental and simulated data. Just as in the results from the LER run, we464

thus conclude that while validation of the simulation of the recoil energy spectra465

is an important result, we must utilize other methods to separate beam-gas from466

Touschek backgrounds.467

24



Table 9: Results of fitting the recoil energy spectra for TPCs H and V for Monte Carlo and
experimental data for the LER run.

TPC H A b χ2/ndf
MC Beam-gas 149 ± 12 0.0029 ± 0.0002 0.31
MC Touschek 220 ± 14 0.0028 ± 0.0001 0.80

MC Total 368 ± 18 0.0028 ± 0.0001 0.66
Exp. Data 238 ± 16 0.0029 ± 0.0001 1.31

TPC V
MC Beam-gas 114 ± 10 0.0028 ± 0.0002 0.25
MC Touschek 180 ± 13 0.0030 ± 0.0002 0.58

MC Total 293 ± 17 0.0029 ± 0.0001 0.44
Exp. Data 306 ± 19 0.0032 ± 0.0002 1.21

Table 10: Table of values of corrected dQ/dx in TPC H, TPC V, and Monte Carlo simulation
and resulting conversion factors for the HER run.

Average dQ/dx Correction Factor
Simulation 3227 –

TPC H 2172 1.49
TPC V 1657 1.95

Table 11: Results of fitting the recoil energy spectra for TPCs H and V for Monte Carlo and
experimental data for the HER run.

TPC H A b χ2/ndf
MC Beam-gas 1.3 ± 1.1 0.0029 ± 0.0019 0.01
MC Touschek 1.8 ± 1.4 0.0028 ± 0.0020 0.09

MC Total 3.04 ± 1.8 0.0028 ± 0.0016 0.03
Exp. Data 17.0 ± 4.22 0.0032 ± 0.0006 1.8

TPC V
MC Beam-gas 1.1 ± 1.0 0.0026 ± 0.0019 0.01
MC Touschek 1.1 ± 1.1 0.0021 ± 0.0019 0.05

MC Total 2.17 ± 1.48 0.0023 ± 0.0014 0.02
Exp. Data 13.6 ± 4.0 0.0028 ± 0.0007 0.59
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Figure 15: Detected energy distribution for nuclear recoil candidates in TPC H (top) and
TPC V (bottom) for the LER run.
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Figure 16: Detected energy distribution for nuclear recoil candidates in TPC H (top) and
TPC V (bottom) for the HER run.
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3.4. Nuclear recoil event rate versus beam size468

Detected event rates from beam-gas and Touschek are expected to change469

with beam parameters. As such, we can measure the nuclear recoil event rate470

while varying the appropriate accelerator conditions and compare the measure-471

ment to the rate predicted from simulated data. Ref. [1] shows that the rate due472

to beam-gas scattering should linearly increase with IPZ2
e , where I, P, and Ze473

are the beam current, pressure, and effective Z of the residual gas in the beam;474

and Touschek backgrounds should linearly increase with I2/σy, where σy is the475

beam size in the y direction as measured by the SuperKEKB X-ray monitors476

[23]. Given the hours-long duration of the TPC runs, we choose I, P, Ze, and σy477

such that they correspond to the average values measured along the entirety of478

the LER during the duration of individual measurements, and we denote these479

values as I, P , Ze, and σy. We then describe the sensitivity of the TPCs to480

beam-gas, Sbg, and Touschek, ST , backgrounds by:481

R

ĪP̄Ze
2 = Sbg + ST

Ī

P̄ σyZe
2 (1)

This provides a description of the expected rate of detected nuclear recoil events,482

R, versus the inverse of the beam size, 1/σy while controlling for other changing483

beam conditions like pressure, current, and gas composition. Furthermore, it484

allows for a simple linear fit to obtain R, the observed rate of nuclear recoils in485

the TPCs, versus 1/σy to separate beam-gas and Touschek backgrounds.486

The measured nuclear recoil rates in the TPCs versus LER beam size are487

shown in Fig. 17. The obtained sensitivities can be integrated to directly obtain488

the measured and predicted rates to give a yield, denoted as NT for the yield of489

Touschek events and Nbg for beam-gas events. The observed yields are shown490

in Table 12. We find agreement in NT for TPC H, but substantial disagreement491

for NT in TPC V. Furthermore, the simulation overestimates Nbg by nearly a492

factor of two in TPC V and a factor of three in TPC H.493

Table 12: Calculated yield from the measured rates of nuclear recoils from beam-gas and
Touschek backgrounds shown in Fig. 17 for both experimental data and Monte Carlo in each
TPC.

TPC H Nbg NT
MC 339 ± 19 580 ± 21
Exp. 66 ± 22 574 ± 25

TPC V
MC 261 ± 17 445 ± 19
Exp. 153 ± 12 188 ± 13

3.5. Directional analysis of nuclear recoils494

Next, we seek to provide directional measurements of detected nuclear re-495

coils. We do so by first discriminating helium recoil events that originate from496
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Figure 17: Plot of the fast neutron rates in TPC H (top) and TPC V (bottom) during the
LER run.
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the direction of the beam-line from neutron events originating elsewhere. Sec-497

ondly, we will attempt to fit for the fractional contribution of Touschek and498

beam-gas events within the angular distribution of events in experimental data.499

In each TPC, we select events with an axial track fit along an axis between500

the TPC and the beam-pipe. Utilizing the head-charge fraction (HCF) variable,501

we fit for the number of events with positive radial velocity—specifically events502

with dr/dt > 0 in the Belle II coordinate system, with r = 0 corresponding to503

the beam-line—and the number of events with radial velocity in the opposite504

direction. The templates for these events are built from histograms of the truth505

HCF distributions of simulated helium recoil events. Using these templates,506

we then fit for the yield of each template to the histogram of experimentally507

measured HCF distributions.508

To do so, we impose a positive hypothesis on all events, wherein we assign509

the values of θ and φ to all events such that they have a positive radial velocity510

with respect to the Belle II coordinate system. In TPC H, this corresponds to511

a φ for all detected events in the range of −90◦ < φ < 90◦. The axis connecting512

the beam-line and TPC H, or Line-of-Sight (LoS ), falls along the −x−axis,513

corresponding to an angle of φ = 180◦ and θ = 90◦ in Belle II coordinates.514

In TPC V, this corresponds to a φ for all detected events such that −180◦ <515

φ < 0◦ with the LoS of TPC V falling along the −y−axis. We define an event516

acceptance of ±20◦ in φ from the LoS. This corresponds of 160◦ < |φ| < 180◦517

in TPC H and -70◦ < φ < −110◦ in TPC V. These selections and the resulting518

cumulative efficiencies are shown in Table 6 for both TPCs.519

The results of the analysis are shown in Figures 18 and 19 for TPCs H520

and V, respectively. The template histograms are scaled to the fitted fractional521

composition of each event type as given by the fit. The green line shows the522

sum of the scaled templates in each bin. The fitted fractional yields are given523

in Table 13. In TPC H, we find the fitted fractional yields are equivalent to the524

prediction from Monte Carlo, within errors, at a composition of 75% positive to525

25% negative travelling recoils. For TPC V, the Monte Carlo also predicts 75%526

positive to 25% negative events in TPC V, but the fits to experimental data show527

50% of each component at ∼ 1.9σ. One possible explanation could be that the528

component of events with negative radial velocity is larger in experimental data,529

but only seen in the vertical plane of the SuperKEKB beam-line. A future study530

with higher statistics samples of experimental and simulated neutron signal531

events and electron background simulations could provide further insights into532

this effect.533

Next, we attempt to fit distributions of cos θ in experimental data to tem-534

plates obtained from simulated recoils from beam-gas and Touschek backgrounds.535

The angle θ for both TPCs corresponds to a location along the SuperKEKB536

beam-line. For this analysis, we select helium recoils with positive radial veloc-537

ity in both TPCs by selecting events with HCF < 0.5, meaning that we use all538

selections listed in Table 6. As can be seen, the remaining number of simulated539

events after applying all of these selections is small, thereby introducing uncer-540

tainty from Poisson statistics in the individual bins of the template histograms.541

To ensure we can proceed, we must first determine whether the distributions of542
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Figure 18: Fitted distribution of fractional charge for selected nuclear recoils in TPC H
in experimental data using templates derived from Monte Carlo for events with positive or
negative radial velocity.

Table 13: Fraction of events with positive and negative radial velocity predicted in simulation
and from fitting yields to simulated and experimental data in TPCs H and V. N+ corresponds
to the fraction of events with positive radial velocity and N− corresponds to the fraction of
events with negative radial velocity. Errors on the truth values correspond to the square-root
of the number of generated events, whereas remaining errors are the errors obtained from the
log-likelihood fit.

TPC H N+ N−
Truth 0.73 ± 0.04 0.27 ± 0.02

MC Fit 0.73 ± 0.05 0.27 ± 0.04
Exp Fit 0.64 ± 0.10 0.36 ± 0.09

TPC V
Truth 0.75 ± 0.06 0.25 ± 0.02

MC Fit 0.75 ± 0.05 0.25 ± 0.04
Exp Fit 0.52 ± 0.09 0.47 ± 0.09
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Figure 19: Fitted distribution of fractional charge for selected nuclear recoils in TPC H
in experimental data using templates derived from Monte Carlo for events with positive or
negative radial velocity.
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cos θ in the simulated beam-gas and Touschek distributions can be separated.543

We do so by performing a Kolmogorov-Smirnov test on the two components to544

calculate the probability that the distributions are consistent with each other.545

We find that p = 0.620 in TPC H and p = 0.028 in TPC V. The low probability546

in TPC V suggests, but does not prove, that Touschek and beam-gas events547

can be disentangled by the shape of the cos θ distributions alone. Given the low548

statistics, we use the TFractionFitter class to fit the experimental data with the549

Monte Carlo templates, as we cannot ignore the statistical uncertainties in the550

simulated data.551

The templates and result of the fits are shown in Fig. 20 and 21 for TPCs552

H and V, respectively. The fitted fractional compositions are shown in Table553

14 and are compared to the results of the beam emittance scan analysis from554

Section 3.4. As can be seen, the results of both methods are consistent. Fur-555

thermore, both TPCs measure a higher rate in cos θ < 0. This region is in the556

downstream direction of the LER beam. Considering that these data samples557

are taken from only the LER beam, this indicates that we are likely seeing for-558

ward showers from the LER interacting with the beam-pipe downstream of the559

TPCs with respect to the LER beam-direction.560

While these results are clearly statistics limited, this method demonstrates a561

possible separation of Touschek backgrounds from beam-gas backgrounds with-562

out the need for time-consuming, dedicated experimental runs where accelerator563

parameters are systematically varied. In principle, should this analysis method564

be verified, this could allow for analysis of fast neutron backgrounds symbi-565

otic with normal Belle II operation, thereby eliminating the need for dedicated566

long-duration neutron runs.567

Table 14: Calculated fractions of Touschek and beam-gas events from fits of cos θ in both
TPCs, as shown in Fig. 20 and 21, compared to calculated yields of Touschek and beam-gas
events from the beam emittance scan analysis.

TPC H Nbg NT
cos θ 0.18±0.53

0.18 0.83±0.16
0.83

Heuristic 0.10 ± 0.03 0.90 ± 0.04

TPC V
cos θ 1.0±0.0

0.78 0.00±0.66
0.00

Heuristic 0.45 ± 0.04 0.55 ± 0.04

4. Summary and discussion568

The results presented herein have important implications for two distinct569

topics. Firstly, the TPC system development, deployment, and simulation570

campaign have resulted in detailed rate, energy, and directional measurements571

of beam-induced fast neutron recoils, providing a first validation of the neu-572

tron background simulation at SuperKEKB. Secondly, the performance of these573
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TPCs merits discussion of their potential more broadly in low background ex-574

periments.575

4.1. Analysis of fast neutron backgrounds at SuperKEKB576

The simulation and experimental campaign to measure fast neutron back-577

grounds at SuperKEKB has been a remarkable success. Using the performance578

of the TPC system, we have provided measurements of neutron-induced nu-579

clear recoil rates, energy spectra, and directional composition as well isolated580

beam-gas from Touschek backgrounds. Comparison of these measurements to581

the SuperKEKB beam-loss simulation campaign has resulted in a promising582

outcome. The disagreement between experimental and simulated data for all of583

these measurements is simultaneously small enough to suggest that beam-losses584

at SuperKEKB are well modeled, yet large enough to merit targeted studies585

of these effects in the future through larger campaigns with more experimental586

and simulated data.587

We note the following results from our fast neutron analyses. The LER sim-588

ulations slightly overestimate the measured total of nuclear recoil events in TPC589

V and significantly overestimate the measured total nuclear recoils in TPC H.590

The recoil energy spectral shapes agree remarkably well in simulated and exper-591

imental data. The coefficient of the recoil energy spectra—parameter A in the592

fit— of simulated and experimental agree in TPC V but disagree in TPC H by593

a factor of 1.5, thereby warranting further study with more data. The Monte594

Carlo prediction and the experimental measurement agree that the fractional595

amount of events in TPC H with negative radial velocity is 25% of the total596

yield. However, in TPC V, we measure the yield of these events to be 50% at597

a significance of σ = 1.9, warranting future study with more data. The distri-598

butions of observed events versus cos θ are consistent with simulation in both599

TPCs, indicating that predicted neutron production points along the beam-line600

near the TPCs for the LER match the observed rates. Lastly, we have presented601

a new analysis method for discriminating Touschek backgrounds from beam-gas602

backgrounds using vector directional measurements of nuclear recoils. The re-603

sults of this method, using cos θ, are consistent with the results of the beam604

emittance scan shown in Ref. [1], albeit with large uncertainties. Validation of605

this analysis technique with larger statistics could provide a method of analyz-606

ing fast neutron backgrounds at Belle II without the need for time-consuming607

machine studies requiring systematic variation of beam parameters, thereby608

eliminating the need to interrupt other operations and allowing symbiotic op-609

eration alongside Belle II data-taking. We also note that a more sophisticated610

analysis combining the beam size dependence, relative rates between TPCs, and611

the angular information of each TPC could have the best sensitivity for analysis612

beam background induced fast neutrons at SuperKEKB.613

4.2. TPC system potential in low background experiments614

Finally, we note that the high definition nuclear recoil imaging demonstrated615

here is also of interest for low background experiments. In directional dark616
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matter searches, for example, the major challenges are to obtain good recoil617

angle resolution, good head-tail efficiency, and high electron rejection at the618

keV-scale recoil energies expected from dark matter recoils. Reviews of such619

efforts and ideas on possible future directions for the field can be found in620

Refs. [13, 25, 26, 27, 28].621

To date, 3D tracking of nuclear recoils has been reported only by two other622

collaborations, MIMAC [29] and NEWAGE [30], and full 3D vector tracking,623

i.e. including head/tail recognition in 3D, has only been reported by the latter624

for energies greater than 50 keV, where the energy energy scale is 1.5-MeV al-625

pha particle equivalent [31]. Head/tail recognition in 2D has been reported by626

DMTPC [32]. MIMAC, NEWAGE, and DMPTC all utilize low-pressure gases627

with a fluorine target. Although the TPCs used in the present work were opti-628

mized for directional detection of higher-energy fast neutron recoils, surprisingly,629

the performance presented here appears to exceed that of these existing direc-630

tional dark matter detectors. For example, the angular resolution at fixed recoil631

energy reported here is lower, and our head/tail efficiency is higher, despite op-632

erating at atmospheric pressure, where the ratio of recoil length to diffusion is633

reduced, so that angular resolution degrades, compared to lower pressures.634

These improvements result from a combination of five factors. First, our635

detectors are small, minimizing drift length and hence diffusion. Second, we636

utilize a helium target nucleus, which will travel further and with less scattering637

than a fluorine nucleus at a given recoil energy. Third, our gas is helium rich638

and thus has lower density at a given pressure, further extending recoil lengths.639

Fourth, the pixel ASIC charge readout has an extremely low noise level com-640

pared to the gain in the double GEM amplification stage, resulting in very high641

signal-to-noise, as seen in Fig. 6. Finally, the high readout segmentation helps642

with accurate recoil reconstruction and background rejection. The drawback of643

pixel ASIC readout, however, is relatively high cost and potential high intrinsic644

radioactivity. A first cost-benefit analysis suggests that for larger dark matter645

detectors, 2D strip readout may be a better trade-off [13]. However, for precision646

studies of nuclear recoils and experiments at the lowest energies, pixel readout647

may remain the best choice. We plan to study these two development paths648

next. The excellent electron rejection demonstrated here is also of interest for649

low background experiments. We are currently investigating how this can be650

improved further with more sophisticated algorithms [33].651

5. Conclusions652

We have reported on the first neutron background measurement campaign653

carried out with newly developed, 3D nuclear recoil imaging gas time projection654

chambers, the BEAST TPCs, at SuperKEKB. We reported on both calibration655

of the energy scale and directional track reconstruction of nuclear recoil events.656

Overall, the TPC system operated stably and the detectors performed better657

than expected.658

We provided measurements of the rate, energy spectra, and directional com-659

position of nuclear recoils induced by fast neutron backgrounds during the first660
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phase of SuperKEKB commissioning. We demonstrated two novel measure-661

ments and analysis techniques: First, 3D vector tracking of helium recoils was662

used to separate nuclear recoil events with positive radial velocity from those663

traveling in the opposite direction. Second, angular distributions of recoils were664

used to separate beam-gas and Touschek backgrounds.665

We have compared those measurements to predictions from dedicated beam666

background simulations and are able to make such comparisons for recoil en-667

ergies down to 50 keVee. This enabled first feedback on the Belle II / Su-668

perKEKB neutron background simulation. Overall, we found reasonably good669

agreement between energy spectra and angular distributions of neutron recoils670

in simulation and measurements, suggesting that the beam optics simulation,671

neutron generation and accelerator material distribution are accurately simu-672

lated. However, several single beam background components appear incorrectly673

normalized. This discrepancy was also observed in other (non-neutron) early674

background studies at SuperKEKB [1], and has since been improved via an675

improved simulation of beam collimators [24].676

We conclude that the performance of this system of TPCs holds significant677

promise for further background study in later SuperKEKB commissioning. More678

generally, TPC readout via pixel chips appears suitable also for future low-679

background experiments, especially low mass directional dark matter searches.680
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Figure 20: (Top) Fitted distribution of cos θ in experimental data in TPC H (black points)
with fractional yields of Touschek (blue) and beam-gas (orange) events in simulated data. The
green line corresponds to the sum of the templates. (Bottom) Normalized templates used for
fitting to the black points including Poisson uncertainties in each bin.40
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Figure 21: (Top) Fitted distribution of cos θ in experimental data in TPC V (black points)
with fractional yields of Touschek (blue) and beam-gas (orange) events in simulated data. The
green line corresponds to the sum of the templates. (Bottom) Normalized templates used for
fitting to the black points including Poisson uncertainties in each bin.41




