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Abstract

We propose GrainGNN, a surrogate model for the evolution of polycrystalline grain structure
under rapid solidification conditions in metal additive manufacturing. High fidelity simulations of
solidification microstructures are typically performed using multicomponent partial differential equa-
tions (PDEs) with moving interfaces. The inherent randomness of the PDE initial conditions (grain
seeds) necessitates ensemble simulations to predict microstructure statistics, e.g., grain size, as-
pect ratio, and crystallographic orientation. Currently such ensemble simulations are prohibitively
expensive and surrogates are necessary.

In GrainGNN, we use a dynamic graph to represent interface motion and topological changes
due to grain coarsening. We use a reduced representation of the microstructure using hand-crafted
features; we combine pattern finding and altering graph algorithms with two neural networks, a
classifier (for topological changes) and a regressor (for interface motion). Both networks have an
encoder-decoder architecture; the encoder has a multi-layer transformer long-short-term-memory
architecture; the decoder is a single layer perceptron.

We evaluate GrainGNN by comparing it to high-fidelity phase field simulations for in-distribution
and out-of-distribution grain configurations for solidification under laser power bed fusion conditions.
GrainGNN results in 80%–90% pointwise accuracy; and nearly identical distributions of scalar quan-
tities of interest (QoI) between phase field and GrainGNN simulations compared using Kolmogorov-
Smirnov test. GrainGNN’s inference speedup (PyTorch on single x86 CPU) over a high-fidelity phase
field simulation (CUDA on a single NVIDIA A100 GPU) is 150×–2000× for 100-initial grain problem.
Further, using GrainGNN, we model the formation of 11,600 grains in 220 seconds on a single CPU
core.

1 Introduction
Let 𝜽(𝑥, 𝑦, 𝑧, 𝑡) be the crystal orientation vector as a function of space (𝑥, 𝑦, 𝑧) and time 𝑡. We assume
we are given a high fidelity model ℱ such that 𝜽(𝑥, 𝑦, 𝑧, 𝑡) = ℱ (𝒑, 𝝃, 𝐿). Here 𝒑 encodes the meltpool
temperature field using two scalars, 𝐺 and 𝑅, where 𝐺 is a scalar metric of the temperature gradient

∗Notice: This manuscript has been authored in part by UT-Battelle, LLC, under contract DE-AC05-00OR22725 with
the US Department of Energy (DOE). The US government retains and the publisher, by accepting the article for pub-
lication, acknowledges that the US government retains a nonexclusive, paid-up, irrevocable, worldwide license to publish
or reproduce the published form of this manuscript or allow others to do so, for US government purposes. DOE will
provide public access to these results of federally sponsored research in accordance with the DOE Public Access Plan
(http://energy.gov/downloads/doe-public-access-plan).

†Department of Mechanical Engineering, The University of Texas at Austin, Austin, TX 78712, USA; ygqin@utexas.edu
‡Computational Sciences and Engineering Division, Oak Ridge National Laboratory, Oak Ridge, TN 37831, USA;

dewittsj@ornl.gov
§Computational Sciences and Engineering Division, Oak Ridge National Laboratory, Oak Ridge, TN 37831, USA;

radhakrishnb@ornl.gov
¶Oden Institute, The University of Texas at Austin, Austin, TX 78712, USA; gbiros@acm.org

1



(a)

(b)

zl = 2μm zl = 18μm zl = 34μm zl = 50μm

Phase field

GrainGNN

Fig. 1 Time evolution of the solidified microstructure of stainless steel 316L predicted by a phase field
model and GrainGNN. (a) Phase field simulation. (b) GrainGNN predictions. 𝑧𝑙 is the current height of the solid-
liquid interface (SLI). The domain size is (120𝜇𝑚, 120𝜇𝑚, 50𝜇𝑚). The microstructure of 900 grains at 𝑧𝑙 = 2𝜇𝑚
is the input to both phase field simulation and GrainGNN. We apply a temperature field with 𝐺 = 10𝐾∕𝜇𝑚 and
𝑅 = 2𝑚∕𝑠. The grains are growing in the 𝑧-direction and stopped at 𝑧𝑙 = 50𝜇𝑚. The elapsed simulation time
for the phase field model is 48 minutes on one Nvidia A100 GPU. The GrainGNN inference time is 19 seconds on
one Intel x86 6-core CPU.

and 𝑅 is a normalized cooling rate (pooling velocity); 𝝃 parameterizes the initial microstructure
𝜽(𝑥, 𝑦, 𝑧, 𝑡 = 0) at the solid-liquid interface (SLI); and 𝐿 = (𝐿𝑥, 𝐿𝑦, 𝐿𝑧) parameterizes the meltpool
size, which we idealize as a 3D rectangular volume with grain epitaxial growth aligned with the 𝑧 axis
(see Fig. 1). In this context, 𝜽 is a piecewise constant function and grains are defined as connected
regions with the same 𝜽; 𝝃 is a random field, and quantities of interest (QoIs) that depend on 𝜽 can
only be statistically characterized and require expectations over 𝝃.

Evaluating ℱ can be extremely expensive as it involves multicomponent, multiscale PDEs with
moving interfaces. Furthermore, additive manufacturing (AM) involves a large number of meltpool
simulations: the length scale of an AM component can be of the order of meters while the meltpool
dimensions are O(100𝜇m). In this context, we seek to find a surrogate model 𝜽̃ = ℱ̃ (𝒑, 𝝃, 𝐿) that
approximates 𝜽 and the statistics of the quantities of interest. We also require that ℱ̃ is much
cheaper to compute than ℱ .

Background and significance: High fidelity models are important tools for predicting grain
structure formation under rapid solidification conditions existing during AM [1]. Common numerical
methods include phase field models [2–6], cellular automata [7–9], and kinetic Monte Carlo methods
[10] . However, these methods are computationally expensive as they require fine spatial and temporal
discretizations. Furthermore, due to the stochastic nature of AM process, ensemble simulations
[6,11–13] are required to statistically characterize quantities of interest (QoIs) like grain size, aspect
ratio, and misorientation [14–16]. Tasks such as process control and optimization require repeated
invocation of high fidelity models under variable heating source conditions, feedstock composition,
and component geometry. These high computational costs have restricted the adoption of high
fidelity simulations for predicting or controlling the grain structure during AM processes.

Summary of proposed methodology and contributions: Here, following our work in 2D
surrogates [17], we focus on epitaxial grain growth from the substrate and ignoring grain nucleation
and the evolution of the solute concentration field that contributes to intragranular features of the
solidification microstructure including primary and secondary arms, microsegregation, etc. The key

2



phenomena that need to be captured at this modeling level are grain envelope evolution and grain
coarsening through competitive growth. The latter can be decomposed into grain face elimination
and grain elimination [18, 19]. The dynamics ofF are quite challenging to capture due to the
evolving interface and the topological changes due to coarsening.

In GrainGNN (Section 2.2), �rst we reduce the representation of� .x; y; z; t/ using aggressive
coarsening in space and time. (i) We introduce a reduced graph representation of� that captures
grain boundaries, size, edge length, and other geometric features per grain (Section 2.3). (ii) Follow-
ing [18], we introduce a categorization of topological events that need to be tracked (Section 2.4).
(iii) We use two neural networks to model their dynamics: a regression network to capture the
interface motion; and a classi�cation network to estimate probabilities of topology-changing events
(Section 2.5). (iv) We introduce graph algorithms that combine the network outputs to evolve
the microstructure graph topology (Section 2.6). (v) We introduce an algorithm that reconstructs
›� .x; y; z; t/ from the reduced graph/feature-based representation of the microstructure (Section 2.7).

GrainGNN is calibrated (trained) using pairs^� k.x; y; zl *1 ; tl *1 /; � k.x; y; zl ; tl /` k, i.e., cross-sections
of the microstructure at SLI heightszl *1 and zl observed at timestl *1 and tl with tl > t l *1 ; and
� k.x; y; z; t/ = F .pk; � k; L k/, where k indicates sampling of AM conditions and initial grain mi-
crostructure. We usedk ù40K obtained fromí 1,500 high �delity simulations.

Using these steps, GrainGNN (Algorithm 1) predicts 3D grain microstructure formation under
additive manufacturing conditions. Given the grain orientation att = 0; z = 0 with a liquid region
for z > 0 (see Fig. 2a) and the prediction is›� .x; y; z; t/ (see Fig. 2b). The error is measured by
pointwise mismatch and quantities of interest that include the percentage of eliminated grains, grain
size distribution, and volume-averaged misorientation.

Our contributions can be summarized as follows.

ˆ We introduce a graph and hand-crafted features that greatly compress the spatial representa-
tions of the grain microstructure. We create� -to-graph and graph-to-� mappings.

ˆ We introduce two graph-transformer long-short-term-memory (LSTM) networks to predict
graph feature evolution and grain topological events.

ˆ We propose a graph update algorithm withO.} grains/ complexity to reconstruct the next graph
with the output of GrainGNN. We generalize the algorithm to predict grain microstructure with
unseenG, R, domain size, grain size distribution, and a larger number of grains.

Ground truth data is generated using an established phase-�eld-based model of epitaxial grain
growth (Section 2.1). We remark that GrainGNN is independent of the underlying solver/formulation.
We train GrainGNN assuming a probability density distribution for� , a �xed L = L 0, and a grid-
sampledp (Section 3.1). Then we evaluate thein-distribution generalization of GrainGNN in which
we keepL = L 0, sample training-unseen values of� from the training distribution, and unseen
values ofp and measure pointwise errors of� * ›� as well errors in the statistics of QoIs (Section 3.2).
We also test theout-of-distribution generalization GrainGNN withL ‘ L 0 and � sampled from a
di�erent distribution (Section 3.3). We discuss the results, extensions, and limitations of GrainGNN
in Section 4.

Related work: Surrogate models provide an alternative to high �delity simulations, with the
potential for reduced computational cost. Trained on either high �delity simulation results or ex-
perimental results, such surrogates have been successful in addressing challenges in uncertainty
quanti�cation and optimization for a range of applications [20�23]. Speci�cally in the area of mate-
rial microstructure prediction, machine learning surrogates have received increasing attention in the
past few years. Convolutional neural networks have been used for 2D and 3D microstructure image
reconstruction [24, 25]. Generative adversarial networks [26] are capable of learning microstructure
statistics, and can approximate structure-to-material properties forward and inverse maps [27, 28].
Recurrent neural networks (RNNs) or its subclass long short-term memory (LSTM) networks [29]
have been used to rapidly predict the time evolution of the microstructure. Existing works con-
sider a representative volume element and use LSTM networks to capture evolution statistics for
use cases such as: spinoidal decomposition of binary mixtures [30, 31], brittle fracture [32], single
dendrite growth [32], and grain formation [17]. Ref. [33] applied the convolutional autoencoder to
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map the microstructure of a two phase mixture to a latent space and used DeepONet [34] to learn
the evolution.

Our previous work [17] introduced GrainNN, a transformer-based LSTM to predict 2D epitaxial
grain growth during solidi�cation. GrainNN reduces the computational cost by tracking only the
grain boundaries instead of each grid point inside the grains. It evolves manually crafted grain
shape descriptors de�ned on each grain. GrainNN can predict microstructure with low pointwise
error while achieving signi�cant speed up over high �delity simulations. It also utilizes domain
decomposition and rectangular-to-curvilinear domain mappings to handle systems of many grains
and circular geometry. However, in this 2D setting the grain coupling is only one-dimensional and
perpendicular to the temperature gradient, which makes GrainNN hard to model the substantially
more complex grain-grain interactions in 3D.

To generalize GrainNN to 3D, we utilize graph representations of the grain structure that consist
of both grains and the vertices of junctions between grains. Vertex representations have previously
been used in models [19, 35�37] to track the motion of the grain junction points in polycrystalline
microstructures. In these models, the motion of vertices during grain growth is derived from the
minimization of the isotropic or anisotropic grain boundary energy. Although for vertex models the
update of a grain network is e�cient and schemes for handling topological transitions are proposed
[35] for curvature-driven grain coarsening, vertex models cannot currently describe grain evolution
driven by a temperature gradient during AM solidi�cation. A grain-centric graph structure has been
used to predict grain microstructure evolution during solidi�cation [38]. This physics-embedded graph
network (PEGN) approach combines classic phase-�eld (PF) theory into a graph representation of
the grains to accelerate PF simulations. Evolution is dictated by the minimization of a PF-derived
free energy functional. PEGN is able to capture grain statistics in various AM setups but loses the
accuracy of PF in terms of predicting actual grain shapes, due to the lack of tracking grain boundaries
and topological changes.

Graph representations of grains have been used for graph neural networks (GNNs) [39, 40] to
create static microstructure-to-material-property maps. Graph convolutions on the grain networks
are used to capture the spatial variations of microstructure properties and the graph sparsity enables
faster evaluations of material behavior than high �delity models. Beyond applications to material
microstructures, GNNs have been successful in a wide range of other applications where the data is
amenable to a graph structure [41�47].

Previous GNNs successful for processing dynamic graphs include GC-LSTM [48], EvolveGCN [49],
and dyngraph [50], etc. Most use an RNN (LSTM) or autoencoder to encode graph features and a
decoder to predict the probability of a node/link formation or destruction. In this paper, we add a
transformer [51] operator to GC-LSTM encoder to capture grain interactions more accurately.

2 Methods

In this section we discuss the overall methodology. We start with the grain growth model, then
we discuss the reduced parameterization of� , the � -to-graph map, the graph dynamics, the LSTM
neural networks, the graph update algorithm, and the graph-to-� map. We conclude with details
about the phase �eld solver.

2.1 Problem formulation and high �delity model

Here we describe the model we used to generate the training data. We use a phase �eld simulation.
We would like to emphasize that GrainGNN does not depend on any particular model or numerical
method for generating the grain microstructure. For example level sets, di�erent grain formation
models, or cellular automata could be used. The main assumption in our surrogate is does not
capture nucleation.

Regarding the particular grain formation model, we adopt a grain-scale phase �eld model de-
scribed in Ref. [52] and ignore nucleation1. Each phase �eld component� � is associated with one

1We remark that the model we use neglects the concentration �eld and only considers the evolution of phase �elds with
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Table 1 Notation table.

Symbol Description (Units)

T temperature �eld

� � phase �eld

I grain index �eld

� grain orientation �eld .ý/

L domain size,L = ^L x ; L y; L z`

Gz temperature gradient.K _�m /

Rz pulling velocity.m_s/

p process parameters,p = ^Gz; Rz`

� initial state of the substrate

l layer index

nl number of layers

I l grain index image at heightzl

Gl graph extracted fromI l

Fl features of graphGl

g grain index

j junction index

Vg grain vertices of graphG

Vj junction vertices of graphG

ng number of grains of graphG

nj number of junctions of graphG

Ejg junction-grain edges of graphG

Ejj junction-junction edges of graphG

N j grain neighbors of junctionj

N g junction neighbors of graing
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Fig. 2 A phase �eld simulation of epitaxial growth of 900 grains. Temperature gradientGz = 10 K _�m
and pulling velocityRz = 2 m_s (a) Initial substrate with width120�m and height2�m . � z is the angle between
the crystal orientation and thez-axis. (b) Phase �eld microstructure after 10K time steps. The time step size
is 2.41 nanoseconds. The �nal height of the interface is 50�m . (c) The corresponding grain index �eld of (b).
Each grain is assigned a unique index from 1 to 900. (d) Initial grain orientation distribution. (e) Probability
distributions of grain sized at t = 0 and t = tH . (f) Time evolution of the quantities of interest.z represents
the height of the current solid-liquid interface. As the height of the interface increases, the number of eliminated
grains increases and the volume-weight misorientation� � decreases.

of ng di�erent crystalline orientations, whereng is the number of grains. The dynamics of� � is
governed by the following equation.

� �
)� �
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� ( � � / +
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ð( � � ð2W�

)W �
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+ � � * � 3

� * � .1 * � 2
� /2 T * TM

L f _Cp

* !
� � + 1

2

É

� ‘ �

0 � � + 1

2

1 2

; .L x ; L y; L ¨
z/ • .0 ; tH ]; � = 1; :::; ng; (2.1a)

BCs: � � .x = 0/ = � � .x = L x / (2.1b)

� � .y = 0/ = � � .y = L y/ (2.1c)

( z� � .z = 0; L ¨
z/ = 0 (2.1d)

IC: � � .x; t = 0/ =

T
tanh

�
z0* z
W0

�
; if .x; y/ Ë 
 � .� /

*1 ; if .x; y/ Ì 
 � .� /
(2.1e)

temperature �elds in the rapid solidi�cation regime. The grain structure can be modeled with even more accurate and
even more expensive dendrite-resolving models [53].
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where

W� = W0
�
1 * 3 � c + 4� c.( x � 4

� + ( y� 4
� + ( z� 4

� /_ð( � � ð4
�

; (2.2a)

� � = � 0
�
1 + 3� k * 4 � k.( x � 4

� + ( y� 4
� + ( z� 4

� /_ð( � � ð4
�

; (2.2b)

T = TM + Gz.z * Rzt/: (2.2c)

Here L x , L y, L ¨
z are the domain dimensions for simulation andtH is the time horizon;� 0 is the

interface attachment time scale;W0 is the width of the anisotropic interface;� is the thermal
coupling constant;L f is the latent heat;Cp is the heat capacity;TM is the melting temperature;!
is a scalar interaction parameter that sets the repulsive strength between adjacent grains of di�erent
orientations [3]. � c and � k are the capillary and kinetic anisotropy coe�cients respectively, which are
assumed to have a four-fold symmetry. In Eq. (2.2c), we assume the temperature gradientGz and the
pulling velocityRz are aligned with thez-axis and they are constants during the simulation. Under
this temperature pro�le, grains are growing in thez-direction. We namep = ^Gz; Rz` the process
parameters.p are the main free parameters during AM processes given the alloy with its material
parameters. We specify the values for the material parameters in the appendix. The discretization
of Eq. (2.1a) is discussed in Section 2.8.

We use no-�ux boundary conditions at the top and bottom surface (z = 0; z = L ¨
z) and periodic

boundary conditions at the four sides of the domain. We initialize� � as follows. Assume that
the initial SLI is at z = z0, we partition the z = z0 plane into ng regions. For phase �eld� , if
point .x; y/ is in region
 � we use atanh function to create a smooth transition from solid (1) to
liquid (-1) in the z-direction; if point .x; y/ is outside of
 � , we set� � to -1. � parameterizes the
initial realization of
 � . Here we use the Voronoi diagram [6] which creates the Voronoi tessellations
from a set of seed points. We let� = ^x0

j `
nj

j =1 ä ^� g`
ng

g=1 , wherex0
j are the vertices of the Voronoi

diagram and� g are the grain orientation for each phase �eld. With a crystal orientation angle� g,
the anisotropy functions Eq. (2.2a) and Eq. (2.2b) are modi�ed by replacing all spatial derivatives
by the derivatives with respect to the rotated coordinate system (x¨, y¨, z¨) with angle � g [54]. For
each phase �eld simulation,� is randomly generated. The orientation of each grain is sampled from
the unit sphere. Ifd is the vector representing the grain's orientation, we �rst sampled í N .0; I /
and setd = d_ðdð2. Samplings ofx0

j are discussed in Section 3.1.
Fig. 2 shows an example of a simulation with domain size.120�m; 120�m; 50�m /. The interface

width W0 = 0:1�m and the mesh sizedx = 0:08�m [6]. Therefore the grid size is1500 • 1500 • 625.
The initial conditions for grain microstructure in the substrate are generated by samplingx0

j from a
uniform distribution and using a Voronoi diagram with periodic boundary conditions. In Fig. 2a, the
substrate has 900 grains. In this simulationGz and Rz are 10K _�m and 2m_s, respectively. The
time step size is 2.42 nanoseconds. Fig. 2b is the resulting phase �eld microstructure after 10K time
steps, which required approximately 48 minutes on one Nvidia A100 GPU.

Given the grain microstructure, we compute severalquantities of interest (QoIs): number (or
percentage) of eliminated grains; grain size distribution; and volume-averaged misorientation. The
number of eliminated grains is relevant in epitaxial growth [55]. We computenG = nG.z/, the ac-
cumulated grain eliminations from the initial interface location to a heightz (see Fig. 2f). Grain
size distribution is a common descriptor of grain shape statistics and it a�ects mechanical prop-
erties such as strength and ductility. Grain sized of grain g is de�ned by its volume-equivalent
diameter dg = .6Vg_� /1_3, whereVg is the grain volume. Fig. 2d shows the probability distribu-
tions of the grain size for Fig. 2a and Fig. 2b. Volume-weighted misorientation� � quanti�es the
alignment of the polycrystalline orientation with the prescribed temperature gradient directionz.
� � =

³
g Vg� z;g_

³
g Vg and � z;g is the angle between the crystal orientation of graing and the

z-axis. As shown in Fig. 2f,� � decreases as the more aligned grains out-compete the misaligned
grains. Due to random initial condition� , we need to average across several simulations to obtain
expectations of the QoIs.
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Fig. 3 Graph data extraction from phase �eld simulations. (a) Snapshots of a phase �eld simulation. Each
snapshot is taken when the solid-liquid interface reaches heightzl = l � z; l = 0;1;2; ::: (b) I l is a 2D image of
grain index �eld at heightz = zl . (c) GraphGl extracted from the imageI l . (d) Zoomed-in inset of a region in
the imageI l : j 1 is a junction pixel with three neighboring grains,g1; g2; g3. (e) The same region in the graphGl :
Gl has two kinds of vertices and two kinds of edges;j 1 is a junction vertex corresponding to the junction pixel
in (d); g1 is a grain vertex;.j 1; j 2/ is a junction-junction edge;.j 1; g1/ is a junction-grain edge. (f) A zoomed-in
region in imageI l *1 : j 1 is a junction with the same grain neighbors asj 1 in (d). We compare the grain neighbors
to identify the same junctions in di�erent graphs.

2.2 GrainGNN

The input to GrainGNN is the initial state� of the substrate (see Fig. 2a), process parameters
p = ^Gz; Rz` , and a domain sizeL = . L x ; L y; L z/. The output of GrainGNN is the grain orientation
�eld � .x; y; z/ in a domain with sizeL . Notice that hereL z is the height of the �nal polycrystal (as
shown in Fig. 2b); for phase �eld simulations we letL ¨

z > L z to avoid the e�ect of the top boundary.
In sections Section 2.3-Section 2.6 we explain the basic ingredients of GrainGNN.

ˆ Image-to-graph step . We start with a spatial �eld compression method to reduce the large
dimensionality of the phase �eld data. We de�ne a planar graphG and hand-crafted features
F to represent a layer of grain microstructure (see Fig. 3). To de�ne these features from
^� � `

ng

� =1 we �rst combine the �elds to a single image� .x; y; z/. Then we propose an image-
to-graph algorithm� � .x; y; z/ ™ .Gl ; Fl /; l = 0;1;2; ::: to extract vertices and edges of grains
at cross-sections de�ned atzl . The features contain geometric information about the size of
the grains and their boundary. The de�nitions of the image, graph, and features are discussed
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