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ABSTRACT 

These two lectures on iron dominated magnets are meant for the student of 
accelerator science and contain general treatments of the subjects design and con­
struction. The material is arranged m the categories; General concepts and Coat 
Considerations, Profile Configuration and Harmonies, Magnetic Measurements, 
a few examples of "iapecial magnets" and Materials and Practices. An extensive 
literature is provided. 
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1. GENERAL CONCEPTS AND COST CONSIDERATIONS 

l . i INTRODUCTION 

It is quite difficult to give a general lecture since the field of magnet design 
is limited only by the imagination of the designer and obedience to Maxwell's 
equations. Still, there are some general principles that can be listed and illus­
trated by examples so that you can get an overall feeling at what has been done 
in several laboratories. The theory is of the 19th Century, the practice is today. 

These lectures are for students of magnet design and construction - not for 
the experts, and much of what I am going to say will, I hope, be common sense. 
I hope at times to be intensely practical, because cost is always an overriding 
consideration. The key to holding costs under control is simplicity, simplicity, 
simplicity. 

I will concern myself in these talks with iron bounded, that is iron dominated 

magnets used for and around high energy accelerators. The burgeoning field of su­

perconducting magnets as well as the exciting field of "special magnets", in eluding 

kickers, rare earth permanent magnets and the like will be treated by experts 

next week. My own involvement with magnets goes back to my student days now 

some 35 years ago, just at the time when strong, focussing was discovered, and I 

have never been able to gel away from the subject. Being always more interested 

in their uses and applications, magnets are not u y profession and I will there­

fore give you a gcneralists impression of this very necessary field. It has taken 

me through beam lines for experiments, bubble chamber magnets, injection and 

extraction systems, SPEAR, the Mark I and Mark II detector magnets, PEP, a 

damping ring and now some 1000 magnets for the SLC arcs. 

There is no textbook in this field that I know of, but tlie next best thing arc 

the proceedings of the first "International Symposium on Magnet Technology" 

held in 1965 at Stanford University. Symposia were held thereafter about every 
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ERRATA TO SLAC -PUB 3726 found as of 7/10/85 

1. page 7 line B - read J < lA/mm3 

2. page 10 last line - invert (mu/mu) bracket 
3. page 11 line 4 - remove second NI 
4. page 11 line 7 - ...crossectional resistance of magnet coil is... 
5. page 11 line 12- ..second term in Equation 2.... 
6. page 11 line 13- ... the Sox density in the iron to less.. 
7. page 13 line 1 • insert in Eq 5 ...ignoring iron path as before.. 
8. page 19 line 17 - ...shape of the gap configuration ... 
9. page 26 line 10 - ...J around 4A/mm2 ... 

10. page 26 line 18 - ...run ,as many magnets as possible ... 
11. page 26 line 22 - ... lA/mm1... 
12. page 37 line 6 - replace non-optimized by square 
13. page 46 line 5 - for Ref.22 to 31 read Ref. 25 to 34 
14. page 62 line 1 - remove (ie.Power) 
15. page 53 line 7 - Fig. 2.13a,b should read Fig. 2.13b 
16. page 69 line 2 - for Ref. 46,47. read Ref. 48,47 
17. page 71 line 13- for Ref.33 read UGRL 7784 A.M.Winslow (1964) 
18. page 71 line 14- for Rcf.34 read UCRL 18439 J.S.Colonias (1968) 
19. page 75 line 23 - hall should read Hall. 
20. page 76 line 2 • NRM should read NMR 
21. page 81 line 2 - for Ref. 53 read Ref.63 
22. page 83 line F - ....go negative but blocked by a diode.. 
23. page 87 line 6 of Fig - 2 min if approached asymptotically. 
24. page 102 line 3 - for Ref. 90 read Ref. 91 
25. page 107 line 1 - usual should read unusual 
26. page 109 line 4 - .."thin"(in radiation lengths) coil was... 
27. page 109 line 16 - Figure 4 should read Figure 4.12 
28. page 124 line 5 - .... aluminum oxide powder.... 
29. page 135 line 10 - for NT-2, read MT-2 
30. In addition to the aforegoing errors in meaning there are an egregious num­

ber of misspellings and faults of syntax. These will, one hopes, be corrected 
before all this nonsense is printed in earnest. Corrections, of any kind, by 
the reader are always welcome. 



three years, in Oxford, Hamburg, Brookhaven, Rome, Bratislava, Karlsruhe and 
Grenoble. The next conference MT-9 will be in Zurich, 9th Sept.1985. 

Another rich source of available information are the "Particle Accelerator 
Conferences'' held every two years in the U.S. whose Transactions are published 
under tbe auspices of Nuclear and Plasma Science Society of the Institute or 
Electrical and Electronics Engineers (IEEE). These meetings have became quite 
international in character. The last one, the XJth, was held in Vancouver last 
month. The regular Internationa] Accelerator Conferences,on the other hand, 
tend to deal more with beam dynamics and systems rather than magnets, per 
se. I will mention only two more of the many other magnet-related conferences 
that take place, and they are; "Compumag," dedicated to the computation or 
electromagnetic fields - the 5th was held in Fort Collins, Colorado last month and 
the "Applied Superconductivity Conferences," both published under the auspices 
of the IEEE Magnetics Society. 

In these talks, I will use examples taken from the literature and try in each 

case to provide you with the reference permitting you to later read about the 

matter in detail. In some small way this will act as a guide to the literature. In 

this information transfer, there is one more comment to be made. You will quickly 

discern that the various laboratories have over the years developed distinctive 

styles in engineering. CERN, far example, drawing on resources from all over 

Europe tends to construct devices with the greatest of care and attention to 

every detail. NAL, on the other hand, has had a tradition of producing hardware 

faster,perhapa more cheaply and therefore more experimental in nature and initial 

performance. We at SLAC try to steer a middle course in an attempt Lo obtain 

the best from both approaches. 
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1.2 GOALS IN MAGNETS DESIGN 

What, then, is the question the Accelerator Magnet Designer faces? By 

magnet designer, I mean the collective of physicist, engineer, mathematician, 

programmer, financial planner, production manager, materials specialist, quality 

control inspector, purchasing officer and worker, each of whom faring their special 

knowledge to bear on the problem. 

The goal, as I see it, is to produce a product just good enough to perform 

reliably when the machine turns on and with a sufficient safely factor to take 

care of anticipated (and unanticipated) future requirements at the lowest cost 

and on the most timely schedule. It is in estimating these three factors that 

magnet design, which is in principle an analytic process, turns into an art based 

•n experience. What docs one mean by good enough and reliably and future 

requirements? 

(a) Good Enough 

At the project's beginning, the obvious parameters are more or less clearly spec­

ified. Field, aperture, ramprate, acceptable power levels, accessibility for in­

stallation, maintenance of components, etc. A more difficult one is tolerances. 

Tolerances are derived by accelerator theoreticians based on considerations such 

as acceptable orbit distortions, the width of tune stop-bands, the excitation of 

non-linear resonances, (the modem buzz-word is "dynamic aperture" ) accept* 

able values of horizontal vertical coupling, injection and extraction efficiency and 

the like. Analytic calculations axe difficult to interpret and are now generaly 

replaced by computer tracking simulations which are also difficult to interpret. 

It ta in this area that I believe it very important that the magnet designer and 

the accelerator theoretician establish a very close working relationship so that 

tiiey can understand and appreciate each others problems. Because overly tight 

tolerances lead to wasted money) 
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Pardon me for stating something obvious. If we have in a machine, say, 100 
magnets, each of which has an uncorrelated failure probability of 0.1 % per day, 
and it takes a. day to repair or replace each magnet, the system will be operational 
about DO pet. of the time. Bat, if the machine contains 1000 magnets, it may 
never run at all. In actual experience, one deals with the concept of mean time 
between failure and Its root mean square deviation so that probability theory 
must be applied. These facts are well appreciated by industrial designers of, for 
Instance, washing machines and even more BO by airplane manufacturers, but 
are less well known to physicist* who are used to dealing with single pieces of 
"experimental" apparatus. Since the reliability of a new design is essentially 
unknown, the engineer must strike a compromise between extreme caution and 
extreme risk. Model work and what is often called structural and "confirmatory" 
design analysis by Independent engineers is called for before proceeding with final 
design and manufacture, 

{c^gjgtyjjgjlgr, 

In almost ovary project that I have worked on, the initial design parameters were 
raised after a few years of operation. Even if the initial funds are very limited, 
provisions should be incorporated to run the system at some higher energy, cur­
rent, etc., at a later date without having to tear out the equipment and start 
anew. This safety factor also permits operation with less wear and tear at the 
beginning so that design flaws are not disasterous. This matter becomes a nego­
tiation between the project engineer and his management. It is very important, 
however, for the project engineer to prevent each of his component designers from 
inserting their own safety factors, since these may be multiplicative and raise cost 
arbitrarily. 
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1.3 STEPS W DES1GM1MG MAGHETS 

The procedure some of us follow Ea summarized in Figure 1. 

?.I"EPS. IN_ DESIGNING. A_ MAGNET 

(A) Define purpose - develop specifications: 
Field, aperture.uniformity toIerances,ramp 
rate,power,cost accesability etc. 

(B} Perform analytic design. 

(C) Perform first computer design 

(D) Mechanical Design: 
Material selection, construction techniques 
forces, weight, alignement criteria etc. 

(E) Electrical Design: 
Current density,Current, resistance,voltage, 
temperature rise,time constant 
(gc back to D if cooling not adequate) 

(F) Cost Optimization 
(go hack to step B and vary secondary 
parameters ) 

(G) Examine Installation requirements 
(if necessary go back to F) 

Fig. 1.1 Steps in Designing a Magnet 
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After 'he field, aperture and length are determined, as I have already men­
tioned, the question of tolerances should become a ma titer of negotiation between 
theoreticians and the designers. By analytic design, I mean first an estimation 
of the aize of the pole faces in order to obtain the required volume of good field. 
One must also make allowance for the vacuum chamber and its clearances. As 
you will see later on, one rarely begins from the very beginning but makes use of 
and modifies designs that have evolved over the years and developes some rules 
of thumb. That is why looking through the literature can be very helpful. At 
this point one may wish to set up a 2-dimensiona] computer lattice relaxation 
calculation to see if the analytic design is valid, but I caution you not to resort to 
the computer too early since magnet design ts an iterative procedure. Next come 
the conceptual, mechanical and electrical outlines. They are determined by the 
facts that the flux density in iron is limited by saturation, and that the current 
density is limited by cooling considerations. One can now derive the weights of 
steel and conductor, see if the magnet can be assembled, and calculate its cost of 
construction and operation. Useful guides in the process are listed in Figure 2. 
The values listed for costs apply to the U.S. in mid 1985 and you will, of course, 
need to use values which apply to your own situation. Do not forget to take 
inflation into account. Since practically all the magnets' cost parameters depend 
on ech. other, the next step is to start varying these parameters to minimize total 
overall cost. This means going back to step B and iterate the design remembering 
also the capital costs of the power supply and installation. 
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SOME USEFUL GUIDES FOR DESIGN OF 
CONVENTIONAL MAGNETS 

I. Magnet stee! begins to saturate (f < 5 D D } 
around 15 Kilogauss. 
I J. The cost of machined steel is about $ 1.50/? 

laminated steel is about .35$/# + .25/hit. 
III.The cost of Aluminum Conductor extruded is: 

~* i .50/# and of copper ~$3.60/£. 
IV. Coils with curreni. density J < lA /mm may 

not need cooling. 
V, Maximum current density for normal water 
cooled conductor is"< 10A/mm 2 or <6000A/in 2 

VI.Water flow should be turbulent v > 4-6 ft/sec 
Reynolds No.= **/** >4000 D ^ t

/ s a c 

p in 2 /c j . f t -, 
ft in 8 sec./h 

VII.Price of Power 
(a) WOPA (&«™DfR«ta'»'a»m)J1.891cents/KWH» 

T demana chargE of afccul 2S\ 
CbjPG&E 4f&§8$§m& 

VI I I . Cost of putting magnet into service. 
ie. measurement, installation.cables, power 

supply etc. is comparable to the 
Capital Cost of the magnet 

r & { m c e s mid 'BSJ 

Fig. 1.2 Some Useful Guides for Design of Conventional Magnets 

Before discussing each step in more detail, let us look at some actual a » » . 

net profiles designed some 20 years ago. Figure 3 shows some bending magnet 

profiles. These examples are taken from Beam Transport line magnet designs 

for experiments at NIMROD England and were meant for relatively low energy, 

large phase space beams (10 cm gaps) and are relatively power hungry for today's 



limes. Transparency 4 shows the types of qu&drupoles that match the bends in 
aperture. Erom these pictures you see right away that one Is dealbig with tens 
of tons of steel and 5D-1D0 kilowatts of power per magnet. One pays dearly for 
magnet aperture! In the last few years high quality,large aperture magnets have 
staged a comeback for use in antiproton coolers. (Kef 21) 
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Fig. 1.3 Bending Magnet Design at NttfROD la the Late IPW'e 

8 



Tn»mu»b»r 1 1 J 4 a • 
Aaa rlun ndlui 
MM. (lild* eradltnl 

10-1 10-1 i n 10-1 10-0 I M •at Aaa rlun ndlui 
MM. (lild* eradltnl 1,170 1, CIS 1,010 SSS 1,050 l ,M> psia/an 
Efhellvi lingUi at i u (radiant 
lansih ilfauplm 
Qnrtl l wldla al nupiil 

IS-3 4SS 49-3 16-0 • M « • ! • en Efhellvi lingUi at i u (radiant 
lansih ilfauplm 
Qnrtl l wldla al nupiil 

7 M H I » l T M 7J-B tu M 
Efhellvi lingUi at i u (radiant 
lansih ilfauplm 
Qnrtl l wldla al nupiil ItT'l I I I ! 11-9 T i l SO-fl H I em 
Wtlehl 6-S 2-0 1-3 2-0 1-2 I 'M lona 
Mailmun nl laja » u » 95 i ts 1H> TBI If 
Majlmum curranl BOO wo 1,000 1,000 l » 1,009 aaipa 
Mint tr al t a n * ptr pah 121 111 M '« ST 41 * WkUr tlaa i t «0 pit dlltar aattal S-0 s-o 10-3 10-1 10-0 M * pUi /ml t 
HumbRinlUH* (April HIT) I I 30 10 u c * • Nurtar s i nit* 4 * " E — j " » 

t—rftf-4 

2 - p j -

-4*ti— 

5 - I 
htn'-t 

6 - M -

-<e> I 
-<6> I 
-H t 

—t in'}— 

1M 

— Qi5» t 
-4 I 

T 

**.*. 

an tt cat (Typut I . 4. Ss 
ham al Itajoltpmia. Qtadmpoln D 
Allan at IMcm aparto* nameaad 
la • dMks wad at CCBHnd Ha p a n 

H t m l , 3 t W, 1H*d(ha_ 
ignite paia* 
TB»»JP 

TypCTlamltTaJaaaBiaJaw frl»ri>iBmlalaIcaa»MJM»n«fag3jEK»iMtWlii-, Trit*3 
anil 1 ma iilaimnii mini) •Wmmnmniii ait>n LUMM nmn uiin i v m n M n M b k 
»!4d»karctlisottM*a^atBstoMBttt»T)^lM2nnembiizaass>st, TMryateiaaaAt** 
ir» >rn»|itf c» fern a a$a»ialtLartfuiii<ttiiui»f •£•!>•>. n u tti^x tsrc&c* ttao- w#4-
Tr*cilaa4tt»afninrra*uv teiacaf imripgr-Br-EicaicnciigaaBaadMCTitwHafcillaaT. 
Tktit art bitndrl lar aaa «ba» ipw* U my UmiinL 

Fig. 1.4 Quadrupols Magnet Dtrigns at NIMROD ia bte IWO'i 



i .4 PARAMETERS 

(a)Dipole 

Let ns quickly calculate the current necessary to drive the Geld across an air gap. 
In Figure 5 wc have a magnet that looks like the NAL Bending Magnet. 

^ y y / ^ y y / W / ^ / W / ^ ^ 

ACROSS SECTION OF AN 
EARLY B2 BENDING MAGNET 1 

Fig. 1.5 Current vs Field Relationship in a Bending Magnet 

AmperesLai %ofH-dl = NI (1) 

is applied -and the integral is evaluated around a flux path enclosing the current 
so that 

(2) 
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If the iron is not saturated so that 

;^)f»i. (3) 

we can neglect the second term. 

B (uieberafm2) g[meter) 
NI{Ampere)NI = (t0 = 4ir x lQ7[ijit'rers/ampmeter) 

1 weber/m5 = 1 Telsa = 10* gauss 

Hence the electrical power P = (NI)3R„ is proportional to g 2 . The effective 
crossectional resistance of magnet is: 

R„ = p L/A 

in which p is the resistivity of the conductor material 

L js the length of the magnet 

A is the crosaectionai Area of the Coil. 

The second term, in Equation I leads to an inefficiency due to saturation and 
is generally kept to less than 10 % of the first term by holding the flax density 
to leas than 1.5 Tesla by providing enough area of steel. 

The current density, J — NI/A, we will sec, is the other critical scaling pa­
rameter. Smaller A means smaller magnets, i.e., smaller capital costs but higher 
power operating cost. It is also limited by the ability to cool the magnet. Typical 
values for "standard1' applications range from 1 to ID A/nan1. 

11 



fbl Onadmrxpfr 

Let 113 goickly do the same thing for afocnsinE magnet. Figaro 6 shows a 15* bow 
quadrupole from the 20-GeV spectrometer at SLAC. Now we wish to evaluate 
the current to establish a gradient K. The magnet has hyperbolic faces such that 
the field at a radius r from the axis In B(r) = Er, and we choose the path of 
integration shown. Ii is in three parts. Hence 

NI= &Hdl = J?&dr+ [Iron.path) + {path _L to the field] (4) 

Fig. 1.6 Current vi Field Relationship in a Qnadrupole 

12 



= /*«&-=£- (5) 

But since Ka = B^Mp, we have 

very similar to the bending magnet in form except there a n 4 poles and the 
number of Ampere Tarns to establish the gradient ii proportional to a 1 . Bence 
the Power a(JVJ)* era* ie. the fourth power of the radius. 

Now we have a somewhat more difficult problem getting the colls in. They 
termbiate the hyperbola causing higher order field terms. The more coll area the 
more problems. This could mean having to increase the aperture, and this will 
cost both steel and power. The solutions to these problems are part of the next 
lecture, 

fc) Sextupole 

All modern machines and many spectrometers employ sextupoles to cancel or al­
leviate the effects of chromaticity. By this I mean the fact that the focal lengths 
of quadrupoles, and hence the tune of a machine (the number of Betatron osril-
lations/turn), depend on the deviation "dp" of the particles momentum about 
Its central momentum (P«). In Figure 7 are shown some sextupole profiles. IT 
the field B(r) is characterized fay a sextupolc form, Le>, quadratic in r we hare 
B(r) = 1/2 a/ r' end choosing the path as ohowa 

J J It J 2fta 6/*« (7) 

13 



. . . . . . . . . « - . , • , - . . ^ _ . Ufcl liifciJ- .]_ ' i l I ' I I I I " ' -i «* l i • f t^*^Tn"* l i f ffiVlTr 

3 * ^ * 3 - * 

Ft;. 1.7 Current vs Field Relationship in a Sextupole 
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or 

NI/p0le = ?>£<£ • (8) 

Incidentally, the equation of the pole is a..:ubic Sx^-y3 = a 3. 

Wo note: The power to establish the gradient T/m 2 is proportional to the 
6th power of the radius, and it is even harder to squeeze the 6 coils into the 
crossection. * " 

Fortunately, the sextupolai fields required in most machines are only 10 % 
as strong as quadrupole fields at the edges of the aperture. 

fd) Non Symmetric Profiles 

You may have noticed that the sextupole shown in the lower part of the figure 
is not axially symmetric. It has , in fact, been tailored to fit an elliptic vacuum 
chamber largely because of power considerations. Let me warn you, however, 
I think that this sextupole is difficult to build- More usually seen are what 
have coma to be called "Collins", (for Tom Collins} or "Figure 8" or "Narrow" 
quadrupoles. Figure 8 shows an early design and flux pattern. Notice that it has 

-Up sides and is especially useful in those applications where beams mi .at pass close 
to each other Ln one plane. Another example is the NAL main ring quadrupole 
shown in Figure 9. In References 3 and A you will find details of a few other 
examples. If carefully constructed they can have every bit as good field quality 
as symmetric quads. 

(e) Window Frame Designs 

In Figure 10 are depicted some dipoles that appear to have no poles. These 
are often used as steering correction elements, and because in this case the coils 
return outside the iron, are less efficient. Field quality, however, in the absence 
of saturation, is excellent. 

15 



Fig. 1.8 Example of a "Figure 8' or *CollinB" type Quadrupole 

: J ^ ^ J ^ ^ ? > > > x < ^ ^ ^ > > > x ^ ^ M 

W ^^>^y/s///s/s/s///;^^^ 

Fig. 1.9 Elipnc Crossection of an FNAL Main Ring QuaJ, 
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Horizontal Closed Orbit Deflector 

Vertical Closed Orbit DefJector 

Fig. 1.10 "Foleless" Dipole Corrector - profiles 
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The quadrupole version of this concept is shown In Figure 11 and is often 
called the Panofeky Quad. It can be made with excellent field quality but is used 
only as a correction element, because it otherwise consumes too mucb power. It 
is really an example of an ironleas magnet, and this subject leads naturally into 
the superconducting Geld which is beyond the scope 01 these lectures. Clearly 
the magnetic field la determined by the placement of the conductor not the steel 
return yoke. 

Fig. 1.11 A Foleless Taso&ky* Qaadropole 
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l .s GENERAL REVIEW REFERENCES 

At moat magnet conferences some distinguished author is called upon to 
review the Btate of the field. See for example References 5 and 6. The one 
by Professor M. Stanley Livingston, Ref. 7, co-inventor of the cyclotron and of 
strong focussing and one of my former mentors, traces the historical development 
of accelerator magnets up to 1070 and, I would say, is required reading for the 
student. 

1.8 EXAMPLES - OLD AND MEW 

The rationale of the design and the performance of booster magnets at CERN 
and NAL and KEK may be of interest to you. References 8,9 and 10 give details. 
The CERN Booster is noteworthy in that 4 bending and 4 focusing elements arc 
stacked on top of each other. Figure 12 shows haw these magnets are realized. 
References 11 through 14 detail the NAL Main Bends and Quads. 

Observe how multiple magnets remain with us. Figure 13 depicts the Texas 
Accelerator Center's entry into the SSC sweepstakes. It shows (life-size) the 
lamination of the cold iron "superferric" magnet which L> energized, however,by 
superconducting coila.(REF 20) At low fields this magnet is clearly dominated by 
the shape of the configuration. Its field uniformity is adjusted over a very wide 
dynamic range( over 3 Tesla} by varying the current in three separate windings. 
There are to he 1000 magnets,cach 140 meters long! 
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Fig. 1.12 Example of a "Multiple Magnet" at the CERN P.S. Booster 
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Fig. 1.13 The TAC "Superferrlc1' SSC Bending Magnet Lamination 
21 
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1,7 COST OPTIMIZATION 

As stated at the outset, one of the rosin goals in accelerator design is to 
design for minimum total cost. Total coat includes not only the capital cast of 
the magnet but also the capital cost of the power supply, power distribution 
and coaling system and especially the estimated operating costs of power over 
the projected life of the project. The procedure given by Brianti and Gabriel 
at CERN, Kef. 15, for DC and AC magnets is noteworthy. The main scaling 
parameter they use are the length of the magnets and the DC or peak current 
density (J) in the coils. Other considerations axe listed in References 16 through 
18. Here is what the CERN people do: 

They consider magnets of the types shown in Figures 14 and 15 with the 
dimensions indicated. 

A summary of cost expressions is shown in Figure 16. 

In this study expressions are then developed for all the coefficients using some 
set of fixed input parameters. 

pa 
— = total bending power in TM req.(5TM) *o 

0m = maximum deflection angle per majnet (.05rad) 

h = gap height(San) 

- = - = field accuracy (10~3) 

T = running time 30,000/ira.(~ 8t/ra.) 

Letting the length of magnet and current density be "free" parameters. 

One could of course differentiate the total coat with respect to the free pa­
rameters to find the minima, bat it is more instructive to calculate some cases. 
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Fig. l .U CroMKtions Evaluated in Coat Optimliafioni (A) 
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Fig. LIS Cfwaectioos Evaluated in Cost Optimltttiosfl (B) 
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FACTORS THAT DETERMINE SYSTEM COSTS 

Me-Equipment Cost = M| + M2 + M3 +M4 + M5 
M, - Cost of power supply and associated equipment 

My = Cost of finished coil moulted in the yoke 

M 3 = Cost of finished yoke 

M 4 = Coot of AC and DC Power distribution system 

Mr = Cost of cooling system jiumps distribaUon.towers etc 

Mo=0perating Cost = Cost of power to run 
magnets,distribution and cooling systems 

M. = M n , s Cost of Equipment that is independent of Power (such as 
u x cdblie]es,controls,r8gulatQreetc) + I cost/KW of supp! 

x Power x l / i j (where jf Is efficiency of conversion) 

3 

M2 = [ finished cost/m ] x volume of conductor 

M3 = [ finished cost of core/m J x volume of core 

M4 = [ cost/KW of distribution J x Power 

M s = [ cost/KW of water system ] x Power 

M 0 = [Cost/KWHr of electricity ] x Operating hours x /? x Power 

{where J? takes Into account rectifier and distribution losses and 
the use factor, ie. the system Is not always at full power} 

Fig. 146 factors That Det«nnme Magnet System Casta 
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Results for a large set of 5 Tesla Meter Magnets at CERN in 1970 are shown 

in the fallowing Figures. The conductor material is copper. I infer that a power 

cost of .03 SF/KW hour was used. 

Figure 17 shows the obvious - Power varies as J, also longer magnets have 
less end conductors. 

Figure 18 shows that Volume oF coil varies inversely as the square of J. 

Figure 19 shows Volume yoke varies inversely as the square of J. 

Figure 20- cost of various things for fixed length, showing that around 4 

A/mm 2 , the P.S.+ magnet costs are about equal. 

Figure 21 shove minimum cost for J around 4 Atom 1 

Fig.22 shows a minimuni around 5 A /mm 1 with cost of electricity halved. 

The Conclusions 

{1} 'Power is very important - it enters into the equipment cost through the 

P.S. and in cost of electricity. 

(2) Design fluxes should be in 1.2 io 1.7 Tesla region. 

(3) Minima in J are broad but around 4 A/mm 3 . 

(4) Try to keep magnets long to minimize end effects. 

(5) Run as many magnets in series to minimize P.S. costs. 

PLEASE NOTE: You will get different results if you put in your own values. 

This is only an example of the procedure. 

For instance, at SLAC we use a great deal of aluminum as conductor and 

this moves the minimum in J to around I A mm 3 . We will discuss aluminum in 

another lecUire. 
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Increasing the cost of power will, of course, move the minimum to even lower 
values of J. 

These types of calculations have also been done for other magnets and are 
usually sot up on a computer program. Figure 23 shows the kinds of crossections 
calculated even back in 1065 before we all had desk top computers for fiscal 
analysis. We will see in the next chapter how the profile is influenced by the field 
level the magnet is to operate at. Let me conclude this subject by saying that the 
balance between capital and operating cots is a question that must be answered 
by the laboratories' management, since the designer himself is not generally in a 
position to know all the details of future funding levels. 

Fig. 1.23 Croasections Evaluated for Cost by COMA (1965) 
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1.8 P E P M A G N E T S A N D C O S T S 

The P E P magnet system was described by Bob Bell, Chief Mechanical Engi­

neer for PEP in Reference 19. Figure 24 gives a breakdown of actual construction 

costs when the system was completed in November 1979. I show this table so 

that you, as future accelerator designers, see that the cost of a magnet SYSTEM 

has ingredients other than just the cost of the magnets. 

PEP MAGNET SYSTEM COSTS osnpfctei Nov 1979 
1 no ctr.-.gnlior-al facilities) 

E . D . & I . Ring ( SLAQ 1,018,517 
I.R.Quafc {LBU 287,100 
Pousr Supply (LBU ••••• 511,9D0 

i.sr/.srr 

C O M P O N E N T S Number 

Bending Magnets 192 7 cm 5.4 m 2,311,221 
QuaA-Lcoles 216 10cm t.O m 1,711,915 
IDV field bends 21 10cm 2.0 m 99,010 
Sextupoles 192 I2cm J,-5m 433,469 
Multiplies (corr) 24 2Dcm .5 m 58,806 
Vertical steering 24 10an .Sm 54,649 
LR.Quads (high qual) 24 16cm 1.5,2.0 1,106,600 
Supports 216 663,703 
Bussing and Cboling (no towers or pumps) 505,377 
Magnet Measuremet (SLAQ 274,822 
Transporters 68,602 
Tools and misc. 106,606 
Handling and TranspcrtaUon 137,861 
Power Supplies fro I & C > (LBU .. 889,000 

8.451,674 
INSTALLATION: CTSMI 

rnsUllation Survey .75,300 
Ring Magnet Installation 1,563,600 
I.R.Magnel Installation 61,800 
PJS. Installation ...294.200 

1.994,9UU 

Fig. 1.24 Example of a Magnet "System" Cost 
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2. PROFILE CONFIGURATIONS AND HARMONICS 

2.1 Entrodnettnij 

In. the previous chapter, we concerned ourselves generally with the size and 
economics of magnets for a given aperture and field. This portion is about 
practical methods of shaping the iron and conductors in order to achieve the field 
uniformities required for machine performance- Beware the accelerator theorist 
who demands field errors less than DJ31%- oae will see that such performance is 
possible bat difficult to achieve and costly. 

Two examples of tolerances for the electron-positron storage ring, PEP, axe 
listed in References 22 and 23. Tolerances on storage rings are generally more 
severe than on accelerators, because the phase spaces of beams have to be main­
tained for many revolutions (hrs.) so that either tha luminosity is not degraded 
or so that particles do not leave the machine's orbit and cause background in 
nearby detectors. One of the most intensely studied problems in the accelerator 
physics community today (summer '65) is what the magnetic field tolerances for 
the SSC, a proton collider, should be (Ref 24). 

It la not difficult to devise perfect mathematical pole-configurations for spe­
cific fields. The problem is they cannot be built economically. There are always 
side and end effects. The practical method is in the other direction, you estimate 
the size of the polo and then derive the resulting field in terms of an expansion 
of higher order field terms. In other words, one must solve the Laplace or Pois-
son equation with finite 'bo"r*4:^ conditions and then expand the error field. 
Then you move the boundaries until the field quality is good enough. Before 
the large-scale computer came alone;, people did this by analytic methods such 
as conformal mapping or solved the problem with analogue computers, carbon 
paper, watertanks or, mare to the point, magnetic models. Before running to the 
computer, what can one learn from experience? 
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2.2 Contour Shaping 

(a) Bending Magnets (H Type) 

Consider the bending magnet in Figure 2.1a, Due to the finite lateral extent 
of the pole pieces, the field wilt fait at the sides. Consider a bag; magnet to t u t 
the problem is two dimensional. 

Fig. 2.1a Transverse Fringing Fields of a Bending Magnet 

For a non- optimized corner, a very useful expression for how much oveihana 
'a ' is needed to produce a given dB/B at the edge oF the goad field region is 
given by the engineering relation 

X = % = 0.75 - 0.36*n (100-=-) n 3 

If, for example, we wish dB/B w 10-4, then a/h a; 2.4 or very approximately 
a distance equal to the totaj gsp. This is a good starting point for the design. 
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The next step is to make it better. It is natural to assume that since there 
is insufficient iron on the corner to add some in the gap. This has been known 
since the days cyclotron magnets were "shimmed". But what happens is that the 
flux concentration at the corner is too high, and the field rises and then falls. So 
the next step is to take some iron away to make the concentration flatter. This 
is still easy to machine with simple machine tools and, therefore, does not cost 
too much. 

J , | 

However, nature simply abhors sharp coiners, and as the magnet is run to 

higher flux densities, the steel at the corner saturates and the shape oF the flux 

distribution changes. So, let us make the corners round. If the magnet is lam­

inated this is no problem, since the punch and die is machined this way for 

manufacturing Figure 2.1b. 
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i^oand £afn*.f" 

This is not the end of the story, however, because the pole must carry all that 

stray flux that, comes in from the side. If the corner saturates, then the root of 

the pole may saturate even more, and one must give the lines room to be carried 

) 

Fig. 2.1b Transverse Corners of a High Field Bend 

away. Therefore, in high field magnets the pole must be tapered. LESSON 1. 
The remedy for the desease called "pole root saturation" is taper the pole! If the 
pole is tapered more stray flux must be carried around the backleg. LESSON 2 
The remedy for "iron deficiency anemia" is to make the bacfcleg wide enough. 

In fact, if the shape of the field is to be constant with excitation - it must 

be a surface of constant magnetic scalar potential! This is called the Rogowsky 

contour. Now you know as much as I do and can proceed to calculation with a 

computer. We will discuss end effects later. 
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(bl Bendimr Ma^* f r T y ^ ) 

A. C magnet, often used to penult easier installation and service of vacuum 
chamber, has an additional problem. The H magnet is 2 - raid symmetric -
ie. not only about the median plana but also about Hs center line. The field 
will, therefore, fall off the same way OS both sides. The C magnet has only one 
symmetry plane. Since §S • dl • NI is a constant, the contribution to the 
integral in the iron has different path lengths , and with finite permeability mil 
have a lower B field in the gap on the outside than on the inside. In other words, 
it will have an unwanted gradient and all odd as well as even, harmonica of the 
field. This IB shown in Figure 2.1c. Notice in Figure 2.2 the signs and magnitude 
of the sextupolar terms and how they change with excitation as E and C type 
bends are driven toward saturation. Figure 2.3 shows how the field falls off fur 
from corners out in the coil region .It Is only slightly affected by what one does 
at the comer but alt that stray flux must be carried by the back leg. 

Fig. 2.1c Why a «C" Bending Magnet haa a Gradient 
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Fig. 2.2 Example of Sextupolar Field Fall Off. 

las or fa i l far t a at PIEW af hmUaj mata. i 
wrcpEtm Car isa aaia 'M4 lanl tor u* G-ej|* •««*» < 

Tba ergimiH tun aaLtaiBit? la btollat Ifcfth u • nmiMia 
of b m n m i t i ^ i c m art riila lant Ii n > u * ta oa a.ritnzt 
duentuUn af li» naduriaia U u* n» >ifxtu. 

Pais 

(3) 

$ 

Shaping and Field Distribution. 
Measured f i e ld distribution. 
Hldplnne f i e ld distribution neg­
lect ing naturation. 
Hldplone f ie ld distribution accord 
log to pole contour b. 
Flux density at pole contour b, 
Field distribution according ta 
pole contour c. 
Flux density at pole sontour *. 
Mldplsne flux distribution RBEsrd-
lng t o pole contour d. 
Flux density at pole contour d. 
Hldplane flux distribution iceord-
lng t o pole contour «-

I « I "a** <«l 
Anal ShotataaMMi lal 
Cm I a-3.tr' a'lMatr' K H I C ' I U . 
CMS aiiitr* apioiiar* i>aMio*tti 
CmT a>i.«r* aiznaasr* l>ttCjr< Ml 

Fig. 2.3 Fieldi tn the Coil Area of a Bending Magnet 
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(c) Quadruooles 

Precisely the same kinds of considerations of contour shaping that we have 
applied in dipole geometry also apply in quadrupole geometry. The Brat question 
then is "how wide does the pole have to be?" 

In Figure 2.4 the iron of the hyperbola has been cut straight back to put the 
coil In . We can then resort to a very useful graph calculated by Dr. Helmut 
Wiedemann in an internal OESY Report H5/71-4, April 1971, shown in Figure 

Fig. 2.4 Truncation of the Qitadrupole Hyperbola 
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2.5. Let us take an example-for a gradient error dg/g « 10-3 at 7096 of the bora 

radiiu, we find A/R, - 0.35. The pole width P i = 1,5R„. IF we wish the field to 

be this good out to 90 98 of Rg then P2 = 1.7fiRo. This clearly is about as wide 

a pole tolerable since there will be very high fields at the corner. Actually that 

is a pretty good quadrupolc. 

The moat common thing done in the past.when poles were machined out of 
solid Iron, Is to add metal at a tangent point, as shown in Figure 2.4.Since we 
have homed to laminate magnets the most complicated shapes are easy and all 
the considerations that we went through for the dipoht contours apply here as 
well. 

W -

1,2 

10 

OB. 

CUB 

0A-

02 

Gtoauigkeit von Quadrupotfetdam 

Parameter: fthter Im Gradtentan 

Q2S0 Q300 Q350 QflK A . 

Fig. 2.5 Estimated Pole Width va Gradient Uniformity 
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Although we are discussing iron dominated magnets, conductor placement 
does have effects. In the last chapter you probably noticed that the high field 
NAL bend had a conductor right in the gap. ThiB ia very useful (but more 
complicated) way to force the field back into the gap. In Figure 2.6 we show 
what a profound effect omitting one conductor can have on the field uniformity 
of a SLAC Spectrometer Quad. 

/ 

n—. i J I-. _ / 

B— « J . 

/- U ' " -" ' -" •" f 

Fig. 2.6 Effect of Conductor Placements in Quadrupolea 
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(el Sextnpole Pole WidthH 

Figure 2.7 (also by Helmut Wiedemann) gives you a feeling of how eextupole 
magnet strength errors scale with pole width. Fortunately, sextupales generally 
do not need to be as accurate. 

Genaulgkeit von Sexlupolfeldern 

Fig. 2.7 Estimated Pole width vs Sextupole Uniformity 
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3.3 Field Computation BY Computer 

We are now in a position to see how educated out estimates are. This means 
solving Laplace's m Poisson's equation with the boundary conditions of the prob­
lem. Many computer programs have been written for this purpose and are de­
scribed in the many References 22 through 31 that I have listed for yon. Some of 
the people associated with these programs are Winslow, Colonias, Brechna, Her-
rmannsfeldt, Trowbridge, Lari, Carpenter, Iaelin and, most familiar to me, Klaus 

Halbach and Ron Holsinger who developed the current versions of "POISSON." 
Over the last 20 years, the programs have grown very sophisticated and, conse­
quently, less transparent. Most importantly, they are able to calculate the solu­
tion in the presence of non-linear iron. Forces on the conductors can be treated. 
The subroutine MINT analyzes the good Geld region in terms of harmonics, and 
the package MIRT actually moves the iron in shim regions to produce the de­
sired field characteristics. Conforms! transformations are built in. The work 
has become a profession, in fact, as I mentioned last chapter, the mathematical 
troubadours of this trade hold their own conferences, and travel about from lab­
oratory to laboratory setting up their programs (if you pay them) so that others 
can -use their tools. 

Most of the application is in 2 dimensions in either rectangular or cyclindrical 
coordinates. This is fine for most accelerator magnets which are generally much 
longer than wide. Three dimensional programs are now coming into use. Ref. 
(38) Since they would consume so much normal computer time, it pays to run 
them on a CRAY. 

As a'generalist it is simply not possible for me to go into the details of this 
work except to show you in the barest of outline what the designer does and how 
he usee this tool.The interested student might consult Thomas Weiland's recent 
article, the title page of which is shown in Figure 2.8. For the expert there is 
C.Iselin's article (MT-7 page 21*58 (1981)] which contains many references. How 
POISSON is used as a black box is given in Reference 35. 
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O N T H E NUMERICAL SOLUTION O F 
MAXWELL'S EQUATIONS AND APPLICATIONS 

IN T H E FIELD OF 
ACCELERATOR PHYSICS 

THOMAS WEtLAND 
DESY 2000 HimSuttf S.\ FAG 

i * nm*J JMHI It* JWJ; tw Jlwt /*#*» J J M T / 1T /W 0 

A diicriuiiiion *flurj tgr Mu+*Ki cqiufwni li dncribnJ tlui fiuhFn Tniisusi «f JD pvwUo 
hamujnnnii ind in!ltfma|tBnnn problem ftcm lUflCiMdr RU(HCiui(j|«i jnd chWSlUlo ID Bear-
drpemiml Acid pinhlfini lhniiwJDi!c«*ur|ti moiiirf frtit/ tttnf fpcnJ Th# n o i nfltodcaa hf U«n5 Ear 
mjEnndniiafar£itiip*fn^n4etti |3lfcm>M»jlrTi>f««ppuB^^ 
inlctiiu pt obi run, BAd wkiffukjf ItTUClum. 

Tlir niriHnd nukn Jiifti wr cf the tfeiris 2tui nurrrtk flthi » usL»**i . iltn jaUici oaitodr 
dcfinRi^mGniniainbuu)iH»bn3fwub]fj?d definition,^ 
TrPm ihv ute ot liiiRfiaJ hittixia) »uc± » mlgr palmluli at Hntt pctrmiiiJi. 

Ui-r-i i-htii t n u i t n i b j ngnpvirr cnJa bur bem rinilppaj tad ipplirt n> irrioan ETONIBK 
App^i<»niuihEn>U«VjGtd«lerFfrjiOTfac4udrmjpriin^ 
a i i i i n add brimrr»hia| qbsiUiunt Ear ipiEj£>i1iif uudiA. Marl m*fltJ> <*< IPnbod Itai vRB « • ! la 
Mudy lb* fltw leedemied. pnacpipof »il(!-ft*lj nrnprniiun 

I. INTRODUCTION 

Theunifcd ihroryof tltari; jnd magnetic field] iirfaaibtil by Miiotiri equations' 

£ , , - * - J K £ + J + P T ) " ' A w 

J T B - J A - 0 • (3) 

In these equal «tn E and 11 arc the dettfc and mifnctfc Odd and D and B are tbs 
electric DJid mafnelic JlusdertritJe4.Tl.ecuTOntdc]uity is denoted bjr Jasd p denote 

Fig. 2,6 Maxwel ls Equations 
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Figure 2.9 gives the equation to be solved. 

THE VECTOR POTENTIAL EQUATION 
IN TIE X.Y PLANE IS: 

in which J " r J^= the current density within coil 

>ti ^>(l*J >s g i v e n i n Table form 

If the solution is p — P -> 14* ,2 ^m^ni'^qa 

then +"p __UL and "E J>Q 

* "*3 " j "ax 

To each point of the mesh and each boudary point 
is associated a finite difference equation 
representing the [oca! approx. of the partial 
derivative equation. The system of finite 
difference equations is solved by a relaxation me 
thod using extrapolation. 

Fig. 2.9 The Vector Potential Equation* to he Hived 
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Figure 2.10 shows how the problem is set up on a triangular mesh of "logical" 
coordinates which are distorted to fit the boundaries of the problem. 

The lattice Bub-routine Iteratrvely generates the mesh shown in the lower i 
diagram. 

^/Js-tffrkP* * ft«™i» IpBtihcd in pxsMrm Itipirt. 

I 

tfvlttfK &tt*Jfwy-

X*fleal o p 9T C-B^net w b . 

Fig. 2.10 Triangular Meeh Used in Setting Up the Lattice 
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Computation of the vector potential that proceeds iteratiwely for each mesh 
point. The computation proceeda tn the iron ie£on with the determination of 

^tAimMTBto'Ovni^&ofJtoartGanlM'tocteTfoUa^ 

SO 
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vector potential, magnetic induction and permeability at each mesh point. The 
vector potentials A are first computed at all points by assuming a constant value 
of permeability, then thn components of the induction B are determined as partial 
derivatives of A, and the permeability values as a function of the absolute values 
of B are read from a table. Than, the whole process Is repeated with adjusted 
permeability values: cycling is continued until the changes in permeability are 
all behnr a specified value. Finally, the MMF drops between points of the iron 
contour are computed. The fields B*, By, B ^ M and the gradient are computed 
and printed ip the form of a map. 

So that you, can see graphically what has boon calculated, lines of equal 
victor potential (La., flux lines) are then plotted as shown In Figure 2.11. In 
reci.ingular coordinates, the density of lines is proportional to the field intensity. 
Certain portions can bs expanded to show detail, 

J£ow accurate Is POISSON7 la the early 1970's we ussd to use magnetic 
measurements to check the calculation, in the lflSQ'a its the other way around. 
In dipole geometry, given a good table of permeability mu, sufficient mesh points 
in the xegion of interest, B la better than 1/103 when compared with magnetic 
measurement of actual magnets in absolute Sold, as well as in shape.Note: So 
fai our version cannot handls residual fields, With great cara in setting up the 
lattice, effects as small as - I/104 can be estimated in relative Sold shape. Double 
precision code must be used. In quadrttpol* geometry, tbs program is not as 
reliable, but we can use a trick-conforms) mapping. 

2.4 SOME EXAMPLES OF COMPUTER FIELD CACULATIOWS 

(a)An extreme case of high gradient quadrupole design (Ref. 36) 

Figure 2.12 shows the profile and field distribution of a 1.0cm bore quadrupole 
of gradient up to 25KG/cm. An a rule of thumb it is not possible to have more 
than 10-12 KG on. the poletip because off saturation at the pok root. Small 
magneto are more difficult to cool because although the required current scales 
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rTvw/j*k.fT=383* 

Fig. 2.12 Field Lines of a 1cm Bore 25 KG/cm Quad. 

with aperture, the current density (ie. Power) scales inversely with the aperture 

squared. If relative mechanical tolerances are to remain the same, machining 

tolerances are pushed to the 0.1 mil level! Such tolerances can be achieved with 

modern computer controlled electric discharge milling (EDM) techniques. 
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(b) A new 20KG Bending Magnet Deaign for the SLC Damping Ring (Ref. 37J 

DAMPl HEW DAMPING (UNO BEND, NO SHIM, UP 1 CU, 6 / 1 2 / 6 4 3:33 P.U. ¥EDHESJ 

1?, ,* II30Z{—•*"- C"(C/B & %~ 

n J * /7flX J>-f ' •£" — 

Cut Jei = 1-*Y Jr-r/mn 

Fig. 2.13b Field Lines and Parameters of a 20KG Bend 

Figure 2.13a ,b show how the sides of this magnet are shaped for high fields. 
Figure 2.14a depicts the 3 dimenaional TOSCA (Ref. 38) mesh used to study 
the ends (which arc important in maximizing the synchrotron radiation integrals 
that are proportional to bit B3.dl). Figure 2.14b shows good agreemnet betvveen 
calculation and measurement for the end field fall off. 
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Fig- Z.Ma TOSCA 3D Mesh of Magnet in Fig. 2.13 

90 DEG T0SCA 20 VS MEAS. 448.731 AMPS 

2000C -

15000 

1Q0UO — 

5000-

Fig. 2.14b CompaiiBOD of TOSCA End Field Calculation with Measurement 
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{c)SLC Arc Transport AG Magnets 

50 GeV electrons mi at be transported in such a way so that very Jittle phase 
space dilution occurs due to synchrotron radiation excitation. This requires very 
high focussing gradients superimposed on the bending field. The magnet chosen 
is shown in Figure 2.15, You wili recognize it as a half quadrupole with a neu­
tral pole mirror plane. The equilibrium orbit is located 8mm form this pole as 
indicated by the cross. A POISSON field plot is superimposed. Some care with 
the profile ia indicated since the system is about 2.2 Kilometers long (Ref 39) 

Laminotion 

Fig. 2.15 CroBeectioD of a SLG Arc Transport AG Magnet 
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The calculation « u done by Klaus Halbadt and Brnce Humphries by fust 
transforming the magnet into dipole geometry, using the conformal transforma­
tion, (see Ref. 40). 

Sdipote " x * * Y " ^ n a d " & + * y ' S 

Hence X — i?-!? and Y =2xy 

You can see that since xy a constant, the hyperbola transforms into Y = 
+/-a a (a constant) • +/- Gap/2. AH the other points, including the good field 

region, end up somewhere else. 

The transformed quadmpole (now a dipole) is now made as uniform as pos­
sible over the required good Geld region by the methods of shimming and anti-
shimming described. In actual fact a certain amount of required positive or 
negative sextupole was added at this point since the arc system is a chain of 
aehromats. Far the positive esse the result is shown in Figure 2.16. 

m . « • < n > •>!, uncut OBI • it 

Fig. 2.16 SIX; Magnet Transformed into *Dipo!e» Geometry 
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Remember the program fa very accurate in dipole geometry and mo infinite. 
Now we bun to transform back to qumdrapote geometry by » = Z*/* 

The x and y coordinates become? 

2 J 2s 

The final result for mu infinite is shown in Figure 2.17. If we have done 
the job correctly when the program is run with Bnlte permeability, then the 
distribution in the good field region should DDt have changed. Measurements 
of the actual magnets showed no unwanted higher order terms In the good field 
region of + / - 4mm. and a. wide range of excitation for the negative sextvpoiar 
case.fREF 41).The positive case showed some saturation effects but of insofllcient. 
magnitude to compromise operation. 

Fig. 2.17 Final Profile with Noses for Positive Sextnpoiar Contribution 
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The introduction of sextnpolar terms into quadruples is not new. The re­
sulting pole feces are then distorted as shown tn Figure 2.18 (See also Reference 
42). 

Big. 2.18 Profile of Noma! Qnadnpole with Sextupole Addition 

(d) The Snperferric SSC collider dipole. 

We have already refered ta this magnet in Chapter 1 (Rcf 20} Figure 2.29 
depicts a POISSON calculation of one corner of the configuration. Detailed 
perturbation calculations of the effects of errois in conductor placement have 
been carried out and are generally in goad agreement with measurement up to 
the 3 tesla level. At this excitation these magnets can no longer be considered 
"iron dominated ' ice condnctor placement now plays a significant role in field 
uniformity. 1 mil tolerances are called for! 
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Conductor FKClb/lnl Eydt>/ln> I h i t i i m ^ m 
331 10 -I? .B6 -2 .903 
113 00 -31 .OS -11 D « 
23G SO -24 .39 -S .At? 
B3 12 -34 S3 ~2i 317 

-49 44 -3 >» -175 .SIS 
rvlativt I D th* K 3 K 1 * . 

UcS^OH. t£ Afflrt. .5ft01\.f 

Fig. 2.19 TAC "Superfeme." Profile at 3 Tata. (Nate presence of Iron Sbnnt, 
Magnitude of POISSON Calculated Forces on Conductora) 
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2.5 Description Of Fields In Terms Of B,wmonlc Expansion Around 1965, the mea­
surement and diagnosis ofqnadrupoles cnderwent somewhat of a revolution with 
the use by X Cobb et. at. at SLAC (Ref. 43) ofthe last rotating coil. This idea ia 
based on Che description of magnetic fields in terms of their harmonic expansion. 

Imagine, if you will, a coil shown in Figure 2.20- Rotating with constant 
angular velocity - one side of t i e coil is placed eoHnear with the axis of the 
magnet, the other side sweeps oat a circle of constant radius, r. The voltage that 
yon will see on an oscilloscope is proportional to the rate of finx cot by the coil. 

If the quadrupole is perfect, we should see a perfect sine or cosine wave at a 
frequency twice the revolution frequency. 

Fig. 2.20 The Geometry of a Harmonic Analysis Coil 

Since the real magnet has had its pole cut back for the coil, the magnet is not 
perfect, and there are satellite poles from the pole corners as shown in Figure 
231. You can see that these satellites (there are 3 per pole) witt give rise to 
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QuiArupela smrtmetid Kith perfectly IqrptrteUe polii • 
"but poli* truaeatai i t polnta ( u l q . 

Fig. 2.21 4 Polo and 12 Pole Contribution from a Truncated Hyperbolic Pole 

a signal at 3 times the quadrupole frequency and will be superimposed on tne 
main signal out of phase. We call this the 12 pole or dodecapole contribution. Its 
magnitude ie a measure of how good the field quality is. More generally, we can 
write (Figaro 2.22) a general expression for the field as a sum of the fundamental 
and higher order terms. 

Now, you see the power of the method. By frequency and phase analyzing 
the signal by an electronic analyzer you can immediately determine the error 
fields in terms of the fundamental. 
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Ibr example, iT the amplitude of the 12 pole turn b 0.19S of the 4 pole term 
at radios I J , we can scale it to any otiier radius Tj simply in the ratio 
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This means, of course, that allowed higher order pole contributions scale 
with very high powers and become important only near the aperture radius. The 
relative 20 pole, the next allowed pole scales as (r/r„)8, z. fact that has led some 
wag to point ont that ^oiwrusfr nails do a quadrnpolemafce''provided the good 
field volume b sufficiently small* A good rule of thumb is that it k very hard to 
make a "bad" quad if only half its bore radius is used. 

This harmonic method just described gives the basis for diagnosing the ill­
nesses that beset magnets. The magnitudes and phases tell you how to change 
the profile. Since the POISSOPT program can perform this analysis, the designer 
can first diagnosis the magnets on paper. 

Soma of the Illnesses are shown In Figures 23, 24, 25 and are listed in Ref. 
43. The ones from incorrect pole shapes can produce only odd harmonics of the 
4 pole, i.e., 12, 20, SB, etc. All others arise from "constructional asymmetries" 
caused only by incorrect stampings or that the magnet has not been assembled 
correctly. One cannot overemphasize the importance of establishing manufactur­
ing practices that maintain constructure) symmetry.! The most general analytic 
treatment of errors Is by Halbach, Kef. 44. How the measurements are actually 
carried out is treated in the next chapter. 
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2.6 End Effects 

So for, everything we have said is two dimensional. Real magneta have ends 
which are felt by the traversing particles. What we need to do is repair not just 
the local errors bttt maintain the quality of the magnet integrated over its total length 
and this is done by shimming the ends. Far a crude magnet (1/10 3) a simple cut 

across the end of the poles will do, For a very high quality magnet, better than 
(l/IO 4) more complicated procedure* are used. 

A square end wUl generally Introduce substantial 12, 20 pole contributions. 
Figure 2.26 shows how the 4 pole and 12 pole Selds appear at the ends of the 
magnet. If the poles are cut away, as shown, the Integrated oat of phase and in 
phase contributions of the 12 polo can be made equal so that the particles do not 
feel this higher order effect. The amount of cut "(d)" can be determined by an 
algorithm as detailed !n Ref. 45. By adjusting the ajiglc of the ctr. angle bath 
12 and 20 pole integrated contributions can be cancelled. You will appreciate 
that this trick also makes the quadrupole errors less sensitive to saturation effects 
since the end fields enter the steal more perpendicular to the steel. 

Another method is to modify the pole contour in the center of the magnet to 
compensate for the end effects. This has been done extensively at CERN. Ref. 
46. 
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Soon of the highest quality quadrupales known to me are the 24 PEP inter­
action region quads built at LBL.(Keferences 46,47) The sum of all higher oder 
pole field contributions were specified to be less than 1/10 4 at the pole radio*. 
Each pole has a removable pole shoe as shown in Figure 2.27a. The harmonics 
of each magnet were measured and the shape of the end shoe calculated to con-
pens ate the error field. The shoes were then machined on a computer controlled 
milling machine, reinstalled, and the magnet was remeasured. Using the coeffi­
cients found in this way the required field tolerances were met. The 24 magnets 
(Including the engineering) cost 1.4 million dollars. You may ask why not make 
the bore radius a little larger and not work so hard. The answer is that the optica 
of the storage ring required a certain gradient length product in a given length. 
The effort represents the current state of the art. 

ft) 
<nf5 ^ f = ^ 3 

f - j * - _ ••-• 
I - - . . jte»» rtsVnt, ?Jt. 

jlroc* e*> ferxzQ 

Fig. 2.27 Other Corrections (A) Removable Shoes, (B) "Mirror Field Termi­
nation 
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In spectrometer quads, of large aperture, sometimes the ends are made spher­
ical. This, too, is very expensive. Mirror plates Figure II.27b are often introduced 
to terminate the field so that it cannot interact with an adjacent magnet. The 

latter is described in Refa. 49, 50. While we an on the subject of end correc-
tian^ecently the entrance and exit fields of micratran magnets have been studied 
with TOSCA and the effects of the so called "end guards'1 evaluated. See Ref 
51, 52. 

2.7 Pole Face Windings 

Some cycling accelerators need particular field shaping at injection energies 
to compensate errors that arise from remnant fields and eddy currents. Ref. S3 
describes how pole face windings are used. 
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3. MAGNETIC MEASUREMENTS AND MORE ON HARMONIC ANALYSIS 

3.1 Introduction 

There are two main aspects to magnetic measurements, and I believe they are 
separable. The first question is: - "Does the final design perform to specifications 
and, if not, why not?" The second question is: - "Do all the magnets in an 
accelerator or beam line behave the same way?" In other words, I am separating 
the work of proving the design from the work of production quality control. The 
techniques may be similar, but the emphasis is quite different. 

3.2 Field Quality Control 

Assuming that the "final" model is correct, let me list a few of the questions 
that need to be answered in production quality control. 

(A) Is 

j B-dz 
-OB 

for each bending magnet the same within a given error for a given current setting. 
In other words, do the bending strenghts track with current. IT not, unacceptable 
orbit distortions result. 

(B) What is the absolute 

JB.* 
for the collection of magnets? If other devices depend on this knowledge, say 
the injection energy, or final energy, this can be important. The values must be 
repeatable from day to day. 

(C)Is 

Jo.* 
for each quadrupole the same? If not, the width of resonances arc opened up. 
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(D) Is the absolute gradient correct? IT not, the tune of the machine will he 

1 wrong or a focal plane is in the wrong place spoiling resolutions. 

(E) Do the production quads have proper harmonic content? If not,thcy have 
been incorrectly assembled, or there may be a partially shorted coil. 

(F) Do coils get too hot? If so, there is a blocked water passage. 

(G) Are the magnets straight or twisted? If BO, x-y coupling occurs. You can 

think up your own list. The point I want to make is that when you are producing 

several magnets a day you must have a reliable magnetic quality control system, -

semi- automated, i.e., computer run with a capability of measuring and analysing 

the data at high speed so that you can tell whether to accept or reject a magnet 

immediately. You don't have time to diagnose illnesses! The system and the 

running of it may cost perhaps 10?fi of the magnets themselves but , in my view, 

is essential for the successful operation of a large machine as well as catching 

fabrication errors before it is too late. 

3.3 Magnetic Measurement Techniques 

The many different methods of field measurement are reviewed in REfs. 54 

through 57. I wilt comment on each method briefly to show in which situation it 

is most applicable. 

(A) Nuclear Magnetic Resonance 

The most accurate meLhod of field measurement depends on the anomalous 

magnetic moment of the proton, deuteron or electron. These values have been 

deermined by others, and one can take the most recent values from the literature. 

For instance, the Larmour precession frequencyh of the proton, I believe, in 1984 

was, 

4257.7109 Hz/gauss (Free Proton) 

This value must be corrected by 23 PPM for the proton in a water sample for 
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diamagnetic and 2nd order paramagnetic screening by molecular electrons and 

other effects as shown In Refs. 58, 59. In fact, the scientists a t CERN carried 

out the most remarkable magnetic mapping of the muon storage ring to 10 PPM; 

their comments are worth reading. 

The proton frequency at 17 kG is around 72 Megahertz. This is somewhat 

inconvenient electronically. Therefore, often the water sample is augmented with 

deuterium whose magnetic moment precesses at 653.59 Htz/gauss. 

Lithium is also used at 16S4.7 Htz./gauss. Needless to say, high precision 

measurements require well regulated power supplies. I will not go into the details 

of probe construction except to say that long leads generally degrade the signals 

so that the local oscillator should be close to the probe and may, therefore, 

have to be controlled remotely. This is easily done by the use voltage controlled 

capacitors. It is very useful to have the oscillator trade a slowly varying field 

automatically by means or a phase controlled feedback system. 

There are three main disadvantages of the NMR. 

(1} The field must be quite uniform over the size of the sample. Therefore, 

gradient magnets and end fields cannot be measured. 

(2) The field cannot change in time rapidly. 

(3) One is measuring the field in only one place at a time. Over a long magnet 

this is tedious. 

However, no laboratory can be without an NMR. It is the primary reference 
standard. 

(B) Hall Plates 

The hall effect is used to great advantage in making point measurements. 

The probes are small, don't require very elaborate electronics and can measure 

field directions. See Rcfs. 60 and 61. 

Their disadvantages are: 
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(1) They have Zero offsets aad are non-linear (1-2%). That means they must 
be calibrated carefully against NRM-

(2) They are temperature sensitive - that means they must be put into a 
temperature regulated oven and controlled to +/- 1°C. 

(3) They require corrections if the field is very nonlinear. 

(4) They must be carefully aligned. 

(5} They suffer from magnetoresistive and thermal EMF effects. 

Their Worst disease is that they ago and, if their steering current is inter­
rupted, require several days to stop drifting. Frequent calibration is, therefore, 
required. With care measurements can be made at about the 2/10* level. 

(Cfl Static and Moving Coils 

Perhaps the most useful technique of magnetic measurement is the use of 
calls. 

Consider the Bending Magnet in Figure 3.1. 

If the coil overhangs the magnet so that the ends are in a field free region, 
we measure directly what the particles feel 

If the integration is only over the positive going signal we do not even need to 
measure the angle of rotation -the integrator cuts it for us. 

Bow well can one measure the parameters of the system ? 

N is just the number of turns- you count them. 

D is best calibrated by rotating the coil in a very well measured magnet which 
Is mapped by NMR in the middle and with a hall probe at the ends.(If you use 
the same integrator for this as you do for the magnet to be measured you dont 
even have to calibrate the the integrator.) 
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The integrator is calibrated with a precision voltage standard and internal 
precision clock as for example in a Hewlett Packard DVM (model 2401C). Or, 
the integrator could he any precision voltage to frequency converter coupled to 
a counter that can be turned on and off by a precision clock or the sign of the 
signal. (You realize of course that we have defeated some of the common-mode 
notse suppression of tbc integrator and opened ourselves to noise problems just 
as the voltage swings through zero. In practice taking averages over many turns 
solves some of these pioblems.Drift can he taken care of by linear subtraction in 
the data. 

The bearing on the shaft must he smooth and not bounce. The coil does 
not have to be exactly straight, but the dimension D should be uniform over the 
length of the coil. 

This set up and its variations form the basis of nearly all machine magnet 
measurements at SLA.C during production. With care, the equipment repeats 
with a rins or 3 to 5 parts in 105. Thermal effects on the coil must be taken care 
of. If the field is ramped in time, the coil is made stationary. Then, one measures 
the change 

but one only knows the change in flux ,not its absolute value The starting 
value can be determined from peaking strips. Reference: J.M. Kelly, Review 
of Scientific Instruments 22, 256 (1951) or scan of the residual fields using Hall 
plates. 

(D) More on Harmonic Measurements 

In the last chapter I stressed the importance of Harmonic analysis. Since 1935, 
the methods and aparatus have been much refined by many authors. There are 
basically three types of systems: 
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(1) The original scheme is shown in Figure 3.2 and is still used for diagnosing 
end fields.lt is not as accurate as the newer methods. (For best signal and 
resolution keep the coil radius large and cross section square. Motor coupling is 
important, ReL 43, 
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Fig. 3.3 Diagnosing aa "End Field* 
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(2) The second adwn» fa shown la Flgu« ZX, Ret 62. 
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(3) The third system is shown in Figure M . T h b was used on Che PEP tSL 
quads. Dr. Halbach suggested the m e of "tracking" coiIt,(ReLS3) in which the 
dominant oignals,e{ther dJpok or qaadrnpole are balanced oat ay the way the 
coib axe wound BO that the error signals become visible. Sea also Refit. 64 ,65 . 
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Fig. 3.4 Scheme for Very Small High Order Pole Contributions 

In method 2, after several hundred turns of averaging the data in storage, 
the FFT computation in a small computer took of the order of 5 minutes. This 
ia last enough, but the ultimate weapon is the modern dedicated FFT computer! 
There are several manufacturers that make these devices inthe U.S., among them 
Hewlet-Fackard (Model 3582) and Nicolet Scientific (Model 660) now sold by 
Wavetek. It 5s a delight to see the spectrum emerge on-line for instant diagnosis. 
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(E) The Floating Wire Technique 

In some spectrometer magnets with edge focusing the field is so complicated 
by edge effects to make particle tracking through a measured field map very time 
consuming. Physicists then resort to an old technique, that has recently been 
perfected to high accuracy +/ - .02% in which the particle's path is simulated by 
a current in a stretched wire. 

Fig. 3.5 The "Balance Equation" for the Schetched Wire 

In Figure 3.5 the equation of balance is derived. Modern applications .sensitivity 
and errors are discussed in Refc. 66 and 67. The method is not used very often 
in high energy work but makes a nice homework problem for students. 
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3.4 Current Measurement 

It is of no use to make good magnetic measurements if one cannot measure 
the current accurately. This may sound trivial, but it is not: 0.1% is easy, 0.01% 

harder, 0.001% very difficult. 

(A) Shunts 

Suppose we use a shunt resistor and wish to measure a current of, Bay, 3000A 
fay developing a voltage that can be compared to a standard voltage reference 
around 1 volt. Why so much voltage? The electrical environment around accel­
erators is notoriously noisy, and one would like to have a signal large enough so 
that, say, 0.01% is well above the noise. 

In 1955, when my budget was very small, I built a Tesistor that is illustrated 
in Figure 3.6. I think you immediately see the problems with high current shunts. 

Fig. 3.6 How to build a High Current Shunt (1954) 
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Some of the problems are: 

1. Even with manganm (1395 Ma 87% Copper), designed for shunt application 
the temperature has to be controlled near 50°C 

2. The strip has to be mounted so that it b under no mechanical stress. 

3. Thermal EMF's most be considered. 

4. The inductance should be minimized, 

5. The manganin mast be aged for constant resistance. 

6. There is a potential safety hazard due to lack of isolation between the high 
power equipment and the measuring electronics. 

In 1071, Walter Praeg at Argonne developed & very elegant coaxial sbunL 
which was used as a standard for a number of years. It is described in Ref.68. 

fB^ Transducers 

Most of the shunt problems are overcome by use of Direct Current Current 
Transformers (DCCT). Invented in the 1930's, these devices have been improved 
ever since and are now almost exclusively used in all laboratoris for the measure­
ment of high currents, both DC and ramped DC. 

At first glance it seems not possible to transform DC. Basically, the device 
is a magnetic amplifier. A good explanation of how they work can be found in 

Ref. 69, and I provide yon with many other Refit. 70 through 76 that detail the 
improvements that have been made over the years. 

The deceptively simple^ device is shown in Figure 3.7. Understanding it is not. 
so simpleJTallow the steps outlined. To overcome the notch in the DC output, 
a combination of cores is used either tn parallel or m series, but this gets very 
complicated, and I will refer you to the literature. 
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Let me stress again the advantages: 

1. Isolation from the magnet bus. 

2. High output voltage. 

3. lnsensit'iv'ity to the drive voltage. 

4. Small power dissipation. 

5. With care - good stability over years. 

6. Inherently good frequency response. 

7. Fairly simple. 

Disadvantages: 

1. Zero current offset. 

2. Non-lincari'.j-

3. Ripple {unless the electronics is -very sophisticated). 

4. Some sensitivity to stray fields. The disadvantages of offset and non-

linearity are simple to overcome. If you operate a magnet system with 

the same device that you used to calibrate it, a knowledge of the "rear 

or absolute {in NBS terms) current is not necesary. Watch out for leakage 

currents to ground via the bad water in the cooling system. 

3.5 Repeatability of Calibrations 

{A) Hvsterisis 

THERE EXISTS NO SINGLE OR UT'IQUE FITfCTIONAL RELATION­

SHIP BETWEEN THE INDUCTION B AND THE DRIVING CURRENT I 

FOR AN IRON CORED MAGNET! Hysterhls in the core material causes the 

magnet to remember (like an elephant) where it has been in excitation. To make 

it forget, one must re-educate the magnet by giving it "history lessons". 
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For solid magnets and laminated magnets (whose laminations are not specifi­
cally insulated from each other] the conditioning shown in Figure 3.8 has proved 
generally satisfactory for most applications. 
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Pig. 3.8 A "Standarication" Procedure 

Some papers on this subject are Refs. 77 to 79. 

In Figure 3.9 and 10 the effects of hysteriats on the PEP bends and some 
1,0 meter long quads are shown.Notice that the strength varies several percent 
between upward and downward going cu*rent settings. 
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<B) Reference Maenet 

Since it is impassible to measure all the conceivable hysterisis paths that 

might occur in operation, it is very useful to employ an additional reference 

magnet in critical circuits. 

During calibration, the magnet under test is wired in series with the ref­

erence magnet which is of identical construction. Both magnets are measured 

simultaneously. Of course, they go through the same cycle. This permits: 

(1) A check on the measuring systems' repeatability. 

(2) An evaluation of strength ratios of each magnet under test. 

When ail magnets are installed in the ring, the reference magnet Is mounted 

in an accessible area and can be, if necessary, measured during operation. In 

principle, therefore, knowing the system ratio, we can determine the system 

strength without any precise knowledge of the current Sowing, and the hysterisia 

problem of setting magnets strings is solved. 
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3.6 Frequency Dependence of Inductance and Resistance 

Power supply engineers need to know the characteristics of the load. The 

behavior of solid and laminated magnets' inductance and resistance as a function 

of frequency is shown next. 

Figure 3.11 shows the measured and calculated response of some solid core 

magnets at CEA, Refs. 80, 81. Eddy currents (lowing in the poles exclude flux 

reducing the inductance. Eddy currents in the core and conductors increase with 

frequency the AC resistance of the magnet. Experiment and theory agree quite 

well. 

More important today is, for example, the responses of NAL magnets which 
are laminated. Figure 3.12 shows the calculated transfer function in the presence 
of the vacuum chamber and the impedance presented to the power supply of the 
Bi and B2 bends.Notice these magnets exhibit a turn over at somewhat higher 
Frequencies as one might expect. 

Figure 3.13 shows the same sort of behaviour for NAL quads, Ref. 82. Es­

timates of this kind are quite important to the power supply engineers in calcu­

lating their filter requirements as well as estimating whether or not the system 

as a whole can support transmission line modes. 

The fairl;' thick aluminum vacuum chambers used at PEP filter out the high 
frequency chopper noise very effectively. 
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3.7 Miscellaneous Instruments 

fAl Permenmeter 

When buying hundreds or thousands or tons of steel, it is necessary to be able 
to quickly mcaaurc the quality and uniformity of the steel that Is being shipped. 

The CERN Pcrmcamctor is a particularly useful device and rapid In its opor-
ation. It is described in Rcf. 83.Recently CER.N has developed a "cocrcimeter" 
that does not even require sample cutoffs or rings but can bo attached to the 
sheet steel as it comes off the roll. See Ref.84 

(B) Quadmpole Center Finder 

In most of my experience, I have found that the magnetic center of a properly 
assembled quadrupolc lies within ,05 mm of its geometric center. 

However, a. clever device to check this was constructed at FrascatE. It is 
described in Ref. 84. 

(C) Mappera 

Most major laboratories have developed major general purpose mapping de­
vices. The technology of a few of these may be found In References 86,87, SB. 
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4. SPECIAL PURPOSE MAGNETS 

4.1 Introduction 

So far we have discussed relatively straightforward, magnet designs. In this 
chapter we will consider somewhat more unusual devices used for injection, ex­
traction and correction. As stated at the outset the truly exotic will be discussed 
by the experts next week. We will also consider a generic collider detector magnet 
with respect to its problem with field uniformity, 

4.2 Senium Magnets 

Suppose we wish to have a strong field in a given volume which IB located 
directly adjacent to a region that is to have zero Geld. The separation of regions 
can be effected by a current sheet or a thin iron sheet. Such schemes are used to 
bifurcate particles paths. 

fa) Current Sheet 1'VPas 

The principle of this design is shown in Figure 4.1. The "outside4 field, 
calculated for an actual magnet at BNL is shown In Figure 4.2. The authors 
of Ref. 89 discuss the problems of cooling, forces an the thin septum, material 
choices and radiation resistance in detail. In Figure 4,3 w* see how the outside 
Geld changes with the radial position of the conductor in the gap. Ref, 33, 94 
Notice how yon can. compensate far constructors! errors and tune a magnet this 
way. Effects due to iron saturation are often mitigated by the use of anxiauy 
back leg windings. 

90 

* 



/*fl*.3foto«*trf- „ m 

Sorption, and ?3f> a 
Jtthfceiu cond«cfer 
and IVMC^ fi«. 
Owf* o£ TO. COM«J**«" 
pvftfHu CJHR/X -rtt 

. fnatu 

U prtcffi®. -jlm, still 

0-
TM 

5i«T to <J 
,ToU. 

if $ ' I T t--u- % 

TaS»6fl/ »• I J*?«fl/p 

Fig, 4.1 Tlw Principled the •Onraeiit Sheet" Septum 

99 



r̂1'.. 

HT-3(m^ 

A MfarVJ 

StUMMft F i m hplMK (*€• C"*> 

BJtttnr mqnct far b i t EnCnete4 ! • • 
•having ulcLtLaceJ Erix^iag f lu id . 

Fig. 4 2 Fields in the "Field ReeF Begfen of a Septum 

100 



Ma.a 
«cr*rfi«U fa 

f U M flt CtM 
use. cue « 
tnavi ctw 
«cpc<ai t«e-

Fig. 4.3 Stray Field M a function of conductor Placement 

Now that we have taken all this trouble to make the field gero outside the 
septum in two dimensions, what happens at the ends of the magnet? Figure 4.4 
shows how badly the end fields can leak out. One can compensate this effect 
by moving the septum conductor radially, but this may not repair a gradient. 
Ref. 90 
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A better way is to arrange the return conductos in a very special way 
as described by It. L. Keizer in CERN Report 74-13, May 1974 and is shown In 
Figure 4.5, Ref. 90. 

\ 

fig. 4.5 The "Coil Overhang" Solution to End yield Pmblem 
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We saw that the current density in many applications is so 
high that the magnet roust be pulsed. By using the magnet as a transformer, one 
can induce current to flow in the septum sheet if it is part of a. short-circuited 
secondary winding Ref. 92. This is shown in Figure 4.6a. 

- SEPTUM STEEL 
PLATE 

C-CORE 

FRIUAHT 
CDIL 

SECONDARY 
BACK LEE 
CONDUCTOR 

-SECONDART SEPTUU 
CONDUCTOR 

SUPPORT ANO COOLING CLEMENTS 

Fig. 4.6a A Septum with "Transformer" Coupling 

One of the nasty problems with pulsed septa having iron cores in storage ring 
applications is that after the current is turned off and the cancellation of fields 
no longer applies, the core field relaxes more slowly giving rise to stray fields an 
order of magnitude larger than permitted. Careful steel selection and additional 
vacuum chamber shielding is then required. 
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. A rather interesting 
geometry is shoivn in Figure 4.6b. It shows how wild the current can become in 
some of these septum designs. 
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Fig. 4.6b A "Passive Septum Coupled to a Coaxial Condactor Geometry 
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Slow pulsed power supplies are often of the form shown in Figure 4.7. To 
give you a feeling for typical parameters, aa illustrative of a medium size device, 
I have inserted some values for a 10.4 uh magnet that pulses at a rate of 180 -
pps using resonant charging and energy recovery. 

.00!JL SCZ. 
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<h&& 
- T I ^ J - J T S -

I -l-H 

u 

X- = 7300 /I 
~z.-"I Jl 

ir = T'.l y-J.h PC, 

0= £° ' 

Fig. 4.7 Parameters of a Medium Siee Pulse Power Supply 

Other pulsed magnet considerations are listed in Ref. 95, 06. Of particular 
note is the analysis of eddy current effects at the ends of pulsed magnets which 
very often .get very hot because the field is no longer in line with the plane of the 
lamination, fief. 97. 
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fb) Iron Septa 

The geometry shown in Figure 4-8 shows the principle of the Lambertson 
septum. The field is now perpendicular to the septum, and since the coils can 
be large, the design does not suffer the usual current density limitations. In 
practical cases D„ is limited to about 10 fcG before the iron saturates and stray 
fields result. An extra magnetic shield is often used. 

/ fo fe: G ReJc1 io ® B 0 < /ohre-

Fig. 4.8 Principle of the Iron *Lambertson" Septum 
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Iron septa can take many usual forms. Some of the most novel examples are 
shown in Figure 4.9 in which the external proton beam from the CERN SPS is 
split into two or three separate channels. Ref. 98 - 100. 
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Fig. 4.9 Double Iron Septa at the CERN SPS 
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4.3 Mnltipole Magnets 

Accelerators or storage rings sometimes need higher order pole correction 

magnets to cancel residual polarities Introduced by the main magnets. These 

may be rotated quadrupoles to compensate linear coupling, sextupoles for chro-

maticity, actupoles to introduce Landau damping, etc. 

A single magnet that can introduce all of these, with arbitrary magnitude 

and angle is shown in Figure 4.10 and Rels. 101 to 104. It is a multtpole with 

12 iron poles. The coil currents are controlled to produce the desired fields. The 

magnet needs to have a fairly laxge aperture with respect to the beam aperture 

because near the poles the fields tend to be badly distorted. This makes the 

devir.. weak, but fortunately in accelerator applications the required strengths 

ai s also weak. 

Pig. 4.10 A "Multipole" Correction Magnet 
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4.4 Detector Magnet 

I have time to show you only one of many devices. As an example I have 

chosen the SLAC Mark-II storage ring detector magnet, as it was originally con­

figured for operation at SPEAR. 

In storage ring experiments it is important to cover as much of the solid 

angle around the collision point as possible, preferably without disturbing the 

trajectories of the beams. 

A solenoidal magnetic field is appropriate to analyze the reaction products, 

particularly if they leave the interaction point at large angles. Figure 4.11 shows 

an exploded view of the device. A 5 fcG field coaxial with the colliding beams 

is produced in a volume 3 meters in diameter and 4 meters Jong. The Rux of 

the central field ia returned by upper and lower flux bars and end caps as shown 

which, exclusive of the Iron plates of the muon detectors, weight some 350 tons. 

Power in the then "thin" (in radiation lengths) was about 3 megawatts. 

A POISSON calculated field plot in cylindrical geometry of half the magnet 

is shown in Figure 4. Notice how parallel the field lines are, indicating a very 

uniform field. That they are not equally spaced results from the fact that they 

represent lines of constant vector potential in cylindrical geometry. The point 

of showing this example is as follows'. To achieve uniformity in the central field 

volume, it is terribly important to bring the main coil as close to the iron faces 

of the ends as possible. This forces the field lines to flow parallel to the coil and 

enter the steel normal to the iron and not leak sideways, an imperfection that 

would produce radial field components. If the coil were a superconducting one, 

the vacuum vessel and superinsulation would prevent such close coupling. It is 

also important that the effective coil to steel distance at bath ends of the magnet 

be exactly the same. Wore this not so, axial assymetries result in the main field 

and substantial unbalanced axial forces occur between the coil and iron. 

The perturbation on the axis at the ends of the magnet was caused by coils 

that compensate the main field so that the total integrated field through the 

magnet is compensated to exactly zero. The magnetic axis of such coils requires 

careful aiignemenl. At the SLC these coils are no longer required. 
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5. M A T E R I A L S , M A N U F A C T U R I N G P R A C T I C E S , A N E X E R C I S E P R O B L E M 

5.1 Materials 

For general references to get you started, see Ref 105. 

(A) Steel 

Figure 5.1 shows the B-II curve for a large variety of steels. The student 

of iron magnets should consult the classic reference "Ferromagnetism" by R. M. 

Bozorth. (Van Nostrand 1951). 

We will concern ourselves with only two types of steel: ingot iron for large 

solid core magnets; sheet steel for laminated accelerator magnets (1 to 3 mm 

thick) and leave electrical transformer steels (.1 m m thick) for pulsed magnet 

applications to others. 

i. Ingot Iron 

Steel from Basic Oxygen Furnaces (the oxygen is used to burn out carbon ) 

is ladled into ingot molds. Usually the top 1/3 of the ingot must later be thrown 

away because its carbon content is much higher than that at the bottom. The 

size of a typical heat (pouring) of steel in the U.S. is about 200 Tons. 

For magnets a carbon content of .0696 + / - .02% is particularly convenient 

because the magnetic properties of this steel arc the least sensitive to carbon 

content in this range. 

For large blocks, a few % of silicon is often added to prevent blow hfles. 

Heavy slabs are hot rolled. Figure 5.2 shows a typical B-H curve for AISI1010 

steel ie.of 0.156 carbon content. Notice the variation of permeability (mu) with 

excitation. Figure 5.3 shows how the low induction properties cliange with post 

rolling heat treatment (annealing). In the last few years, special very low carbon 

cast steels have become available from Hoesh-Estcl, Dortmund, Germany, Ref. 

106. 
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2. Steel for Laminated Accelerator * "agneto 

Laminated fabrication (as oppor <id to machining ) of steel cores requires flat 
sheet stock which is cut to shape in a punch and die operation. Two types of steel 
are currently in use : special decarburized steel made expressly for accelerator 
magnets, and .eiativly ordinary 1006-1010 sheet used for car bodies,refrigerators 
and washing machines. 

Tho Hot Conversion of Ingot to Sheet Coil 

tt"> 3B'> 7»- 3*-» »" a ZO" 
INGOT SLAB 

14000* ?Sj),_ n,»oo» 

SHEET COIL 
.DIM.'M * * * * 

Ingot Segregation Pattern of Rimmed Steel 
Duripg Various Stages of Conversion 
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CtmppaiWiA? ta 

Tpp of Ingof 

®. . 
•i 

M i l I U T I P P H V 

coriimuous 
SHEET COIL 
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TOP OP w * « 

Fig. 5.4 Rimmed Steel Rolling 
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To understand the properties of these products it may be useful to briefly 

review how they are made by refering to Figure 5.4 For magnet applications the 

game is to obtain a predictably low carbon content of UNIFORM chemistry from 

lot to lot. Notice that even if the top of the ingot is discarded,the rim of the 

ingot remains on the outside of the material throughout the subsequent rolling 

stages. Carbon segregation is minimized in so called "killed "steels in which a 

certain amount of alumuntm or silicon is added at the pour. These actions will 

make a more uniform steel but appear (from our measurements) to lower the 

desirable magnetic properties somewhat. The slab.which has been either cast 

or hot rolled,is reduced in thickness in a hot rolling operation to a controlled 

thickness about 1/4 to 3/8 of an inch and coiled on a roll to cool. 

Such coils, called ^hot band" in the trade,may be purchased at this point by 

a so called rerolling mill for farther processing.To make 16 gauge material, the 

coils will be carefully cold rolled to about .070" recoiled and then be placed in 

an annealing oven. The steel will be rather soft after this treatment (Rockwell 

B scale 20 in some cases) and difficult to stamp accurately. The final so called 

"temper pass" provides the final reduction to .062 + / - .001" and can be made 

soft, medium or hard oe;-«r:ding on the application. We have found that Temper 

3 hardness ( Rockwell D icalc 70) distorted the least in a single hit stamping 

operation. The steel is recoiled and sent to the slitting mill where the sides are 

trimmed and the correct width is obtained. We have found it best tD have the 

strip leveled (that is flatened) and cut to shipping length so that the stamping 

house does not have to straighten the material. Since it is easier to shiD and 

stamp from a coil than from sheet stock this is a bit more expensive but has 

proven essential for us. 

Every step in the process affects the magnetic properties in some way so 

adherence to rigid quality control standards and traceability is essential. 
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ARMCO INC. Eastern Stool Division, in Middlctown Ohio makes a specialty 

product thej call "Special Cold Rolled Magnet Slccl". During an annealing stage 

the material is passed , in open sheet form, through an oven whose atmosphere 

is desigr • - r, ;ove carbon. To some extent this can occur only near the 

surface b • , JU the sheet is thin the reduction is very good. This material has 

been used for the FNAL main ring, the PEP storage ring and other machines. 

The manufacturing ranges of iLs low coerciveforce and relativly soft hardness 

are shown in Figures 5.5 and 5.6. The D - II curve is displayed in Figure 5.7. 

This is a high field material having a permeability bcivLeen ISO and 181 at a 

magnetizing force of 100 Oe (7900 A/ro).Thc tempeialurc variation of mu and 

effects of ntense .neutron irradiation are listed in Rcfs. 107.108. Do look up an 

important contribution on this material at liquid helium temperatures by ihe 

BNL group in Ref 109. 

Fig. 5.5 The Distribution of H e Among Production Lots 
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P) Conductors 

1. The resistivit) of international electrical grade » — f M copper {99.91S6 
pure) at 20"C is, I believe, 

/i = 1.724 * wreaem[l + .00393(1 - aOoesC)] 

Remember, therefore, for a cell running at 40*C to add about 8?6 to resis­
tance. 

2. The International Aluminum Standard at 20°C hi 

p = 2.827 * 10~6ncm|l + .0IMO3(( - WdegC)} 

At 40° the ratio of resistivities or A!/Cu is L.6S. 

However, the price per pound of capper is, perhaps, 3 times that of aluminum, 
and since the density ratio is 3.27,the increased price of larger coil and core (to 
keep the power consumption the same) may well be onset by using aluminum. 

Aluminum coils ace also much easier to fabricate because the material has 
less tendency to work harden or keystone. 

However, coil connections must be hehatc welded, and extra precautions nitts* 
be taken to ensure good mechanical connections. A special paste (Alcoa No. 
2EJC) is used to prevent voltages across connections. The use of aluminum is 
described in Eefs. 110 and 111. Aluminum can be hard anodhwd to provide a 
very hard (but brittle) radiation-resistant surface insulation (up to 750 v break­
down) .The surface must be treated after the coil is wound, because the conductor 
cannot be bent very much after anodizing without breaking the insulation Ref, 
112. Aluminum is available in extrusion form of almost any length. 
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(Cf\ Conductor Insulation 

In the accelerator magnet held the outstanding problem of coil insulation is 
radiation damage ,whlch, when combined with magnetic and thermal stresses, 
feads to coil failure. These problems have lead to the development of specially 
formulated epoxy Impregnated fiber insulation systems. The use of mineral insu­
lator, hard anodised surfaces and even the use of cement are described m KeJs. 
113 through 122. 

It appears safe to say that the studies of M.H. Van de Voorde and co-workers 
at CERN are the most extensive and systematic of any I have seen. His article 
"Selection Guide for Organic Materials in Nuclear Engineering", CERN Report, 
Cera 72-7, has been the Master Guide in this field for ten years. This work 
has been extended by II. Schonbacher and A. Stolarzlxycka In two more recent 
volumes, GERN 79-4 and CERN 79-8. Write to CERN to obtain copies of their 
work. 
Vantie VoOrde 

CERN-70-10 

CERN-ISR-MAG/S8-59 

CERN €8-13 

CERN ISR KAG/6B/44 
CERN-69-12 
CERK-70-5 

Literature Guide to Radiation Resistance 
Epoxy 
Hoses 
Epoxy Electrical 19BB 
Epoxy Mechanical 
Materials 
Polymers - High Energy Accelerators 

CERH-ISR-HA/73-36 
CERH LAB II-RA/72-10 
CERN 1SR-HA6/67-3 
CERH ISA-HA6/PS-6464 
CERH-ISR HAG/67-19 
CERH-ISR HAfi/68-14 
CERN ISR MAG/PS/6455 
CERN HPS/66-22 
CERN I-WMA/7S-38 
CERN 72-7 

Cosiwetry 
Electronic Coaponents. 
Epoxy 
Paints 
Glass Reinforced 
Lubricants 
Textiles ', 
Hater-Radiolysis 
Polymers at Cryogenic Temperature 
Selection Guide for Organic Materials In 
Nuclear Engineering 

Pig. 6.9 Index to the Radiation Resistance of Misc- Materials 
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Fig. 5.10 Relative Radiation Resistance of Thermosetting Reaiiia 

In examining Figure 5.10 you will see that most thermosetting resins do not 
survive a dose of 10 9 Rads. How they fail you must read about on your own. 

If doses above 10° Rads are going to be encouatcred, non-organic materi­
als are used.(Ref.l22). Loading the epoxy with aluminum powder (grain size 
10 microns) has been found at SLAC to be an effective method of radiation 
"hardening" the insulation (Ref. 115). 
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Fig, 5.11 Radiation Stability of Thermoplastic Reuas 

Figures S.ll 5.12 on thermoplastics ana elastomers show a material selection 
guide for cable insulation and hoses. Beware of Teflon and certain types of 
rubber! 
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Fig. 5.12 Radiation Stability of Elastomers 

(D) Water 

Complex chemistry problems arise whin high voltage magnets are coaled 
with water. The treatment of water is essential and is dpicribed in Ref. 123. 
Economic considerations are discussed in Rof. 124. Generally, the resistivity of 
the water should be maintained at greater than 5 x 10 s ohm-cm, the pH between 
6 and 6.5, with dissolved oxygen at or below 0.1 ppm. 

Needless to say, filters are essential to remove foreign matter (metal chips, 
dirt, grease, etc.) from obstructing the small cooling passages of coils. 
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5.2 Manufacturing Practlcea 

1. Core Construction 

The many articles listed In the previous chapters detail many of the construc­
tion techniques employed for core assembly. A particularly interesting example, 
however, is the description of how the 1SR cores were made, because it stresses 
the stringent requirements of uniformity from core to core in this machine. I 
suspect no machine in thr. world has had as much care lavished on it as this 
one.See Reference 125, CJslRN lSR-MA/7*-6. 

(A) Uniformity 

We have already seen how the properties of the Bteel depend on from what 
part of the ingot the material is taken. The problem is often greater among the 
various steel ladle pourings. 

Not only is it cheaper to make a large ensemble of magnets of complicated 
profile by laminating it, the magnets themselves can be made more "identical" 
to each other by randomizing the laminations from among the total amount of 
steel purchased. 

Statistical methods are used to determine how detailed the randomizing pro­
cess needs to be. Same comments; 

1. Plan enough lead time so that you are not forced to build magnets on a 
production schedule before you. have a fair fraction of the total amount of 
steel required. 

2. The assembly techniques must be worked out on sufficiently large num. <is 
of models before you start production because any changes in procedure 
thereafter may produce magnets of differing character. 

3. Remember also that the effective hit B.d) of a saturated magnet depends 
only on its length, but also on Its linear weight density. 

(Bl Stampings 
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As machine energies increase magnets become smaller and smaller in bore 

and tolerances on parts become harder to meet. As stated earlier we now need 

laminations whose critical dimensions have tolerances in the .0001" domain. Con­

ventional stamping techniques, which used to call for die clearances of several % 

of material thickness, will no longer suffice. Two things have happened; a) The 

introduction of the "fine blanking™ process La which die clearance is virtually 

absent and the metal is more or less extruded by the punch and b)Thc introduc­

tion of the computer controlled wire EDM machines which have revolutionized 

the speed and accuracy (hence the cost) of making conventional die sets with 

very close fits. Small die clearance means more sharpenings (perhaps every 20K 

strikes but yields better surfaces. Both techniques when properly applied seem 

capable of providing the community with parts of sufficient accuracy. I will not 

regale you with the horor stories that abound when one first tries to learn how 

to weld together a straight magnet. 

fC) Cement Magnets 

We cannot leave this subject without mentioning the newest wrinkle in the 
trade.The LEP magnets run at very low fields at injection. (0.023T) So low in 
fact that the problem of non uniformity of residual field becomes severc.This 
problem was solved by the CERN designers by reducing the packing fraction 
of the laminations to 27% filling the 4mm void between the laminations with 
fine grained sand and cement mortar so that the assembly acts mechanically as 
a prestressed concrete beam but in which, the induction in the steel leaves is 
higher than it would otherwise h have been. Abo, cement is no doubt cheaper 
than steel. The heroic measures that had to he developed to put this elegant 
idea into practice can be found in Reference 126. 

2. Coil Construction 

Conventional colls are normally wound with the conductor insulated with an 
epoxy impregnated layer of wrap which cures when the whole coil is potted in an 
evacuable form and baked. An automatic device to wrap the multiple layers of 
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insulation, glass or cotton tape, etc., on the conductor is shown in Figure 5.13.It 
travels along a. table with the wire passing through its middle. 

The development of tooling and fixtures of this kind is important to keep 
manufacturing costa under control. 

Fig. 5.13 An Automatic Insulation Tape Winder 
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Coit winding shops generally mount the winding Forms on platforms that 
resemble gun mounts so that the conductors can be layed into precise locations. 
You will appreciate that statement when yon see the "dog eared" coils that 
become a necessity when lattice opticians forget that magnets have ends. See 
Figure 5.14. The tighter the radius the coil winder has to accomodate (lie does 
it with a huge rubber mallet), the more the conductor keystones, the more likely 
that the insulation is damaged and turn to turn short circuits result. 

Same older unusual practices are described in Refs. 127 to 128. but in 1970 
three laboratories, SLAC, CER.N and DESY decided (apparently independently) 
that for large machines one should abandon the concept of a coil altogether and 
simply string the magnets on a common bus - like beads on a string. This is 
actually being carried out for the SLC Arc Transported the LEP and HERA . 
(e-) rings. Look mother - no coil ends! 

Fig. 5.14 Example of "Dog Eared" Coil ends 
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Coil Testing 

Conventional coils should be tested BEFORE they are installed in a magnet. 

This is often done by "ringing" them a process nothing other than making them 

the L of a high frequency LC oscillator and measuring their Q. Applied voltages 

should be high enough to cause weak spots to break down but not high enough 

to cause an otherwise healthy coil to fail. A turn to turn short shows up on 

the otherwise smooth oscilatory waveform as noise. The procedure is somewhat 

emperica] since it does not test the long term thermal working of the coil, a fact 

that reminds me that I failed to remind you in Chapter 1 that the conductor 

should have a hole in it for water cooling. 

5.3 A n Exercise Problem 

Now that you have heard thirtyfive years or magnet practice go by in two 
hours you should have become accomplished magnet designers and I would like 

to provide you with a small test problem.To all who hand in a solution (SLAC 
Bin No.12), I will return comments. To aid you in this task I have provided you 
with the boy physicists crib sheet in wallet card form (Figure 5.IS) and some 
ancient UCRL Engineering Design Data sheets (Figures 5.16 and 5.17] which are 
as useful today as the day they were writen. 

Problem: 

Four DC steering magnets are required for some injection Hncs teach to pro­

duce an angular deflection of 4 milliradians for 15 Gev/c electrons. The space 
reserved, along the beam line, for each magnet is 1.2 meters. The vacuum tube is 

circular and has an outside diameter of 46 mm. The field uniformity rcquiremetit 
on Int -B.dl vs. x is approx. + / - 3/1000 . The available power supply for each 
magnet is capable of delivering 36 volts at 30 Amps and is located 300 meters 
from the nugncts. Provide a conceptual design for these magnets ( H type ) and 
make a very rough coat estimate. 
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